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Command Syntax Conventions 


The conventions used to present command syntax in this book are the same conventions 
used in the IOS Command Reference. The Command Reference describes these conven- 
tions as follows: 


m Boldface indicates commands and keywords that are entered literally as shown. In 
actual configuration examples and output (not general command syntax), boldface 
indicates commands that are manually input by the user (such as a show command). 


m= = Italic indicates arguments for which you supply actual values. 

m ~~ Vertical bars (|) separate alternative, mutually exclusive elements. 
m Square brackets ([ ]) indicate an optional element. 

m Braces ({ }) indicate a required choice. 


m= = Braces within brackets ([{ }]) indicate a required choice within an optional element. 
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Introduction 


Wireless networking is a fast-evolving technology. Long gone are the days when compa- 
nies view wireless access as a perk. Along with a dial tone, more and more companies 
view wireless connectivity as a given network resource. Information technology (IT) pro- 
fessionals are required to fully understand the latest wireless products and features to 
properly implement a wireless solution. Companies and standards bodies are designing 
and offering certification programs so candidates can prove their wireless knowledge and 
benefit the organization. 


The Cisco Unified Wireless Network (CUWN) solution is a bleeding-edge wireless tech- 
nology platform that most wireless professionals need to be familiar with to properly 
install, configure, and troubleshoot. 


Goals 


The goal of this book is to give you the necessary knowledge to install, configure, and 
troubleshoot Cisco wireless controller—-based networks in a technically proficient and 
concise manner. Although this book tries to cover the topics in an in-depth manner, it 
would be impossible to cover all possible network scenarios that might exist. You should 
be able to take this information and apply it to any network issue and determine the 
underlying cause and resolve it. A wireless problem is going to fall into one or more of 
the following categories: configuration mistake, radio frequency (RF) issue, client issue, 
wired network issue, or bug. Basic wireless knowledge is assumed in this book, so some 
wireless topics are glossed over at a high level. 


Although not specifically designed to help you pass the CCIE Wireless written and lab 
exams, this book does provide you with real-world configuration and troubleshooting 
examples. Understanding the basic configuration practices, how the products are 
designed to function, the feature sets, and what to look for while troubleshooting these 
features will be invaluable to anyone wanting to pass the CCIE Wireless exams. 


Who Should Read This Book? 


This book is designed for senior wireless networking professionals who will be installing, 
configuring, and maintaining Cisco wireless controllers and access points (AP). 


How This Book Is Organized 


Although this book can be read cover to cover, it is designed so that you can flip directly 
to the particular chapter that discusses the topic you are interested in. Chapter 1, 
“Troubleshooting Strategy and Implementation,” provides the basis on how to develop a 
solid troubleshooting method that you can apply to any of the following subjects covered 
in the remaining core Chapters 2 through 15. The appendixes provide a list of debug 
commands, payload information, and information on the next generation of Cisco wire- 
less controllers. 


XIX 


The core chapters, 2 through 15, cover the following topics: 


Chapter 2, “Wireless LAN Controllers and Access Points”: This chapter discusses 
the different wireless controller and AP models and the differences between them. It 
also covers hardware and software requirements. 


Chapter 3, “Introduction to LWAPP”: This chapter discusses the basic concepts 
behind the Lightweight Access Point Protocol (LWAPP). 


Chapter 4, “The CAPWAP Protocol”: This chapter covers the Control and Provising 
of Wireless Access Points (CAPWAP) protocol, including session establishment, 
troubleshooting the discovery and join process, and CAPWAP communication. 


Chapter 5, “Network Design Considerations”: This chapter covers physical and log- 
ical install and design considerations for the controllers and APs. It covers controller 
failover, access layer, distribution layer, service block controller installations, WAN 
considerations, and dense access point deployments and location. 


Chapter 6, “Understanding the Troubleshooting Tools”: This chapter covers the options 
and possibilities for troubleshooting wired and wireless issues within your deployments. 


Chapter 7, “Deploying and Configuring the Wireless LAN Controller”: This chap- 
ter explains how to deploy and configure the Wireless LAN Controller (WLC) for 
connectivity with APs using multiple AP-Managers and link aggregation (LAG). The 
chapter also covers how to troubleshoot some of the more common WLC issues. 


Chapter 8, “Access Point Registration”: This chapter covers the AP registration 
process for a controller and the methods for AP discovery and troubleshooting. 


Chapter 9, “Mobility”: This chapter discusses intra-, inter-, Layer 2, and Layer 3 con- 
troller roaming and troubleshooting. It also covers AP mobility between controllers. 


Chapter 10, “Troubleshooting Client-Related Issues”: This chapter covers general 
client information, client associations, debugs on the client, use of wireless and 
wired sniffer traces, local AP debugs, and interpreting the output of debug client on 
the controller command-line interface (CLI). 


Chapter 11, “Wireless Voice”: This chapter examines proper voice deployment 
guidelines, configuring the controller for voice depolyments, common voice-related 
troubleshooting methods, and proper quality of service (QoS) for wireless voice 
deployments. 


Chapter 12, “Radio Resource Management”: This chapter examines the auto-RF fea- 
ture of the controllers and how RF groups and group leaders are elected. It also covers 
dynamic channel assignment, transmit power control, coverage hole detection, and 
Radio Resource Management (RRM) guidelines, enhancements, and troubleshooting. 


Chapter 13, “H-REAP”: This chapter covers Hybrid Remote Edge Access Point (H- 
REAP) configuration and troubleshooting, differences between REAP and H-REAP, 
Split MAC versus Local MAC, H-REAP modes of operation, configuration, and 
troubleshooting. 
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m= Chapter 14, “Guest Networking”: This chapter covers web authentication and how 
it works, auto-anchoring (guest tunneling), wired guest access, guest profiles, QoS 
profiles for guest users, and custom web authentication pages and certificates and 
how to troubleshoot them. 


m Chapter 15, “Mesh”: This chapter discusses wireless mesh APs, the different mesh 
code releases, deployment guidelines, mesh routing, parent selection, configuration, 
Ethernet bridging, and troubleshooting. 


m Appendix A, “Debugging Commands”: This appendix covers Comprehensive debug 
command list and usage guide for WLCs covering all versions of code. The debug 
commands also include Remote AP debugs and other debugs that will aid in 
troubleshooting almost every issue possible! 


m Appendix B, “LWAPP and CAPWAP Payloads”: This appendix is a comprehensive 
list of specific payloads and their uses. The Vendor Specific Payload message ele- 
ment is used to communicate vendor specific information between the WTP and the 
access controller (AC). Also included are payloads sent in LWAPP messages and the 
corresponding ones that will be sent in CAPWAP messages. 


Chapter 1 


Troubleshooting Strategy 


and Implementation 


When you think about a wireless network, especially one involving Lightweight Access 
Point Protocol (LWAPP) or Control and Provisioning of Wireless Access Points (CAPWAP), 
the topology can be profoundly large. The challenge of troubleshooting a wireless issue can 
be intimidating to any seasoned engineer. The issue might not even be wireless, but ulti- 
mately it can affect all wireless connectivity or the quality of the connection. The question 
is a simple one, but at this point, it might be the most difficult: Where do I start or how do 
I begin? 


Developing a Troubleshooting Strategy 


Developing a troubleshooting strategy can be a life saver. Usually strategies work well 
on issues that have been around for awhile or that are intermittent. Depending on the 
issue, your strategy might change to best suit what is currently going on. No matter 
which way you look at it, the best choice is to have a plan ready to go. You can always 
modify your strategy if the parameters of the problem change while you're troubleshoot- 
ing. It’s easier to be in a situation in which your strategy needs extensive modification 
than to be without one. 


Production Versus Nonproduction Outages 


A network problem typically falls into one of the following two types of categories, 
either of which can fit into a production or nonproduction outage: 


m Outage renders the network completely useless or inoperable: Believe it or not, this 
does provide some positive aspects to troubleshooting. Network activity that would 
usually require a maintenance or change window can now be accomplished at any 
time because the network is down. A network-down scenario is usually easier to 
identify and fix because the issue is constant. 


m Outage renders the network partially impaired: Issues that fall into this category 
are usually smaller in magnitude, but not always. For example, your wireless laptop 
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users might be able to access all network resources with the exception of the print- 
ers. Another example would be if your 7921 voice users have degraded voice quality. 
Users can still receive and place calls, but it might be difficult to understand the 
other party. 


Step 1: Gathering Data About the Problem 


No matter what issue you encounter, the one resource that helps any situation is informa- 
tion about the issue and knowledge of the environment. Information aids in your under- 
standing of what you are potentially dealing with—the scope, magnitude, and other 
facets that could be influencing the issue at hand. No matter what problem you start to 
troubleshoot, information gathering should always be the first step. In most cases you do 
not even realize you have done that. 


Step 2: Identifying the Problem 


Identifying and isolating the problem can be a major headache in itself, especially in a 
centralized wireless network using LWAPP and CAPWAP. 


Wired networks alone can encompass quite a few network resources. Figure 1-1 shows an 
example of what you might see in a typical wireless network setup. 


If you add the components of a wireless network to a wired network, you have a rather 
large plethora of network resources: 

a Multiple LANs 

m Large LANs 

= Multiple VLANS (Inter-VLAN routing) 

m WANs 

= = Routing protocols 

m= Multicast 

= Hot Standby Routing Protocol (HSRP) 

m= Ether Channel 

This list is just a small example of the wireless network resources and issues you need to 
investigate on top of the existing wired devices. Do not forget that this is a wireless 
deployment and that you also have to look at the wireless pieces: 

m Interference 

m= Access points (APs) 

= Controllers 


m Antennas 
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m Authentication equipment (RADIUS servers, APs, or Wireless LAN Controllers 
[WLC], and so on) 


m= = Client-related problems 


Figure 1-1 Resources in a Typical Network 
Step 3: Isolating the Problem 


A key piece of troubleshooting is to potentially identify the source of the issue. A network- 
ing topology can be a valuable tool in assisting you to do so. Judging from all the items list- 
ed previously, you have a lot of work cut out for yourself. You should always keep in mind 
that, while narrowing the list of possible culprits, you should never permanently rule out 
anything. At some point you might have to revisit the same resource that you looked at 
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initially. Anyone who has been involved with troubleshooting networking-related issues for 
some time has been a part of a problem that was misdiagnosed or at some point had to 
claim responsibility for an incorrect action or identification of the problem. 


A valuable piece of advice to remember is to always look at the big picture when searching 
for the root cause of the problem. Never let the symptoms of the problem mislead you. 


Network Topology 


A network topology can be a great visual roadmap of all the routes and equipment that 
are used. A network topology can isolate the issue even further and once again inform 
you of what pieces are or are not involved. 


One of the most important steps is to develop a network diagram of the current network 
on which you are troubleshooting the issue. This can really put the network and its com- 
ponents into perspective. To build your network topology, use network diagram drawing 
software such as Microsoft Visio, SmartDraw, or similar tools. After the foundation is 
built, you can update it when needed. This can prove to be useful, especially if you have 
to contact a third-party support vendor. Your network topology is at your disposal and 
benefits others. Ideally, when troubleshooting, this drawing is already present or is includ- 
ed in any service requests. 


What does the network diagram need to contain? The answer to this question can vary 
depending on the network size and type. This assists in tracking and being able to quickly 
connect to any device in the network. What is going to be useful in helping you solve the 
issue? Consider the following commonly used items: 


m Device type diagrams (routers, switches, and so on) 
= = Model numbers 

m IP addresses 

m Subnets, VLANs, and so on 

= Routing areas 

m Protocols (Frame Relay, ATM, and so on) 

m Interfaces, port numbers, and so on 

m Software version 


m= Passwords 


In addition, for the wireless portion of the network, you might need the following to gen- 
erate a comprehensive topology: 


= Mobility groups 
m Radio frequency (RF) groups 


Chapter 1: Troubleshooting Strategy and Implementation 


m= Radiation patterns of APs 

m= Access point channel information 
m Access point power information 
m Physical barriers or RF barriers 


m= AP group VLANs (if applicable) 


Note AP group VLANs, along with WLAN override, have replaced the AP group func- 
tionality in version 5.2. 


You can also generate this information by using a Wireless Control System (WCS) if you 
have one. The WCS and the Wireless Location Appliance, as seen in Figure 1-2, can be 
useful in many ways. The Cisco 3300 Series Mobility Services Engine is a combination of 
hardware and software. The Mobility Services Engine is an appliance-based solution that 
supports a suite of software services to provide centralized and scalable service delivery. 
The Mobility Services Engine transforms the wireless LAN into a mobility network by 
abstracting the application layer from the network layer, effectively allowing for the deliv- 
ery of mobile applications across different types of networks. 


SS 5 


Figure 1-2. Cisco Wireless Control System and Wireless Location 
Appliance 


Note The 2700 (wireless location appliance) has been deprecated and is being replaced by 
the 3300 Series Mobility Services Engine. 


The WCS contains useful information and can be quite helpful. 


However, because of the real-time necessity of information gathering, WCS can be sub- 
optimal at times when troubleshooting. WCS takes snapshots at configured intervals to 
update its database. If any changes are made, the administrator has to wait until the next 
update interval or manually submit an update to see the change. WCS is not needed for a 
wireless network. WCS is a management standalone database that operates on a server. It 
acts as a third-party device and is passive unless used otherwise for configuration 
changes and so on. Figure 1-3 demonstrates how WCS is integrated into networks. 
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Optional 


= 
aa 


WLC 


Figure 1-3 Cisco Wireless Control System Integrated into a Network 


Depending on the size of the network, you might have multiple topology pages and 
maps. Always remember that there is nothing wrong with this—having too much informa- 
tion is not a bad position to be in. Obviously, everything listed is not required or set in 
stone; items are listed to give you a good starting point or items additional options to 
consider. You should always get as much information as needed to troubleshoot your 
issue. 


Gathering General Information 


Information is valuable in any form or fashion and is always vital. The best way to deter- 
mine what information you might need for your network issue is to imagine that you are 
talking to someone over the phone. That is usually the most challenging environment 
because you are not physically there. Imagine what questions you would ask to educate 
yourself so you could provide the next course of action(s) or help solve the problem. This 
list can give you an idea of the potential information that is going to be needed. If you 
are the network administrator/owner, you must obtain the following information: 


m= Details about what the user actually experienced or is currently experiencing 
m= Information about the scope of the issue and how many users are affected 

m Frequency of the issue 

= Configurations of devices 

m= Anetwork topology 


m Any error messages, message logs, or sys log information 
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m Debug requirements 


m MAC addresses/IP addresses for debugs or any other utility/application that might 
need them 


m= Any additional information/resources for the next troubleshooting steps 


This is a good list to get you started. By no means is this list set in stone; you should 
modify it to fit the issue. If you have to contact a third party for support, it is beneficial 
to have this information, and in many cases, this information can decrease network out- 
age time. It all comes down to what works for you. 


You will encounter network issues that you simply will not have sufficient or the right 
kind of information to even begin troubleshooting. In many cases, you will need multiple 
tools set up or in place so when the problem happens again you can collect all the neces- 
sary elements. The key element is that in many network issues, additional work will be 
needed to gain the informational components to proceed to the next step in trou- 
bleshooting. This step might be acquiring additional informational resources or corrective 
action of the issue. 


Frequency of the Issue 


When discussing time with regard to a problem, you must consider a few factors. Time 
can be a valuable asset when trying to troubleshoot an issue. The frequency of the prob- 
lem is important if the entire network is not down. Some issues that you can run into 
might occur only once a month. This can help set expectations on what information to 
acquire during the time the issue exists. The problem duration is also valuable because 
you know what can and cannot be done during this time frame. 


In summary, you need to answer four questions in the most accurate and efficient manner: 


= How long has the problem been going on? 

m= = When did it start? 

= How often does it occur? 

m= = When the problem occurs, how long does it last? 

The answers to these questions provide valuable information for the troubleshooting 
process. They also direct action for the next step you need to take in solving the problem. 
A subsequent question might be this: Were there network changes before or at the time 


the problem started? You open the door for numerous other questions while educating 
yourself, taking one step closer to the problem solution. 


Step 4: Analyzing the Data Collected About the Problem 


Now that you have collected data from various sources, you must analyze it to find the 
root cause or workaround for your problem. In many scenarios, you will find that your 
support vendor will ask or obtain this information to aid in efforts to troubleshoot. If part 
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of your plan is to engage your support vendor, it is a good idea to have already gathered 
this information. This saves you quite a bit of time in the long run. In addition, it decreases 
the overall time to locate and resolve the issue you are having. For any piece of hardware, 
get to know your supporting vendor and what this person might or might not ask. 


Tip Get to know your vendor and what this person might ask to help solve your issue. 
Having this material ahead of time reduces troubleshooting and resolution time. 


Another good idea is to get experience and knowledge of the common troubleshooting 
tools that you might use to aid in problem resolution. An example of this is using sniffer 
tools to read packet captures or the debugging system of the WLC. 


Narrow the List of Possible Causes 


After you analyze the collected information data from monitoring tools, logs, and so on, 
you are in a position to logically narrow the list of possible causes of your problem. It is 
usually a good idea to start large and then work your way down to something more man- 
ageable. When problem identification is at a point that you can reasonably apply addi- 
tional test methods, you can thoroughly investigate that particular cause and really put 
it to the test. In many cases, it is as easy as using common sense to reduce the list by 

50 percent to 75 percent. 


Determining the Proper Troubleshooting Tool 


A plethora of troubleshooting tools is available. Most products sold on the market usual- 
ly contain their own troubleshooting tools, debugs, or some form of diagnostic system. 
The large number of troubleshooting tools can make it extremely difficult to select which 
ones are best suited for the job. This book lays out the best tools, debugs, and trou- 
bleshooting tips to help you solve most issues that may arise. That way you are better 
prepared for whatever problem might surface—expected or unexpected. 
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Summary 


Most network issues are reported with a generic description. For example, “All users on 
the wireless network are experiencing slow response to an application.” You must be logi- 
cal when reporting and troubleshooting the problem. It will be difficult to troubleshoot 
every user if someone reports that all users are experiencing latency. In many cases, there 
will be a working model and a nonworking model. A few examples would be a problem 
on a particular switch. If you had multiple switches in your network, you could compare 
the working switch to the switch that had the issue. The nice approach to this model is 
that even if you do not have any idea what is occurring, you can always take a packet 
capture of the working and nonworking switch and compare packet to packet. In another 
example, you could look at a problem with a client PC. You would start by listing the dif- 
ference between the working and nonworking machine. 


Tip When comparing equipment, try to find pieces that are close or identical. 


You want to try to find machines that are inherently close to each other. The differences 
between each piece of equipment could invalidate your research and results. 


After you have the list of differences between a working and nonworking PC, examine 
each difference by itself. You do this by removing the differences one at a time. If you 
remove more than one, you run the risk of solving the problem, without knowing which 
difference was the cause. One major flaw in the strategy is that you do not always have 
an accurate picture of the correctly running machine. 


Troubleshooting methodology is critical when any network problem arises. You need to 
have the quickest and most efficient method in your head and at your fingertips. The dif- 
ference could cost you resources and considerable time. 
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Chapter 2 


Wireless LAN Controllers 


and Access Points 


Cisco access points (AP) provide a way to extend wired networks or install network com- 
ponents where normal physical wiring cannot be installed. APs also provide an alternative 
solution to networking at a fraction of the cost. Cisco wireless solutions offer secure, 
manageable, and reliable wireless connectivity with exceptional range and performance. 
Cisco wireless solutions are offered in two mechanisms: 


m Astandalone device that interacts directly with the wired network. 


m= Atwo-part system that relies on a controller. APs talk directly to a controller or central- 
based piece of equipment, and this device interacts directly with the wired network. 


Each mechanism is Wi-Fi certified for interoperability that offers support for various 
client devices. Both deployment mechanisms support 802.11a/b/g/n connectivity for 
indoor and outdoor environments. Many controllers and APs exist, a good portion of 
which were the creations of the autonomous or the controller technology. By the end of 
this book, you will have learned what product was intended for what solution and what 
will suit your business needs. However, you need to dig in and learn a little about the his- 
tory before you begin. 


Wireless LAN Controller Platforms 


A range of models can work with any platform you have. The idea of the Wireless LAN 

Controller (WLC) is to simplify the deployment and operation of wireless networks. It is 
intended to offer a higher level of security, AP radio frequency (RF) management, single 

point of management, and mobility services. 


The WLC also offers a variety of services, some of which are specific to the model of the 
controller. Later on in this chapter, you will learn about the functionality differences 
between the platforms. The main solution is data and voice networks. Within these net- 
works, the WLC can provide wireless and wired guest services, location tracking, quality 
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of service (QoS), and other varieties of 802.11a/b/g/n services. Everything mentioned 
here and more will be discussed in the future pages of this book. 


Current Production WLCs 


The controller models differ by their uplink interface size/speed and the number of APs 
they support. They also vary to a degree with the type of equipment that they interface 
with. The sections that follow briefly describe the current line of WLCs. 


Cisco 5500 Series WLCs 


The Cisco 5508, as pictured in Figure 2-1, is the most powerful WLC to date. It offers 
reliable performance, enhanced flexibility, and zero service loss for mission-critical wire- 
less. This WLC platform was developed with the new 802.11n standard that offers up to 
nine times the performance of 802.11a/g networks. 


Figure 2-1 Cisco 5508 WLC 


The main improvements and new capabilities that the Cisco 5508 offers over the other 
controllers are as follows: 


Maximum Performance and Scalability: 

Support for up to 250 APs and 7000 clients 

Nine times the performance of 802.11a/g networks 

Ability to manage 250 APs simultaneously 

Improved Mobility and Services: 

Reliable connections even in the most demanding environments 
Larger mobility domain for more simultaneous client associations 
Uninterrupted network access when roaming 

Consistent streaming video and reliable, toll-quality voice 
Licensing Flexibility and Investment Protection: 

Option to add additional APs and feature licenses over time 


Optional WPLUS software, which supports the Cisco OfficeExtend solution and 
Enterprise Wireless Mesh 
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Cisco Catalyst 6500 Series Wireless Services Module 


The Wireless Integrated Service Module (WiSM), as shown in Figure 2-2, is a card that 
fits in the 6500 chassis and actually houses two 4400 controllers on one blade. Each 
WLC actually supports 150 APs, allowing for a total of 300 APs. Each WLC in the 
WiSM has its own console port for access. This was the added benefit of purchasing a 
WIiSM over two separate standalone 4404s—the additional 100 APs. This was the largest 
controller made until production of the 5508 WLC. Of course, there are plans for devices 
supporting far greater numbers of APs, such as the 5508. 


Console Ports 


Figure 2-2. Wireless Integrated Service Module 


The WiSM is typically referred to as the replacement for the Wireless LAN Services 
Module (WLSM). Cisco offered a trade-in program when the WiSM first came out as a 
way to increase migration to the WiSM. 
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Cisco Catalyst 3750G Integrated WLC 


The WLC integrated 3750G takes the same approach as the WiSM but on a smaller scale. It 
is a single 4404 built into a 3750G switch. It is often referred to as the foxhound. The switch 
has 24 Ethernet 10/100/1000 ports with IEEE 802.3af and Cisco prestandard Power over 
Ethernet (PoE). It supports up to 50 APs. Figure 2-3 shows the 3750G integrated WLC. 


[_————] 


Figure 2-3 3750G Integrated WLC 


Cisco 4400 Series WLCs 


The 4400 series WLCs come in two models—the 4402 and the 4404, as shown in Figure 
2-4. The 4402 has two gigabit connections, whereas the 4404 has four. The 4402 is sold 
in variants that support up to 50 APs, whereas the 4404 supports up to 100 APs. 


Claco 4400 Series 
WIRELESS LAN CONTROLLER 


to 
WIRELESS LAN CONTROLLER 


Figure 2-4 4402 and 4404 WLCs 


Cisco 2100 Series WLCs 


There are three models of the Cisco 2100 series WLCs shown in Figure 2-5. Each model 
correlates to the number of APs that it can support—2106, 2112, and 2125. The 2106 
supports six APs, whereas the 2125 supports 25. There was a large architectural change 
between the old 2006 controller and the 2100 series controllers. The 2106 is now built on 
the ASA5505 platform. This offers much more functionality and capability than the 
2006. 
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Figure 2-5 2100 Series WLC 


Cisco Wireless LAN Controller Module 
The Cisco Wireless LAN Controller Module (WLCM), shown in Figure 2-6, supports up 
to 25 Cisco Aironet APs and is supported on the Cisco 2800 and 3800 ISRs and 3700 
series router. The WLCM is basically a 2106 sitting on a card that slides into a router. The 
WLCM is offered in four models: one that supports 6, 8, 12, and 25 APs. 


Figure 2-6 WLCM 


Previous WLCMs 


To understand how and why the current models were produced, you need to know the 
history of the products and the companies they came from. The acquisition of Airespace 
marked the Cisco entrance into the centrally controlled managed solution, which was 
selling and gaining ground much faster than the standalone AP approach. These models 
can be identified with the Airespace labeling even though they were sold as Cisco units. 
The units eventually were sold with the Cisco branding. 


15 


16 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


The newer brands are a bit different from their older counterparts. When Airespace intro- 
duced its line of controllers, one of its intentions was for the WLC to function like a 
switch. Customers were to use these controllers to plug their APs directly into the con- 
troller’s ports. This design had its benefits and flaws. The design of these models restrict- 
ed the overall design and implementation of wireless because you had to plug the APs 
directly into the unit. This is why you no longer see models like the 2000 or 4000 series 
WLCs. 


This limited scalability from the product line was one of the major selling points and 
advantages over the typical standalone IOS-based APs. When applying this concept, the 
APs had to be located close to the controller and were limited to the length of the 
Ethernet cable. 


The scalability factor is the understanding that you can have a network of any size and 
plug the APs into the network at any location regardless of geography. One AP might be 
located in Ohio and another in North Carolina. As long as they have IP connectivity back 
to the WLC, they establish communication with the controller and register. We will dis- 
cuss the registration process in more detail in Chapter 8, “Access Point Registration.” 


Cisco 3500 Series WLCs 


The 3504 WLC was the first generation small controller. It is similar to the 2006 in design, 
but it does not have the same hardware resources as the 2006. It contains less memory than 
the 2006 and similar models. The 2006 was a direct replacement for the 3504 and had 
improved hardware, although both were cosmetically identical. You have probably never 
run across these models unless you have been buying this equipment since Airespace 
started. 


Tip You can install a 3504 image on a 2006, but you cannot install a 2006 image ona 
3504 because the 2006 contains more memory than the 3504. 


Cisco 4000 Series WLCs 


The 4000 series had a few different models, including the 4012 and the 4024. The 12 and 
24 were actually the number of 10/100 Ethernet ports that were located on the front of 
the box. These units did have one or two gigabit ports on the back of the box: 2-port SX 
or 1-port TX. The ports were also PoE, which was a nice feature. In addition, the units 
had console, service, and utility ports. The utility ports were always reserved for future 
users but ended up never providing functionality. 


Cisco 2000 Series WLCs 


The 2006 was the only model of 2000 series WLCs. The 6 referred to the number of APs 
it supported. This was and still is the smallest controller built as far as the number of APs 
supported. The 2006 had a 10/100 uplink that you could plug into a switch, enabling it to 
function like a larger WLC. The 2006 also had four Ethernet ports, a console port, and a 


Chapter 2: Wireless LAN Controllers and Access Points 


utility port. What was unusual about the 2006 was the idea behind it. The model was 
built with the idea that people did not have to have a switch for it to work; they could 
plug the APs directly into the unit. Of course, it is difficult to do this when only four 
10/100 Ethernet ports exist. Furthermore, one of the Ethernet ports had to be used as an 
uplink back to provide network connectivity, leaving only three ports. The 2006 did not 
have network processing units (NPU); it was more software based and limited to what it 
actually could do. The 2006 drawbacks were addressed with the release of the 2106, 
which is discussed in more detail in Chapter 5, “Network Design Considerations.” 


Cisco 4100 Series WLCs 


The 4100 series WLC was the first hybrid or migration over to the 4402 or 4404s that 
exist today. Having numerous Ethernet ports all over the box and plugging the APs 
directly into the box were finally abandoned. These changes were definitely huge benefits 
because they affected scalability to a high degree. 


The 4100 series had one or two ports: one active and one standby. The 4400 utilized SFP 
modules instead of the 10/100 Ethernet ports. 


Functionality Differences Between WLCs 


There is actually a great deal of functionality difference in software depending on the 
model of the controller. If you do not understand the terminology or feature at this point, 
you will learn more as you progress through the book. 


These software features are not supported on the 2000, 2100, and Network Module 
Controller (NMC) series controllers. The majority of these features are supported on the 
other WLC models: 


m PoE for 2100 series controllers. PoE has only two designated ports. 


m_ Service port (separate out-of-band management 10/100-Mbps Ethernet interface). 
The 2000 and 2100 series WLC does not contain a physical service port. 


= Multicast is not supported on APs that are connected directly to the local port of a 
2000 or 2100 series controller. 


m VPN termination (such as IPsec and Layer 2 Tunneling Protocol [L2TP]) is not sup- 
ported. IPsec is supported only on 3.2 code on the 4100/4400 models with a VPN 
module. 


m Termination of guest controller tunnels is not supported. (Origination of guest con- 
troller tunnels is supported.) This is also known as a mobility anchor. The smaller 
WLC models cannot function as an anchor. 


m External web authentication web server list is not supported. 


m= Layer 2 Lightweight Access Point Protocol (LWAPP) Transport mode is not support- 
ed. The 2000 series, 2100 series, and NMC are only L3 capable. 
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m Spanning tree is not supported. 


m= Port mirroring is not supported. This feature was originally designed for the multi- 
port WLC platforms in mind. It is similar to a span session on a switch. 


m = Cranite is not supported. 

m_ Fortress is not supported. 

m= AppleTalk is not supported. 

m= = QoS per-user bandwidth contracts is not supported. 

m= [Pv6 pass-through is not supported. 

m Link aggregation (LAG) or ether channel is not supported. 


= Multicast unicast Replication mode is not supported. 


The Foxhounds (the 3750s with the built in 4402s) and WiSMs are only capable of link 
aggregation (LAG). This is also known as EtherChannel. Another point to remember is 
that the EtherChannel is not capable of channel negotiation; I am referring to Link 
Aggregation Control Protocol (LACP) or Port Aggregation Protocol (PAgP). 


Tip LAG onthe WLC does not support LACP or PAgP. Its mode is simply on: “Channel 
group mode ON.” Also, the load-balancing algorithm is src-dst-ip: 


switch(config)#port-channel load-balance src-dst-ip 


The channel group mode is simply in the “ON” state. If your WLC is running LAG or 
ether channel, it must be in Layer 3 mode. All the 2000, 2100, and NMCs are only capa- 
ble of Layer 3 mode. When Layer 2 or Layer 3 is referred to in the context, it is referring 
to the lwapp transport mode, and it is strictly a controller function. For now the only 
point of interest you need to know about Layer 2 and Layer 3 LWAPP transport mode is 
that in Layer 3 mode an AP-Manager interface is needed/created. The exception is the 
5500 series, which does not require an AP-Manager. The management interface handles 
the AP communication. In addition, the transport mode is specific to LWAPP and has 
nothing to do with Control and Provisioning of Wireless Access Points (CAPWAP). In 
Layer 2 LWAPP mode, the APs do not require IP addresses but must be in the same sub- 
net/network as the controller. There is also no AP-Manager interface configured on the 
WLC. 


Note Layer 2 and Layer 3 WLC transport modes are specific only to LWAPP. CAPWAP 
operates only at Layer 3. 
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WLC Hardware and Software Requirements 


The size of the wireless network you want to have determines the requirements. The first 
piece of hardware is a controller. You have to decide on the number of APs you want to 
have in your network. You also need to plan what applications you want to support over 
wireless. Some controller models support the same number of APs, but the hardware 
underneath is somewhat different. For instance, Cisco produces a WLC2125 anda 
WLC4402-25. Therefore, the question comes down to 4402 versus 2125, because both 
support 25 APs. The 4400 has two network processing units (NPU) and additional 
resources that the 2100 does not. The 2100 does not have an NPU but in its place has a 
smaller processor, and for the most part everything is handled in software. There is a phe- 
nomenal difference as far as the packet processing rate between the 4400 and the 2100. 
Neither video nor voice applications on a large scale would be possible for the 2125. The 
uplink is a 10/100 Ethernet cable, so you are restricted to this bottleneck. Chapter 5 goes 
much more into architecture of the devices, but the general idea is that a controller is 
required. 


After you choose a controller, you choose an AP model. Again, what you are trying to 
accomplish determines the type of AP to go with. If your idea is to build a small wireless 
network, you can do so with a 2000/2100 series WLC and a single AP. You then have to 
connect this into your existing network. If you have a large wired network, the same prin- 
ciple basically applies. You can purchase a 4404 and connect the gigports into your 
switch infrastructure. Then you can connect the APs throughout your network. Finally, 
there has to be IP connectivity between the APs and the WLC. After you configure the 
controller, your wireless network is up and running. 


Controller Requirements 


The controller GUI requires the following operating system and web browser: 


m= Windows XP SP1 or higher or Windows 2000 SP4 or higher 
m= Internet Explorer 6.0 SP1 or higher 
= Mozilla Firefox 2.0.0.11 or later 


Note Internet Explorer 6.0 SP1 or higher is the only browser supported for accessing the 
controller GUI and for using web authentication. 


Software Requirements 


The Cisco WiSM requires software release SWISMK9-32 or later. The Supervisor 720 
12.2(18)SXF2 supports the Cisco WiSM software Release 3.2.78.4 or later, and the 
Supervisor 720 12.2(18)SXF5 (Cisco IOS Software Modularity) supports the Cisco 
WiSM software Release 4.0.155.5 (with Cisco IOS Software Modularity). If you want to 
use the Cisco WiSM in the Cisco 7609 and 7613 Series Routers, the routers must be run- 
ning Cisco IOS Release 12.2(18)SXF5 or later. 
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The Cisco WLC Network Module is supported on Cisco 28/37/38xx Series Integrated 
Services Routers running Cisco IOS Release 12.4(11)T2, 12.4(11)T3, and 12.5. 


If you want to use the controller in the Catalyst 3750G WLC Switch, the switch must be 
running Cisco IOS Release 12.2.25.FZ or 12.2(25)SEE. 


The 2112 and 2125 controllers are supported for use only with Software Release 
5.1.151.0 or later. 


Lightweight AP Models 


The lingo for the APs can be tricky, but overall it is simple. APs come in two types or 
groups. Simply put, one group requires a controller to operate, and the other group does 
not. The APs that do not require a controller to operate also utilize IOS as their operating 
system. The exception to this rule is Remote-Edge AP (REAP) and Hybrid Remote Edge 
Access Point (H-REAP), which are discussed in the 1030 Section of this chapter. Table 
2-1 summarizes the differences between lightweight and autonomous APs. 


Table 2-1 Typical Naming Conventions Based on Wireless Technology 


Lightweight Autonomous 
Thin Thick 
LWAPP/CAPWAP IOS 
Controller Based Standalone 
Airespace Aironet 
Cisco Aironet APs 


Cisco Aironet APs provide secure, manageable, and reliable wireless connectivity with 
exceptional range and performance. Wi-Fi certified for interoperability with a variety of 
client devices, these APs support robust 802.11a/b/g connectivity for indoor and outdoor 
environments. 


These lightweight APs—APs that have been converted to run LWAPP—operate with 
Cisco WLCs to address the security, deployment, management, and control issues facing 
large-scale enterprise wireless LANs (WLANs). 


As key elements of the Cisco Unified Wireless Network—an integrated, end-to-end 
wired and wireless network solution—Cisco Aironet APs offer comprehensive capabili- 
ties, including the following: 


m Wireless voice over IP 
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m Guest access 
m Wireless intrusion detection and intrusion prevention 
= Scalable Layer 3 roaming 


m Location services 


Aironet 1250 Series 


You can deploy existing wireless technologies with the confidence that your network 
investment will extend to support emerging and future wireless technologies. The Cisco 
Aironet 1250 Series AP is a modular platform designed to make field upgrades easy and 
to support various wireless capabilities. 


The Aironet 1250 Series is the first enterprise-class AP to support the IEEE 802.11n draft 
2.0 standard. These APs do the following: 


m= Offer combined data rates of up to 600 Mbps to provide users with mobile access to 
high-bandwidth data, voice, and video applications regardless of their location. Keep 
in mind that the 1250 AP really only provides optimum performance data rate at ap- 
proximately 300 Mbps. 


= Use multiple-input multiple-output (MIMO) technology to provide reliable and pre- 
dictable WLAN coverage. 


m= Improve user experience for both existing 802.11a/b/g clients and new 802.1 1n clients. 


The Aironet 1250 Series is part of the Cisco Unified Wireless Network, a comprehensive 
solution that unifies the wired and wireless network to accomplish these tasks: 


m= Deliver a common set of services and applications 
m Provide a single experience for any mode of network connectivity 


= Offer simplified operational management 


Aironet 1240 Series 


Cisco Aironet 1240AG Series IEEE 802.11a/b/g APs deliver the versatility, high capacity, 
security, and enterprise-class features that WLAN customers demand. Designed specifi- 
cally for challenging RF environments such as factories, warehouses, and large retail 
establishments, it has the versatility associated with connected antennas, a rugged metal 
enclosure, and a broad operating temperature range. 


The Aironet 1240AG Series is available in three versions: 


mA lightweight version 


m= Anautonomous version that can be field-upgraded to lightweight operation 
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m Asingle-band 802.11g version for use in regulatory domains that do not allow 
802.11a/5 GHz operation 


The product comes complete with all the mounting hardware necessary for a secure, 
rugged installation. The mounting bracket locks the AP as well as the Ethernet and con- 
sole cables in place to prevent theft and tampering. 


Aironet 1230 Series 


The Cisco Aironet 1230AG Series delivers the versatility, high capacity, security, and 
enterprise-class features required in more challenging RF environments. It is designed for 
WLANs in rugged environments or installations that require specialized antennas, and it 
features dual-antenna connectors for extended range, coverage versatility, and more flexi- 
ble installation options. The Cisco Aironet 1230AG Series combines antenna versatility 
with industry-leading transmit power, receives sensitivity, and delays spread for high mul- 
tipath and indoor environments, providing reliable performance and throughput for the 
most demanding requirements. 


Aironet 1200 Series 


The Cisco Aironet 1200 Series AP is a single-band lightweight or autonomous AP with 
dual diversity antenna connectors for challenging RF environments. It offers the same ver- 
satility, high capacity, security, and enterprise-class features demanded by industrial 
WLAN customers in a single-band 802.11g solution. The modular device provides the 
flexibility to field-upgrade to a dual-band 802.11a/g network by adding a CardBus-based 
802.11a upgrade module that can be easily installed into Cisco Aironet 1200 Series APs 
originally configured for 802.11g. The device is available in either a lightweight version or 
an autonomous version that can be field-upgraded to lightweight operation. 


Aironet 1100 Series 


Extend security, reliability, and scalability to the WLAN with an integrated wired and 
wireless framework. The Cisco Aironet 1100 Series offers customers an easy-to-install, 
single-band 802.11b/g AP that features enterprise-class management, security, and scala- 
bility. The device is available in an autonomous or lightweight version and is ideal for 
deployment in offices and similar environments. 


Aironet 1130AG Series 


The Cisco Aironet 1130AG Series packages high capacity, high security, and enterprise- 
class features delivering WLAN access for a low total cost of ownership. Designed for 
WLAN coverage in offices and similar RF environments, this unobtrusive AP features 
integrated antennas and dual IEEE 802.11a/g radios for robust and predictable coverage, 
delivering a combined capacity of 108 Mbps. The competitively priced Cisco Aironet 
1130AG Series is ready to install and easy to manage, reducing the cost of deployment 
and ongoing maintenance. 
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Aironet 1140N Series 


The Cisco Aironet 1140N is the next generation dual-band AP targeting indoor, carpeted 
area RF applications that are typically found in the ideal office space. The primary func- 
tion of the 1140N series AP is that it is a dual-band AP with integrated 802.11n radios 
and integrated antennas. 


Aironet 1300 Series 


The Cisco Aironet 1300 Series Outdoor AP/Bridge is a flexible platform with the capabil- 
ity of AP, bridge, and workgroup bridge functionality. The Cisco Aironet 1300 Series 
provides high speed and cost-effective wireless connectivity between multiple fixed or 
mobile networks and clients. Building a metropolitan area wireless infrastructure with the 
Cisco Aironet 1300 Series offers deployment personnel a flexible, easy-to-use solution 
that meets the security requirements of wide area networking professionals. Typical 
applications for the Aironet 1300 Series are as follows: 


m Network connections within a campus area 

= Outdoor infrastructure for mobile networks and users 

m Public access for outdoor areas 

m= = Temporary networks for portable or military operations 

The Cisco Aironet 1300 Series supports the 802.11b/g standard—providing 54 Mbps 
data rates with a proven, secure technology. Cisco makes the maintenance and installation 
of the 1300 Series easy by integrating it with your wired network. Based on the Cisco 
IOS operating system, the Cisco Aironet 1300 Series has advanced features such as Fast 
Secure Layer 2 Roaming, QoS, and VLANs. This series has the following key benefits: 
m Configurable for AP, bridge, or workgroup bridge roles 

= Support for both point-to-point or point-to-multipoint configurations 

m = Enhanced security mechanisms based on 802.1x standards 


m Ruggedized enclosure optimized for harsh outdoor environments with extended 
operating temperature range 


m= Integrated or optional external antennas for deployment flexibility 


Aironet 1400 Series 


The Cisco Aironet 1400 Wireless Bridge creates a new benchmark for wireless bridging 
by providing a high-performance and feature-rich solution for connecting multiple LANs 
in a metropolitan area. Building a metropolitan area wireless infrastructure with the Cisco 
Aironet 1400 gives deployment personnel a flexible, easy-to-use solution that meets 

the security requirements of wide area networking professionals. Designed to be a cost- 
effective alternative to leased lines, it is engineered specifically for harsh outdoor 
environments. 
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The Cisco Aironet 1400 Wireless Bridge is the premier high-speed, high-performance 
outdoor bridging solution for line-of-sight applications, providing features such as these: 


= Support for both point-to-point or point-to-multipoint configurations 
m Industry-leading range and throughput, supporting data rates up to 54 Mbps 
m Enhanced security mechanisms based on 802.11 standards 


m Ruggedized enclosure optimized for harsh outdoor environments with extended 
operating temperature range 


= Models with integrated antennas or models with connectors (must purchase an 
antenna, which is sold separately) for flexibility in deployment 


m Designed specifically for ease-of-installation and operation 


Aironet 1500 Series 


Cisco Aironet 1500 Series lightweight outdoor mesh AP provides the security, managea- 
bility, reliability, and ease of deployment to create high-performance WLANs for outdoor 
wireless networks. 


The Cisco Aironet 1500 Series operates with Cisco WLCs and Cisco Wireless Control 
System (WCS) Software, centralizing key functions of WLANs to provide scalable man- 
agement, security, and mobility that is seamless between indoor and outdoor deploy- 
ments. Designed to support zero-configuration deployments, the Cisco Aironet 1500 
Series easily and securely joins the mesh network and is available to manage and monitor 
the network through the controller and WCS graphical or command-line interfaces (CLI). 
Compliant with Wi-Fi Protected Access 2 (WPA2) and employing hardware-based 
Advanced Encryption Standard (AES) encryption between wireless nodes, the Cisco 
Aironet 1500 Series provides end-to-end security. 


Aironet 1520 Series 


The Cisco Aironet 1520 Series wireless broadband platform is a high-performance out- 
door wireless mesh product for a cost-effective, scalable, and secure deployment in out- 
door environments such as municipalities, public safety environments, and oil and gas or 
other outdoor enterprises. 


The Cisco Aironet 1520 Series delivers design innovation for radio versatility and pro- 
vides flexibility for deploying wireless mesh networks in dynamic environments. 


This platform has the following key features and benefits: 
m Versatile: Provides a platform that enables mobility regardless of the frequency band 


required, with universal slots that allow for rapid development and integration of ra- 
dio technology 
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m Extensible: Enables the broadband wireless infrastructure to easily and securely 
extend services to third-party devices such as IP cameras and automated meter read- 
ers in the harshest environmental conditions 


m Fortified: Provides the highest standard of security with a secure rugged enclosure 
and the Cisco Self-Defending Network architecture 


The 1520 Series wireless broadband platform operates with Cisco WLAN controllers and 
Cisco Wireless Control System (WCS) software, centralizing key functions of WLANs to 
provide scalable management, configuration, security, and transparent mobility between 
indoor and outdoor environments. 


Airespace APs 


This is the only portion of the book referring to Airespace and the 1000 series APs. 
Cisco acquired the company in early 2005 and consolidated the product line into the 
Aironet series. The premise behind the Aironet wireless network was that the APs would 
be in a standalone mode. Airespace took a different approach and developed a smaller 
and cheaper AP, often referred to as a thin or lightweight AP, which relied on a controller 
to function. The Airespace product line did not need as much hardware because it had a 
controller performing the majority of the functionality for the APs. For instance, the 
Aironet APs had faster processors and more memory because they had more tasks to per- 
form and had to operate as a standalone unit. 


Cisco found out it was able to develop the best AP by taking the benefits of both AP 
product lines and merging them. In addition, Cisco had already sold large numbers of the 
standalone AP models and needed a way for existing wireless customers to take advan- 
tage of this new technology. The solution here was to provide a conversion method for 
existing wireless customers. For these customers, Cisco developed code and a conversion 
utility so people had the option of converting their wireless network to a controller base 
network without purchasing all new equipment. As far as hardware, existing customers 
only needed to purchase a controller and convert their old IOS APs, and they had the new 
controller-based wireless technology. The new technology worked out for everyone in the 
long run, but it was even better for customers who had the original IOS-based APs. These 
units ended up being the core AP that Cisco would market and support. They also sup- 
ported H-REAP, whereas the 1000 series could support only REAP. 


The 1000 series APs are supported up to the 4.2.x software train. The older 1000 series 
APs are also labeled as AS1200. The AS letters referred to the Airespace company prior 
to Cisco acquiring the company. This model line, which is almost identical to the 1000 
series, is last supported in the 4.0.x train. With that said, this chapter is going to briefly 
discuss the 1000 series; it will be the last reference to this series in the book. However, 
this does not mean to stop reading here if you do have a wireless network with the 1000 
series APs. The functionality will still apply up to the versions mentioned earlier. You 
will still benefit greatly from this material, and much of it is still applicable to your cur- 
rent setup. 
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1010 Series APs 


The 1010 offers two internal antennas and is the basic entry-level AP offered. This AP 
with the internal antennas was strictly for indoor applications. 


1020 Series APs 


The 1020 AP has two internal antennas and two connectors for the use of external anten- 
nas. This allows placement of antennas in environments that were not possible with the 
1010 AP. The AP with external antennas allowed indoor and outdoor access. 


1030 Series APs 


The 1030 AP has two internal antennas and two connectors for the use of external anten- 
nas. This allows placement of antennas in environments that were not possible with the 
1010 AP. The AP with external antennas allowed indoor and outdoor access. This device 
is also capable of performing a feature known as REAP. The idea behind a REAP is that it 
can be placed at branch offices to communicate with centrally located WLAN con- 
trollers. The REAP transverses the WAN to get to the centrally located controller. When 
the WAN connection breaks, the AP is still up and operational to provide wireless servic- 
es. However, this service has limitations, which will be discussed in the AP 1000 Series 
Limitations Section. 


AP 1000 Series Functionality Differences 


The main difference between the 1010 and the 1020 is that the 1020 comes with external 
antenna adapters, whereas the 1010 does not. The 1010 has to use the internal dual omni- 
directional antennas that are built into the AP. The 1030 AP is comparable to the 1020 
AP because it also contains external antenna adapters. The main difference between the 
1020 and the 1030 is that the 1030 has the ability to perform REAP. This allows APs in 
remote offices or locations to remain active if the link to the controller goes down. REAP 
does have limitations, however, which is why H-REAP was developed. This will be dis- 
cussed in the AP1000 Series Limitations Section and also in Chapter 5. 


AP 1000 Series Limitations 


The main requirement for the 1000 series AP is that it must run on controller version 4.2 
or earlier. The support as far as software ends with 4.2. 


The 1030 AP has REAP, Remote Edge Capability; with this in mind, there are limitations 
as outlined in Table 2-2. 


Table 2-2 shows the various REAP mode features. 
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Table 2-2 REAP Mode Features 


REAP (Normal Mode) REAP (Standalone Mode) 


Protocols IPv4 Yes Yes 
IPv6 Yes Yes 
All other protocols Yes (only if client is Yes (only if client is also 
also IP enabled) IP enabled) 
IP Proxy ARP No No 
WLAN Number of SSIDs! 16 1 (the first one) 
Dynamic channel assign- Yes No 
ment 
Dynamic power control Yes No 
Dynamic load balancing Yes No 
VLAN Multiple interfaces No No 
802.1Q support No No 
WLAN _ Rogue AP detection Yes No 
Security Lesa! 
Exclusion list Yes Yes (existing members 
only) 
Peer-to-peer blocking No No 
IDS2 Yes No 
Layer2 MAC authentication Yes No 
Security 
802.1X Yes No 
WEP (64/128/15 2bits) Yes Yes 
WPA-PSK Yes Yes 
WPA2-PSK Yes No 
WPA-EAP Yes No 
WPA2-EAP Yes No 


SSID = Service Set Identifier 
2IDS = Intrusion Detection System 


(Continues) 
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Table 2-2 REAP Mode Features (Continued) 


REAP (Normal Mode) REAP (Standalone Mode) 


Layer3 Web authentication No No 
Sean IPsec No No 
L2TP No No 
VPN pass-through No No 
Access control lists No No 
QoS QoS profiles Yes Yes 
Downlink QoS (weighted —_Yes Yes 
round-robin queues) 
802.1p support No No 
Per-user bandwidth con- No No 
tracts 
WMM No No 
802.1 le (future) No No 
AAA QoS profile override Yes No 
Mobility _Intra-subnet Yes Yes 
Inter-subnet No No 
DHCP Internal DHCP server No No 
External DHCP server Yes Yes 
Topology Direct connect (2006) No No 


Lightweight Compared to Traditional Autonomous APs 


There are immense differences between lightweight and traditional autonomous APs. This 
chapter touches on some of the major functionality differences, but the complete explana- 
tions are discussed in remaining chapters. Although the autonomous AP is an effective solu- 
tion, it does lack some of the benefits of the controller-based solution. In certain niches, 
autonomous systems thrive. However, as the controller-based solutions continue to develop, 
these niches are disappearing. The Home Office AP will eliminate many of the drawbacks 
because it will offer a VPN solution without the necessity of an onsite controller. 


Scalability 


As you will see, one of the strongest advantages of the controllers is all the levels of scal- 
ability they can offer. You can easily integrate them in virtually any type of network. 
This does not mean you have to console or Telnet into the device and configure the unit 
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prior to connecting to your network. The scalability factor offers you the benefit of plac- 
ing an AP straight out of the box onto your network. The controller itself then configures 
and provisions the unit. If you want to further manage the AP, you can do so straight 
from the controller or from a WCS application. 


Note APs placed in different Layer 3 subnets of the controller require a discovery 
mechanism. 


RRM 


Radio Resource Management (RRM) allows the controller to dynamically control power 
and channel assignment of APs. Controllers can work together to ensure that your wire- 
less network operates as smoothly as possible. RRM is quite comprehensive, so this book 
does not go into further detail until Chapter 12, “Radio Resource Management. RRM 
allows self-healing to take place if an AP fails. It also allows for the wireless network to 
adapt to RF interference or environmental issues. 


Caution RRM is nor a substitute for a site survey. 


General Overview of RRM 


Along with the marked increase in the adoption of WLAN technologies, deployment 
issues have similarly risen. The 802.11 specification was originally architected primarily 
with a home, single-cell use in mind. The contemplation of the channel and power set- 
tings for a single AP was a trivial exercise, but as pervasive WLAN coverage became one 
user expectation, determining the settings for each AP necessitated a thorough site sur- 
vey. Thanks to the shared nature of the 802.11 bandwidth, the applications that are now 
run over the wireless segment are pushing customers to move to more capacity-oriented 
deployments. The addition of capacity toa WLAN is an issue unlike that of wired net- 
works, where the common solution is to throw bandwidth at the problem. Additional APs 
are required to add capacity, but if they are configured incorrectly, they can actually 
lower system capacity because of interference and other factors. As large-scale, dense 
WLANs have become the norm, administrators have continuously been challenged with 
these RF configuration issues that can increase operating costs. If handled improperly, 
this can lead to WLAN instability and a poor end user experience. 


With a finite spectrum (a limited number of nonoverlapping channels) to play with and 
the innate desire of RF to bleed through walls and floors, designing a WLAN of any size 
has historically proven to be a daunting task. Even given a flawless site survey, RF is ever- 
changing; what might be an optimal AP channel and power schema one moment might 
prove to be less than functional the next. 


Enter the Cisco RRM. RRM allows the Cisco Unified WLAN Architecture to continu- 
ously analyze the existing RF environment, automatically adjusting the AP power levels 
and channel configurations to mitigate such things as cochannel interference and signal 
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coverage problems. RRM reduces the need to perform exhaustive site surveys, increases 
system capacity, and provides automated self-healing functionality to compensate for RF 
dead zones and AP failures. 


Self-Healing Mechanism 


Another huge benefit of the WLC is the automation of the self-healing process. When 
an AP radio fails, the other APs power their radios up and adjust channel selection of 
neighbor APs to compensate for the lost wireless coverage. You will learn more about 
this feature and others related to the self-healing mechanism in Chapter 12, but this 
determination is made when neighbor APs no longer see RF neighbor messages from 
the suspected failed AP. Although this sounds like a good idea in theory, deployment 
plays a major role for this feature to work. The system must be designed to support 
self-healing capabilities. Specifically, APs must be placed so that the system has at 
least one power level available to move up if RF self-healing is activated. If the deploy- 
ment were too dense, a failing AP might actually be a benefit. On the other hand, if 
the deployment were not dense enough and the APs were already at the highest power 
level, powering up or changing channels is not going to benefit anyone. 


WLC Features 


The controller-based solution offers a range of features. With each passing day, more and 
more functionality is added to make the life of a wireless administrator easier or to allow 
more flexibility with the current networks. For instance, following are some of the 
newest features currently available: 


m= = 40-MHz channelization: In controller software releases prior to 5.1.151.0, dynamic 
channel assignment (DCA) supports only those radios using 20-MHz channelization. 
In controller software Release 5.1.151.0, DCA is extended to support 802.11n 40- 
MHz channels in the 5-GHz band. 40-MHz channelization allows radios to achieve 
higher instantaneous data rates (potentially 2.25 times higher than 20-MHz channels). 


Caution DCA does not support radios using 40-MHz channelization in the 2.4-GHz band. 


You can override the globally configured DCA channel width setting by statically 
configuring the radio of an AP for 20- or 40-MHz mode on the 802.11a/n Cisco APs 
> Configure page. If you ever change the static RF channel assignment method to 
Global on the AP radio, the global DCA configuration overrides the channel width 
configuration that the AP was previously using. 


Caution Cisco recommends that you do not configure 40-MHz channels in the 2.4-GHz 
radio band because severe cochannel interference can occur. 
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m= AP failover priority: Each controller has a defined number of communication ports 
for APs. When multiple controllers with unused AP ports are deployed on the same 
network and one controller fails, the dropped APs automatically poll for unused con- 
troller ports and associate with them. Starting in controller software release 5.1.151.0, 
you can configure your wireless network so that the backup controller recognizes a 
join request from a higher-priority AP and if necessary disconnects a lower-priority 
AP as a means to provide an available port. 


Caution Failover priority takes effect only if the number of association requests follow- 
ing a controller failure exceeds the number of available backup controller ports. 


m= EAP-FAST/802.1X supplicant: You can configure 802.1X authentication between a 
Cisco Aironet 1130, 1240, or 1250 series AP and a Cisco switch. The AP acts as an 
802.1X supplicant and is authenticated by the switch using EAP-FAST with anony- 
mous PAC provisioning. 


The following switches and minimum software releases are currently supported for 
use with this feature: 


Cisco Catalyst 3560 Series Switches with Cisco IOS Release 12.2(35)SE5 
Cisco Catalyst 3750 Series Switches with Cisco IOS Release 12.2(40)SE 
Cisco Catalyst 4500 Series Switches with Cisco IOS Release 12.2(40)SG 


Cisco Catalyst 6500 Series Switches with Supervisor Engine 32 running Cisco IOS 
Release 12.2(33)SXH 


m NAC out-of-band integration: The Cisco NAC Appliance, also known as Cisco 
Clean Access (CCA), is a network admission control (NAC) product that identifies 
whether machines are compliant with security policies and repairs vulnerabilities 
before permitting access to the network. In controller software releases prior to 
5.1.151.0, the controller integrates with the NAC appliance only in in-band mode, 
where the NAC appliance must remain in the data path. For in-band mode, a NAC 
appliance is required at each authentication location (such as at each branch or for 
each controller), and all traffic must traverse the NAC enforcement point. In con- 
troller software release 5.1.151.0, the controller can integrate with the NAC appliance 
in out-of-band mode, where the NAC appliance remains in the data path only until 
clients have been analyzed and cleaned. Out-of-band mode reduces the traffic load 
on the NAC appliance and enables centralized NAC processing. 


m= WAN link latency: You can configure link latency on the controller to monitor the 
round-trip time of the LWAPP heartbeat packets (echo request and response) from 
the AP to the controller and back. This time can vary based on network link speed 
and controller processing loads. You can use this feature with all APs joined to the 
controller, but it is especially useful for hybrid-REAP APs, for which the link might 
be aslow or unreliable WAN connection. 
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For a more complete list of features, please consult the Cisco Command reference guide 
or the controller configuration guide. 


Central Management 


The WLCs offer much easier and varied device management than the conventional stand- 
alone or autonomous AP. A WLC can offer to management anywhere from 6 to 150 APs 
from a single WLC ora single connection. Currently, you can access the WLC using the 

following methods: 


m= Telnet 

m Secure Shell (SSH) 

m HTTP 

m= HTTPS 

= Console 

mw Service Port (if applicable) 


m= Management VIA Wireless 


As you can imagine, if your task were to configure IP addresses and host names on 100 
APs, you would need to manually access each device or use network management soft- 
ware such as WLSE. However, WLSE offers a different kind of management and is limit- 
ed in what it can do. This configuration request and much more can be accomplished 
from a single WLC that the APs are registered to. If more than one controller is in use, 
the WCS can come into play, which is discussed in more detail in Chapter 6, 
“Understanding the Troubleshooting Tools.” 


Cisco WCS 


Cisco WCS is an ideal software application that is used for WLAN planning, configura- 
tion, and management. Cisco WCS provides a powerful foundation that allows IT man- 
agers to design, control, and monitor enterprise wireless networks from a centralized 
location, simplifying operations and reducing the total cost of ownership. 


The Cisco WCS is an optional network component that works in conjunction with Cisco 
Aironet Lightweight APs, Cisco WLCs, and the Cisco Wireless Location Appliance. With 
Cisco WCS, network administrators have a single solution for RF prediction, policy pro- 
visioning, network optimization, troubleshooting, user tracking, security monitoring, and 
WLAN systems management. Robust graphical interfaces make WLAN deployment and 
operations simple and cost-effective. Detailed trending and analysis reports make Cisco 
WCS vital to ongoing network operations. 


Cisco WCS includes tools for WLAN planning and design; RF management; location 
tracking; IDS; and WLAN systems configuration, monitoring, and management. 
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Note WCS is not a necessary component for a wireless network. WCS has no effect on 
the controllers or APs. Certain actions you perform on WCS can affect service; neverthe- 
less, the WLC (hardware) does not depend on WCS (software). 


Cisco Wireless Location Appliance 


The Cisco Wireless Location Appliance is the first location solution in the industry that 
simultaneously tracks thousands of devices from within the WLAN infrastructure, bring- 
ing the power of a cost-effective, high-resolution location solution to critical applications 
such as these: 


m  High-value asset tracking 
m= IT management 


= Location-based security 


This easy-to-deploy solution smoothly integrates with Cisco WLAN Controllers and 
Cisco lightweight APs to track the physical location of wireless devices to within a few 
meters. This appliance also records historical location information that can be used for 
location trending, rapid problem resolution, and RF capacity management. 


The Cisco Wireless Location Appliance facilitates the deployment of new and important 
business applications by integrating tightly with a spectrum of technology and application 
partners through an open application programming interface (API). This integration helps 
enable the deployment of powerful location-based applications such as the following: 


m~ Enhanced 911 (E911) services 
m Asset management 


mg Workflow automation 


Customers deploying this solution include government organizations and enterprises in 
the health care, finance, retail, and manufacturing industries. 


Cisco WCS Navigator 


The Cisco WCS Navigator delivers an aggregated platform for enhanced scalability, man- 
ageability, and visibility of large-scale implementations of the Cisco Unified Wireless 
Network. This powerful, software-based solution gives network administrators cost- 
effective, easy access to information from multiple, geographically diverse Cisco WCS 
management platforms. 


The Cisco WCS Navigator supports partitioning of the unified wireless network at the 
management level. It supports up to 20 Cisco WCS management platforms with managea- 
bility of up to 30,000 Cisco Aironet lightweight APs from a single management console. 
It runs on a server platform with an embedded database. 
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The Cisco WCS Navigator centralizes the operational control and management of multi- 
ple Cisco WCS management platforms. This easy-to-use platform delivers the following 
cross-system capabilities: 

= Network monitoring 

m Aggregated alarm notifications 

m= Automated browser redirect 

m Simplified setup and configuration 

™ Quick and advanced searches 

= Location tracking of client, Wi-Fi, and rogue devices 

m= Inventory reports 


m Secure administrative access 


In summary, the WCS Navigator manages multiple installations of WCS. It is the same 
approach as WCS monitoring and managing multiple WLCs. To understand the place of 
Navigator in a network, refer to Figure 2-7. 


Device Hierarchy 


Software Hardware 
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Figure 2-7 Device Hierarchy 


Note Navigator is just like WCS in that it is neither necessary nor affects the uptime of 
your wireless network if it is not functional or present. 
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Summary 


As far as industry trends are considered, wireless networks are certainly in high demand 
and growing at a phenomenal rate. The wireless technology is also expanding at an 
astounding rate. The standardization of 802.11n and Outdoor/Indoor Mesh adds yet 
another chapter to wireless technology. Mesh networks allows cities to deploy wireless 
networks citywide. Mesh networks were designed primarily for private city use, but this 
is changing. Some cities have already proposed providing free wireless networking to the 
public. As time goes on, you will see continual deployments of wireless networks and 
further developments of the technology. Wireless networks are here to stay. 


The wireless transport has certainly changed within the past few years. The introduction 
of LWAPP and the standardization of CAPWAP have drastically changed wireless. Prior 
wireless deployments were deployed as “Autonomous” systems. The downside to 
Autonomous systems was that they were standalone devices requiring configuration on a 
per-unit basis. In a hospital environment, for example, configuring and deploying more 
than 300 APs could take some time. Technology such as WLSE, WLSM, and WDS made 
these deployments a little easier; however, it still required a great deal of labor to install 
and tweak (adjust to the RF in your environments) a wireless network. This is usually one 
of the greater challenges. Although controller-based solutions did not eliminate this step, 
they certainly made it easier. On the plus side for the autonomous system, if you are 
installing wireless in a small site that requires only one or two APs, the autonomous sys- 
tem is a much more cost-effective solution. Since the controller-based wireless solution 
started becoming popular, it developed technologies such as REAP and H-REAP to cover 
this limitation; this book will discuss these concepts in Chapter 5. Regardless of the wire- 
less system, a site survey is always recommended. 


This page intentionally left blank 


Chapter 3 


Introduction to LWAPP 


Traditional wireless LAN (WLAN) deployments used X number of access points (AP) 
spread across the premises that needed wireless coverage. With standalone, each AP was 
an individual entity that needed configuration, monitoring, provisioning, and so on. If 
these tasks were required for only a few devices, they would be manageable; however, 
when you are talking about a full enterprise WLAN that might be offering advanced serv- 
ices such as Voice over Wireless, the management of each AP becomes daunting. 


You can add additional complexities to an enterprise WLAN, such as radio frequency 
(RF) management (dynamically adapt to changes in the environment) and security, which 
is critical in wireless because of the broadcast nature of the medium. 


Unless some kind of coordination is put in place, enterprise WLANs will hit scalability 
and practical limitations sooner or later. The Lightweight Access Point Protocol (LWAPP) 
was designed to overcome those limitations and expand the feature set and uses of 
WLANs without increasing the management burden or weakening the security standpoint 
of the enterprise. 


LWAPP is not a “general” solution. In some scenarios, a traditional AP is best—for exam- 
ple with Point to Point bridging, where no coordination or RF monitoring is needed 
because of the characteristics of the controlled environment for this deployment. 


Defining LWAPP 


Given the explosion in growth for wireless networks and the ubiquity that these services 
have in the current enterprise, vendors have implemented multiple approaches to simplify 
the operation and deployment of wireless services. 


Proposed as a potential way of simplifying the operation of wireless networks, LWAPP 
has been implemented across the Cisco Unified Wireless Networks set of products 
(Wireless LAN Controller [WLC], APs, and related devices) from their initial software 
release until version 5.1. New versions, in particular 5.2, are using Control and 
Provisioning of Wireless Access Points (CAPWAP) as the base protocol. 
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Formally speaking, LWAPP is described in several drafts of the Internet Engineering Task 
Force (IETF) CAPWAP working group, the latest of which (at press time) is Version 4 
(draft-ohara-capwap-lwapp-04.txt). Cisco Systems, Inc. submitted this draft for standardi- 
zation in 2004, and through a protocol evolution, CAPWAP is the end result. Chapter 4, 
“The CAPWAP Protocol,” covers CAPWAP in greater detail. Even though LWAPP never 
became an RFC standard like CAPWAP (http://www.ietf.org/rfc/rfc5415.txt) has, LWAPP 
is still a relevant and widely used protocol. 


The ideas behind LWAPP are as follows: 


= Move the traffic forwarding, certain security functions such as authentication, and 
policy functions from the edge (AP) toward a centralized point. 


m Simplify the AP, because higher-level functions are now done separately, which 
reduces AP complexity and cost. 


m Provide an encapsulation and transport mechanism for wireless traffic. 


= Centralize AP configuration and management. 


LWAPP is a way for an AP to communicate directly with a management entity—the 
WLC. This new approach to the wireless networks was designed to have nodes or points 
of presence throughout a network. These node devices would not require configuration 
and would rely on a master device for their configurations and instructions. These nodes 
would exist to provide a point in the network to which a wireless user can connect. After 
a user connects, all traffic going to this node would be sent to the master device. The 
master device would then determine where in the network or on what virtual LAN 
(VLAN) the packet needed to go. This approach offers many advantages over the single 
device configuration setup but requires a protocol to provide constant connectivity and 
direction for these devices to operate. LWAPP provides the solution. 


Although in official standard documents the APs are referred to as wireless termination 
points (WTP) and the WLCs as access controllers (AC), this book uses the more com- 
monly known terms AP and WLC, or controller, to refer to the “wireless” and “aggrega- 
tion” points respectively, to make it easier to follow the discussions throughout the book. 


In Chapter 13, “H-REAP,” we will discuss that the forwarding model of “all traffic” is sent 
from the AP to the WLC, is true only for a particular mode of operation of LWAPP, and 
has additional hybrid modes to solve several design needs. 


Quick Protocol Overview 
Briefly, LWAPP operation is as follows: 
Step 1. AP tries to discover a list of valid WLCs with which to associate or join. 


Step 2. When this discovery process is successful, the AP selects a WLC and then 
tries to join it. 
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Step 3. Upon join, the AP checks to see if the software version it is running matches 
that of the WLC. If it does not, the AP initiates an upgrade process (image). 


Step 4. If an image process was done, the AP reloads and goes through the discov- 
ery/join process again. If the AP now has the correct software version, it 
receives the configuration from the WLC. 


Step 5. Depending on the configuration received, the AP might need to do a reload 
(for example, the AP mode is changed) and pass through the discovery/join 
steps again. 


Step 6. After newly joining and confirming that it now has the correct configuration 
and image, the AP transitions into run status and starts servicing clients. 


Step 7. During this run status, the AP periodically sends RF and security monitoring 
information to the WLC for aggregation and processing. 


LWAPP has two main traffic types, as seen in Figure 3-1: 


= Control: Management traffic between AP and WLC. It is a control channel for con- 
figuration, session management, firmware management, and so on. Traffic is en- 
crypted and authenticated. 


m Data: Wireless traffic, encapsulated, sent between AP and WLC. You can make an 
analogy to a GRE-Tunnel. 


LWAPP - Control 


AP 


= 
r= fT N WLC 


LWAPP - Data 


Figure 3-1 LWAPP Traffic Types 


As Figure 3-2 and Figure 3-3 illustrate, LWAPP has two encapsulation types: 


m= Layer 2: All communication between the AP and WLC is done on top of native 
802.3 Ethernet frames, with an Ethertype of 0xbbbb or 0x88bb, depending on the 
release. 


m= Layer 3: LWAPP is carried over IP/User Datagram Protocol (UDP), using port num- 
bers 12222 and 12223 (data and control, respectively). 
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Figure 3-2. LWAPP Layer 2 Encapsulation 
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Figure 3-3 LWAPP Layer 3 Encapsulation 
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Layer 2 is mostly for legacy deployments; it is not supported on newer APs. It is depre- 
cated in code Releases 5.2 and higher, and it suffers from scalability issues. Layer 3 is the 
recommended mode of operation, where the WLC and APs have IP addresses. 


Although LWAPP State Machine has several states, the most important ones are as follows: 


= Discovery: The AP is trying to learn a list of valid WLCs to join. 
m Join: The AP has determined the preferred WLC and is trying to join it. 


m Image: The AP has detected that it is not running the same version of software as the 
WLC, so it is updating its firmware. 


= Configure: The AP has joined a WLC and is now receiving new operating parame- 
ters/configuration. 


m= Run: The AP has joined, is configured, and is using the same software version as the 
WLC. This is the normal state of operation. 


LWAPP divides the work between the AP and the WLC and assigns different functions to 
each component (Split MAC Architecture): 


m AP:In charge of beacons, probe response, power management and buffering, sched- 
uling, queuing, 802.11 auth response, and encryption. 


m= WLC: In charge of association processing, traffic forwarding to the network, reasso- 
ciation processing, classifying, 802.1x/EAP, and key handling. 


Note Split MAC Architecture was the name initially used for LWAPP, using the acronym 
of SPAM, which you can still find in WLC debug messages such as the following: 


Thu Aug 27 08:07:34 2009: 00:1d:a1:cd:dd:6c Length: 8/8 bytes (spamControlMsg t) 


Thu Aug 27 08:07:34 2009: Send AP Timesync of 1251360454 source MANUAL 


Thu Aug 27 08:07:34 2009: @0:1d:a1:cd:dd:6c Length: 8/16 bytes 
(spamEncodeTimesyncPayload) 

For obvious reasons, the protocol was later renamed LWAPP, but in the code, you will still 
see SPAM as the name for the component handling LWAPP. This is not so easy to change. 


The Split MAC Architecture is covered in more detail in Chapter 13. 


LWAPP Advantages 


As mentioned in the introduction to this chapter, as enterprise wireless networks grow, 
administration and management needs increase. You also need to keep a handle on the 
security of the wireless network as it grows. The infrastructure needs to be easily scala- 
ble to allow for painless, or nearly painless, growth. 


Because LWAPP allows the 802.11 functionality to be split between the AP and the WLC, 
it provides a solution to each of these factors, as discussed in the following sections. 
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Management 


AP management is one feature of LWAPP that is a huge departure from previous ways of 
doing things. 


Originally, if a wireless network was composed of hundreds of APs, distributed across 
different floors in a building, each one needed individual monitoring, configuration, and 
RF coordination. This was a difficult task, and some products were designed to simplify 
this, like the Wireless LAN Solution Engine (WLSE), for example. WLSE offered a sim- 
plified view; however, APs were still “individual” units. 


The emerging presence of WLCs and LWAPP provides a much easier method of AP man- 
agement. In simple terms, the idea is that each WLC can offer management of anywhere 
from 6 to 150 APs. The WLC is a single point of aggregation, where 


= Configuration is generated for all devices. 
m= All APs can forward raw operative data for aggregation. 


m = It is possible to enforce coordination between different RF parameters across all APs. 


A WLC has a higher processing capability than an individual AP, which allows you to 
offer an even higher level of coordination among multiple WLCs. (Chapter 9, “Mobility,” 
and Chapter 12, “Radio Resource Management,” cover this in detail for mobility groups 
and RF groups, respectively.) 


Of course, given a maximum capacity of 150 APs in current LWAPP-based WLC models, 
aggregation of operative data across each WLC must be available. The Wireless Control 
System (WCS) and WCS Navigator allow you to manage multiple WLCs from a single 
server. WCS and WCS Navigator are outside the scope of this book. 


Note 5500 series WLCs can support up to 250 APs, but they require 6.0 code, which 
uses CAPWAP instead of LWAPP. To stay in line with LWAPP features, the maximum AP 
capacity of an LWAPP-based controller is 150. 


Scalability 


With AP management simplified, the wireless network can now be looked at from an 
operative point of view with WLCs in place of APs. This substantially reduces the num- 
ber of individual units that must be administered. 


Because LWAPP offers a separation between the existent LAN traffic and the “new” wire- 
less traffic, it simplifies network planning and traffic handling. 


Adding capacity to an existing wireless network can be seen as a process of physically 
studying the RF environment that needs to be covered (to properly add and place the 
APs) as well as adding WLCs to the mobility group to handle the added load. Through 
the inherent capabilities of LWAPP, the WLC will offer AP load distribution and failover 
features. AP load balancing and failover are covered in depth in Chapter 9. 
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Note Never forget a proper RF site survey. 


WLCs using Radio Resource Management (RRM) can compensate for environmental 
changes and “fix” coverage problems, but they can never correct an RF deployment that 
was performed incorrectly in the first place. 


Security 


LWAPP-based systems offer several advantages over traditional individual deployments, 
including the following: 


m Wireless traffic enters the network over a single point (WLC) instead of multiple 
ingress points (APs), making traffic inspection easier. 


m The WLC is now responsible for acting as an authentication point (authenticator), so 
you now have to configure a single device instead of 100 to take care of authentication. 


m= AnAP does not have a full configuration that can be extracted if someone has phys- 
ical access to it. Also, no one can tamper with the configuration because it can only 
be configured from the WLC, using encrypted and authenticated LWAPP control 
messages. 


m The WLC can authenticate the APs that try to join the wireless infrastructure to pre- 
vent the introduction of rogue APs with malicious intent. 


This list accounts only for the inherent security features of LWAPP and not the different 
security processes that use LWAPP as encapsulation, such as rogue detection or Intrusion 
Detection Systems (IDS). 


Mobility 


Given a simplified deployment and management model, wireless systems became perva- 
sive across the enterprise, opening new working models and applications where users and 
devices can have permanent network access all the time, in all areas. This opens a full 
range of new possibilities. 


LWAPP systems believe it is critical that this new mobility is kept across different areas 
and inside the enterprise. Because the APs return all the RF and client information to 
their respective WLCs using the LWAPP tunnel, inter-controller communication allows all 
controllers in a mobility group to have information about the entire RF environment and 
the wireless clients. Several additional protocols allow interaction between standalone 
controllers, keeping the scalability and providing seamless roaming. 


Table 3-1 summarizes the wireless network administration advantages that are inherent 
with an LWAPP-based wireless infrastructure. 
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Table 3-1 LWAPP and Standalone AP Comparison 


LWAPP WLAN 


Standalone AP WLAN 


Management Centralized; can manage/configure up to Decentralized; have to 
150 APs from a single controller. touch each AP individually. 

Scalability Can easily add APs to the network. As soon Each new AP must be 
as the AP is registered to the controller, it configured individually. 
can start servicing wireless clients. Basically Without WDS!, WLSM?, 
plug-and-play. AP failover and load balancing. Jor WLSE, no sharing of 
Sharing of RF information. RF information. 

Security Single network egress/ingress point for client [Multiple egress/ingress 
traffic on the network. (Note that with points. Each AP bridges 
H-REAP? deployments, this is not client traffic to the wired 
necessarily the case.) An LWAPP AP that is network. Someone with 
not connected to a controller cannot physical access to the AP 
service wireless clients. WLC can can reconfigure it for their 
authenticate APs to prevent rogue LAPs* own use. 
from being on the network. 

Mobility Client devices can L2/L3 roam seamlessly Must have a WLSM for L3 
within the wireless network. roaming. 


1WDS =Wireless Domain Services 


2WLSM = Wireless Integrated Service Module 


3H-REAP = Hybrid Remote Edge Access Point 


‘LAP = lightweight access point 


LWAPP Mechanics 


To be able to find where an LWAPP-based system is failing, it is critical to understand 
how the underlying protocol works, because this lets you reduce the scope of investiga- 
tion when a complex problem is reported. 


This section covers two main parts: 


m= = LWAPP control path: Covers AP discovery, join, maintenance, and states in detail. 


m= = LWAPP data path: Covers client traffic. Because this is closely related to wireless 
client states, this will be covered in detail in Chapter 10, “Troubleshooting Client- 
Related Issues.” 


The discussion of the control path uses the LWAPP state machine as seen on APs and 
WLC, which is a simplified view of the one found on the LWAPP draft. Figure 3-4 illus- 
trates the LWAPP state machine. 
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Figure 3-4 LWAPP State Machine 


Discovery Process 


The discovery process forms part of the “hunting” state. It covers several steps, and you 
might see variations depending on the AP model and software version. 


The idea is that the AP will do the following: 


Step 1. Make a list: Obtain a list of possible destinations (WLCs) to send a discovery 
request. 


Step 2. Send discovery: On each of the possible available methods (described in the 
list that follows), the AP will send a discovery request. 


Step 3. Wait for answers: Collect the potential answers from the different methods 
used. 


The conclusion of the discovery process is a list of potential destinations that will be 
passed down to join, after selecting the best candidate. 


Discovery can use the following methods: 


= ~=Local Broadcast Layer 2: Used on 10x0 and 1510 APs that support the LWAPP 
Layer 2 protocol. 


= ~=Local Broadcast Layer 3: Supported by all APs, this discovery method uses UDP 
with destination 255.255.255.255. 


= Option 43: Sent via Dynamic Host Control Protocol (DHCP) offer, it has a potential 
list of candidates (controller management IP addresses). 
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m= DNS: Taking the Domain Name System (DNS) servers from a DHCP offer or statical- 
ly configured, the AP can try to resolve the CISCO-LWAPP-CONTROLLER host- 
name to obtain a list of the potential management IP addresses as destinations for a 
discovery request. The AP must have the correct domain name to properly query a 
DNS server. When using DHCP, this is Option 15. Without the proper domain name, 
the AP incorrectly queries for the fully qualified domain name (FQDN) CISCO- 
LWAPP-CONTROLLER. For example, if your DNS domain was company.com, the 
AP needs to query DNS for CISCO-LWAPP-CONTROLLER.company.com. 


m Previously known: The AP can “remember” up to 24 previously learned controllers 
and send discoveries to them. The AP will learn about any controllers from the 
mobility group configuration of the controller it is presently registered with. A single 
mobility group can contain up to 24 controllers. See Chapter 9 for more information. 


Note APs do have a good memory. From the WLC graphical user interface (GUI), if you 
select Clear All Config from the Wireless > AP page, the AP still remembers the previous- 
ly known controllers. 


One way of making the AP forget all previously known controllers is to use the debug 
lwap console cli command and then issue the erase /all nvram: command. The default 
username and password to access the AP CLI is “cisco” and “Cisco” respectively. 


= = Statically configured from WLC: Beginning with Release 4.2, you can configure an 
IP address for the primary/secondary/tertiary controllers. Using this “priming” 
method, you can configure a WLC outside the present mobility group as a second- 
ary/tertiary controller for the AP. Starting in Release 5.0, you can also configure 
global primary and secondary WLCs. 


m= = Over the Air Provisioning (OTAP): APs put the radios in “listening” mode to try to 
hear neighbor exchanges between nearby APs, learning a potential WLC destination 
IP address. 


= = Statically configured from AP CLI: Accessing the AP CLI via the console port, you 
can configure the following static parameters: 


lwapp ap ip address ip-addr subnet-mask 
lwapp ap controller ip address ip-addr 
lwapp ap hostname ap-hostname 

lwapp ap ip default-gateway ip-addr 


Be aware that the ability to enter these static commands from the AP CLI is disabled after 
the AP has joined a WLC. You have to clear the APs configuration to re-enable them. 


Some of the discovery steps have dependencies. For example, you must obtain an IP 
address to be able to use LWAPP Layer 3 discovery. In addition, an AP will not use DNS 
if no DNS information is received ina DHCP offer or statically configured, so the actual 
steps the AP performs might change depending on the network configuration. 
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In the discovery request from the AP, an element identifies the discovery mechanism that 
the AP used to locate the controller. The value of the IE 58 parameter indicates the dis- 
covery type: 

m0: broadcast (L2/L3) 

m 1: configured 

m 2: OTAP 

m 3: DHCP server 

mw 4:DNS 


Example 3-1 shows the output of debug lwapp packet enable from the WLC CLI for an 
AP that is trying to register with a WLC. 


Example 3-1 debug lwapp packet enable Command Output 


(Cisco Controller) >debug lwapp packet enable 
Tue May 23 12:37:50 2006: Start of Packet 


Tue May 23 12:37:50 2006: Ethernet Source MAC (LRAD): Q0:0B:85:51:5A:E0 
Tue May 23 12:37:50 2006: Msg Type 

Tue May 23 12:37:50 2006: DISCOVERY_REQUEST 

Tue May 23 12:37:50 2006: Msg Length ; 31 

Tue May 23 12:37:50 2006: Msg SeqNum : (1) 

Tue May 23 12:37:50 2006: 

IE : UNKNOWN IE 58 

Tue May 23 12:37:50 2006: IE Length : 1 


Tue May 23 12:37:50 2006: Decode routine not available, Printing Hex Dump 
Tue May 23 12:37:50 2006: 00000000: 00 


The IE 58 parameter value in Example 3-1 is 1, indicating that the AP was configured 
with this particular WLC management IP address. 


The following sections discuss the LWAPP discovery methods in more detail. 


Layer 2/Layer 3 Broadcast Discovery 


With Layer 2 LWAPP discovery, the important fact to remember is that this is hardly ever 
used anymore and is LWAPP only. It is mentioned here because it is part of the LWAPP 
discovery process and can be seen in traces and debugs. It occurs on the same subnet as 
the AP and uses encapsulated Ethernet frames containing MAC addresses for communi- 
cations between the AP and the controller. Only Cisco 1000 Series LAPs support Layer 2 
LWAPP mode. Also, Layer 2 LWAPP mode is not supported on Cisco 2100 Series WLCs 
or Wireless Integrated Service Modules (WiSM). These WLCs support only Layer 3 
LWAPP mode. 
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This is the first method that a LAP uses to discover a WLC. The LAPs that support Layer 
2 LWAPP mode broadcast an LWAPP discovery request message in a Layer 2 LWAPP 
frame, as you saw in Figure 3-2. If there is a WLC in the network configured for Layer 2 
LWAPP mode, the controller responds with a discovery response. The LAP then moves to 
the join phase of the LWAPP state machine. 


The debug lwapp events enable command output shown in Example 3-2 shows the 
sequence of events that occur when a LAP using Layer 2 LWAPP mode registers with 
the WLC. 


Example 3-2 debug lwapp events enable L2 Discovery 


!—-The WLC receives the L2 discovery request from the AP. You can tell 
! this is an L2 discovery because the destination is the broadcast 
! MAC address ff:ff:ff:ff:ff:ff 


Thu Sep 27 00:24:25 2007: 00:0b:85:51:5a:e0 Received LWAPP DISCOVERY REQUEST 
from AP 00:0b6:85:51:5a:e0 to ff:ff: ff: ff: ff: fF on port '2' 


!—-The WLC responds with the LWAPP discovery response. 


Thu Sep 27 00:24:25 2007: 00:0b:85:51:5a:e0@ Successful transmission of 
LWAPP Discovery-Response to AP 00:0b:85:51:5a:e0 on Port 2 


!—-The AP enters the Join state of the LWAPP state machine and sends a join 
request to 


!—-the WLC. 


Thu Sep 27 00:24:40 2007: 00:0b:85:51:5a:e0 Received LWAPP JOIN REQUEST 

from AP 00:0b:85:51:5a:e0 to 00:0b:85:48:53:c0 on port '2' 

Thu Sep 27 00:24:40 2007: 00:0b:85:51:5a:e0 AP ap:51:5a:e0: 

txNonce 00:0B:85:48:53:C0 rxNonce 00:0B:85:51:5A:E0 

Thu Sep 27 00:24:40 2007: 00:0b:85:51:5a:e0 LWAPP Join-Request MTU path from 
AP @0:0b:85:51:5a:e@ is 1500, remote debug mode is 0 

Thu Sep 27 00:24:40 2007: 00:0b:85:51:5a:e0 Successfully added NPU Entry for 
AP 00:0b:85:51:5a:e0 (index 48)Switch IP: 0.0.0.0, Switch Port: @, intIfNum 2, 
vlanId @AP IP: @.0.0.@, AP Port: @, next hop MAC: @0:0b:85:51:5a:e0 


!—-The WLC has added an NPU entry for the AP and sends the join response. 


Thu Sep 27 00:24:40 2007: 00:0b:85:51:5a:e0 Successfully transmission of 
LWAPP Join-Reply to AP 00:0b:85:51:5a:e0 


!—-The AP registers to the WLC. 


Thu Sep 27 00:24:40 2007: 00:0b:85:51:5a:e0 Register LWAPP event for 
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AP 00:0b:85:51:5a:e0 slot 0 

Thu Sep 27 00:24:40 2007: 00:0b:85:51:5a:e0 Register LWAPP event for 
AP 00:0b:85:51:5a:e0 slot 1 

12:03 PM 3/1/2009 


The next discovery mechanism, Layer 3 LWAPP discovery, occurs on different subnets 
from the AP and uses IP addresses and UDP packets rather than the MAC addresses used 
by Layer 2 discovery. This is the more common method and should be referred to as the 
standard. 


Example 3-3 shows the output of debug lwapp events enable during a Layer 3 discovery 
by an AP. 


Example 3-3 debug lwapp events enable L3 Discovery 


(Cisco Controller) >debug lwapp events enable 


!—-Notice how the discovery request is sent to a specific MAC address as opposed 
to the 


!—-L2 broadcast MAC ff: ff: ff: ff: ff: ff. 


(Cisco Controller) >Thu Aug 27 08:07:20 2009: 00:1e:13:06:f6:50 Received LWAPP 
DISCOVERY REQUEST from AP 00:1e:13:06:f6:50 to 00:1f:9e:9b:3e:4@ on port '1' 


Thu Aug 27 08:07:20 2009: 00:1e:13:06:f6:50 Successful transmission of LWAPP 
Discovery Response to AP 00:1e:13:06:f6:50@ on port 1 


!—-Although deprecated, the L2 broadcast discovery from the AP is seen in the 
debugs. 


Thu Aug 27 08:07:20 2009: 00:1e:13:06:f6:50 Received LWAPP DISCOVERY REQUEST from 
AP 00:1€:13:06:f6:50 to ff:ff: ff: ff: ff: fF on port ‘'1' 


!—-The rest of the discovery and join process continues until the AP is regis- 
tered to the WLC. 


Thu Aug 27 08:07:20 2009: 00:1e:13:06:f6:50 Successful transmission of LWAPP 
Discovery Response to AP 00:1e:13:06:f6:50 on port 1 


Thu Aug 27 08:07:32 2009: 00:1e:13:06:f6:50 Received LWAPP JOIN REQUEST from AP 
00:1e:13:06:f6:50 to 06:0a:10:10:00:00 on port '‘1' 


Thu Aug 27 08:07:32 2009: 00:1e:13:06:f6:50 AP APQQ1d.a1cd.dd6c: txNonce 
Q0:1F:9E:9B:3E:40 rxNonce 00:1E:13:06:F6:50 


Thu Aug 27 08:07:32 2009: 00:1e:13:06:f6:50 LWAPP Join Request MTU path from AP 
00:1e:13:06:f6:50 is 1500, remote debug mode is 0 


Thu Aug 27 08:07:32 2009: DTL Adding AP @ - 192.168.6.11 


Thu Aug 27 08:07:32 2009: 00:1e:13:06:f6:50 Successfully added NPU Entry for AP 
00:1e:13:06:f6:50 (index Q) 


Switch IP: 192.168.6.6, Switch Port: 12223, intIfNum 1, vlanId 0 
AP IP: 192.168.6.11, AP Port: 56790, next hop MAC: @0:1d:a1:cd:dd:6c 


(continues) 
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Example 3-3 debug Iwapp events enable L3 Discovery (continued) 


Thu Aug 27 08:07:32 2009: 00:1e:13:06:f6:50 Successful transmission of LWAPP Join 
Reply to AP 00:1e:13:06:f6:50 

Thu Aug 27 08:07:32 2009: 00:1e:13:06:f6:50 spam_lrad.c:1486 - Operation State 0 
===> 4 

Thu Aug 27 08:07:32 2009: 00:1e:13:06:f6:50 Register LWAPP event for AP 
00:1e:13:06:f6:50 slot 0 


DHCP Options 43 and 60 


Any DHCP server can pass this option to an AP, including Cisco switches and routers. 


When an AP requests an IP address from a DHCP server, the DHCP discover from the AP 
contains a Vendor Class Identifier (VCI). If the DHCP server has Option 60 and 43 cor- 
rectly configured, the DHCP offer includes one or more IP addresses for the management 
interface of a WLC(s). Option 60 on the DHCP server is configured to correspond to the 
VCI string of the AP model that you are using. When the DHCP server receives a DHCP 
discover or request from an AP with the correct VCI string matching that of Option 60, it 
knows to return Option 43, which is the WLC management IP address, to the AP in the 
DHCP offer. 


Although you can use pretty much any DHCP server for this discovery method, you will 
learn here how to set up Option 60 and Option 43 using a Cisco switch as the DHCP 
server. For more DHCP server configurations, please see Cisco Document ID 97066, 
“DHCP OPTION 43 for Lightweight Cisco Aironet Access Points Configuration 
Example” at Cisco.com. 


The Cisco 1000 Series APs use a string format for DHCP Option 43, whereas the 
Aironet APs use the type, length, value (TLV) format for DHCP Option 43. DHCP 
servers must be programmed to return the option based on the AP DHCP VCI string 
(DHCP Option 60). Table 3-2 lists the VCI strings for Cisco APs that can operate in 
lightweight mode. 


The format of the TLV block is as follows: 


m Type: Oxf1 (decimal 241). 
m= Length: Number of controller IP addresses * 4 (number of octets). 


m Value: List of WLC management interfaces. Remember that this is the IP address of 
the management interface, not the AP-Manager IP address. 


Example 3-4 shows configuring DHCP Option 43 and 60 on a Cisco IOS switch for 
1240 series AP. Without configuring Option 60, the DHCP server would never pass 
Option 

43 to the AP. Look at Option 60 as a condition. If the device requesting an IP 
address is this type of device, the DHCP offer will include the IP address in the 
Option 43 field. 


Table 3-2 Cisco AP VCI Strings 
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Access Point 


Vendor Class 


Option 43 Format 


Identifier 
Cisco Aironet 1000 Series Airespace.AP1200 ascii 
Cisco Aironet 1100 Series Cisco AP c1100 hex 
Cisco Aironet 1130 Series Cisco AP c1130 hex 
Cisco Aironet 1200 Series Cisco AP c1200 hex 
Cisco Aironet 1240 Series Cisco AP c1240 hex 
Cisco Aironet 1250 Series Cisco AP c1250 hex 
Cisco Aironet 1300 Series Cisco AP c1300 hex 
Cisco Aironet 1500 Series Cisco AP c1500! ascii for 1500, hex for 
Cisco AROAP15002 1520 
Cisco APLAP15053 
Cisco APLAP15104 
Cisco AP c1520 
Airespace.AP1200° 
Cisco 3201 Lightweight Access Point Cisco AP C3201 hex 
WMIC® 
AP801 (embedded in 86x/88x series Cisco AP 801 hex 


ISRs” 


lAny 1500 Series AP running 4.1 software 
21500 OAP AP running 4.0 software 
31505 Model AP running 4.0 software 
41510 Model AP running 4.0 software 
5Any 1500 Series AP running 3.2 software 
®6W™MIC =Wireless Mobile Interface Card 


7ISR =Integrated Services Router 


Example 3-4 Cisco IOS Switch DHCP Option 60 and 43 Example 


ip dhcp excluded-address 192.168.6.1 192.168.6.10 


ip dhcp pool vlan6 network 192.168.6.0 255.255.255.0 


default-router 192.168.6.1 


option 6@ ascii "Cisco AP c124Q0" 


option 43 hex £104.c0a8.0605 
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In this example, DHCP Option 60 is correctly using the VCI string for the 1240 series AP. 
The Option 43 line is the TLV. As you can see, the Type is F1, the Length indicates 1 
WLC IP address (1 x 4 = 04), and Value is the WLC management IP converted to hex, 
c0a80605. The WLC IP is 192.168.6.5. 


Note The Cisco IOS DHCP servers allow only one Option 43 definition. This means you 
can have only one device type for each DHCP address pool, so only one AP type can be 
supported for each DHCP address pool. 


You can configure DHCP servers to return WLC IP addresses in vendor-specific Option 
43 in the DHCP offer to lightweight Cisco APs. When the AP gets an IP address through 
DHCP, the AP looks for WLC IP addresses in the Option 43 field in the DHCP offer. The 
AP sends a unicast LWAPP discovery message to each of the WLCs that are listed in 
DHCP Option 43. WLCs that receive the LWAPP discovery request messages unicast an 
LWAPP discovery response to the AP. Each of the WLCs that receives the LWAPP dis- 
covery request message replies with a unicast LWAPP discovery response to the AP. 


Figure 3-5 shows a DHCP request with Option 60 and the DHCP over with Option 43. 


“ DHCPoptions.pcap - Wireshark ___ lo) x! 


Bile Edit Yiew Go Capture Analyze Statistics Telephony Tools Help 


SHAAH/FSaAxSss(Qe oF SS/S/QQQHR|\HUBAK|E 


Fiter: [boot _> | Expression... Clear Apply 
No. - [ time [ Destination | Protoct iE 4 


6 08:49:58.097081 0.0.0 255.255.255.255 DHCP DHCP Discover - Transaction ID Oxib31 


DHCP Otter = Transaction ID Oxib31 


Length: 4 
value: 00014FB0 
Option: (t=58,1=4) Renew |q 
Option: (58) Renewal T 
Length: 4 
value: QQ00A7D8 a 
& Option: (t=59,1=4) Rebin Length: 14 
Option: (59) Rebinding value: 436973636F204150206331323430 — 
Length: 4 Seren Senay eed & 
value: 000125BA ci | 
& Option: (t=1,1=4) subnet f Ff ff fF FF 00 1d 
option: (1) Subnet mas 0 00 00 00 ff 11 
Length: 4 4 
Value: FFFFFFOO en ae 


‘Cisco AP c1240" 


c 08 00 45 Od 
00 ff ff 


0 00 1d x 

& Option: (t=3,1=4) Router aravoumare he 

Option: (3) Router 
& Option: (t=43,1=6) vendor-specific Information 

option: (43) vendor-specific Information 

Length: 6 

value: F104C0A80605 

?- 


cruzer 


le 


ANRA_AA_AA_AA_AA_AA_AA_AA_AA_AN_AA_NA_NA_NA_NA_NA_NA 
LO File: “C:\Documents and Settinas\Administrator\..._[ Packets: 46 Displayed: 4 Marked: 0 [ Profile: Default 


Figure 3-5 DHCP with Option 60 and 43 


In Figure 3-5, you can see both the DHCP discover (inset) from the AP and the DHCP 
offer from the switch. Notice the Option 60 VCI string in the DHCP discover packet. 
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Because the DHCP server received Option 60 from the AP, it returns Option 43 in hex. 
The AP converts this hex value to the IP address of 192.168.6.5. 


DNS 


The AP can discover controllers through your DNS. For the AP to do so, you must con- 
figure your DNS to return controller management IP addresses in response to a DNS 
query, nslookup, for CISCO-LWAPP-CONTROLLER.localdomain, where localdomain is 
the AP domain name, that is, company.com. When an AP receives DNS server informa- 
tion and the domain name (Option 15) in a DHCP offer, it can perform an nslookup to 
resolve CISCO-LWAPP-CONTROLLER.localdomain. When the DNS response returns a 
list of controller management IP addresses, the AP sends discovery requests to the con- 
trollers. 


Priming 
If the AP was previously associated to a controller, the IP addresses of the primary, sec- 
ondary, and tertiary controllers can be stored in the nonvolatile memory of the AP. This 
process of storing controller IP addresses on an AP for later deployment is called priming 
the AP. Some deployments might have limitations in which you cannot configure DNS or 
DHCP options. In these cases you can place an AP in a network where the controller is 
already configured and can join it easily. After the AP joins the WLC, you can configure 
it as needed and even add a static IP address. You can configure the AP with primary/ 
secondary/tertiary controller information using either the WLC GUI or the CLI. To 
configure this using the CLI, use the following commands: 


config ap primary-base WLC System Name AP Name WLC Mngt IP 
config ap secondary-base WLC System Name AP Name WLC Mngt IP 
config ap tertiary-base WLC System Name AP Name WLC Mngt IP 


The key element here is that the controller it is going to join must be a member of the 
current WLC mobility group. 


OTAP 


If the OTAP feature is enabled on the controller (on the Controller, General page), the 
controller will accept AP discoveries with an IE 58 value of 2. All associated APs trans- 
mit wireless LWAPP neighbor messages, and new APs receive the controller IP address 
from these messages over the air. This feature is disabled by default and should remain 
disabled after all APs are installed. 


Note You can find additional information about OTAP at http://tinyurl.com/knofho. 
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Controller Details Learned During the Discovery Process 


In the discovery responses, the AP receives several details that it will use later in the join 
process: 


= Controller system name 
= Controller type 

m = Max AP capacity 

m Active APs 


m = AP manager address or addresses (see Chapter 7, “Deploying and Configuring the 
Wireless LAN Controller”) 


m AP load per AP-manager interface 


m= = = Master controller flag 


The “Dissecting the Discovery Response” section, later in this chapter, reviews the fields 
sent in the discovery response. Those fields can be quite useful for troubleshooting. 


The WLC evaluates several conditions before answering the discovery request: 


= = Invalid VLAN: If broadcast discovery requests are received via a VLAN in which the 
WLC does not have a management interface, they are discarded. The exception is for 
WLCs in link aggregation (LAG) mode; if the AP-Manager and management inter- 
faces are on different VLANs, the WLC accepts broadcast discovery frames on the 
AP-Manager VLAN. Chapter 7 explains LAG in detail. 


m Resource conservation mode: If the WLC is doing AP upgrades, it limits the num- 
ber of APs that can join, regardless of the platform limit. 


m MAX AP reached: If the maximum number of supported APs is reached, new APs 
are rejected. In code Release 5.1 and higher, you can, however, configure AP join pri- 
orities so that if critical APs need to join, the WLC can drop an AP with a lower pri- 
ority so the higher priority AP can join. The WLC CLI command to set the priority 
is as follows: 


config ap priority { 1 | 2 | 3 | 4} AP Name 


A priority of 1 is the lowest, and a priority of 4 is the highest. 


Note To avoid high CPU or memory utilization problems, during resource conservation 
mode, the WiSM/4400 will handle a maximum of 10 simultaneous APs. The 2100/NM- 
WLC will handle a maximum of 5 simultaneous APs. 
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Join Process 


At the end of the discovery process, the AP has a list of potential WLC candidates that 
can be selected for the join process. 


The AP selects the WLC using the following criteria, in order of precedence: 


m= If the AP has primary/secondary/tertiary or global backup WLC names configured, it 
tries to match them to the system name provided in the discovery response, in that order. 


m If none of the system names match or none of them have been configured, the AP 
sees if any of the WLCs it has learned about through the various discovery methods 
have the “Master Controller” flag set. If so, the AP sends a join request to the Master 
Controller. 


m = If no WLC is found with the master flag set, the AP selects the WLC with the most 
available capacity from its list of discovered WLCs. 


Note The name selection is done against the system name, not against a DNS name for 
the WLC. The distinction is quite important, and it is a common configuration mistake. 
You can see the system name in the home page of the GUI, or you can do a show sysinfo 
command as shown in Example 3-5. 


Example 3-5 WLC System Name shown in show sysinfo Command Output 


(Cisco Controller) >show sysinfo 


Manufacturer's Nam@.... cece eee eee eee eee eee Cisco Systems Inc. 
Product: NaM@ waists see aie kggaces sere ewe caret ae ee Cisco Controller 
PPOGUGE-VERSLOM sa .orih a aiage wcmnkek Wawa a wlan delawertaeh ia: make achat 4.2.207.0 

RTOS: VERSION isnt es ia aie a kee eae ee PRL ed 4.2.207.0 
BOOtLOAdG VEPSLONis week deena ee Re be eee eta eats 4.0.217.0 

BULLOe TY PO isis -sccfea)tranciccdes nos aad Mes hace PEA awa DATA + WPS 
SVStEMUNAMcaee Penna een ree eens Cisco_9b:3e:43 


System: LOCATION: fied. wire eee RES ai ea eee eae 
SVSEOM: COMTAC Cie eee ce a apiaste Seal eee elnch eee etree arate, hee eee we 


SYSEOM OD] SCUID a. ciara avare tea Facute tela echidna ace dara aoe wea 1.3.6.1.4.1.14179.1.1.4.3 
TEPAGOPOSS fi ctiergid Biases ik tea acautnne Ma are tal dane Sow ealtaea Re area 192.168.6.5 

SYStem Up. TANGd.4 ah sere ee See eGo du take Bete t ky @ days @ hrs 36 mins 21 secs 
Configured -COUNECY i ee Kuki bee ee eid dal eue doers ae US - United States 
Operating Environment...... ccc cece eee eee eee Commercial (@ to 40 C) 
Internal Temp Alarm Limits........ ccc cece eee eee @ to 65 C 

Internal Temperature... ...... cee cece ence reece nee +38 C 


!—-remaining output omitted for brevity 
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The join request contains the AP certificate, AP name, location, and radios installed. It 
is normally large, so it will be fragmented in at least two frames when it is sent from 
the AP side. 


The WLC evaluates several conditions before answering the join request: 


m Resource conservation mode: If the controller is doing AP upgrades, it limits the 
number of APs that can join, regardless of the maximum limit of the platform. 


m MAX AP reached: If the maximum number of APs is reached, new APs are rejected. 
Again, AP join priority can override this in 5.1 and higher code releases. 


m AAA: If AP authorization is enabled, the controller tries to authenticate the AP 
MAC against the Authentication, Authorization, and Accounting (AAA) 
subsystem. 


m= Certificate validation: In the LWAPP join request, the AP embeds a digitally signed 
X.509 certificate. When the certificate is validated, the WLC sends an LWAPP join 
response to indicate to the AP that it is successfully joined to the controller. The 
WLC embeds its own digitally signed X.509 certificate in the LWAPP join response 
that the AP must validate. Make sure you have configured the time, date, and year 
correctly on your WLC or the certificate validation will fail. 


Image Process 


This is an optional phase, where APs download a new image from the WLC. This is nor- 
mally triggered if the AP software version number does not match the version number 
that the WLC provides. 


For 1000 series and 1510 APs, you might see that after a network down situation, or 
on stranded mesh APs, this family of APs might trigger a software download, even if no 
WLC software change has taken place. These APs can downgrade to a previous 
software version (backup image) if the discovery process has failed a number of times. 
On the next successful join, these APs will download the AP image version from the 
WLC again. 


The transfer is done inside the LWAPP control tunnel using a single packet window proto- 
col with sequence number validation. In some situations, you can see sequence number 
errors, which is normal if the AP is doing retransmits per timeouts. 


Before using the image, the AP does a checksum validation to make sure that it received 
the entire image and that the image is not corrupted. 


Config State 


After joining, the AP does a configuration request to obtain the current configuration 
from the WLC. 
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Caution During the configuration request process, the wireless regulatory domain is vali- 
dated. A WLC answers a discovery request for APs of different regulatory domains (for 
example, a U.S. AP trying to join a European WLC), but fails to answer a join request if the 
country/domain validation fails. 


The AP sends the following information in the configuration request: 


m Regulatory domain for each of the radios 
m= AP serial number 

m Current administrative status 

= AP group (if configured) 


m Radio details (configuration, power levels, antennas, and so on) 


The WLC answers with a configuration response. The response includes the H-REAP 
RADIUS group, deletes mismatched override WLANs and AP groups, and provides a list 
of other WLCs in the current WLC mobility group. 


Normally, depending on whether an AP is newly added to the WLC or if the configura- 
tion has changes, the WLC starts a set of configuration commands to bring the AP to the 
current status. Based on some of the performed changes, an expected AP reload might 
occur. An example of a configuration change that results in an AP reload is if the 802.11g 
network status had been enabled or disabled since the AP last joined the WLC. 


Run State 


After an AP has joined the WLC, has the correct configuration, and has the same image 
version as the WLC, it remains in the run or maintenance state. This is basically a working 
AP, joined to the WLC. 


During the run state, the AP might be subject to several LWAPP control processes: 


= Configuration updates: The WLC might send changes to an AP (AutoRF, admin trig- 
gered, and so on). The AP acknowledges with a configuration response. 


m Statistics update: The AP sends periodic status updates involving AutoRF metrics, 
rogue reports, and so on. 


m Echo response/request: The AP sends an echo request to the WLC every 30 seconds 
by default. The WLC should answer with an echo response. In case of timeout, the 
AP then sends five echo requests at 1-second intervals to check for WLC availability 
and triggers a new discovery process if needed. 


Periodically, the WLC triggers a key update request to change the security key used 
for LWAPP Control messages. 
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m Reset request: The WLC can send a reset request, which the AP answers with a 
request response before reloading. 


m Event request/response: The AP can send asynchronous events to a WLC as a reac- 
tion to a nonscheduled event, such as a duplicate address, Message Integrity Check 
(MIC) error, or rogue on wire detected. 


Remember that every LWAPP control packet contains a sequence number. The sequence 
number matches request/response packet exchanges. The sequence number in the 
response packet is the same value as the request packet. 


When an LWAPP control frame is sent, the device monotonically increments its internal 
sequence number and eventually wraps back to 0. This ensures that no two pending 
requests have the same sequence number. 


Dissecting the Discovery Response 


This section takes a deeper look into what goes into a discovery response packet. This 
knowledge can help your understanding of what could be going wrong in an AP join 
process to a WLC. Keep in mind that a sniffer program cannot dissect the information in 
a discovery packet. The WLC dissects the packet; you can watch this from the WLC CLI 
using debug lwapp packet enable. 


Figure 3-6 shows the most significant fields in a sniffer trace view of a Layer 3 discovery 
response. 
m= IP Header: 

Source (Src) is the management IP address. 

Destination (Dst) is the AP IP address that sent the discovery request. 


DSCP value (not shown) is normally 0x46. If the interface is tagged with a VLAN 
ID, the 802.1p UP is 7. This is important if QoS policies are enabled on the network. 
(LWAPP control is quite important.) A 0 value indicates an incorrect QoS configura- 
tion on the switching infrastructure. 


m UDP Header: 
The source port is 12223. 


Destination is the ephemeral port the AP uses. (It remains the same for the duration 
of the LWAPP session.) 


m= = LWAPP Header: The first byte is a bit field including the following: 
Version (2 bits): This is always 0. 
Radio ID or SlotID (3 bits): This is 0 for discovery. 
Control message (1 bit): This is 1 for the LWAPP control. 
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Fragment (1 bit): This indicates whether the message is a fragment; this is 0 for dis- 
covery. 


Fragment Type (1 bit): This indicates whether this is the last fragment of the 
sequence. A 0 indicates it is. 


Fragment ID: This is a one-byte counter, increased monotonically for each group of 
fragments. It is kept by each AP/WLC relationship. 


m= LWAPP Control Message Header: 
Control type: This will be 2 for discovery response. 
Control Sequence Number: This is always 0 for discovery request/response. 
Control Length: This is the byte count of the transported data. 


= Data: This contains information about the WLC, including the software version, max- 
imum AP allowed, current number of AP joins, and AP manager IP address. 


lolx 


Bile Edit Yiew Go Capture Analyze Statistics Telephony Tools Help 


HASH SFaxSSlr_eooF SS S/QQQN|\HB3HR|\B 


Source | Destination | Protocol | Info 
192.168.1.200 192.168.6.5 LWAPP CNTL_ DISCOVERY_REQUEST 
LWAPP CNTL_DISCOVERY_REPLY 


# Frame 81 (102 bytes on wire, 102 bytes captured) 2 
& Ethernet II, src: Cisco_f1:9d:40 (00:23:5d:f1:9d:40), Dst: Cisco_cd:dd:6c (00:1d:a1:cd:dd:6c) 
Destination: Cisco_cd:dd:6c (00:1 :dd:6c) 

# Source: Cis 


pes TP COx08 
Internet Protocol Dst: 192.168.1.200 (192.168.1.200 


User Datagram Protocol, src Port: 12223 (12223), Dst Port: 56790 (56790 
=e - 


neapsulated 
version: 0 
slotid: 0 


a| 


= Type: LWAPP Control Packet 
= Fragment: set 
= Fragment Type: Set 
Fragment Id: Ox4d 
engun: 04 
RSSI: 0x00 
: 00. 


SNR: Ox 
=iJLWAPP Control Message 
Control Type: 2 
Control Sequence Number: 0 
Control Length: 46 


Data (50 bytes 
Data: 00000000060011000100000104 02cF00006403E800000064... 
7 DO 


cd 


kal 


Q Frame (frame), 102 bytes __[Packets: 212 Displayed: 2 Marked: 0 __|Profile: Default 


Figure 3-6 Discovery Response Dissection 


Manually Dissecting the Discovery Response 


In a discovery response, you can manually analyze the frame if a debugging of LWAPP 
packets from the WLC is not possible. Consider the example in Figure 3-7. 
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00 00 00 00 06 00 11 00 01 00 00 01 04 02 cf 00 


00 64 03 e8 00 00 00 64 1f 00 Oe 43 69 73 63 6F—(_ WLC Name) 


00 00 


5f 39 62/3a 33/65 3a/34 33 63 00/06 cO a8 06 06——{_“apManageriP_) 


AP Manager Load 
Max Supported APs 


Active APs 


Name Length 


Station Limit 


Figure 3-7. Manual Analysis of Discovery Response Data 


In Figure 3-7, you can see the following information in the Data field of the discovery 
response from the WLC: 
= Controller type: 1-byte value indicating the operating mode of the WLC. 

0x00 for a normal WLC. 

0x01 for WLC with the master mode set. 

As you can see, this WLC is in the normal operating mode. 


m= Hardware version: 4-byte value representing the hardware version number of the 
WLC. 


m= Software version: 4 bytes indicating the WLC software version. In the example, it is 
04 02 cf 00, which corresponds to 4.2.2070. 


m Stations: 2-byte value representing the number of clients currently associated with 
the WLC. In this case, there are none. 


m Station limit: 2-byte value representing the maximum number of stations the WLC 
supports. 


m Active APs: 2 bytes indicating how many APs are currently joined to the WLC. Zero 
in the example. 


m= = Max supported APs: 2-byte value indicating the maximum number of concurrent 
APs supported on the WLC. This is hardware model dependent. In the example, it is 
100 (0x64). 


m Name length: 1-byte value indicating the length in bytes of the WLC system name 
to follow. (This is important to know if you are analyzing the frame manually.) In this 
example, the length is 14 bytes. 
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m WLC name: 14-byte value in this example indicating the system name of the WLC. 
This is what will be used to make the join decision. In the example 0x 
43697363 6f5f39623a33653a3433, you can use the sniffer software to translate to 
ASCII:Cisco_9b:3e:43. This a variable byte length that is not zero terminated. 


m= AP manager information element (IE): 1-byte value. This is 0x63, which marks the 
beginning of the AP manager list. The type is 99 (63 converted to decimal), which 
indicates it is an IPv4 address. 


m AP manager IE length: The number of AP manager addresses. For LAG WLCs, it is 
6 (4 for address + 2 bytes for capacity), as shown in the example. For WLC configu- 
rations, you might have multiples of 6 indicating how many AP manager interfaces 
are configured in the WLC. 


m AP manager IP: 4-byte value indicating the address in hex. In the example, this is cO 
a8 06 06, which corresponds to 192.168.6.6. 


m= AP manager load: 1-byte value indicating how many APs are joined currently on this 
AP manager address. It is 0 in the example. 


Summary 


Using LWAPP for AP/WLC communications allows for many features that are not possi- 
ble with traditional, standalone AP deployments. Without LWAPP, central administration 
and management of the wireless network are not possible. When an LWAPP AP boots up, 
it goes through the LWAPP state machine to eventually reach the run state, where it can 
start servicing wireless clients. An AP can learn about potential WLCs that it can join in 
several ways. You can statically configure WLC IPs, use DNS and DHCP, prime the AP 
on an existing WLC on the network, and even rely on existing APs to tell new APs about 
their respective controllers. Understanding the LWAPP discovery and join processes 
used by the APs to register with a WLC is key to troubleshooting any AP join issues. 
Chapter 8, “Access Point Registration,” covers troubleshooting AP discovery and join 
issues in detail. 
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Chapter 4 


The CAPWAP Protocol 


Control and Provisioning of Wireless Access Points (CAPWAP) is a standard and interop- 
erable protocol that enables a Wireless LAN Controller (WLC) to manage access points 
(AP) or wireless termination points (WTP). CAPWAP is based on the Lightweight Access 
Point Protocol (LWAPP). This chapter describes the changes in controller and AP soft- 
ware to enable CAPWAP support and to enable an upgrade from LWAPP to CAPWAP. 
The chapter covers a good amount of the protocol, but for those who want to get a deep- 
er understanding, refer to the CAPWAP RFCs. Figure 4-1 gives a brief overview of the 
different RFCs the CAPWAP protocol involves: 


m RFC 4564 defines the objectives for the CAPWAP protocol. 
m RFC 5418 covers the threat analysis for IEEE 802.11 deployments. 
m RFC 5415 defines the actual CAPWAP protocol specifications. 


The CAPWAP protocol does not include specific wireless technologies; instead, it 
relies on a binding specification to extend the technology to a particular wireless tech- 
nology. Those binding specifications for the IEEE 802.11 wireless protocol are defined 
in RFC 5416. 


Last but not least, Datagram Transport Layer Security (DTLS), defined in RFC 4347, is 
used as a tightly integrated, secure wrapper for the CAPWAP protocol, whereas DTLS 
relies on Transport Layer Security (TLS) 1.1 (RFC 4346). 


Reading the RFCs also places you in a position to better digest the material covered in 
this chapter. You should read Chapter 3, “Introduction to LWAPP,” before this chapter, 
because understanding LWAPP is a key component to understanding CAPWAP. 
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a Control and Provisioning of 

Objectives for Control and Wireless Access Points (CAPWAP) 
Provisioning of Wireless Threat Analysis for 

Access Points (CAPWAP) IEEE 802.11 Deployments 


RFC 4564 RFC 5418 


Control and Provisioning of 
Wireless Access Points (CAPWAP) 
Protocol Specification 
RFC 5415 


Control and Provisioning of 
Wireless Access Points (CAPWAP) 
Protocol Binding for IEEE 802.11 
RFC 5416 


Datagram Transport Layer Security 
RFC 4347 


The Transport Layer Security (TLS) 


Protocol Version 1.1 
RFC 4346 


Figure 4-1 Important Wireless RFCs and Relationships 


Overview of CAPWAP 


CAPWAP support starts in controller Version 5.2. The upgrade transition from LWAPP to 
CAPWAP is typically transparent to the end user. The process by which an AP discovers 
a controller, validates firmware, and downloads firmware and configurations does not 
change. The only exception is in the scenario in which a customer has an LWAPP Layer 2 
deployment. CAPWAP does not support Layer 2; this should be a null issue because the 
customer base using Layer 2 LWAPP deployments is minimal or nonexistent at this point. 
One of the reasons for such little support is that the deployment is restricted to a Layer 2 
boundary. Another reason is that during the transition period when Cisco started sup- 
porting LWAPP conversions of autonomous APs, one of the requirements for a WLC to 
communicate with a converted AP was that the WLC must perform all communications 
in LWAPP Layer 3 mode. 


Chapter 4: The CAPWAP Protocol 65 


Note Layer 2 LWAPP has no AP-Manager interface, and the APs do not utilize IP 
addresses. 


Differences from LWAPP 


The discovery process changes from LWAPP to CAPWAP are transparent to most users; 
however, they are indeed different. One of the main differences is the use of DTLS. 


As you see from Figure 4-2, the overall deployments are identical between LWAPP and 
CAPWAP. The only difference is the protocol being used between the AP and the con- 
troller. DTLS is used as a tightly integrated secure wrapper for a CAPWAP packet. 


802.11 802.11 


PHY/MAC PHY/MAC 
Sublayer LWAPP LWAPP peal _ Sublayer CAPWAP CAPWAP [sxe 
| slz sl7 
Z <---> ray & aa a ra 
Client AP WLC Client AP wLc 
Figure 4-2. LWAPP and CAPWAP Comparison 
Table 4-1 outlines the primary differences between CAPWAP and LWAPP. 
Table 4-1 LWAPP and CAPWAP Comparison 
Feature LWAPP CAPWAP 
L2 mode support Yes No 
Security AES-CCMP AES-CCMP with DTLS protocol 
Control plane encryption Yes Yes 
Data plane encryption No Optional, depending on hardware; 5500s 
only. 


Fragmentation and reassembly IP fragmentation CAPWAP fragmentation 


MTU discovery No Yes 
Protocol control ports 12222 5246 
Protocol data ports 12223 5247 


Because of the similarities, deployments can contain mixtures of CAPWAP and LWAPP 
software-based controllers. This is not a recommended scenario for a few different rea- 
sons the first being if an AP were to move from one controller utilizing LWAPP to 
another utilizing CAPWAP. In that case, the AP would take longer to join because the 
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code versions would obviously be different. Each time the AP would have to download 
firmware when moving from one controller to the next with different code versions. 
When an LWAPP AP discovers a CAPWAP controller, the AP is automatically converted 
to CAPWAP and vice versa when an AP discovers an LWAPP controller. Overall conver- 
gence for the APs to come online will take longer in this scenario. This would be a similar 
scenario to two controllers running different versions of code. The CAPWAP-enabled 
software, Version 5.2, will allow APs to join a controller running CAPWAP or LWAPP. 
However, another disadvantage is that only controllers supporting CAPWAP will be pres- 
ent in the same mobility group. For this reason, mobility is limited to the protocol being 
used—CAPWAP only or LWAPP only. The exception is 6.0 MR1 code, which will sup- 
port mobility for 4.2 MR3 code. Otherwise, there will be no support for a combination 
of both LWAPP and CAPWAP controllers in the same mobility group. 


You might encounter a deployment scenario as in Figure 4-3, where you have a mixed 
deployment. This might happen when you are upgrading to a CAPWAP-supported version, 
for example. In this scenario, you must ask how much LWAPP support is on a CAPWAP 
version of code. It is assumed that at any point in time the AP will run only CAPWAP or 
LWAPP If it is running an image before CAPWAP support, it will be able to discover 


LWAPP Software-Based CAPWAP Software-Based Access 
Access Controllers Controllers (with minimal LWAPP Support) 


802.11 PHY/MAC Sublayer 


l=-| . I~] 
SS 46 € & 


LWAPP Software-Based APS CAPWAP Software-Based APS 
(with minimal LWAPP Support) 


802.11 PHY/MAC Sublayer 


nae Seem 


ey) LE) EE 7g 4 
Figure 4-3. LWAPP and CAPWAP Mixed Deployment 
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controllers using LWAPP only. If it is running an image with CAPWAP support, it will be 
able to discover controllers using CAPWAP or LWAPP. However, LWAPP support is 
limited—in the sense that LWAPP will be supported only until the AP is able to download 
an image from an LWAPP controller—for downgrades. At the controllers, LWAPP support 
in a CAPWAP-enabled image is available to the extent of allowing the existing LWAPP APs 
to communicate with the controller using LWAPP and being able to download a CAPWAP 
image. An AP running a CAPWAP-supported image behind Network Address Translation 
(NAT) will work as it does today with LWAPP. There will be no support for an LWAPP 
data path in a controller or an AP that is running a CAPWAP-supported image. 


CAPWAP Session Establishment/AP Joining Process 


As mentioned earlier, the CAPWAP session is similar to LWAPP. The main difference is 
the use of DTLS for authentication (DTLS-handshake) and tunnel encryption (DTLS- 
application data). The following is an overview of the session establishment process: 


Step 1. Discovery request (optional) 
Step 2. Discovery response 


Step 3. DTLS session establishment; all messages below will be encrypted (DTLS 
application data) 


Step 4. Join request 

Step 5. Join response 

Step 6. Configuration status request 

Step 7. Configuration status response 

Step 8.  Runstate 

Figure 4-4 outlines the detailed CAPWAP packet flow. 


Figure 4-5 shows the complete CAPWAP protocol state machine. Use it as reference 
while reading CAPWAP debugs. You will find the actual states printed in the CAPWAP 
debugs on the controllers or APs. 


You can find a detailed description of the various state transitions and the events that 
cause them in section 2.3.1 of RFC 5415 at http://www.ietf.org/rfc/rfc5415.txt. 


For simplicity, Figure 4-5 uses the same transition index (ASCII character) as has been 
used in RFC 5415. 


Certain debugs such as debug capwap event enable are printing the CAPWAP state in 
cleartext: 


*Aug 19 20:01:53.038: 00:1f:ca:83:b3:70 CAPWAP State: Join 
*Aug 19 20:01:53.134: 00:1f:ca:83:b3:70 CAPWAP State: Configure 
*Aug 19 20:01:53.254: 00:1f:ca:83:b3:70 CAPWAP State: Run 
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WTP/AP Callout for AC/WLC Authorization 


p Certificate 
i Client Key Exchange > Change Cipher Spec 
S Certificate Verify Finished 


AC/WLC Callout for WTP/AP Authorization 


Change Cipher Spec Finished 


DTLS Session Established 


Join Request 


AP Image Check 


Configuration Status Request 
Configuration Status Response 


Enter Run State 


orsao0 


Figure 4-4 CAPWAP Packet Flow 


AC/WLC 
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eS 


Figure 4-5 CAPWAP Protocol State Machine 


Other CAPWAP debugs such as debug capwap detail enable are printing the internal 
used state-ID only: 


*Aug 19 20:24:23.992: 00:21:55:f3:50:50 Msg Type = 9 CAPWAP state = 11 
Use Table 4-2 to find the corresponding CAPWAP state. 


If you compare those states with those in LWAPP (see Chapter 3), you will see that the 
only difference between CAPWAP and LWAPP is the fact that CAPWAP uses DTLS 
encryption, which also includes a handshake negotiation. 
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Table 4-2. CAPWAP State ID in Controller Debugs 
ID CAPWAP State 


NO STATE 


INIT 


DTLS SETUP 


0 
1 
2 DISCOVERY 
3 
4 


DTLS TEARDOWN 


JOIN 


SULKING 
IDLE 
CONFIGURE 


OolaorlrnNnyi~ ny wn 


RESET 
10 IMAGE DATA 
11 RUN 


Discovery Process 


Before delving further into DTLS-handshaking, you need to understand the discovery 
process. Take a look at Figure 4-6, and you will be able to see the entire CAPWAP ses- 
sion establishment in a wire trace. This example uses the following addresses: 


m= WLC Management Address: 10.0.102.254 
m WLC AP-Manager Address: 10.0.102.253 
m AP Address: 10.0.102.109 


If you look at the discovery response in more detail, you will see that the AP-Manager 
address is returned to the AP. The AP then starts the join process communicating directly 
with the AP-Manager. How can you determine this was a discovery response? Look at 
Figure 4-7 and open the CAPWAP control packet portion of the packet. The CAPWAP 
message type informs you exactly what it is. 


In future versions (6.0 and beyond) and next-generation WLCs such as the 5500s, there 
will only be a management interface, so the destination address for discovery packets will 
be the same as for the following DTLS-handshake, join packets. Figure 4-8 is expanding 
the message elements from the same Discovery Response Packet shown in Figure 4-7. The 
selected message element is the CAPWAP Control IPV4 Address, which is the AP- 
Manager IP address. 
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Figure 4-6 CAPWAP Session Establishment Overview 
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Figure 4-7 CAPWAP Discovery Response Packet 


DTLS Session Establishment 


The DTLS protocol is based on the TLS protocol. TLS is the most widely deployed proto- 


col for securing network traffic. It defines four record protocols: 


m= The handshake protocol: Used to negotiate security parameters and authenticate 
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m= The change cipher spec protocol: Triggers to enable the encryption that has been 
negotiated by the handshake protocol 


m= The application data protocol: Used to transport actual data that has been 
encrypted 


m = Thealert protocol: Notifies if something went wrong (such as an invalid certificate) 
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Figure 4-8 CAPWAP Discovery Response Packet 


TLS must run over a reliable transport channel—typically Transport Control Protocol 
(TCP). Therefore, it cannot secure unreliable datagram traffic such as User Datagram 
Protocol (UDP), which is exactly where DTLS kicks in. The basic design philosophy of 
DTLS is to construct “TLS over datagram.” CAPWAP uses all those functions from 
DTLS/TLS. 


Therefore, right after the optional discovery request/response sequence, the first step is 
establishing a secure CAPWAP connection in the same manner as in a normal DTLS ses- 
sion. Figure 4-9 shows the complete DTLS handshake. 


Step 1. ClientHello: The client (in the CAPWAP scenario, it’s the AP) is sending in the 
client hello a list from all its supported cryptographic algorithms as well a 
random value that is used later to calculate the key material used for the 
CAPWAP encryption. 


Step 2. Hello VerifyRequest/ClientHello (with cookie): Upon receiving the client 
hello, a stateless cookie exchange happens to prevent denial of service (DoS) 
attacks (required because it runs over UDP). 
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Step 3. ServerHello/Certificate: The server (in the CAPWAP scenario, it is the WLC) 
selects the cryptographic algorithm from the provided list and replies together 
with its certificate and a random value to the client (AP). 


Step 4. Certificate/ClientkKeyExchange/ChangeCipherSpec: Upon cipher suite nego- 
tiation and certificate validation, the client (AP) sends the ClientkeyExchange 
followed by the ChangeCipherSpec record protocol. ChangeCipherSpec noti- 
fies the other party that all subsequent records will be encrypted by the just- 
negotiated ciphers and key material. 


Step 5. Server—ChangeCipherSpec: The server responds with a ChangeCipherSpec, 
which means that from now on, records sent in both directions are encrypted. 


The DTLS session is now fully established. 


ClientHello 
WTP / AP — AC / WLC 
HelloVerifyRequest + 
é (with cookie) y= 7 ® 
—— 
ClientHello 


(with cookie) 
> 


ServerHello 
Certificate 
ServerHelloDone 


(WTP callout for AC authorization occurs in CAPWAP Auth state.) 


Certificate* 
ClientKeyExchange 
CertificateVerify* 
ChangeCipherSpec 
Finished 


SS 
(AC callout for WTP authorization occurs in CAPWAP Auth state.) 


ChangeCipherSpec 
Finished 


—————— x i um 


Figure 4-9 DTLS Session Establishment 


Example 4-1 shows debug dtls trace enable on the controller, from which you can see 
the progress on the DTLS-handshake. The relevant parts to match the DTLS session flow 


in Figure 4-9 are highlighted in the debug output. 


Example 4-1 DTLS Debugs Taken on a Controller 


(Cisco Controller) >debug dtls trace enable 
(Cisco Controller) >show debug 


Debug Flags Enabled: 
dtls event enabled. 
dtls trace enabled. 

(Cisco Controller) > 


(continues) 
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Example 4-1 DTLS Debugs Taken on a Controller (continued) 


*Aug 28 10:50:06.531: 

*Aug 28 10:50:06.601: 

*Aug 28 10:50:06.602: 
authentication. 

*Aug 28 10:50:06.602: 
for connection 0x1791b964 

*Aug 28 10:50:06.602: local_openssl_dtls_record_inspect: 
record=Handshake epoch=0 seq=0 

*Aug 28 10:50:06.602: local_openssl_dtls_record_inspect: 
msg=ClientHello len=44 seq=0 frag_off=0 frag_len=44 


*Aug 28 
where 
*Aug 28 
where 
*Aug 28 
where 
*Aug 28 
*Aug 28 
where 
*Aug 28 
where 
*Aug 28 
where 
*Aug 28 
*Aug 28 
*Aug 28 


*Aug 28 
»-4VX.. 
*Aug 28 


*Aug 28 
*Aug 28 


for connection 
*Aug 28 10:50:06.604: 
record=Handshake epoch=0 seq=1 
*Aug 28 10:50:06.604: 
msg=ClientHello len=76 seq=1 frag_off=® frag_len=76 
*Aug 28 10:50:06.604: 


dtls_secret_pki_init: Called... 
dtls_secret_pki_add_idcert: Called... 


acDtlsCallback: Certificate installed for PKI based 


openssl _dtls_process packet: Callled... 


local_openssl_dtls_record_inspect: 


local_openssl_dtls_record_inspect: 


Called... 


Qx2111; 


in progress... 


00 00 00 2f 03 00 00 


fe ff 20 cO a8 01 17 


b9 d1 82 bf 49 e2 b4 


fd 95 77 


10:50:06.602: openssl_shim_info_callback: SSL state = 0x6000; 
= 0x10; ret = Ox1 
10:50:06.602: openssl_shim_info_callback: SSL state = 0x6000; 
= 0x2001; ret = x1 
10:50:06.603: openssl_shim_info_callback: SSL state = 0x2110; 
= 0x2001; ret = x1 
10:50:06.603: openssl_shim_cookie_generate_callback: 
10:50:06.603: openssl_shim_info_callback: SSL state = 0x2113; 
= 0x2001; ret = x1 
10:50:06.603: openssl_shim_info_callback: SSL state = 0x2100; 
= 0x2001; ret = Qx1 
10:50:06.603: openssl_shim_info_callback: SSL state 
= 0x2002; ret = Oxfffftftfttf 
10:50:06.603: openssl_dtls_process_packet: Handshake 
10:50:06.603: openssl_dtls_send: Sending 60 bytes 
10:50:06.603: 00000000: 16 fe ff 00 00 00 00 00 200 
10:50:06.603: 00000010: 23 00 00 00 00 00 00 00 23 
fs Ma. aioe 
10:50:06.603: 00000020: a®@ bc 12 34 56 78 9a be 2b 
thes sae ts 
10:50:06.603: 00000030: 4e e1 f4 82 95 cf 2a bf ab 

Ne edie .W 
10:50:06.603: openssl_dtls_send: No data to send 
10:50:06.604: openssl_dtls_process_packet: Callled... 

0x1791b964 


openssl _shim_cookie verify_callback: Called... 


*Aug 28 10:50:06.604: 
where = 0x2001; ret 
*Aug 28 10:50:06.604: 
where = 0x2001; ret 
*Aug 28 10:50:06.605: 
where = 0x2001; ret 
*Aug 28 10:50:06.605: 
where = 0x2001; ret 
*Aug 28 10:50:06.605: 
where = 0x2001; ret 
*Aug 28 10:50:06.605: 
where = 0x2001; ret 
*Aug 28 10:50:06.605: 
where = 0x2002; ret 
*Aug 28 10:50:06.605: 
*Aug 28 10:50:06.605: 
*Aug 28 10:50:06.605: 


*Aug 28 10:50:06.605: 
Pia tane Fist Hl aceie a 
*Aug 28 10:50:06.605: 
oe Te MBs 
*Aug 28 10:50:06.605: 


*Aug 28 10:50:06.606: 


*Aug 28 10:50:06.606: 


*Aug 28 10:50:06.606: 


*Aug 28 10:50:06.606: 
NOs Bx ew cede M.. 
*Aug 28 10:50:06.606: 

ware Hit 
*Aug 28 10:50:06.606: 
ave tevez 091.0...U. 
*Aug 28 10:50:06.606: 
...Cisco.Systems 
*Aug 28 10:50:06.606: 
1.0...U....Cisco 
*Aug 28 10:50:06.606: 
.Manufacturing.C 


openssl shim_info_callback: 


= 0x1 


openssl shim_info_callback: 


= 0x1 


openssl _shim_info_callback: 


= 0x1 


openssl _shim_info_callback: 


Wl 


@x1 


openssl _shim_info_callback: 


= 0x1 


openssl _shim_info_callback: 


= 0x1 


openssl _shim_info_callback: 


= Oxfftttttf 
openssl _dtls_process_packet: 


SSL 


SSL 


SSL 


SSL 


SSL 


SSL 


SSL 
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state 


state 


state 


state 


state 


state 


state 


0x2111; 


0x2130; 


0x2140; 


Qx2160; 


0x2170; 


Qx2100; 


Qx2180; 


Handshake in progress... 


openssl _dtls_ send: Sending 544 bytes 
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Example 4-1 DTLS Debugs Taken on a Controller (continued) 


*Aug 28 10:50:06.606: @00000e0: 41 30 1e 17 Od 30 36 31 


AQ. . .06110715182 


*Aug 28 10:50:06.606: 


2Z..161107152822 


*Aug 28 10:50:06.606: 


Z0..1.0...U....U 


*Aug 28 10:50:06.606: 


$1.0...U....Cali 


*Aug 28 10:50:06.606: 


fornial.@...U... 


*Aug 28 10:50:06.606: 


.San.Jose1.@...U 


*Aug 28 10:50:06.606: 


....Cisco.System 
*Aug 28 
s1'O0%..U.... 
*Aug 28 
WLC4402 -50-K9-00 


AIR- 


*Aug 28 10:50:06.606: 


18ba49cf401.0... 


*Aug 28 10:50:06.606: 


*Aug 28 10:50:06.606: 


rt@cisco.comd.." 
*Aug 28 10: 
Dine eae Ala, ct eateady tise aye 
*Aug 28 


*Aug 28 
fa MM aol a.Vv...t 


Pace nnaanee Ww. 


EN cate ts f{..w. 


eee RUNS ci ha ae 
*Aug 28 
wk... .QqK2..d... 


*Aug 28 10:50:06.606: 
*Aug 28 10:50:06.606: 


*Aug 28 10:50:06.606: 


10:50:06.606: 


10:50:06.606: 


50:06.606: 
: 000001b0: 
:50:06.606: 
:50:06.606: 
opevageaes 
: 000001fO: 
:50:06.606: 


10:50:06.606: 


Q00000TO: 32 5a 17 


00000100: 5a 30 81 


00000110: 53 31 13 


00000120: 66 6f 72 


00000130: 08 53 61 


00000140: 04 Oa 13 


Q0000150: 73 31 27 


00000160: 57 4c 43 


00000170: 31 38 62 


00000180: 2a 86 48 


00000190: 72 74 40 


000001a0: 30 Od 06 


82 01 OF 


@00001c0: c9 cd 56 


Q00001d0: 72 eQ® fd 


000001e0: 91 91 4e 


c8 81 af 


00000200: 1d c7 15 


00000210: f7 f1 6b 


openssl _ dtls_send: 
00000000: 16 fe ff 


00000010: 83 00 02 


31 


Od 31 36 31 31 30 


98 31 Ob 30 09 06 


30 11 06 03 55 04 


6e 69 61 31 30 


6e 20 4a 6f 73 65 


@d 43 69 73 63 6f 


30 25 06 03 55 04 


34 34 30 32 2d 35 


61 34 39 63 66 34 


86 f7 Od 01 09 201 


63 69 73 63 6f 2e 


@9 2a 86 48 86 f7 


00 30 82 01 0a 02 


4d 9e f3 aa d6 8d 


90 8c ff fd 97 bo 


a9 a a8 96 ca f3 


7f £7 46 da da 


87 23 c1 86 75 d7 


ce 8f 82 51 71 4b 


Sending 544 bytes 
02 22 00 00 00 00 


00 01 a8 00 02 07 


30 


37 


03 


08 


Of 


31 


20 


03 


30 


30 


63 


Od 


82 


61 


fa 


93 


d2 


e1 


32 


00 


93 


37 


31 


55 


13 


06 


16 


53 


13 


2d 


31 


11 


6F 


01 


01 


14 


be 


66 


db 


9a 


£4 


03 


7e 


31 


35 


04 


Qa 


03 


30 


79 


4b 


20 


73 


6d 


01 


01 


76 


77 


7b 


86 


dc 


d5 


02 


3b 


35 


32 


06 


43 


55 


14 


73 


4 


39 


30 


75 


30 


01 


00 


1d 


ba 


ba 


d4 


32 


64 


13 


4a 


31 


38 


61 


04 


06 


74 


49 


2d 


70 


82 


05 


d5 


Of 


07 


89 


FO 


9c 


88 


Ob 


28 


38 


32 


02 


6c 


07 


03 


65 


52 


30 


06 


70 


01 


00 


4a 


dg 


1d 


77 


6f 


d6 


8d 


00 


5c 


32 


32 


55 


69 


13 


55 


6d 


2d 


30 


09 


6f 


22 


03 


6b 


74 


bo 


66 


10 


86 


04 


fc 


*Aug 28 10:50:06.606: 


je. 0...*.\XHXLL 


*Aug 28 10:50:06.606: 


..J2..p.. 2. Q*.@= 


*Aug 28 10:50:06.606: 


*Aug 28 10:50:06.606: 


<.(..R%G~y.. 2 .>% 


*Aug 28 10:50:06.606: 


oe ee ee i 


*Aug 28 10:50:06.606: 


Ku! .nK.G...)... 


*Aug 28 10:50:06.606: 


-f8..<..PzZ....8. 


*Aug 28 10:50:06.607: 


*Aug 28 10:50:06.607: 


wD 7.{.4..4.X 


*Aug 28 10:50:06.607: 


*Aug 28 10:50:06.607: 


1 O.. Use eee eee 


*Aug 28 10:50:06.607: 


@...U....... Eads 


*Aug 28 10:50:06.607: 


Sinledeewe &..i.0 


*Aug 28 10:50:06.607: 


*Aug 28 10:50:06.607: 


BOR. isaac Z..G.1 


*Aug 28 10:50:06.607: 


0?..U...80604.2. 


*Aug 28 10:50:06.607: 


Q..http://ww.ci 


*Aug 28 10:50:06.607: 


sco.com/security 


*Aug 28 10:50:06.607: 


/pki/cr1/cmca.cr 


*Aug 28 10:50:06.607: 


LO nate ekg Nes @O 


*Aug 28 10:50:06.607: 


>O<..t..... @..0h 


*Aug 28 10:50:06.607: 


00000020: 


00000030: 


00000040: 


00000050: 


00000060: 


00000070: 


00000080: 


00000090: 


000000a0: 


Q00000b0: 


000000c0: 


000000d0: 


000000e0: 


Q00000TO: 


00000100: 


00000110: 


00000120: 


00000130: 


00000140: 


00000150: 


00000160: 


00000170: 


6a 


13 


6e 


3c 


18 


86 


bf 


66 


c4 


Of 


82 


30 


65 


1f 


ab 


30 


30 


73 


af 


6c 


3e 


74 


eO 


c8 


fA 


ce 


4b 


66 


47 


04 


a5 


01 


d2 


06 


4f 


3f 


86 


63 


70 


30 


30 


74 


be 


4a 


e8 


28 


28 


75 


38 


64 


ds 


07 


1d 


06 


d3 


03 


46 


06 


2e 


6f 


6b 


4c 


3c 


70 


a5 


32 


do 


dd 


04 


7C 


9a 


ec 


dd 


31 


30 


03 


28 


55 


60 


03 


68 


2e 


69 


06 


06 


3a 


6f 


fa 


98 


b5 


73 


16 


1f 


eo 


49 


e1 


Ob 


55 


8c 


1d 


ec 


55 


74 


63 


2f 


08 


08 


2f 


do 


cb 


04 


52 


e3 


6e 


3c 


b4 


b9 


51 


06 


ae 


23 


ae 


74 


6f 


63 


2b 


2b 


af 


eb 


70 


bc 


25 


dd 


4b 


09 


dg 


37 


02 


03 


Ge 


02 


04 


@5 


1f 


70 


6d 


72 


06 


06 


77 


Oa 


93 


50 


47 


ad 


9b 


6 


9 


eg 


03 


55 


04 


b4 


91 


04 


3a 


af 


6c 


01 


01 


77 
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2a 


c1 


ce 


7e 


ac 


47 


50 


e6 


7b 


01 


de 


30 


c7 


38 


af 


73 


af 


@5 


05 


77 


9e 


a7 


67 


79 


2b 


c8 


7a 


cé 


a6 


00 


Of 


04 


c4 


dc 


30 


af 


65 


63 


@5 


@5 


2e 


5c 


a4 


80 


e8 


13 


a3 


11 


bc 


34 


01 


04 


14 


26 


80 


5a 


36 


77 


63 


6d 


07 


07 


63 


78 


51 


43 


09 


af 


a6 


d1 


a2 


a3 


04 


di 


d1 


30 


77 


75 


63 


01 


30 


69 


48 


se 


fe 


dg 


al 


29 


aa 


d1 


9b 


82 


03 


45 


8 


do 


bo 


34 


77 


72 


61 


01 


02 


73 


58 


Oc 


5c 


as 


9d 


85 


b7 


7b 


01 


2 


fd 


69 


cS 


47 


ad 


2e 


69 


26 


04 


86 


63 


(continues) 


6 


40 


7 


3e 


c3 


1c 


26 


72 


Qa 


21 


@5 


a7 


b6 


22 


7 


32 


63 


74 


63 


40 


30 


6f 


4c 


3d 


3f 


25 


22 


fd 


b6 


8f 


78 


30 


ad 


cg 


30 


26 


6c 


ad 


69 


79 


72 


30 


68 


2e 


77 
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Example 4-1 DTLS Debugs Taken on a Controller (continued) 


ttp://www.cisco. 
*Aug 28 10:50:06.607: 
com/security/pki 
*Aug 28 10:50:06.607: 
/certs/cmca.cerO 
28 10:50:06.607: 
eatuvare 7...2.0 
*Aug 28 10:50:06. 
-ILP.S.E.C.1I.n.t 
28 10:50:06. 
-@.r.m.e.d.i.a.t 
*Aug 28 10:50:06. 
-€.0.f.f.l.i.n.e 
*Aug 28 10:50:06. 
Oe AAs eile dea oe 
*Aug 


*Aug 
2.4 


*Aug 


*Aug 28 10:50:06.607: 
. -M%}&BW'.c..R8. 
*Aug 28 10:50:06.607: 
Bena 6U....L.0.. 
*Aug 28 10:50:06.607: 
*Aug 28 10:50:06.607: 
*Aug 28 10:50:06. 
ain Wasa edad Dian 
*Aug 28 10:50:06. 

oA aera eae 
*Aug 28 10:50:06.607: 
Peraeieaa Bcd od etgre eee 0 
*Aug 28 10:50:06.607: 
peta eS pee ae 
*Aug 28 10:50:06.607: 
ARIA nes er 
*Aug 28 10:50:06.607: 
..(..0.Y.G..3..n 
*Aug 28 10:50:06.607: 
a)? eee rer t 


Pica a= 


*Aug 
2 Pubuasw Tie ee 9 
:50:06.607: 

. .%B}q. 
:50:06.607: 


*Aug 


*Aug 
_p. 


00000180: 


00000190: 


000001a0: 


000001b0: 


000001cO: 


: 00000100: 


000001e0: 


: 000001FfO: 


00000200: 


00000210: 


63 6f 6d 2f 73 65 63 75 


af 


3f 


00 


00 


00 


30 


82 


c7 


63 


06 


49 


65 


65 


Qd 


01 


80 


65 


09 


00 


00 


00 


06 


01 


6d 


c9 @b 19 


openssl _dtls_send: 
16 fe ff 


00000000: 


: 00000010: 


: 00000020: 


00000030: 


00000040: 


00000050: 


00000060: 


00000070: 


: 00000080: 


00000090: 


000000a0: 


83 


cb 


Qc 


ed 


a3 


ba 


d7 


b6 


8 


Sf 


00 


7C 


ad 


co 


cg 


Qa 


3d 


dd 


70 


02 


56 


Ob 


8f 


20 


28 


ed 


b8 


dd 


18 


72 


72 74 73 2f 63 6d 


2b 06 01 04 01 82 


50 00 53 00 45 00 


72 00 6d 00 65 00 


4f 00 66 00 66 00 


09 2a 86 48 86 f7 


@0 3b 63 6e 94 90 


25 7d 26 42 57 27 


84 cc 36 55 dd e7 


Sending 318 bytes 
00 00 00 00 00 00 


00 03 af 0®@ 00 c8 


46 08 ba 9e 87 7b 


ce 54 b8 48 31 


5@ c3 ae cO 


@0 47 96 90 74 92 


9e di 4f ce 59 d2 


5d 71 b2 da 9d 84 


70 a7 26 da e9 f5 


34 6c c1 71 9a ec 


53 e8 72 06 e9 df 


69 


63 


37 


43 


64 


6c 


Od 


b6 


93 


00 


09 


e5 


ed 


7d 


f2 


47 


2a 


e7 


da 


4c 


74 


61 


14 


00 


00 


00 


01 


e5 


63 


dd 


04 


08 


22 


dd 


93 


b5 


b1 


cS 


3a 


e4 


13 


79 


26 


02 


49 


69 


69 


01 


f1 


ba 


4c 


00 


62 


81 


72 


2b 


ce 


c2 


ef 


25 


3a 


af 


63 


04 


00 


00 


00 


@5 


le 


e4 


14 


d4 


d7 


4c 


d2 


6 


do 


33 


9 


88 


42 


a4 


70 


65 


32 


6e 


61 


6e 


05 


3 


52 


30 


Ob 


04 


7e 


ac 


05 


eo 


fd 


09 


7d 


8b 


6b 


72 


te 


00 


00 


00 


00 


9 


38 


07 


00 


cg 


e6 


68 


98 


87 


eT 


co 


93 


71 


e6 


69 


30 


30 


74 


74 


65 


03 


fe 


d2 


04 


7e 


2a 


d2 


02 


3d 


6e 


74 


db 


a6 


ad 
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*Aug 28 10:50:06.607: 000000b0: 13 3d 7a 7b e9 be 96 22 e6 b4 81 d6 Q3 O7 72 cb 
a. ar eee r. 
*Aug 28 10:50:06.607: 000000c0: Sd 1f fd 01 b3 ba 91 21 fb d5 b8 e5 15 e5 09 7Ff 


*Aug 28 10:50:06.607: @00000d0: f5 62 44 1f 7c 81 7d 59 f3 7f b9 75 cd Gf 24 de 
.bD.!.}Y...u.0$. 
*Aug 28 10:50:06.607: 000000e0: 2b 16 fe ff 00 00 02 00 00 20 00 05 00 18 Ob 20 


*Aug 28 10:50:06.607: Q00000TO: 04 83 00 02 00 04 77 00 00 Oc 84 5b aa 06 b1 28 
*Aug 28 10:50:06.607: 00000100: 75 c6 58 Od 32 88 16 fe ff O00 00 00 00 00 20 00 


*Aug 28 10:50:06.607: 00000110: 06 02 12 Od 00 00 06 OO 3 OH BO BO OO BD 06 03 
*Aug 28 10:50:06.607: 00000120: 01 02 40 00 00 16 fe ff 00 OO OO BO OO OO OO 07 
WE Maidens, he folate Os 
*Aug 28 10:50:06.607: 00000130: 00 Oc Ve OO OO OO OO 04 0 BO OO OO 00 00 
*Aug 28 10:50:06.607: openssl_dtls_send: No data to send 
*Aug 28 10:50:06.625: openssl_dtls_process_packet: Callled... 
for connection 0x1791b964 
*Aug 28 10:50:06.625: local_openssl_dtls_record_inspect: 
record=Handshake epoch=0 seq=2 
*Aug 28 10:50:06.625: local_openssl_dtls_record_inspect: 
msg=Certificate len=1146 seq=2 frag_off=0 frag_len=519 
*Aug 28 10:50:06.625: openssl_shim_info_callback: SSL state = 0x2181; 
where = 0x2002; ret = Oxffffffff 
*Aug 28 10:50:06.625: openssl_dtls_process_packet: Handshake in progress... 
*Aug 28 10:50:06.625: openssl_dtls_send: No data to send 
*Aug 28 10:50:06.625: openssl _dtls_process_packet: Callled... 
for connection 0x1791b964 
*Aug 28 10:50:06.625: local_openssl_dtls_record_inspect: 
record=Handshake epoch=@ seq=3 
*Aug 28 10:50:06.625: local_openssl_dtls_record_inspect: 
msg=Certificate len=1146 seq=2 frag_off=519 frag_len=519 *Aug 28 10:50:06.625: 
openssl shim_info_callback: SSL state = @x2181; where = 0x2002; ret = Oxffffffff 
*Aug 28 10:50:06.625: openssl_dtls_process_packet: Handshake in progress... 
*Aug 28 10:50:06.625: openssl_dtls_send: No data to send 
*Aug 28 10:50:06.625: openssl _dtls_process_packet: Callled... 
for connection 0x1791b964 
*Aug 28 10:50:06.625: local_openssl_dtls_record_inspect: 
record=Handshake epoch=0 seq=4 


(continues) 
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Example 4-1 DTLS Debugs Taken on a Controller (continued) 


*Aug 28 10:50:06.625: local_openssl_dtls_record_inspect: 
msg=Certificate len=1146 seq=2 frag_off=1038 frag_len=108 *Aug 28 10:50:06.636: 
openssl _shim_cert_verify callback: Certificate verification - passed! 


*Aug 28 10:50:06.636: 
where = 0x2001; ret 
*Aug 28 10:50:06.636: 


where = 0x2002; 
openssl | 


*Aug 28 10:50:06.636: 
*Aug 28 10:50:07.068: 


ret 


dtls_process_packet: Handshake in 


openssl _shim_info_callback: SSL state = 
= 0x1 
openssl shim_info_callback: SSL state = 


= Oxffffffff *Aug 28 10:50:06.636: 
progress... 


openssl dtls_send: No data to send 
openssl _dtls_process packet: Callled... 


0x2181; 


Qx2190; 


for connection 0x1791b964 


*Aug 28 10:50:07.068: 


local_openssl_dtls_record_inspect: 


record=Handshake epoch=0 seq=5 


*Aug 28 10:50:07.068: 


local_openssl_dtls_record_inspect: 


msg=ClientKeyExchange len=258 seq=3 frag_off=0 frag_len=258 


*Aug 28 10:50:07.172: openssl _shim_info_callback: SSL state = 


where = 0x2001; ret 
*Aug 28 10:50:07.172: 
3; where = 0x2002; 
*Aug 28 10:50:07.172: 
*Aug 28 10:50:07.172: 


*Aug 28 10:50:07.172: 


ret = 


@x2190; 
= 0x1 

openssl _shim_info_callback: SSL state = 
Oxf ttttttf 

openssl _dtls_process_packet: 


Qx21a0 


Handshake in progress... 
openssl dtls_send: No data to send 
openssl _dtls_process_packet: Callled... 


for connection 0x1791b964 


*Aug 28 10:50:07.172: 


local_openssl_dtls_record_inspect: 


record=Handshake epoch=0@ seq=6 


*Aug 28 10:50:07.172: 


local_openssl_dtls_record_inspect: 


msg=CertificateVerify len=258 seq=4 frag_off=0 frag_len=258 


*Aug 28 10:50:07.172: 


local_openssl_dtls_record_inspect: 


record=ChangeCipherSpec epoch=0 seq=7 


*Aug 28 10:50:07.172: 


local_openssl_dtls_record_inspect: 


record=Handshake epoch=1 seq=0 


*Aug 28 10:50:07.172: 


local_openssl_dtls_record_inspect: 


msg=Unknown or Encrypted 


*Aug 28 10:50:07.175: openssl _shim_info_callback: SSL state = @x21aQ0; 
where = 0x2001; ret = Ox1 

*Aug 28 10:50:07.175: openssl _shim_info_callback: SSL state = @x21cO; 
where = 0x2001; ret = Ox1 

*Aug 28 10:50:07.175: openssl_shim_info_callback: SSL state = @x21d0; 
where = 0x2001; ret = Ox1 

*Aug 28 10:50:07.175: openssl_shim_info_callback: SSL state = @x21e0; 
where = 0x2001; ret = 0x1 

*Aug 28 10:50:07.175: openssl_shim_info_callback: SSL state = 0x2100; 
where = 0x2001; ret = Ox1 

*Aug 28 10:50:07.175: openssl _shim_info_callback: SSL state = x3; 
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where = 0x20; ret = 0x1 
*Aug 28 10:50:07.176: openssl _shim_info_callback: SSL state = 0x3; 
where = 0x2002; ret = Ox1 
*Aug 28 10:50:07.176: openssl_dtls_process_packet: Connection established! 
*Aug 28 10:50:07.176: openssl_dtls_mtu_update: Called... 
*Aug 28 10:50:07.176: openssl_dtls_mtu_update: Setting DTLS MTU for link to 
peer 192.168.1.23:41148 


Join/Config/Run 


After the successful DTLS session establishment, the join and configuration 
requests/responses follow. Because after every ChangeCipherSpec in DTLS the session 
uses previous negotiated encryption, you only see “DTLS application data” in a sniffer 
trace, which makes all the following packets such as Join or Configure packets invisible. 
Also, refer to Figure 4-6, which shows the sniffer trace from a complete CAPWAP session 
establishment. Starting at frame 62, you only see DTLS Application-Data. 


To troubleshoot what is going on inside the DTLS application data tunnel, you have to 
run debugs on the controller or on the AP. Example 4-2 shows the debug output taken on 
an AP. From there you see the join request and response and how the AP does an image 
and configuration verification to make sure it is running the same version of code that 
resides on the controller and has the most up-to-date configuration. 


Example 4-2 Access Point debug capwap client packet Output 


SE.AP-@1-1240#debug capwap client detail 
CAPWAP Client DETAIL display debugging is on 
SE.AP-@1-1240#debug capwap client event 
CAPWAP Client EVENT display debugging is on 
SE.AP-@1-1240#debug capwap client packet 
CAPWAP Client Packet display debugging is on 


*Mar 1 00:00:21.101: %DHCP-6-ADDRESS ASSIGN: Interface FastEthernet® assigned 
DHCP address 10.0.102.113, mask 255.255.255.0, hostname SE.AP-01-1240 

*Mar 1 00:00:21.101: %SCAPWAP-3-EVENTLOG: ADDING IP 10.0.102.113, 255.255.255.0 
resolvemethod A, ip_dhcp_addr 1 

*Mar 1 00:00:29.546: %CAPWAP-3-EVENTLOG: Starting Discovery. 

*Mar 1 00:00:29.546: %CAPWAP-3-EVENTLOG: CAPWAP State: Discovery. 

*Mar 1 00:00:29.547: %SCAPWAP-3-ERRORLOG: Not sending discovery request AP does 
not have an Ip !! 


*Mar 1 00:00:29.591: %CAPWAP-3-EVENTLOG: CAPWAP State: Init. 

*Mar 1 00:00:29.591: %SCAPWAP-3-EVENTLOG: CAPWAP State: Discovery. 
*Mar 1 00:00:29.595: %CAPWAP-3-EVENTLOG: CAPWAP State: Init. 

*Mar 1 00:00:29.595: %CAPWAP-3-EVENTLOG: CAPWAP State: Discovery. 
*Mar 1 00:00:30.087: Logging LWAPP message to 255.255.255.255. 


(continues) 
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Example 4-2 Access Point debug capwap client packet Output (continued) 


*Mar 1 00:00:30.133: %SYS-6-LOGGINGHOST_STARTSTOP: Logging to host 
255.255.255.255 started - CLI initiated 

*Mar 1 00:00:33.326: %CDP_PD-4-POWER_OK: Full power - NEGOTIATED inl 
power source 

*Mar 1 00:00:33.327: %SCAPWAP-3-EVENTLOG: Discarding msg type 9 in 
CAPWAP state: 2. 

*Mar 1 00:00:33.328: %CAPWAP-3-EVENTLOG: Send channel power message 
0:0:0:0 


*Mar 1 00:00:33.365: %SCAPWAP-3-EVENTLOG: CAPWAP state not up. Abort 
channel and power levels info.0:0:0:0 


*Mar 1 00:00:33.367: %SCAPWAP-3-EVENTLOG: Discarding msg type 9 in 
CAPWAP state: 2. 

*Mar 1 00:00:33.367: %SCAPWAP-3-EVENTLOG: Send channel power message 
0:0:0:0 


*Mar 1 00:00:33.367: %SLINK-3-UPDOWN: Interface Dot11Radio1, changed 
*Mar 1 00:00:33.405: %CAPWAP-3-EVENTLOG: CAPWAP state not up. Abort 
channel and power levels info.0:0:0:0 


*Mar 1 00:00:33.406: %LINK-3-UPDOWN: Interface Dot11Radio®, changed 

*Mar 1 00:00:34.327: %LINEPROTO-5-UPDOWN: Line protocol on Interface 
Dot11Radio1, changed state to up 

*Mar 1 00:00:34.368: %LINEPROTO-5-UPDOWN: Line protocol on Interface 
Dot11Radio®, changed state to up 

*Mar 1 00:00:39.595: capwapHandleDiscoveryTimer Expired 


Translating "CISCO-CAPWAP-CONTROLLER"...domain server (144.254.10.123) 


Translating "CISCO-LWAPP-CONTROLLER"...domain server (144.254.10.123) 


ine 


sent to 


sending 


sent to 


state to up 
sending 


state to up 


*Mar 1 00:00:39.595: %CAPWAP-3-EVENTLOG: Could not discover any MWAR. 
*Mar 1 00:00:39.595: %CAPWAP-3-EVENTLOG: Starting Discovery. 

*Mar 1 00:00:39.595: %CAPWAP-3-EVENTLOG: CAPWAP State: Discovery. 
*Mar 1 00:00:40.595: %CAPWAP-3-EVENTLOG: Controller address 10.0.102 


obtained through DHCP 
*Mar 1 00:00:40.595: %CAPWAP-3-ERRORLOG: Did not get log server sett 
from DHCP. 
*Mar 1 00:00:40.629: %CAPWAP-3-ERRORLOG: Could Not resolve 
CISCO -CAPWAP - CONTROLLER 
*Mar 1 00:00:40.659: %CAPWAP-3-ERRORLOG: Could Not resolve 
CISCO -LWAPP -CONTROLLER 


.254 


ings 


*Mar 1 00:00:40.660: CAPWAP Control mesg Sent to 10.0.102.254, Port 5246 

*Mar 1 00:00:40.660: Msg Type : CAPWAP_DISCOVERY_REQUEST 

*Mar 1 00:00:40.660: Msg Length : 29 

*Mar 1 00:00:40.660: Msg SeqNum : @ 

*Mar 1 00:00:41.660: %SCAPWAP-3-EVENTLOG: Discovery Request sent to 
10.0.102.254 with discovery type set to 1 

*Mar 1 00:00:41.660: CAPWAP Control mesg Sent to 10.0.102.254, Port 5246 

*Mar 1 00:00:41.661: Msg Type : CAPWAP_DISCOVERY_REQUEST 

*Mar 1 00:00:41.661: Msg Length : 29 

*Mar 1 00:00:41.661: Msg SeqNum : 0 

*Mar 1 00:00:41.661: %SCAPWAP-3-EVENTLOG: Discovery Request sent to 
10.0.102.254 with discovery type set to 2 

*Mar 1 00:00:41.662: CAPWAP Control mesg Sent to 10.0.108.254, Port 5246 

*Mar 1 00:00:41.662: Msg Type : CAPWAP_DISCOVERY_REQUEST 

*Mar 1 00:00:41.662: Msg Length : 29 

*Mar 1 00:00:41.662: Msg SeqNum : @ 

*Mar 1 00:00:41.662: %CAPWAP-3-EVENTLOG: Discovery Request sent to 
10.0.108.254 with discovery type set to 5 

*Mar 1 00:00:41.663: CAPWAP Control mesg Sent to 10.66.210.2, Port 5246 

*Mar 1 00:00:41.663: Msg Type : CAPWAP_DISCOVERY_REQUEST 

*Mar 1 00:00:41.663: Msg Length : 29 

*Mar 1 00:00:41.663: Msg SeqNum : @ 

*Mar 1 00:00:41.663: %SCAPWAP-3-EVENTLOG: Discovery Request sent to 
10.66.210.2 with discovery type set to 5 

*Mar 1 00:00:41.664: CAPWAP Control mesg Sent to 10.0.107.254, Port 5246 

*Mar 1 00:00:41.664: Msg Type : CAPWAP_DISCOVERY_REQUEST 

*Mar 1 00:00:41.664: Msg Length : 29 

*Mar 1 00:00:41.664: Msg SeqNum : @ 

*Mar 1 00:00:41.664: %SCAPWAP-3-EVENTLOG: Discovery Request sent to 
10.0.107.254 with discovery type set to 5 

*Mar 1 00:00:41.664: CAPWAP Control mesg Sent to 255.255.255.255, Port 5246 

*Mar 1 00:00:41.665: Msg Type : CAPWAP_DISCOVERY_REQUEST 

*Mar 1 00:00:41.665: Msg Length : 29 

*Mar 1 00:00:41.665: Msg SeqNum : @ 

*Mar 1 00:00:41.665: %SCAPWAP-3-EVENTLOG: Discovery Request sent to 
255.255.255.255 with discovery type set to 0 

*Mar 1 00:00:41.666: CAPWAP Control mesg Recd from 10.0.102.254, Port 5246 

*Mar 1 00:00:41.666: HLEN 2, Radio ID @, WBID 1 

*Mar 1 00:00:41.666: Msg Type : CAPWAP_DISCOVERY_RESPONSE 

*Mar 1 00:00:41.667: Msg Length : 126 

*Mar 1 00:00:41.667: Msg SeqNum : @ 

*Mar 1 00:00:41.667: %CAPWAP-3-EVENTLOG: Discovery Response from 
10.0.102.254wtpDecodeDiscovery Response numOfCapwapDiscoveryResp = 0 
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Example 4-2 Access Point debug capwap client packet Output (continued) 


*Mar 1 00:00:41.667: CAPWAP_DETAIL: Vendor specific payload validated. 
*Mar 1 00:00:41.667: CAPWAP_DETAIL: Vendor specific payload validated. 
*Mar 1 00:00:41.667: CAPWAP Control mesg Recd from 10.0.102.254, Port 5246 
*Mar 1 00:00:41.667: HLEN 2, Radio ID Q, WBID 1 

*Mar 1 00:00:41.667: Msg Type : CAPWAP_DISCOVERY_RESPONSE 
*Mar 1 00:00:41.668: Msg Length : 126 

*Mar 1 00:00:41.668: Msg SeqNum : @ 

*Mar 1 00:00:41.668: %SCAPWAP-3-EVENTLOG: Discovery Response from 


10.0.102.254wtpDecodeDiscovery Response numOfCapwapDiscoveryResp = 1 


*Mar 1 00:00:41.668: CAPWAP_DETAIL: Vendor specific payload validated. 
*Mar 1 00:00:41.668: CAPWAP_DETAIL: Vendor specific payload validated. 
*Mar 1 00:00:41.668: CAPWAP Control mesg Recd from 10.0.102.254, Port 5246 
*Mar 1 00:00:41.668: HLEN 2, Radio ID Q, WBID 1 

*Mar 1 00:00:41.668: Msg Type : CAPWAP_DISCOVERY_RESPONSE 
*Mar 1 00:00:41.668: Msg Length : 126 

*Mar 1 00:00:41.669: Msg SeqNum : 0 

*Mar 1 00:00:41.669: %SCAPWAP-3-EVENTLOG: Discovery Response from 


10.0.102.254wtpDecodeDiscovery Response numOfCapwapDiscoveryResp = 2 


*Mar 1 00:00:41.669: CAPWAP_DETAIL: Vendor specific payload validated. 
*Mar 1 00:00:41.669: CAPWAP_DETAIL: Vendor specific payload validated. 
*Mar 1 00:00:51.665: capwapHandleDiscoveryTimer Expired 


*Mar 1 00:00:51.665: %CAPWAP-3-EVENTLOG: Selected MWAR 'Chtac-WIR-WLCQ2' 


*Mar 1 00:00:51.665: %CAPWAP-3-EVENTLOG: Selected MWAR 'Chtac-WIR-WLCQ2' 


*Mar 1 00:00:51.665: %SCAPWAP-3-EVENTLOG: Ap mgr count=1 

*Mar 1 00:00:51.665: %CAPWAP-3-ERRORLOG: Go join a capwap controller 

*Mar 1 00:00:51.666: %SCAPWAP-3-EVENTLOG: Choosing AP Mgr with index 0, 
IP = OxAQQ66FD , load = 7.. 

*Mar 1 00:00:51.666: %SCAPWAP-3-EVENTLOG: Synchronizing time with AC time. 

*Aug 20 15:47:20.000: %CAPWAP-3-EVENTLOG: Setting time to 15:47:20 

UTC Aug 20 2009 

*Aug 20 15:47:20.000: %CAPWAP-5-DTLSREQSEND: DTLS connection request 
sent peer_ip: 10.0.102.253 peer_port: 5246 

*Aug 20 15:47:21.000: %CAPWAP-3-EVENTLOG: CAPWAP State: DTLS Setup. 

*Aug 20 15:47:22.417: CAPWAP_DETAIL: Dtls Event = 39 Capwap State = 3. 

*Aug 20 15:47:22.417: %CAPWAP-5-DTLSREQSUCC: DTLS connection created 
successfully peer_ip: 10.0.102.253 peer_port: 5246 

! At this stage, the DTLS session has been successfully established 

! and the CAPWAP state changes to Join followed by the configuration. 
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*Aug 20 15:47:22.417: %CAPWAP-3-EVENTLOG: Dtls Session Established with the 
AC 10.0.102.253,port= 5246 
*Aug 20 15:47:22.418: %CAPWAP - 
*Aug 20 15:47:22.418: %CAPWAP- 
*Aug 20 15:47:22.418: %CAPWAP - 
*Aug 20 15:47:22.418: %CAPWAP - 

Message Payload 
*Aug 20 15:47:22.418: %SCAPWAP-3-EVENTLOG: Sending Join Request Path 
MTU payload, Length 1376 


-EVENTLOG: CAPWAP State: Join. 

-EVENTLOG: Join request: version=84062720 
-EVENTLOG: WTP descriptor: version=84062720 
-EVENTLOG: Join request: hasMaximum 


*Aug 20 15:47:22.420: %CAPWAP-5-SENDJOIN: sending Join Request to 10.0.102.253 
*Aug 20 15:47:22.420: %CAPWAP-5-CHANGED: CAPWAP changed state to JOIN 
*Aug 20 15:47:22.426: CAPWAP Control mesg Recd from 10.0.102.253, Port 5246 


*Aug 20 15:47:22.426: HLEN 2, Radio ID Q, WBID 1 
*Aug 20 15:47:22.426: Msg Type : CAPWAP_JOIN RESPONSE 
*Aug 20 15:47:22.426: Msg Length : 1384 

*Aug 20 15:47:22.426: Msg SeqNum : 0 


*Aug 20 15:47:22.426: %CAPWAP-3-EVENTLOG: Join Response from 10.0.102.253 
*Aug 20 15:47:22.427: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.427: %CAPWAP-3-EVENTLOG: PTMU : Setting MTU to : 1485 


*Aug 20 15:47:22.431: %CAPWAP-3-EVENTLOG: CAPWAP State: Configure. 

*Aug 20 15:47:22.431: %CAPWAP-3-EVENTLOG: CAPWAP State: Image Data. 

*Aug 20 15:47:22.448: %CAPWAP-3-EVENTLOG: CAPWAP State: Configure. 

*Aug 20 15:47:22.476: %CAPWAP-3-EVENTLOG: reboot reason flag 4 

*Aug 20 15:47:22.520: CAPWAP Control mesg Sent to 10.0.102.253, Port 5246 


*Aug 20 15:47:22.520: Msg Type : CAPWAP_CONFIGURATION_STATUS 
*Aug 20 15:47:22.520: Msg Length : 1749 
*Aug 20 15:47:22.521: Msg SeqNum : 1 


*Aug 20 15:47:22.522: %CAPWAP-3-EVENTLOG: Configuration Status sent to 
10.0.102.253 

*Aug 20 15:47:22.522: %CAPWAP-5-CHANGED: CAPWAP changed state to CFG 

*Aug 20 15:47:22.523: %CAPWAP-3-EVENTLOG: Current image is good. 
Connecting to the controller. 

*Aug 20 15:47:22.567: CAPWAP Control mesg Recd from 10.0.102.253, Port 5246 


*Aug 20 15:47:22.567: HLEN 2, Radio ID Q, WBID 1 

*Aug 20 15:47:22.567: Msg Type 
CAPWAP_CONFIGURATION_STATUS_RESPONSE 

*Aug 20 15:47:22.568: Msg Length : 984 

*Aug 20 15:47:22.568: Msg SeqNum : 1 


*Aug 20 15:47:22.568: %CAPWAP-3-EVENTLOG: Configuration Status Response from 
10.0.102.253 

*Aug 20 15:47:22.612: CAPWAP_DETAIL: Vendor specific payload validated. 

*Aug 20 15:47:22.612: CAPWAP_DETAIL: Vendor specific payload validated. 
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Example 4-2 Access Point debug capwap client packet Output (continued) 


*Aug 
*Aug 
*Aug 
*Aug 


20 
20 
20 
20 


Abort 


*Aug 
*Aug 


20 
20 


Abort 


*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 


20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 


15:47:22.612: 
15:47:22.612: 
15:47:22,612: 
15:47:22.621: 


CAPWAP_DETAIL: Vendor specific payload validated. 
CAPWAP_DETAIL: Vendor specific payload validated. 
CAPWAP_DETAIL: Vendor specific payload validated. 
%CAPWAP-3-EVENTLOG: CAPWAP state not up. 

sending channel and power levels info.10:0:102:253 


15:47:22.621: CAPWAP_DETAIL: Vendor specific payload validated. 
15:47:22.629: %CAPWAP-3-EVENTLOG: CAPWAP state not up. 
sending channel and power levels info.10:0:102:253 


15: 
15: 
1B: 
1: 
15: 
15: 
153 
15: 
15: 
15: 
15: 
15: 
15: 
15: 
15: 


47: 
47: 
47: 
47: 
47: 
47: 
47: 
47:22. 
47:22. 
47:22. 
47:22. 
47:22. 
47:22. 
47:22. 
47:22. 


22. 
22. 
22. 
22. 
22. 
22. 
22. 


629: 
630: 
630: 
631: 
631: 
631: 
631: 
631: 
631: 
631: 
631: 
632: 
632: 
632: 
632: 


CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
%sLINK-5-CHANGED: 


Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 


changed state to administratively down 
*Aug 20 15:47:22.639: %SCAPWAP-3-EVENTLOG: CAPWAP state not up. 
Abort sending channel and power levels info.10:0:102:253 


*Aug 
*Aug 


20 
20 


Abort 


*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 


20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 


specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 


payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 


Interface Dot11Radiod, 


validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 


15:47:22.640: CAPWAP_DETAIL: Vendor specific payload validated. 
15:47:22.647: %CAPWAP-3-EVENTLOG: CAPWAP state not up. 
sending channel and power levels info.10:0:102:253 


47: 
47: 
47: 
47: 
47: 
47: 
47: 
47: 
47: 
47: 
47: 


22. 
22. 
22. 
22. 
22. 
22. 
22. 
22. 
22. 
22. 
22. 


15: 
15: 
153 
15: 
15: 
15: 
tS: 
15: 
15: 
15: 
15: 


647: 
647: 
648: 
649: 
649: 
649: 
649: 
649: 
649: 
649: 
650: 


CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 


Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 
Vendor 


specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 
specific 


payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 
payload 


validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 
validated. 


%CAPWAP -5-CHANGED: CAPWAP changed state to UP 
CAPWAP_DETAIL: Vendor specific payload validated. 
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*Aug 20 15:47:22.650: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.650: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.650: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.650: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.650: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.651: %LINK-5-CHANGED: Interface Dot11Radio1, 
changed state to administratively down 

*Aug 20 15:47:22.652: CAPWAP_DETAIL: Result Code message element len = 15. 
*Aug 20 15:47:22.652: CAPWAP_DETAIL: encodeLen = 15 len = 8. 

*Aug 20 15:47:22.652: CAPWAP Control mesg Sent to 10.0.102.253, Port 5246 


*Aug 20 15:47:22.652: Msg Type : CAPWAP_CHANGE_STATE_EVENT_REQUEST 
*Aug 20 15:47:22.652: Msg Length : 15 
*Aug 20 15:47:22.652: Msg SeqNum : 2 


*Aug 20 15:47:22.654: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.654: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.654: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.654: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.654: CAPWAP_DETAIL: Result Code message element len = 15. 
*Aug 20 15:47:22.654: CAPWAP_DETAIL: encodeLen = 15 len = 8. 
*Aug 20 15:47:22.655: CAPWAP_DETAIL: Result Code message element len = 15. 
*Aug 20 15:47:22.655: CAPWAP_DETAIL: encodeLen = 15 len = 8. 
*Aug 20 15:47:22.655: %CAPWAP-3-EVENTLOG: CAPWAP State: Run. 
*Aug 20 15:47:22.655: %SCAPWAP -5-JOINEDCONTROLLER: 
AP has joined controller Chtac-WIR-WLC02 
*Aug 20 15:47:22.655: %CAPWAP-3-EVENTLOG: Configuration update for 
LinkAuditPayload sent t010:0:102:253 


*Aug 20 15:47:22.701: CAPWAP Control mesg Recd from 10.0.102.253, Port 5246 


*Aug 20 15:47:22.701: HLEN 2, Radio ID Q, WBID 1 

*Aug 20 15:47:22.702: Msg Type : CAPWAP_CONFIGURATION_UPDATE_REQUEST 
*Aug 20 15:47:22.702: Msg Length : 556 

*Aug 20 15:47:22.702: Msg SeqNum : 1 


*Aug 20 15:47:22.702: %CAPWAP-3-EVENTLOG: Configuration update request from 
10.0.102.253 

*Aug 20 15:47:22.702: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.702: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.702: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.702: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.703: CAPWAP_DETAIL: Result code message element len = 8. 
*Aug 20 15:47:22.703: CAPWAP Control mesg Sent to 10.0.102.253, Port 5246 


*Aug 20 15:47:22.703: Msg Type 
CAPWAP_CONFIGURATION_UPDATE_RESPONSE 

*Aug 20 15:47:22.703: Msg Length : 8 

*Aug 20 15:47:22.703: Msg SeqNum : 1 
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88 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


Example 4-2 Access Point debug capwap client packet Output (continued) 


*Aug 
10. 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
10. 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
10. 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 


20 15: 
@.102. 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
@.102. 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
@.102. 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 


47:22. 


253 
47: 
47: 
47: 
47: 
47: 
47 
47: 
47: 
47: 
47: 
253 
47: 
47: 
47 
47: 
47: 
47: 
253 
47: 
47: 
47: 
47: 
47: 
47: 
47: 


22 
22. 
22. 
22. 
22. 
{22% 
22. 
22. 
22. 
22. 


22% 
22. 
res 
22. 
22. 
22. 


22. 
22. 
22. 
22. 
22. 
22. 
22. 


703: 


704: 
704: 
704: 
705: 
705: 
705: 
705: 
705: 
705: 
706: 


706: 
707: 
707: 
707: 
707: 
707: 


707: 
707: 
707: 
708: 
708: 
708: 
708: 


SsCAPWAP-3-EVENTLOG: Configuration update response sent to 


CAPWAP Control mesg Recd from 10.0.102.253, Port 5246 


HLEN 2, Radio ID Q, WBID 1 

Msg Type CAPWAP_CHANGE_STATE_EVENT_RESPONSE 
Msg Length : 0 

Msg SeqNum : 2 

CAPWAP Control mesg Sent to 10.0.102.253, Port 5246 

Msg Type CAPWAP_CHANGE_STATE_EVENT_REQUEST 
Msg Length : 15 

Msg SeqNum : 3 


%sCAPWAP-3-EVENTLOG: Change State Event Response from 


CAPWAP Control mesg Recd from 10.0.102.253, Port 5246 


HLEN 2, Radio ID @, WBID 1 
Msg Type CAPWAP_CONFIGURATION_UPDATE_REQUEST 
Msg Length : 492 


Msg SeqNum : 2 
SCAPWAP-3-EVENTLOG: Configuration update request from 
CAPWAP_DETAIL: Vendor 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP_DETAIL: 
CAPWAP Control 

Msg 


specific payload validated. 


Vendor specific payload validated. 


Vendor specific payload validated. 
Vendor 
Result code message element len = 8. 
mesg Sent to 10.0.102.253, Port 5246 


Type 


specific payload validated. 


CAPWAP_CONFIGURATION_UPDATE_RESPONSE 


*Aug 
*Aug 
*Aug 
10. 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
10. 
*Aug 


20 15: 
20 15: 
20 15: 
@.102. 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
20 15: 
@.102. 
20 15: 


47:22. 
47:22. 
47:22. 


253 
47: 
47: 
47: 
47: 
47: 
47: 
47: 
47: 
47: 
47: 
253 


47:22. 


22. 
22. 
22. 
22. 
22. 
22. 
22. 
22. 
22. 
22. 


708: 
708: 
709: 


709: 
709: 
709: 
709: 
710: 
710: 
710: 
710: 
710: 
710: 


711: 


Msg Length : 8 
Msg SeqNum : 2 
SsCAPWAP -3-EVENTLOG: Configuration update response sent to 


CAPWAP Control mesg Recd from 10.0.102.253, Port 5246 
HLEN 2, Radio ID Q, WBID 1 
Msg Type CAPWAP_CHANGE_STATE_EVENT_RESPONSE 
Length : 0 
SeqNum : 3 
mesg Sent to 10.0.102.253, Port 5246 


Msg 
Msg 
CAPWAP Control 


Msg Type CAPWAP_CHANGE_STATE_EVENT_REQUEST 
Msg Length 15 
Msg SeqNum : 4 


%sCAPWAP-3-EVENTLOG: Change State Event Response from 


CAPWAP Control mesg Recd from 10.0.102.253, Port 5246 
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*Aug 20 15:47:22.711: HLEN 2, Radio ID @Q, WBID 1 

*Aug 20 15:47:22.711: Msg Type : CAPWAP_CONFIGURATION_UPDATE_REQUEST 
*Aug 20 15:47:22.712: Msg Length : 428 

*Aug 20 15:47:22.712: Msg SeqNum : 3 


*Aug 20 15:47:22.712: %CAPWAP-3-EVENTLOG: Configuration update request from 
10.0.102.253 

*Aug 20 15:47:22.712: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.712: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.712: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.712: CAPWAP_DETAIL: Vendor specific payload validated. 
*Aug 20 15:47:22.712: CAPWAP_DETAIL: Result code message element len = 8. 
*Aug 20 15:47:22.713: CAPWAP Control mesg Sent to 10.0.102.253, Port 5246 


*Aug 20 15:47:22.713: Msg Type 
CAPWAP_CONFIGURATION_UPDATE_RESPONSE 

*Aug 20 15:47:22.713: Msg Length : 8 

*Aug 20 15:47:22.713: Msg SeqNum : 3 


*Aug 20 15:47:22.713: %CAPWAP-3-EVENTLOG: Configuration update response sent to 
10.0.102.253 

*Aug 20 15:47:22.732: %CAPWAP-3-EVENTLOG: Configuration update response sent to 
10.0.102.253 

*Aug 20 15:47:23.631: %LINEPROTO-5-UPDOWN: Line protocol on 
Interface Dot11Radio®, changed state to down 

*Aug 20 15:47:23.650: %LINEPROTO-5-UPDOWN: Line protocol on Interface 
Dot11Radio1, changed state to down 

*Aug 20 15:47:52.655: %SCAPWAP-3-EVENTLOG: Echo Interval Expired. 

*Aug 20 15:47:52.655: CAPWAP Control mesg Sent to 10.0.102.253, Port 5246 


*Aug 20 15:47:52.655: Msg Type : CAPWAP_ECHO_REQUEST 
*Aug 20 15:47:52.655: Msg Length : 0 
*Aug 20 15:47:52.655: Msg SeqNum : 7 


*Aug 20 15:47:52.656: %CAPWAP-3-EVENTLOG: Echo Request sent to 10.0.102.253 
*Aug 20 15:47:52.657: CAPWAP Control mesg Recd from 10.0.102.253, Port 5246 


*Aug 20 15:47:52.658: HLEN 2, Radio ID Q, WBID 1 
*Aug 20 15:47:52.658: Msg Type : CAPWAP_ECHO_RESPONSE 
*Aug 20 15:47:52.658: Msg Length : 0 

*Aug 20 15:47:52.658: Msg SeqNum : 7 


*Aug 20 15:47:52.658: %CAPWAP-3-EVENTLOG: Echo Response from 10.0.102.253 


The final state that you want all APs to be in is Run and after the AP passes the configura- 
tion and version validation, it moves the AP state into the Run state so it can start servic- 
ing clients. 
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Troubleshooting CAPWAP Session Establishment/AP Discovery and 
Join 


Usually, in failures in which the DTLS is never established, you have to identify at what 
step the process is failing. Once again, you usually have to defer to a packet trace to 
determine that. You have to look at two different views: 


m= Atthe WLC port 


m At the switch port the AP is plugged into 


In most cases, something happens between these two segments; however, you must 
understand that these points in the network are crucial. Technically, these are the starting 
and finishing points. 


To get a good grasp on troubleshooting the issue, you must comprehend and understand 

the CAPWAP join process. On paper it is pretty straightforward, but you can take anoth- 
er look at it from a different angle. Looking at the process from a debug output perspec- 

tive might be a better approach. This approach might also help solidify the foundation of 
what you have already learned. The commented output in Example 4-3 is with CAPWAP 

and DTLS debugs enabled at the same time. To read the debugs and explanations that fol- 
low, please refer to the CAPWAP packet flow in Figure 4-4. 


Example 4-3. CAPWAP and DLTS Debugs on the Controller 


(Cisco Controller) >show debug 


Debug Flags Enabled: 
capwap detail enabled. 


Capwap events enabled. 


capwap state enabled. 


dtls event enabled. 


dtls trace enabled. 
dtls packet enabled. 
lwapp detail enabled. 


.790: Received CAPWAP_MESSAGE 

.790: CAPWAP Control Msg Received from 10.0.102.117:4309 

.790: 00:1e:79:d4:f3:90 packet received of length 53 from 10.0.102.117:4309 
.790: 00:1e:79:d4:f3:98 Msg Type = 1 Capwap state = 0 


! Here you see that Discovery Request from the AP with the AP address 
! 10.0.102.117 reached the controller. If this is not happening at all, 
! there is no need to troubleshoot further on the controller: Accessing the 


! AP via CLI and capturing a sniffer trace on the switch port the AP is plugged 


into will be the next step. Here, you see that the AP sends the 
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! discovery request successfully and the controller is responding with a 
! discovery response. 


*51.790: 00:1e:79:d4:f3:90 Discovery Request from 10.0.102.117:4309 

*51.790: 00:1e:79:d4:f3:90 msgEleLength = 1 msgEleType = 20 

*51.790: 00:1e:79:d4:f3:90 Total msgEleLen = 24 

*51.790: 00:1e:79:d4:f3:90 msgEleLength = 1 msgEleType = 41 

*51.790: 00:1¢:79:d4:f3:90 Total msgEleLen = 19 

*51.790: 00:1e:79:d4:f3:90 msgEleLength = 1 msgEleType = 44 

*51.790: 00:1e:79:d4:f3:90 Total msgEleLen = 14 

*51.790: 00:1e:79:d4:f3:90 msgEleLength = 10 msgEleType = 37 

*51.790: 00:1e:79:d4:f3:90 Vendor specific payload from AP Q0:1E:79:D4:F3:90 
validated 

*51.790: 00:1e:79:d4:f3:90 Total msgEleLen = 0 


*51.790: 1. 00 
*51.790: 2. 232 3 
*51.790: 3. 0 0 
*51.790: 4. 50 0 


*51.790: 00:1¢e:79:d4:f3:90 Discovery resp: AC Descriptor message element 

len = 40 
*51.790: acName = Chtac-WIR-WLCQ@2 
*51.790: 00:1e:79:d4:f3:90 Discovery resp:AC Name message element length = 59 
*51.790: 00:1¢:79:d4:f3:90 Discovery resp: WTP Radio Information msg length = 68 
*51.790: 00:1e:79:d4:f3:90 Discovery resp: CAPWAP Control IPV4 Address len = 78 
*51.790: 00:1e:79:d4:f3:90 Discovery resp: CAPWAP Control IPV6 Address len = 100 
*51.790: 00:1e:79:d4:f3:90 Discovery resp: Mwar type payload len = 111 
*51.790: 00:1e:79:d4:f3:90 Discovery resp: Time sync payload len = 126 
*51.790: 00:1e:79:d4:f3:90 Discovery Response sent to 10.0.102.117:4309 


*51.790: 00:1e:79:d4:f3:90 WTP already released 


! Upon receiving the discovery response, the AP starts establishing the 
! DTLS session by sending a ClientHello, whereas from the logs you see 
! that now the DTLS handshake started Handshake in progress... 


*02.790: Received CAPWAP_MESSAGE 

*02.790: CAPWAP Control Msg Received from 10.0.102.117:4309 

*Q@2.790: dtls_conn_hash_search: Connection not found in hash table - Table empty 

*02.790: DTLS connection not found, creating new connection for 10:0:102:117 
(4309) 10:0:102:253 (5246) 

*Q@2.790: dtls_secret_pki_init: Called... 

*02.861: dtls_secret_pki_add_idcert: Called... 

*02.861: acDtlsCallback: Certificate installed for PKI based authentication. 
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Example 4-3) CAPWAP and DLTS Debugs on the Controller (continued) 


*02.861: openssl_dtls_ process _packet: Called... for connection 0x1797ebc4 


*Q2.861: 
*02.861: 


frag_ 


*Q2. 
*Q2. 
*Q2. 
*Q2. 
*Q2. 
*Q2. 


*Q2. 
*Q2. 
*Q2. 
*Q2. 
*Q2. 


*Q2. 


863: 
863: 
863: 
864: 
864: 


864: 


local_openssl_dtls_record_inspect: record=Handshake epoch=0 seq=0 


local_openssl_dtls_record_inspect: msg=ClientHello len=44 seq=0 


off=0 frag_len=44 
862: 
862: 
862: 
862: 
862: 
862: 


openssl _shim_cookie_ generate_callback: Called... 
openssl_shim_info_callback: SSL state = 0x2113; where = 0x2001; 

openssl dtls_process_ packet: Handshake in progress... 

openssl _dtls_send: Sending 60 bytes 

00000000: 16 fe ff 00 02 00 00 00 O00 OO OO OO 2F O03 OO OO ........... 
openssl _dtls_send: No data to send 


Received CAPWAP_MESSAGE 

CAPWAP Control Msg Received from 10.0.102.117:4309 

openssl dtls_process packet: Called... for connection 0x1797ebc4 
local_openssl_dtls_record_inspect: record=Handshake epoch=0 seq=1 


local_openssl_dtls_ record inspect: msg=ClientHello len=76 seq=1 


frag_off=0 frag_len=76 
openssl _shim_cookie_verify_callback: Called... 


! The second "ClientHello" sent by the AP contains the previous sent 


! cookie, which now is verified by the controller "cookie_verify_callback." 


! If this is successful, the Server Hello and certificate exchange take place. 


! You see this on the size of the huge packet-hex-dumps (omitted in the example) 


! as well in the debugs showing msg=Certificate. 


*Q2.864: openssl_shim_info_callback: SSL state = 0x2111; where = 0x2001; 
*02.864: openssl_dtls_process_packet: Handshake in progress...*02.864: 


openssl _dtls send: Sending 544 bytes 


*Q2. 
*Q2. 
*Q2. 
*Q2. 
*Q2. 
*Q2. 


865: 
865: 
865: 
865: 
865: 
865: 


! Parts 


06 00 


*Q2. 
*Q2. 
*Q2. 
*Q2. 


*Q2. 


868: 
868: 
868: 
869: 


923: 


00000000: 16 fe Ff 00 00 00 00 00 00 00 01 00 52 02 OO OO ........... 
Q0000010: 46 00 01 00 00 00 00 00 46 fe ff 4a 8e 6F aa 02 F....... Fa 
@0000020: ad af fd e2 42 12 3e 56 68 4d e1 40 db ca f7 55 ....B.>VhM. 
00000030: 36 e9 aa 36 Ge 91 70 8d a8 dd 3c 20 69 da 55 6b 6..6n.p...< 
Q0000040: 46 b9 a2 b4 fd fb 16 1c ea fd e9 f5 e6 77 6F dB F.......... 
00000050: 69 68 d7 e 


of DTLS hex dump output omitted 


12 Od 00 00 06 QO ......... ee 

00000110: 03 00 00 00 00 00 06 O3 1 02 40 OO OO 16 fe ff_.......... 
00000120: 00 00 OO OO BO OO BO 07 BO Dc BE OO OO OO OO 04 ........... 
@0000130: 00 02 00 00 08 QB 22 2 ee 
openssl dtls_send: No data to send 


Received CAPWAP_MESSAGE 
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*02.923: CAPWAP Control Msg Received from 10.0.102.117:4309 

*@2.923: openssl_dtls_process_packet: Called... for connection 0x1797ebc4 

*Q@2.923: local_openssl_dtls_record_inspect: record=Handshake epoch=0 seq=2 

*Q@2.923: local_openssl_dtls_record_inspect: msg=Certificate len=1146 seq=2 
frag_off=0 frag _len=519 

*Q2.923: openssl _shim_info_ callback: SSL state = 0x2181; where = 0x2002; 

*02.923: openssl_dtls_process_packet: Handshake in progress... 

*Q@2.923: openssl_dtls_send: No data to send 


*Q02.923: Received CAPWAP_MESSAGE 

*Q02.923: CAPWAP Control Msg Received from 10.0.102.117:4309 

*Q@2.923: openssl_dtls_process_packet: Called... for connection 0x1797ebc4 

*Q@2.923: local_openssl_dtls_record_inspect: record=Handshake epoch=0 seq=3 

*Q@2.923: local_openssl_dtls_record_inspect: msg=Certificate len=1146 seq=2 
frag_off=519 frag _len=519 

*Q2.923: openssl _shim_info_ callback: SSL state = @x2181; where = 0x2002; 

*02.923: openssl_dtls_process_packet: Handshake in progress... 

*Q@2.923: openssl_dtls_send: No data to send 

*02.924: Received CAPWAP_MESSAGE 


*Q02.924: CAPWAP Control Msg Received from 10.0.102.117:4309 

*Q@2.924: openssl_dtls_process_packet: Called... for connection 0x1797ebc4 

*Q@2.924: local_openssl_dtls_record_inspect: record=Handshake epoch=0 seq=4 

*Q@2.924: local_openssl_dtls_record_inspect: msg=Certificate len=1146 seq=2 
frag_off=1038 frag _len=108 

*02.934: openssl_shim_cert_verify_callback: Certificate verification - passed! 

*02.934: openssl_shim_info_callback: SSL state = 0x2181; where = 0x2001; 

*Q2.934: openssl _shim_info_callback: SSL state = 0x2190; where = 0x2002; 

*02.934: openssl_dtls_process_packet: Handshake in progress... 

*Q@2.935: openssl_dtls_send: No data to send 

*04.097: Received CAPWAP_MESSAGE 


*04.097: CAPWAP Control Msg Received from 10.0.102.117:4309 

*Q4.097: openssl_dtls_process_packet: Called... for connection 0x1797ebc4 

*Q4.097: local_openssl_dtls_record_inspect: record=Handshake epoch=0 seq=5 

*04.097: local_openssl_dtls_record_inspect: msg=ClientKeyExchange len=258 
seq=3 frag_off=0 frag_len=258 

*Q04.200: openssl_shim_info_callback: SSL state = 0x2190; where = 0x2001; 

*04.200: openssl_shim_info_callback: SSL state = 0x21a0; where = 0x2002; 

*04.200: openssl_dtls_process_packet: Handshake in progress... 

*Q4.200: openssl_dtls_send: No data to send 


*Q4.200: Received CAPWAP_MESSAGE 
*Q4.200: CAPWAP Control Msg Received from 10.0.102.117:4309 


(continues) 
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Example 4-3) CAPWAP and DLTS Debugs on the Controller (continued) 


*Q04.200: openssl_dtls_process_packet: Called... for connection 0x1797ebc4 
*Q4.201: local_openssl_dtls_record_inspect: record=Handshake epoch=@ seq=6 


*04.201: local_openssl_dtls_record_inspect: msg=CertificateVerify len=258 
seq=4 frag_off=0 frag_len=258 

*Q4.201: local_openssl_dtls_record_inspect: record=ChangeCipherSpec epoch=0 
seq=7 


*Q4.201: local_openssl_dtls_record_inspect: record=Handshake epoch=1 seq=0 


*04.201: local_openssl_dtls_record_inspect: msg=Unknown or Encrypted 

*04.204: openssl_shim_info_callback: SSL state = 0x21a0; where = 0x2001; 

*Q4.204: openssl_dtls_process_packet: Connection established! 

*04.204: DTLS connection established 

*04.204: openssl_dtls_mtu_update: Called... 

*04.204: openssl_dtls_mtu_update: Setting DTLS MTU for link to peer 
10.0.102.117:4309 


*04.204: openssl_dtls_send: Sending 91 bytes 
*04.204: 00000000: 14 fe ff 00 00 00 00 00 O00 OO O08 OO O1 O1 16 fe ........... 
*04.204: 00000010: ff 00 01 00 


! Parts of DTLS hex dump output omitted 


@a 6b 31 ad 97 ce 
£ Old ee g.. 
*04.204: 00000050: 36 4d 86 c3 1f 08 d5 c1 4c 73 6e 6M...... Lsn 
*04.204: openssl_dtls_send: No data to send 
*04.205: Received CAPWAP_MESSAGE 


*Q@4.205: CAPWAP DTLS session established msg 


! Once you see "DTLS connection established" in the logs, you know that 

! the handshake and therefore also the certificate validations were successful. 
! In case of failure, it makes sense to capture a sniffer trace from the DTLS 
! handshake because this allows you to find more details about the exchanged 

! certificates. In the debug, you see following the certificate exchange 

! "DTLS connection established" and know, therefore, that there is no need 

! to dig further into certificate details. 


! From this point on, the CAPWAP session will be encrypted (DTLS application data), 
! so a sniffer trace is not providing further information apart from packets 

! being exchanged. But from the debugs you see that the AP proceeds with the 

! join request and that the controller is sending the join response with 

! all detailed information. 


*Q04.205: DTLS Session established server (10.0.102.253:5246), client 
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(10.0.102.117:4309) 
*Q04.205: Starting wait join timer for DTLS connection @x1797ebc4!, AP: 
10.0.102.117:4309 


*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 


*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 
*04. 


*04. 
*04. 
*04. 
*04. 


209: 
209: 
209: 
209: 
209: 
209: 
209: 
209: 
209: 
209: 
210: 
210: 
210: 
210: 
210: 
211: 


211: 
211: 
211: 
211: 
211: 
211: 
211: 
211: 
211: 
211: 
211: 
211: 


211: 
211: 
215: 
215: 


! Parts 


*04. 


216: 


Received CAPWAP_MESSAGE 

CAPWAP Control Msg Received from 10.0.102.117:4309 

openssl dtls_process packet: Called... for connection 0x1797ebc4 
local_openssl_dtls_record_inspect: record=ApplicationData epoch=1 seq=1 
openssl _dtls_process_packet: 1400 bytes decrypted 

openssl _dtls_send: No data to send 

00:1e:79:d4:f3:90 packet received of length 1400 from 10.0.102.117:4309 
00:1e:79:d4:f3:90 Msg Type = 3 Capwap state = 0 

00:1e:79:d4:f3:90 Join Request from 10.0.102.117:4309 
00:1e:79:d4:f3:90 Total msgEleLen = 1348 

00:1e:79:d4:f3:90 Created AP 00:1e:79:d4:f3:90 

00:1e:79:d4:f3:90 Join timer: Found DTLS session for 10.0.102.117:4309 
00:1e:79:d4:f3:90 Join Request: Total msgEleLen = 1348 
00:1e:79:d4:f3:90 Join Request: Total msgEleLen = 0 

DTL Adding AP @ - 10.0.102.117 

Join Version: = 84062720 


Join resp: Result Code message element len = 8 

1.00 

2. 232 3 

3.10 

4. 50 0 

Join resp: AC Descriptor message element len = 48 

acName = Chtac-WIR-WLC02 

Join resp: AC Name message element len = 67 

Join resp: WTP Radio Information message element len = 76 
Join resp: CAPWAP Control IPV4 Address len = 86 

Join resp: CAPWAP Maximum Msg element len = 92 
00:1e:79:d4:f3:90 Sending encrypted packet to AP 10:0:102:117 (4309) 


openssl dtls_encrypt_and_send: Called... 


openssl _dtls send: Sending 1453 bytes 
00000000: 17 fe ff 22 01 00 00 00 OO OO O1 O5 a O04 cB 83 ........... 
00000010: 22 e9 9d f3 ff aa F5 Oc 


of DTLS hex dump output omitted 


5f ed 97 92 54 de e5 94 


@00005a0: fO d7 d4 82 30 ed 1f 76 73 Ob 4e fc 84 -+..0..VS.N 


(continues) 
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Example 4-3) CAPWAP and DLTS Debugs on the Controller (continued) 


*04.216: openssl_dtls_send: No data to send 
*Q04.216: 


! Upon a successful join request/response sequence, the CAPWAP state changes to 

! configure "CAPWAP State: Configure" followed by several configuration exchanges. 
! In case of a different AP image, the AP would download the image from the 

! controller and reboot. In the debug example, the image running on the AP 

! was already the same, so the AP moves into the run state: 

"CAPWAP State: Run". The CAPWAP session is successfully established. 


*Q4.216: CAPWAP State: Configure 


*04.216: 00:1e:79:d4:f3:90 capwap_ac_platform.c:1179 - Operation State @ ===> 4 

*04.235: 00:1e:79:d4:f3:90 Sending LWAPP Event Reg to 
‘asTrackSigDisableAllEvent+168' for AP 00:1e:79:d4:f3:90(1) 

*04.236: 00:1e:79:d4:f3:90 WTP already released 

*Q04.236: 00:1e:79:d4:f3:90 Register LWAPP event for AP 00:1e:79:d4:f3:90 slot 0 

*04.236: Received SPAM _NOTIFY_LCB CONFIGURED MSG 

*04.237: 00:1e:79:d4:f3:90 Register LWAPP event for AP 00:1e:79:d4:f3:90 slot 1 

*04.237: Received SPAM _NOTIFY_LCB_CONFIGURED_MSG 

*04.312: Received CAPWAP_MESSAGE 


*Q@4.312: CAPWAP Control Msg Received from 10.0.102.117:4309 

*Q4.312: openssl_dtls_ process packet: Called... for connection 0x1797ebc4 
*Q4.312: local_openssl_dtls_record_inspect: record=ApplicationData epoch=1 seq=2 
*Q4.312: openssl_dtls_ process packet: 1352 bytes decrypted 

*Q4.312: openssl_dtls_send: No data to send 

*04.312: Received CAPWAP_MESSAGE 


*Q4.313: openssl_dtls_process_packet: Called... for connection 0x1797ebc4 
*Q04.313: local_openssl dtls_record_inspect: record=ApplicationData epoch=1 seq=3 
*@4.313: openssl_dtls_process_packet: 429 bytes decrypted 

*Q4.313: openssl_dtls_send: No data to send 

*04.313: 00:1e:79:d4:f3:90 packet received of length 1773 from 10.0.102.117:4309 


*04.313: 00:1e:79:d4:f3:90 Msg Type = 5 Capwap state = 8 
*04.313: 00:1e:79:d4:f3:90 Configuration Status from 10.0.102.117:4309 


*04.314: 00:1e:79:d4:f3:90 Config status: Total msgEleLen = 172 


! Parts of Config Message Elements omitted 


Chapter 4: The CAPWAP Protocol 97 


*04.314: 00:1e:79:d4:f3:90 Config req: msgEleLength = 19 msgEleType = 37 

*04.314: 00:1e:79:d4:f3:90 Updating IP info for AP 00:1e:79:d4:f3:90 — 
static 0, 10.0.102.117/255.255.255.0, gtw 10.0.102.1 

*04.314: 00:1¢:79:d4:f3:90 Updating IP 10.0.102.117 ===> 10.0.102.117 for 
AP 00:1e:79:d4:f3:90 

*04.314: 00:1e:79:d4:f3:90 Setting MTU to 1485 

*04.315: 00:1e:79:d4:f3:90 Config status: Total msgEleLen = 0 

*Q4.315: Config resp: AC IPv4 List message element len = 8 

*04.315: 00:1e:79:d4:f3:90 Config resp: AC IPv6 List message element len = 12 

*04.315: 00:1e:79:d4:f3:90 Config resp: CAPWAP Timers message element len = 18 

*Q04.315: 00:1e:79:d4:f3:90 Config resp: Radio Administrative State message 
element for slot 0, length = 30. 

*Q04.315: 00:1e:79:d4:f3:90 Config resp: Radio Administrative State message 
element for slot 1, length = 36. 

*Q04.315: 00:1e:79:d4:f3:90 Config resp: Decryption Error Report Period message 
element len = 50 

*04.315: 00:1e:79:d4:f3:90 Config resp: Idle Timeout message element len 58 

*04.315: 00:1e:79:d4:f3:90 Config resp: WTP Fallback message element len = 63 

*Q4.357: 00:1e:79:d4:f3:90 Config resp: Vendor specific message element 
len = 984 

*Q04.357: 00:1e:79:d4:f3:90 Sending encrypted packet to AP 10:0:102:117 (4309) 


*Q4.357: openssl _dtls_encrypt_and_send: Called... 

*Q4.357: openssl_dtls_send: Sending 1053 bytes 

*Q4.359: 00000000: 17 fe ff 00 01 00 00 20 00 OO 02 04 10 a9 21 Bd .........0, 
*Q4.359: 00000010: 16 b1 5f 33 1f b7 69 7d Oe c2 02 93 bO 42 76 87 .._3..i}.. 
*Q4.359: 00000020: 79 36 ad aa bO 03 90 ca 


! Parts of DTLS hex dump output omitted 


85 78 88 4f bf c3 60 99 


&E.6..... xX. 
*04.360: 00000260: 72 58 a3 22 38 2e 6d 7b df Oa c7 70 65 25 fc 14 rX."8.m{.. 
*04.360: 00000270: 27 ed 6e c1 59 a1 Oc 78 b7 33 31 Oc 08 ".n.¥..x.3 


*04.360: openssl_dtls_send: No data to send 
*04.360: 00:1e:79:d4:f3:90 Configuration update request for configuring 
association limit params sent to 10.0.102.117:4309 


*04.361: 00:1e:79:d4:f3:90 Releasing WTP 


*04.440: Received CAPWAP_MESSAGE 

*04.440: CAPWAP Control Msg Received from 10.0.102.117:4309 

*Q4.440: openssl_dtls_process_packet: Called... for connection 0x1797ebc4 
*Q04.440: local_openssl_ dtls_record_inspect: record=ApplicationData epoch=1 seq=4 


(continues) 
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*Q4.440: openssl_dtls_process_packet: 39 bytes decrypted 

*Q4.440: openssl_dtls_send: No data to send 

*04.440: 00:1e:79:d4:f3:90 packet received of length 39 from 10.0.102.117:4309 
*Q04.440: 00:1e:79:d4:f3:90 Msg Type = 11 Capwap state = 8 

*04.440: 00:1e:79:d4:f3:90 Change State Event Request from 10.0.102.117:4309 
*04.440: 00:1e:79:d4:f3:90 Change state: Total msgEleLen = 15 

*04.440: 00:1e:79:d4:f3:90 Change state: msgEleLength = 3 msgEleType = 32 
*04.450: 00:1e:79:d4:f3:90 Change state: msgEleLength = 4 msgEleType = 33 
*Q04.450: 00:1e:79:d4:f3:90 Change state: Total msgEleLen = 0 

*Q04.450: 00:1e:79:d4:f3:90 Sending encrypted packet to AP 10:0:102:117 (4309) 
*Q4.450: openssl _dtls_encrypt_and_send: Called... 

*04.451: openssl_dtls_send: Sending 77 bytes 

*Q4.451: 00000000: 17 fe ff QO 01 00 00 020 00 00 04 00 40 f1 33 6c ........... 
*04.451: 00000010: fe 37 27 cf b5 4f 62 Oe 


! Parts of DTLS hex dump output omitted 


37 05 d2 b6 35 ed a4 f9 


st SyeT ee 
*04.451: 00000040: b5 78 91 a9 67 1c 83 5a 7d 6a Ze Oa 11 1X. .Q.Z}i- 
*Q4.451: openssl _dtls_send: No data to send 


*04.451: 


*04.451: 


CAPWAP State: Run 


@0:1e:79:d4:f3:90 Change State Event Response sent to 10.0.102.117:4309 


CAPWAP Communication: Control and Data 
Encryption 


After the DTLS session is established, CAPWAP control traffic is encrypted and 
CAPWAP data traffic can be encrypted. 


For troubleshooting reasons, it is possible to disable CAPWAP control traffic. Whether 


the CAPWAP control traffic is encrypted or not is controlled via the CAPWAP preamble. 
The CAPWAP preamble is common to all CAPWAP transport headers and is used to 
identify the header type that immediately follows. If the CAPWAP preamble type is 
equal to 0, the CAPWAP header immediately follows, which means that the packet is not 
encrypted. If the CAPWAP preamble type is equal to 1, a CAPWAP DTLS header imme- 
diately follows, which means that the packet is encrypted. Figure 4-10 and Figure 4-11 
highlight this CAPWAP preamble type field. 


Enabling or disabling CAPWAP-Control Packet encryption needs to be done on the con- 
trol using the test capwap encr APNAME disable command and on the AP using test 
capwap dtls ctrl disable. 


Figure 4-11 


Type = 0 followed by cleartext data 


change. peap - Wiresh srk 
Ble Edt Yew Go 
Bw & Ow 


Fier: [Frame. number 


Analyze Statics Joos Help 


16 + Expression... Clear Apply 


® Frame 16 (103 bytes on wire, 103 bytes captured) 
@ Ethernet II, Src4 Cisco_S0:1d:1le (00:1d: 
® Internet Protocol}, Src: 10.0.107.121 (10.0.107.121}, Dst: 10.0.107.254 (10.0.107.254). 
® user Datagram Prdtocol, sre Port: 8671 (8671), Dst Port: capwap-data (5247) 
= CAPWAP Data Packd 
version: 0 
HLEN: 4 
RID: 0 
weID (1: IEEE 802.11; 2: IEEE 802.16; 3: EPCGlobal): 1 

ses seek = Payload Type: Encapsulated Native Frame Format 
ne . = Fragment: No 

10.. ss. = Last Fragment: No 


sede «+ = Wireless Info: yes 
+++0 .... = Radio Mac Info: No 


sees Osos = Keep Alive Packet Info: No 
Fragment Id: 0 
Fragment offset: 0 
Wireless ID (1: I€EE 802.11; 2: IGEE 802.16; 3: EPCGlobal): 1 
wireless Data Length: 4 
@ wireless Info (For wrp->ac): &10c0080 
® Wireless Info (For AC->wrP): &10Cc0080 
Padding for 4 Byte Alignement: 0000 
® IEEE 802.11 Association Request, Flags: .p...... 
@ Data (3 bytes) 


0020 6b fe 21 df 14 7F 0045 00 00 20 03 2000 00—sik.'. 
10030 00 00 O1 04 bl Oc 00 80 00 00 40 01 86 OO le 
10040 13 85 52 90 0019 d2 07 50 d2 00 1e 13 85 52 90 
0050 00 08 00 00 O1 08 02 O4 Ob 16 Oc 12 18 24 Oa O1 
10060 07 32 04 30 48 60 6c 


1B Type (capman.type), 1 byte 


| Packets: 791 Displayed: 1 Marked: 0 


BxZeio¢%eoFZ [B/S QQQ\8UBx B 


2:80:1d:1e), Ost: 00:24:97:69:59:00 (00:24:97:69:59:00) 


Chapter 4: The CAPWAP Protocol 


Profile: Default 


Figure 4-10 CAPWAP Preamble Field—Cleartext Data 


Type = 1 followed by encrypted DTLS data 


change.peap - Wiresh srk 


® User Datagram Prdtocol, Src Port: 8671 (8671), Dst Port: capwap-control (5246) 
= CAPWAP Control Packet 
version: 0 
Type: 1 
DTLS Header Padding: 0 
= Datagram Transport Layer Security 
& DTLSV1.0 Record Layer: Application Data Protocol: Application data 
Content Type: application vata (23) 
Version: DTLS 1.0 COxfeff) 
Epoch: 1 
Sequence Number: 40 
Length: 64 


0020 6b fe 21 df 14 7e 00 59 b8 Od a 00 00 00 17 fe 
10030 FF 00 O01 00 00 00 00 00 28 00 fa 93 55 be 84 
10040 27 91 85 TF 3c 7c eB 3e 3 b2 e7 <6 e5 be O02 24 
10050 83 97 bO 40 a3 4F F9 B5 cB ec 20 6c eB dé do Fe 
10060 el 54 Oe f9 51 e9 ab 1d 57 d2 a3 47 b2 19 ee 4b 
Jano 04 Fe Od SF hn 30 ho hy 2m 99 24 


1@ Tyee (capmap.type), 1 byte Packets: 791 Displayed: | Marked: 0 


Encrypted Application Data: FA93555E84279185FF3C7CES3EE3B2E7C6E56£0224839760. .. 


Profile: Default 


CAPWAP Preamble Field-Encrypted Data 
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Note Those test commands are for troubleshooting purposes only and are not persistent; 
upon reloading the AP or the controller, CAPWAP control packets become encrypted again. 


As mentioned earlier, CAPWAP-Data encryption is optional and only supported on spe- 
cific hardware, such as 5508 controller and 1130 APs. CAPWAP-Data encryption is dis- 
abled by default and can be configured per AP. Example 4-4 shows how to configure and 
verify CAPWAP-Data encryption. The AP with the name chtac-LAP1130-04 has 
CAPWAP-Data encryption disabled, and the AP with the name chtac-LAP1130-03 is 
configured to encrypt CAPWAP-Data. 


Example 4-4 CAPWAP Data Encryption 


(Cisco Controller) >config ap link-encryption enable chtac-LAP1130-03 


(Cisco Controller) >show dtls connections 


AP Name Local Port Peer IP Ciphersuite 
chtac -LAP1130-04 CAPWAP_Ctrl 10.0.107.114 TLS RSA WITH_AES 128 CBC_SHA 
chtac -LAP1130-03 CAPWAP_Ctr1l 10.0.107.123 TLS RSA WITH_AES 128 CBC_SHA 
chtac -LAP1130-03 CAPWAP_Data 10.0.107.123 TLS RSA WITH_AES 128 CBC_SHA 


(Cisco Controller) >show ap link-encryption all 


Encryption Dnstream Upstream Last 


AP Name State Count Count Update 
chtac -LAP1130-04 Dis 1) (1) 9:16 
chtac -LAP1130-03 En (1) (1) Never 


CAPWAP Communication: Sequence Numbers and 
Retransmissions 


The CAPWAP protocol operates as a reliable transport. For each request message, a 
response message is defined, which acknowledges receipt of the request message. In 
addition, the control header Sequence Number field is used, which is an identifier value 
used to match request and response packets. When a CAPWAP packet with a Request 
Message Type Value is received, the value of the Sequence Number field is copied into 
the corresponding response message. 
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Response messages are not explicitly acknowledged; therefore, if a response message is 
not received, the original request message is retransmitted until “MaxRetransmit” has 
been reached. After this level has been reached, the link layer considers the peer dead and 
the AP goes to CAPWAP State DTLS Teardown, which means that the AP needs to 
reestablish the DTLS session from the beginning. Also refer to the CAPWAP protocol 
state machine, shown in Figure 4-5. 


The CAPWAP data channel uses a Keep-Alive packet to bind the CAPWAP control chan- 
nel with the data channel and to maintain freshness of the data channel, ensuring that the 
channel is still functioning. 


The CAPWAP data channel Keep-Alive packet is transmitted by the AP when the 
DataChannelKeepAlive timer expires. (The default is 30 seconds.) 


The AP retransmits the CAPWAP data channel Keep-Alive packet in the same manner as 
the CAPWAP control messages. If the DataChannelDeadInterval timer expires, the AP 
tears down the control DTLS session and the data DTLS session if one existed. 


CAPWAP Fragmentation and Path MTU Discovery 


Taking into account that CAPWAP is “tunneling” IP data traffic from wireless clients and 
that CAPWAP runs over WAN links (Hybrid Remote Edge Access Point [H-REAP|] 
setups), it is important for troubleshooting to understand the fragmentation behavior as 
well as the Path MTU Discovery mechanism from CAPWAP. The following sections pro- 
vide an overview of how this works. For a more detailed explanation, refer to the 
CAPWAP and DTLS RFCs, as outlined in Figure 4-1. 


CAPWAP-Control Packets Fragmentation 


DTLS handshake messages can be quite large (in theory up to 27+ — 1 bytes, but in prac- 
tice many kilobytes). By contrast, UDP datagrams are often limited to less than 1500 
bytes if fragmentation is not desired. Therefore, DTLS provides a mechanism for frag- 
menting a handshake message over numerous records. That is why you see the certificate 
exchanges divided into several frames. This is, for example, visible in Figure 4-5, 
described as Certificate (fragment) in frame 54 and onward. 


CAPWAP-Data Packets Fragmentation 


Like all tunnel protocols, CAPWAP adds overhead to data it is transporting, which might 
cause fragmentation. Although IP provides fragmentation and reassembly services, the 
CAPWAP protocol also provides such services. Environments in which the CAPWAP pro- 
tocol is used involve firewall, NAT, and “middlebox” devices, which tend to drop IP frag- 
ments to minimize possible DoS attacks. By providing fragmentation and reassembly at 
the application layer, any fragmentation required due to the tunneling component of the 
CAPWAP protocol becomes transparent to these intermediate devices. 


102 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


CAPWAP-MTU DISCOVERY and TCP-MSS Adjustment 


To fix the fragmentation issue by the root, CAPWAP implementations perform MTU 
Discovery, which can avoid the need for fragmentation of CAPWAP packets. Initial path 
MTU discovery is done during the JOIN message (Path MTU discovery). After the AP is 
in the RUN state, you can adjust it (Dynamic Path MTU Discovery). 


CAPWAP-P-MTU DISCOVERY 


The initial path MTU discovery is done during the JOIN messages. The conditions are as 
follows: 


Step 1. Join message will be sent from the AP to the controller by padding the mes- 
sage to 1485 bytes with a Don’t Fragment (DF) bit set. 


Step 2. If the controller receives the message, it returns a join response padded up to 
1485 bytes, and the AP updates its MTU size to 1485. 


Step 3. If the join request with padded bytes of 1485 does not reach the controller, 
the AP times out after 3 seconds and sends a new join request without 
padding (MTU size 576). 


Therefore, the AP will join the controller with an MTU size of either 1485 or 576 bytes; 
it can be changed only after the AP is in its run state (Dynamic Path MTU Discovery). 


CAPWAP-Dynamic P-MTU Discovery 
The dynamic Path-MTU is done as per RFC 1191: 
Step 1. The AP sends CAPWAP (control and data) packets with the DF bit set. 


Step 2. If the MTU has changed, the router sends an Internet Control Message 
Protocol (ICMP) error to the AP to fragment the packet. 


Step 3. The AP immediately changes the MTU size to 576 bytes. 


Step 4. The AP looks for next-hop MTU information in the ICMP error message and 
sends a P-MTU discovery packet. If the controller receives it, the AP uses it 
for all the future communications with the controller. 


Step 5. If the ICMP error message does not have a next-hop MTU value, the AP 
starts from the lowest MTU (576) and increases every 30 seconds in steps of 
(576, 1006, 1492, 1500). 


Notice MTU changes in the following output from the controller debugs: 


openssl dtls_mtu_update: Setting DTLS MTU for link to peer 192.168.1.23:41148 
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TCP-MSS Adjustment Feature 


Because fragmentation and reassembly in the middle of the data transport can slow the 
performance, the best solution is to prevent large packets already at the application layer. 


The TCP-MSS-Adjustment feature modifies the maximum segment size (MSS) for TCP 
SYN packets traveling through the network and prohibits the application from sending 
packets that are too large. It can be enabled globally or configured per AP. 


802.11 Bindings and Payloads 


As you learned at the beginning of this chapter, the CAPWAP protocol does not include 
specific wireless technologies; instead, it relies on a binding specification to extend the 
technology to a particular wireless technology. Those binding specifications for the IEEE 
802.11 wireless protocol are defined in RFC 5416. 


CAPWAP-Data Binding and Payloads 


To differentiate which protocol is transported by CAPWAP-Data, the CAPWAP Header 
requires all CAPWAP binding specifications to have a Wireless Binding Identifier (WBID) 
assigned. The IEEE 802.11 binding uses the value 1. If CAPWAP-Data encryption is not 
enabled, you can read this value directly from a sniffer trace. Figure 4-12 highlights the 
WBID in the packet. After the WBID there is some wireless information that follows and 
then you see the transported 802.11 frame itself. 


Wireless Binding Identifier (WBID) 


change. pcap - Wireshark. 
fle Edt Yew Go Capture Ande Statistics ods Heb 
ae ao a axeeis >a FZ |B\8/QAQ 


Fiter: [Frame.nunber == 398 ~ Expression... Clear Apply 


# Ethernet II, Src: Cis 


# Internet Protocol, 5 54] G10.0.107.254) 


version: 0 


et Info: No 


3 2: IEEE 802.16; 3: EPCGlobal): 1 


Data Leng 
ss Info ¢ 


}: BO1S00BF 


z wireless Info ¢ c->WTP): 8018008F 
Padding for 4 Byte Alignement: 0000 
® IEEE 802.11 Association Request, Flags: .p...... 
# Data (19 bytes) 


a2 80 1d le 08 


Profile: Default 


Figure 4-12 Wireless Binding Identifier (WBID) 
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CAPWAP-Control Binding and Payloads 


Depending on the control message type, both CAPWAP and LWAPP control messages 
contain zero or more LWAPP/CAPWAP Protocol message elements. Figure 4-13 
(CAPWAP) and Figure 4-14 (LWAPP) show the corresponding control message format. 
The message elements are highlighted in bold. Message elements are used to carry infor- 
mation needed in control messages. 


0) 


1 2 
012345678901234567890123 4 
+ + + 


1 5678901 
CT ee eT 
Message Type 
tebe to tata tebe tity tote te tite to tate te tito tetote bebe te petotetete to totet 

Sequence Number Message Element Length | Flags 
bebe tae tata tate pitti tate bette tata ba bape tipo t abe bbe tata b abate pita bot 


Message Element [0..N] ... 
Hata teto titi te pete te tet tite tote te tote t- 


Figure 4-13 CAPWAP Control Message Format 


0) 


1 
0123456789012345678 
“"vesape pe "| Semrce Numer | 


3 


2 
901234567890 
trtotetetotetotitetitetot-t- 


+a 


Message Type Sequence Number Message Element Length 
pete totetete tote tn tate bebe teto tote te tebe totete tebe be te te totete tebe to tet 
Session ID 
bebe ta tata tate peta tata tebe ta taba ba tapi ta taba te pata t apap taba t 
Message Element [0..N] ... 
Hata ta tote te pete to tite ti tote te tated t 


Figure 4-14 LWAPP Control Message Format 


Every message element (carried by CAPWAP or LWAPP Controller messages) is identified 
by the Type Value field. A message element uses the type, length, value (TLV) format 
shown in Figure 4-15. 


0 1 2 

012345678901 90123456789 1 

fobebiba top p ebb ete b ebb atop eb ap ate bbe pba tebe bebop ete b etd 
Type Length 

Poeddi dation itched ete Pitt lc 
Value ... 

ee ae eae ena Hernan ren Ieee ver aee aePeeE 


3 
0 


Figure 4-15 TLV Format 


Note ‘Table B-1 in Appendix B, “LWAPP and CAPWAP Payloads,” outlines all 
CAPWAP/LWAPP message elements. 
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Table B-2 details the payloads (every message element) sent in LWAPP control messages 
and the corresponding ones that will be sent in CAPWAP control messages. 


When debugging CAPWAP packets on the controller or capturing CAPWAP packets 
with the latest CAPWAP dissector, you will find all those elements in the CAPWAP con- 
trol messages. 


LWAPP and CAPWAP Vendor-Specific Payloads 


CAPWAP uses almost identical message elements to LWAPP. If no corresponding 
CAPWAP element exists, such as Radio Resource Management (RRM), the Cisco Unified 
Wireless Solution transports LWAPP message elements within the CAPWAP vendor- 
specific elements and maintains all functionality. 


The Vendor-Specific Payload message element (Type 37) uses the format shown in 


Figure 4-16. 

0 1 2 3 
01234567890123456789012345678901 
pobobetotetitotiti titi ti titted ti tatetititetebete bebe bebebebebebobet 


Vendor Identifier 
cn ne oe ne ee oe ee ee re ee ee ee ee ee ee 
Element ID Data ... 
Se ne oe ne ee oe ee ee oe ee oe re 


Figure 4-16 CAPWAP Vendor-Specific Payload Message Element 


Therefore, the complete LWAPP/Cisco vendor-specific message element appears in a 
trace, as shown in Figure 4-17, using the Cisco OID (Vendor ID) 0x00-40-96-00. 


0 1 2 3 

01234567890123456789012345678901 

Se ee 
Type = 37 Length >=7 

FPS PRE Rap pad aS pS Brad Bas bo pact he a Pa a pp pa Se pad Bd Ba pO pia pins ho FPR pS 


Vendor Identifier = Ox 00 40 96 00 
pati bi bebe be tate te tebe tebe tet tet te pede be bebe bebe tebe tebe tebe be beet 
Cisco/LWAPP-Specific Element ID Data ... 
Hapebe bebe be bebe tebe be bebe pete tite tebe bebe bebe teeta be tet 


Figure 4-17 Cisco’s/LWAPP-Specific Payload Message Element 


Summary 


CAPWAP is a standard, interoperable protocol that enables an access controller (AC; 
WLC) to manage a collection of WTPs; APs). CAPWAP is based on LWAPP, which is the 
protocol used in the controllers and APs. One essential reason for moving to CAPWAP is 
to standardize. As a standard, CAPWAP will enable interoperability of Cisco controllers 
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with third-party APs. A second critical reason is because CAPWAP enables management 
of radio-frequency identification, RFID, readers (and in the future other devices via sen- 
sor gateways). To summarize, the following are the major benefits: 


m= Support for Path-MTU discovery 
m Fragmentation/reassembly using the CAPWAP protocol 
m= Supported legacy as well as next-generation WLC platforms (such as the 5500s) 


m Uses DTLS for Control and Data Channel encryption between AP and WLC 


With the introduction of CAPWAP, there are no new command-line interface (CLI) com- 
mands other than the debugging ones. The goal here is to help you understand the trou- 
bleshooting process utilizing CAPWAP and offer the most versatile, scalable, and power- 
ful product that the market has seen. CAPWAP is simply the next step in making this 
transition happen. 


Chapter 5 


Network Design Considerations 


The Cisco Unified Wireless Network (CUWN) solution provides significant flexibility for 
network design and redundancy. Although the physical location of controllers and access 
points (APs) has some best practices depending on the actual network design, for the 
most part you can install a controller anywhere on your network and have the APs regis- 
ter to it and start serving wireless clients. 


Controller Placement 


Before you decide where to locate a controller, you need to decide what model of controller 
you are going to use. Each controller model has its place within the network. The smaller 
2100 series and Network Module-based controllers are usually implemented in small net- 
works or remote locations where you are placing only a few APs and expect few clients. For 
a large campus deployment where you need hundreds of APs and expect thousands of 
clients, however, the Wireless Integrated Service Module (WiSM) is a much better solution 
than installing several smaller-capacity controllers. 


To provide wireless redundancy, you can configure multiple controllers to be backups for 
each other. Unlike other Cisco devices that exchange heartbeats with their redundant 
device to determine if the primary failed, the APs are configured with primary, second- 
ary, and tertiary controllers. The APs currently exchange heartbeats with the controller 
they are registered with; should the heartbeats fail, they acknowledge that the controller 
is down and then try to move to an alternative controller that has been configured or dis- 
covered by other means. (Refer to Chapter 3, “Introduction to LWAPP,” for a detailed 
explanation of the discovery and join process.) Starting in code Release 5.0 and higher, 
you can configure global primary and secondary backup controllers that apply to all the 
APs that are registered to a controller. If no secondary or tertiary controllers are defined 
for an AP and their current controller fails, the AP tries to join the global primary backup 
controller. Cisco refers to this as bigh availability in later code releases. Chapter 9, 
“Mobility,” covers configuring and troubleshooting high availability on the 
controllers/APs in more detail. 
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Using high availability provides network resiliency in the case of hardware or network failure; 
you should take this into account when determining where to locate your controllers in the 
network. You can use three backup configurations: 


With an N+1 scenario, you have two controllers, and all the APs are joined to one of 
them. Should that controller fail, the APs are configured to move to the backup controller. 


When you have APs joined to both controllers and the APs have the other controller as 
their backup, this is known as N+N. Should one controller fail, the APs on that controller 
move to the second controller. Usually the redundant controllers are on the same physical 
network, if not the same management VLAN on the network. 


An N+N+1 configuration has three controllers. Two of the controllers back up each 
other, and the third controller backs up the two primary controllers. The +1 controller 
might be at the network core while the N+N controllers are installed at the access or dis- 
tribution layer. 


Many other combinations exist for configuring the controllers and APs for redundancy. You 
can configure a primary, secondary, and tertiary controller as well as a global primary and sec- 
ondary backup starting in code Release 5.0. Chapter 9 discusses AP failover in detail. 


Note Regardless of the failover scenario you decide to deploy, make sure that the backup 
controllers have the capacity to accept any and all APs from a failed controller. If you have 
two 4402-12s with ten APs on each and one of them fails, eight APs will be stranded with 

no controller to join. 


Although restrictions do not limit the model of controller you should use, the type of 
redundancy you want (if any), or where in the network you decide to install them, the 
sections that follow cover some design considerations/suggestions that might aid in your 
decision. 


Access Layer Deployments 


The access layer of your network is where client devices access the network. It is also 
where the majority of the network resources the clients would need access to would 
reside. In wireless terms, the WLAN would be the access layer. 


You can install your controller(s) at the access layer, or wiring closet, of your network. In 
most cases, you would use the integrated 3750G model in this scenario, but you could 
use the 4400 series just as easily. 


Deploying your controllers at the access layer of the network keeps the access traffic of 
the wireless clients at the access layer. If you choose the 3750G model, you can take 
advantage of a lower cost controller, with Layer 3 uplink redundancy at the network 
edge, as well as the Power over Ethernet (PoE) features of the switch to power your APs. 
You can also set up N+N redundancy within the switch stack. 
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Having your controllers at the access layer might introduce some inter-controller roaming 
challenges. Should the wireless clients be able to roam between APs joined to controllers 
in different access layers of the network, you might be able to introduce Layer 3 roaming 
events and client traffic routing events that you need to consider. Chapter 9 details the 
traffic flow and network best practices for Layer 3 roaming. 


Distribution Layer Deployments 


The distribution layer of your network is where access layer traffic is aggregated and net- 
work policies are enforced. This makes the distribution layer a great place to install your 

controllers. You can easily implement controller redundancy and AP load-balancing with 
controllers deployed at the distribution layer. Although WiSMs are usually the controller 
model deployed in this scenario, the 4400 and 3750G series work just as well. 


When you place controllers at the distribution layer, you effectively collapse the access 
layer into the distribution layer of the network. You should consider what access layer 
switching features you will need at the distribution layer switches so they can be applied 
to the incoming and outgoing WLAN traffic from the controller. 


Service Block Deployments 


Service blocks are groups of service modules in a Catalyst 6500 series switch. A single 
6500 switch could hold a Firewall Service Module (FWSM), several WiSM blades, an 
Intrusion Detection System (IDS) Module, a Network Analysis Module (NAM), as well as 
high-speed switching modules such as a WS-X6548 line cards. 


Like distribution layer deployments, service block deployments usually incorporate one 
or more WiSMs, but you can also use 4400 series controllers here. These deployments 
usually lead to highly efficient inter-controller mobility and simplified network manage- 
ment. For large campuses, there is also an incremental economy of scale as the size of the 
network grows. 


You would normally install a service block in a data center where you have redundant 
power, routing, and switching to prevent a network down situation in the event of a 
device failure. Also, data centers are usually manned by skilled IT professionals. 


Data centers are usually located across the network core, so bandwidth and latency are 
important factors for you to consider. 


In large networks, you can install service blocks in a redundant arm off the distribution 
layer switches. This design is valuable when core bandwidth is at a premium, such as 
when there are several large distributed campuses connected via a metropolitan-area net- 
work (MAN). 
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WAN Considerations 


Depending on your network topology, you might have offices or remote networks that 
are connected to the core network across a WAN. The WAN link could be a dedicated T1 
line or Multiprotocol Label Switching (MPLS) network connection. 


The type of WAN connection you have plays a part in your decision of where to place 
your controllers. If you have only a low-bandwidth link such as a T1 line, you might con- 
sider placing a 2106 or Network Module Controller (NMC) at the site or perhaps using 
the APs in Hybrid Remote Edge Access Point (H-REAP) mode. (Chapter 13, “H-REAP,” 
discusses H-REAP deployments.) An AP operating in H-REAP mode only sends 
LWAPP/CAPWAP control traffic across the WAN link and bridges client data traffic 
directly to the local switch. Otherwise, a client that is trying to access a local resource, 
such as a printer, eats up the WAN bandwidth with the data packets going back to the 
controller and then returning across the WAN to reach the local resource. If you have a 
high-speed connection like MPLS or dedicated OC3, you could probably get away with 
the APs not using H-REAP mode at the remote location and have them register to your 
controller at the network core in Local mode. Placing a controller locally or using 
H-REAP helps you conserve bandwidth and provides wireless access in the event of a 
WAN failure. 


Another WAN consideration is network delay. If your WAN link experiences significant 
delay and your APs are not in H-REAP mode, wireless client access to network resources 
could be sluggish or time out altogether. This would not be the case if the AP directly 
bridged the client data traffic to the local network switch. If the round-trip ping times 
from the remote network to where the controller will be installed are greater than 300 ms, 
you are better off using standalone APs or installing a small controller. The controller and 
H-REAP APs can handle only a 300 ms delay. 


AP Placement 


The results of your wireless survey determine where to locate your APs on the campus, 
buildings, and floors. The survey tells you how many APs you need and what power lev- 
els provide the best coverage. Every wireless installation is unique, and what looks good 
to the human eye on a map might not be the best layout for the wireless solution. 


The APs would be connected to your access layer switches in a management or other iso- 
lated VLAN to keep the APs from having to process unnecessary packets. 


Another consideration is how to deploy the APs per controller on the network if you will 
have more than one. A common deployment is known as a salt-and-pepper or checker- 
board deployment. With salt-and-pepper, the idea is that you have every other AP on the 
floor joined to a different controller, as shown in Figure 5-1. This physical deployment 
provides dynamic traffic load-balancing between the controllers and radio frequency (RF) 
resiliency. In the case of a single controller failure, only half of the APs on a particular 
floor would be lost; the remaining APs could still service the wireless clients. 


Although salt-and-pepper sounds like a good idea in theory, it does have several draw- 
backs. With every other AP joined to a different controller, the number of inter-controller 
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roaming events increases many-fold. As illustrated in Figure 5-1, almost every time a 
client roams, it roams to an AP joined to the other controller. Even though inter-controller 
roaming is highly optimized when you configure it correctly (see Chapter 9), intracon- 
troller roaming is more efficient. The aggressive load-balancing feature of the controller, 
if enabled, works on a per-controller basis, so a salt-and-pepper deployment would essen- 
tially defeat the feature. Troubleshooting client issues also becomes more difficult 
because it adds a layer of complexity. 


1 

1 I 
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b - ON Inter-WLC Roam 
©0000 I 000000 <—_—_—___—> 


l AP joined to WLC1 


000000 (00000) AP joined to WLC2 
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Figure 5-1 Salt-and-Pepper Deployment 


Client traffic patterns become unpredictable, which makes troubleshooting more diffi- 
cult. Regardless of how the APs are dispersed across controllers in your network, should 
one controller fail, all clients associated to APs on the failed controller are disconnected. 
A salt-and-pepper design does not overcome this fundamental aspect of the CUWN, so 
you gain no high availability. Cisco does not recommend a salt-and-pepper deployment 
because, in addition to the reasons already stated, a failure in this scenario will result in 
the Radio Resource Management (RRM) feature performing harsh adjustments with the 
loss of the surrounding APs. Because the radios adjust power and channel, even though 
half of the APs did not drop, the clients will still be affected until the system settles 
under the new RF conditions. When the situation is cleared, the process will start again 
as the missing APs come back online. 


A better solution is to separate the APs between the controllers into logical coverage 
areas such as by floor. In this case, should you have a controller or network failure that 
takes down one controller, you would only lose wireless on a particular floor(s) until the 
APs were able to join their secondary or backup controller (see Chapter 9). 
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Dense AP Deployment Considerations 


Not every wireless deployment consists of placing APs on a floor to provide coverage to 
a dispersed number of clients. Conference rooms and convention centers pose a unique 
problem in that you have a concentrated client base in a confined space. Your AP place- 
ment and channel design must take this into account because here, even more than usual, 
the drawbacks of a half-duplex medium such as wireless are highlighted. 


In the 2.4-GHz band, you have only three nonoverlapping channels: 1, 6, and 11. This lim- 
itation creates unique design constraints for a dense deployment because you need to 
mitigate co-channel interference while still providing adequate coverage for the users. As 
the number of clients increases, the majority of the co-channel interference will be 
caused by the clients sending and receiving packets on the same channel. 


Although you can have up to 254 clients associated with a single AP (128 per radio if AP 
has both b/g and a radio), because wireless is half-duplex, a single 802.11b client can only 
realize about 5.6 Mbps throughput at best. For 802.11g or 802.11a only, a client can real- 
ize only around 28 Mbps. If you are mixing 802.11b and 802.11g¢ clients, the 802.11g 
clients are forced to use protection mechanisms that essentially cut the throughput in 
half. You also need to consider the type of client traffic you are expecting. The situation 
is much different for clients just surfing the web as opposed to 200 clients trying to 
download MP3 files at the same time. Cisco recommends designing the network for no 
more than 40-50 users per AP in an auditorium-like environment. You can place the APs 
as close as to within 6 feet of each other. APs on the same channel should be as far apart 
from each other as you can manage. 


To help mitigate co-channel interference and improve performance, you would ideally dis- 
able all the data rates below 12 Mbps. The majority of wireless clients these days are 
802.11g compliant, and the newest are usually 802.11a compliant as well. Disabling the 
lower data rates prevents 802.11b clients from connecting and causes the 802.11¢ clients 
to initiate the protection mechanisms. The protection mechanisms cause the 802.11g 
clients to send Request To Send (RTS) and Clear To Send (CTS) messages so the 802.11b 
clients know if the channel is in use. The clients send RTS/CTS frames at the slowest sup- 
ported rate in addition to the beacon frames. The additional traffic at the slowest rate fur- 
ther degrades the efficiency of the channel. If you know you will have 802.11b clients, 
only enable the 11-Mbps data rate and set it to Mandatory/Basic. 


Disabling the lower data rates also means that you have less cell coverage by each AP, so 
co-channel overlap is reduced. In addition, it means that the radios use the channel less 
for beaconing. An AP radio can send more than 5 times the number of 100-byte beacons 
at 11 Mbps than it can at 1 Mbps. Table 5-1 shows the comparison of data rates and bea- 
con size and how long the radio occupies the channel in microseconds to send it. 


Note The values listed in Table 5-1 are for the beacon only. The PHY header is an addi- 

tional 100 microseconds. Because of this, when you have multiple WLANs, the transmis- 
sion time is multiplied. Therefore, if you have four WLANs, it increases the transmission 
time by a factor of four. 


Chapter 5: Network Design Considerations 


Table 5-1 Beacon Transmission Times (Microseconds) Versus Data Rate 
802.11b Beacon Size 


100 200 250 300 350 


Data Rate (Mbps) 


1 896 1696 2096 2496 2896 
2 496 896 1096 1296 1496 
5.5 241 387 460 532 605 
11 169 241 278 314 351 
802.11a/g/n Beacon Size 

100 200 250 300 350 
Data Rate (Mbps) 
6 153 287 353 420 487 
12 87 153 187 220 253 
24 53 87 103 120 137 
54 35 50 57 64 72 
130 26 32 35 38 42 
300 23 25 27 28 29 


Having higher data rates means the radio uses the channel less often and decreases the 
cell size. In most cases, this improves client roaming. 


When designing a dense AP deployment, Cisco recommends using the 5-GHz band. 
Unlike the 2.4-GHz range where you are limited to only three nonoverlapping channels, 
the 5-GHz band has 21 nonoverlapping channels. Having more channels to use can mean 
that no two APs have to use the same channel, which greatly reduces co-channel interfer- 
ence. If you needed to place more than 21 APs, you could really increase the physical dis- 
tance between APs on the same channel. 


Most new wireless supplicants that support the 5-GHz band try to associate using a 5- 
GHz channel first and only try using b/g if all the 5-GHz channels fail. If the client sup- 
ports this feature, it helps keep 802.11a capable clients from using the 802.11g channels 
and helps minimize channel usage on channels 1, 6, and 11. 


Note An upcoming controller code release allows the APs to aid in steering wireless 
clients that are 802.11a capable toward the 5-GHz radio. 
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If you know you will only have 802.11a clients or you want to prevent any non-802.11a 
clients from associating to a particular WLAN, you can always use the Radio Policy fea- 
ture and limit the WLAN to 5 GHz. You can also use this feature to limit a WLAN to just 
802.11g, 802.11a/g, or 802.11b/g clients. Figure 5-2 shows the Radio Policy limiting the 
WLAN to 802.1 1a. 


stfierfes Save Configuration Ping Logout Refresh 
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Profile Name 
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SSID syslog 
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Security Policies None 
(Modifications done under security tab will appear after applying the changes.) 
Radio Policy 802.11a only @ 
Interface [management 
Broadcast SSID W Enabled 


Foot Notes 


1 CKIP is not supported by 10xx model APs 
2 Web Policy cannot be used in combination with IPsec 
3 H-REAP Local Switching is not supported with IPsec, CRANITE authentication 
is enabled, a Timeout Value of zero means infinity (will require administrative override to reset excluded clients) 
active unless WPA2 is configured 
6 Learn Client IP is configurable only when HREAP Local Switching is enabled 
7 WMM and open or AES security should be enabled to support higher 11n rates 


Figure 5-2) WLAN Radio Policy Feature 


When designing an 802.11a network, you need to be aware that the controller automati- 
cally enables Dynamic Frequency Selection (DFS) on 15 channels (52-140). If an AP 
detects radar on the channel it is currently using, it scans for a new channel and waits 

60 seconds to make sure no radar is on that channel before it starts using it. An AP does 
not try to use the previous channel again for 30 minutes. Even if you hard-code the AP 
channel and do not use Auto-RF, the AP must change channels when radar is detected. 
This is a key point when designing the network. If you have a sparse AP deployment and 
an AP detects radar and changes channels, your clients may not have another AP they can 
roam to. If not, the client experiences a significant loss of service until the original AP 
selects another channel and stars servicing those clients again. 


802.11n 


Another design consideration is the new 802.11n Standard Client devices that support 
802.11n can achieve data rates up to 144 Mbps on the 2.4-GHz band and 300 Mbps on 
the 5-GHz band. Cisco currently offers two AP models that support 802.11n: the 1140 


Chapter 5: Network Design Considerations 


and 1250 series APs. The coverage of these APs is almost identical to the non-802.11n 
APs such as the 1242 AP. This means transitioning from legacy deployments should be 
fairly painless based on RF coverage. As with any wireless deployment, however, you 
should perform a site survey to determine proper AP density and placement. Designing 
an 802.11n network is similar to designing a legacy wireless network, but you need to 
take other considerations into account. 


If you want to provide the highest N data rates, you have to use channel bonding. With 
channel bonding, you aggregate two channels to get increased bandwidth. Bonding two 
channels means you cut the number of non-overlapping channels to one for 2.4 GHz and 
nine for 5 GHz. Cisco only recommends using channel bonding on the 5-GHz band 
because you essentially wreck the 2.4-GHz band if you use channel bonding. 


Another issue is power. To fully realize the 802.11n rates, the APs require a little more 
power than standard APs. A 1250 series AP requires 18.5 W, and the 1140 series needs 
12.95 W. Regular 802.3af PoE switches can provide a maximum of 15.4W, so if you are 
planning to use 1250 series APs, the switch would not be able to fully power the unit. 
You need to use a local power supply or a power injector to fully power the AP. This can 
affect the physical placement of your APs. 


The physical port speed of your switch is another factor. Although the 802.11n APs sup- 
port 10/100/1000 Mbps, you can create a bottleneck at the switch port if you connect 
the AP to a 10- or 100-Mbps port. This logic also applies to the 2100 series controllers. 
The network ports on those controllers are only 10/100. You can imagine the bottleneck 
of a 2125 with 25 1250 series APs and hundreds of 802.11n clients all trying to pass traf- 
fic through a 100-Mbps port. 


Just as 802.11g uses protection mechanisms to allow for backward compatibility with 
older clients, 802.11n uses protection to allow for non-11n clients to associate and use the 
wireless medium. Also just like 802.11g, the coexistence with legacy clients lowers the 
performance of the 802.11n network compared to an 11n-only network. Despite the 
resulting lower throughput, the overall throughput is much higher than the older stan- 
dards. 


Finally, in addition to channel bonding, a controller needs to have the correct configura- 
tion to support 802.11n clients. The 802.11n mode must be enabled, as illustrated in 
Figure 5-3. 


Also, the WLAN that the 802.11n clients use must have the correct security and quality 
of service (QoS) enabled. The 802.11n Standard requires either no security or WPA2 with 
Advanced Encryption Standard (AES) encryption. It also requires that Wi-Fi Multimedia 
(WMM) be allowed or required. (Chapter 11, “Wireless Voice,” discusses WMM in 
greater detail.) If you have legacy clients that cannot use WPA2/AES, you need to plan 
accordingly and either create a separate WLAN for those clients or perhaps even remove 
those clients from the network. 
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Figure 5-3 Enabling 802.11n Mode 


Location Design Considerations 


The Cisco Wireless Location Appliance and the new, more powerful Mobility Services 
Engine (MSE) aggregate client information from the APs on the controllers to track loca- 
tions of wireless devices. A single Location Appliance can track up to 2500 individual 
devices, including legitimate wireless clients, rogue clients, rogue APs, and radio frequency 
identification (RFID) tags. The 3350 MSE can track up to 18,000 devices, 3,000 Monitor 
Mode APs, and its Mobile Intelligent Roaming software supports up to 2,000 registered 
devices simultaneously. Although the Location Appliance and MSE are outside the scope 
of this book, it is important to understand the design considerations that a location-based 
deployment requires. 


Cisco advertises accuracy within 30 feet (10 m) 90 percent of the time when using the 
Location Appliance. The more APs that hear a wireless device, the better the location 
accuracy is going to be. You want to ensure that no fewer than three APs, and preferably 
four or five, provide coverage to every area where device location is required. 


Make sure these two important guidelines are adhered to, listed in order of priority: 
1. Access points should surround the desired location. 


2. One access point should be placed roughly every 50 to 70 linear feet (about 17 to 20 
meters). This translates into one access point every 2500 to 5000 square feet (about 
230 to 450 square meters). 
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You should place APs around the periphery of the environment to help locate devices 
close to outside walls. Staggering APs within the interior as well as the periphery greatly 
improve location accuracy, as illustrated in Figure 5-4. 
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Figure 5-4 Location Deployment AP Placement 


In Figure 5-4, three APs hear the client, which aids in triangulating the client and pro- 
vides much more accurate location results. 


Using directional antennas on the APs along the walls also helps by keeping the wireless 
signal within the building. 


Note Devices must be detected at signals greater than —75 dBm for the controllers to for- 
ward information to the location appliance or MSE. No fewer than three access points 
should be able to detect any device at signals below —75 dBm. 
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As you already know, dense deployments pose unique design and RF considerations. 
Should you have both voice and data clients, a dense deployment of APs can actually hin- 
der the voice clients because the phones hear too many APs and are not able to make 
good roaming decisions. To have a deployment that satisfies the requirements for good 
location accuracy and allows your wireless phones to operate optimally, you can place 
APs in Monitor mode throughout the network, as illustrated in Figure 5-5. 
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Figure 5-5 Using Monitor Mode APs 


In Figure 5-5, the client device is heard by all six APs, but it can only associate with the 
non-Monitor Mode APs. An AP in Monitor Mode does not service wireless clients (clear 
RF circles); therefore, it is not considered when a client is roaming or trying to associate 
with a WLAN. Monitor APs act as dedicated sensors for the location-based services 
(LBS), such as rogue AP detection and IDS. When the APs are in Monitor Mode, they 
can only receive; therefore, they cannot service clients or attach to suspected rogue 

APs they detect. A Monitor AP scans through every configured channel once every 

12 seconds. 


With this design, you have a high AP density, which is good for location services, but 
because only half of the APs actually service wireless clients, the density is not too high 
for a voice deployment. 
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Perhaps the worst possible AP placement for location is if the APs are ina straight line, as 
illustrated in Figure 5-6. 


Figure 5-6 Linear AP Placement 


Although the AP placement in Figure 5-6 provides plenty of wireless coverage, the loca- 
tion algorithm suffers dramatically because a single AP hears the client device. If two 
APs hear the client, the location algorithms have no way of telling whether the devices 
are above or below the AP. 


Summary 


When designing your wireless controller installation, you need to understand all the dif- 
ferent factors that affect the performance of the system. You need to understand the dif- 
ferent controller models and their features to make sure they meet your design goals. You 
also need to understand the physical placement of the controller and the APs within the 
network and how that affects traffic flow between the APs and the controller. Are you 
planning for a conference that services thousands of clients or just provides wireless 
access for a remote office with five employees? You also need to consider the network 
itself; what type of bandwidth do you have at your disposal, and is there an inherent 
delay that might warrant placing a controller locally at a particular site, using H-REAP, or 
simply installing a standalone AP(s)? Understanding the capabilities of your wireless 
clients allows you to design your network to best service those clients. Putting all of that 
together aids you in designing a stable and usable wireless infrastructure. 
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Chapter 6 


Understanding the 


Troubleshooting Tools 


The purpose of this chapter is to educate you about the options and possibilities for 
troubleshooting wired and wireless issues within your deployments. This also makes it 
easier for you to formulate a troubleshooting plan. It might even provide seasoned engi- 
neers with new options in troubleshooting their everday issues in a fresh manner. 


Troubleshooting on the WLC 


The Wireless LAN Controller (WLC) has some diagnostic logs and tools built in it that 
can assist us when a potential problem arises. However, these tools alone are not compre- 
hensive enough in most cases to fully troubleshoot many issues. In fact, the controllers 
do not contain nearly the amount or the caliber of information and logs that a typical 
IOS device contains. The controller does have features and other tools that do not exist 
on typical IOS devices that can make up for the differences, which this chapter covers in 
detail. 


Debugging 


Debugging is one of the most common and usually initial forms of troubleshooting any 
network problem. Because the WLC products were acquired through a company acquisi- 
tion, they obviously had a debugging system that was different from typical IOS debug 
commands. One of the challenges is getting used to a new list of debugs. For a comprehen- 
sive list of debugs, see Appendix A, “Debugging Commands.” Another key piece of infor- 
mation to be aware of is that debugs may change from one version to the next or when new 
features are added. For instance, one of the more useful debugs created in the newer 6.0 
version of code is the new memory debugs that help detect a memory leak that can be initi- 
ated and applied to the WLC or the access point (AP) in question. Consider the following 
example of a WLC debug set: 
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= config memory monitor errors {enable | disable}: Enables or disables monitoring for 
memory errors and leaks. Your changes are not saved across reboots. After the con- 
troller reboots, it uses the default setting for this feature. The default value is disabled. 


= config memory monitor leaks low_thresh bigh_thresh: Configures the controller 
to perform an auto-leak analysis between two memory thresholds (in kilobytes) if 
you suspect that a memory leak has occurred. 


If the free memory is lower than the /ow_thresh threshold, the system crashes, gen- 
erating a crash file. 


The default value for this parameter is 10,000 kilobytes, and you cannot set it below 
this value. Set the bigh_thresh threshold to the current free memory level or higher 
so that the system enters auto-leak-analysis mode. After the free memory reaches a 
level lower than the specified bigh_thresh threshold, the process of tracking and 
freeing memory allocation begins. As a result, the debug memory events enable 
command shows all allocations and frees, and the show memory monitor detail 
command starts to detect any suspected memory leaks. The default value for this 
parameter is 30,000 kilobytes. 


m= show memory monitor: Displays a summary of any discovered memory issues. 
Information similar to the following appears: 


Memory Leak Monitor Status: 

low_threshold(10000), high _threshold(30000), current status(disabled) 
Memory Error Monitor Status: 

Crash-on-error flag currently set to (disabled) 

No memory error detected. 


m= show memory monitor detail: Displays details of any memory leaks or corruption. 
Information similar to the following appears: 


Memory error detected. Details: 

- Corruption detected at pmalloc entry address: (0x179a7ecO) 

- Corrupt entry:headerMagic (Oxdeadf00d) , trailer (Oxabcd) ,poison(@xreadceef) , 
entrysize(128) ,bytes(100),thread(Unknown task name, task id = (332096592)), 
file(pmalloc.c) ,line(1736) ,time(1027) 

Previous 1K memory dump from error location. 


(179a7acO): 00000000 00000000 00000000 ceeff00d readf00d 20000080 00000000 
00000000 
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(179a7ae0): 17958b20 00000000 1175608c 00000078 00000000 readceef 179a7afc 
00000001 


(179a7b00) : 00000003 00000006 00000001 20000004 00000001 20000009 00000009 
0000020d 


(179a7b20) : 00000001 20000002 20000002 00000001 00000004 00000000 20000000 
5d7b9aba 


(179a7b40): cbhddf004 192f465e 7791acc8 e5032242 5365788c alb7cee6 00000000 
00000000 


(179a7b60) : 00000000 00000000 000000OO 00000000 00000000 ceeff00d readf0dd 
00000080 


(179a7b80) : 00000000 00000000 17958dc0 00000000 1175608c 00000078 00000000 
readceef 


(179a7baO): 179a7ba4 00000001 020000003 00000006 20000001 00000004 00000001 
00003763 


(179a7bcO) : 00000002 00000002 00000010 20000001 00000002 00000000 0000001e 
00000013 


(179a7beO) : 0000001a 00000089 00000000 00000000 000000d8 00000000 00000000 
17222194 


(179a7c0O): 1722246c 1722246c 00000000 20000000 00000000 20000000 00000000 
ceeff00d 


(179a7C20): readf00d 00000080 00000000 00000000 179a7b78 00000000 1175608c 
00000078 


As far as the controller is concerned, the majority of the debugging will be done on this 
device. However, debugging on the AP is common also. It is best to be familiar with both 
devices. Debugging on the AP is called remote debugging and must be enabled because 
it is disabled by default. To enable the controller to send debug commands to an AP con- 
verted to lightweight mode, enter the following command: 


debug ap {enable | disable | command cmd} Cisco_AP 


When this command is enabled, the controller sends debug commands to the AP as char- 
acter strings. You can send any debug command supported by Cisco Aironet APs that 
run Cisco IOS software in lightweight mode. See Appendix A for a more detailed list. To 
disable debugging on the AP, use the no debug all command. 


Consider the following similar memory debugs that you can run on the AP side. If a 
memory leak occurs, enter the following command to enable debugging of errors or 
events during memory allocation: 


debug memory {errors | events} {enable | disable} 
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Additional commands to display AP information useful for debugging are as follows: 


m= show memory debug leaks 

m= = show buffers leak 

m= show buffers address DataArea Example: 35DC7F4 

= = show buffers input-interface GO dump 

m= = show interfaces g0 

= = show buffers all dump 

m= = show memory processor dead 

Please referece Appendix A for a list of complete debugging commands for the IOS to 
Lightweight Access Point Protocol (LWAPP) or Control and Provisioning of Wireless 
Access Points (CAPWAP) device. One rule of thumb to go by is that typically all the IOS 
commands are still available and will work, especially the show and debug commands. 


The list to be aware of is the current one that contains LWAPP/CAPWAP debugs. This is a 
small list, so you can see the difference between these APs and the 1000 series. 


Other notable commands are as follows: 


m= = show cap client rcb: Displays AP config 

m= = show cap reap: Displays Remote-Edge AP (REAP) info 

m= = show cap reap association: Displays REAP association 
m= = show debug: Displays currently enabled debugs 

m test capwap restart: Restarts the AP, similar to rebooting 


m debug dtls events: Enables Datagram Transport Layer Security (DTLS) events 
debugging 


m debug dtls error: Enables DTLS error debugging 

m= ~=show capwap client rcb: Displays CAPWAP client config 

m debug capwap client events: Debugs CAPWAP client events 

m debug capwap client error: Debugs CAPWAP client errors 

m debug dtls client event: Debugs DTLS client events 

m debug dtls client error: Debugs DTLS client errors 

A command is also available to enable remote debugging on the older 1000 series APs. 
This is used only in rare cases but is worth mentioning in the event it is needed. To 
enable or disable remote debugging of a Cisco 1000 series lightweight AP or to remotely 
execute a command on a Cisco 1000 series lightweight AP, use the same command as 


mentioned earlier. However, in earlier versions, you have to use the config ap remote- 
debug command: 
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config ap remote-debug {enable | disable | exc-command cmd} Cisco_AP 
The following are a few commands used by the 1000 series APs. (For a complete list, 
please consult Appendix A.) 

mg help: Displays CLI command list 

m ping: Ping 

m = reboot: Reboots AP 

m timeofday: Displays current time of day 

m version: Displays software version 

m = get config: Displays current AP configuration 

m = get ipaddr: Displays IP address 

m= = get ipmask: Displays IP subnet mask 

m = get key: Displays encryption key 

m = get keyentrymethod: Displays encyrption key entry method 
m = get keysource: Displays source of encryption keys 

a = get login: Displays login user name 

m ~=get nameaddr: Displays IP address of name server 

m= get power: Displays transmit power setting 

m = get radiusname: Displays RADIUS server name or IP address 
m set antenna: Sets antenna 

m= set authentication: Sets authentication type 

m set autochannelselect: Sets auto-channel selection 

m set beaconinterval: Modifies beacon interval 

m set cfpperiod: Sets contention-free period interval 

m= set cfpmaxduration: Sets contention-free period max duration 
m set cfpstatus: Sets contention-free period status 

m set channel: Sets radio channel 

m set cipher: Sets cipher 

m™ set encryption: Sets encryption mode 

m = set factorydefault: Restores to default factory settings 

m= = set fragmentthreshold: Sets fragment threshold 


m= set frequency: Sets radio frequency (MHz) 
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m set gateway: Sets gateway IP address 


m set groupkeyupdate: Sets group key update interval (in seconds) 


Various debugging tools are available depending on the vendor of the device. For wire- 
less, there are controller, AP, client, RADIUS, and even switch debugs. As you can see, 
almost every hop in a Cisco deployment has a debug point. Debugging is discussed in 
more depth in each chapter when referring to the type of service or technology being dis- 
cussed. 


Advanced Debugging 


One of the downfalls of the WLC is that it does not contain many of the IOS tools com- 
monly found on Cisco routers and switches. For instance, you cannot look at the packet 
detail on a WLC without obtaining a packet trace. However, you can look at the raw data 
that hits the CPU on the controller. Starting from code Version 4.2, a new command 
exists to assist you in doing so. This is the debug packet command. What exactly does it 
do? It captures all the packets or the ones you specify that hit the CPU. That is critical to 
remember, because if your issue is in reference to traffic that does not interface with the 
CPU, this command will do you no good. The command is debug packet logging enable 
all number_of_packets; if you just press Enter, the default is 25. The output of this com- 
mand is a raw text dump of all packets that transverse the CPU. The command allows you 


to specify a hex output as well. Example 6-1 shows the output. 


Example 6-1 Debug Packet Logging Example 


(Cisco Controller) >debug packet logging ? 


acl Filter displayed packets. 

disable Disables debug. 

enable Enables debug. 

format Configures the format for debug output. 


(Cisco Controller) >debug packet logging enable 


(Cisco Controller) > 
rx len=161, 


0000 00 24 


0010 
0020 
0030 
0040 
0050 
0060 
0070 
0080 
0090 
Q0A0 


rx len=136, 


00 
01 
FF 
3A 
00 
1F 
FO 
04 
00 
00 


AD 
06 
00 
D8 
00 
9E 
80 
30 
00 


encap=dot11-probe, 


97 
99 
AO 
01 
F6 
00 
8D 
EF 
48 
00 


encap=dot11-probe, 


69 
C1 
BD 
00 
9E 
01 
85 
00 
60 
00 


51 
40 
14 
00 
QE 
04 
FO 
00 
6C 
00 


00 
00 
7F 
00 
EO 


FF 
00 
00 
AZ 
1B 
13 
08 
1A 
00 


11 
99 
92 
23 
00 
E8 
02 
3C 
00 


port=1 
@@ 1F CA 


5E 
00 
AE 
72 
AQ 
DC 
04 
08 
00 


2A 
02 
00 
00 
64 
00 
FQ 
OB 
17 
00 


0B 
Co 
01 
80 
BA 
00 
57 
16 
FF 
00 


port=1 


ac 
a8 
00 
9e 
01 
00 
00 
Oc 
Tf 
00 


08 
01 
00 
19 
20 
40 
1F 
12 
00 
00 


00 
25 
00 
67 
03 
OB 
9E 
18 
00 
00 


45 
co 
17 
OF 
20 
AQ 
8D 
24 
00 
00 
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Q000 00 24 97 69 51 00 OO 1F CA 2A OB ac 08 OO 45 OO .$.iQ...U*.,..E. 
0010 00 9D 99 C2 40 OO FF 11 5E 11 CO a8 01 25 CO AB ...BA...*.@(.% 
Q020 01 O06 AO BD 14 7F 00 89 OO OO O1 OO OO OO 17 FE ...=....... eee, ~ 


0030 FF 00 01 00 00 00 00 92 AF 00 70 41 21 BA B4 EO ........ /.pA!:4i 
0040 1F 2D 2A OA 39 9B 31 E1 AB FF AD 01 20 43 20 00 .-*.9.1a+.-..C.. 
0050 00 00 OO 01 04 AB 11 00 BO OO OO OO 40 Al 3A OO ..... +..0.... 
Q060 1F 9E 8D 85 FO 00 18 DE 9D 17 1B 0@ 1F QE 8D 85 ....p..%....00e. 
0070 FO 70 68 00 00 01 O08 02 04 OB 16 Oc 12 18 24 OA pph........... $. 
@080 01 07 32 04 30 48 60 6C ..2.QH1 


rx len=133, encap=dot11-probe, port=1 

Q000 00 24 97 69 51 QO OO 1F CA 2A OB ac O08 OO 45 OO .$.iQ...JU*.,..E. 
Q010 00 8D 99 C3 40 00 FF 11 5E 20 CO a8 01 25 CO AB ...C@...*.@(.% 
0020 01 06 AO BD 14 7F 00 79 00 OO 01 OO OO OO 17 FE ...=...y....... ~ 
0030 FF @0 01 00 00 20 00 92 BO OO 6O 98 AG ED O6 CE ........ Q.° .&m.F 
0040 98 37 63 13 2D B7 03 68 BA C2 CB 01 20 03 20 00 .7c.-7.h:BK..... 
Q050 00 OO OO 01 04 AO 18 OO AE OO OO OO 40 OB DB OQ..... Ven wget a @.X. 
@060 1F 9E 8D 85 FO 00 40 96 AO 7C 7C OO 1F QE 8D 85 ....p.@..jj....- 
0070 FO 50 @D 00 00 O1 O08 82 84 8B 96 Oc 18 30 48 32 pP........... QH2 
0080 04 12 24 60 6C $1 

rx len=133, encap=dot11-probe, port=1 


You might be thinking, “What can I do with this data?” If you take the output and save it 
to a text file, you can convert it to a capture file and actually view it as a wired trace. All 
you need is a coversion utility, which most packet capture software bundles contain. For 
example, Wireshark has a text2pcap program that converts the text to a pcap file that 
Wireshark can then read. Example 6-2 gives you an idea of how to do this. 


Example 6-2 Converting Packet Debugs to Wired Traces 


C:\PROGRA~1\Wireshark>text2pcap raw-text-dump.txt wlc-viewable.pcap 
Input from: raw-text-dump 

Output to: wlc-viewable.pcap 

Wrote packet of 161 bytes at 0 

Wrote packet of 136 bytes at 161 

Wrote packet of 133 bytes at 297 

! Output omitted for brevity 

Wrote packet of 136 bytes at 10063 

Wrote packet of 133 bytes at 10199 

Read 75 potential packets, wrote 75 packets 


C:\PROGRA~1\Wireshark> 


You can then view the file using Wireshark or your favorite packet viewing program. The 
command also allows you to create access control lists (ACL) and apply them if you happen 
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to be looking for specific traffic types. The result is a built-in packet capture that allows 
you to view packets hitting the CPU of the controller. This is great for client-related issues, 
AP join issues, and so on. 


This debug facility enables you to display all packets going to and from the controller 
CPU. By default, all packets received by the debug facility are displayed, but you can 
enable it for either received or transmitted packets or both. You can use ACLs to filter 
packets before they are displayed so you are not looking at so much data. Packets not 
passing the ACLs are discarded without being displayed. Each ACL includes an action 
(permit, deny, or disable) and one or more fields that can match the packet. The debug 
facility provides ACLs that operate at the following levels and on the following values: 
mg Driver ACL 

Network processing unit (NPU) encapsulation type 

Port 
m = Ethernet header ACL 

Destination address 

Source address 

Ethernet type 

VLAN ID 
m IP header ACL 

Source address 

Destination address 

Protocol 

Source port (if applicable) 

Destination port (if applicable) 
m= Ethernet over IP (EoIP) payload Ethernet header ACL 

Destination address 

Source address 

Ethernet type 

VLAN ID 
mE oIP payload IP header ACL 

Source address 

Destination address 


Protocol 
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Source port (if applicable) 
Destination port (if applicable) 
m CAPWAP payload 802.11 header ACL 
Destination address 
Source address 
Basic service set identifier (BSSID) 
Subnetwork Access Protocol (SNAP) header type 
m CAPWAP payload IP header ACL 
Source address 
Destination address 
Protocol 
Source port (if applicable) 
Destination port (if applicable) 


The first ACL that matches the packet is the one that is selected. You can identify multi- 
ple ACLs as each level. If you run into a scenario in which no packets are enabled, you 
can troubleshoot to determine why packets might not be displayed: 


debug packet error {enable | disable} 


You can also use the typical show debug packet command to see what debug is actually 
enabled as well as demonstrated in Example 6-3. 


Example 6-3 show debug packet Command Output 


DUE ACUS fare cic, et iandabonsa a) ele aden kage Fe. WeAe exacting tu na halide tied ghaaals disabled 
Number of packets to display...cs nies scave ena ae 25 
Bytes / packet To display. cuca dos die ce kaoe ta ee eae (1) 
Packet display format....... cece ee eee e eee eee text2pcap 
Driver ACL: 

[1]: disabled 

[2]: disabled 

[3]: disabled 

[4]: disabled 

[5]: disabled 

[6]: disabled 
Ethernet ACL: 

[1]: disabled 

[2]: disabled 

[3]: disabled 

[4]: disabled 


(continues) 
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Example 6-3 show debug packet Command Output (continued) 


[5]: disabled 
disabled 


> oO 
oO 
= 


IP 
disabled 
disabled 
disabled 
disabled 
disabled 
: disabled 
-Ethernet ACL: 
disabled 
disabled 
disabled 
disabled 
disabled 
: disabled 
-IP ACL: 
disabled 
disabled 
disabled 
disabled 
disabled 
disabled 
LWAPP -Dot11 ACL: 
[ disabled 
disabled 
disabled 
disabled 
disabled 
disabled 
LWAPP-IP ACL: 

[ disabled 
disabled 
disabled 
disabled 
disabled 
disabled 


m 
fo} 
pan 


oan WD HF DTH HA BRPwON HF DVS TO FON = 


m 
fo} 
pan 


oa BR wWODMD = 


oa WDM = 


Another advanced tool is the wireless sniffing mode of an AP. The controller enables you 
to configure an AP as a network “sniffer,” which captures and forwards all the packets on a 
particular channel to a remote machine that runs packet analyzer software. These packets 
contain elements such as timestamps, signal strength, packet size, and additional informa- 
tion. Sniffers allow you to monitor and record network activity and to detect problems. 
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You can view additional information on how to set this up and configure it in any of the 
controller configuration guides. 


mping and eping 


Controllers in a mobility list communicate with each other by controlling information 
over a well-known User Datagram Protocol (UDP) port and exchanging data traffic 
through an EoIP tunnel. Because UDP and EoIP are not reliable transport mechanisms, a 
mobility control packet or data packet is not guaranteed to be delivered to a mobility 
peer. Mobility packets might become lost in transit due to a firewall filtering the UDP 
port or EoIP packets or due to routing issues. Controller software Release 4.0 or later 
enables you to test the mobility communication environment by performing mobility 
ping tests. Because the WLCs communicate using ports 16666 and Protocol 97 to estab- 
lish and maintain roaming and anchoring sessions, these must be open for these transac- 
tion types to occur. One of the difficulties is the lack of an easy way, other than a trace, 
to validate the flow of these traffic types. You can use mping and eping to validate. 
mping actually runs a ping over UDP port 16666 using the management interfaces. This 
tells you whether the network path is allowing this traffic type through. The other is 
eping, which ensures that you are allowing protocol 97 throughout the network path 
using the management interfaces. These tests are good for validating the condition or cur- 
rent state of a mobility member. If you navigate to the page on any WLC of any mobility 
member, you will see one of the reported conditions: 


m= UP: The controller is reachable and able to pass data. 


m CNTRL PATH DOWN: The mpings failed. The controller cannot be reached 
through the control path and is considered failed. 


m DATA PATH DOWN: The epings failed. The controller cannot be reached and is 
considered failed. 


m CNTRL DATA PATH DOWN: Both the mpings and epings failed. The controller 
cannot be reached and is considered failed. 


Note These ping tests are not Internet Control Message Protocol (ICMP) based. The term 
ping indicates an echo request and an echo reply message. 


You can determine a failed mobility member by looking at the status field. In any event, 
eping and mping help you conclude what traffic type might be failing from one controller 
to the next. 
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Message Log 


The message log on the controller is important. It usually goes hand in hand with the 
show run-config command. If anyone asks for your configuration for troubleshooting 
purposes, including show msglog, which is the message log, it can sometimes be helpful. 
Different levels exist, and you want to make sure you have the log set so that it will pick 
up any important information. The lowest (most verbose) level is recommended. The 
config msglog level command shown in Example 6-4 shows how to configure the report- 
ed levels of issues to the WLC. It is best practice to select the most verbose level during 
troubleshooting. It pays off if you do run into a particular situation or you are proactive- 
ly reviewing levels for potential issues. Another command, show running-config, con- 
tains different information and is not as comprehensive as show run-config. It is vital not 
to confuse these two commands when someone asks for the show run. People refer to 
the show run-config command whenever this question is asked. 


Example 6-4 Configuring the Reported Levels of Issues to the WLC 


(Cisco Controller) >config msglog level ? 


critical Critical hardware or software Failure. 
error Non-Critical software error. 

warning Unexpected software events. 

verbose Significant system events. 


In many circumstances, if you are running into problems, the message log tells you what 
exactly the issue is. Example 6-5 is a sample msglog. 


Example 6-5 Displaying a Message Log 


(Cisco Controller) >show msglog 


Message Log Severity Level ... cece cece eee eee ee ERROR 

*May 03 09:34:23.892: %INIT-O@-LICENSED_EXIT_NORMAL: bootos.c:3128 License daemon 
exited normally with code 0. 

*May 03 08:41:14.361: %DATAPLANE-3-DP_MSG: broffu_fp_dapi_cmd.c:1757 
DPO4:cmdAddTun4:1752 failed to create ifIndex 1026 tunType 1 

*May 03 08:41:13.843: %RRM-3-RRM_LOGMSG: rrmChanUtils.c:292 RRM LOG: Airewave 
Director: Could not find valid channel lists for 802.11bg 

*May 03 08:40:52.373: %SIM-3-PORT_UP: sim.c:9207 Physical port 1 is up!. 

*May 03 08:40:41.836: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file ‘'cliWebInitParms.cfg' 

*May 03 08:40:41.836: %CNFGR-3-INV_COMP_ID: cnfgr.c:2078 Invalid Component Id 
Unrecognized (81) in cfgConfiguratorInit. 

*May 03 08:40:41.780: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file 'rfidInitParms.cfg' 


*May 03 08:40:41.766: %SYSTEM-3-FILE_ READ FAIL: nvstore.c:422 Failed to read con- 
figuration file 'dhcpParms.cfg' 
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*May 03 08:40:41.752: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file ‘bcastInitParms.cfg' 

*May 03 08:40:41.691: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file ‘'rrmInitParms.cfg' 

*May 03 08:40:41.536: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file ‘apfInitParms.cfg' 

*May 03 08:40:41.431: %MM-3-MEMBER_ADD_ FAILED: mm_dir.c:86@ Could not add 
Mobility Member. Reason: IP already assigned, Member -Count:1,MAC: 
00:00:00:00:00:00, IP: 0.0.0.0 

*May 03 08:40:41.226: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file ‘mmInitParms.cfg' 

*May 03 08:40:41.216: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file ‘aaaapiInitParms.cfg' 

*May 03 08:40:41.214: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file '‘pemInitParms.cfg' 

*May 03 08:40:41.098: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file ‘dotixInitParms.cfg' 

*May 03 08:40:39.938: %SSHPM-3-FREAD FAILED: sshpmlscscep.c:1268 Error reading 
file /mnt/application/lscca_pem.crt 

*May 03 08:40:19.781: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file '‘sshpmInitParms.cfg' 

*May 03 08:40:19.774: %CNFGR-3-INV_COMP_ID: cnfgr.c:2078 Invalid Component Id 
Unrecognized (36) in cfgConfiguratorInit. 

*May 03 08:40:19.678: %SYSTEM-3-FILE_READ FAIL: nvstore.c:422 Failed to read con- 
figuration file ‘capwapInitParms.cfg' 


—More— or (q)uit 


This log file can be quite important. As mentioned before, including it along with the 
show run-config configuration file can prove helpful. You can never have too much infor- 
mation. 


Trap Log 


The trap log is similar to the message log except that it is broader in scope. It carries sta- 
tus messages along with other device updates. This is another great log to refer to but can 
be quite cumbersome due to everything that is reporting to it, as Example 6-6 demon- 
strates. It can give you a general idea of what is happening prior to, during, or after a net- 
work failure. These are the SNMP notifications. 


Example 6-6 Displaying the Trap Log 


(Cisco Controller) >show traplog 


Number of Traps Since Last Reset ...........5 120 
Number of Traps Since Log Last Displayed .... 120 
Log System Time Trap 


(continues) 
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Example 6-6 Displaying the Trap Log (continued) 


@ Sun May 3 11:51:12 2009 
1 Sun May 3 11:50:06 2009 
2 Sun May 3 11:50:06 2009 
3 Sun May 3 11:47:05 2009 


Would you like to display more entries? 


Rogue AP 00:18:74:48:33:7b removed from Base R 
adio MAC 00:1f:9e:8d:85:f0 Interface no:1(802.1 
1a) 

Rogue AP Q0:18:74:48:7a:11 detected on Base Rad 
io MAC Q0:1f:9e:8d:85:f0 Interface no:0(802.11 


b/g) with RSSI: 
n: unclassified 


-90 and SNR: 11 and Classificatio 


Rogue AP : 00:19:07:06:88:d0 detected on Base Rad 
io MAC Q0:1f:9e:8d:85:f0 Interface no:0(802.11 
b/g) with RSSI: -92 and SNR: 9 and Classification 

unclassified 

Rogue AP 00:1e:13:06:e7:80 detected on Base Rad 
io MAC Q0:1f:9e:8d:85:f0 Interface no:0(802.11 


b/g) with RSSI: 
n: unclassified 


-92 and SNR: 11 and Classificatio 


(y/n) y 


Log System Time Trap 

4 Sun May 3 11:45:20 2009 Rogue AP Q0:1d:70:d2:bc:e0 removed from Base R 
adio MAC 00:1f:9e:8d:85:f0 Interface no:0(802.1 
1n24) 

5 Sun May) 3 11:44:06 2009 Rogue AP 00:18:74:48:7a:14 detected on Base Rad 
io MAC Q0:1f:9e:8d:85:f0 Interface no:0(802.11 
b/g) with RSSI: -91 and SNR: 8 and Classification 

unclassified 

6 Sun May 3 11:42:20 2009 Rogue AP 00:18:74:48:7a:12 removed from Base R 
adio MAC 00:1f:9e:8d:85:f0 Interface no:0(802.1 
1b/g) 

7 Sun May 3 11:39:20 2009 Rogue AP Q0:1e:13:06:e7:80 removed from Base R 
adio MAC Q0:1f:9e:8d:85:f0 Interface no:0(802.1 
1b/g) 

8 Sun May 3 11:36:20 2009 Rogue AP Q00:18:74:48:7a:11 removed from Base R 
adio MAC 00:1f:9e:8d:85:f0 Interface no:0(802.1 
1b/g) 


Would you like to display more entries? (y/n) y 
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Statistics 


As far as statistics go, these are not as heavily utilized as those on a router or a switch 
interface. As newer versions come out, vast improvements and new additions are being 
made to this area. You can find all these categories under the MONITOR tab and under 
Statistics on the left menu. 


Controller Statistics 


The controller statistics include a nice summary of all types of traffic that have trans- 
versed the controller. As you can see in Figure 6-1, the Controller Statistics screen also 
contains VLAN information, which is very useful. 


MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 


Clear Counters 


Octets Received 604332 
Packets Received Without Error 5197 


Unicast Packets 3989 
Multicast Packets 1105 
Broadcast Packets 103 
Receive Packets Discarded o 

Octets Transmitted 4532140 


Packets Transmitted without Errors 4066 


Unicast Packets Transmitted 4044 
Multicast Packets Transmitted 3 
Broadcast Packets Transmitted 19 
Transmit Packets Discarded o 


Most Address Entries Ever Used 1 


Address Entries in Use 1 
Maximum VLAN Entries 128 
Most VLAN Entries Ever Used 2 
Static VLAN Entries 1 


Time Since Counters Last Cleared 0 day 0 hr4 min 48 sec 


Figure 6-1 Controller Statistics 


This page helps you learn how heavy of a network load this controller is dealing with. 
Although this screen is informative, it is not the most useful regarding troubleshooting. 


AP Statistics 


One of the most useful statistics page is the ap join stats page. These statistics were 
added in WLC Version 6.0, so they are not available in earlier versions. After you select 
the AP statistics, you will see a list of the APs. To see single AP statistics, click on the 
MAC address of the corresponding AP you want to see, as illustrated in Figure 6-2. 


After you select the AP you want to view, it displays general AP information, discovery, 
and join phase statistics. See Figure 6-3. 
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MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 


AP Join Stats Clear Stats 
Base Radio MAC Status Ethernet MAC IP Address Last Join Time 
00:1f:9e:8d:85:f0 Joined 00:1f:ca:2a:Ob:ac 192,168.1,.11 ~} 


Figure 6-2 AP Statistics 


MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 


\> 


AP Join Stats Detail > < Back 
General 

Base MAC Address 00:1f:9e:8d:85:f0 

Ethernet MAC Address O0:1ftca:2a:Ob:ac 

IP Address 192,.168,1.11 

Status Joined 


Last AP Join 


Timestamp Message 


Discovery Phase Statistics 


Requests Received 2 
Responses Sent 0 
Unsuccessful Request Processed oO 


Reason For Last Unsuccessful Atternpt 
Last Successful Attempt Time 


Last Unsuccessful Attempt Time 


Join Phase Statistics 


Figure 6-3 Detailed AP Statistics 


The Detailed AP Statistics screen is probably the most useful screen as far as trou- 
bleshooting. It alerts you to whether there is a problem with the AP and the frequency. 
Although the other statistics screens are also very informative, this screen can actually 
assist you in pinpointing a particular discovery or join issue. With the time stamps on the 
page, it also indicates when to potentially anticipate the next failure. 


The Last Error Summary, as seen in Figure 6-4, is an informative log that lists the AP 
error events. Once again, this is a key area to determine if an existing issue is present. 


The configuration statistics are another key area in the AP stats that are commonly 
referred to. 
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Join Phase Statistics 


Requests Received 2 
Responses Sent ii} 
Unsuccessful Request Processed in) 


Reason For Last Unsuccessful Attempt - 
Last Successful Attempt Time 


Last Unsuccessful Attempt Time 


Configuration Phase Statistics 


Requests Received 2 
Responses Sent it} 
Unsuccessful Request Processed o 


Reason For Last Unsuccessful Attempt - 
Last Successful Attempt Time 


Last Unsuccessful Attempt Time 


Last Error Summary 


Last AP 
Message 
Decryption 
Failure 
Last AP 
Connection Number of message retransmission to the 4P has reached maximum 
Failure 
Last Error 


Occurred AP got or has been disconnected 


Figure 6-4 Last Error Summary 


RADIUS Server Statistics 


The RADIUS Server Statistics page is another informative page to notify you of a failed 
link or RADIUS server. The statistics on this page can indicate whether aggressive 
RADIUS-failover would be an issue. To configure the controller to mark a RADIUS server 
as down (not responding) after the server does not reply to three consecutive clients, use 
the config radius aggressive-failover disabled command. 


Port Statistics 


The port statistics on the controller refer to the physical links that are connected to the 
switch. On integrated controller modules, the port statistics are still there and referenced. 
These statistics are pretty straightforward and can easily point out any physical layer 
issues. Other than that, these statistics are not highly utilized. The port statistics are defi- 
nitely worth a look in the event of trouble, but you should not spend much time on them. 
Refer to Figure 6-5 for common output on the port statistics. 
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Saye Configuration Pin Logout Refre| 
vtfiettes aie PROSE 
cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 
‘ Port Number 1 
Monitor 
SUnTary Traffic Received Transmitted Received (Efataeawith MAC Errors 
6 Total Bytes 1940638 6141952 Total Q 
» Access Points 
ee Packets (64 Octets) 1561 87 Jabbers 0 
v Statistics 
Controller Ay (65 - 127 11566 231 Fragments/Undersize 0 
= Alignment Errors Qo 
baeey (128 - 255 3772 61 9 
Packets (256 - S11 ae . z 
tatistics Octets) Overruns o 
Packets (512 - 1023 
> cDP Octets) : = ie 
Packets Guba Fists Received Packets Not Forwarded 
> Rogues Shaded 4 5211 
Octets) Total oy) 
i Packets (1519 - 1530 
Clients Octets) ‘ 0 0 Local Traffic Frames 0 
Multicast Packets (> 1530 Octets) 0 802.3x Pause Frames 0 
Received 
Maximum Info size allowed 1522 Uneeestable:Frame Type: o 
VLAN Membership 0 
Mismatch 
Successful Packets Received Transmitted VLAN Viable Diseards 0 
Total 17063 5731 Multicast Tree Viable a 
Unicast Packets 9178 5690 Discards 
Reserved Address 0 
Multicast Packets 7170 22 Discards 
Broadcast Packets 71s 19 CFI Discards Q 
Upstream Threshold o 
Protocol Statistics Received Transmitted 
BPDUs 0 0 Transmit Errors 
802,.3x Pause Frames 0 Total Errors 0 
Received 
FCS Errors Q 
Time Since Counters Last Cleared Oversized 0 


Figure 6-5 Controller Port Statistics 


Mobility Statistics 


The mobility statistics, along with the client statistics, can troubleshoot roaming, anchor- 
ing, and even association problems. The key element to remember prior to digging deeper 
here is to validate that each controller is a mobility member for the other and that the 
MAC addresses are correct in the mobility member page for each controller. The virtual 
interface address must also be the same for controllers to communicate mobility mes- 
sages and events. The first glance at the mobility statistics, as seen in Figure 6-6, should 
not be all zeros across all stats. This controller is not communicating a single packet at the 
mobility level, which is a problem. 


For review, whenever you are troubleshooting a mobility issue, the following are the first 
items to review: 


= Mobility members for each WLC, which should be the same on all WLCs for identi- 
fying all members 


m MAC address for each WLC, which should also be the same on all WLCs for each 
member entry 


m= Mobility group, which should be listed for each WLC 


mg Virtual interface address, which is the same for all WLCs 


m Mobility statistics, which show traffic 
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Figure 6-6 Mobility Statistics 


Packet Captures 


A packet capture tool (also known as a packet analyzer, protocol analyzer, Ethernet snif- 
fer, or just sniffer) is hardware or software that captures and logs network traffic at a 
point in the network. The packet capture breaks down network traffic to individual pack- 
ets and decodes them to the appropriate RFC or specification. 


Spanning a port on a switch is common for obtaining a packet capture. You can find addi- 
tional information at http://tinyurl.com/5bs385. Another method is using the wireless 
sniffer mode of an AP to obtain a wireless trace. More information can be found on that 
in any of the Controller Configuration Guides. 


When debugs cannot provide the level of diagnostics you need to solve a problem, the 
next step is usually a packet capture. As mentioned, this provides a packet-by-packet 
view at the network traffic. A packet capture is usually used in conjunction with a 
debug to accurately depict what is occuring. The following are some common uses of a 
packet capture: 


m= Isolate network problems 


= Monitor network traffic 
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m Provide network reporting statistics 
m Filter desired network traffic 

m Prevent network intrusion 

m Provide security 

m= Debug network protocols 


m Debug client/server communications 


Many free packet captures are available on the Internet for everyday use. Make sure you 
are familiar with your analyzer software or hardware. If you are troubleshooting network 
issues often, it is just a matter of time before you will need the assistance of a packet cap- 
ture. Most people have a difficult time reading or understanding packet captures. It is 
highly recommended that you spend some time becoming comfortable reading traces. 
Doing so will help your troubleshooting skills and will yeild great benefits. 


WLC Config Analyzer 


Another tool developed by a Cisco Wireless Engineer, Javier Contreras Albesa, is the WLC 
Config Analyzer. It is located at the Cisco Support Wiki at http://tinyurl.com/45jvph. 


The goal of this tool was to save as much time as possible while processing long and relat- 
ed WLC config files. You can use this tool to detect basic configuration errors. The WLC 
Config Analyzer has a database of more than 100 checks (small expert system), with 
rules to validate issues that have generated Technical Assistance Center (TAC) cases in the 
past. You can disable or adjust all rules to evaluate the environment. Some of the features 
are as follows: 


= Quick summary of a group of WLCs 
m Analysis of the radio frequency (RF) relationships between APs 


m= Relationship summary between APs: which AP can see neighbor APs() and at what 
level for a given AP (Seeme) 


m= Text file with sh run-config output from one or more controllers (up to 24 ina 
single file) 


= Assumption that all WLCs in the config file belong to the same mobility group 
= Simple implementation; nothing fancy to store the processed results 

m Ability to work offline on controller configurations. 

m Audit voice settings 


m Offsite RF analysis tools 
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Remember that this is not management software, but a post-deployment support tool. 
It is also not a TAC supported tool. Support is on best effort at wlc-conf-app-dev 
@cisco.com. 


Software Bug Toolkit 


Whenever software is created, human error is possible. The result of this error is software 
bugs. These bugs can be critical in any deployment, and it is key that you know as much 
as possible so you can compensate and adjust accordingly to avoid any service impact or 
degeneration. 


The software bug toolkit is an online source that contains the most current and compre- 
hensive software bug information available on all Cisco operating systems. It is a great 
tool for any customer regardless of size. The Software Bug ToolKit is located at 
http://www.cisco.com/cgi-bin/Support/Bugtool/launch_bugtool.pl. When you are aware 
of potential software bugs, you are in a much better state to make better decisions. 
Partners whose job is maintaining customer networks and customers themselves can trou- 
bleshoot problems more quickly. They can also plan and formulate future upgrades with 
this added information. 


Features and benefits: 


m Having a web-based tool provides access to the most up-to-date known bugs in Cisco 
IOS Software, Cisco Catalyst OS software, and most other Cisco software. 


m You have access to more bug data, including those of low severity. 
m= Comprehensive alerts and notifications are available, with real-time updates. 
m Search accuracy is improved, using new bug data sources within Cisco. 


m Filtering capabilities are better, so you can narrow the search for specific bugs. This 
capability allows frequent offering of specific resolutions to the problem. 


m You can scan bug details to quickly preview search results. 

m You can export data to a spreadsheet for offline analysis. 

m= = Search results have sortable columns. 

m Feedback mechanisms are enhanced. Action-directed reports are an example. 


m= Partners can troubleshoot issues associated with known bugs and determine the 
appropriate corrective action. 


m Partners can retain and satisfy customers by improving network uptime and reducing 
the risks associated with software upgrades. 


m Partners can be proactive in tracking bugs that can affect the network of each cus- 
tomer. 
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m ~=Troubleshooting is quicker. You can pinpoint probable bugs faster and, in many 
cases, provide proven workaround solutions. 


m Partners have the flexibility they need to analyze bug data. 


m Partners and customers can quickly report any problems or concerns about Bug 
Toolkit. 


m Partners and customers can rate the overall quality of a bug and provide feedback 
about a specific bug. 


Every engineer needs to make it common practice when running into a particular problem 
to always consult the bug toolkit. Nothing is more frustrating than troubleshooting a 
problem only to find out it is a software defect. By checking the bug toolkit, you can save 
hours and many resources. In addition, the bug toolkit usually includes workarounds. 
Even if the customer is in a situation to identify a bug with no fix at this point in time, 
the toolkit might offer a work-around until a fix becomes available. The time spent inves- 
tigating possible bugs will pay for itself ten times over in the long run. 


Summary 


This chapter taught you new avenues to pursue to solve or diagnose whatever issue you 
might be facing. When Cisco acquired Airespace, the product did not have the same cal- 
iber of troubleshooting venues as a typical IOS device. As the product evolves, newer fea- 
tures are established to identify ways of solving problems. Hopefully, this chapter has 
armed you with additional facets to help complete any picture that needs to be developed. 


Chapter 7 


Deploying and Configuring the 


Wireless LAN Controller 


A distribution system port connects the controller to a neighbor switch and serves as the 
data path between these two devices. This chapter discusses a few common methods on 
the models that have these options. 


Cisco 4402 controllers have two Gigabit Ethernet distribution system ports, each of which 
is capable of managing up to 48 access points (AP). The Cisco 4404 controllers have four 
Gigabit Ethernet distribution system ports, each of which is capable of managing up to 

48 APs per port. The 4404-25, 4404-50, and 4404-100 models allow a total of 25, 50, or 
100 APs to join the controller. The Gigabit Ethernet ports on the 4402 and 4404 con- 
trollers accept these SX/LC/T small form-factor plug-in (SFP) modules: 


m 1000BASE-SX SFP modules, which provide a 1000-Mbps wired connection to a net- 
work through an 850nM (SX) fiber-optic link using an LC physical connector 


m 1000BASE-LX SFP modules, which provide a 1000-Mbps wired connection to a net- 
work through a 1300nM (LX/LH) fiber-optic link using an LC physical connector 


m= 1000BASE-T SFP modules, which provide a 1000-Mbps wired connection to a net- 
work through a copper link using an RJ-45 physical connector 


The Cisco 5508 controllers have eight Gigabit Ethernet distribution system ports through 
which the controller can manage multiple APs. The 5508-12, 5508-25, 5508-50, 5508-100, 
and 5508-250 models allow for 12, 25, 50, 100, or 250 APs to join the controller. Cisco 
5508 controllers have no restrictions on the number of APs per port. However, Cisco rec- 
ommends using link aggregation (LAG) or configuring dynamic AP-Manager interfaces 
on each Gigabit Ethernet port to automatically balance the load. If more than 100 APs 
are connected to the 5500 series controller, make sure that more than one Gigabit 
Ethernet interface is connected to the upstream switch. The Gigabit Ethernet ports on the 
5508 controllers accept these SX/LC/T small form-factor plug-in (SFP) 

modules: 
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m 1000BASE-SX SFP modules, which provide a 1000-Mbps wired connection to a 
network through an 850nM (SX) fiber-optic link using an LC physical connector 


m 1000BASE-LX SFP modules, which provide a 1000-Mbps wired connection to a 
network through a 1300nM (LX/LH) fiber-optic link using an LC physical connector 


m 1000BASE-T SFP modules, which provide a 1000-Mbps wired connection to a net- 
work through a copper link using an RJ-45 physical connector 


The Cisco Catalyst 6500 Series Switch Wireless Integrated Services Module (WiSM) and 
the Cisco 7600 Series Router WiSM have eight internal Gigabit Ethernet distribution sys- 
tem ports (ports 1 through 8) that connect the switch or router and the integrated con- 
troller. These internal ports are located on the backplane of the switch or router and are 
not visible on the front panel. Through these ports, the controller can support up to 300 
APs. 


The controller network module within the Cisco 28/37/38xx Series WiSM can support 
up to 6, 8, 12, or 25 APs (and up to 256, 256, 350, or 350 clients, respectively), depend- 
ing on the version of the network module. The network module supports these APs 
through a Fast Ethernet distribution system port (on the NM-AIR-WLC6-K9 6-access- 
point version) or a Gigabit Ethernet distribution system port (on the 8-, 12-, and 
25-access-point versions and on the NME-AIR-WLC6-K9 6-access-point version) that 
connects the router and the integrated controller. This port is located on the router back- 
plane and is not visible on the front panel. The Fast Ethernet port operates at speeds up 
to 100 Mbps, and the Gigabit Ethernet port operates at speeds up to 1 Gbps. 


The Catalyst 3750G integrated Wireless LAN Controller (WLC) switch has two internal 
Gigabit Ethernet distribution system ports (ports 27 and 28) that connect the switch and 
the integrated controller. These internal ports are located on the switch backplane and are 
not visible on the front panel. Each port is capable of managing up to 48 APs. However, 
Cisco recommends no more than 25 APs per port due to bandwidth constraints. The -S25 
and -S50 models allow a total of 25 or 50 APs to join the controller. 


Each distribution system port is, by default, an 802.1Q VLAN trunk port. The VLAN 
trunking characteristics of the port are not configurable. Some controllers support LAG, 
which bundles all the distribution system ports of the controller into a single 802.3ad 
port channel. Cisco 4400 series controllers support LAG in software Releases 3.2 and 
later; Cisco 5500 series controllers support LAG in software Releases 6.0 and later; and 
LAG is enabled automatically on the controllers within the Cisco WiSM and the Catalyst 
3750G integrated WLC switch. 


Connecting the WLC to the Switch 


Regardless of operating mode, all controllers use the network as an 802.11 distribution 
system. Regardless of the Ethernet port type or speed, each controller monitors and com- 
municates with its related controllers across the network. Two common methods are typi- 
cally used when connecting the WLCs that have multiple ports to the neighboring 
switch. One method is with multiple independent links managed on their own, and the 
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other method is similar to a port channel setup or LAG. LAG came out after the original 
idea of creating an additional AP-Manager on a port to manage additional APs. 


Multiple AP-Manager Support 


If you are not using LAG, how do you utilize the other ports to support additional APs? 
You have to create additional AP-Manager interfaces to manage the ports so they are able 
to handle WLC-to-AP communications. After you do this, APs can start using these ports 
to join the WLC. One of the key elements to remember is that this was only intended to be 
used with the Cisco 4400 series standalone controllers. You will not have this option for 
any of the integrated WLCs because they will only use a LAG setup. Refer to Figure 7-1 for 
a multiple AP-Manager setup. In this setup, both AP-Managers have been enabled for AP 
support. If this were a 4404 and two ports were configured as such and the other two ports 
were active then you would have support for additional APs, and two redundancy ports. 


4402-50 Controller 


Management AP-Manager AP-Manager 2 
Interface Interface Interface 

Primary Port 1 

Backup Port 2 


Figure 7-1 Multiple AP-Manager Setup: Two AP-Managers 


For best housekeeping, configure the ports in sequential order such that AP-Manager 
interface 2 is on port 2, AP-Manager interface 3 is on port 3, and AP-Manager interface 4 
is on port 4. Another common question that comes into play here is this: Do the 
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AP-Managers need to be in the same VLAN? The answer is no. The AP-Manager inter- 
faces need not be on the same VLAN as the other AP-Managers or the Management 
interface. However, from a management and troubleshooting perspective, it is highly rec- 
ommended that you configure all AP-Manager interfaces on the same VLAN or IP subnet. 


Note You must assign an AP-Manager interface to each port on the controller. 


Another key question is this: How do the AP-Managers work, and where do they fit into 
the normal AP join process? Before an AP joins a controller, it sends out a discovery 
request. From the discovery response that it receives, the number of AP-Manager inter- 
faces available and the capacity of each manager is relayed to the AP in the discovery 
response. Unless another form of load balancing exists, the AP joins the AP-Manager 
with the lowest capacity. The result is a round robin load-balancing effect. Another 
important fact to remember about AP-Managers is that for each AP-Manager port created, 
you lose a port for redundancy. Refer to Figure 7-2; when we refer to losing a port for 
redundancy. We are referring to port redundancy, not port redundancy, for AP support. 


4404-100 Controller 


Management AP-Manager AP-Manager 2 AP-Manager 3 
Interface Interface Interface Interface 

Primary Port 1 

Backup Port 2 


Figure 7-2 Multiple AP-Manager Setup: Three AP Managers 
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Note APs may not be distributed completely evenly across all the AP-Manager interfaces, 
but a certain level of load balancing occurs. 


If you consider a scenario in which a WLC has all its ports assigned as AP-Managers, for 
a total of 100 APs (see Figure 7-3), how would this affect the AP failover and port 
failover? One key concept in this design is that it has the advantage of load-balancing all 
100 APs evenly across all four AP-Manager interfaces. If one of the AP-Manager inter- 
faces fails, all the APs connected to the controller would be evenly distributed among the 
three available AP-Manager interfaces. For example, if AP-Manager interface 2 fails, the 
remaining AP-Manager interfaces (1, 3, and 4) would each manage approximately 33 APs. 


4404-100 Controller 


Management AP-Manager AP-Manager 2 AP-Manager 3 AP-Manager 4 
Interface Interface Interface Interface Interface 

Primary Port 1 

Backup Port 2 


Figure 7-3 Multiple AP-Manager Setup: Four AP Managers 


A key element to remember is that for every port that is physically connected and turned 
on, there must be an AP-Manager for each port. Having two AP-Managers for the 4402 
or four for the 4404 is mandatory if all ports are to be used. 
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LAG 


LAG is a partial implementation of the 802.3ad port aggregation standard. It bundles all 
the ports of the controller into a single 802.3ad port channel. The controller manages 
redundancy and load balancing of all the APs across the ports. See Figure 7-4 for an exam- 
ple of LAG implemented in a network. LAG does make managing your WLC a little easier. 
It reduces the number of IP addresses needed, and APs have a faster convergence time 
than if all four ports were up and connected. In addition, you do not need to configure 
primary and secondary ports for each interface. If a link fails, service is not interrupted. 

In the case of having all four ports up individually, an interruption of service would occur 
for APs using the failed link. The APs in this case would have to register again with the 
WLC. In the case of LAG, this would not occur. 


4402-50 Controller 


Management AP-Manager 
Interface Interface 


Figure 7-4 A Typical LAG Setup 


LAG was introduced in the WLC in Version 3.2. LAG is the only method of communica- 
tion with the WiSM and the Foxhound 3750G. These are the 6500 and 3750 integrated 
WLC switches. If you are using a non-LAG setup, each port on the controller ideally sup- 
ports up to 48 APs. You can configure LAG on a WLC and only enable one port but have 
100 APs joined to the WLC. Although this is not preferred, it is possible. With LAG 
enabled, the WLC supports up to 50 APs on its logical port. A 4402 supports 50 APs, 


Chapter 7: Deploying and Configuring the Wireless LAN Controller 


whereas the 4404 supports 100 APs on its logical port. A WiSM has two WLCs per 
blade. The WiSM supports 150 APs on the logical port for a total of 300 on the blade. 


Note You can bundle all four ports on a 4404 controller (or two on a 4402 controller) 
into a single link. 


When configuring bundled ports on the controller, you might want to consider terminat- 
ing on two switch modules within a modular switch such as the Catalyst 6500; however, 
Cisco does not recommend connecting the LAG ports of a 4400 controller to multiple 
Catalyst 6500 or 3750G switches. 


Terminating on two different modules within a single Catalyst 6500 switch provides 
redundancy and ensures that connectivity between the switch and the controller is main- 
tained when one module fails. A 4402-50 controller is connected to two Gigabit modules 
(slots 2 and 3) within the Catalyst 6500. Port 1 of the controller is connected to Gigabit 
interface 3/1, and port 2 of the controller is connected to Gigabit interface 2/1 on the 
Catalyst 6500. Both switch ports are assigned to the same channel group. 


When installing your WLC, if you plan to use load balancing, one of the key items to 
remember is that the controllers do their own form of load balancing, internally, for their 
APs. Other than that, they have no other form of port load balancing like your typical 
switches do. In addition, they do not use a mechanism for channel negotiation between 
the controller and the switch, such as Link Aggregation Control Protocol (LACP) or 
Cisco proprietary Port Aggregation Protocol (PAgP). Therefore, when you are configu- 
ring your EtherChannel on your switch, the mode is simply ON; it is nothing else. 
Configuring an option other than ON results in odd behavior. The WLC does not sup- 
port LACP or Cisco PAgP. The load-balancing method configured on the Catalyst switch 
must be one that terminates all IP datagram fragments on a single controller port. Not 
following this recommendation can result in problems with AP registration and associa- 
tion. It is recommended that you specify src-dest-ip by using the following command: 


port-channel load-balance src_dest_ip 


If you are using a third-party switch and you are unable to configure the recommended 
load-balancing method, try disabling LAG. The only good way to still run LAG is to only 
enable one port so each packet has only one path for the source and destination. 


Refer to the following LAG guidelines when installing your WLC. The LAG guidelines are 
as follows: 


m You cannot configure the ports of the controller into separate LAG groups. Only one 
LAG group is supported per controller. Therefore, you can connect a controller in 
LAG mode to only one neighbor device. 


Note The two internal Gigabit ports on the controller within the Catalyst 3750G integrated 
WLC switch are always assigned to the same LAG group. 
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m When you enable LAG or change the LAG configuration, you must immediately 
reboot the controller. 


m When you enable LAG, you can configure only one AP-Manager interface because 
only one logical port is needed. LAG removes the requirement for supporting multi- 
ple AP-Manager interfaces. 


m When you enable LAG, all dynamic AP-Manager interfaces and untagged interfaces 
are deleted, and all WLANs are disabled and mapped to the management interface. 
Also, the management, static AP-Manager, and VLAN-tagged dynamic interfaces are 
moved to the LAG port. 


= Multiple untagged interfaces to the same port are not allowed. 
m= = When you enable LAG, you cannot create interfaces with a primary port other than 29. 


m = When you enable LAG, all ports participate in LAG by default. Therefore, you must 
configure LAG for all the connected ports in the neighbor switch. 


m When you enable LAG, port mirroring is not supported. 
m When you enable LAG, if any single link goes down, traffic migrates to the other links. 


m When you enable LAG, only one functional physical port is needed for the con- 
troller to pass client traffic. 


m When you enable LAG, APs remain connected to the switch, and data service for 
users continues uninterrupted. 


m When you enable LAG, you eliminate the need to configure primary and secondary 
ports for each interface. 


m= = When you enable LAG, the controller sends packets out on the same port on which 
it received them. If a Control and Provisioning of Wireless Access Points (CAPWAP) 
packet from an AP enters the controller on physical port 1, the controller removes 
the CAPWAP wrapper, processes the packet, and forwards it to the network on 
physical port 1. This might not be the case if you disable LAG. 


m When you disable LAG, the management, static AP-Manager, and dynamic interfaces 
are moved to port 1. 


m= When you disable LAG, you must configure primary and secondary ports for all 
interfaces. 


m= = When you disable LAG, you must assign an AP-Manager interface to each port on 
the controller if you have multiple ports connected. 


Note Depending on the platform, LAG is enabled or disabled by default and is the only 
option on the WiSM controller and the controller in the Catalyst 3750G-integrated 
WLC switch. 
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In summary, LAG can simplify life and is usually the preferred method of connecting for 
a few reasons. On the WiSM and the Catalyst 3750G, LAG is enabled by default and is 
the only option, similar to Layer 3 Lightweight Access Point Protocol (LWAPP) transport 
mode. LAG only operates in Layer 3 LWAPP transport mode. One of the benefits is that 
only one interface, AP-Manager, is needed to manage the ports. The purpose of having 
multiple links is additional bandwidth for connecting additional APs. If LAG was not 
used, you would have to create an AP-Manager for each interface you brought online. For 
instance, if your WLC had three out of the four gigabit links active, you would have three 
AP-Manager interfaces, one for each port. 


Layer 2 and Layer 3 LWAPP Transport Modes of Operation 


LWAPP communication between the AP and the WLC can be in native, Layer 2 Ethernet 
frames. This is known as Layer 2 LWAPP mode. Although defined in the RFC draft, Layer 2 
LWAPP mode is considered deprecated in Cisco implementation. Layer 2 LWAPP mode is 
described in this section for completeness, but the rest of this deployment guide assumes 
the controller is operating in Layer 3 LWAPP mode. 


As you can see from Figure 7-5, the LWAPP control and data messages are encapsulated 
in Ethernet frames using Ethertype OxBBBB. In Layer 2 LWAPP mode, although the APs 
might get an IP address via Dynamic Host Configuration Protocol (DHCP), all LWAPP 
communications between the AP and WLC are in Ethernet encapsulated frames, not IP 
packets. The APs must be on the same Ethernet network as the WLC. For this reason, 
Layer 2 LWAPP mode might not be suitable for scalability purposes in most deployments. 


LWAPP Tunnel—Layer 2 Only 
LWAPP Control Channel 
~ 
7 LWAPP Encapsulated Data 
Host A 


Figure 7-5 LWAPP Layer 2 Mode 


gy OF 


Host B 


Furthermore, Layer 2 mode is supported only by the Cisco 410x and 440x series of 
WLCs and the Cisco 1000 series APs. Layer 2 LWAPP is not supported by lightweight 
Cisco Aironet 1200, 1252, 1130AG, or 1240AG APs, or the Cisco 2006, WiSM, or 
Wireless LAN Controller Module (WLCM) series WLCs. 


Consider the scenario in Figure 7-5, where Host A is a wireless LAN (WLAN) client com- 
municating with the wired device, Host B. The LWAPP control Messages, including the 
LWAPP header with the C-Bit set to 1, and the control message elements are Ethernet 
encapsulated in a frame that traverses the local network. The MAC addresses in the 
Ethernet MAC header are the AP Ethernet MAC address and the WLC MAC address. 
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The source and destination MAC addresses depend on the direction of the frame. An 
LWAPP control frame sent from the AP to the WLC uses the AP Ethernet MAC address 
as the source address and the WLC MAC address as the destination address. An LWAPP 
control frame sent from the WLC to the AP uses the WLC MAC address as the source 
address and the AP MAC address as the destination address. 


Data packets between WLAN clients and other hosts are typically IP packets. 
When Host A sends a packet to Host B, the following sequence occurs: 


Step 1. An IP packet is transmitted by Host A over the 802.11 radio frequency (RF) 
interface after being encapsulated in an 802.11 frame with the MAC address 
of Host A as the source address and the radio interface MAC address of the 
AP as the destination address. 


Step 2. At the AP, the AP adds an LWAPP header to the frame with the C-Bit set to 
0 and then encapsulates the LWAPP header and 802.11 frame into an Ethernet 
frame. This Ethernet frame uses the AP Ethernet MAC address as the source 
MAC address and the WLC MAC address as the destination MAC address. 


Step 3. At the WLC, the Ethernet and LWAPP headers are removed and the original 
802.11 frame is processed. 


Step 4. After processing the 802.11 MAC header, the WLC extracts the payload (the 
IP packet), encapsulates it into an Ethernet frame, and then forwards the frame 
onto the appropriate wired network, typically adding an 802.1Q VLAN tag. 


Step 5. = The packet then travels through the wired switching and routing infrastructure 
to Host B. 


When Host B sends an IP packet to Host A, the following sequence occurs: 


Step 1. The packet is carried from Host B over the wired switching and routing net- 
work to the WLC, where an Ethernet frame arrives with the MAC address of 
Host A as the destination MAC address. The IP packet from Host B is encap- 
sulated inside this Ethernet frame. 


Step 2. The WLC takes the entire Ethernet frame, adds the LWAPP header with the 
C-Bit set to 0, and then encapsulates the combined frame inside an LWAPP 
Ethernet frame. This LWAPP Ethernet frame uses the WLC MAC address as 
the source MAC address and the AP Ethernet MAC address as the destination 
MAC address. This frame is sent over the switched network to the AP. 


Step 3. At the AP, the Ethernet and LWAPP headers are removed and processed. 


Step 4. — The payload (the IP packet) is then encapsulated in an 802.11 MAC frame and 
transmitted over the air by the AP to Host A. 


You will read about the LWAPP discovery and join process in more detail later, but for 
now understand that a mechanism is included to determine if the path between the AP and 
WLC supports jumbo frames. If jumbo frames are not supported, a maximum transmis- 
sion unit (MTU) of 1500 bytes is assumed. Both the AP and WLC handle fragmentation 
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and reassembly of LWAPP-encapsulated packets. The architecture currently supports 
reassembly of a maximum of two LWAPP fragments, but it is highly unlikely that there 
will ever be more than two fragments with Layer 2 LWAPP. 


LWAPP control messages are encrypted using the industry standard AES-CCM encryption 
method. The shared encryption key is derived and exchanged when the AP joins the WLC. 
The payloads of encapsulated LWAPP data messages are not specially encrypted. A trusted 
Ethernet-wired network is assumed and standard best practices for protecting Ethernet net- 
works should be followed. Standards-based wireless Layer 2 encryption is handled at the 
AP. 


Because the WLC is the point of ingress/egress for WLAN traffic on that IP network, the 
IP address of WLAN clients such as Host A comes from the pool of addresses on the 
network upstream of the WLC. This might not necessarily be the same network as the 
APs downstream from the WLC. For example, suppose that the packets bridged to and 
from the WLC are on the upstream side on network 192.168.1.0/24 and that the network 
between the WLC and AP is 192.168.2.0/24. The IP address of Host A is on the 
192.168.1.0/24 network. The address of the WLAN client can be either statically assigned 
or dynamically assigned via DHCP. 


LWAPP Layer 3 Transport Mode 


Layer 3 LWAPP control and data messages are transported over the IP network in User 
Datagram Protocol (UDP) packets. This transport architecture is inherently more flexible 
and scalable than Layer 2 LWAPP and is the generally preferred solution. Layer 3 LWAPP 
is supported on all Cisco WLC platforms and lightweight APs (LAP). Figure 7-6 illus- 
trates the topology for the discussion of Layer 3 LWAPP. 


LWAPP Tunnel—Layer 3 


LWAPP Control Channel __ £ | 
A <p y 
<00008060006 8 FF) 
LWAPP Encapsulated Data 
Host B 


Figure 7-6 LWAPP Packet Breakdown 


In this scenario, the LWAPP control and data messages are encapsulated in UDP packets 
that are carried over the IP network. The only requirement is established IP connectivity 
between the APs and the WLC. The LWAPP tunnel uses the IP address of the AP and the 
AP Manager interface IP address of the WLC as endpoints.. On the AP side, both LWAPP 
control and data messages use an ephemeral port that is derived from a hash of the AP 
MAC address as the UDP port. On the WLC side, LWAPP data messages always use UDP 
port 12222. On the WLC side, LWAPP control messages always use UDP port 12223. 
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The mechanics and sequencing of Layer 3 LWAPP are similar to Layer 2 LWAPP except 
that the packets are carried in UDP packets instead of being encapsulated in Ethernet 
frames. Figure 7-3 shows how LWAPP control messages, including the LWAPP header 
with the C-Bit set to 1, and the LWAPP control message elements are transported in UDP 
packets encapsulated in IP. 


In Figure 7-6, Host A isa WLAN client communicating with the wired device, Host B. 
When Host A sends a data packet to Host B, the following sequence occurs: 


Step 1. 


Step 2. 


Step 3. 


Step 4. 


Step 5. 


Step 6. 


The packet is transmitted by Host A over the 802.11 RF interface. This packet 
is encapsulated in an 802.11 frame with the MAC address of Host A as the 
source address and the radio interface MAC address of the AP as the destina- 
tion address. 


At the AP, the AP adds an LWAPP header to the frame with the C-Bit set to 
0 and then encapsulates the LWAPP header and 802.11 frame into a UDP 
packet that is transmitted over IP. The source IP address is the IP address of 
the AP, and the destination IP address is the AP Manager address of the 
WLC. The source UDP port is the ephemeral port based on a hash of the 
AP MAC address. The destination UDP port is 12222. 


The IP packet is encapsulated in Ethernet as it leaves the AP and transported 
by the switching and routed network to the WLC. 


At the WLC, the Ethernet, IP, UDP, and LWAPP headers are removed from the 
original 802.11 frame. 


After processing the 802.11 MAC header, the WLC extracts the payload (the 
IP packet from Host A), encapsulates it into an Ethernet frame, and then for- 
wards the frame onto the appropriate wired network, typically adding an 
802.1Q VLAN tag. 


The packet is then transmitted by the wired switching and routing infrastruc- 
ture to Host B. 


When Host B sends an IP packet to Host A, the process is essentially reversed. 


Step 1. 


Step 2. 


Step 3. 


The packet is delivered by the wired switching and routing network to the 
WLC, where an Ethernet frame arrives with the MAC address of Host A as 
the destination MAC address. 


The WLC removes the Ethernet header and extracts the payload (the IP pack- 
et destined for Host A). 


The original IP packet from Host A is encapsulated with an LWAPP header, 
with the C-Bit set to 0, and then transported in a UDP packet to the AP over 
the IP network. The packet uses the WLC AP Manager IP address as the 
source IP address and the AP IP address as the destination address. The 
source UDP port is 12222, and the destination UDP port is the ephemeral 
port derived from the AP MAC address hash. 
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Step 4. — This packet is carried over the switching and routing network to the AP. 


Step 5. The AP removes the Ethernet, IP, UDP and LWAPP headers and extracts the 
payload, which is then encapsulated in an 802.11 frame and delivered to Host 
A over the RF network. 


Layer 3 LWAPP assumes a 1500-byte MTU. Both the AP and WLC handle fragmentation 
and reassembly of LWAPP-encapsulated packets based on the 1500-byte MTU assump- 
tion. The architecture currently supports reassembly of a maximum of two LWAPP 
fragments. 


LWAPP control messages are encrypted using the industry standard AES-CCM encryp- 

tion method. The shared encryption key is derived and exchanged when the AP joins the 
WLC. The payloads of encapsulated LWAPP data messages are not specially encrypted. 

A trusted wired network is assumed and standard best practices for protecting networks 
should be followed. Standards-based wireless Layer 2 encryption is handled at the AP. 


Because the WLC is the point of ingress/egress for WLAN traffic on that IP network, the 
IP address of WLAN clients such as Host A comes from the pool of addresses on the 
network upstream of the WLC. This might not necessarily be the same network as the 
APs downstream from the WLC. For example, if the packets bridged to and from the 
WLC are on the upstream side on network 192.168.1.0/24, and the network between the 
WLC and AP is 192.168.2.0/24, the IP address of Host A will be on the 192.168.1.0/24 
network. The address of the WLAN client can be either statically assigned or dynamically 
assigned through DHCP. 


Some of the WLCs can operate in both Layer 2 and Layer 3 LWAPP transport mode. 
Layer 2 is old and is typically rarely used. (Please refer to Figure 7-5, which shows 
LWAPP Layer 2 mode.) Layer 2 support has been removed from newer versions of code 
because of its limitations. The WiSM, 3750 Foxhound, 2006, 2106, and Network 
Module Controller (NMC) are some of the WLCs that operate only in Layer 3 LWAPP 
transport mode. One of the major differences is that in Layer 2, the packets are encapsu- 
lated in Ethernet frames using Ethertype 0xBBBB, whereas in Layer 3 they are encapsu- 
lated in UDP packets. In the case of Layer 3, all the LWAPP control and data messages 
are transported over the IP network in UDP packets. 


As far as configurations regarding LAG, you will have two setups for the controller and 
two for the switch. 


interface GigabitEthernet interface id 
switchport 
channel-group id mode on 
no shutdown 
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Configure the port channel on the neighbor switch as follows: 


interface port-channel id 


switchport 

switchport trunk encapsulation dot1q 
switchport trunk native vlan native vlan id 
switchport trunk allowed vlan allowed vlans 
switchport mode trunk 

no shutdown 


The controller will be much easier as you only configure LAG on or off. Depending on 
the mode you choose, other configurations will be necessary. 


Interfaces on the WLC 


The WLC has multiple interfaces. This will be different from the newer-generation WLCs 
where only one IP address exists for the entire box. Before discussing this further, it is 
important to explore how the controller communicates using a handful of different inter- 
faces. This can help you to understand how the controller communicates to the APs and 
general traffic flow. 


Refer to Figure 7-7 to get an understanding of the relationships between the interfaces, 
WLANs, and ports. This can assist you in understanding overall flow. 


As the current WLC design now stands, 440x and WiSM, you usually have a minimum 
of three interfaces and in most cases many more: 


Management interface 
AP-Manager interface 
Dynamic interfaces 
Virtual interface 


Service port 
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Cisco WLAN Controller 


Dynamic 
Interface 1 
<name> 


WLAN 1 
SSID <name> 


Dynamic 
Interface 2 
<name> 


WLAN 2 
SSID <name> 


Dynamic 
Interface n 
<name> 


WLAN 16 
SSID <name> 


Cisco Gigabit 
Ethernet Switch port in 
802.1q Trunk Mode 


Virtual 
nterface 


AP-Manager 
nterface 


Manager 
nterface 


Cisco Copper 10/100 
Ethernet Switchport in 
Access Mode 


Service-Port 
Interface 


Figure 7-7 Relationship Between WLANs, Interfaces, and Physical Ports 


The management interface represents the entire unit on the network. This is the only 
interface on the controller that reliably responds to pings when the controller is up and 
operational. It is the interface that the network admin uses to manage the box via Telnet, 
Secure Shell (SSH), web—HTTP, HTTPS, and so on. For CAPWAP, starting with code 
revision 5.2.x and later, the controller requires one management interface to control all 
controller communications and one AP-Manager interface to control all controller-to-AP 
communications, regardless of the number of ports. 
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Note If the service port is in use, the management interface must be on a different super- 
net from the service-port interface. 


The AP-Manager interface handles all controller-to-AP communications. If the controller 
is not using LAG, it has an AP-Manager for each physical port that is enabled. The reason 
for additional ports is for additional AP support. Because the port is going to handling 
AP communications, it needs an AP-Manager to handle the traffic flow. Each AP- 
Manager has a unique address. Cisco recommends that the AP-Manager and management 
interface reside on the same subnet. The interfaces are not required to be on the same 
subnet, but that is highly recommended. If they are in different subnets, you must make 
sure that the APs have IP connectivity to both the management and AP-Manager inter- 
faces and allow CAPWAP/LWAPP to transverse these links. 


Note If LAG is enabled, only one AP-Manager interface can exist. But when LAG is dis- 
abled, you must assign an AP-Manager interface to each port on the controller. 


If only one distribution system port can be used, you should use distribution system port 1. 


Port redundancy for the AP-Manager interface is not supported. You cannot map the 
AP-Manager interface to a backup port. 


Refer to the “Multiple AP-Manager Support” section earlier in this chapter for information 
on creating and using multiple AP-Manager interfaces. 


The AP-Manager interface communicates through any distribution system port by listen- 
ing across the Layer 3 network for AP CAPWAP or LWAPP join messages to associate 
and communicate with as many LAPs as possible. 


Dynamic interfaces, also known as VLAN interfaces, are created by users and designed 
to be analogous to VLANs for WLAN clients. A controller can support up to 

512 dynamic interfaces (VLANs). Each dynamic interface is individually configured 

and allows separate communication streams to exist on any or all of the distribution sys- 
tem ports of a controller. Each dynamic interface controls VLAN and other communica- 
tions between controllers and all other network devices, and each acts as a DHCP relay 
for wireless clients associated to WLANs mapped to the interface. You can assign 
dynamic interfaces to distribution system ports, WLANs, the Layer 2 management inter- 
face, and the Layer 3 AP-Manager interface, and you can map the dynamic interface to a 
backup port. You can configure zero, one, or multiple dynamic interfaces on a distribu- 
tion system port. However, all dynamic interfaces must be ona different VLAN and IP 
subnet from all other interfaces configured on the port. If the port is untagged, all 
dynamic interfaces must be ona different IP subnet from any other interface configured 
on the port. 
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Note Configuring a dynamic interface with a secondary subnet is not supported. 


Cisco recommends using tagged VLANs for dynamic interfaces. 


This configuration enables you to manage the controller directly or through a dedicated 
operating system network, such as 10.1.2.x, which can ensure service access during net- 
work downtime. The service port can obtain an IP address using DHCP, or it can be 
assigned a static IP address, but a default gateway cannot be assigned to the service-port 
interface. Static routes can be defined through the controller for remote network access 
to the service port. 


Note Only Cisco 4400 series controllers have a service-port interface. 


You must configure an IP address on the service-port interface of both Cisco WiSM con- 
trollers; otherwise, the neighbor switch cannot check the status of each controller. 


The virtual interface actually has a variety of tasks. The important fact to remember 
about this interface is that it is used only in communications within the controller and 
encapsulated in LWAPP/CAPWAP tunnel for client traffic in certain scenarios. It never 
appears as the source or destination address of a packet that goes out a distribution sys- 
tem port and onto a switched network. For the WLC and mobility functions to operate 
correctly, the virtual interface IP address must be set to a unique value, and no other 
device in the network realm can have the same IP address. The virtual IP address for the 
interface cannot exist, nor should it ever, in a routing table in the network. The only stip- 
ulation is that it cannot be the value of 0.0.0.0. This interface is not designed to respond 
to pings. In addition, the virtual interface must be configured with an unassigned and 
unused gateway IP address, which is why many network administrators use 1.1.1.1. 


The virtual interface is never mapped to a backup port. The main roles of the virtual 
interface are to act as a DHCP server placeholder for the wireless clients that obtain their 
IP address from a DHCP server and to serve as the redirect address for the web authenti- 
cation login page. The virtual interface is used for few tasks, such as to support mobility 
management, DHCP relay, and embedded Layer 3 security such as guest web authentica- 
tion, and to maintains the Domain Name System (DNS) gateway host name used by 
Layer 3 security and mobility managers to verify the source of certificates when Layer 3 
web authorization is used. All WLCs within the same mobility group should have the 
same virtual address for WLC communication to occur. 


DHCP Proxy Vs. DHCP Bridging 


One of the biggest questions that is asked is how does the controller handle DHCP, in 
earlier versions, and what is the difference between DHCP proxy and bridging in the 
newer versions. WLC supports two modes of DHCP operations in case an external 
DHCP server is used, DHCP proxy mode and DHCP bridging mode. The DHCP proxy 
mode serves as a DHCP helper function to achieve better security and control over 
DHCP transaction between the DHCP server and the wireless clients. DHCP bridging 
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mode provides an option to make controller’s role in DHCP transaction entirely transpar- 
ent to the wireless clients. The DHCP proxy is not a DHCP relay agent as specified in 
DHCP relay RFCs . It is essentially a helper function that utilizes some relay functionality 
to direct and transform DHCP transactions between the server and the client. It is not 
designed to be compliant with the DHCP relay RFCs. 


Table 7-1 Proxy Mode and Bridging Mode in Comparison 


Handling Client DHCP DHCP Proxy Mode DHCP Bridging Mode 
Modify giaddr Yes No 

Modify siaddr Yes No 

Modify Packet Content Yes No 

Redundant offers not Yes No 

forwarded 

Option 82 Support Yes No 

BOOTP support No Server 

Per WLAN configurable Yes No 

RFC Non-compliant Proxy and relay agent are No 


not exactly the same concept. 
But DHCP bridging mode is 
recommended for full 

RFC compliance. 


DHCP Proxy Mode 


The DHCP proxy is not ideal for all network environments. The controller modifies and 
relays all DHCP transactions to provide helper function and address certain security 
issues. The controller’s virtual IP address is normally used as the source IP address of all 
DHCP transactions to the client. As a result, the real DHCP server IP address is not 
exposed in the air. This approach was adopted from the early days of the product to help 
address certain security concerns on open university campus who were among our first 
Beta customers. University campus usually have open WLAN deployed. Exposing real 
DHCP server IP would cause security issues. The virtual IP is displayed in debug output 
for DHCP transactions on the controller. 


DHCP proxy mode operation maintains the same behavior for both symmetric and asym- 
metric mobility protocols. When multiple offers are coming from external DHCP servers, 
the DHCP proxy will always select the first one that comes in and set the ip address of 
the server in the client data structure. As a result, all following transactions, renews will 
go through the same server, until a transaction fails after retries. Then the proxy will 
likely to select a different server for the client. The DHCP renew will go through the 
DHCP proxy in DHCP proxy mode. This is how the designed proxy behavior is used to 
serve license requests in different scenarios: 
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Handling of packets for local mode clients: 


DHCP Discover 

m= giaddr is initialized to Wlan IP. 

m= The Discover is unicast from Wlan IP to each of the DHCP servers that are con- 
figured on the interface (or the WLAN). 

DHCP Offer 


m= The first Offer received is processed and sent to the client. All subsequent offers 
are dropped by the proxy. 


m= giaddr is set to INADDR_ ANY. 


m= The DHCP server identifier (Option 54) is set to Virt IP. As a result, the client 
believes this to be the IP address of its DHCP server. 


m= The Offer is unicast from Virt IP to the client (yiaddr). 


DHCP Request 

m= giaddr is initialized to Wlan IP. 

m The Request is unicast from Wlan IP to the appropriate DHCP server (the server 
that returned the first Offer to the client). 

DHCP Ack 

m = giaddr is set to INADDR_ ANY. 

m = = The DHCP server identifier (Option 54) is set to Virt IP. 


m= The ACK is unicast from Virt IP to the client (yiaddr). 


Handling of packets for foreign clients: 


DHCP Discover 

m= giaddr is initialized to be Mgmt IP. 

m= The Discover is unicast from Mgmt IP to the management IP address of the 
anchor controller. 

DHCP Offer 

m Validation is done to make sure the Offer was received from the Anchor. 

m= giaddr is set to INADDR_ ANY. 


m= The DHCP server identifier (Option 54) is set to Virt IP. As a result, the client 
believes this to be the IP address of its DHCP server. 


m= The Offer is unicast from Virt IP to the client (yiaddr). 
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m= DHCP Request 
= = giaddr is initialized to be Mgmt IP. 
m = The Request is unicast from Mgmt IP to the management IP address of the 
anchor controller. 
m= DHCP Ack (Same behavior as local mode) 
m= giaddr is set to INADDR_ ANY. 
m = The DHCP server identifier (Option 54) is set to Virt IP. 
m= = The ACK is unicast from Virt IP to the client (yiaddr). 


Handling of packets for anchor clients: 


m= DHCP Discover (Same behavior as local mode) 
= = giaddr is initialized to be Wlan IP. 
m= The Discover is unicast from Wlan IP to each of the DHCP servers that are con- 
figured on the interface (or the WLAN). 
m DHCP Offer 


m= The first Offer received is processed and sent to the client. All subsequent offers 
are dropped by the proxy. 


m= giaddr is initialized to INADDR_ANY. 
m = siaddr is initialized to INADDR_ANY. 
m= The Offer is unicast from Wan IP to the management IP address of the foreign 
controller. 
m= DHCP Request (Same behavior as local mode). 
m= giaddr is initialized to Wlan IP. 
m = The Request is unicast from Wlan IP to the appropriate DHCP server (the server 
that returned the first Offer to the client). 
m DHCP Ack 
m= giaddr is initialized to INADDR_ANY. 


m= The Ack is unicast from Wlan IP to the management IP address of the foreign 
controller. 


Handling of packets for export-foreign clients: 


In this case, DHCP packets are EoIP tunneled directly from the export-foreign to the 
export-anchor. The packets are never processed by the DHCP proxy. 
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Handling of packets for export-anchor clients: 


In this case, the proxy handles packets for a client just as if the client were a local 
mode client. However, when sending packets to the client it performs EoIP encapsu- 
lation (rather than 802.11 encapsulation). 


DHCP Bridging Mode 


The DHCP bridging feature is designed to make controller’s role in the DHCP transaction 
entirely transparent to the client. With the exception of 802.11 to Ethernet II conversion, 
packets from the client are bridged unmodified from the LWAPP tunnel to the client’s 
VLAN (or EoIP tunnel in the L3 roaming case). Similarly, with the exception of 

Ethernet II to 802.11 conversion, packets to the client are bridged unmodified from the 
client’s VLAN (or EoIP tunnel in the L3 roaming case) to the LWAPP tunnel. 


When the DHCP Proxy is disabled and the system is performing Bridging, packets are 
passed to/from the client unmodified. The only packet transformations performed by the 
DHCP proxy are encapsulation/decapsulation (e.g., 802.11 to Ethernet II or EoIP tunneling). 
All packets between controllers (anchor/foreign, export anchor/export foreign) are EoIP tun- 
neled to preserve L2 information. For both the anchor and foreign case, the DHCP Proxy, 
when performing EoIP encapsulation, sets bit 1 of the EoIP header flags field. This indicates 
to the fast path on the receiving end of the tunnel that the encapsulated packet is DHCP and 
needs to be sent to the control path. 


Overview and Configuration 


If the APs reside in a different subnet than the WLC, you must implement one of these 
methods to allow WLC discovery: 


m= Use DHCP with Option 43. 


m Use DNS entry CISCO-LWAPP-CONTROLLER.localdomain to resolve the manage- 
ment IP address of the WLC. 


mw Prime the AP. 


The Cisco 1000 Series APs use a string format for DHCP Option 43, whereas the Aironet 
APs use the type, length, value (TLV) format for DHCP Option 43. DHCP servers must 
be programmed to return the option based on the AP DHCP Vendor Class Identifier 
(VCI) string (DHCP Option 60). Table 7-2 lists the VCI strings for Cisco APs that can 
operate in lightweight mode. See Chapter 3, “Introduction to LWAPP,” for additional 
information on Options 43 and 60. 


The format of the TLV block is as follows: 


m Type: Oxf1 (decimal 241) 
m= Length: Number of controller IP addresses * 4 


m~ Value: List of WLC management interfaces 
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Table 7-2 VCI Strings for Cisco APs Operating in Lightweight Mode 


AP Vendor Class Identifier 

Cisco Aironet 1000 Series Airespace.AP1200 

Cisco Aironet 1100 Series Cisco AP c1100 

Cisco Aironet 1130 Series Cisco AP c1130 

Cisco Aironet 1200 Series Cisco AP c1200 

Cisco Aironet 1240 Series Cisco AP c1240 

Cisco Aironet 1250 Series Cisco AP c1250 

Cisco Aironet 1300 Series Cisco AP c1300 

Cisco Aironet 1500 Series Cisco AP c1500! 
Cisco APOAP15002 
Cisco APLAP15052 
Cisco AP.LAP15104 
Airespace.AP1200° 

Cisco 3201 LAP Cisco AP C3201 WMIC 


lAny 1500 Series AP running 4.1 software 
21500 OAP AP running 4.0 software 
31505 Model AP running 4.0 software 
41510 Model AP running 4.0 software 


5Any 1500 Series AP running 3.2 software 


You can configure DHCP servers to return WLC IP addresses in vendor-specific Option 
43 in the DHCP offer to Cisco LAPs. When the AP gets an IP address through DHCP, 
the AP looks for WLC IP addresses in the Option 43 field in the DHCP offer. The AP 
sends a unicast LWAPP discovery message to each of the WLCs that are listed in DHCP 
Option 43. WLCs that receive the LWAPP discovery request messages unicast an LWAPP 
discovery response to the AP. The AP attempts to resolve the DNS name CISCO- 
LWAPP-CONTROLLER.localdomain. When the AP is able to resolve this name to one or 
more IP addresses, the AP sends a unicast LWAPP discovery message to the resolved IP 
addresses. Each of the WLCs that receives the LWAPP discovery request message replies 
with a unicast LWAPP discovery response to the AP. 


The first thing you need to do is get to an AP registered with the controller. To do that 
you much accomplish the following steps: 


Step 1. Have a DHCP server present so that the APs can acquire a network address. 
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Step 2. Configure the WLC for basic operation. 


Note Option 43 is used if the APs reside in a different subnet. 


Step 3. Configure the switch for the WLC. 
Step 4. | Configure the switch for the APs. 
Step 5. Register the LAPs to the WLCs. 


Step 6. Configure mobility groups for the WLCs. Multiple mobility groups are typi- 
cally used with a multiple controller set up to identify roaming boundaries. 


Note Use the Command Lookup tool with a valid CCO account on Cisco.com to obtain 
more information on the commands used in this section. The Command Lookup tool is 
located at http://www.cisco.com/cgi-bin/Support/Cmdlookup/home.pl. 


When the controller is installed for the first time, the switches and other network devices 
must use a specific configuration. With that being said, look at the network diagram in 
Figure 7-8 to see the natural flow of the VLANs and how they are carried on the WLC 
and vice versa. 


VLAN60: 192.168.60/24 


Management: 192.168.60.2 
192.168.60.1 AP-Manager: 192.168.60.3 


VLANS: 10.5.5.0/24 VLANS: 10.3.3.0/24 
10.5.5.1 Re Open Auth 


ah 
Secure Auth 


Cisco 3750 L3 Interface 10.4.4.2 Local WLAN 
Switch Controller 


VLANA4: 10.4.4.0/24 


10.4.4.1 


Figure 7-8 Network Diagram 


Now is a good opportunity to look at configuring the controller for the first time. 
When the controller boots at factory defaults, the bootup script runs the configuration 
wizard, which prompts the installer for initial configuration settings. This procedure 
describes how to use the configuration wizard on the command-line interface (CLI) to 
enter initial configuration settings. Any time you are adding input into the wizard, if 
the user presses the hyphen (-) key, the wizard backs up to the previous configuration 
statement. That way if the user makes an error, it is possible to always go back after 
pressing the Enter key. 
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Note Be sure that you understand how to configure an external DHCP server and DNS. 


Complete these steps to configure the WLC for basic operation: 


Step 1. 
Step 2. 


Step 3. 


Step 4. 
Step 5. 


Step 6. 


Step 7. 


Step 8. 


Step 9. 


Connect your computer to the WLC with a DB-9 null modem serial cable. 
Open a terminal emulator session with these settings: 

m 9600 baud 

m 8 data bits 

m 1 stop bit 

mw No parity 

@ No hardware flow control 


At the prompt, log in to the CLI. The default username is admin, and the 
default password is admin. 


If necessary, enter reset system to reboot the unit and start the wizard. 


At the first wizard prompt, enter a system name. The system name can include 
up to 32 printable ASCII characters. 


Enter an administrator username and password. The username and password 
can include up to 24 printable ASCII characters. 


Enter the service-port interface IP configuration protocol, either none or 
DHCP. Enter none if you do not want to use the service port or if you want 
to assign a static IP address to the service port. 


If you entered none in Step 7 and need to enter a static IP address for the 
service port, enter the service-port interface IP address and netmask for the 
next two prompts. If you do not want to use the service port, enter 0.0.0.0 
for the IP address and netmask. 


Enter values for these options: 

m Management interface IP address. 
m@ Netmask. 

@ Default router IP address. 


m@ Optional VLAN identifier. You can use a valid VLAN identifier or 0 for 
untagged. 


Note When the management interface on the controller is configured as part of the native 
VLAN on the switchport to which it connects, the controller should nor tag the frames. 
Therefore, you must set the VLAN to be 0 on the controller. 


Step 10. 


Step 11. 


Step 12. 
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Enter the network interface (Distribution System) physical port number. For 
the WLC, the possible ports are 1 through 4 for a front-panel Gigabit 
Ethernet port. 


Enter the IP address of the default DHCP server that supplies IP addresses to 
clients, the management interface, and the service-port interface, if you use 
one. 


Enter the LWAPP transport mode, either LAYER2 or LAYER3. 


Note If you configure the WLC 4402/4404/41xx via wizard and select AP transport 
mode LAYER2, the wizard does not ask the details of AP Manager. 


Step 13. 


Enter the virtual gateway IP address. This address can be any fictitious, unas- 
signed IP address, such as 1.1.1.1, for the Layer 3 Security and Mobility man- 
agers to use. 


Note Usually the virtual gateway IP address that is used is a private address. This should 
not be a routed interface anywhere in the network! 


Step 14. 
Step 15. 


Step 16. 


Step 17. 


Step 18. 
Step 19. 
Step 20. 
Step 21. 


Enter the Cisco WLAN Solution Mobility Group/RF Group name. 


Enter the WLAN 1 service set identifier (SSID) or network name. This identi- 
fier is the default SSID that LAPs use to associate to a WLC. 


Allow or disallow static IP addresses for clients. Enter yes to allow clients to 
supply their own IP addresses. Enter no to require clients to request an IP 
address from a DHCP server. 


If you need to configure a RADIUS server on the WLC, enter yes and enter 
this information: 


m RADIUS server IP address 
= Communication port 
m Shared secret 


If you do not need to configure a RADIUS server or you want to configure 
the server later, enter no. 


Enter a country code for the unit. 

Enter help to see a list of the supported countries. 

Enable and disable support for IEEE 802.11b, IEEE 802.11a, and IEEE 802.11g. 
Enable or disable Radio Resource Management (RRM) (auto RF). 
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Example 7-1 shows the Configuration Wizard tool along with the questions it displays 
during the initial startup. 


Example 7-1 WLC 4402—Configuration Wizard 


Welcome to the Cisco Wizard Configuration Tool 

Use the '-' character to backup 

System Name [Cisco_43:eb:22]: c4402 

Enter Administrative User Name (24 characters max): admin 
Enter Administrative Password (24 characters max): ***** 
Service Interface IP Address Configuration [none][DHCP]: none 
Enable Link Aggregation (LAG) [yes][NO]: No 

Management Interface IP Address: 192.168.60.2 

Management Interface Netmask: 255.255.255.0 

Management Interface Default Router: 192.168.60.1 

Management Interface VLAN Identifier (®@ = untagged): 60 
Management Interface Port Num [1 to 2]: 1 

Management Interface DHCP Server IP Address: 192.168.60.25 

AP Transport Mode [layer2][LAYER3]: LAYER3 

AP Manager Interface IP Address: 192.168.60.3 

AP-Manager is on Management subnet, using same values 

AP Manager Interface DHCP Server (192.168.50.3): 192.168.60.25 
Virtual Gateway IP Address: 1.1.1.1 

Mobility/RF Group Name: RFgroupname 

Network Name (SSID): SSID 

Allow Static IP Addresses [YES][no]: yes 

Configure a RADIUS Server now? [YES][no]: no 

Enter Country Code (enter 'help' for a list of countries) [US]: US 
Enable 802.11b Network [YES][no]: yes 

Enable 802.11a Network [YES][no]: yes 

Enable 802.11g Network [YES][no]: yes 

Enable Auto-RF [YES][no]: yes 


Note The management interface on the WLC is the only consistently pingable interface 
from outside of the WLC unless under a significant load. Internet Control Message 
Protocol (ICMP) is not 100 percent reliable. Dynamic interfaces are reachable too, if mgmt- 
via-dynamic is enabled. Therefore, it is an expected behavior if you are not able to ping the 
AP manager interface from outside of the WLC. 


You must configure the AP manager interface for the APs to associate with the WLC. 
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Configure the Switch for the WLC 


Example 7-2 employs a Catalyst 3750 switch that uses only one port. The example tags 
the AP-Manager and management interfaces and places these interfaces on VLAN 60. The 
switch port is configured as an IEEE 802.1Q trunk and only the appropriate VLANs, 
which are VLANs 2 through 4 and 60 in this case, are allowed on the trunk. The manage- 
ment and AP-Manager VLAN (VLAN 60) is tagged and is not configured as the native 
VLAN of the trunk. When the example configures those interfaces on the WLC, the 
interfaces are assigned a VLAN identifier. 


Example 7-2 802.1Q Switch Port Configuration 


Switch(config-if)# interface GigabitEthernet1/0/1 
Switch(config-if)# description Trunk Port to Cisco WLC 
Switch(config-if)# switchport trunk encapsulation dotiq 
Switch(config-if)# switchport trunk allowed vlan 2-4,60 
Switch(config-if)# switchport mode trunk 
Switch(config-if)# no shutdown 


Notice that this example configures the neighbor switch port in a way that only allows 
relevant VLANs on the 802.1Q trunk. All other VLANs are pruned. This type of configu- 
ration is not necessary, but it is a deployment best practice. When you prune irrelevant 
VLANs, the WLC only processes relevant frames, which optimizes performance. Now 
that you have the controller and the switch configured for interaction with the WLC, you 
can configure the switch so it can talk with the APs. The switch setup is completely 
different from the autonomous AP in the way it is configured for access ports. An excep- 
tion exists, which you will see firsthand when you get into configuring Hybrid Remote 
Edge Access Point (H-REAP). However, at this point, you are looking at a standard instal- 
lation. Example 7-3 shows the VLAN interface configuration from the Catalyst 3750. 


Example 7-3 Switch Interface VLAN Configuration 


Switch(config-if)# interface VLAN5 
Switch(config-if)# description AP VLAN 
Switch(config-if)# ip address 10.5.5.1 255.255.255.0 


Note The interface VLAN does not always have to have an IP address. 


Although the Cisco WLCs can connect to 802.1Q trunks, Cisco LAPs do not understand 
VLAN tagging and should only be connected to the access ports of the neighbor switch. 
The exception to this is when the APs are configured in H-REAP mode, where the APs 
are connected and configured as trunks to the switch. Cisco-IOS refers to the native 
VLAN with a tag of 0. The typical WLC naming convention does not use the wording 
“native” but rather the wording “default” VLAN. The word “default” indicates a tagging 
value of 0 in the WLC world. 
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Example 7-4 shows the switch port configuration from the Catalyst 3750. 


Example 7-4 Gigabit Switch Port Configuration 


Switch(config-if)# interface GigabitEthernet1/0/22 
Switch(config-if)# description Access Port Connection to Cisco Lightweight AP 
Switch(config-if)# switchport access vlan 5 


Switch(config-if)# switchport mode access 
Switch(config-if)# no shutdown 


The infrastructure is now ready for connection to the APs. The time it takes for the AP to 
register with the controller depends on a number of factors. Overall, it does not take a 
long time for the registration process to occur. The controller is limited to a specific num- 
ber of APs it can pass the configuration/software to at the same time. This does vary 
depending on code version. 


After configuring everything, you can validate that it is working correctly using either the 
controller GUI or the CLI. After the APs register with the controller, you can view them 
under the Wireless tab at the top of the user interface of the controller (see Figure 7-9). 
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Figure 7-9 Web GUI Screen of Registered APs 


On the CLI, you can use the show ap summary command to verify that the APs are reg- 
istered with the WLC, as demonstrated in Example 7-5. 
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Example 7-5 Using the CLI to Verify AP Registration with the WLC 


(Cisco Controller) >show ap summary 


AP Name Slots AP Model Ethernet MAC Location Port 


ap:64:a3:a0 2 AP1010 00:0b:85:64:a3:a0 default_location 1 


(Cisco Controller) > 


On the WLC CLI, you can also use the show client summary command to see the clients 
that are registered with the WLC, as demonstrated in Example 7-6. 


Example 7-6 Displaying Clients Registered with the WLC 


(Cisco Controller) >show client summary 


NUMB@r Of CLLOMES i liv ecece send acacedey a, eeondecat a aac auns ee ate 1 


MAC Address AP Name Status WLAN Auth Protocol Port 


00:40:96:a1:45:42 ap:64:a3:a0 Associated 4 Yes 802.11a 1 


(Cisco Controller) > 


Troubleshooting WLC Issues 


How would you begin to troubleshoot an AP that does not register with a WLC issue? 
You can start by using one of the most basic but important debug commands: debug 
lwapp events enable. 


Note If you are enabling large amounts of debugs or global debugs—debugs that apply 
to all devices—the console can become unresponsive because of the vast output and 
results in the buffering filling up. In circumstances like this, it is best to define a syslog 
server to output the debugs—available in Version 5.2. For any version prior to that and as 
another alternative, it is best to filter the debugs with a MAC address—debug mac addr 
00:00:00:00:00:00—and then enter your remaining debugs. 


The debug lwapp events enable WLC command output in Example 7-7 shows that the 
LAP is registered to the WLC. 
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Example 7-7 Sample Output from debug lwapp events enable 


(Cisco Controller) >debug lwapp events enable 

Tue Apr 11 13:38:47 2006: Received LWAPP DISCOVERY REQUEST from AP 
00:0b6:85:64:a3:a0 to ff:ff:ff: ff: ff: ff on port ‘1° 

Tue Apr 11 13:38:47 2006: Successful transmission of LWAPP Discovery -Response 
to AP 00:0b:85:64:a3:a® on Port 1 

Tue Apr 11 13:38:58 2006: Received LWAPP JOIN REQUEST from AP 
00:0b:85:64:a3:a0 to 00:0b:85:33:a8:a0 on port '1' 

Tue Apr 11 13:38:58 2006: LWAPP Join-Request MTU path from AP 00:0b:85:64:a3:a0 
is 1500, remote debug mode is 0 

Tue Apr 11 13:38:58 2006: Successfully added NPU Entry for AP 
Q0:0b:85:64:a3:a0 (index 48) Switch IP: 192.168.60.2, Switch Port: 12223, 
intIfNum 1, vlanId 60 AP IP: 10.5.5.10, AP Port: 19002, next hop MAC: 
00:0b:85:64:a3:a0 

Tue Apr 11 13:38:58 2006: Successfully transmission of LWAPP Join-Reply to AP 
00:0b:85:64:a3:a0 

Tue Apr 11 13:38:58 2006: Register LWAPP event for AP 
00:0b:85:64:a3:a0 slot 0 

Tue Apr 11 13:38:58 2006: Register LWAPP event for AP 00:0b:85:64:a3:aQ@ slot 1 

Tue Apr 11 13:39:00 2006: Received LWAPP CONFIGURE REQUEST from AP 
00:0b:85:64:a3:a0 to 00:0b:85:33:a8:a0 

Tue Apr 11 13:39:00 2006: Updating IP info for AP 00:0b:85:64:a3:a0 — 
static 0, 10.5.5.10/255.255.255.0, gtw 192.168.60.1 

Tue Apr 11 13:39:00 2006: Updating IP 10.5.5.10 ===> 10.5.5.10 for AP 
00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: spamVerifyRegDomain RegDomain set for slot @ code 0 
regstring -A regDfromCb -A 

Tue Apr 11 13:39:00 2006: spamVerifyRegDomain RegDomain set for slot 1 code 0 
regstring -A regDfromCb -A 

Tue Apr 11 13:39:00 2006: spamEncodeDomainSecretPayload:Send domain secret 
Mobility Group<6f ,39,74,cd,7e,a4,81,86,ca,32,8c,06,d3,ff,ec,6d,95,10,99,dd> 
to AP 00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Successfully transmission of LWAPP 
Config-Message to AP Q00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Running spamEncodeCreateVapPayload for SSID 'SSID' 

Tue Apr 11 13:39:00 2006: AP 00:0b:85:64:a3:a0 associated. Last AP failure was 
due to Configuration changes, reason: operator changed 11g mode 

Tue Apr 11 13:39:00 2006: Received LWAPP CHANGE_STATE_EVENT from AP 
00:0b:85:64:a3:a0 

! For State Changes refer to Figure 3-4 in chapter 3. 

Tue Apr 11 13:39:00 2006: Successfully transmission of LWAPP Change-State-Event 
Response to AP 00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Received LWAPP Up event for AP 00:0b:85:64:a3:a0 slot 0! 

Tue Apr 11 13:39:00 2006: Received LWAPP CONFIGURE COMMAND RES from AP 
00:0b:85:64:a3:a0 
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Tue Apr 11 13:39:00 2006: Received LWAPP CHANGE_STATE_EVENT from AP 
00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Successfully transmission of LWAPP Change-State-Event 
Response to AP 00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Received LWAPP Up event for AP 
00:0b:85:64:a3:a0 slot 1! 


The output in Example 7-8 shows these useful WLC debug commands in action: 

m debug pem state enable: Displays the access policy manager state machine debug op- 
tions 

m debug pem events enable: Displays policy manager events 


m debug dhcp message enable: Shows the debug of DHCP messages that are 
exchanged to and from the DHCP server 


m debug dhcp packet enable: Shows the debug of DHCP packet details that are sent to 
and from the DHCP server 


Example 7-8 Debug PEM and DHCP Debug Output 


Tue Apr 11 14:30:49 2006: Applied policy for mobile 00:40:96:a1:45:42 
Tue Apr 11 14:30:49 2006: STA [00:40:96:a1:45:42, 192.168.1.41] Replacing Fast 
Path rule type = Airespace AP Client on AP 00:0B:85:64:A3:A0, slot 0 
InHandle = 0x00000000, OutHandle = @xQ0000000 ACL Id = 255, Jumbo Frames 
= NO, interface = 1 802.1P = 0, DSCP = 0, T 
Tue Apr 11 14:30:49 2006: Successfully plumbed mobile rule for mobile 
00:40:96:a1:45:42 (ACL ID 255) 
Tue Apr 11 14:30:49 2006: Plumbed mobile LWAPP rule on AP 00:0b:85:64:a3:a0 
for mobile 00:40:96:a1:45:42 
Tue Apr 11 14:30:53 2006: DHCP proxy received packet, src: 0.0.0.0, 
len = 320 
Tue Apr 11 14:30:53 2006: dhcpProxy: Received packet: Client 00:40:96:a1:45:42 
DHCP Op: BOOTREQUEST(1), IP len: 320, switchport: 1, encap: Oxec03 
Tue Apr 11 14:30:53 2006: dhcpProxy(): dhcp request, client: 
00:40:96:a1:45:42: dhcp op: 1, port: 1, encap @xec@3, old mscb 
port number: 1 
Tue Apr 11 14:30:53 2006: dhcp option len, including the magic cookie = 84 
Tue Apr 11 14:30:53 2006: dhcp option: received DHCP REQUEST msg 
Tue Apr 11 14:30:53 2006: dhcp option: skipping option 61, len 7 
Tue Apr 11 14:30:53 2006: dhcp option: requested ip = 192.168.1.41 
Tue Apr 11 14:30:53 2006: dhcp option: skipping option 12, len 15 
Tue Apr 11 14:30:53 2006: dhcp option: skipping option 81, len 19 
Tue Apr 11 14:30:53 2006: dhcp option: vendor class id = MSFT 5.@ (len 8) 
Tue Apr 11 14:30:53 2006: dhcp option: skipping option 55, len 11 


Tue Apr 11 14:30:53 2006: dhcpParseOptions: options end, len 84, actual 84 
(continues ) 
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Example 7-8 Debug PEM and DHCP Debug Output (continued) 


Tue Apr 11 14:30:53 2006: mscb->dhcpServer: 192.168.60.2, mscb->dhcpNetmask: 
255.255.255.0,mscb->dhcpGateway: 192.168.60.1, mscb->dhcpRelay: 
192.168.60.2 VLAN: 60 

Tue Apr 11 14:30:53 2006: Local Address: 192.168.60.2, DHCP Server: 
192.168.60.2, Gateway Addr: 192.168.60.2, VLAN: 60, port: 1 

Tue Apr 11 14:30:53 2006: DHCP Message Type received: DHCP REQUEST msg 

Tue Apr 11 14:30:53 2006: op: BOOTREQUEST, htype: Ethernet, hlen: 6, hops: 1 

Tue Apr 11 14:30:53 2006: xXid: 3371152053, secs: @, flags: 0 

Tue Apr 11 14:30:53 2006: chaddr: 00:40:96:a1:45:42 

Tue Apr 11 14:30:53 2006: ciaddr: @.0.0.0, yiaddr: 0.0.0.0 

Tue Apr 11 14:30:53 2006: siaddr: @.0.0.0, giaddr: 192.168.60.2 

Tue Apr 11 14:30:53 2006: Forwarding DHCP packet locally (348 octets) from 
192.168.60.2 to 192.168.60.2 

Tue Apr 11 14:30:53 2006: Received 348 byte dhcp packet from @x0201a8cO 
192.168.60.2:68 

Tue Apr 11 14:30:53 2006: DHCP packet: 192.168.60.2 -> 192.168.60.2 using 
scope "InternalScope" 

Tue Apr 11 14:30:53 2006: received REQUEST 

Tue Apr 11 14:30:53 2006: Checking node 192.168.1.41 Allocated 1144765719, 
Expires 1144852119 (now: 1144765853) 

Tue Apr 11 14:30:53 2006: adding option 0x35 

Tue Apr 11 14:30:53 2006: adding option 0x36 

Tue Apr 11 14:30:53 2006: adding option 0x33 

Tue Apr 11 14:30:53 2006: adding option 0x03 

Tue Apr 11 14:30:53 2006: adding option x01 

Tue Apr 11 14:30:53 2006: dhcpd: Sending DHCP packet (giaddr:192.168.60.2)to 

192.168.60.2:67 from 192.168.60.2:1067 

Tue Apr 11 14:30:53 2006: sendto (548 bytes) returned 548 

Tue Apr 11 14:30:53 2006: DHCP proxy received packet, src: 192.168.60.2, 
len = 548 

Tue Apr 11 14:30:53 2006: dhcpProxy: Received packet: Client 00:40:96:a1:45:42 
DHCP Op: BOOTREPLY(2), IP len: 548, switchport: @, encap: 0x0 

Tue Apr 11 14:30:53 2006: dhcp option len, including the magic cookie = 312 

Tue Apr 11 14:30:53 2006: dhcp option: received DHCP ACK msg 

Tue Apr 11 14:30:53 2006: dhcp option: server id = 192.168.60.2 

Tue Apr 11 14:30:53 2006: dhcp option: lease time (seconds) = 86400 

Tue Apr 11 14:30:53 2006: dhcp option: gateway = 192.168.60.1 

Tue Apr 11 14:30:53 2006: dhcp option: netmask = 255.255.255.0 

Tue Apr 11 14:30:53 2006: dhcpParseOptions: options end, len 312, actual 64 

Tue Apr 11 14:30:53 2006: DHCP Reply to AP client: 00:40:96:a1:45:42, 
frame len 412, switchport 1 

Tue Apr 11 14:30:53 2006: DHCP Message Type received: DHCP ACK msg 
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op: BOOTREPLY, htype: Ethernet, hlen: 6, hops: 0 
xid: 3371152053, secs: 0, flags: @ 

chaddr: 00:40:96:a1:45:42 

ciaddr: 0.0.0.0, yiaddr: 192.168.1.41 

siaddr: 0.0.0.0, giaddr: 0.0.0.0 

server id: 1.1.1.1  rcevd server id: 192.168.60.2 


In addition to the aforementioned debug commands, you can use the following debug 
commands to troubleshoot your configuration: 


debug lwapp errors enable: Shows output of the debug of LWAPP errors 


debug pm pki enable: Shows the debug of certificate messages that are passed be- 
tween the AP and the WLC 


One of the major issues to notice is that the controller does not defend the AP-Manager 
address. If an IP address is duplicated, it can take some time to resolve because of the 
way the controller handles the issue—or does not handle, in this case. This problem mani- 
fests itself in some odd circumstances. On the positive side, this issue has been resolved 
but still exists in older code versions. This issue is a result of bug CSCsg75863. 


If the user accidentally injects a device on the subnet that uses the AP-Manager IP 
address of the controller, the Address Resolution Protocol (ARP) cache on the default 
gateway router is refreshed with the wrong MAC address. When this occurs, the APs can 
no longer reach the controller and drop into their discovery phase to look for a controller. 
The APs send discovery requests, and the controller responds with discovery replies, but 
the join requests never reach the AP-Manager interface of the controller because of the 
bad ARP entry on the gateway router. After the default 4-hour ARP refresh interval, the 
APs join the controller if the device is removed. 


A workaround for this issue is to configure the static ARP entries on the gateway router 
of the controller for these IP addresses: 


Management IP address: Customers gain access to the graphical user interface (GUI) 
from another subnet, and the controller receives the AP discovery requests. 


AP-Manager IP address: APs join the controller from another subnet. 


Every Dynamic interface IP address: Packets from other subnets reach the dynamic 
interface of the controller. 


DHCP packets transmit from the interface of the wireless client. Telnet or SSH to the 
gateway address of the controller, and use the arp ip address hbhb.bhbb.bhbb command 
to add the ARP entries. Use the ping command on the default router of the controller to 
the different addresses to refresh the ARP cache on the router. To discover the MAC 
addresses, use the show arp | include ip address command. 
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Summary 


Once again, understanding the architecture of the product and how it works plays a key 
role in allowing you to design the best topology for your network and troubleshoot it. 
Keeping abreast on the changes of the product as new controllers are introduced is also 
important. (An example would be the new 5508 that no longer has an AP-Manager inter- 
face.) That knowledge can change your understanding of how the system works and the 
way you intend to troubleshoot it. As the product grows and changes are made to 
improve the overall system, you are forced to educate yourself. Knowing the product 
prior to any implementations makes the understanding of why those changes were made 
much easier to understand. Nevertheless, keeping up with the product and understanding 
its benefits always places you in the best position even if your objective is for designing 
or troubleshooting an issue. 


Chapter 8 


Access Point Registration 


Access point (AP) registration consists of a discovery and join process. Registration is the 
first step in getting your wireless network up and running. If you understand how the dis- 
covery and join process works, your job will be much easier when you have to trou- 
bleshoot it. One of the major selling points of the AP and Controller design product is its 
scalability. You can take an AP out of the box and literally plug it into any port on your 
network and the AP will join the controller. This only happens if you have everything 
configured correctly. The point is that the port that you plug the AP into might be thou- 
sands of miles of away from the controller that it is supposed to join. What does this 
mean in terms of troubleshooting? It is vital that you understand the discovery process 
because there could be multiple networks—large complex networks at that. 


The world of wireless just became much more complex because of the Lightweight 
Access Point Protocol (LWAPP) and Control and Provisioning of Wireless Access Points 
(CAPWAP) protocols. Scalability has a price. 


The introduction of CAPWAP in Version 5.2 added another way for the AP to join the 
WLC. This is not a big issue, but it does complicate the process because it is now neces- 
sary to talk about both discovery and join processes for LWAPP and CAPWAP. 


AP Discovery and Join Process 


AP registration is really two parts: the discovery and join phases, as seen in Figure 8-1. 
The discovery is just that—the AP discovering and validating that it is indeed talking to a 
controller. The join process is essentially the AP joining the Wireless LAN Controller 
(WLC) and the building of the encrypted tunnel between the AP-Manager and the AP. 
The discovery and join process do differ between LWAPP and CAPWAP. This chapter 
takes a look at LWAPP first. 


Note The Cisco 5508 wireless controller does not require AP-Manager interfaces. The 
Management interface in a Cisco 5508 controller can act like a dynamic AP-Manager 
interface. 
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Figure 8-1 Discovery and Join Process 


This is where the management and AP-Manager functions come into play. Each interface 
plays a role in this procedure. The management interface handles the discovery, whereas 
the AP-Manager handles the join, as seen in Figure 8-2. 
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Figure 8-2 Discovery, Join Packets, and Interface Handling (Excluding 5500 Series) 


An exception to this exists, and that exception applies to the WLC 5500 series because 
this platform has no AP-Manager. The management interface handles both functions on 
the 5500 series platform, as seen in Figure 8-3. 
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Figure 8-3 Discovery, Join Packets, and Interface Handling for 5500 Series 
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Cisco APs use a process called discovery to join a WLC. Both of the wireless devices use 
LWAPP to communicate with each other. The LWAPP APs and the WLC are known for their 
scalability. Regardless of the physical or logical location in the network, they can be 
plugged in anywhere. A new AP, right from the box, can be plugged in anywhere regardless 
of the subnet. After it is plugged in, it finds the WLC. The AP then receives the WLC ver- 
sion of code and configuration. After this is sent to the AP, it is ready to start serving clients. 


Lightweight access points (LAP) are “zero-touch” deployed. The steps in this process are 
as follows: 


Step 1. LWAPP begins with a WLC discovery and join phase. The APs send LWAPP 
discovery request messages to WLCs. 


Step 2. Any WLC receiving the LWAPP discovery request responds with an LWAPP 
discovery response message. 


Step 3. From the LWAPP, the AP proceeds to step discovery responses received. Then 
an AP selects a WLC to join. 


Step 4. The AP sends an LWAPP join request to the WLC, expecting an LWAPP join 
response. 


Step 5. The WLC validates the AP and then sends an LWAPP join response to the AP. 
The AP validates the WLC to complete the discovery and join process. The 
validation on both the AP and WLC is a mutual authentication mechanism. 
An encryption key derivation process is subsequently initiated. The encryp- 
tion key secures future LWAPP messages. 


The first problem, though, is how to determine where to send the LWAPP discovery 
request messages. The Cisco implementation defines an AP controller hunting process 
and discovery algorithm. The AP builds a list of WLCs using the search and discovery 
process, and then it selects a controller to join from the list. 


The search process is as follows: 


Step 1. The AP issues a Dynamic Host Configuration Protocol (DHCP) discover request 
to get an IP address, unless it has previously had a static IP address configured. 


Step 2. If the AP supports Layer 2 LWAPP mode, it broadcasts an LWAPP discovery 
message in a Layer 2 LWAPP frame. Any WLC connected to the network that 
is configured to operate in Layer 2 LWAPP mode responds with a Layer 2 
LWAPP discovery response. If Layer 2 LWAPP mode is not supported by the 
AP or the AP fails to receive an LWAPP discovery response to the Layer 2 
LWAPP discovery message broadcast, the AP proceeds to Step 3. 


Step 3. If Step 1 fails or if the AP does not support Layer 2 LWAPP mode, attempt a 
Layer 3 LWAPP WLC discovery. 


Step 4. If Step 3 fails, reset and return to Step 1. 
The controller search process repeats until at least one WLC is found and joined. 


Figure 8-4 illustrates the process using a flowchart for a different perspective. 
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Configured — We see controls, but this is not done 


based on the sniffer trace? 


Start DHCP to Yes 
acquire address. 
Vendor information 
used in request is 
“Airspace AP1200.” 


Send Layer 3 discovery request to all 


the switch IP adresses obtained from 
DHCP Vendor options. The vendor 
options are a comma separated by a 
list of ip addresses. 


Enable Radios in 
Sniffmode to listen 
to neighbor packets 
for learning switch 
IP address. 


DNS: Collecting controller info via 
DNS (Who is LWAPP/controller.) 


Send Layer 3 discovery request to all 
the switch IP adresses learned by 
sniffing neighbor broadcast address. 


Send Layer 3 discovery request to a 
subnet broadcast address. 


Yes 


Decrement 
spamDiscoverCnt 


spamDiscover 
Cnt == 


Yes 


transportConfig Layer 2 


Send Layer 2 
broadcast 
discovery request. 


IP Address 
Acquired 


This is getting repeated 255 


Go to Join times, after that the AP reloads. 


Process. 


Start discovery timer for 10 second. 
Start collecting Discovery responses. 


Change 


Discovery Discovery 
Timer Response transportCfg 
Collected > 0 between Layer 2 


Expired 


and Layer 3. 


Figure 8-4 Discovery and Join Packet Flow 
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Troubleshooting Network Connectivity and AP 
Registration 


The following section can help you troubleshoot connectivity issues between the AP and 
the WLC. In most cases, registration and join issues can be resolved with debugs and 
analysis of configurations. In other situations a wireless trace is needed—sometimes con- 
current. This also includes the use of wireless sniffers. 


Verifying VLAN Configuration 


The configuration of the interface on a switch that connects to a WLC is usually always 
configured as a trunk port. The switchport interfaces for an AP are set up as access ports. 
In some situations the AP switch interface is configured as a trunk port. These configura- 
tion setups include Hybrid Remote Edge Access Point (H-REAP) deployments. Another 
situation is when the AP is configured as a rogue detector. This chapter notes these con- 
figurations when discussing the AP roles and H-REAP configurations. 


The following example uses a Catalyst 3750 switch utilizing only one port. The example 
tags the AP-Manager and management interfaces and places them on VLAN 60. The 
switch port is configured as an IEEE 802.1Q trunk; only the appropriate VLANs, which 
are VLANs 2 through 4 and 60 in this case, are allowed on the trunk. The management 
and AP-Manager VLAN (VLAN 60) is tagged and is not configured as the native VLAN 
of the trunk. The management and AP-Manager interfaces do not have to be configured 
as tagged interfaces; however, they are configured that way here so you understand how 
to do this in case you decide to configure it this way. Therefore, when the example con- 
figures those interfaces on the WLC, the interfaces are assigned a VLAN identifier. As a 
quick note, Portfast trunk/edge are preferred for WLC ports. 


Example 8-1 shows the 802.1Q switch port configuration. 


Example 8-1 Switch Port Configuration That Connects toa WLC 


interface GigabitEthernet1/Q/1 
description Trunk Port to Cisco WLC 
switchport trunk encapsulation dotiq 
switchport trunk allowed vlan 2-4,60 
switchport mode trunk 

no shutdown 


Note When you connect the WLC Gigabit port, make sure it is connected to the switch 
Gigabit port only. If you connect the WLC Gigabit Ethernet to the Switch FastEthernet 
port, it will not work. 


Notice that this configuration example configures the neighbor switch port in a way that 
only allows relevant VLANs on the 802.1Q trunk. All other VLANs are pruned. This type 
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of configuration is not necessary, but it is a deployment best practice. When you prune 
irrelevant VLANs, the WLC only processes relevant frames, which optimizes performance. 


The APs are connected to access ports of the switch. Consider another example on how 
to configure an AP connection on the switch. Example 8-2 shows the VLAN interface 
configuration from the Catalyst 3750. 


Example 8-2 Switchport Configuration of Switch Connection to AP 


interface VLAN5 
description AP VLAN 
ip address 10.5.5.1 255.255.255.0 


Whereas the Cisco WLCs always connect to 802.1Q trunks, in most cases, Cisco APs 
should be configured on access ports because trunking is not enabled on the APs. 


Example 8-3 shows the switch port configuration from the Catalyst 3750. 


Example 8-3 Switchport Configuration of Switch Connection to AP 


interface GigabitEthernet1/0/22 

description Access Port Connection to Cisco Lightweight AP 
switchport access vlan 5 

switchport mode access 

no shutdown 


The infrastructure is now ready for connection to the APs. 


Verifying IP Addressing Information 


After the APs register with the controller, you can view them under wireless at the top of 
the user interface of the controller. 


On the command-line interface (CLI), you can use the show ap summary command to 
verify that the APs are registered with the WLC, as shown in Example 8-4. 


Example 8-4 Registered AP Summary 


((Cisco Controller) >show ap summary 
AP Name Slots AP Model Ethernet MAC Location Port 


ap:64:a3:a0 2 AP1010 00:0b:85:64:a3:a0 default_location 1 


(Cisco Controller) > 
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9 2106Lee - Microsoft Internet Explorer — a -[5]x 
File Edit View Favorites Tools Help 
Back > => ~ & (2) | Asearch fsjravorites GBmedia | ES~ 
Address [@) hetpi//192, 168.6,2/screensfframeset. html z] eco |tnks >| Gsnact Ei 
Saye Configuration Ping Logout Refresh 
otptettte 
cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 
— 
Wireless All APs 
¥ Access Points Search by Ethernet MAC Search 
All APs 
Operational 
AP Name Ethernet MAC AP Up Time Admin Status Status Port AP Mode 
APOO1d.aled.dd6c O0:1d:al:cd:dd:6c Od,00h00mS6s Enable REG 1 Local 
HREAP Groups 
> 802.11a/n 
> 802.11b/ag/n 
Country 
Timers 
> Qos 
i 
a {|_| [eg Internet 


Figure 8-5 GUI Screenshot of Registered APs 


Understanding the AP Discovery and AP Join Process 


In a CAPWAP environment, a LAP discovers a controller by using CAPWAP discovery 
mechanisms and then sends the controller a CAPWAP join request. The controller sends 
the AP a CAPWAP join response, allowing the AP to join the controller. When the AP 
joins the controller, the controller manages its configuration, firmware, control transac- 
tions, and data transactions. Upgrade and downgrade paths from LWAPP to CAPWAP or 
from CAPWAP to LWAPP are supported. An AP with an LWAPP image starts the discov- 
ery process in LWAPP. If it finds an LWAPP controller, it starts the LWAPP discovery 
process to join the controller. 


Whether LWAPP discovery can even be tried really depends on the version of code. In 
other cases, both discovery messages should be tried, and then the join phase determines 
the WLC to join. 


Example 8-5 shows a successful AP join debug that is using CAPWAP as the communica- 
tion protocol between the AP and the WLC. 


Example 8-5 Debug Output of an AP Join 


*Aug 28 10:36:33.175: Received a message from AP of length 95 on interface = 1 
*Aug 28 10:36:33.176: Received CAPWAP_MESSAGE 
*Aug 28 10:36:33.176: CAPWAP Control Msg Received from 192.168.1.23:41148 


(continues) 
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Example 8-5 Debug Output of an AP Join (continued) 


*Aug 28 10:36:33.176: 
*Aug 28 10:36:33.176: 


192.168.1.23:41148 


*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 


*Aug 
QO:1F: 


*Aug 


28 
28 
28 
28 
28 
28 
28 
28 
28 
28 
28 
28 


QE: 


28 


10: 
10: 
10: 
10: 
10: 
10: 
10: 
10: 
10: 
10: 
10: 


10: 
8D: 


10: 


401, length 


*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 
*Aug 


28 
28 
28 
28 
28 
28 
28 
28 


10: 
10: 
10: 
10: 
10: 
10: 
10: 
10: 


element len 


*Aug 


*Aug 
length 
*Aug 

types 


*Aug 
length 


*Aug 


28 
28 


28 
i) 


28 


28 


10 


10 
52 


10 


10 
61 


10 


Address len 


*Aug 28 10: 


Address len 


*Aug 28 10: 


104 


*Aug 28 10: 


length = 4, packet received from 0:1f:9e:8d:85:f0 
00:1f:9e:8d:85:f0 packet received of length 53 from 


36:33.176: 00:1f:9e:8d:85:f0 Msg Type = 1 Capwap state = 0 
36:33.176: 00:1f:9e:8d:85:f@ Discovery Request from 192.168.1.23:41148 
36:33.176: 00:1f:9e:8d:85:f@ Discovery request: Total msgEleLen = 29 
36:33.176: 00:1f:9e:8d:85:f@ msgEleLength = 1 msgEleType = 20 
36:33.176: Discovery Type = Unknown 

36:33.176: 00:1f:9e:8d:85:f@ Total msgEleLen = 24 

36:33.176: 00:1f:9e:8d:85:f@ msgEleLength = 1 msgEleType = 41 
36:33.176: 00:1f:9e:8d:85:f@ Total msgEleLen = 19 

36:33.176: 00:1f:9e:8d:85:f@ msgEleLength = 1 msgEleType = 44 
36:33.176: 00:1f:9e:8d:85:f@ Total msgEleLen = 14 

36:33.176: 00:1f:9e:8d:85:f0 msgEleLength = 10 msgEleType = 37 
36:33.176: 00:1f:9e:8d:85:f@ Vendor specific payload from AP 

85:FO validated 

36:33.176: 00:1f:9e:8d:85:f0 Discovery request: Vendor payload type = 
= 10 

36:33.176: Board data options: apType @, joinPriority 1 

36:33.176: 00:1f:9e:8d:85:f@ Total msgEleLen = 0 

36:33.176: 1. 0 0 

36:33.176: 2. 232 3 

36:33.176: 3. @ @ 

36:33.176: 4. 50 0 

36:33.176: msgLength = 36 

36:33.176: 00:1f:9e:8d:85:f@ Discovery resp: AC Descriptor message 

= 40 

36:33.176: acName = MLG-4402 

36:33.176: 00:1f:9e:8d:85:f0 Discovery resp:AC Name message element 
36:33.176: CAPWAP_DOT11_MSGELE_WTP_RADIO_ INFORMATION supported radio 
36:33.176: 00:1f:9e:8d:85:f@ Discovery resp: WTP Radio Information msg 
36:33.176: 00:1f:9e:8d:85:f@ Discovery resp: CAPWAP Control IPV4 

= 71 

36:33.176: 00:1f:9e:8d:85:f@ Discovery resp: CAPWAP Control IPV6 

= 93 

36:33.176: 00:1f:9e:8d:85:f@ Discovery resp: Mwar type payload len = 
36:33.176: Send AP Timesync of 1219919793 source MANUAL 


*Aug 28 10:36:33.176: 


*Aug 28 10:36:33.176: 
*Aug 28 10:36:33.176: 


192.168.1.23:41148 


*Aug 28 10:36:33.176: 


*Aug 28 10:36:44.174: 


00:1f:9e:8d:85:f0 Discovery resp: Time sync payload len = 119 
00:1f:9e:8d:85:f0 encodeLen = 119 len = 16 
00:1f:9e:8d:85:f@ Discovery Response sent to 


00:1f:9e:8d:85:f0 WTP already released 
Received a message from AP of length 115 on interface = 1 
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*Aug 28 10:36:44.174: Received CAPWAP_MESSAGE 


*Aug 28 10:36:44.174: CAPWAP Control Msg Received from 192.168.1.23:41148 
*Aug 28 10:36:44.174: DTLS Connection not found for 192:168:1:23:41148 
*Aug 28 10:36:44.174: DTLS connection not found, creating new connection for 


192:168:1:23 (41148) 192:168:1:3 (5246) 


*Aug 28 10:36:44.246: record_consumed or success *Aug 28 10:36:44.248: Received a 


message from AP of length 147 on interface = 1 
*Aug 28 10:36:44.248: Received CAPWAP_MESSAGE 
*Aug 28 10:36:44.248: CAPWAP Control Msg Received from 192.168 


*Aug 28 10:36:44.250: record_consumed or success *Aug 28 10:36 
message from AP of length 590 on interface = 1 


*Aug 28 10:36:44.266: Received CAPWAP_MESSAGE 
*Aug 28 10:36:44.266: CAPWAP Control Msg Received from 192.168 


*Aug 28 10:36:44.266: record_consumed or success *Aug 28 10:36 
message from AP of length 590 on interface = 1 


*Aug 28 10:36:44.266: Received CAPWAP_MESSAGE 
*Aug 28 10:36:44.266: CAPWAP Control Msg Received from 192.168 


*Aug 28 10:36:44.267: record_consumed or success *Aug 28 10:36 
message from AP of length 179 on interface = 1 


*Aug 28 10:36:44.267: Received CAPWAP_MESSAGE 
*Aug 28 10:36:44.267: CAPWAP Control Msg Received from 192.168 


a message from AP of length 329 on interface = 1 
*Aug 28 10:36:44.710: Received CAPWAP_MESSAGE 
*Aug 28 10:36:44.711: CAPWAP Control Msg Received from 192.168 


*Aug 28 10:36:44.814: record consumed or success *Aug 28 10:36 
message from AP of length 420 on interface = 1 


*Aug 28 10:36:44.814: Received CAPWAP_MESSAGE 


»1.23:41148 


144.266: 


Received a 


»1.23:41148 


144.266: 


Received a 


»1.23:41148 


144.267: 


Received a 


»1.23:41148 
*Aug 28 10:36:44.278: record_consumed or success *Aug 28 10:36:44.710: Received 


»1.23:41148 


144.814: 


Received a 


*Aug 28 10:36:44.814: CAPWAP Control Msg Received from 192.168.1.23:41148 


*Aug 28 10:36:44.817: DTLS connection established *Aug 28 10:36:44.817: 
record_consumed or success *Aug 28 10:36:44.817: Received CAPWAP_MESSAGE 


*Aug 28 10:36:44.817: CAPWAP DTLS session established msg 
*Aug 28 10:36:44.818: dtls connection = 0x1791b964 


*Aug 28 10:36:44.818: Starting wait join timer for DTLS connection 0x1791b964!, 


AP: 192.168.1.23:41148 


*Aug 28 10:36:44.820: Received a message from AP of length 1499 on interface = 1 


*Aug 28 10:36:44.820: Received CAPWAP_MESSAGE 


*Aug 28 10:36:44.820: CAPWAP Control Msg Received from 192.168.1.23:41148 
*Aug 28 10:36:44.821: length = 4, packet received from 0:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 packet received of length 1400 from 


192.168.1.23:41148 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 Msg Type = 3 Capwap st 


ate = 0 


*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 Join Request from 192.168.1.23 


*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 Total msgEleLen = 1368 


*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 msgEleLength = 16 msgEleType 


*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 Total msgEleLen = 1348 


*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 msgEleLength = 65 msgEleType = 


141148 
28 


38 
(continues) 
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*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
Q0:1F:9E:8D:85:FO validated 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
Q0:1F:9E:8D:85:FO validated 
*Aug 28 10:36:44.821: 00:1f:9e:8d:85:f0 
*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 


*Aug 28 10:36:44.822: 
192.168.1.23:41148 


*Aug 28 10:36:44.822: 


*Aug 28 10:36:44.822: 
msgEleType = 28 


*Aug 28 10:36:44.822: 


*Aug 28 10:36:44.822: 
msgEleType = 38 


*Aug 28 10:36:44.822: 
K9 =, length 20 


*Aug 28 10:36:44.822: 
FCW1213Z01T, length 11 


*Aug 28 10:36:44.822: 
*Aug 28 10:36:44.822: 


*Aug 28 10:36:44.822: 
msgEleType = 39 


*Aug 28 10:36:44.822: 


00:1f:9e: 
00:1f:9e: 


8d: 
8d: 


85: FO 
85:FO 


00:1f:9e: 
00:1f:9e: 


8d: 
8d: 


85: FO 
85: FO 


00:1f:9e:8d:85:f0 


00:1f:9e:8d:85:f0 


BOARD 
00:1f:9e:8d:85:f0 
00:1f:9e:8d:85:f0 


00:1f:9e:8d:85:f0 


00:1f:9e:8d:85:f0 Join timer: 
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(continued) 

Total msgEleLen = 1279 
msgEleLength = 40 msgEleType = 39 
Total msgEleLen = 1235 
msgEleLength = 16 msgEleType = 45 
Total msgEleLen = 1215 
msgEleLength = 4 msgEleType = 35 
Total msgEleLen = 1207 
msgEleLength = 1 msgEleType = 41 
Total msgEleLen = 1202 
msgEleLength = 1 msgEleType = 44 
Total msgEleLen = 1197 
msgEleLength = 4 msgEleType = 42 
Total msgEleLen = 1189 
msgEleLength = 5 msgEleType = 1048 
Total msgEleLen = 1180 
msgEleLength = 5 msgEleType = 1048 
Total msgEleLen = 1171 
msgEleLength = 2 msgEleType = 29 
Total msgEleLen = 1165 
msgEleLength = 13 msgEleType = 37 


Vendor specific payload from AP 


Vendor payload type = 2, 13 
1148 


10 msgEleType = 


length = 
Total msgEleLen = 


msgEleLength = 37 


Vendor specific payload from AP 


Vendor payload type = 401, length = 10 


Created AP 00:1f:9e:8d:85:f0 
Found DTLS session for 


Join Request: Total msgEleLen = 1368 


Join Request: msgEleLength = 16 


Join Request: Total msgEleLen = 1348 


Join Request: msgEleLength = 65 


WTP_MODEL_NUMBER: apModel AIR-AP1252AG-A- 


WTP_SERIAL_NUMBER: apSerialNum 


DATA card id is 0x 


Join Request: Total msgEleLen = 1279 
Join Request: msgEleLength = 40 
Join Request: Total msgEleLen = 1235 
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*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 16 
msgEleType = 45 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1215 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 4 
msgEleType = 35 


*Aug 28 10:36:44.822: Q0:1f:9e:8d:85:f0 SESSION_ID - -1263901711 
*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1207 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 1 
msgEleType = 41 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1202 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 1 
msgEleType = 44 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Join Request: Total msgEleLen = 1197 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 4 
msgEleType = 42 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1189 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 5 
msgEleType = 1048 


*Aug 28 10:36:44.822: RADIO INFO Supported radios 1 
*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1180 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 5 
msgEleType = 1048 


*Aug 28 10:36:44.822: RADIO INFO Supported radios 2 
*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1171 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 2 
msgEleType = 29 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Maximum Message Size - 14000 
*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1165 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: msgEleLength = 13 
msgEleType = 37 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Vendor specific payload from AP 
Q0:1F:9E:8D:85:F0 validated 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join request: Vendor payload type = 2, 
length = 13 


*Aug 28 10:36:44.822: mwarType is 0 

*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1148 

*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Join Request: msgEleLength = 10 
msgEleType = 37 

*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Vendor specific payload from AP 
Q0:1F:9E:8D:85:F0 validated 

*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Join request: Vendor payload type = 401, 
length = 10 

*Aug 28 10:36:44.822: Board data options: apType @, joinPriority 1 

*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Join Request: Total msgEleLen = 1134 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Join Request: msgEleLength = 19 
msgEleType = 37 

*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Vendor specific payload from AP 
Q0:1F:9E:8D:85:F0 validated 


(continues) 
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Example 8-5 Debug Output of an AP Join (continued) 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join request: Vendor payload type = 123, 
length = 19 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 1111 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Join Request: msgEleLength = 1107 
msgEleType = 37 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f@ Vendor specific payload from AP 
Q0:1F:9E:8D:85:F0 validated 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join request: Vendor payload type = 104, 
length = 1107 


*Aug 28 10:36:44.822: 00:1f:9e:8d:85:f0 Join Request: Total msgEleLen = 0 
*Aug 28 10:36:44.822: DTL Adding AP @ - 192.168.1.23 * 
Aug 28 10:36:44.825: Join Version: = 84041472 
*Aug 28 10:36:44.825: RESULT_CODE: 0 
*Aug 28 10:36:44.825: Join resp: Result Code message element len = 8 
*Aug 28 10:36:44.825: 1. 0 0 
*Aug 28 10:36:44.825: 2. 232 3 
*Aug 28 10:36:44.825: 3. 1 0 
*Aug 28 10:36:44.825: 4. 50 0 
*Aug 28 10:36:44.825: msgLength = 36 
*Aug 28 10:36:44.825: Join resp: AC Descriptor message element len = 48 
*Aug 28 10:36:44.825: acName = MLG-4402 
*Aug 28 10:36:44.825: Join resp: AC Name message element len = 60 


*Aug 28 10:36:44.825: CAPWAP_DOT11_MSGELE WTP_RADIO INFORMATION supported radio 
types 7 


*Aug 28 10:36:44.825: Join resp: WTP Radio Information message element len = 69 
*Aug 28 10:36:44.825: Join resp: CAPWAP Control IPV4 Address len = 79 

*Aug 28 10:36:44.825: Join resp: CAPWAP Maximum Msg element len = 85 

*Aug 28 10:36:44.825: 00:1f:9e:8d:85:f@ encodeLen = 1384 len = 8 


*Aug 28 10:36:44.825: 00:1f:9e:8d:85:f0 Sending encrypted packet to AP 
192:168:1:23 (41148) 


*Aug 28 10:36:44.825: *Aug 28 10:36:44.825: CAPWAP State: Configure 


*Aug 28 10:36:44.825: 00:1f:9e:8d:85:f0 CAPWAP_ac_platform.c:1179 - Operation 
State @ ===> 4 


*Aug 28 10:36:44.832: 00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 
'mfpApCanValidate+108' for AP 00:1f:9e:8d:85:f0(0@) *Aug 28 10:36:44.834: 
00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to '12roamNotifyClientAssociation+236' 
for AP 00:1f:9e:8d:85:f0(Q) 


*Aug 28 10:36:44.836: 00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 
‘apfPrintApGroups+464' for AP 00:1f:9e:8d:85:f0(0) *Aug 28 10:36:44.838: 
00:1f:9e:8d:85:f@ Sending LWAPP Event Reg to 
‘apfSpamSendAAAFileDbBlackListTable+328' for AP 00:1f:9e:8d:85:f0(0) 


*Aug 28 10:36:44.839: 00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 
‘rremGetChannelOverlapList+288' for AP 00:1f:9e:8d:85:f0(0) 

*Aug 28 10:36:44.841: 00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 
‘asTrackSigDisableAllEvent+168' for AP 00:1f:9e:8d:85:f0(0) 

*Aug 28 10:36:44.843: 00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 
'mfpApCanValidate+108' for AP 00:1f:9e:8d:85:f0(1) *Aug 28 10:36:44.845: 
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00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to '12roamNotifyClientAssociation+236' 
for AP 00:1f:9e:8d:85:f0(1) 


*Aug 28 10:36:44.846: 00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 
‘apfPrintApGroups+464' for AP 00:1f:9e:8d:85:f0(1) *Aug 28 10:36:44.848: 
@0:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 

‘apf SpamSendAAAFileDbBlackListTable+328' for AP 00:1f:9e:8d:85:f0(1) 


*Aug 28 10:36:44.849: 00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 
‘rremGetChannelOverlapList+288' for AP 00:1f:9e:8d:85:f0(1) 


*Aug 28 10:36:44.851: 00:1f:9e:8d:85:f0 Sending LWAPP Event Reg to 
‘asTrackSigDisableAllEvent+168' for AP 00:1f:9e:8d:85:f0(1) 


*Aug 28 10:36:44.851: 00:1f:9e:8d:85:f0 WTP already released 


*Aug 28 10:36:44.852: 00:1f:9e:8d:85:f0 Register LWAPP event for AP 
00:1f:9e:8d:85:f0 slot 0 


*Aug 28 10:36:44.852: Received SPAM_NOTIFY_LCB_CONFIGURED_MSG 


*Aug 28 10:36:44.852: 00:1f:9e:8d:85:f@ Register LWAPP event for AP 
00:1f:9e:8d:85:f0 slot 1 


*Aug 28 10:36:44.853: Received SPAM _NOTIFY_LCB_CONFIGURED_MSG 

*Aug 28 10:36:44.904: Received a message from AP of length 1451 on interface = 
*Aug 28 10:36:44.904: Received CAPWAP_MESSAGE 

*Aug 28 10:36:44.904: CAPWAP Control Msg Received from 192.168.1.23:41148 


*Aug 28 10:36:44.904: IP = 192:168:1:23 Port = 41148 Frag Id = 41146 offset = 
last bit = @ index = 186 total len = 1352 CAPWAPlen = 1352 fragCount = 0 


*Aug 28 10:36:44.904: 00:1f:ca:2a:O0b:ac No fragment found 

*Aug 28 10:36:44.904: 00:1f:ca:2a:O0b:ac No fragment found 

*Aug 28 10:36:44.904: 00:1f:ca:2a:0b:ac No fragment found 

*Aug 28 10:36:44.904: 00:1f:ca:2a:O0b:ac No fragment found 

*Aug 28 10:36:44.904: Received a message from AP of length 683 on interface = 1 
*Aug 28 10:36:44.904: Received CAPWAP_MESSAGE 
*Aug 28 10:36:44.904: CAPWAP Control Msg Received from 192.168.1.23:41148 


*Aug 28 10:36:44.905: IP = 192:168:1:23 Port = 41148 Frag Id = 41146 offset = 
167 last bit = 1 index = 186 total len = 586 CAPWAPlen = 586 fragCount = 1 


*Aug 28 10:36:44.905: Incoming offset = 167 offset 2 = 0 
*Aug 28 10:36:44.905: Available index = 186 i = @ j = 1 data = Ox364eaa7c 
*Aug 28 10:36:44.905: Added to list j = 1 count = 2 


*Aug 28 10:36:44.905: 00:1f:ca:2a:O0b:ac zeroth fragment: offset = @ total len = 
1352 header len = 4 


*Aug 28 10:36:44.905: 00:1f:ca:2a:@b:ac Other fragment: header len = 2, offset 
167 last bit = 1 data = 0x364eaa7c 


*Aug 28 10:36:44.905: Last Fragment 
*Aug 28 10:36:44.905: length = 4, packet received from 0:1f:9e:8d:85:f0 


*Aug 28 10:36:44.905: 00:1f:9e:8d:85:f0 packet received of length 1930 from 
192.168.1.23:41148 


*Aug 28 10:36:44.905: 00:1f:9e:8d:85:f0 Msg Type = 5 Capwap state = 8 


*Aug 28 10:36:44.905: 00:1f:9e:8d:85:f@ Configuration Status from 
192.168.1.23:41148 


1 


v) 


189 


190 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


What does an LWAPP-to-CAPWAP AP conversion look like? Refer to Figures 8-6 
through 8-8 for a detailed view of the registration and join process. 
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Figure 8-6 Join Request 


After the AP joins using LWAPP and downloads the new CAPWAP image, it reboots and 
restarts the registration process, this time using Datagram Transport Layer Security 
(DTLS) as the encryption scheme and CAPWAP as the protocol (see Figure 8-7). 


Figure 8-7 Key Exchange 
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In Figure 8-8, you can see a straight AP join using CAPWAP. 
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Figure 8-8 Debug Output of AP Join Using CAPWAP 


Troubleshooting the AP Discovery and AP Join Process 


Many people cringe when faced with the complicated task of troubleshooting. The 
debugs might look like another language, but the key here is to practice. The more you 
practice, the easier the debugs are to perform and read. If you break down the debugs 
that are available to you, you will have the following commands. The most important item 
to remember is that CAPWAP and LWAPP have different debugs. 


Use these commands to obtain LWAPP debug information: 


m debug LWAPP events enable: Provides debug information on LWAPP events 
m debug LWAP?P error enable: Provides debug information on LWAPP errors 


m debug pem state enable: Provides debug information on the policy manager state 
machine 


m debug pem events enable: Provides debug information on policy manager events 


m debug dhcp packet enable: Provides debug information on DHCP packets 
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m debug dhcp message enable: Provides debug information on DHCP error messages 
Use these CLI commands to obtain CAPWAP debug information: 
m debug capwap events {enable | disable}: Enables or disables debugging of CAPWAP 


events 


m debug capwap errors {enable | disable}: Enables or disables debugging of CAPWAP 
errors 


m debug capwap detail {enable | disable}: Enables or disables debugging of CAPWAP 
details 


m debug capwap info {enable | disable}: Enables or disables debugging of CAPWAP 
information 


m debug capwap packet {enable | disable}: Enables or disables debugging of 
CAPWAP packets 


m debug capwap payload {enable | disable}: Enables or disables debugging of 
CAPWAP payloads 


m debug capwap hexdump {enable | disable}: Enables or disables debugging of the 
CAPWAP hexadecimal dump 


All CAPWAP control packets except discovery request and response are encrypted, so an 
ethereal trace does not give details such as, “Join request was sent but not received by the 
controller.” For debugging, disabling encryption is supported, in which case understand- 
ing the CAPWAP message type is possible. 


New debugs are available on AP and controller: 


m debug capwap ? (on controller) 

m debug capwap client ? (on AP) 

At the time of this writing, you need additional ethereal executables to be installed to 
look at CAPWAP packets. 


Along with the troubleshooting process and each situation you are faced with, it is com- 
mon to prefer some results of certain debugs over others. The best idea is to create a tem- 
plate and note the debugs for the given scenario. 


Debug for AP not registering with controller (Basic): 
debug mac addr AP-MAC-address xXxX:XX!XX!IXX!XXIXX 


debug lwapp events enable 
debug pm pki enable 
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Debug for AP not registering with controller (Advanced): 


debug mac addr AP-MAC-address xXxX:XX!XX!IXX!XX!IXX 


debug lwapp events enable 


debug dhcp message enable 


debug dhcp packet enable 


debug pm pki enable 


Debugs to run on converted APs (AP not registering with controller): 


debug lwapp client event 


debug lwapp client error 


debug lwapp client packet 


The debug lwapp events enable WLC command output in Example 8-6 shows that the 
LAP is registered to the WLC. 


Example 8-6 debug lwapp events enable Output 


(Cisco Controller) >debug lwapp events enable 


Tue 


Tue 


Tue 


Tue 


Tue 


Tue 


Tue 


Tue 
Tue 


Tue 


Tue 


Tue 


Tue 


Apr 11 13:38:47 2006: Received LWAPP DISCOVERY REQUEST from AP 

00:0b:85:64:a3:a0 to Ff: ff: ff: ff: ff: fF on port '1' 

Apr 11 13:38:47 2006: Successful transmission of LWAPP Discovery -Response 

to AP 00:0b:85:64:a3:a0 on Port 1 

Apr 11 13:38:58 2006: Received LWAPP JOIN REQUEST from AP 

00:0b:85:64:a3:a0 to 00:0b:85:33:a8:a0 on port ‘1' 

Apr 11 13:38:58 2006: LWAPP Join-Request MTU path from AP 00:0b:85:64:a3:a0 

is 1500, remote debug mode is 0 

Apr 11 13:38:58 2006: Successfully added NPU Entry for AP 

00:0b:85:64:a3:a0 (index 48) Switch IP: 192.168.60.2, Switch Port: 12223, 

intIfNum 1, vlanId 60 AP IP: 10.5.5.10, AP Port: 19002, next hop MAC: 

00:0b:85:64:a3:a0 

Apr 11 13:38:58 2006: Successful transmission of LWAPP Join-Reply to AP 

00:0b:85:64:a3:a0 

Apr 11 13:38:58 2006: Register LWAPP event for AP 

00:0b:85:64:a3:a0 slot 0 

Apr 11 13:38:58 2006: Register LWAPP event for AP 00:0b:85:64:a3:a@ slot 1 

Apr 11 13:39:00 2006: Received LWAPP CONFIGURE REQUEST from AP 

00:0b:85:64:a3:a0 to 00:0b:85:33:a8:a0 

Apr 11 13:39:00 2006: Updating IP info for AP 00:0b:85:64:a3:a0 — 

static 0, 10.5.5.10/255.255.255.0, gtw 192.168.60.1 

Apr 11 13:39:00 2006: Updating IP 10.5.5.10 ===> 10.5.5.10 for AP 

00:0b:85:64:a3:a0 

Apr 11 13:39:00 2006: spamVerifyRegDomain RegDomain set for slot @ code 0 

regstring -A regDfromCb -A 

Apr 11 13:39:00 2006: spamVerifyRegDomain RegDomain set for slot 1 code 0 
(continues) 
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Example 8-6 debug lwapp events enable Output (continued) 


regstring -A regDfromCb -A 

Tue Apr 11 13:39:00 2006: spamEncodeDomainSecretPayload:Send domain secret 
Mobility Group<6f ,39,74,cd,7e,a4,81,86,ca,32,8c,06,d3,ff,ec,6d,95,10,99,dd> 
to AP 00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Successful transmission of LWAPP 
Config-Message to AP 00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Running spamEncodeCreateVapPayload for SSID 'SSID' 

Tue Apr 11 13:39:00 2006: AP 00:0b:85:64:a3:a@ associated. Last AP failure was 
due to Configuration changes, reason: operator changed 11g mode 

Tue Apr 11 13:39:00 2006: Received LWAPP CHANGE_STATE_EVENT from AP 
00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Successful transmission of LWAPP Change-State-Event 
Response to AP 00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Received LWAPP Up event for AP @0:0b:85:64:a3:a@ slot Q! 

Tue Apr 11 13:39:00 2006: Received LWAPP CONFIGURE COMMAND RES from AP 
00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Received LWAPP CHANGE_STATE_EVENT from AP 
00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Successful transmission of LWAPP Change -State-Event 
Response to AP 00:0b:85:64:a3:a0 

Tue Apr 11 13:39:00 2006: Received LWAPP Up event for AP 
00:0b:85:64:a3:a0 slot 1! 


What do you do if the WLC never receives a join request? Because you know the AP 
generates the join request, you should start there. 


This is going to be a case where you need to utilize a packet capture tool such as 
Wireshark. What you are looking for is the AP sending the join request and placing it on 
the wire. After you verify that, you need to pick another point within its path and revali- 
date the presence of the join request packet. Follow it all the way to the WLC if possible. 
If you do determine that the join request is making it to the WLC, you have to determine 
what the controller is doing with the packet. In most cases, this step is not needed, but it 
is covered here to round your troubleshooting experience. The debug IP packet output 
shows all packets that hit the CPU. 


You can get pretty creative with this command because you can configure access control 
lists (ACLs) and apply them to the command to customize your output. In large traffic 
scenarios, this is actually a mandatory step. If you fail to do so, the output simply fills the 
buffer and renders the keyboard useless until it finishes with the output—if it finishes. 


The output in Example 8-7 shows these useful WLC debug commands: 


m debug pem state enable: Configures the access policy manager debug options 


m debug dhcp message enable: Shows the debug of DHCP messages that are 
exchanged to and from the DHCP server 


Example 8-7 
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debug dhcp packet enable: Shows the debug of DHCP packet details that are sent to 


and from the DHCP server 


Multiple Debug Output 


Tue 
Tue 


Tue 


Tue 


Tue 


Tue 


Tue 


Tue 
Tue 
Tue 
Tue 
Tue 
Tue 
Tue 
Tue 
Tue 
Tue 


Tue 


Tue 
Tue 
Tue 
Tue 
Tue 
Tue 
Tue 


Tue 


Apr 11 14:30:49 2006: Applied policy for mobile 00:40:96:a1:45:42 
Apr 11 14:30:49 2006: STA [00:40:96:a1:45:42, 


Path rule type = 
InHandle = 
= NO, 


00:40:96:a1:45:42 
Apr 
for 
Apr 
len = 320 
Apr 
DHCP Op: BOOTREQUEST(1), 


port number: 1 
11 14:30:53 
11 14:30:53 
11 14:30:53 
11 14:30:53 
11 14:30:53 
11 14:30:53 
11 14:30:53 
11 14:30:53 
11 14:30:53 
11 14:30:53 


2006: 
2006: 
2006: 
2006: 
2006: 
2006: 
2006: 
2006: 
2006: 
2006: 


Apr dhcp 
dhcp 
dhcp 
dhcp 
dhcp 
dhcp 
dhcp 


dhcp 


Apr 
Apr 
Apr 
Apr 
Apr 
Apr 
Apr 
Apr 
Apr 
255. 
192. 
Apr 
192. 
Apr 


168.60.2 VLAN: 60 
11 14:30:53 2006: 


11 
11 
11 
11 
11 


14: 
14: 
14: 
14: 
14: 


30: 
30: 
30: 
30: 
30: 
11 14:30: 
11 14:30: 
168.60.2 
11 14:30: 


53 
53 
53 
53 
53 
53 
53 
to 
53 


2006: 
2006: 
2006: 
2006: 
2006: 
2006: 


Apr 
Apr 
Apr 
Apr 
Apr 
Apr 
192. 
Apr 


168.60.2, Gateway Addr: 


chaddr: 
ciaddr: 
siaddr: 


192.168.60. 
2006: Received 348 byte dhcp packet from @x0201a8cO 


Airespace AP Client 
0x00000000, OutHandle 
interface = 1 
Apr 11 14:30:49 2006: Successfully plumbed mobile rule for mobile 
(ACL ID 255) 
11 14:30:49 2006: Plumbed mobile LWAPP rule on AP 00:0b:85:64:a3:a0 
mobile 00:40:96:a1:45:42 
11 14:30:53 2006: DHCP proxy received packet, 


11 14:30:53 2006: dhcpProxy: Received packet: 
IP len: 
Apr 11 14:30:53 2006: dhcpProxy(): 
Q0:40:96:a1:45:42: dhcp op: 


1, 


option 


option: 
option: 
option: 
option: 
option: 
option: 
option: 
dhcpParseOptions: 
mscb->dhcpServer: 
255.255.0,mscb->dhcpGateway: 192.168.60.1, 
Local Address: 
192.168.60.2, VLAN: 60, port: 1 

2006: DHCP Message Type received: DHCP REQUEST msg 
op: BOOTREQUEST, htype: 
xid: 3371152053, 
00:40:96:a1:45:42 
0.0.0.0, 
0.0.0.0, 
Forwarding DHCP packet locally 


2 


320, 


port: 


192.168.1.41] Replacing Fast 
on AP 00:0B:85:64:A3:A0, slot 0 
@x00000000 ACL Id = 255, Jumbo Frames 
802.1P = @, DSCP = 0, T 


src: 0.0.0.0, 

Client 00:40:96:a1:45:42 
1, 
client: 


switchport: encap: @xec03 
dhcp request, 
1, encap @xec@3, old mscb 
len, 84 
received DHCP REQUEST msg 

skipping option 61, len 7 

requested ip = 192.168.1.41 
len 15 
skipping option 81, len 19 
MSFT 5.0 
skipping option 55, len 11 
len 84, actual 84 

mscb ->dhcpNetmask: 


including the magic cookie = 


skipping option 12, 


vendor class id = (len 8) 
options end, 
192.168.60.2, 
mscb->dhcpRelay: 


192.168.60.2, DHCP Server: 


Ethernet, hlen: 


0, flags: 0 


6, hops: 1 


secs: 


0.0.0.0 
192.168.60.2 
(348 octets) from 


yiaddr: 
giaddr: 


(continues) 
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Example 8-7. Multiple Debug Output (continued) 


192.168.60.2:68 

Tue Apr 11 14:30:53 2006: DHCP packet: 192.168.60.2 -> 192.168.60.2 using 
scope "InternalScope" 

Tue Apr 11 14:30:53 2006: received REQUEST 

Tue Apr 11 14:30:53 2006: Checking node 192.168.1.41 Allocated 1144765719, 
Expires 1144852119 (now: 1144765853) 

Tue Apr 11 14:30:53 2006: adding option 0x35 

Tue Apr 11 14:30:53 2006: adding option 0x36 

Tue Apr 11 14:30:53 2006: adding option 0x33 

Tue Apr 11 14:30:53 2006: adding option 0x03 

Tue Apr 11 14:30:53 2006: adding option 0x01 

Tue Apr 11 14:30:53 2006: dhcpd: Sending DHCP packet (giaddr:192.168.60.2)to 

192.168.60.2:67 from 192.168.60.2:1067 

Tue Apr 11 14:30:53 2006: sendto (548 bytes) returned 548 

Tue Apr 11 14:30:53 2006: DHCP proxy received packet, src: 192.168.60.2, 
len = 548 

Tue Apr 11 14:30:53 2006: dhcpProxy: Received packet: Client 00:40:96:a1:45:42 
DHCP Op: BOOTREPLY(2), IP len: 548, switchport: @, encap: Ox 

Tue Apr 11 14:30:53 2006: dhcp option len, including the magic cookie = 312 

Tue Apr 11 14:30:53 2006: dhcp option: received DHCP ACK msg 

Tue Apr 11 14:30:53 2006: dhcp option: server id = 192.168.60.2 

Tue Apr 11 14:30:53 2006: dhcp option: lease time (seconds) = 86400 

Tue Apr 11 14:30:53 2006: dhcp option: gateway = 192.168.60.1 

Tue Apr 11 14:30:53 2006: dhcp option: netmask = 255.255.255.0 

Tue Apr 11 14:30:53 2006: dhcpParseOptions: options end, len 312, actual 64 

Tue Apr 11 14:30:53 2006: DHCP Reply to AP client: 00:40:96:a1:45:42, 
frame len 412, switchport 1 

Tue Apr 11 14:30:53 2006: DHCP Message Type received: DHCP ACK msg 

Tue Apr 11 14:30:53 2006: op: BOOTREPLY, htype: Ethernet, hlen: 6, hops: 0 

Tue Apr 11 14:30:53 2006: Xid: 3371152053, secs: @, flags: 0 

Tue Apr 11 14:30:53 2006: chaddr: 00:40:96:a1:45:42 

Tue Apr 11 14:30:53 2006: ciaddr: 0.0.0.0, yiaddr: 192.168.1.41 

Tue Apr 11 14:30:53 2006: siaddr: 0.0.0.0, giaddr: 0.0.0.0 

Tue Apr 11 14:30:53 2006: server id: 1.1.1.1  rcevd server id: 192.168.60.2 


You can use these additional debug commands to troubleshoot your configuration: 


m debug lwapp errors enable: Shows output of the debug of LWAPP errors. 


m debug pm pki enable: Shows the debug of certificate messages that are passed be- 
tween the AP and the WLC. This debug is excellent when troubleshooting join issues 
with any converted APs that utilize self-signed certificates (SSC). All APs manufac- 
tured after approximately March 2007 have manufactured installed certificates and 
do not need entries into the controller for the AP to join. The debug indicates 
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whether the AP is using an SSC. Also, if you see a hash key in the output, you can 
rest assured that you are dealing with an SSC. 


WLC Config Analyzer 


The WLC Analyzer application works with the output show run-config from any WLC. 
You can either have several controllers from the same mobility group in a single file or 
load one by one. 


To load a file, select File > Open or click the folder icon on the left of the application. 


The program presents several audit checks. Each one of them uses a different set of vali- 
dations depending on the devices present in your network. Some general checks are 
always done (interfaces, mobility, RF, AP checks, and so on), as illustrated in Figure 8-9. 


3 WLC Config Checker. 29-41CHo0_0424_0B.log = 


File Edit RF Analysis View Settings Windows Help 
a Ope 4 
3 Generat'Information = : ——— — = -[o 


\x 


Controller Data | AP Nearby Info | Warnings | 


+ Controllers Information: Checks To Apply x! 


+ Access Points Controller: Wirele: =] 
Temperatue:44 Application Checks 


Version:4.2.112.0 . 
© Voice checks (7920/7921) 


Multicast: Enable 


Multicast Mode: Wacera 
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Figure 8-9 WLC Config Analyzer 


After the audit check has been selected, the program shows a File Open dialog to select 
the file. The default location is the root system disk, which can be changed in the 
Settings > Application Settings menu. The application is useful when troubleshooting 
RRM issues because it breaks down the neighboring AP information in an easy-to-read 
format. If you look at show run-config, the majority of the output is the AP neighboring 
information and cannot be viewed on one screen. 
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AP Debugs 


Step 1. To initiate a remote debug of the AP, enter this command: 
debug ap enable Cisco_AP 


Step 2. To see all the multicast group IDs (MGID) on the AP and the number of 
clients per wireless LAN (WLAN), enter this command: 


debug ap command "show capwap mcast mgid all" Cisco_AP 


Step 3. To see all the clients per MGID on the AP and the number of clients per 
WLAN, enter this command: 


debug ap command "show capwap mcast mgid id mgid_value" 
Cisco_AP 


Debug Template 


As mentioned earlier in the chapter, it is a great idea to note the debugs you use ina given 
scenario. Create a list while you troubleshoot different scenarios. Some people prefer 
other debugs or deem that certain debugs are not needed. This chapter purposefully 
included all possible debugs that are going to yield the most output. The list is a good 
starting point and can be modified when you troubleshoot different issues. Remember 
that this chapter shows only a few of the debugs for AP registration. For the complete list 
of debugs, please refer to Appendix A, “Debugging Commands.” Also, the remote AP 
debugs are important; you can find a full list of those in Appendix A as well. 


It is always a good idea to get the show run and logs: 


show run-config (not the running-config) 
show msglog 
show traplog 


Debug for AP not registering with controller (Basic): 


debug mac addr <AP-MAC-address xXXxX!:XX!XX!XX!XX!IXX> 
debug lwapp events enable 
debug pm pki enable 


Debug for AP not registering with controller (Advanced): 


debug mac addr AP-MAC-address xXxX:XX!XX!IXX!XX!IXX 

debug lwapp events enable 

debug dhcp message enable (Depending if we have reached DHCP stage) 
debug dhcp packet enable (Depending if we have reached DHCP stage) 
debug pm pki enable 


Debugs to run on IOS-based (non-1000 series) APs (AP not registering with controller): 


debug lwapp client event 
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debug lwapp client error 
debug lwapp client packet 


As mentioned earlier, debugging does not have to be a horrible task. The more you use 
the debug features, the better you will become at reading debug output. Unfortunately, 
this is not a Cisco IOS platform, so the debugging is different. Because the controller 
does not have the best debugs, you have to get used to reading packet captures. This will 
become a natural part of your troubleshooting with the controller. Deployments can get 
complicated; despite this, you must remember the basics. If you remember how the pro- 
tocols work, you can verify each step and troubleshoot accordingly. 


Summary 


Troubleshooting AP join events can be easy or difficult depending on the topology of 
your network. However, if you stick with the basics and understand the events that need 
to occur, you will always be on track. For instance, if you are running debug lwapp 
events on the WLC but see no output, you know the AP discovery request is not making 
it to the WLC. Is the AP in the same subnet of the WLC? If so, you need to validate it is 
getting an IP address. You can do this by logging into the AP and checking the interface 
assignments, checking the leases on your DHCP server, or with a packet capture and 
looking at the packets coming from the AP. If the AP is in a different subnet, you must 
ensure the same events take place if the AP was in the same subnet, as mentioned earlier. 
You can then take it a step further and determine what discovery mechanism you are 
using and validating that the AP is obtaining that correctly. The best way to determine 
that is with a packet capture and verifying that you are seeing a unicast User Datagram 
Protocol (UDP) discovery request to the management IP address of the WLC from the 
AP. If you are not seeing that, you know you have an incorrect discover mechanism in 
place that is not working. 


No matter what the issue is, if you remember the basics and how the LWAPP and 
CAPWAP protocols work, you know where to take your next troubleshooting step. If you 
do not understand the registration process, reread the section again until registration is as 
easy as your ABCs. This will make you an excellent troubleshooter and prepare you for 
any issue that might come your way. Do not second-guess yourself along the way. Make 
sure you validate each point of the process using your troubleshooting tools. 
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Chapter 9 


Mobility 


A mobility event occurs if a client roams between access points (AP) or between con- 
trollers. If the wireless LAN (WLAN) is secured, 802.1x or Wi-Fi Protected Access 
(WPA), the client must reauthenticate to comply with the 802.11i IEEE standard. You 
want this process to have low latency and appear as transparent to the user as possible 
while still maintaining security. If this process happens fast enough, it is considered a 
seamless roaming event. 


Controller mobility addresses two key issues: 


m After the introduction of 802.1x-key-handshakes and 802.1x/ EAP authentication on 
top of the legacy 802.11 protocol, it is mandatory to recheck the client credentials 
when the client changes its basic service set identifier (BSSID)—roaming from one AP 
to another with the same WLAN/service set identifier (SSID). This might cause long 
traffic interruptions while roaming when using secure authentication methods such as 
Extensible Authentication Protocol Transport Layer Security (EAP-TLS), which ex- 
changes up to 20 packets during an authentication. 


m 802.11 isa link-layer protocol; therefore, it does not address roaming between two 
broadcast domains (Layer 3 networks/subnets). 


Cisco Unified Mobility addresses both these issues in single controller and multiple con- 
troller scenarios. The controller acts as central “authenticator” and handles all the 802.1x 
frames. After the authentication has completed, the controller forwards the needed 
encryption material to the AP. Based on the Lightweight Access Point Protocol 
(LWAPP)/Control and Provisioning of Wireless Access Points (CAPWAP) architecture, all 
client traffic is centrally tunneled to the controller. This fundamental feature allows all 
registered APs to service every client VLAN even if the APs are in different 
subnets/VLANSs (intra-controller roaming). This is something that is not possible in a 
standalone solution. In addition to tunneling client traffic between the AP and the con- 
troller, mobility allows for tunneling client traffic between controllers. This is necessary if 
the management interfaces of the controller happen to be in a separate subnet/Layer 3 
network (inter-controller roaming) from one another. 


202 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


When the client associates with an AP, the controller creates a client entry in its database. 
This entry includes the WLAN, security context, quality of service (QoS), IP, and MAC 
address of the client, the associated AP, and the LWAPP/CAPWAP tunnel where the client 
traffic is sourced and destined. 


Client Roaming/Mobility Events 


As wireless clients move between APs on the same controller and APs join to different 
controllers within the network, four different types of roaming events can take place: 


m= Intra-controller 
gm = Inter-controller 
m = Inter-subnet/Layer 3 mobility event 


= = Auto-anchor mobility 


Each type of roam results in a different behavior on the controller(s). The following sec- 
tions describe the different roaming and mobility types in detail. 


Intra-Controller Roaming 


If a client roams between APs on the same controller, it is called an intra-controller 
mobility event. Intra-controller roaming is the most simplistic in that all the controller 
needs to do is update the database with the AP association and establish new security 
contexts if necessary. Basically, the Layer 3-related mobility is handled by the controller, 
and the link layer mobility is handled by the AP. As the client roams, the controller 
updates the client state. The client traffic then flows through the new AP LWAPP/ 
CAPWAP tunnel to the controller and out on the network. Figure 9-1 illustrates an intra- 
controller roam. 


Inter-Controller Roaming 


Inter-controller roaming occurs when a client roams between two APs registered to two 
different controllers, where each controller has an interface in the client subnet. When a 
client roams between controllers on the same subnet, the controllers exchange mobility 
messages, and the client database entry is transferred from the original controller to the 
new controller. Client traffic then flows through the new controller on to the network just 
like it did on the original controller. Figure 9-2 illustrates an inter-controller roam on the 
same subnet. 


Inter-Subnet Roaming/Layer 3 Mobility Events 


If the client roams between APs registered to different controllers and the client WLAN 
on the two controllers is on different subnets, then an inter-subnet roam, or Layer 3 
mobility event, takes place. For example, if a client is on WLAN-X on Controller-1 using 
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VLANx and the client roams to WLAN-X on Controller-2, but WLAN-X on controller-2 
is using VLANy, then an inter-subnet roam for that client occurs. 


Client roams from 


000000 nn Be ne te 
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Client traffic bridged 
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Figure 9-1 Intra-Controller Roam 
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Figure 9-2 Inter-Controller Roam 
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Note It is important to remember that a Layer 3 mobility event occurs only when the 
interface assigned to the WLAN between the controllers is not the same. Whether or not 
the management interfaces of each controller are in the same subnet has no bearing ona 


client Layer 3 roaming event. 


When the client roams between them, the controllers still exchange mobility messages, 
but they handle the client database entry in a completely different manner. The original 
controller marks the client entry as Anchor, whereas the new controller marks the client 
entry as Foreign. The two controllers are now referred to as anchor and foreign, respec- 
tively. The client has no knowledge of this and retains its original IP address on the new 
controller. Traffic flow to and from the client on the network becomes asymmetrical. 
Traffic from the client is bridged directly to the wired network by the foreign controller. 
The foreign controller spoofs the IP and MAC address of the client. Traffic from the 
wired network to the client, however, is received by the original controller and sent to the 
new controller through an Ethernet over IP (EtherIP) tunnel to the new controller. The 
new controller then passes that traffic to the client. Figure 9-3 illustrates asymmetrical 


mobility tunneling. 
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Figure 9-3 Inter-Subnet Roam/Asymmetric Tunneling 


If the client roams back to the original controller, the Anchor and Foreign markings are 
removed and the client database entry is deleted from the foreign controller. If the client 
should roam to a different foreign controller, the original anchor controller is maintained, 
and the foreign client entry is transferred to the new foreign controller. 
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Asymmetrical tunneling can cause client issues if firewalls or an upstream router has 
reverse path filtering (RPF) enabled. RPF prevents multicast forwarding loops and pre- 
vents IP address spoofing in unicast routing. Because the client maintains its IP address 
from the WLAN subnet on the anchor controller, the downstream (to the client) network 
path is not the same as the upstream (from the client) network path, and RPF blocks it. 
Asymmetric tunneling can also cause jitter for voice clients if the network delay between 
the network upstream and downstream paths is different. Starting in code Release 
4.1.171.0, Cisco added the symmetric mobility tunneling feature to alleviate the limita- 
tions of asymmetric mobility tunneling. Figure 9-4 shows where to enable symmetric 
mobility tunneling from the controller GUI. After enabling this feature, you must reboot 
the controller for it to take effect. 
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Figure 9-4 Enabling Symmetric Mobility Tunneling 


When using symmetric mobility tunneling, RPF does not come into consideration 
because the client traffic path has the same ingress and egress point on the network. 
Figure 9-5 illustrates the symmetric mobility tunneling flow. 


If you decide to use symmetric mobility tunneling, you should configure it on every con- 
troller in the mobility group. Symmetric mobility tunneling is the same tunneling scheme 
that is used in auto-anchoring. Auto-anchoring is covered in the next section. Starting in 
code Release 5.2, asymmetric tunneling is deprecated. 
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Figure 9-5 Symmetric Mobility Tunneling Traffic Flow 


Tip If symmetric mobility tunneling is not enabled on the controllers when a Layer 3 
mobility event with AP Groups takes place, the client might not be able to pass traffic 
properly because the data is sent on an incorrect VLAN. You must enable symmetric 
mobility tunneling if the AP Group VLAN interface on the foreign controller is using a 
different VLAN interface than the anchor controller. See the AP Groups section of this 


chapter for more information on AP Groups. 


Auto-Anchor Mobility 


Auto-anchoring is when you anchor a WLAN to a particular controller in the mobility 
domain or group. Auto-anchoring can be used for load balancing and security. You can 
force clients to be on a particular controller/subnet regardless of the controller they 
access the wireless network from. Perhaps the most common use for auto-anchor is with 
guest networking. See Chapter 14, “Guest Networking,” for more information. 


With auto-anchor, regardless of which controller’s APs a client associates with, the client 
traffic is anchored to this one controller. Auto-anchoring is basically symmetric tunneling 
using a fixed anchor. Unlike the behavior with normal client roaming events, the anchor 
controller designated when configuring auto-anchor can never change. When a client first 
associates with a controller on an anchored WLAN, a Local Session entry is created for 
the client. The controller sends out a Mobile Announce message to the mobility group. 
When that message is not answered, the Foreign controller contacts the configured 
anchor controller and creates a foreign session for the client in its database. The anchor 
controller then creates an Anchor session for the client. 
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All traffic to and from the client associated with an anchored WLAN passes through the 
anchor controller. This is known as a bidirectional tunnel because the foreign controller 
encapsulates the client packets in EtherIP and sends them to the anchor. The anchor de- 
encapsulates the packets and delivers them to the wired network. Packets destined for the 
client are encapsulated in the EtherIP tunnel by the anchor and sent to the foreign con- 
troller. The foreign controller de-encapsulates the packets and forwards them to the 
client. Figure 9-6 illustrates the symmetric traffic flow with auto-anchoring. 


= 
= Server 


7 on 
Anchor fp Foreign 


Figure 9-6 Auto-Anchoring Symmetric Tunnel 


AP Groups 


When you create a WLAN on the controller, you have to assign an interface to that 
WLAN for the client traffic to use. Imagine that you have a 4404 series controller with 
100 registered APs and 25 clients per AP on the same WLAN. You now have 2500 clients 
on the same subnet. The initial goal of AP Groups was to separate the clients for a single 
WLAN into different subnets to decrease the size of the broadcast domain for that 
WLAN. The AP Group feature on the controllers allows you to use the same SSID but 
override the interface configured on the WLAN. In addition to decreasing the size of the 
broadcast domain for a single WLAN, there are many reasons why you might want to use 
the same SSID but have the clients on different subnets. There could be geographical rea- 
sons or a lack of enough IP addresses for a given subnet. Clients that are roaming 
between APs in different AP Groups on the same controller are not required to change 
VLANs because of intra-controller roaming. 


A perfect example of when to use AP Groups would be a campus with three separate 
buildings, each on their own subnet, VLAN 10, 20, and 30 respectively, and a single con- 
troller. You would not want to have three separate SSIDs for each building because the 
clients would have to have three separate profiles to connect to the wireless network 
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depending on which building they happened to be in. With AP Groups configured, the 
clients would need to have only a single wireless profile set up. The controller could have 
three AP Groups configured, each one using the correct dynamic interface for the subnet 
for the particular building, and the APs in those buildings would be members of their 
respective AP Group. So when a client in building Two, for example, connects to the 
SSID Corporate just like a user in building One, because the AP Group overrides the 
interface configured on the WLAN; the client in building Two is on VLAN 20, whereas 
the client in building One is on VLAN 10. The same goes for a client in building Three. 
That client would be on VLAN 30. 


When a client first associates to an AP on a controller, the controller applies the AP 
Group VLAN override policy as configured for that WLAN. When the client roams to 
another AP on the same controller, the AP Group policy for that AP is reapplied. During 
a single session, a client does not change VLANs when it roams among APs on a single 
controller. This allows for seamless roaming. When a client roams across APs associated 
to different controllers, however, the process follows the normal roaming process. 


In the 5.2 release of code, the AP Group feature has changed dramatically. The new AP 
Group feature not only allows you to override the interface fora WLAN, it also allows 
you to determine what WLANs the APs in a particular AP Group will service. In previous 
versions of code, a separate feature known as WLAN override allowed you to configure 
what WLANs an AP would service. By default, an AP will service all the WLANs config- 
ured on the controller. For more information on WLAN override and the new AP Group 
feature, visit Cisco.com. 


Troubleshooting AP Groups 


To troubleshoot client mobility, you use the same debugs covered under 
“Troubleshooting Mobility,” later in this chapter. The most common mistake, however, 
when trying to use AP Groups is not enabling the feature. On the AP Groups configura- 
tion page, there is a small check box to enable the feature. Figure 9-7 shows the AP 
Groups check box on a 4.2 controller. This must be selected and applied. You can config- 
ure all the AP Groups you like and assign APs to those groups, but if this check box is 
overlooked, nothing works as expected. 


You can also verify that AP Groups is enabled via the command-line interface (CLI) using 
the following commands: 


In code prior to the 4.1.181.0 release, the command is 
show location summary 

In code after the 4.1.181.0 release, the command is 
show wlan apgroups 


In Example 9-1, you can see the output of show wlan apgroups from a 4.2 controller. 
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Figure 9-7 Enabling AP Groups 


Example 9-1 show wlan apgroups Command Output 


(Cisco Controller) >show wlan apgroups 


STALUS weird cc, crta iste nh ee he, Bed aon eae alt aveglta Shae e Reacael a INS disabled 
Bil6 NAM yee W ews ARG eee a cae Bais pelea ewe Seales vlan20 
Site: DeSChiptlome sis avr ew eels dae eee eee vlan 20 


In this output you can see that an AP Group is configured, but the actual AP Group fea- 
ture is disabled. With this configuration, AP Groups will fail. 


You will also want to make sure that your APs are in the correct AP Group. You assign APs 
to an AP Group under the AP Configuration Advanced tab. You can verify the configuration 
with show ap config general ap-name. Example 9-2 shows the output of this command. 


Example 9-2 show ap config general Command Output 


(Cisco Controller) >show ap config general 1242 


Cisco AP “IdentisiGin ss pcesewas weed shake e wees x4 ae 3 
Cisco AP (NANG: i.e ives teavaas Coens dave wees 1242 
GOUNTLY COdE caine tose ba tha Shwe WORE ea Ree URS US - United States 


(continues) 
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Example 9-2 show ap config general Command Output (continued) 


Regulatory Domain allowed by Country............. 802.11bg: -AB 802.11a:-AB 
AP: COUNTY: COdG 22 a eitis a take rane cae ete tuba eae US - United States 

AP Regulatory: DOMALM ia: i cerecectie Sect aie BG eee ee ea enete 802.11bg:-A 802.11a:-A 
Switch, Port NUMber cscs seue by ea wa ee ee we We A 1 

WAC AGUPOSS acne WES eda ee ee eka ate was wee aS p Q0:1d:a1:cd:dd:6c 

IP Address CONTIQULATION cus ee ies eee ee eee Ly DHCP 

TR AGGRO SS iepct uP eli apse easustes ay apial alba) wriatyaghhed aya saigebens a sagan ba aay iced oe 192.168.6.18 

ER’ NGUMASK gs cca sitecatetace techeanataratasteatat sete alata acauatvar te atacand 255.255.255.0 

Gateway TP AGP sé) siscsi ead a teens eel aee eee Ria aed eas 192.168.6.1 

TInt State cs wea ede ene de taneh cots es Oheeeh ceed Enabled 

SSMSTA CC ra tidotanca tia. ata ac ko baretyasleecanace agen ad arachseiperacele. a Disabled 

Cisco. AP LoCatiOns 2. ewiadiwiead eed bea euerenene wis default location 

Cisco AP Group: NANG. 25-094 hele eee wie CORE ALE ee eS vlan20 

Primary Cisco Switch Name.........ee cece eee eee Cisco_50:a8:cO 

Primary Cisco Switch IP Address...........eeeeeee 192.168.6.2 


Here you can see that the AP is indeed a member of the vlan20 AP Group. 


Mobility Groups 


A mobility group is a collection of controllers that share RF, client, and AP information. 
Mobility has two categories: mobility domains (or lists) and mobility groups. If con- 
trollers are in the same mobility domain, they are present in the mobility configuration 
lists of the others, and the controllers listed recognize and communicate with one anoth- 
er. Controllers do not recognize or communicate with other controllers unless they are 
present in the mobility list. The lack of inter-controller communication in this scenario 
allows you to limit client roaming on the network by using different mobility group 
names on your controllers. You can assign mobility by floor, buildings, or campus if you 
choose. This does not, however, stop a client from roaming between APs joined to con- 
trollers with different mobility group names in the list. 


The group names constrain the distribution of the security context of a client. It also 
constrains AP failover between controllers. Client security context updates are sent only 
to controllers with the same mobility group name as the controller sending the update. 
This behavior changes in the 5.1 code release and is discussed further a little later in this 
section. The same goes for AP lists. An AP will not move to a controller that is not in the 
same mobility group as its current controller if that controller fails. 


Figure 9-8 shows the GUI output of a controller mobility configuration. 


As you can see, this controller has three controllers in its mobility group, wireless-west, 
and one controller with a mobility group name of dmz in its mobility list. 


Ve "wlab5wlcWISMip20 - Microsoft Internet Explorer provided by Cisco Systems, Inc, 
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Figure 9-8 Mobility Configuration 


Note Remember that, although the RF Group and the mobility group name on a con- 
troller are usually the same, they are completely independent functions and not required to 
be the same. You can change the RF Group and mobility group name for a controller any 
time after the initial configuration is complete. For more information on RF Groups, please 


see Chapter 12, “Radio Resource Management.” 


Controller code Release 5.1 or later supports three mobility groups with up to 24 con- 
trollers in a single group for a total of 72 controllers in the mobility list. Prior to con- 
troller code Release 5.1, only 48 controllers were allowed in the mobility list. 


The number of APs in a single mobility group depends on the model of controllers in that 


mobility group. 


For example, a single Wireless Integrated Service Module (WiSM) controller supports up 
to 150 APs for a total of 300 APs per WiSM blade. Therefore, if you have 12 WiSMs, or 
24 controllers total, the maximum number of APs in that mobility group would be 3600. 


Note Starting in code Release 4.2, you can configure APs with controllers outside the 
mobility group of the controller they are joined to. This feature is covered later in the chap- 


ter under “AP Mobility.” 
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Controller code Release 5.1 or later allows for seamless roaming across multiple mobility 
groups in the mobility list of the controller. If a client roams to an AP connected to a 
controller that is not in the mobility list of the original controller, a seamless roam is not 
possible. During the inter-mobility group roam, the client is fully authenticated and main- 
tains its current IP address. The controllers initiate a foreign/anchor relationship and 
EtherIP tunnel for the Layer 3 roaming event just like a regular intra-mobility group roam. 
If, however, you are using Cisco Centralized Key Management (CCKM) and Proactive 
Key Caching (PKC), only intra-mobility group roaming is supported. 


Mobility Messaging 


Controllers use mobility messages to hand off client state and set up a mobility tunnel 
session among group members for a mobile client. The Mobility Protocol is the protocol 
that controllers use for this message exchange. The Mobility Protocol employs a series of 
announcements, handoffs, and session termination messages as clients roam between 
controllers in the mobility group. The following sections discuss the different types of 
mobility messages, the mobility role of the controller in relation to the roaming client, 
Mobility Handoff types, mobility packet format, error recovery, and mobility messaging 
enhancements. 


Mobility Message Types 


Controllers in the same mobility group exchange a multitude of different messages to 
allow a wireless client to roam properly between them. 


The 11 different mobility messages are as follows: 


= Controller Announce: Sent every 20 seconds as long as the controller is operational 
and carries no status information. 


= Mobile Announce: Sent when a client first associates with a controller. The con- 
troller sends up to four mobile announce messages. The message can be sent as 
either a unicast to each controller in the group or a multicast (multicast messaging is 
covered later under the “Mobility Messaging Enhancements in 5.0” section) to the 
mobility group multicast IP. As long as no Mobile Handoff message is received, the 
controller creates a Local client session. If the client was previously associated with 
another controller in the mobility group, that controller sends a Mobile Handoff to 
the new controller. Only a controller with a Local or Foreign client session can send 
a Mobile Handoff. A controller with an Anchor client session never answers the 
Mobile Announce message. 


The Mobile Announce contains sufficient information to allow a local or foreign 
controller receiving the packet to determine the type of connection to which the 
client will transition on the new controller and the type of mobility transfer that will 
be necessary. 
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= Mobile Handoff: Sent when a mobile client session is either transferred or a new for- 
eign client session is established. It is always sent in response to a Mobile Announce 
and is always a unicast message. 


m= = Mobile Anchor Request: Sent by the new foreign controller to the anchor controller 
when it receives a handoff from another foreign controller. It notifies the anchor that 
the new foreign controller is ready to take over from the old foreign controller. 


= = Mobile Anchor Grant: Sent by the anchor controller to the new foreign controller in 
response to a Mobile Anchor Request. It is only sent in response to an Anchor 
Request. 


= = Mobile Anchor Transfer Request: Sent by the old foreign controller to the anchor 
controller when it sends a handoff to the new foreign or local controller. It notifies 
the anchor that the new controller is ready to take over. 


= Mobile Anchor Transfer ACK: Sent by the anchor controller to the old foreign con- 
troller in response to a Mobile Anchor Transfer Request. It is only sent in response 
to an Anchor Transfer Request. It closes the client session on the old foreign con- 
troller. 


= Mobile Handoff End: Sent by either the anchor or foreign controller to its respective 
peer to inform the peer that the client session is being terminated. 


= Mobile Handoff End ACK: Sent in response to a Mobile Handoff End. 


m= Anchor Export Request: Sent when a mobile client first associates with a controller, 
the controller has not received a handoff in response to the mobile announcement, 
and the WLAN is configured for Auto-Anchor. It is sent as a unicast message to a 
single controller configured as an Export Anchor for that WLAN. 


m = Anchor Export ACK: Sent in response to an Anchor Export Request. It is always a 
unicast message sent to the controller that sent the Anchor Export Request. 


Mobility Role of the Controller to the Client 


Any device on an IP network has an IP point of presence. The IP point of presence for a 
device is its IP and MAC address. Knowing the IP point of presence for a device is the 
way the network knows where to send traffic destined for that particular device. When 
using WLAN Controllers (WLC), the controller provides the client IP point of presence. 
Depending on the mobility role of a controller for a particular client, the controller with 
the AP that the client is actually joined to might not provide the IP point of presence for 
the client. 


Controllers can play one of the following five roles to the client during client mobility 
session: 


=~ ~=Local: The controller provides both AP association and IP point of presence. 


m= Anchor: The controller provides the IP point of presence only and is always paired 
with a foreign controller. This is seen with asymmetric tunneling. Packets for the 
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client are forwarded via an EtherIP encapsulated tunnel to the foreign controller for 
delivery to the client. The anchor controller provides proxy Address Resolution 
Protocol (ARP) for the client and is the relay to the Dynamic Host Configuration 
Protocol (DHCP) server for the client. DHCP reply is relayed back to the foreign con- 
troller outside the mobility tunnel. 


m= Foreign: The controller provides the AP association only and is always paired with 
an anchor controller. This is seen with asymmetrical tunneling. Packets from the 
client are forwarded directly to the network except for ARP and DHCP requests. 
ARP requests are forwarded to the anchor controller via a mobility tunnel (EtherIP). 
DHCP requests are proxied by the foreign controller to the anchor (outside mobility 
tunnel) and then proxied by the anchor to the DHCP server. 


m= Export Anchor: The controller provides the IP point of presence only and is always 
paired with an export foreign controller. This is seen with symmetric mobility tun- 
neling and auto-anchoring. Packets for the client are forwarded via a mobility tunnel 
(EtherIP) to the foreign controller for delivery to the client. The anchor controller pro- 
vides proxy ARP for the client and is the relay to the DHCP server for the client. 
DHCP packets for the client are forwarded directly to the client via mobility tunnel 
(EtherIP) to the Export Foreign controller rather than by relay outside mobility tunnel. 


m= Export Foreign: The controller provides the AP association only and is always 
paired with an export anchor controller. This is seen with symmetric mobility tunnel- 
ing and auto-anchoring. Packets from the client are forwarded via mobility tunnel 
(EtherIP) to the anchor controller, where they are de-encapsulated and delivered di- 
rectly to the network. All packets, including ARP and DHCP packets, are sent within 
the mobility tunnel. 


As you can see, there is a distinct difference between an anchor/foreign and an export 
anchor/foreign scenario. The anchor/foreign session uses asymmetric tunneling. Because 
the traffic path for the client is asymmetrical in an anchor-foreign connection, any Layer 
3 service provided to the client, such as IPsec virtual private network (VPN), Layer 2 
Tunneling Protocol (L2TP) VPN, and DHCP, cannot be processed on the anchor con- 
troller. The service session information must be extracted from the local or foreign con- 
troller and included as part of the handoff. As mentioned before, asymmetric tunneling is 
inefficient, can cause network routing problems, and is deprecated in code Release 5.2. 
The sections that follow assume that symmetric mobility tunneling is configured. 


Mobility Handoff Types 


Handoffs occur only between controllers in the same mobility group. A Mobile Handoff 
is sent when a mobile client session is either transferred or a new foreign client session is 
established. It is always sent in response to a Mobile Announce. 
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The mobile client connection to the network can take two forms: 


= ALocal connection, where the client IP point of presence on the wired LAN (the 
subnet containing the client IP address) and the AP to which the client is associated 
are both directly accessible through a single controller. 


m = AnExport Anchor-Export Foreign (symmetric mobility) connection, where the client 
IP point of presence is accessible through one controller (the Anchor) and the AP to 
which the client is associated is accessible through another controller. 


Mobility Handoffs come in six types: 


= = Local to Local 

= = Local to Foreign 

m= = Foreign to Local (1) 
= Foreign to Local (2) 
m Foreign to Foreign 


m  Auto-Anchor 


The sections that follow describe each handoff type in greater detail. 


Local to Local 


Local-to-Local Handoff occurs when the client performs a Layer 2 roam between two 
controllers and requires only two packets. Figure 9-9 illustrates a Local-to-Local Handoff. 


As shown in Figure 9-9, when the client roams to an AP on WLC1, WLC1 sends a Mobile 
Announce to the mobility group members. WLC1 responds with a Mobile Handoff, and 
the client database entry is moved from WLC1 to WLC2. WLC1 no longer has the client 
database entry. WLC2 becomes the IP point of presence for the client. 


Local to Foreign 


A Local-to-Foreign Handoff occurs when the client performs a Layer 3 (inter-controller 
inter-subnet) roam and requires only two packets. Figure 9-10 illustrates a Local-to-Foreign 
Handoff. 


As seen in Figure 9-10, in a Local-to-Foreign Handoff, when the client roams from WLC1 
to WLC2, WLC2 sends a Mobile Announce, and WLC1 responds with a Mobile 
Handoff. The client database entry is copied from WLC1 to WLC2. WLC1 marks the 
client entry as Export Anchor, and WLC2 marks the client entry as Export Foreign. The 
IP point of presence for the client remains WLC1. 
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Figure 9-9 Local-to-Local Handoff 
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Figure 9-10 Local-to-Foreign Handoff 
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Foreign to Local (1) 
A Foreign-to-Local (1) Handoff is the opposite of the Local-to-Foreign Handoff and again 


requires only two packets. The client is roaming from the foreign controller back to the 
anchor controller it came from. Figure 9-11 illustrates a Foreign-to-Local (1) Handoff. 
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Figure 9-11 Foreign to Local (1) 


Figure 9-11 shows that when the client roams back to WLC1, WLC1 sends out a Mobile 
Announce, and WLC2 responds with a Mobile Handoff. WLC1 knows it used to have a 
Local entry for that client and removes the Export Anchor designation from the client 


entry and once again marks it as Local. WLC2 deletes the database entry for the client. 
WLC1 remains the IP point of presence for the client. 


Foreign to Local (2) 


With a Foreign-to-Local (2) Handoff, three controllers are involved and four packets are 
needed. The client roams from the foreign controller to a third controller whose WLAN 
is in the same subnet as the anchor controller. Figure 9-12 illustrates a Foreign-to-Local (2) 
Handoff. 


As shown in Figure 9-12, when the client roams to WLC3, WLC3 sends out a Mobile 
Announce, and WLC2 responds with a Mobile Handoff. The client database information 
is extracted from WLC2 by WLC3. WLC2 sends a Mobility Handoff End, and WLC1 
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responds with a Mobility Handoff End ACK. WLC1 and WLC2 delete the client data- 
base entry, and WLC3 marks the client entry as Local because its WLAN is in the same 
subnet as the client IP and becomes the IP point of presence for the client. 
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Figure 9-12 Foreign-to-Local (2) Handoff 


Foreign to Foreign 


Foreign-to-Foreign Handoffs involve three controllers and require six packets to complete 
the transaction. The client data path is set up after the first three packets are processed. 
This is the most complicated handoff transaction. A Foreign-to-Foreign Handoff occurs 
whenever the client has already established an Export Anchor-Export Foreign connection 
and the new controller to which the client has associated does not share a common sub- 


net assignment with the anchor controller for the WLAN in which the client is roaming, 
as seen in Figure 9-13. 


As shown in Figure 9-13, when the client roams to WLC3, WLC3 sends out a Mobile 
Announce to the mobility members. WLC2 responds with a Mobile Handoff, and all 
client entry information is extracted from WLC2 and transferred to WLC3. After send- 
ing the Mobile Handoff, WLC2 sends an Anchor Xfer message to the WLC1, at which 
time WLC1 responds with an Anchor Xfer ACK and sets up the new client forwarding 
path. WLC2 then deletes the client session. WLC3 sends an Anchor Req message to 
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WLC1, and WLC1 responds with an Anchor Grant message. The IP point of presence 
for the client remains with WLC1. 
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Figure 9-13 Foreign-to-Foreign Handoff 


Auto-Anchor Transfer 


If a WLAN is configured for auto-anchoring, the setup of the client upon entering the 
network is different from normal. When the client associates, the controller sends out 
Mobile Announce messages (as seen in Figure 9-14) to the mobility members like normal 
just in case the client is roaming from another controller. A mobility auto-anchor con- 
troller never responds to a Mobile Announce message. 


After WLC2 sends the fourth Mobile Announce and does not receive a Mobile Handoff 
from any other controllers in the mobility group, instead of creating a Local entry for the 
client, WLC2 sends an Export Anchor Request to WLC1, which is configured as the auto- 
anchor for the client WLAN. The anchor controller responds with an Export Anchor ACK. 
The client database entry is copied to the anchor controller. WLC1 marks the client entry 
with Export Foreign, and WLC1 marks the entry as Export Anchor. WLC1 is the IP point 
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of presence for the client. With the auto-anchoring scenario, you have a fixed anchor con- 
troller for the client WLAN that will never change. The client will have an IP address in the 
same VLAN as the anchored WLAN interface on WLC1. 
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Figure 9-14 Auto-Anchor Transfer 


Mobility Session Termination Message 
A Mobility Session termination will be sent only when the controllers need to end an 
Export Foreign-Export Anchor relationship. The session termination may be initiated by 
either the foreign or anchor controller and requires only two packets. The termination 
might be required because of a client disconnect, timeout, or for administrative purposes. 
The client session will be deleted on both the foreign and anchor controller. Figure 9-15 
illustrates Mobility Session termination. 


In this example, the WLC2 (foreign) initiated the session termination to the WLC1 
(anchor). 
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Figure 9-15 Mobility Session Termination 


Mobility Packet Format 


The mobility packet is a User Datagram Protocol (UDP) packet sent and received using 
port 16666. Because UDP is an unreliable delivery mechanism, any packet that requires a 
response retries up to four times at one-second intervals. 


The mobility packet consists of a mobility packet header, which is required for all pack- 
ets, followed by one or more Type, Length, Value (TLV) payloads carrying specific client 


or session data. 


Mobility Packet Header 
The Mobility Packet Header is part of every mobility packet. It is always the first record 
in the mobility packet. The header is fixed format and may be followed by one or more 
payloads, defined next, depending on the packet type and subtype. 


Figure 9-16 shows the Mobility Packet Header, the fields for which are explained in the 
list that follows. 

Packet Type: 1 octet. This can be thought of as a command code; it defines the over- 
all purpose of the packet. See the previous subsection. 

Packet Subtype: 1 octet. This is a 1-byte status field that is specific to the packet 
type. It is typically used as an OK/error code field in ACK messages. 

= Protocol Version: 1 octet. 


m Flags: 1 octet. Reserved, always 0. 
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Length: 2 octets. Length of the header + payloads in octets. The length may 
include padding. 


Sequence Number: 2 octets. Monotonically increasing value used to detect 
retransmissions. 


Exchange ID: 4 octets. Session ID used to bind request and answer packets. The 
Exchange ID plus the querying controller IP guarantee a unique session value. 


Controller UID: 4 octets. UID portion (3 octets) of the controller MAC; leftmost 
octet is always 0. 


Controller OUI: 4 octets. OUI portion (3 octets) of the controller MAC; leftmost 
octet is always 0. 


Mobility Group Identifier: 16 octets. MD5 hash of the Mobility Group name. Mobility 
messages from groups other than the assigned Mobility Group name are ignored. 


Sequence Number 
Exchange ID 
Controller UID (from MAC) 


Controller OUI (from MAC) 


Mobility Group Identifier (16 octets) 


Figure 9-16 Mobility Packet Header 


Mobility Packet Payloads 


All Mobility Packet payloads follow a Type, Length, Value (TLV) format. The TLV header 
has the following format: 


Type: 1 octet. The payload type. 


Version: 1 octet. The version of the payload format. Currently, all Mobility payloads 
use Version 1. 


Length: 2 octets. The length of the entire payload, including the TLV header. 


The payloads can occur in any order following the packet header except for the Packet 
End payload. The Packet End payload, if included in the packet, must be the last payload 
in the packet. 


Seven payload types exist 


Client: Identifies a client. 


DHCP: Transfers a client IP address. 
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m Authentication: Username for client. 
m= PEM policy: All information to restore PEM state. 


m [PSec: Transfers the Internet Key Exchange (IKE) Security Association (SA) and the 
HiFN Contexts specific to the client VPN session. 


=~ Anchor: Information to transfer an anchor session. 


m Payload End: The Packet End payload is necessary only if the length in the packet 
header includes padding beyond the last payload. Payload processing stops when the 
Packet End payload is encountered. 


The packet payloads are hard-coded into the controller code so that when a controller 
receives a mobility packet, it knows how to decode it. 


Error Recovery 


In most cases, the mobility protocol is designed to fail in favor of client connectivity. If 
Layer 3 session information cannot be extracted or if the handoff cannot be completed, 
generally the response of the mobility group is to delete any existing client session infor- 
mation. This allows the client to start over with a new Local connection. Although the 
client may lose its existing network sessions and obtain a new IP address, it is not denied 
connectivity to the network. 


Client Collision 


Connection to the network in 802.11 is client initiated and, due to lost packets, a client 
might appear to associate with multiple controllers simultaneously. This condition is 
detected by the receipt of a Mobile Announce packet from another controller while wait- 
ing for a Mobile Handoff. In this case, if a Mobile Handoff is not received, the client is 
deauthenticated, the client session is deleted, and the client must either try again or com- 
plete the connection attempt on the other controller. 


In the case of controller failure, no state information is retained among the mobility 
group or active status updates to allow recovery. Some failure recovery is built into the 
protocol handling. 


Foreign Controller Failure 


If a foreign controller fails, any clients associated to that controller attempt to associate 
elsewhere. If the anchor controller receives a Mobile Announce and does not receive an 
Anchor Transfer (Xfer) or Anchor Request (Req) within 10 seconds of the last Mobile 
Announce retry, it deletes the client and attempts to terminate the session with the for- 
eign controller. 
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Anchor Controller Failure 


Before code Release 4.1, there was no mechanism for a foreign controller to know if its 
anchor controller was down. If an anchor controller failed, you had to manually delete it 
on the foreign controller; if the clients reassociated with a new controller, the failure of 
the Anchor Xfer would delete the client session from the old foreign, and the failure of 
the Anchor Req would cause the client to transition to a Local session on the new con- 
troller. With 4.1 and higher code, the controllers regularly exchange mpings and epings to 
quickly detect a mobility group member failure. Now if an anchor is lost, the foreign con- 
troller disassociates all the clients tunneled to that particular anchor so it can reassociate 
and be tunneled to a working anchor if one exists. 


Mobility Messaging Enhancements in 5.0 
With code Release 5.0 or later, Cisco has added two mobility messaging improvements. 


The first improvement is that a controller sends Mobile Announce messages to all the 
controllers in its mobility group first; then it sends those announcements to other con- 
trollers in the mobility list. Before this enhancement, the controller sent the messages to 
all controllers in the mobility list regardless of the configured mobility group. If the con- 
troller needs to retry the announcement, it includes the other controllers in the list. This 
reduces the number of messages a controller needs to send and receive. 


The second improvement is multicasting the Mobile Announce messages instead of uni- 
casting them. Most messages, such as Mobile Announce, PMK Updates, AP List 
Updates, and IDS Shun, are meant for all members in the group. This means that a con- 
troller has to replicate a single message for every controller in the group. In code Release 
5.0 or later, you can configure the controllers to multicast the Mobile Announce mes- 
sages. With multicast enabled, the controller has to send only a single copy of the mes- 
sage to the multicast group that contains all the controllers in the mobility group. Using 
multicast is a much more efficient delivery method. Cisco recommends that it be enabled 
on all mobility group members to gain the maximum benefits. 


Tip If a firewall exists in the network path between controllers, it is important to remem- 
ber that multicast needs to be allowed on the firewall for the controller multicast group IP. 


Configuring Mobility Groups 


To add an entry to a controller mobility configuration using the GUI, go to 
CONTROLLER > Mobility Management > Mobility Groups, as shown in Figure 9-17, 
and click on New. Here you enter the MAC address and IP address of the controller man- 
agement interface you are adding along with the mobility group name of that controller. 


If you are adding several controllers, you can choose Edit All, as shown in Figure 9-18, 
instead of New and paste in the MAC address, IP, and group name of all the controllers at 
once. 
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Figure 9-18 Mobility Group Edit All 
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For controllers to be in the same mobility group, they need to meet the following criteria: 


m= Identical mobility group names: The mobility group name is case sensitive. A mobil- 
ity group name of WLC is not the same as wlc from the controller perspective. 


m= Same virtual interface IP address: If the virtual IPs are not the same between the 
controllers, the handoff of the client database entry will not take place and the client 
will be disconnected for a short period. 


m Same version of code: This is true for supporting normal client mobility. Starting 
with the 5.2 release, a 5.2 or 6.0 controller supports auto-anchoring (discussed later 
in the chapter) with 4.2 and higher code running on the anchor controller. 


m= Network connectivity between the controller in the mobility group: You should be 
able to mping and eping between the controllers. These special pings are discussed 
later in the chapter. 


Note With controller Release 5.2, mobility is supported between auto-anchor controllers 
running 4.2 or higher code. This means the controller in the demilitarized zone (DMZ) 
could be running 5.0 code while the controllers that are anchored to it are running 5.2 
code. See Chapter 14 more information on guest networking. 


Configuring Auto-Anchoring 


To configure auto-anchoring for a WLAN, the controller you want to use as the anchor 
must be listed in the mobility domain. The anchor can either be in the same mobility 
group or a different mobility group. After the underlying mobility configuration is com- 
plete, you configure the WLAN mobility anchor. To configure the WLAN mobility 
anchor from the controller GUI, you go to WLANs, and then mouse over the drop-down 
arrow for the WLAN you want to configure and choose Mobility Anchors. On the 
Mobility Anchors configuration page, as shown in Figure 9-19, select the correct con- 
troller from the drop-down menu and click on Create Mobility Anchor. 


Note When you are configuring auto-anchor, the WLAN of the anchor controller should 
be anchored only to itself. The WLAN of the foreign controller should be anchored only 
to the anchor(s) controller. This concept is discussed in detail in Chapter 14. 


You can use the following commands from the controller CLI to verify your auto-anchor 
configuration: 


show mobility anchor 
show mobility achor wlan wlan_id 
show wlan wlan_id 


The output of show mobility anchor displays the global anchoring configuration for the 
entire controller, as demonstrated in Example 9-3. 


Chapter 9: Mobility 227 


=18) x! 


pack - > - @ [2 AE) Qsearch yravortes Beda Bl Eb- S- 
Address [@) hetp://192.168.6.5/screensiframeset. html 


=| @G0 Links | Bsnact Gi ty 
Save Configuration Ping Logout Refresh 


HELP 


cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS 


WLANs 


Mobility Anchors 


v WLANs 
WLAN: WLAN SSID anchor 


> Advanced 
Switch IP Address (Anchor) Data Path Control Path 
local up up +] 


Mobility Anchor Create | 


Switch IP Address (Anchor) 192,168.6.2 + 


bone [ [@ Internet 


Figure 9-19 WLAN Mobility Anchor Configuration 


Example 9-3 show mobility anchor Command Output 


(Cisco Controller) >show mobility anchor 


Mobility Anchor Export List 


WLAN ID IP Address Status 
3 192.168.6.5 Up 
GLAN ID IP Address Status 


If you only want to check the auto-anchoring configuration for a specific WLAN, use 
show mobility anchor wlan w/an_id, as shown in Example 9-4. 


Example 9-4 show mobility anchor wlan wlan_ID Command Output 


(Cisco Controller) >show mobility anchor wlan 3 
Mobility Anchor Export List 


(continues) 
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Example 9-4 show mobility anchor wlan wlan_ID Command Output (continued) 


WLAN ID IP Address Status 


3 192.168.6.5 Up 


The output of show wlan, as shown in Example 9-5, also displays the auto-anchor config- 
uration. 


Example 9-5 show wlan Command Output 


(Cisco Controller)>show wlan 3 
Output omitted for brevity 


H-REAP Local Switching....... ccc cece eee eee Disabled 

Infrastructure MFP protectioni..s sce ea wa wae Enabled (Global Infrastructure 
MFP Disabled) 

CUTONT MEP ie hese atieed iecctasste ee Suh ane! Maven dhe tyne ane lose Optional but inactive (WPA2 not 
configured) 

Tkip MIC Countermeasure Hold-down Timer....... 60 


Mobility Anchor List 
WLAN ID IP Address Status 


3 192.168.6.5 Up 


In the output of all three show commands in Examples 9-3 through 9-5, you can verify 
the IP address of the anchor controller as well as its status. 


Determining Controllers to Add to a Mobility Group 


The general rule of thumb for determining what controllers on your network should be in 
the same mobility group is quite simple. If a wireless client can roam between the APs joined 
to those controllers without dropping its wireless connection, those controllers should be in 
the same mobility group. If two controllers and their APs are located across the country 
from one another, you would probably not want them to be in the same mobility group. 


Secure Mobility 


With the default configuration, mobility packets are sent using UDP port 16666. This 
means that the mobility packets are not encrypted and anyone with a wired sniffer can 
view the packet contents. If you had mobility traffic traversing an unsecured network, 
you might want to enable secure mobility on the controllers to encrypt that data. Secure 
mobility uses UDP port 16667. 


To enable secure mobility, enter the following commands from the controller CLI: 


config mobility secure-mode enable 
config certificate compatibility on 
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After entering those two commands, you need to reboot the controller. Secure mobility, 
if used, must be configured on all controllers in the mobility group. Secure mobility to 
nonsecure mobility is not supported. 


Tip Secure mobility never really worked that well. Although the commands still exist in 
the controller CLI code up to 5.2, the feature is deprecated in the 6.0 release and is no 
longer supported. 


Troubleshooting Mobility 


For mobility to be established between a set of controllers, the controllers need to be 
able to communicate with one another across the network. This not only means that you 
should be able to ICMP ping between them (assuming network access control lists 
[ACLS], firewall, and so on allow ICMP ping on the network), but UDP port 16666 and 
protocol 97 communication exists as well. A successful ICMP ping between controllers 
does not mean that mobility will work. 


When controllers are mobility group members, the data (16666) and control (protocol 97) 
paths between the controllers show as Up in the output of show mobility summary, as 
demonstrated in Example 9-6. 


Example 9-6 Displaying Data/Control Path Status Between Mobility Group 
Controllers 


(WLC1) >show mobility summary 


Symmetric Mobility Tunneling (current) .......... Disabled 
Symmetric Mobility Tunneling (after reboot) ..... Disabled 
Mobility: Protocol: Portex ..ecrek sede Seew ee sows 16666 
Mobility Security MOd@iscinne cece eee ae eed wee Disabled 
Default: Mobility DOMALN e610. 0s ca See ee wireless -west 
Mobility Keepalive <ainterval. ...cces sea ce eee es ee 10 
Mobility Keepalive COUNT... .. ccc eee 3 
Mobility Group members configured..........+e008. 4 
Controllers configured in the Mobility Group 
MAC Address IP Address Group Name Status 
00:14:a9:bd:d9:a0 192.168.5.20 wireless -west Up 
00:14:a9:be:51:80 192.168.5.22 wireless -west Up 
00:1d:45:ef:al1:a0 192.168.5.24 wireless -west Up 


If either the control or the data path is down, you know you have a potential misconfigu- 
ration or network issue. You can verify the data and control paths using mping and eping 
respectively from the controller CLI. Mping sends mobility echo packets on UDP port 
16666, and eping sends EtherIP echo packets using protocol 97. 
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Perhaps the biggest network issue with mobility occurs when a firewall is present 
between the controllers. This is a common setup when using guest networking (see 
Chapter 14). If the firewall rules are incorrect, mobility cannot be established. 


Until the release of the 4.2 code, mobility was not supported when using Network 
Address Translation (NAT). In the older codes, the IP address from the source controller 
was validated with the source IP address of the IP header in the packet. Because the IP 
address in the header would change if NAT was taking place, mobility would fail. With 
the 4.2 code and higher, the controllers now validate the source MAC address from the 
sending controller, which allows mobility to work with NAT. 


When setting up mobility with NAT, ensure that you use the IP address from the NAT 
device as opposed to the IP address of the controllers management interface. 


Note Port Address Translation (PAT) is not supported on any code release. 


To debug mobility on the controllers, use the following commands: 
m debug dot11 mobile enable: Use this command to configure the debug of 802.11 mo- 
bile events. 


m debug mobility handoff enable: Debugs Mobility Handoff packets. Here you will 
see the client database entries being moved between controllers. 


m debug mobility director enable: Debugs mobility errors. 
= Debug mobility keepalive enable: Debugs EtherIP and mobility UDP echoes. 


m debug pem {packet | events} enable: Use this command to configure the access poli- 
cy manager debug options. This shows the state of the client (such as START, 
DHCP_REQ, RUN, and so on). 


Enter packet to configure the debug of policy manager events. 
Enter events to configure the debug of policy manager State Machine. 
Example 9-7 demonstrates sample output from debug mobility keepalive enable showing 


sent and received echo packets as well as a down mobility member. 


Example 9-7 debug mobility keepalive enable Command Output 


(testWLC) >Sun Mar 1 14:25:47 2009: EOIP Keepalive received from: 192. 
168.120.100 


Sun Mar 1 14:25:47 2009: version : 02, opcode : ETHOIP_OP_REQ sequence no. 492 
23 peerStatus: 0 


Sun Mar 1 14:25:47 2009: EOIP Keepalive sent to: 192.168.120.100 


Sun Mar 1 14:25:47 2009: version : @2, opcode : ETHOIP_OP_RESP sequence no. 49 
223 peerStatus: 0 


Sun Mar 1 14:25:52 2009: EOIP Keepalive sent to: 192.168.5.26 
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Sun Mar 1 14:25:52 2009: version : @2, opcode : ETHOIP_OP_REQ sequence no. 
812273 peerStatus: 0 


Sun Mar 1 14:25:52 2009: EOIP Keepalive sent to: 192.168.5.26 


Sun Mar 1 14:25:52 2009: version : @1, opcode : ETHOIP_OP_REQ sequence no. 
812274 peerStatus: 0 


Sun Mar 1 14:25:52 2009: UDP Keepalive sent to 
Sun Mar 1 14:25:52 2009: 192.168.5.26, port 16666 


Sun Mar 1 14:25:52 2009: type: 20(MobilityPingRequest) subtype: ® version: 1 
xid: 144839 seq: 2094 len 36 flags 0 


Sun Mar 1 14:25:52 2009: group id: 30a33488 9524b58e 4a4d006c fcebcees 


Sun Mar 1 14:25:52 2009: Mobility Member 192.168.5.26 detected DOWN status 3, 
cleaning up client entries. 


The configured mobility keepalive interval is the interval the controllers will send the 
EtherIP (eping) packets. The mping packets are sent at 3 times the keepalive interval. So 
for the default setting of 10 seconds, an mping is sent every 30 seconds. 


It is also important to note that although you can initiate an eping or mping from any 
controller to any other controller in the mobility group using the CLI, a controller will 
send keepalives to some and receive them from others. The controller will send keepalives 
to any controller in its mobility group that has a higher MAC address than itself and 
receive keepalives from controllers that have lower MAC addresses. 


Example 9-8 shows sample output of debug client and debug mobility handoff for a 
client with a MAC address 00:40:96:a1:4a:f6 that is performing an inter-subnet roam 
between two controllers. 


Example 9-8 debug Output Showing an Inter-Subnet Roaming Event 


! Original controller that the client is roaming from: 
!Here we see the Mobile Announce from the controller the client is roaming to: 


(Cisco Controller) >Mon Mar 23 08:15:51 2009: Mobility packet received from: 
Mon Mar 23 08:15:51 2009: 192.168.6.5, port 16666 


Mon Mar 23 08:15:51 2009: type: 3(MobileAnnounce) subtype: ® version: 1 xid: 
5 seq: 17 len 116 flags 0 


Mon Mar 23 08:15:51 2009: group id: dd6bc6e0 18d902a7 d3d26a44 650@a60dc 

Mon Mar 23 08:15:51 2009: mobile MAC: 00:40:96:a1:4a:f6, IP: 0.0.0.0, instance: 0 
Mon Mar 23 08:15:51 2009: VLAN IP: 192.168.6.5, netmask: 255.255.255.0 

Mon Mar 23 08:15:51 2009: Switch IP: 192.168.6.5 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 Handoff as Local, Client IP: 
192.168.20.20 Anchor IP: 192.168.6.2 


Mon Mar 23 08:15:51 2009: Anchor Mac : 00.1e.13.50.a8.cO 


(continues) 
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Example 9-8 debug Output Showing an Inter-Subnet Roaming Event (continued) 


!Here the controller responds with the Mobile Handoff: 


Mon Mar 23 08:15:51 2009: Mobility packet sent to: 
Mon Mar 23 08:15:51 2009: 192.168.6.5, port 16666 


Mon Mar 23 08:15:51 2009: type: 5(MobileHandoff) subtype: @ version: 1. xid: 
5 seq: 184 len 556 flags 0 


Mon Mar 23 08:15:51 2009: group id: dd6bc6e®@ 18d902a7 d3d26a44 650a60dc 


Mon Mar 23 08:15:51 2009: mobile MAC: 00:40:96:a1:4a:f6, IP: 192.168.20.20, 
instance: 1 


Mon Mar 23 08:15:51 2009: VLAN IP: 192.168.20.2, netmask: 255.255.255.0 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) State Update 
from Mobility-Complete to Mobility -Incomplete 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) Setting handles 
to 0x00000000 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) Deleted mobile 
LWAPP rule on AP [00:1¢:b1:07:fa:20] 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 Updated location for station old AP 
00:00:00:00:00:00-0, new AP Q0:00:00:00:00:00-0 


!The controller marks the client entry as Anchor: 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) mobility role 
update request from Local to Anchor 


Peer = 192.168.6.5, Old Anchor = 192.168.6.2, New Anchor = 192.168.6.2 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 Stopping deletion of Mobile Station: 
(callerid: 42) 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) State Update 
from Mobility-Incomplete to Mobility-Complete, mobility role=Anchor 


Mon Mar 23 08:15:51 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) Change state to 
RUN (20) last state RUN (20) 


! This is the controller the client roams to: 
!Client roams to AP on the controller: 


Mon Mar 23 08:34:24 2009: 00:40:96:a1:4a:f6 Adding mobile on LWAPP AP 
00:1e:13:06:f6:50(1) 


Mon Mar 23 08:34:24 2009: 00:40:96:a1:4a:f6 Scheduling deletion of Mobile Station: 
(callerId: 23) in 5 seconds 


foutput omitted for brevity 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 0.0.0.0 8021X_REQD (3) Change state to 
L2AUTHCOMPLETE (4) last state L2AUTHCOMPLETE (4) 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Mobility query, PEM State: L2AUTHCOM- 
PLETE 


!Controller sends Mobile Announce 
Mon Mar 23 08:34:26 2009: Mobility packet sent to: 
Mon Mar 23 08:34:26 2009: 192.168.6.2, port 16666 


Mon Mar 23 08:34:26 2009: type: 3(MobileAnnounce) subtype: ® version: 1 xid: 
5 seq: 17 len 116 flags 0 


Mon Mar 23 08:34:26 2009: group id: dd6bc6e0 18d902a7 d3d26a44 650a60dc 
Mon Mar 23 08:34:26 2009: mobile MAC: 00:40:96:a1:4a:f6, IP: 0.0.0.0, instance: 0 
Mon Mar 23 08:34:26 2009: VLAN IP: 192.168.6.5, netmask: 255.255.255.0 
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!Original controller responds with Mobile Handoff: 
Mon Mar 23 08:34:26 2009: Mobility packet received from: 
Mon Mar 23 08:34:26 2009: 192.168.6.2, port 16666 


Mon Mar 23 08:34:26 2009: type: 5(MobileHandoff) subtype: @ version: 1 xid: 
5 seq: 184 len 556 flags 0 


Mon Mar 23 08:34:26 2009: group id: dd6bc6e®@ 18d902a7 d3d26a44 650a60dc 


Mon Mar 23 08:34:26 2009: mobile MAC: 00:40:96:a1:4a:f6, IP: 192.168.20.20, 
instance: 1 


Mon Mar 23 08:34:26 2009: VLAN IP: 192.168.20.2, netmask: 255.255.255.0 
Mon Mar 23 08:34:26 2009: Switch IP: 192.168.6.2 
Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Mobility handoff for client: 
Ip: 192.168.20.20 
Anchor IP: 192.168.6.2, Peer IP: 192.168.6.2 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 DHCP Relay: 192.168.20.2 DHCP 
Server: 192.168.1.10 


Lease: 1800 secs Expires 1713 secs 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 192.168.20.20 DHCP_REQD (7) Change 
state to RUN (20) last state RUN (20) 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) Reached PLUMB- 
FASTPATH: from line 4717 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) Change state to 
RUN (20) last state RUN (20) 


!Client maintains original IP address: 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Assigning Address 192.168.20.20 to 
mobile 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Handoff confirm: Pre Handoff PEM 
State: RUN 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 DHCP Relay: 192.168.20.2 DHCP 
Server: 192.168.1.10 


Lease: 1800 sec Expires 1713 
Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Username entry () created for mobile 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Pem State update: RUN(20), VAP 
Security mask 40004040, IPsec len: 0, ACL Name: ‘allowall' 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Applying post-handoff policy for sta- 
tion 00:40:96:a1:4a:f6 - valid mask 0x0 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 QOS Level: -1, DSCP: -1, dotip: -1, 
Data Avg: -1, realtime Avg: -1, Data Burst -1, Realtime Burst -1 
Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Session: -1, User session: -1, 


User elapsed -1 
Interface: N/A ACL: N/A 
!Client enters the RUN state on new controller: 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) Change state to 
RUN (20) last state RUN (20) 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 Scheduling deletion of Mobile Station: 
(callerId: 55) in 1800 seconds 


!New controller marks client entry as Foreign 
Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) mobility role 
update request from Unassociated to Foreign 


(continues) 
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Example 9-8 debug Output Showing an Inter-Subnet Roaming Event (continued) 


Peer = 192.168.6.2, Old Anchor = 192.168.6.2, New Anchor = 192.168.6.2 


Mon Mar 23 08:34:26 2009: 00:40:96:a1:4a:f6 192.168.20.20 RUN (20) State Update 
from Mobility-Incomplete to Mobility-Complete, mobility role=Foreign 


In these two debugs you can clearly see the controllers exchange the mobility messages, 
client security, DHCP, and so on and update their databases for the client with Anchor 
and Foreign flags. Also notice that the client keeps the same IP address even though the 
VLANs between the WLANs on the controllers are different. 


The output of show client detail from each controller shows the anchor and mobility 
roles. See Example 9-9. 


Example 9-9 = show client detail Command Output 


! Anchor controller: 

(WLC1) >show client detail 00:40:96:a1:4a:f6 

Glient MAC AGUFOSS ink sax ebnic a Vb Bee Rew a eee Ry 00:40:96:a1:4a:f6 

Client USernaMme: .2ccc eee ee eed Pe eee eee ee eles N/A 

AP MAG AGOPOSS vc cin ca None eee os a eae Seis a ea 00:00:00:00:00:00 

Client, State. .ccese gee eee waa ee dete Associated 

Wireless. LAN. Ddisise gcse ditce keenne erdiane ae oe ee ee ae ata a 1 

BSSID eset dea altar nae east he Baya aie ane Uae Re ane eels 00:00:00:00:00:00 

Connected. For ...sc. cei See ete eee ee ede eet 124 secs 

Channel: sasiicaien? a ee Laat eee ee a N/A 

TReAAUECSSt rere scien terrae ree is emirate merece ne 192.168.20.20 

!Output omitted for brevity 

Supported Rates.t: cc ice ane beeeaaad lacey eed 6.0,9.0,12.0,18.0,24.0,36.0, 
ound bottle Wiles Benes Seale aisle cate Mat wi A de 48.0,54.0 

MODELL EY Sates vin eee marventnn eee anes e tak wnat Anchor 

MODDIS Ty EOPeL gn le AGOreS Sy wiry aahse aan eulawe a emiers 19251682655 

Mobility MOVeGCOUNE secs cece cra oa ad ee aa we 1 

Security Policy Completed........0cec eee eee eee Yes 

Policy Manager State... ... cece cece eee RUN 

Policy Manager Rule Created.........ee cece eee eens Yes 

Policy Typ@i.caxvvassavaclvav vans oo eee vw ees WPA2 

Authentication Key Management...........eeeeeeaee PSK 

Encryption Cipher. ......ccccc cece cece ee eeeeeeeeee CCMP (AES) 

Management Frame Protection.........eeee eee ee eeee No 

EAP Sy per ths essa acroriry aoa tnd trenton eee aac tete cokes Unknown 

Interfaces pccciess cyanea ceed oe eel eee dw vlan20 

MEAN aizuseeteteicce, a liiete Bite Male Sprints Ma ea eviente te Ua went hee MUN ag eneale 20 

! Foreign controller: 

(WLC2) >show client detail 00:40:96:a1:4a:f6 

GLIene (MAC ASNreSSy i. sieve sweated sawee weed ey «oy 00:40:96:a1:4a:f6 

Client Username ....... cece cece e eee eee eee eee N/A 
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APP MAG AGOPe@S'Sics5) stint anaes dole 6 aella ale and wuaeanaae wana 00:1e:13:06:f6:50 

ClTENtStatewwc sie seed aise se olale reek oe eee Associated 

WLPOLESS? TAN: Dia ace a asicce rane Bae thao deve cdira ia, dige Sad) eee 3 

BS SIDE jira aa iet Beattotsiel a etre alle aides catcher acd end. 0 ah edel ee wetoayactaanacd 00:1e:13:06:f6:5d 

Connected) For’ <t.e. ee ste vias weiea tthe ele 624 bs 42 secs 

GAMING Lic ron de ace titt, tach ntiee A Fae 2 atc ati de ENE beatles dewalt he 36 

TRAC CIGES Sieerpcntaertspene ta receneabaeeue excuerataen stedetover pareve. trenanans pene 192.168.20.20 

{Output omitted for brevity 

Supported Ratési sed toring hee eds acaweeas ad 6.0,9.0,12.0,18.0,24.0,36.0, 
a ecidsathihers SPace ay Suds eeee nce cesta apbcare sale acai dea caahe tee tie aah 48.0,54.0 

Mobility eS tatea meme ee ee Foreign 

MobatlaktyeAnChomealb AC GInC'S Siesnmeteneneletedeesrsretebeleesianetercnene 192.168.6.2 

Mobility (MOVe> COUNE si c-ecau oe eee eee ee ee eH 2 

Security Policy Completed.........cec eee eee e eee Yes 

Policy Manager State.......e cece eee eee eee eee eee RUN 

Policy Manager Rule Created.........eeeee eee eaee Yes 

NPU Fast Fast Notified... .... ccc cece eee eee eee Yes 

POLICY Ty p@xatihcicasbicdodhtiak es bane Seaathiaes WPA2 

Authentication Key Management...........eeeeeeaee PSK 

Encryption Cipher. .....ccc cece cece cece cece ee eeee CCMP (AES) 

Management Frame Protection........ceeee eee eeeeee No 

EAP TVPG. wa scadalt ie ree eRe Okie Sea eae Oe SS Unknown 

INtePE aC Gs vc.cite discs aloe dy ede ntviag vlad ele a dina Get wisesdoes management 

MILAN es deaueteck ehiatens Shree, Wha nare ey hretadae ela anaee Mid aeeyaconana ate 1) 


You can also view mobility statistics from either the graphical user interface (GUI) or the 
CLI. You can view three types of mobility group statistics from the controller GUI: 


m Global statistics: Affect all mobility transactions 
= Mobility initiator statistics: Generated by the controller initiating a mobility event 


= Mobility responder statistics: Generated by the controller responding to a mobil- 
ity event 


To view this from the controller GUI, go to MONITOR > Statistics > Mobility Statistics. 
From the CLI, use the following command: 


show mobility statistics 
Table 9-1 describes each mobility statistic. 


As you can see, the statistics page provides thorough information about the mobility 
state of the controller. Should you want to clear the current mobility statistics, select 
Clear Stats. 


236 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


Table 9-1 Mobility Statistics 


Parameter Description 


Global Mobility Statistics 


Rx Errors Generic protocol packet receive errors, such as packet too short or format incor- 
rect. 

Tx Errors Generic protocol packet transmit errors, such as packet transmission fail. 

Responses The mobility protocol uses UDP, and it resends requests several times if it does 


Retransmitted not receive a response. Because of network or processing delays, the responder 
may receive one or more retry requests after it initially responds to a request. This 
field shows a count of the response resends. 


Handoff End The total number of handoff requests received, ignored, or responded to. 


Requests 

Received 

State The policy enforcement module (PEM) has denied a client state transition, usually 
Transitions resulting in the handoff being aborted. 

Disallowed 

Resource A necessary resource, such as a buffer, was unavailable, resulting in the handoff 


Unavailable being aborted. 


Mobility Initiator Statistics 


Handoff The number of clients that have associated to the controller and have been 
Requests Sent announced to the mobility group. 


Handoff The number of handoff replies that have been received in response to the requests 
Replies sent. 

Received 

Handoff as The number of handoffs in which the entire client session has been transferred. 


Local Received 


Handoff as The number of handoffs in which the client session was anchored elsewhere. 
Foreign 
Received 


Handoff Denys The number of handoffs that were denied. 
Received 
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Table 9-1 Mobility Statistics 


Parameter Description 


Global Mobility Statistics 


Anchor The number of anchor requests that were sent for a three-party (foreign-to-for- 
Request Sent eign) handoff. The handoff was received from another foreign controller, and the 
new controller is requesting the anchor to move the client. 


Anchor Deny The number of anchor requests that were denied by the current anchor. 
Received 


Anchor Grant The number of anchor requests that were approved by the current anchor. 
Received 


Anchor The number of anchor requests that closed the session on the current anchor and 
Transfer transferred the anchor back to the requestor. 
Received 


Mobility Responder Statistics 


Handoff The number of handoff requests or client announcements that were ignored 
Requests because the controller had no knowledge of that client. 

Ignored 

Ping Pong The number of handoff requests that were denied because the handoff period 
Handoff was too short (3 seconds). 

Requests 

Dropped 

Handoff The number of handoff requests that were dropped due to either an incomplete 
Requests knowledge of the client or a problem with the packet. 

Dropped 

Handoff The number of handoff requests that were denied. 

Requests 

Denied 


Client Handoff The number of handoff responses sent while the client is in the local role. 
as Local 


Client Handoff The number of handoff responses sent while the client is in the foreign role. 
as Foreign 


(continues) 
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Table 9-1 Mobility Statistics (continued) 


Parameter Description 


Global Mobility Statistics 


Anchor The number of anchor requests received. 

Requests 

Received 

Anchor The number of anchor requests denied. 

Requests 

Denied 

Anchor The number of anchor requests granted. 

Requests 

Granted 

Anchor The number of anchors transferred because the client has moved from a foreign 
Transferred controller to a controller on the same subnet as the current anchor. 
PMKID Caching 


If a client is using WPA2 or CCKM, the controller issues the client a Pairwise Master Key 
ID (PMKID) when the client first associates, as demonstrated in Example 9-10. 


Example 9-10 PMKID Caching 


Wed May 27 23:50:21 2009: 00:00:f0:05:c4:03 Association received from 
mobile on AP 00:13:5f:57:43:60 

Wed May 27 23:50:21 2009: 00:00:f0:05:c4:03 Processing RSN IE type 48, 
length 20 for mobile 00:00:f0:05:c4:03 

Wed May 27 23:50:21 2009: 00:00:f0:05:c4:03 Received RSN IE with @® PMKIDs 
from mobile 00:00:f0:05:c4:03 


!Because there is no PMKID, the controller creates one and sends it to the client: 


Wed May 27 23:50:24 2009: 00:00:f0:05:c4:03 Creating a PKC PMKID Cache 
entry for station 00:00:f0:05:c4:03 (RSN 2) 

Wed May 27 23:50:24 2009: 00:00:f0:05:c4:03 Adding BSSID 00:13:5f:57:43:62 
to PMKID cache for station 00:00:f0:05:c4:03 

Wed May 27 23:50:24 2009: New PMKID: (16) 


Wed May 27 23:50:24 2009: [0000] 6f 95 b2 2b 93 65 cf be 8b 8d ff ac 
d6 ac @e Od 

Wed May 27 23:50:24 2009: Including PMKID in M1 (16) 

Wed May 27 23:50:24 2009: [0000] 6f 95 b2 2b 93 65 cf be 8b 8d ff ac 


d6 ac @e Od 
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When the client roams to another AP, it can send this PMIKD in the reassociation request 
to the AP. The controller takes this value and compares it to its internal PMIKID data- 
base. If it finds a match and the PMKID is still valid, the client does not have to perform 
a full reauthentication during the roaming event. The benefit of PMKID caching is that 
the time it takes to roam when a client is using 802.1x authentication is greatly reduced. 
This is an ideal situation for voice clients. You certainly do not want a full 802.1x reau- 
thentication to take place while a phone conversation is in progress. 


If you are experiencing an issue where your WPA2 or CCKM clients are performing a full 
802.1x reauthentication, you can use debug client to see if the client is passing the cor- 
rect PMKID and if the controller is able to validate it. 


A key concept is sticky PMKID caching versus opportunistic or proactive PMKID 
caching. With sticky PMKID caching, the client receives and stores a different PMIKID 
for every AP it associates with. The APs also maintain a database of the PMKID issued 
to the client. When the AP roams back to an AP it was associated with before, it sends 
the corresponding PMKID for that particular AP. With opportunistic PMKID caching, 
however, the client and AP/controller maintain a single PMKID. The same PMKID is used 
for every reassociation regardless of the AP it associates with. The controller supports 
only opportunistic PMKID caching, so a client trying to do sticky caching will always 
perform a full reauthentication. 


Example 9-11 is partial output of debug client for a client performing sticky PMKID 
caching and therefore having to perform a full reauthentication every time it roams 
between APs on the same controller. 


Example 9-11 Sticky PMKID Caching 


!Initial association, no PMKID as expected: 


Wed May 27 23:50:21 2009: 00:00:f0:05:c4:03 Association received from 
mobile on AP 00:13:5f:57:43:60 

Wed May 27 23:50:21 2009: 00:00:f0:05:c4:03 Processing RSN IE type 48, 
length 2@ for mobile 00:00:f0:05:c4:03 

Wed May 27 23:50:21 2009: 00:00:f0:05:c4:03 Received RSN IE with 0 
PMKIDs from mobile 00:00:f0:05:c4:03 


!Since no PMKID, the controller creates one and sends it to the client: 


Wed May 27 23:50:24 2009: 00:00:f0:05:c4:03 Creating a PKC PMKID Cache 
entry for station 00:00:f0:05:c4:03 (RSN 2) 

Wed May 27 23:50:24 2009: 00:00:f0:05:c4:03 Adding BSSID 
00:13:5F:57:43:62 to PMKID cache for station 00:00:f0:05:c4:03 

Wed May 27 23:50:24 2009: New PMKID: (16) 

Wed May 27 23:50:24 2009: [0000] 6f 95 b2 2b 93 65 cf be 8b 8d ff 
ac d6 ac @e Od 

Wed May 27 23:50:24 2009: Including PMKID in M1 (16) 

Wed May 27 23:50:24 2009: [0000] 6f 95 b2 2b 93 65 cf be 8b 8d ff 


(continues, 
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Example 9-11 9 Sricky PMKID Caching (continued) 


ac d6 ac @e Qd 

!Then when the client roams to a new AP, since it is sticky and has no 
PMKID for that AP, the client does not send the PMKID it just got from 
the WLC: 


Wed May 27 23:52:58 2009: 00:00:f0:05:c4:03 Reassociation received from 
mobile on AP 00:0e:d7:d1:e0:e0 

Wed May 27 23:52:58 2009: 00:00:f0:05:c4:03 Processing RSN IE type 48, 
length 20 for mobile 00:00:f0:05:c4:03 

Wed May 27 23:52:58 2009: 00:00:f0:05:c4:03 Received RSN IE with 0 
PMKIDs from mobile 00:00:f0:05:c4:03 


!The controller creates and sends a new PMKID and the cycle continues with 


each new AP: 


Wed May 27 23:53:29 2009: 00:00:f0:05:c4:03 Reassociation received from 
mobile on AP 00:0f:23:21:05:f0 

Wed May 27 23:53:29 2009: 00:00:f0:05:c4:03 Processing RSN IE type 48, 
length 20 for mobile 00:00:f0:05:c4:03 

Wed May 27 23:53:29 2009: 00:00:f0:05:c4:03 Received RSN IE with 0 
PMKIDsS from mobile 00:00:f0:05:c4:03 


!You can see this over and over until the client roams back to an AP it 


was previously associated with. Here you see the client did send the PMKID with 


the reassociation request because it was associated to AP with the mac ending in 


eQ@:e0 before: 


Wed May 27 23:54:09 2009: 00:00:f0:05:c4:03 Reassociation received from 
mobile on AP 00:0e:d7:d1:e0:e0 

Wed May 27 23:54:09 2009: 00:00:f0:05:c4:03 Processing RSN IE type 48, 
length 38 for mobile 00:00:f0:05:c4:03 

Wed May 27 23:54:09 2009: 00:00:f0:05:c4:03 Received RSN IE with 1 
PMKIDsS from mobile 00:00:f0:05:c4:03 

Wed May 27 23:54:09 2009: Received PMKID: (16) 

Wed May 27 23:54:09 2009: [0000] @0 29 f1 c5 Od 18 fa 94 27 8d 2e 
35 6b d1 ee 01 


!The WLC only supports opportunistic PMKID caching and only has the PMKID from 


when the client was associated to AP ending in 


05:f@. Because of this, the WLC is not able to validate the PMKID from the 


client even though at one point, it was a valid PMKID value: 


Wed May 27 23:54:09 2009: 00:00:f0:05:c4:03 Reassociation received from 
mobile on AP 00:0e:d7:d1:e0:e0 
Wed May 27 23:54:09 2009: 00:00:f0:05:c4:03 Processing RSN IE type 48, 
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length 38 for mobile 00:00:f0:05:c4:03 

Wed May 27 23:54:09 2009: 00:00:f0:05:c4:03 Received RSN IE with 1 
PMKIDS from mobile 00:00:f0:05:c4:03 

Wed May 27 23:54:09 2009: Received PMKID: (16) 

Wed May 27 23:54:09 2009: [0000] @0 29 f1 c5 Od 18 fa 94 27 8d 2e 
35 6b d1 ee 01 

Wed May 27 23:54:09 2009: 00:00:f0:05:c4:03 No valid PMKID found in the 
cache for mobile 00:00:f0:05:c4:03 

Wed May 27 23:54:09 2009: 00:00:f0:05:c4:03 Unable to compute a valid 
PMKID from dotix PMK cache for mobile 00:00:f0:05:c4:03 


The problem in Example 9-11 is that the controller maintains only a single PMKID and 
therefore cannot validate the PMKID from the client because it only has the value from 
the last AP the client was associated with. Because no valid PMKID is found, the client is 
forced to go through a full 802.1x authentication. 


AP Mobility 


Although Chapter 8, “Access Point Registration,” covers the majority of the following 
section, it is important to understand how AP mobility and AP registration work. 


When an AP is fully joined to a controller, the AP learns of all the controllers configured 
in the mobility group. Should the controller that an AP is currently registered with go 
down, the AP will send discoveries to any and all controllers in the mobility group. 
Assuming one of the controllers has the capacity to accept the AP, the AP should join the 
least loaded controller it can find. If many controllers are in the mobility group, it can be 
difficult to determine what controller the APs will join should their current controller fail. 


Primary, Secondary, and Tertiary Controllers 


If you want to have more control over how the APs move between controllers on your 
network, you can configure the APs with primary, secondary, and tertiary controller 
names. Figure 9-20 shows this configuration for APs joined to a controller running ver- 
sion 4.2.176.0. 


With the controller name configured on the APs, the APs always try to register to the 
primary controller first. Should the primary controller go down, the AP tries to register 
with the secondary controller, and then the third should the AP not be able to join the 
secondary controller. If the AP is not able to join any of the configured controllers, it 
tries to join any controller with the Master Controller setting configured, or if no Master 
Controller, then the least loaded controller in the mobility group. 
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Figure 9-20 AP Primary, Secondary, Tertiary Controller Configuration 


In 3.0 code and higher, should you want to set a global primary backup and secondary 
global backup controller for all the APs joined to a particular controller, use the following 
commands: 


config ap primary-base controller_name Cisco_AP [controller_ip address] 
config ap secondary-base controller_name Cisco_AP [controller_ip_address] 
config ap tertiary-base controller_name Cisco_AP [controller_ip_ address] 


Should you want to set a global primary backup and or secondary backup controller for 
all the APs joined to a particular controller, use the following commands: 


config advanced backup-controller primary backup_controller_name 
backup_controller_ip_address 


config advanced backup-controller secondary backup_controller_name 
backup_controller_ip_address 


When using both the local (primary, secondary, tertiary) and global backup configura- 
tions, the locally configured settings take precedence in the event of a controller failure. 
If an AP is not able to join any of the locally configured controllers, it then tries to join 
the global backup controller(s). 
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With the 5.1 code release and higher, these configuration options were moved to the GUI 
as well. Figure 9-21 shows the High Availability tab for an individual AP. Figure 9-22 
shows the global primary backup and secondary backup controller configuration. 
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Figure 9-21 AP High Availability Configuration 


Tip Should you configure the global primary and backup controllers for the APs but fail to 
set a primary, secondary, or tertiary controller for the individual APs, there is nothing to dic- 
tate what controller the APs will join should they not be able to join either of those two 
controllers. This can create havoc on the network because the APs could be bouncing 
between controllers for various reasons, different code versions, different configurations, 
and so on, and it may take some time for the APs to settle in the event of a controller failure. 


AP Load Balancing 


As mentioned earlier, unless you specify what controllers you want your APs to be regis- 
tered to, the APs will join the least loaded controller in the mobility group. If, for exam- 
ple, you have two controllers, WLC1 and WLC2, on the network with no APs joined and 
you start adding APs, the first AP has an equal chance of joining either controller. If it 
happens to join WLC1, the next AP should join WLC2. Then the third AP should join 
WLC1, and so on until all the APs have joined a controller and the distribution of APs 
between the two controllers should be roughly 50-50. 
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Figure 9-22 Global Backup Controller Configuration 


If you configured the APs with primary, secondary, and tertiary controllers, the APs 
should always try to join the primary controller first. This way, you can dictate which APs 
are joined to which controller in the ratio you decide. You might want to have all the APs 
on a single controller and have the second controller purely as a backup in the event of a 
failure. This type of configuration is referred to as an N+1. If you have some APs on one 
controller and some on another and each controller is the backup for the other, this is 
known as an N+N. Lastly, you could have an N+N+1 configuration in which two con- 
trollers back up each other and the third controller serves as the backup for the first two. 


AP Failover 


After the primary controller that an AP is joined to fails, or the AP loses communication, 
the AP should move to the configured secondary, tertiary global backup, or if neither is 
configured, any controller in the mobility group that will accept it. 


When an AP moves off the primary controller, it joins another controller and stays regis- 
tered to that controller until the primary controller comes back online. The AP continues 
to send primary discovery requests every 30 seconds to the configured primary con- 
troller. In newer codes, you can configure the primary discovery interval between 30 and 
3600 seconds. Figure 9-23 is a packet showing the primary discovery requests from an 
AP that is joined to its secondary controller running 4.2 code. 
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Figure 9-23 LWAPP Primary Discovery Requests 


As soon as the primary controller responds, the AP tries to rejoin it. During the join 
process to the primary controller, the AP disconnects from the secondary controller. 
Should the primary controller not be able to accept the AP, the AP rejoins the secondary 
(if it can) and the cycle repeats. In this scenario, you now have a flapping AP on the net- 
work. 


Troubleshooting AP Mobility 


If the controller fails and the APs do not move to the controllers you expect, you can use 
several tools to determine the root cause. 


The best debugs you can run on the controllers are the same debugs you can use to trou- 
bleshoot initial AP join problems: 


m debug {lwapp/capwap} events enable: The output from debug {lwapp/capwap} 
events tells you if the APs are talking to the controllers you expect them to and send- 
ing join requests. If you see no output from this, the AP is not talking to the con- 
troller. If you see discoveries but no joins, you might have a duplicate IP address for 
the AP-Manager interface on the secondary controller or a firewall or ACL might be 
blocking UDP port 12223/5246. 
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m debug {lwapp/capwap packet} enable: The output of debug {lwapp/capwap} packet 
indicates how the AP found out about the controller it is trying to join. This can be 
crucial when APs are not behaving as expected. Possibilities might be an out-of-date 
Domain Name System (DNS) host record for cisco-lwapp-controller, an incorrect 
DHCP option 43, or over-the-air provisioning (OTAP) messages from other APs 
informing your APs of controllers you never intended. 


m debug pm pki enable: The output of debug pm pki shines a light on certificate issue, 
between the APs and the controllers. 


The key when setting up AP mobility is that, aside from the system name and IPs, the 
controllers involved should be configured identically. If they are not configured the same, 
AP failover/join problems can result. 


Tip If the 802.11g mode on the controllers is not configured the same, when the APs 
move between them, they have to reboot to either enable or disable the 802.11 radio. If 
your high availability is not configured correctly, the APs can bounce around the network 
and may take some time to settle in the event of a controller failure. 


For example, if you only have the global backup server configured on a controller and that 
controller fails, the APs try to move to the backup controller. If the global backup server 
has 802.11g enabled while the original controller has it disabled, the APs reboot to change 
that setting. If the APs do not have a primary, secondary, or tertiary controller set, the APs 
might try to join any controller on the network after that reboot. 


If the LWAPP/CAPWAP debugs do not help you determine the root cause of the issue, 
you need to get wired packet captures to tell what is taking place on the network and if 
the packets from the AP are making it to the controller or being sent to the correct device. 


If you have console access to one of the APs that is not moving between controllers as 
expected, you can get some valuable information there as well. The higher the code run- 
ning on the AP, the more informative the console output will be. 


Another common issue is that the APs move to the backup or secondary controller and 
then do not move back to the configured primary controller when that controller is back 
on the network. When this happens, ensure that AP fallback is enabled under 
CONTROLLER > General. If that setting is disabled, the APs remain on the backup con- 
troller until you manually reboot them. 


AP fallback is enabled by default on the controllers and can be verified in the controller 
GUI under CONTROLLER > General > AP Fallback. Figure 9-24 shows AP fallback 
enabled on the controller. 


Always double-check your AP Policies under SECURITY > AAA > AP Policies on the 
controller you expect the APs to move to in the event of a primary controller failure. A 
configuration discrepancy here can cause frustrating AP join issues because these set- 

tings affect AP trying to join the controller. 
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Figure 9-24 AP Fallback 


If, for example, you have Authorize APs Against AAA disabled, but it becomes enabled, the 


existing APs joined to the controller will be fine, but any new APs that try to join will be 
rejected unless the configured RADIUS server has an entry for that AP. Another example is if 
the APs happen to be converted from autonomous and have self-signed certificates (SSCs). In 
this case the secondary or backup controller must have the SSCs and MAC address of the 
APs listed, as well as Accept SSCs enabled, for the APs to join. 


Summary 


Controller mobility allows for seamless roaming of a wireless client between APs joined 
to a single controller or APs joined to separate controllers. Seamless client roaming is pos- 
sible because the controller serves as a centralized authenticator and services all config- 
ured WLANs regardless of the AP broadcast domain. Added controllers to mobility 
groups facilitate seamless roaming between APs that are joined to different controllers. 
The benefits of mobility are only realized when coverage is overlapping between the APs 
on the different controllers. As the controller code has advanced, so has the mobility fea- 
ture set. Controller code Release 4.1 introduced symmetric mobility tunneling and auto- 
anchor N+1 redundancy/mobility failover using eping and mping to determine if a mobili- 
ty member was down. Code Release 4.2 added NAT mobility support, whereas Release 
5.0 introduced mobility multicast messaging. Code Release 5.1 added support for seam- 
less inter-mobility group roaming. Starting in code Release 5.2, auto-anchoring is support- 
ed with controllers running 4.2 and higher code (for example 4.2 to 6.0). In all, controller 
mobility allows for a fast and secure wireless roaming experience for the user. 
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Chapter 10 


Troubleshooting 


Client-Related Issues 


Wireless client vendors are numerous. Each vendor interprets and implements the wireless 
fidelity (Wi-Fi) standards differently. As long as the standards are adhered to, however, 
different client vendor wireless clients should be able to associate and authenticate to the 
wireless infrastructure of any other vendor. With this in mind, you might notice that 
some clients work better than others. You can also have situations in which two clients 
using the same model of wireless adapter behave differently. 


When a client issue occurs, the first thing you should do is gather as much information 
about the problem as you can. You need to know if the problem is every type of wireless 
client in the network or if it is isolated to a particular type of client such as a handheld 
scanner, personal desktop assistant (PDA), tablet PC, or a particular brand of laptop. If a 
single device has a problem, it might just be that one device is defective and your wireless 
network is fine. Another key piece of information is determining if the problem is wide- 
spread, if it happens only in certain areas of a building, or at certain times of the day. 
Knowing this information can help you narrow down the root cause because the issue 
might not have anything to do with the client, controller, or access point (AP). It might 
simply be that a piece of equipment in that area turns on and causes a lot of non-802.11 
interference and the wireless clients suffer. 


This chapter discusses general client information, client associations, debugs on the 
client, use of wireless and wired sniffer traces, local AP debugs, and interpretation of the 
output of debug client on the controller command-line interface (CLI). 


General Client Information 


When troubleshooting client-related issues, it is important to know what type of wireless 
adapter is installed in the client device. You need to know the vendor, model, driver ver- 
sion, supplicant (the software that controls the wireless connection), and feature sets avail- 
able for that card. All this information plays a major role in how the client card functions. 


250 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


Client adapters can be out of date. If the particular card is old enough, the vendor might 
not even support it anymore. It is important to know if the client device is using the lat- 
est, or in some cases the last, firmware drivers. Older firmware might have bugs that pre- 
vent the card from performing certain functions correctly or have other limitations that 
the latest driver release resolves. New drivers might also enhance roaming behavior. 
According to the 802.11 standard, roaming is purely a client decision. The client decides 
with which AP it will try to associate. Whenever you have a client issue, check the driver 
date and see if the vendor has a newer release. You might have a client running drivers 
released five or six years ago. By simply upgrading the firmware for the client card, you 
could resolve your issue. 


The capability and hardware limitations of the client adapter are important. Is the adapter 
802.11b, 802.11g, 802.11a, or 802.11n capable? First-generation wireless cards have sever- 
al limitations in modern wireless networks. When these cards were released, only 
802.11b-capable wireless networks existed and used simplistic (by today’s standards) 
wireless encryption methods such as Wired Equivalent Privacy (WEP). As wireless secu- 
rity has progressed, wireless protocols and encryption methods have become more 
robust. There is Wireless Protected Access (WPA) using Temporal Key Integrity Protocol 
(TKIP) encryption and WPA2 with Advanced Encryption Standard (AES) encryption. A 
client adapter that can use TKIP might not be able to use AES because AES requires cer- 
tain hardware. Most modern wireless cards do support AES, so this is only an example. 


You also need to know the capability of the client supplicant that controls the wireless 
connection. Examples of supplicants include Intel PROSet, Lenovo (IBM) ThinkVantage, 
Cisco Aironet Desktop Utility (ADU), Cisco Secure Services Client (CSSC), and 
Microsoft (MS) Windows Wireless Zero Configuration (WZC). Older or out-of-date sup- 
plicants might not support the more advanced security methods. The supplicant might 
support WPA but not WPA2 or the security method you want to use. You might want to 
use more advanced Enterprise security that incorporates 802.1x and various Extensible 
Authentication Protocol (EAP) methods, such as Protected Extensible Authentication 
Protocol (PEAP) or Extensible Authentication Protocol-Transport Layer Security (EAP- 
TLS). The supplicant might also have a known bug such as the one with WZC and PEAP 
on Windows XP Service Pack (SP) 2 clients outlined in MS knowledge base article 
KB885453. You need to install the provided hotfix or SP3 to resolve that client issue. 


The key point from all of this is that you must know if the client adapter and supplicant 
are capable of performing the action you want it to do. 


Client Association Packet Flow 


When a wireless client and an AP communicate, they exchange several wireless frames. 
Wireless frames come in three main categories: 


m= Management frames: Used to manage the wireless connection between the AP and 
the client device. Table 10-1 describes the different types of management frames. 
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= Control frames: Acknowledgements, Request to Send (RTS), Clear to Send (CTS), 


Power Save. 


m= Data frames: Contain data. 


For the purpose of troubleshooting wireless client issues (the majority of the time), the 
problem lies somewhere in the management frames. Naturally, you can have issues such as 
missed acknowledgments (ACKs) or dropped packets with control and data frames, and 
you need to be aware of that, but the focus here is on the management frames. 


Table 10-1 


Wireless Management Frames 


Management Frame 


Beacon 


Description 


Sent by the AP on a specified interval. Provides WLAN 
information such as SSID, supported data rates, and security 
parameters. 


Probe request 


Active client searching for a particular SSID. Can also be a 
generic probe request (not specifying a SSID!) just to see 
who is out there. 


Probe response 


Authentication request 


Authentication response 


Sent by the AP in response to a client probe request. 
Contains similar information to the beacon. 


Sent by the client when it wants to authenticate to a 
WLAN’. 


Sent by the AP in response to a client authentication request. 


Association request 


After authentication, sent by a client to associate to the 
WLAN. 


Association response 


Sent by the AP in response to a client association request. 


Reassociation request 


Used when the client is roaming within the same ESS°. 


Reassociation response 


Sent by AP in response to a client reassociation request. 


Deauthentication Sent by either the AP or the client to terminate an authenti- 
cation relationship. 
Disassociation Sent by either the AP or the client to terminate an associa- 


tion relationship. 


Announcement traffic 


indication message (ATIM) 


Seen in IBSS* wireless networks because no central AP exists 
to buffer data. 


ISSID = service set identifier 
2WLAN = wireless LAN 
3ESS = Extended Service Set 


4IBSS = Independent Basic Service Set 
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A wireless client can be either passive or active scanning. A passive wireless client waits 
and listens for beacons, which are sent out periodically from an AP. The client does this 
to determine if it can connect to the service set identifier (SSID) serviced by that AP. An 
active client knows what SSID it wants to connect to based on the configured wireless 
profile. It can also send a generic probe request to see what APs are there and what 
networks they are advertising. 


During a successful connection, the wireless client and AP exchange the frames as shown 
in Figure 10-1. In this example, the client with MAC address 00:40:96:A1:4A:F6 is con- 
necting toa WPA2-PSK WLAN. When you are analyzing a wireless packet capture, this 
process is what you will be looking into. You will want to know if a step is missing or 
where it stops and why. 


E ao 


Figure 10-1. Wireless Management Frame Exchange 


In Figure 10-1, the following occurs: 


Step 1. The actively scanning client sends a probe request, Packet 1, saying it wants to 
connect to a particular SSID called 4402. 


Step 2. Upon receiving a probe request, the AP in turn sends a probe response seen in 
Packet 3. The main difference between a beacon and probe response from the 
AP is that the AP sends a probe response only after receiving a probe request 
from a potential client device. Pay attention to things like the SSID name and 
whether it is correct, supported data rates, which of those rates are mandato- 
ry on both the client and AP, and whether they match. 


Step 3. After the beacon and probe process, the client knows the capabilities of the 
AP/SSID and can try to connect by sending an authentication request as seen 
in Packet 5. 


Step 4. The AP responds with an authentication response seen in Packet 7. What you 
are looking for is whether an authentication response exists and, if so, 
whether and why it is successful or not. 


Step 5. When the client has successfully completed authentication, it sends an associ- 
ation request as seen in Packet 9. 


Step 6. The AP responds, Packet 12, with an association response. 
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Step 7. After the association response, if any keys need to be exchanged (Packets 13, 
15, 17, 19), that takes place as well. 


Step 8. After all of that completes successfully, the client is fully associated to the 
WLAN. 


A client sends reassociation requests when it roams between APs in the same ESS. The 
AP replies with a reassociation response. Depending on the type of authentication 
method in use, the client might not have to go through a full reauthentication process. An 
example is if Cisco Centralized Key Management (CCKM) was used for key management. 
On this same topic, if you are seeing full 802.1x authentications, keep in mind that the 
controller supports only opportunistic Pairwise Master Key ID (PMKID) caching; if the 
client is using sticky PMKID caching, you will always see a full authentication when a 
client roams between APs. See Chapter 9, “Mobility,” for more information on PMKID 
caching. 


The AP or the client can send deauthentication and disassociation frames to terminate 
the wireless connection. Either frame contains a reason code indicating why the connec- 
tion was terminated. Table 10-2 lists the 802.11 reason codes and explanations. 


Table 10-2 802.11 Reason Codes 


Reason Explanation 


Code 

0 Reserved 

1 Unspecified reason 

2 Previous authentication no longer valid 

3 Deauthenticated because sending station is leaving (or has left) IBSS or ESS 

4 Disassociated due to inactivity 

5 Disassociated because the AP is unable to handle all currently associated 
stations 

6 Class 2 frame received from nonauthenticated station 

7 Class 3 frame received from nonassociated station 

8 Disassociated because sending station is leaving (or has left) IBSS 

9 Station requesting (re)association is not authenticated with responding station 


Other reason codes exist for 802.11i and 802.11h and can be found on the Internet. 


Figure 10-2 and Figure 10-3 show some of the management frame interactions for clients 
failing to successfully connect to a wireless network. 


Figure 10-2 shows a failed association attempt by the client using a static WEP key. 


In this case, the client has the correct SSID and supported data rates, but the client is try- 
ing to connect using WEP encryption instead of WPA2, which is configured on the 
WLAN. The association response from the AP shows that the association failed. 
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Figure 10-3 Authentication Request and Response with Incorrect Password 


In the exchange shown in Figure 10-3, the client is using 802.1x for key management and 


PEAP authentication. 

In this case, everything between the client and the AP is correct, but the client fails to 
authenticate because the client password is incorrect and the controller received an 
Access-Reject from the RADIUS server so you see an EAP failure in the trace. 
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Note It is important to understand that when using EAP authentications methods, unless 
you are using local EAP on the controller, the controller itself is the authenticator. The 
RADIUS server is the authentication server, and the client is the supplicant. The authentica- 
tor simply passes RADIUS packets between the supplicant and authentication server. If 
you were having problems authenticating with PEAP, for example, and using Cisco ACS for 
the RADIUS server, you might see failed authentication attempts in the ACS logs, such as 
“EAP-TLS or PEAP authentication failed during SSL handshake.” This has nothing to do 
with the wireless controller; rather, it indicates a missing or expired certificate on the 
RADIUS server. 


Client Utilities and Logging 


Most wireless client adapter software comes with some form of troubleshooting utility 
or logging feature. The robustness of the troubleshooting utility can vary greatly. You 
might only be able to mouse over the wireless connection icon to see if the client is con- 
nected, determine what the IP address is, and observe the signal strength, or there may be 
special troubleshooting options. Figure 10-4 shows the two troubleshooting tools avail- 
able with the Intel PROSet Wireless software. 


J Intel® Wireless Troubleshooter 


To save logs to a file or to view 
event traces, click: 


| @ Another utility is currently manag 


Wireless Event Viewer F 
5 (inte) 
To switch to Intel® PROSet/MWirel 
open the Intel® PROSet/MWireles¢, Another wireless network utility is communicating with the WiFi 
window and click “Enable WiFi Cé adapter. To avoid conflicts, profile management features have 


been temporarily disabled 
Intel® Wireless Troubleshooter 


can notify you when there are 
wireless connection errors on. 


your computer. Enable WiFi Control 


Alert notifications are currently 
enabled. 


Test Result | Test Summary 
| [Disable notifications 


Association Test 
Authentication Test 
Signal Test 
EPing Test 


Help? 


To mansge profes of previous connected WiFi netwois, cick he FEST a 
Profiles button 


—wn Witon Hardware ies switch: elgg Close | 


Figure 10-4 Intel PROSet Troubleshooting Tools 


You can use the client tools to determine if the client has a misconfiguration or authenti- 
cation issue or if it is trying to connect to a network that you did not intend. 
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For Cisco client adapters, such as the CB21AG or PI21AG, and supplicant software, such 
as the ADU, you can click the Diagnostics tab to see Adapter Information and Advanced 
Statistics, and you can run Client and Network tests. Figure 10-5 shows the ADU diag- 
nostic window with the Advanced Statistics page. 


[= 2\ x) 
Current Status | Profile Management Diagnostics 
Transmit isa NG al 

Multicast Packets: 0 Se 

Broadcast Packets: = 70 Advanced Statistics 

Unicast Packets: 40 SS 

Total Bytes: 15118 Client Managed Test 

necene Network Managed Test 

Multicast Packets: it} 

Broadcast Packets: 0 

Unicast Packets: 18 

ioe ae 2x) 
Transmit 
Frames Transmitted OK. 110 ATS Frames: 0 
Frames Retried: 11 CTS Frames: 0 
Frames Dropped: it} No CTS Frames: it) 
No ACK Frames: 12 Retried RTS Frames: tt} 
ACK Frames: 110 Retried Data Frames: an 
Receive 
Beacons Received 3038 Authentication Time-Out 0 
Frames Received OK: 18 Authentication Rejects: 0 
Frames Received with Errors: 7315 — Association Time-Out 0 
CRC Errors: 8724 — Association Rejects: 0 
Eneryption Errors: 0 — Standard MIC OK: 0 
Duplicate Frames: it} Standard MIC Errors: it) 
AP Mismatches: QO CKIP MIC OK: 0 
Data Rate Mismatches: O — CKIP MIC Errors: 0 


Figure 10-5 Cisco ADU Diagnostics and Advanced Statistics 


As you can see from Figure 10-5, the Advanced Statistics page shows you Transmit and 
Receive statistics. Here you can see if the client has experienced association or authenti- 
cation timeouts or rejects or if it is receiving beacons, CRC errors, and so on. 


With Windows Vista, you can use the Windows Event Log Server to generate logs when 
using the following EAP methods: Cisco’s Lightweight EAP (LEAP), Extensible 
Authentication Protocol-Flexible Authentication via Secure Tunneling (EAP-FAST), or 
Protected EAP-Generic Token Card (PEAP-GTC). For more information on using the 
Windows Event Logs for debugging, see the “Cisco Aironet 802.11a/b/g Wireless LAN 
Client Adapters (CB21AG and PI21AG) Installation and Configuration Guide for 
Windows Vista” at Cisco.com. It is also possible to enable low-level debugs for the CB21 
by editing the Windows registry. Editing the registry can be dangerous, and the edits to 
enable the low-level client debugs for the CB21 adapters are not publicly available. 


The latest client supplicant for Cisco is the Secure Service Client (SSC). Unlike the 
ADU software, SSC is vendor card independent and can be used with any wireless or 
wired adapter. You can use SSC to view the current connection status of your wireless 
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connection. The connection status window, as shown in Figure 10-6, shows you the con- 
nections settings, security settings, and wireless settings for the connection. 


# Connection Status 


Cisco Secure Services Client 
Connected 
Connection Settings 
Descriptive Name: Home 
Network Adapter: Intel(R) WiFi Link S300 AGN 
Local MAC Address: 00:21:6a:45:44:4e 
Remote MAC Address: O0;0F:b5:e0:e2:1e 
IP Address: 192.168.101.150 
Speed (Mbps); 54 

Media: WLAN 


Security Settings 


Security: WPA2-Personal 
EAP Method: none 
Server: 
Credential type: Key 


Wi-Fi Settings 
SSID; NORAD 
Signal Strength: VYeryGood (-64 dBm) 


Channel: 6 


Figure 10-6 SSC Connection Status Window 


The SCC includes the diagnostic utility called Log Packager. Figure 10-7 shows the Log 
Packager window. 


i Cisco Log Packager v1.5.0.1 


etfucnfae 
cisco. Cisco Log Packager 


Cisco Log Packager Tool 


Simplifies collection of data for product support requests. 
The information is stored in a ZIP archive on your desktop. 


Click "Collect Data" to gather information; 

"Copy To Clipboard" to copy the collection log to the clipboard; 
"Locate Report File" to open Windows File Explorer and select 
the report archive in the Explorer's window; 

"Exit" to close the application. 


BEI Es ES 


Figure 10-7 Log Packager 
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The utility provides the current SSC status, interface and driver details, Federal 
Information Processing Standards (FIPS) status, and WLAN information (SSIDs detect- 
ed, association status, and so on). 


Every log entry has the following format: 


<date & time> [process] <log Message id> <log message class> <context IDs> 
<grammatical log message> 


where: 


m = <date & time> is the date and time in this format: mm/dd/yyyy HH:mm:SS.sss 
m= = [process] is the internal process identifier that is for internal use only. 
m = <log message id> is the unique number for the log entry. 
m «log message class> is the class type of log message; class is one of these values: 
I: Informational. This value indicates a client state that is part of normal processing. 


W: Warning. This value indicates a client state that is insecure or unexpected but 
still allows processing. 


E: Error. This value indicates an exception that prevents normal processing. 


m = <context [Ds> define the context of this log event and convey zero or more identi- 
fiers in this format: <code><unique string/number>, where: 


<code> is a two-letter code that indicates the class of the term: 
AD: Adapter identifier. The adapter MAC address in hexadecimal. 


AC: Access identifier. The MAC basic service set identifier (BSSID) for the access 
device. 


MT: Media type. Either Ethernet or Wi-Fi. 

CN: Connection identifier. An integer that identifies the connection. 

PR: Profile identifier. The name of the profile truncated to 16 characters. 
<unique string/number> is a string or number that is guaranteed to be unique. 


m <grammatical log message> is a sentence that describes the event. The log message 
might contain a value (<value>) that is a placeholder for a variable to be placed in the 
message. 


AP Debugs and Show Commands 


Although you usually run debug and show commands from the wireless controller CLI, in 
some instances running these directly on the AP that the client is associating with is nec- 
essary. There might actually be a problem with the AP radio; perhaps it stops beaconing 
as addressed by Cisco bug ID CSCsr09415. In this case, the controller showed no signs 
of a problem with the AP radio. After issuing a show controller on the AP, however, it 
became clear that the AP had stopped beacons and probes even though the radio was up. 
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Another example of when you might need to run debugs directly on the AP is if you are 
troubleshooting a client problem with an H-REAP mode AP that is in standalone mode. 
H-REAP is covered in Chapter 13, “H-REAP.” 


You can access the AP CLI in a few different ways: 


m Use the AP console if feasible. 


m Enable debugging on the AP from the controller CLI using debug ap enable 
<AP_Name>. After debugging is enabled on the AP, you can run standard 
autonomous AP commands on the AP from the controller CLI using debug ap 
command “<command>” <AP_Name>. Enabling AP debugging and then perform- 
ing a show controllers is shown in Example 10-1. 


m= Enable remote telnet on the AP from the controller CLI using config ap telnet enable 
AP_name. After turning on Telnet, you can session to the AP via its IP and run the 
necessary debugs. The debug dot11 options are shown in Example 10-2. 


Example 10-1 show controller Command Output 


(Cisco Controller) >debug ap enable 1242 

(Cisco Controller) >debug ap command "show controllers" 1242 
(Cisco Controller) >Mon Aug 17 14:39:50 2009: 1242: 

Mon Aug 17 14:39:50 2009: 1242: ! 

Mon Aug 17 14:39:50 2009: 1242: interface Dot11Radio0® 


Mon Aug 17 14:39:50 2009: 1242: Radio AIR-AP1242GA, Base Address 001e.1306.f650, 
BBlock version 0.00, Software version 6.20.11 


Mon Aug 17 14:39:50 2009: 1242: Serial number: GAM11403917 


Mon Aug 17 14:39:50 2009: 1242: Number of supported simultaneous BSSID on 
Dot11Radio®: 16 


Mon Aug 17 14:39:50 2009: 1242: Carrier Set: Americas (US) (-A) 
Mon Aug 17 14:39:50 2009: 1242: Uniform Spreading Required: No 
Mon Aug 17 14:39:50 2009: 1242: Configured Frequency: 2437 MHz Channel 6 


Mon Aug 17 14:39:50 2009: 1242: Allowed Frequencies: 2412(1) 2417(2) 2422(3) 
2427(4) 2432(5) 2437(6) 2442(7) 2447(8) 2452(9) 2457(10) 2462(11) 

Mon Aug 17 14:39:50 2009: 1242: Listen Frequencies: 2412(1) 2417(2) 2422(3) 
2427(4) 2432(5) 2437(6) 2442(7) 2447(8) 2452(9) 2457(10) 2462(11) 2467(12) 
2472(13) 2484(14) 

Mon Aug 17 14:39:50 2009: 1242: Beacon Flags: @; Beacons are disabled; Probes 
are disabled 


!the rest of the output is omitted for brevity 


The output of show controllers in Example 10-1 allows you to see information such as 
the base radio MAC address, the regulatory domain, the current channel, and whether 
beacons and probes are enabled. In this case the 802.11b/g network on the controller is 
disabled so the beacons and probes on the b/g radio on the AP are disabled. 
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Example 10-2 Local AP Debugs 


Switch#192.168.6.55 
Trying 192.168.6.55 ... Open 
User Access Verification 


Password: 
1242>en 
Password: 
1242#debug doti1 ? 
Dot11Radio IEEE 802.11 WLAN 
aaa Authentication, Authorization, and Accounting 
amacdbg AMAC Debugger Server 
arp-cache ARP Cache 
cac Admission Control 
drv-intf dot11 driver interface 
events IEEE 802.11 events 
forwarding 802.11 AP forwarding 
ip IP Protocols 
12roam L2Roam E2E 
lbs 802.11 Location Based Management 
leap -dot1x 802.1X LEAP debugging 
mfp Management Frame Protection 
mgmt 802.11 Management 
network -map Network Map 
packets IEEE 802.11 packets 
policing Traffic policing 
rx-filter 802.11 driver rx filter 
rxprobe RX Probe Debug 
station Debug station connection failures 
supp -sm-dot1x 802.1X supplicant state machine debugging 
syslog Turn Off Dot11 syslog msgs 
tsm Traffic Stream Metrics 


virtual-interface 802.11 virtual interface 
wpa-cckm-km-dot1x WPA/WPA-PSK/CCKM supplicant key management debugging 


Note Remember to use term mon when running debugs on the AP from a Telnet session. 


You can use these commands to debug radio management on the AP, local client 
authentication issues when in H-REAP standalone mode, client connection failures, and 
so on. For more information on the individual debugs, see Appendix A, “Debugging 
Commands.” 
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Note Remember to turn off debugging on the AP when you are finished using undebug 
all. 


Wireless and Wired Sniffer Traces 


Wired sniffer traces are usually pretty easy to obtain and can provide you with a wealth 
of information when troubleshooting a client-related issue. You can configure a monitor 
session for the switch port of an AP or the port-channel to the controller. A wired cap- 
ture shows you if the client traffic is leaving the AP, going through the LWAPP/CAPWAP 
tunnel of the controller, or if the controller properly decapsulates the packet and then 
properly bridges it to the switched network. In turn, you verify that the return traffic is 
flowing as expected. You might need to SPAN the AP switch port or the port-channel for 
the controller or both. Despite all the information you can get from a wired packet cap- 
ture, with the clients being wireless, it does not capture the entire story. 


As discussed earlier in the “Client Association Packet Flow” section of this chapter, you 
might have to get a wireless sniffer trace to determine what is taking place in the air 
between the AP and the client when a problem occurs. You need to analyze the packet 
exchange and determine if there is a problem with the beacons, probes, authentication, 
association, and so on. If the problem occurs while roaming, you need to perform con- 
current wireless traces on two or more channels as the client moves between APs. Also 
keep in mind that you want to run the wireless sniffer from a device that is not the prob- 
lem device. If the client has an issue, running the sniffer from the problem client might 
mask the root cause. If the device is a phone or PDA, you cannot run a sniffer program 
on it anyway. By using a separate device, you know if the AP or client ignored an ACK, 
failed to send a packet, or just stopped responding. 


Applications might run slowly, time out, fail to connect to a server or, if you are using 
wireless voice, suffer in terms of call quality. If a wireless client authenticates and associ- 
ates fine but then has problems accessing the Internet, using email, or failing in terms of 
multicast applications, you might not be able to conclusively determine where the 
problem lies from a wired or wireless sniffer capture alone. For example, if a wireless 
client is not receiving expected traffic from the wired network, was the missing data lost 
at the controller, dropped by the AP, or never sent from the source device in the first 
place? In these situations, you have to get concurrent wired and wireless sniffer captures 
to determine where in the network path the problem exists. 


If the situation arises when you need to get concurrent wireless and wired captures (as 
well as concurrent debugs from the controller CLI), time is of the essence. Every device 
that is used to gather information needs to be time synced. Ideally, every device will be 
using the same Network Time Protocol (NTP) server. If the concurrent captures are not 
time synced, it might be impossible to correlate the wireless to wired packets and deter- 
mine where the problem lies. 


Besides the packet times, you can use packet sequence numbers to help sync up the cap- 
tures. If you know exactly what you are looking for, such as the start of an HTTP session, 
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you can find that instance in one trace and then find the same instance in the other trace. 
Then if there happens to be a time offset, you might still be able to follow the packets 
from one trace to the other. 


Debug Client 


The command debug client mac_address is a macro that enables nine debug commands, 
plus a filter on the MAC address provided, so only messages that contain the specified 
MAC address are shown. The nine debug commands show the most important details on 
client association and authentication. The filter helps when multiple wireless clients are 
present. Examples include situations such as when too much output is generated or the 
controller CLI is overloaded when debugging is enabled without the filter. 


The information collected covers important details about client association and authenti- 
cation (with two exceptions mentioned later in this chapter). Make sure to run these 
debugs via a Telnet or Secure Shell (SSH) session over a fast network link to the CLI of 
the controller. Even with a serial connection baud rate of 115K, the output might come 
too quickly and overflow the console buffer. It is good practice to log the terminal ses- 
sion to a file using Putty or some other terminal program that allows you to log your 
sessions. Doing so makes it easy to go back and analyze the debug output. 


The commands that are enabled are shown in Example 10-3. 


Example 10-3 show debug Command Output 


(Cisco Controller) >show debug 


MAG address tikes Sed Pease nang weed aot aad Q0:21:6A:45:44:4E00:21:6A:45:44:4E 


Debug Flags Enabled: 
dhcp packet enabled. 
dot11 mobile enabled. 
dot11 state enabled. 
dot1x events enabled. 
dotix states enabled. 
pem events enabled. 
pem state enabled. 

CCKM client debug enabled 


These commands cover the 802.11 client state machine, 802.1x authentication, policy 
enforcement module (PEM), and address negotiation (Dynamic Host Configuration 
Protocol, or DHCP). 
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Note CCKM client debug was added to debug client in code Release 5.0. In 4.2 and lower 
code releases, debug client will only enable the original eight debugs. 


Debug Client Variations 


For most scenarios, the debug client mac_address command is enough to get the needed 
information. However, the following are two important situations in which additional 
debugging is needed: 


= Mobility (client roaming between controllers) 


= EAP Authentication Troubleshooting 


Mobility 
In this situation, mobility debugs need to be enabled after the debug client mac_address 


command has been introduced to gain additional information on the mobility protocol 
interaction between controllers. 


Note Mobility debugging is covered in depth in Chapter 9. 
To enable mobility debugs, use debug client mac_address, and then use the debug 
mobility handoff enable command, as shown in Example 10-4. 


Example 10-4 show debug with Mobility debug Command Output 


(Cisco Controller) >debug client 00:21:6A:45:44:4E00:21:6A:45:44:4E 
(Cisco Controller) >debug mobility handoff enable 


(Cisco Controller) >show debug 


MAG“AddP OSS a coetes wate a eatin yee Wand lw and, Saneetaes ine Q0:21:6A:45:44:4E00:21:6A:45:44:4E 


Debug Flags Enabled: 
dhcp packet enabled. 
dot11 mobile enabled. 
dot11 state enabled 
dot1x events enabled. 
dotix states enabled. 
mobility handoff enabled. 
pem events enabled. 
pem state enabled. 
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Authentication, Authorization, and Accounting (AAA) Troubleshooting 


To troubleshoot the interaction between the controller and the authentication server 
(external RADIUS or internal EAP server), use the command debug aaa all enable, which 
shows the required details. This command should be used after the debug client 
mac_address command and can be combined with other debug commands as needed 
(for example, debug mobility handoff enable). See Example 10-5. 


Example 10-5 show debug with AAA debug Command Output 


(Cisco Controller) >debug client 00:21:6A:45:44:4E00:21:6A:45:44:4E 
(Cisco Controller) >debug aaa all enable 


(Cisco Controller) >show debug 


MAC address ..... 


che A eechaaenen eunils atie kate Meas 00:21:6A:45:44:4E00:21:6A:45:44:4E 


Debug Flags Enabled: 
aaa detail enabled. 


aaa events enabled. 


aaa packet enabled. 


aaa packet enabled. 


aaa ldap enabled. 


aaa local-auth 
aaa local-auth 
aaa local-auth 
aaa local-auth 
aaa local-auth 
aaa local-auth 
aaa local-auth 
aaa local-auth 
aaa local-auth 
aaa local-auth 


db enabled. 

eap framework errors enabled. 

eap framework events enabled. 

eap framework packets enabled. 

eap framework state machine enabled. 
eap method errors enabled. 

eap method events enabled. 

eap method packets enabled. 

eap method state machine enabled. 
shim enabled. 


aaa tacacs enabled. 


dhcp packet enabled. 
dot11 mobile enabled. 
dot11 state enabled 

dot1x events enabled 


dot1x states enabled. 
mobility handoff enabled. 
pem events enabled. 


pem state enabled. 
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Note Not all AAA debugs are filtered on the client address you specify with debug 
client, so the output can get quite verbose if the controller has many clients. 


Client Connection 


For the purposes of this chapter, client connection is the process for a wireless client to 
pass through these steps: 


Step 1. 802.11 Section 
Probing to find a valid AP to associate 


802.11 authentication: Can be Open (null) or Shared. Normally, Open is 
selected. 


Association: Requesting data services to the AP 
Step 2. _L2 Policies Section 
None; PSK or EAP authentication takes place depending on configuration. 
Key negotiation, if an encryption method is selected 
Step 3. _L3 Policies Section 
Address learning 


Web authentication, if selected 


Note These steps represent a subset or summary of the full process. This example 
describes a simplified scenario that covers 802.11 and Layer 2 policies and uses WPA-PSK, 
plus address learning. No external AAA or Layer 3 policies for authentication are used. 


Controller Processes 


In each section, the controller uses separated processes to keep track of the state of the 
client at each moment. The processes interact between them to ensure that the client is 
added to the connection table (per the security policies configured). To help you under- 
stand the client connection steps to the controller, following is a short summary of the 
most relevant processes: 


m= PEM: Controls the client state and forces it through each of the security policies on 
the WLAN configuration 


m= Access point functions (APF): Basically, the 802.11 state machine 
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= Dotix: Implements the state machine for 802.1x, PSK authentication, and key han- 
dling for the wireless clients 


= Mobility: Tracks interaction with other controllers on the same mobility group 


m= Data transformational (DTL): Sits between the software components and the net- 
work hardware acceleration (NPU); controls the ARP information 


The PEM, APF, and Dot1x processes are discussed in detail in the following sections. 
Mobility is covered in detail in Chapter 9 and will not be covered here. Discussion on 
DTL is outside the scope of this book. 


PEM 


Based on the WLAN configuration, the client passes through a series of steps. PEM 
ensures this is done for it to comply with the required Layer 2 and Layer 3 security 
policies. 


Following is a subset of the PEM states relevant for the analysis of a client debug: 


m START: Initial status for new client entry. 
m AUTHCHECK: WLAN has an Layer 2 authentication policy to enforce. 
m 8021X REQD: Client must complete 802.1x authentication. 


m= L2AUTHCOMPLETE: Client has successfully finished the Layer 2 policy. The 
process can now proceed to Layer 3 policies (address learning, web authentication, 
and so on). Controller sends the mobility announcement to learn Layer 3 information 
from other controllers if this is a roaming client in the same mobility group. 


m WEP REQD: Client must complete WEP authentication. 


m DHCP REQD: Controller needs to learn the Layer 3 address from the client. If static 
IP addresses are allowed, any IP packet, DHCP request or renew, or information 
learned from other controllers in the mobility group is used. If DHCP Required is 
marked on the WLAN, only DHCP or mobility information are used. 


m WEBAUTH REQD: Client must complete web authentication (Layer 3 policy). 


m RUN: Client has successfully completed the required Layer 2 and Layer 3 policies and 
can now transmit traffic to the network. 


Figure 10-8 shows a simplified PEM state machine with the client transitions until it 
reaches the RUN state. When in the RUN state, the client can now send traffic to the 
network. 
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Figure 10-8 PEM State Machine Transitions 


AUTHCHECK 


Auth Failure 


FastPath Failure 


Note Figure 10-8 does not cover all possible transitions and states. Some intermediate 
steps have been removed for clarity. 


Client Traffic Forwarding 


Between the START state and the final RUN state, the client traffic is not forwarded to 
the network but is passed to the main CPU on the controller for analysis. The information 
that is forwarded depends on the state and the policies in place; for example, if 802.1x is 
enabled, EAP over LAN (EAPOL) traffic is forwarded to the CPU. If web authentication 
is used, HTTP and Domain Name System (DNS) are allowed to do the web redirection 
and obtain client authentication credentials. See Chapter 14, “Guest Networking,” for 
more information on web authentication. 
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When the client reaches the RUN state, the client information is sent to the NPU to 
enable FastPath switching, which does line-rate forwarding of the user traffic to the client 
VLAN and frees the central CPU of user data forwarding tasks. 


The traffic that is forwarded depends on the client type that is applied to the NPU. Table 
10-3 describes the most relevant types. 


Table 10-3 Common Client Types 


Type Description 


1 Normal client traffic forwarding. 

9 IP learning state. One packet from this client is sent to CPU to learn the IP address used. 

2 ACL pass-through. Used when the WLAN has an ACL configured to inform the NPU of 
what client traffic should be allowed or denied. 

APF 


This process handles the state of the client through the 802.11 state machine and MAC 
address authentication via the AAA server. It also interacts with mobility code to validate 
the different roaming scenarios. This chapter does not cover the mobility details or its 
states. 


Table 10-4 shows the more relevant client states that are entered during a client associa- 
tion to the controller. 


Figure 10-9 represents a state machine transition and shows only the most relevant states 
and transitions. 
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Table 10-4 Client States 


Name Description 

Idle New client or temporary state on some situations. 

AAA Pending Client waiting for MAC address authentication. 

Authenticated Open authentication successful or intermediate state in some situations. 

Associated Association response from AP has been sent. 802.11 association is com- 
pleted. 

Disassociated Client sent disassociation/deauthentication or association timer expired. 

To Delete Client marked to be deleted (normally after exclusion timer expired). 

Probe Probe request received for new client. 


Excluded/Blacklisted Client has been marked as excluded. Normally related to WPS policies. 


Invalid Error on client state. 


a 


New Client Probe 


Association 
Association Received Received 
Expiration Timer 
Mee Mac Auth 
«<— Auth Req Error 
Success ~| Associated 
Client Deleted 
pci AAA Pending Deauth 
Expired 
Deauth 
Interactivity Timer 
Failure in Mobility 


Tiger eed Intermediate Status 
Exceeded fee : Client on Unspecified Failure 
Auth Attempts Expiration Timer Failure on Assoc Response 
Disassociated 
Expiration 
Timer 
Auth Reg Error 
To Delete Q Deauth 
Authenticated 
Exceeded 


Expiration Timer Auth Attempts 


Blacklisted 


Figure 10-9 Client States and Transitions 
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802.1x Authentication (Dot1x) 


The Dotix process is responsible for 802.1x authentication and key management for the 
client. This means that, even on WLANs that do not have an EAP policy requiring 802.1x, 
Dot1x participates to handle the key creation and negotiation with the client and for the 
cached key handling (PMK or CCKM). 


Figure 10-10 shows the full 802.1x transitions for the state machines. 


Port Port Port 
Control=ForceUnauthorized Control=Auto Control=ForceAuthorized 
Port Mode is different from Port Mode is different from Port Mode is different from 
Port control Port control Port control 
Port enabled Port enabled Port enabled 


apsm_Force_Unauth apsm_Initialize apsm_Force_Auth 


Port Authorized 


——— apsm_Disconnected 
Retransmit EAP Eap ID 
ID-request Retries>=max Port Authorized 


Cc i EAP Logoff 
apsm_Connecting | <———————e pp Start or 
Reauthentication 
Logoff 
Timer Expired and Ee Bat 
not Blacklisted ap etries<max, ; 
Response Received __ | apsm_Authenticated 
Not Logoff 
a _ Failure 
apsm_Held 


Success 


apsm_Aborting 


Logo ff, Reauth, apsm_Authenticating 
Start, Timeout 


Figure 10-10 State Machine 802.1x Transitions 


Debug Client Analysis 


In order to help you understand the flow of the client debug output, Example 10-6 pro- 
vides a sample debug client output with notes that walk you through the client process. 
Be sure to take notice of how the client moves through the various stages of the client 
state machine from Figure 10-10 on the controller. 


Chapter 10: Troubleshooting Client-Related Issues 271 


Example 10-6 debug client Analysis 


(Cisco Controller)>debug client 00:1b:77:42:07:69 

APF Process 

Wed Oct 31 10:46:13 2007: 00:1b:77:42:07:69 Adding mobile on LWAPP AP 
00:17:df:ab:76:f0(0) 


!--- A new station is received. After validating type, it is added to the 
!--- AP that received it. This can happen both on processing association 
!--- request or probe requests. The client is Idle in the APF state machine shown. 


Wed Oct 31 10:46:13 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 23) in 5 seconds 


!--- Sets an expiration timer for this entry in case it does not progress 

!--- beyond probe status. 5 Seconds corresponds to Probe Timeout. This message 
!--- might appear with other time values because, during client processing, 
!--- other functions might set different timeouts depending on state. 


Wed Oct 31 10:46:13 2007: 00:1b:77:42:07:69 apfProcessProbeReq 
(apf_80211.c:4057) Changing state for mobile 00:1b:77:42:07:69 on AP 
00:17:df:ab:76:f@ from Idle to Probe 


!--- APF state machine for the client is updated to Probe. 


Wed Oct 31 10:46:13 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 24) in 5 seconds 


!--- New Probe request update sent AP about client. IMPORTANT: 

!--- APs do not forward all probe requests to the controller; they 

!--- summarize per time interval (by default 500 msec). This information is 
!--- used later by location and load-balancing processes. 


Wed Oct 31 10:46:14 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 


Station: (callerId: 24) in 5 seconds 


!--- New Probe request update sent AP about client. 


Wed Oct 31 10:46:14 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 24) in 5 seconds 


(continues) 
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Example 10-6 debug client Analysis (continued) 


!--- New Probe request update sent AP about client. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 24) in 5 seconds 


!--- New Probe request update sent AP about client. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Association received from 
mobile on AP 00:17:df:ab:76:fO® 


!--- AP reports an association request from the client. 
!--- When the process reaches this point, the client is not excluded and not 
!--- in mobility intermediate state 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 STA - rates (8): 140 18 152 
36 176 72 96 10800000000 


!--- Controller saves the client supported rates into its connection table. 
!--- Units are values of 500 kbps, basic (mandatory) rates have the MSB set. 
!--- The above would be 6 Mbps basic, 9, 12 basic, 18, 24 basic, 36, 48, 54. 
!--- The MSB adds 128. So for 6 Mbps it would be 12 + 128 = 140. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Processing WPA IE type 221, 
length 24 for mobile 00:1b:77:42:07:69 


!--- Controller validates the 802.11i security information element. 


PEM Process 
Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 0.0.0. START (0) Deleted mobile 
LWAPP rule on AP [00:17:df:ab:76:f0] 


!--- As the client requests new association, APF requests to PEM to delete the 
!--- client state and remove any traffic forwarding rules that it could have. 


APF Process 
Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Updated location for station old 
AP 00:00:00:00:00:00-0, new AP 00:17:df:ab:76:f0-1 


!--- APF updates where this client is located. For example, this client is 
!--- a new addition; therefore, no value exists for the old location. 
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!---Client is in START of the state machine shown in Figure 10-10. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 0.0.0.0 START (@) Initializing 
policy 


!--- PEM notifies that this is a new user. Security policies are checked 
!--- for enforcement. 


PEM Process 
Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 0.0.0.@ START (0) Change state 
to AUTHCHECK (2) last state AUTHCHECK (2) 


!--- PEM marks as authentication check needed. 
!---Client enters the AUTHCHECK state shown in Figure 10-10 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 @.0.0.@ AUTHCHECK (2) Change 
state to 8021X_REQD (3) last state 8021X_REQD 


!--- After the WLAN configuration is checked, the client will need either 
!—- 802.1x or PSK authentication. 
!---Client moves to 802.1X_REQD in Figure 10-10. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 0.0.0.0 8021X_REQD (3) Plumbed 
mobile LWAPP rule on AP 00:17:df:ab:76:f0 


!--- PEM notifies the LWAPP component to add the new client on the AP with 
!--- a list of negotiated capabilities, rates, Qos, etc. 


APF Process 

Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 apfPemAddUser2 (apf_policy.c:209) 
Changing state for mobile 00:1b:77:42:07:69 on AP 00:17:df:ab:76:f0 from 
Probe to Associated 


!--- APF notifies that the client has been moved successfully into the 
Associated state 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Stopping deletion of Mobile 
Station: (callerid: 48) 


!--- The expiration timer for client is removed, as now the session timeout 
!--- is taking place. This is also part of the above notification 


(continues) 
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Example 10-6 debug client Analysis (continued) 


!--- (internal code callerId: 48). 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Sending Assoc Response to 
station on BSSID 00:17:df:ab:76:f®@ (status Q) 


!--- APF builds and sends the association response to client. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 apfProcessAssocReq 
(apf_80211.c:3838) Changing state for mobile 00:1b:77:42:07:69 on AP 
00:17:df:ab:76:f@ from Associated to Associated 


!--- The association response was sent successfully; now APF keeps the 
!--- client in Associated state and sets the association timestamp on this point. 


Dot1x Process 
Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Creating a new PMK Cache Entry 
for station 00:1b:77:42:07:69 (RSN Q) 


!--- APF calls Dot1x to allocate a new PMK cached entry for the client. 
!--- RSN is disabled (zero value). 
Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Initiating WPA PSK to mobile 
00:1b:77:42:07:69 
!--- Dot1x signals a new WPA or WPA2 PSK exchange with mobile. 
Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 dot1x - moving mobile 
00:1b:77:42:07:69 into 
Force Auth state 
!--- As no EAPOL authentication takes place, the client port is marked as 
!--- Forced Auth. Dot1x performs key negotiation with PSK clients only. 
Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Skipping EAP-Success to mobile 


00:1b:77:42:07:69 


!--- For PSK, CCKM, or RSN, the EAP success is not sent to client, because there 
!--- was no EAPOL authentication taking place. 
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Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Sending EAPOL-Key Message to 
mobile 
00:1b:77:42:07:69 


state INITPMK (message 1), replay counter 00.00.00.00.00.00.00.00 

!--- Dotix starts the exchange to arrive into PTK. PMK is known, as this 

!--- is PSK auth. First message is ANonce. 

Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Received EAPOL-Key from mobile 
00:16:77:42:07:69 

!--- Message received from client. 

Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Received EAPOL-key in PKT_START 
state (message 2) from mobile 00:1b:77:42:07:69 

!--- This signals the start of the validation of the second message 

!--- from client (SNonce+MIC). No errors are shown, so process continues. 


!--- Potential errors at this point could be: deflection attack (ACK bit 
!--- not set on key), MIC errors, invalid key type, invalid key length, etc. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Stopping retransmission timer 
for mobile 00:1b:77:42:07:69 
!--- Dot1x got an answer for message 1, so retransmission timeout is stopped. 
Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Sending EAPOL-Key Message to 
mobile 00:1b:77:42:07:69 


state PTKINITNEGOTIATING (message 3), replay counter 
00.00.00.00.00.00.00.01 


!--- Derive PTK; send GTK + MIC. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Received EAPOL-Key from mobile 
00:1b:77:42:07:69 


(continues) 
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Example 10-6 debug client Analysis (continued) 


!--- Message received from client. 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 Received EAPOL-key in 
PTKINITNEGOTIATING state (message 4) from mobile 00:1b:77:42:07:69 


!--- This signals the start of validation of message 4 (MIC), which 
!--- means client installed the keys. Potential errors after this message 
!--- are MIC validation errors, invalid key types, etc. 


PEM Process 

Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 @.0.0.@ 8021X_REQD (3) Change 
state to L2AUTHCOMPLETE (4) last state L2AUTHCOMPLETE (4) 

!--- PEM receives notification and signals the state machine to change to L2 


!--- authentication completed. 
!---Client moves into L2AUTHCOMPLETE in state machine 


Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 @.@.0.@ L2AUTHCOMPLETE (4) 
Plumbed mobile LWAPP rule on AP 00:17:df:ab:76:f0 

!--- PEM pushes client status and keys to AP through LWAPP component. 

Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 @.0.0.@ L2AUTHCOMPLETE (4) 
Change state to DHCP_REQD (7) last state DHCP_REQD (7) 

!--- PEM sets the client on address learning status. 

!---Client is now in DHCP_REQD in the state machine. 

Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 @.0.0.@ DHCP_REQD (7) 
pemAdvanceState2 4238, Adding TMP rule 

!--- PEM signals NPU to allow DHCP/ARP traffic to be inspected by controller 

!--- for the address learning. 

Wed Oct 31 10:46:15 2007: 00:1b:77:42:07:69 @.@.0.@ DHCP_REQD (7) 


Adding Fast Path rule 


type = Airespace AP - Learn IP address 
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on AP 00:17:df:ab:76:f0, slot 1, interface = 1, QOS = 0 
ACL Id = 255, Jumbo Frames = NO, 802.1P = @, DSCP = 0, TokenID = 5006 
!--- Entry is built for client and prepared to be forwarded to NPU. 


!--- Type is 9 (see the table in the "Client Traffic Forwarding" section of 
!--- this chapter) to allow controller to learn the IP address. 


Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 @.0.0.@ DHCP_REQD (7) 
Successfully plumbed mobile rule (ACL ID 255) 


!--- A new rule is successfully sent to internal queue to add the client 
!--- to the NPU. 


Dot1x Process 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 Stopping retransmission timer 
for mobile 00:1b:77:42:07:69 

!--- Dot1x received message from client. 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 Sending EAPOL-Key Message to 


mobile 00:1b:77:42:07:69 


state PTKINITDONE (message 5 - group), replay counter 
00.00.00.00.00.00.00.02 


!--- Group key update prepared for client. 


PEM Process 
Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 @.0.0.@ Added NPU entry of type 9 


!--- NPU reports that entry of type 9 is added (learning address state). 
!--- See the table in the "Client Traffic Forwarding" section of this document. 
Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 Sent an XID frame 


!--- No address known yet, so the controller sends only XID frame 
!--- (destination broadcast, source client address, control @xAF). 


Dot1x Process 
Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 Sent EAPOL-Key M5 for mobile 


(continues) 
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Example 10-6 debug client Analysis (continued) 


00:1b6:77:42:07:69 

!--- Key update sent. 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 Received EAPOL-Key from mobile 
00:16:77:42:07:69 

!--- Key received. 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 Received EAPOL-key in 
REKEYNEGOTIATING state (message 6) from mobile 00:1b:77:42:07:69 

!--- Successfully received group key update. 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 Stopping retransmission timer 
for mobile 00:1b:77:42:07:69 

!--- Group key timeout is removed. 

DHCP Process 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 DHCP received op BOOTREQUEST 
(1) (len 308, port 1, encap OxecQ@3) 

!--- First DHCP message received from client. 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 DHCP dropping packet due to 
ongoing mobility handshake exchange, (Siaddr 0.0.0.0, mobility 


state = ‘apfMsMmQueryRequested' 


!---Controller drops the first DHCP packet because it is still waiting to hear 
from other mobility group members to see if this client might have roamed. 


PEM Process 
Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 @.0.0.@ DHCP_REQD (7) mobility 
role update request from Unassociated to Local 


Peer = 0.0.0.0, Old Anchor = 0.0.0.@, New Anchor = 192.168.100.11 


!--- NPU is notified that this controller is the local anchor, so to 
!--- terminate any previous mobility tunnel. Because this is a new client, 
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!--- old address is empty. 


Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 @.0.0.@ DHCP_REQD (7) State 
Update from Mobility-Incomplete to Mobility-Complete, mobility 
role=Local 

!--- Role change was successful. 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 @.0.0.@ DHCP_REQD (7) 
pemAdvanceState2 3934, Adding TMP rule 

!--- Adding temporary rule to NPU for address learning now with new mobility 

!--- role as local controller. 

Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 @.0.0.@ DHCP_REQD (7) 

Replacing Fast Path rule 
type = Airespace AP - Learn IP address 
on AP 00:17:df:ab:76:f0, slot 1, interface = 1, QOS = 0 
ACL Id = 255, Jumbo Frames = NO, 802.1P = @, DSCP = 0, TokenID = 5006 
!--- Entry is built. 
Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 0.0.0.0 DHCP_REQD (7) 
Successfully plumbed mobile rule (ACL ID 255) 
!--- A new rule is successfully sent to internal queue to add the 
!--- client to the NPU. 
Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 @.0.0.@ Added NPU entry of type 9 
!--- Client is on address learning state; see the table in the 


!--- "Client Traffic Forwarding" section of this chapter. Now mobility 
!--- has finished. 


Wed Oct 31 10:46:19 2007: 00:1b:77:42:07:69 Sent an XID frame 


(continues) 
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Example 10-6 debug client Analysis (continued) 


!--- No address known yet, so controller sends only XID frame (destination 
!--- broadcast, source client address, control @xAF). 


DHCP Process 
Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP received op BOOTREQUEST 
(1) (len 308, port 1, encap @xec®@3) 
!--- DHCP request from client. 
Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP selecting relay 1 
control block settings: 
dhcpServer: 0.0.0.0, dhcpNetmask: 0.0.0.0, 
dhcpGateway: 0.0.0.0, dhcpRelay: 0.0.0.0 VLAN: 0 
!--- Based on the WLAN configuration, the controller selects the identity to 


!--- use to relay the DHCP messages. 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP selected relay 1 
192.168.100.254 (local address 192.168.100.11, gateway 192.168.100.254, 
VLAN 100, port 1) 


!--- Interface selected. 
Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
transmitting DHCP DISCOVER (1) 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
op: BOOTREQUEST, htype: Ethernet, hlen: 6, hops: 1 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
xXid: Oxd3d3b6e9 (3553867497), secs: 1024, flags: 0 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
chaddr: 00:1b:77:42:07:69 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
ciaddr: @.0.0.0, yiaddr: 0.0.0.0 
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Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
siaddr: 0.0.0.0, giaddr: 192.168.100.11 


!--- Debug parsing of the frame sent. The most important fields are included. 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP sending REQUEST to 
192.168.100.254 (len 350, port 1, vlan 100) 


!--- DHCP request forwarded. 
Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP selecting relay 2 
control block settings: 
dhcpServer: 0.0.0.0, dhcpNetmask: 0.0.0.0, 
dhcpGateway: 0.0.0.0, dhcpRelay: 192.168.100.11 VLAN: 100 
Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP selected relay 2 ? NONE 
!--- No secondary server configured, so no additional DHCP requests are 
!--- prepared (configuration dependant) . 
Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP received op BOOTREPLY (2) 
(len 308, port 1, encap O@xecQ0) 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP setting server from OFFER 
(server 192.168.100.254, yiaddr 192.168.100.105) 


!--- DHCP received for a known server. Controller discards any offer not on 
!--- the DHCP server list for the WLAN/Interface. 
Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP sending REPLY to STA 


(len 416, port 1, vlan 100) 


!--- After building the DHCP reply for client, it is sent to AP for forwarding. 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP transmitting DHCP OFFER (2) 


(continues) 
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Example 10-6 debug client Analysis (continued) 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
op: BOOTREPLY, htype: Ethernet, hlen: 6, hops: 0 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
xid: Oxd3d3b6e9 (3553867497), secs: @, flags: 0 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
chaddr: 00:1b:77:42:07:69 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
ciaddr: 0.0.0.0, yiaddr: 192.168.100.105 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
siaddr: 0.0.0.0, giaddr: 0.0.0.0 


Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP 
server id: 1.1.1.1 rcevd server id: 192.168.100.254 
!--- Debug parsing of the frame sent. The most important fields are included. 
Wed Oct 31 10:46:21 2007: 00:1b:77:42:07:69 DHCP received op BOOTREQUEST (1) 
(len 316, port 1, encap @xecQ03) 
!--- Client answers 
Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP selecting relay 1 
control block settings: 
dhcpServer: 192.168.100.254, dhcpNetmask: 0.0.0.0, 
dhcpGateway: @.0.0.0, dhcpRelay: 192.168.100.11 VLAN: 100 
Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP selected relay 1 
192.168.100.254 (local address 192.168.100.11, gateway 192.168.100.254, 


VLAN 100, port 1) 


1--- DHCP relay selected per WLAN config 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP transmitting DHCP REQUEST (3) 
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Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
op: BOOTREQUEST, htype: Ethernet, hlen: 6, hops: 1 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
Xid: Oxd3d3b6e9 (3553867497), secs: 1024, flags: 0 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
chaddr: 00:1b:77:42:07:69 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
ciaddr: 0.0.0.0, yiaddr: 0.0.0.0 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
siaddr: 0.0.0.0, giaddr: 192.168.100.11 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
requested ip: 192.168.100.105 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
server id: 192.168.100.254 rcvd server id: 1.1.1.1 


!--- Debug parsing of the frame sent. The most important fields are included. 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP sending REQUEST to 


192.168.100.254 (len 358, port 1, vlan 100) 


!--- Request sent to server. 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP selecting relay 2 


control block settings: 


dhcpServer: 192.168.100.254, dhcpNetmask: 0.0.0.0, 


dhcpGateway: 0.0.0.0, dhcpRelay: 192.168.100.11 VLAN: 100 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP selected relay 2 ? NONE 


!--- No other DHCP server configured. 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP received op BOOTREPLY 
(2) (len 308, port 1, encap OxecQQ) 


(continues) 
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Example 10-6 debug client Analysis (continued) 


!--- Server sends a DHCP reply, most probably an ACK (see below). 
PEM Process 
Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 192.168.100.105 DHCP_REQD 
(7) Change state to RUN (20) last state RUN (20) 
!--- DHCP negotiation successful, address is now known, and client 
!--- is moved to RUN status in the state machine. 
Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 192.168.100.105 RUN (20) 
Reached PLUMBFASTPATH: from line 4699 
!--- No Layer 3 security; client entry is sent to NPU. 
Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 192.168.100.105 RUN (20) 
Replacing Fast Path rule 
type = Airespace AP Client 
on AP 00:17:df:ab:76:f0, slot 1, interface = 1, QOS = 0 


ACL Id = 255, Jumbo Frames = NO, 802.1P = @, DSCP = 0, TokenID = 5006 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 192.168.100.105 RUN (20) 
Successfully plumbed mobile rule (ACL ID 255) 


DHCP Process 
Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 Assigning Address 


192.168.100.105 to mobile 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP sending REPLY to STA 
(len 416, port 1, vlan 100) 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP transmitting DHCP ACK (5) 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
op: BOOTREPLY, htype: Ethernet, hlen: 6, hops: 0 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
xid: Oxd3d3b6e9 (3553867497), secs: @, flags: 0 
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Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
chaddr: 00:1b:77:42:07:69 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
ciaddr: 0.0.0.0, yiaddr: 192.168.100.105 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
siaddr: 0.0.0.0, giaddr: 0.0.0.0 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 DHCP 
server id: 1.1.1.1 rcevd server id: 192.168.100.254 


PEM Process 
Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 192.168.100.105 Added NPU 
entry of type 1 


!--- Client is now successfully associated to controller. 
!--- Type is 1; see the table in the Client Traffic Forwarding 
!--- section of this chapter. 


Wed Oct 31 10:46:25 2007: 00:1b:77:42:07:69 Sending a gratuitous ARP for 
192.168.100.105, VLAN Id 100 


!--- As address is known, gratuitous ARP is sent to notify. 


Troubleshooting Examples 


The following sections show examples of common client related problems. Each section 
outlines what the problem is and how to interpret the debug output in each situation to 
reach that determination. Keep in mind that there are many reasons why a client might fail 
to associate to a WLAN and that these are only a few examples, not a comprehensive list. 


Wrong Client Cipher Configuration 


Example 10-7 shows a client with different capabilities to the AP. The client is probing for 
the SSID, but because the probe request shows some parameters not supported, the client 
never proceeds to authentication/association phases. In particular, the problem intro- 
duced was a mismatch between the client using WPA and the AP advertising only WPA2 
support. 
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Example 10-7 Wrong Cipher Configuration 


Wed Oct 31 10:51:37 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 23) in 5 seconds 

Wed Oct 31 10:51:37 2007: 00:1b:77:42:07:69 apfProcessProbeReq 
(apf_80211.c:4@57) Changing state for mobile 00:1b:77:42:07:69 on AP 
Q0:1c:b0:ea:5f:cO from Idle to Probe 


!—- Controller adds the new client, 


Wed Oct 31 10:51:37 2007: 


Station: (callerid: 


Wed Oct 31 10:51:38 2007: 


Station: (callerid: 


Wed Oct 31 10:51:38 2007: 


Station: (callerid: 


00 
24) 
00 
24) 
00 
24) 


Moving into probing status 


11b:77:42:07:69 Scheduling deletion of Mobile 


in 


5 seconds 


11b0:77:42:07:69 Scheduling deletion of Mobile 


in 


5 seconds 


11b:77:42:07:69 Scheduling deletion of Mobile 


in 


5 seconds 


!—- AP is reporting probe activity every 500 ms as configured 


Wed Oct 31 10:51:41 2007: 


Station: (callerid: 


Wed Oct 31 10:51:41 2007: 


Station: (callerid: 


Wed Oct 31 10:51:41 2007: 


Station: (callerid: 


Wed Oct 31 10:51:41 2007: 


Station: (callerid: 


Wed Oct 31 10:51:44 2007: 


Station: (callerid: 


Wed Oct 31 10:51:44 2007: 


Station: (callerid: 


Wed Oct 31 10:51:44 2007: 


Station: (callerid: 


Wed Oct 31 10:51:44 2007: 


Station: (callerid: 


Wed Oct 31 10:51:49 2007: 


Expiring Mobile! 


Wed Oct 31 10:51:49 2007: 


00: 


24) 


00: 


24) 


00: 


24) 


00: 


24) 


00: 


24) 


00: 


24) 


00: 


24) 


00: 


24) 


00: 


00: 


1b: 
in 
ib: 
in 
1b: 
in 
1b: 
in 
1b: 
in 
1b: 
in 
1b: 
in 
1b: 
in 
1b: 


1b: 


77:42:07:69 
5 seconds 
77:42:07:69 
5 seconds 
77:42:07:69 
5 seconds 
77:42:07:69 
5 seconds 
77:42:07:69 
5 seconds 
77:42:07:69 
5 seconds 
77:42:07:69 
5 seconds 
77:42:07:69 
5 seconds 
77:42:07:69 


77:42:07:69 


LWAPP rule on AP [00:1c:bO@:ea:5f:cO] 
00:1b:77:42:07:69 


Wed Oct 31 10:51:49 2007: 


00:1c:b0:ea:5F:c0(0) 


!—- After 5 seconds of inactivity, 


!—- authentication or association phases. 


Scheduling deletion of Mobile 


Scheduling deletion of Mobile 


Scheduling deletion of Mobile 


Scheduling deletion of Mobile 


Scheduling deletion of Mobile 


Scheduling deletion of Mobile 


Scheduling deletion of Mobile 


Scheduling deletion of Mobile 


apfMsExpireCallback (apf_ms.c:433) 


@.0.0.0 START (®@) Deleted mobile 


Deleting mobile on AP 


client is deleted, never moved into 
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Wrong Preshared Key 


Example 10-8 shows a client trying to authenticate by WPA-PSK to the infrastructure but 
failing due to mismatch of the preshared key between the client and controller, resulting in 
the eventual exclusion of the client. 


Example 10-8 Wrong Preshared Key 


Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Adding mobile on LWAPP AP 
00:1c:b0:ea:5F:c0(0) 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 23) in 5 seconds 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 apfProcessProbeReq (apf_80211.c: 
4057) Changing state for mobile 00:1b:77:42:07:69 on AP 00:1c:bO0:ea:5f:cO 
from Idle to Probe 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 24) in 5 seconds 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Association received from mobile 
on AP 00:1c:b0:ea:5f:cO 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 STA - rates (8): 130 132 139 150 
12 18 24 36000000020 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 STA - rates (12): 130 132 139 150 
12 18 24 36 48 72 96 108 0000 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Processing WPA IE type 221, 
length 24 for mobile 00:1b:77:42:07:69 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 0.0.0.0 START (@) 

Initializing policy 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 0.0.0.0 START (®) Change state to 
AUTHCHECK (2) last state AUTHCHECK (2) 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 0.0.0.0 AUTHCHECK (2) Change 
state to 8021X_REQD (3) last state 8021X_REQD (3) 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 0.0.0.0 8021X_REQD (3) Plumbed 
mobile LWAPP rule on AP @0:1c:bO0:ea:5f:cO 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 apfPemAddUser2 (apf_policy.c:209) 
Changing state for mobile 00:1b:77:42:07:69 on AP 00:1c:bO:ea:5f:cO from 
Probe to Associated 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Stopping deletion of Mobile 
Station: (callerid: 48) 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Sending Assoc Response to station 
on BSSID 00:1c:b0:ea:5f:cO (status Q) 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 apfProcessAssocReq (apf_80211.c: 
3838) Changing state for mobile 00:1b:77:42:07:69 on AP 00:1c:bO0:ea:5f:cO 
from Associated to Associated 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Creating a new PMK Cache Entry 
for station 00:1b:77:42:07:69 (RSN Q) 


(continues) 
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Example 10-8 Wrong Preshared Key (continued) 


Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Initiating WPA PSK to mobile 
00:16:77:42:07:69 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 dot1x - moving mobile 
00:1b:77:42:07:69 into Force Auth state 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Skipping EAP-Success to mobile 
00:16:77:42:07:69 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Sending EAPOL-Key Message to 
mobile 00:1b:77:42:07:69 

state INITPMK (message 1), replay counter 00.00.00.00.00.00.00.00 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Received EAPOL-Key from mobile 
00:16:77:42:07:69 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Received EAPOL-key in PKT_START 
state (message 2) from mobile 00:1b:77:42:07:69 

Wed Oct 31 10:55:55 2007: 00:1b:77:42:07:69 Received EAPOL-key M2 with 
invalid MIC from mobile 00:1b:77:42:07:69 

Wed Oct 31 10:55:56 2007: 00:1b:77:42:07:69 802.1x ‘timeoutEvt' Timer expired 
for station 00:1b:77:42:07:69 

Wed Oct 31 10:55:56 2007: 00:1b:77:42:07:69 Retransmit 1 of EAPOL-Key M1 
(length 99) for mobile 00:1b:77:42:07:69 

Wed Oct 31 10:55:56 2007: 00:1b:77:42:07:69 Received EAPOL-Key from mobile 
00:1b:77:42:07:69 

Wed Oct 31 10:55:56 2007: 00:1b:77:42:07:69 Received EAPOL-key in PKT_START 
state (message 2) from mobile 00:1b:77:42:07:69 

Wed Oct 31 10:55:56 2007: 00:1b:77:42:07:69 Received EAPOL-key M2 with invalid 
MIC from mobile 00:1b:77:42:07:69 


!--- MIC error due to wrong preshared key 


Wed Oct 31 10:55:57 2007: 00:1b:77:42:07:69 802.1x ‘timeoutEvt' Timer expired 
for station 00:1b:77:42:07:69 

Wed Oct 31 10:55:57 2007: 00:1b:77:42:07:69 Retransmit 2 of EAPOL-Key M1 
(length 99) for mobile 00:1b:77:42:07:69 

Wed Oct 31 10:55:57 2007: 00:1b:77:42:07:69 Received EAPOL-Key from mobile 
00:1b6:77:42:07:69 

Wed Oct 31 10:55:57 2007: 00:1b:77:42:07:69 Received EAPOL-key in PKT_START 
state (message 2) from mobile 00:1b:77:42:07:69 

Wed Oct 31 10:55:57 2007: 00:1b:77:42:07:69 Received EAPOL-key M2 with invalid 
MIC from mobile 00:1b:77:42:07:69 

Wed Oct 31 10:55:58 2007: 00:1b:77:42:07:69 802.1x ‘timeoutEvt' Timer expired 
for station 00:1b:77:42:07:69 

Wed Oct 31 10:55:58 2007: 00:1b:77:42:07:69 Retransmit failure for EAPOL-Key 
M1 to mobile 00:1b:77:42:07:69, retransmit count 3, mscb deauth count 0 

Wed Oct 31 10:55:58 2007: 00:1b:77:42:07:69 Sent Deauthenticate to mobile on 
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BSSID 00:1c:b0:ea:5f:cO slot O(caller 1x_ptsm.c:462) 


!--- Client is deauthenticated after three retries 


!--- The process is repeated three times, until client is blacklisted 


Wed Oct 31 10:56:10 2007: 00:1b:77:42:07:69 Blacklisting (if enabled) mobile 
00:16:77:42:07:69 

Wed Oct 31 10:56:10 2007: 00:1b:77:42:07:69 apfBlacklistMobileStationEntry2 
(apf_ms.c:3560) Changing state for mobile 00:1b:77:42:07:69 on AP 
00:1c:b0:ea:5f:cO from Associated to Exclusion-list (1) 

Wed Oct 31 10:56:10 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 44) in 1®@ seconds 

Wed Oct 31 10:56:10 2007: 00:1b:77:42:07:69 0.0.0.0 8021X_REQD (3) Change 
state to START (@) last state 8021X_REQD (3) 

Wed Oct 31 10:56:10 2007: 00:1b:77:42:07:69 0.0.0.0 START (@) Reached FAILURE: 
from line 3522 

Wed Oct 31 10:56:10 2007: 00:1b:77:42:07:69 Scheduling deletion of Mobile 
Station: (callerId: 9) in 10 seconds 


Incorrect User Credentials with EAP 


Example 10-9 shows an 802.1x EAP authentication with RADIUS failing because the 
client credentials are incorrect. 


Example 10-9 RADIUS Access-Reject 


(Cisco Controller) >debug client 00:0E:35:F3:60:73 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Adding mobile on LWAPP AP 
00:1e:13:06:F6:50(0) 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Scheduling deletion of Mobile Station: 
(callerId: 23) in 5 seconds 


Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 apfProcessProbeReq (apf_80211.c:4142) 
Changing state for mobile 00:0e:35:f3:60:73 on AP 00:1e:13:06:f6:50 from Idle to 
Probe 


Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Scheduling deletion of Mobile Station: 
(callerId: 24) in 5 seconds 


Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Association received from mobile on AP 
00:1e:13:06:f6:50 


Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 STA - rates (8): 130 132 139 12 18 
150 24 36000002000 


Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 STA - rates (12): 130 132 139 12 18 
150 24 36 48 72 96 108 0000 


(continues) 


290 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


Example 10-9 RADIUS Access-Reject (continued) 


!—-Because this is a new association, there is no PMKID from the client. You 
will also notice that the RSN IE is type 48, indicating that it is WPA2. 


Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Processing RSN IE type 48, length 20 
for mobile 00:0e:35:f3:60:73 


Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Received RSN IE with ® PMKIDs from 
mobile 00:0e:35:f3:60:73 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 0.0.0.0 START (0) Initializing policy 
Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 0.0.0.0 START (0) Change state to 
AUTHCHECK (2) last state AUTHCHECK (2) 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 0.0.0.0 AUTHCHECK (2) Change state to 
8021X_REQD (3) last state 8021X_REQD (3) 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 0.0.0.0 8021X_REQD (3) Plumbed mobile 
LWAPP rule on AP 00:1¢:13:06:f6:50 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 apfPemAddUser2 (apf_policy.c:212) 
Changing state for mobile 00:0e:35:f3:60:73 on AP 00:1e:13:06:f6:50 from Probe to 
Associated 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Stopping deletion of Mobile Station: 
(callerid: 48) 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Sending Assoc Response to station on 
BSSID 00:1e:13:06:f6:50 (status 0) 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 apfProcessAssocReq (apf_80211.c:3888) 
Changing state for mobile 00:0e:35:f3:60:73 on AP 00:1e:13:06:f6:50 from 
Associated to Associated 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Station 00:0e:35:f3:60:73 setting 
dot1x reauth timeout = 1800 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 dotix - moving mobile 
00:0e:35:f3:60:73 into Connecting state 


!— -802.1x process begins, and the controller sends the EAP identity request to 
the client. 


Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Sending EAP-Request/Identity to mobile 
00:0e:35:f3:60:73 (EAP Id 1) 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Received EAPOL EAPPKT from mobile 
00:0e:35:F3:60:73 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Username entry (LEEJOHNS-XP- 
TST\Administrator) created for mobile 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Received Identity Response (count=1) 
from mobile 00:0e:35:f3:60:73 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 EAP State update from Connecting to 
Authenticating for mobile 00:0e:35:f3:60:73 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 dot1ix - moving mobile 
00:0e:35:f3:60:73 into Authenticating state 

Mon Aug 17 16:20:17 2009: 00:0e:35:f3:60:73 Entering Backend Auth Response state 
for mobile 00:0e:35:f3:60:73 


!—-RADIUS server returns an Access-Reject because the client user credentials are 
incorrect. 
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!—-Controller passes EAP-failure to the client. 


Mon Aug 17 16:20:27 2009: 00:0e:35:f3:60:73 Processing Access-Reject for mobile 
00:0e:35:F3:60:73 

Mon Aug 17 16:20:27 2009: 00:0e:35:f3:60:73 Sending EAP-Failure to mobile 
00:0e:35:f3:60:73 (EAP Id -1) 

Mon Aug 17 16:20:27 2009: 00:0e:35:f3:60:73 Entering Backend Auth Failure state 
(id=-1) for mobile 00:0e:35:f3:60:73 


Summary 


When you are troubleshooting client-related problems, it is important to understand the 
type of client involved and whether the issue is widespread or localized to a particular 
group of clients or location. After you gather general information about the issue, use 
debug client on the controller CLI for a problem client. Should that not allow you to 
determine the root cause of the problem, continue to add the other methods to gain more 
information. Use the client debugs or troubleshooting utilities, and then move on to snif- 
fer traces to verify the debugs. If you do not have a wireless sniffer, use a wired sniffer to 
verify that the client traffic is entering and leaving the controller as expected. Should 
adding wired sniffer traces fail to shed light on the issue, capture a wireless trace. When 
gathering concurrent information from different sources, remember that all the devices 
should be NTP time synced. Also remember that it might be necessary to run debugs on 
the AP to get to the bottom of the issue. 
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Chapter 11 


Wireless Voice 


Wireless voice can be a great asset to any wireless network. Mobile users such as doctors, 
nurses, warehouse associates, sales floor staff, and call center personnel are no longer tied 
to a desk where they can miss important, perhaps life saving, phone calls. The Cisco 
Unified Wireless Networking (CUWN) solution provides a robust wireless infrastructure 
for voice applications. 


Cisco currently offers two wireless phone models: the 7921 and 7925. The 7920 model 
was the first Cisco wireless phone and is still found in the field, but it is End-of-Life and 
reached End-of-Support in June 2009. The 7920 is an 802.11b-only device and does not 
have the security protocol support of the newer models. This book does not cover the 
7920. 


The controllers also support any wireless voice device of a vendor as long as it adheres to 
the wireless standards. Some examples of third-party wireless devices are Vocera badges 
and SpectraLink wireless phones. 


Prerequisites for Voice Deployments 


Although you might be able to get away with simply placing access points (AP) in the 
network based on what looks good on a floor map for a data-only deployment, voice is a 
radio frequency (RF)-sensitive, throughput demanding, and latency-unforgiving applica- 
tion. If a data client has to retransmit a packet, odds are the end user will never notice. 
That is not so for voice. Lost packets, delayed packets, coverage gaps, and incorrect AP 
power and channel assignments will wreck a wireless voice implementation. The end user 
on a voice call will definitely notice if part of the conversation is lost. 
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Note It is highly recommended that you take advantage of the 802.11a capability of the 
7921 and 7925 phones and conduct the site survey accordingly. In most cases, the 
802.11b/g network is already saturated, which is detrimental to a voice deployment. This is 
especially true if you are planning to use the coexistence feature of the 7925. 


The one prerequisite you must have completed is a site survey for voice. You must use a 
Cisco certified partner that has advanced wireless LAN (WLAN) specialization. Walking 
around with a laptop using a Cisco CB21 card with the site survey tool is not going to be 
sufficient. In fact, you are not even supposed to be able to purchase a 792x phone with- 
out a professional site survey. You must use nonoverlapping channels and allow at least 20 
percent overlap with adjacent channels when deploying phones in the environment. 
Figure 11-1 shows a 20 percent cell overlap. 


Figure 11-1 Twenty Percent Cell Overlap 


For acceptable voice quality, the phones should always have a signal of -67 dBm or 
higher when using 2.4 or 5 GHz. You should also ensure that the packet error rate (PER) 
is no higher than 1 percent. You also want to maintain a minimum signal-to-noise ratio 
(SNR) of 25 dB. 


You should design the voice deployment for a data rate of 24 Mbps. You can enable the 
higher data rates if you desire. 


Cisco recommends that you set the minimum data rate on the 802.11 networks to 11 
Mbps or 12 Mbps for 2.4 GHz as long as the other wireless clients can support it. For the 
802.11a network, the minimum data rate should be 12 Mbps, and only 12 Mbps should 
be set to mandatory. 
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Other prerequisites you want to keep in mind are having the correct CallManager and 
controller code to support the phones. All the wireless controller and AP models support 
the 792x phones. Table 11-1 shows the supported versions of CallManager and controller 
for the 792x phones. 


Table 11-1 792x CallManager and Controller Versions 


Phone CallManager CallManager Express Wireless Controller 

Model 

7921 41 and later” 4.1 and later (minimum 4.0.217.0, 5.1 or higher- 
of 12.4[15]T7) recommended 

7925 4.1 and later” 4.1 and later (minimum 4.0.217.0, 5.1 or higher- 
of 12.4[15]T7) recommended 


*CallManager requires a device package or service release update to enable support for the 7921 and 7925 


phones. You can find these packages at http://www.cisco.com/kobayashi/sw-center/swvoice.shtml. 


You also want to make sure that your wired network quality of service (QoS) is properly 
configured for a voice deployment. QoS is covered later in this chapter in the “QoS” section. 


Tip It is usually a best practice to make sure that the phones are running the latest 
firmware. Unlike some devices, the latest firmware for the phones is usually the best and 
can clear up many intermittent issues. 


Remember to separate voice, data, and management VLANs. Doing so isolates the differ- 
ent types of traffic and allows you greater control over that traffic. You would never want 
to have your data and voice clients sharing a service set identifier (SSID)/VLAN. 


Phone Features 


The 792x family of wireless phones provides a myriad of protocol and security support 
configurations. 


Supported Protocols, Specifications, and Certifications 


The Cisco 792x wireless phones support the following protocols: 


m 802.11a/b/g. 

m Skinny Client Control Protocol (SCCP). 

m= Real Time Protocol (RTP). 

m= G,711u-law, G.711a-law, G.729a, G.729ab, G.722, and iLBC. 
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m= Real Time Control Protocol (RTCP). 

m Cisco Discovery Protocol (CDP). 

m Syslog. 

m Cisco Compatible Extension (CCX) v4. 

m= Wi-Fi Multimedia (WMM) and Traffic Specification (TSPEC). 

m Unscheduled Auto Power Save Delivery (U-APSD) and Power Save Poll (PS-POLL). 
m Bluetooth 2.0—7925 only. 


m [P54 rated—Protects from dust, being splashed by liquid, and moisture. 7925 only. 


Security 


The 792x phones support an array of wireless authentication types, key-management 
types, and encryption methods. 


The supported authentications are as follows: 

m Extensible Authentication Protocol-Flexible Authentication via Secure Tunneling 
(EAP-FAST) 

m Extensible Authentication Protocol Transport Layer Security (EAP-TLS) 


m Protected Extensible Authentication Protocol (PEAP) 


Lightweight access point (LEAP) 
m= Open and Shared Key 


The support key-managements are as follows: 


m Cisco Centralized Key Management (CCKM) 
m 802.111 802.1x authentication 


m 802.11i Pre-Shared Key (PSK) 
The supported encryptions are as follows: 


m Advanced Encryption Standard (AES) 
= =Temporal Key Integrity Protocol (TKIP)/Message Integrity Check (MIC) 
mw WEP—40 and 128 bit 


The 792x phones support the following voice security methods: 


mw Certificates 
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m= Image authentication 

m Device authentication 

m= File authentication 

m Signaling authentication 

m Secure Cisco Unified SRST 

m= Media encryption using Secure Real-time Transport Protocol (SRTP) 
m Signaling encryption (Transport Layer Security [TLS]) 

=~ Certificate authority proxy function (CAPF) 

m Secure profiles 

m Encrypted configuration files 

m Settings access (can limit user access to configuration menus) 
= = Locked network profiles 


m Administrator password 


Coexistence 


Coexistence refers to using the Bluetooth feature of the 7925 along with 802.11b/g radio 
simultaneously. Because both Bluetooth and 802.11b/g utilize the 2.4GHz spectrum, you 
have deployment considerations and limitations: 


m= Capacity: Up to two bidirectional RTP streams per AP/channel are supported. 


m= Battery Life: There can be up to 50 percent reduction of battery life when on a call 
and using coexistence. 


= Multicast audio: Multicast audio from Push To Talk (PTT), Music on Hold (MMOH), 
and other applications are not supported when using coexistence. 


m= Data Rate Configuration: It is advised to only enable 802.11g Orthogonal frequency- 
division multiplexing (OFDM) data rates (that is, > 12 Mbps) to prevent engaging in 
Clear To Send (CTS) for 802.11g protection, which can impact voice quality. 


QoS 


QoS is the capability of a network to provide differentiated service to selected network 
traffic over various network technologies. Configuring QoS does not increase the band- 
width of your network. It merely gives you more control over how the bandwidth you 
have is allocated to different devices on the network. Make sure you understand your 
traffic, the protocols involved, and the sensitivity of the application to network delays. 
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Latency, Jitter, and Loss 


The quality of a network transmission is a result of three things: 


m Latency 
m= Jitter 
gm Loss 


Latency is how long it takes for a packet to be received by the endpoint after it is sent 
from the source. Latency is also referred to as delay. Asymmetrical tunneling after a 
Layer 3 roaming event between controllers can introduce delay. Again, symmetrical 
mobility tunneling is the recommended configuration. See Chapter 9, “Mobility,” for 
more information on symmetrical versus asymmetrical tunneling. 


Delay can be broken into two parts: 


m Fixed delay: The time it takes to encode and decode the packets and the time it takes 
for the packet to traverse the network. 


m Variable delay: Caused by network conditions. If the network is highly utilized at cer- 
tain times of the day, the variable delay would be higher at those times than others. 


Jitter is the value that results from the difference in end-to-end latency between packets. 
If a packet takes 50 ms to traverse the network and the next packet takes 100 ms, you 
have a jitter value of 50 ms. 


Loss is simply the ratio of packets that are successfully received by the endpoint to those 
that were sent by the transmitter. 


Correct Packet Marking 


You need to be familiar with three types of packet classifications: 


m AVVID 802.1p User Priorities (UP) 
m AVVID IP Differentiated Services Code Point (DSCP) 
mm JEEE 802.11e UP 


Depending on the traffic flow of a packet, these classifications are used to properly clas- 
sify, or mark, that traffic on the network. There are two key concepts to understanding 
the traffic flow and the way the packets are marked: 


m= With Layer 3, both wired and wireless traffic trust Architecture for Voice, Video, and 
Integrated Data (AVVID) IP DSCP end to end. 


m With Layer 2, wired uses AVVID 802.1p UP markings, and wireless uses IEEE 
802.11e UP. 
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Because wired and wireless are using different Layer 2 classifications to mark the packets, 
the AP must convert between AVVID 802.1p UP and IEEE 802.11e UP. Table 11-2 shows the 
QoS conversion table that allows the AP to convert between the different classifications. 


Table 11-2 Access Point QoS Translation Values 


QoS Baseline IEEE 802.1 UP-Based Traffic Type AVVIDIP AVVID IEEE 

DSCP IEEE 802.11e 
802.1p UP 
UP 

Network control — 7 — 

Inter-network control (LWAPP! control, IEEE 802.11 48 6 7 

management) 

Voice 46 (EF?) 5 6 

Video 34 (AF41) 4 5 

Voice Control 26 (AF31) 3 4 
25(CS3) 

Background (gold) 18 (AF21) 2 2 

Background (gold) 20 2 2 
(AF22) 

Background (gold) 22 y) 2 
(AF23) 

Background (silver) 10(AF11) 1 1 

Background (silver) 12 (AF12) 1 1 

Background (silver) 14 (AF13) 1 1 

Best Effort 0 (BE) 0 0, 3 

Background 2 0 at 

Background 4 0 1 

Background 6 0 1 


IDWAPP = Lightweight Access Point Protocol 
2EF = Expedited Forwarding 


Figure 11-2 shows an example of voice packet markings and necessary conversions. 


As you can see in Figure 11-2, the Layer 3 AVVID IP DCSP packet marking for the Voice 
Control packet remains the same between the wired and wireless medium. The Layer 2 

markings, however, are different, and the AP has to convert between the wireless 802.11e 
UP value of 6 and the wired AVVID 802.1p UP value of 5. 
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y 


AVVID IP DSCP = 46 (EF) 
Layer 3 Classification 
IEEE 802.11e UP =6 AVVID 802.1p UP =5 
Layer 2 Classification Layer 2 Classification 


Figure 11-2 Sample QoS Packet Markings and Conversion 


In an LWAPP/Control and Provisioning of Wireless Access Points (CAPWAP) deployment, 
the AP and the controller exchange LWAPP/CAPWAP control and LWAPP/CAPWAP data 
packets. For LWAPP/CAPWAP control packets, QoS is simple in that the AP always sends 
control packets with an AVVID IP DSCP tag of 46 in the LWAPP/CAPWAP header. The 
controller also sets the AVVID IP DSCP tag to 46 for control packets to the AP. If the 
interface is tagged—that is, the controller network port on the switch is a trunked inter- 
face—it also sets the AVVID 802.1p UP to 7. 


For LWAPP/CAPWAP data packets, the AP must convert the QoS markings as traffic is 
sent to and from the wireless clients. If a mistake is made here, it is important to realize 
that the mistake only affects wireless QoS because the AVVID IP DSCP tag of the 
payload is never altered. Figure 11-3 outlines the QoS tagging conversions for wireless- 
to-wired and wired-to-wireless traffic. 
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Figure 11-3 Traffic Flow QoS Classification Mappings 


In Figure 11-3 the following occurs: 
Wireless to Wired: 


Step 1. The wireless client sends a packet that contains Layer 2 IEEE 802.11e, Layer 3 
AVVID IP UP, and data. 


Step 2... When the packet reaches the AP, because an AP never sends tagged packets, 
the 802.11e UP information is stripped without changing the original AVVID 
IP DSCP or data. 


Step 3. The AP encapsulates the packet and uses the QoS conversion table (Table 11-2) 
to convert the IEEE 802.11e UP value from the packet to get the AVVID IP 
DSCP tag to correctly mark the LWAPP/CAPWAP header. 


Step 4. — The packet reaches the controller and the controller de-encapsulates the packet, 
removing the LWAPP/CAPWAP header and bridging the “naked” packet onto 
the wired network. 


Step 4a. If the packet is sent out of the controller on a tagged interface, the controller 
uses the QoS conversion table to properly map the AVVID IP DSCP marking 
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from the LWAPP/CAPWAP header of the packet to the correct Layer 2 
AVVID 802.1p UP tag. 


Notice that the AVVID IP DSCP from the client never changed throughout the whole 
process. 


Wired to Wireless: 
Step 1. A packet destined for the client enters the controller. 


Step 2. The controller copies the AVVID IP DSCP marking from the incoming packet 
to use on the LWAPP/CAPWAP packet header. 


Step 2a. If the packet arrives at the controller on a tagged interface, the controller also 
copies the AVVID 802.1p UP tag. 


Step 3. The AP strips the LWAPP/CAPWAP header and uses the AVVID IP DSCP tag 
to correctly map the IEEE 802.11e tag before sending the packet to the client. 


Again, the AVVID IP DSCP marking from the original packet was never changed 
throughout the whole process. 


Note With controller code Release 5.1, Cisco introduced Traffic Classification (TCLAS) 
to ensure that voice streams are properly classified. Because LWAPP/CAPWAP data pack- 
ets always use the same ports, 16666 and 5247 respectively, and the AP uses the outside 
QoS marking to determine which queue the packets should be placed in, using port-based 
QoS policies is inadequate. With TCLAS, even if the LWAPP/CAPWAP AVVID IP DSCP 
markings are incorrect, the traffic is tagged correctly. 


Upstream and Downstream QoS 


When discussing QoS, it is important to understand the terminology and direction of 
the traffic flow to and from the AP and the controller. You have both upstream and 
downstream QoS: 


= = Radio downstream: Traffic leaving the AP and traveling to the WLAN clients. 


= = Radio upstream: Traffic leaving the WLAN clients and traveling to the AP. 
Enhanced Distributed Channel Access (EDCA) rules provide upstream QoS settings 
for WLAN clients. 


m= Network downstream: Traffic leaving the controller traveling to the AP. QoS can be 
applied at this point to prioritize and rate-limit LWAPP/CAPWAP traffic to the AP. 
Configuration of Ethernet downstream QoS is not covered in this book. 


m= Network upstream: Traffic leaving the AP, traveling to the controller. The AP marks 
the traffic according to the value set by the wireless client using the IEEE 802.11e UP 
to AVVID IP DSCP conversion table. 


Figure 11-4 outlines the QoS traffic flow concepts. 
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Figure 11-4 QoS Traffic Flow 


In Figure 11-4, the diagram is broken into two separate ranges: A and B. Range A speci- 
fies the network between the AP and the controller (the LWAPP/CAPWAP tunnel). Range 
B refers to the wired network after the controller. Keep these range designations in mind 
as you read through the rest of the chapter because this concept will come up again. 


Wi-Fi Multimedia 


WM4M isa certification that applies to both clients and APs. The features are taken from 
the 802.11e draft. 


Using the eight IEEE-developed 802.1p QoS classifications, WWMM maps the classifications 
into four access categories. The four access categories are mapped to the WMM queues 
required by a WMM certified device. Table 11-3 outlines the 802.1p to WMM mappings. 


Each of the four WMM queues competes for the wireless bandwidth available on the 
channel. WMM uses Enhanced Distributed Coordination Function (EDCF) for handling 
the queue traffic. If more than one frame from different access categories collides inter- 
nally, the frame with the higher priority is sent. The lower-priority frame adjusts its back- 
off parameters as though it had collided with a frame external to the queuing mechanism. 


WMM prioritization helps minimize delays in wireless networks for time-sensitive applica- 
tions such as voice and video. W MM is the default EDCA parameter set on the controller. 
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Table 11-3 8021p WMM Mappings 


Priority 802.1P Priority Access WMM Queue 
Category 
Lowest 
AC BK Background 
AC BE Best Effort 
AC VI Video 
AC VO Voice 
Highest ~ 
TSPEC 


TSPEC allows an 802.11 wireless client to signal its traffic requirements to the AP. The 
client includes the TSPEC in the add traffic stream (ADDTS). The TSPEC from the client 
includes requirements for data rate, packet size, number of streams, and more. The 
802.11e standard specifies TSPEC to provide the management link between higher QoS 
protocols and the channel access functions. Channel access functions are defined by the 
EDCA mechanism. TSPEC allows the AP to control access bandwidth to avoid traffic 
congestion. To enable TSPEC on the controller, you enable Call Admission Control 
(CAC). 


ADDTS 


The ADDTS function is how a WLAN client (STA) performs an admission request to an 
AP. Signaling its TSPEC request to the AP, an admission request is in one of two forms: 


m= ADDTS action frame: This happens when a client originates a phone call associated 
to the AP. The ADDTS contains TSPEC and might contain a traffic stream rate set 
(TSRS) information element (IE) (Cisco Compatible Extensions v4 clients). A Cisco 
wireless phone actually performs two ADDTS because the codec used in the call is 
not known before the RTP stream is established. 


m= Association and reassociation message: The association message might contain one 
or more TSPECs and one TSRS IE if the STA wants to establish the traffic stream as 
part of the association. The reassociation message might contain one or more 
TSPECs and one TSRS IE if an STA roams to another AP. 


The ADDTS contains the TSPEC element that describes the traffic request. Apart from 
key data describing the traffic requirements, such as data rates and frame sizes, the 

TSPEC element tells the AP the minimum physical rate (PHY) that the client device will 
use. This allows the calculation of how much time that station can consume in sending 
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and receiving in this TSPEC, thereby allowing the AP to calculate whether it has the 
resources to meet the TSPEC. TSPEC admission control is used by the WLAN client (tar- 
get clients are Voice over IP [VoIP] handsets) when a call is initiated and during a roam 
request. During a roam, the TSPEC request is appended to the reassociation request. 


When the traffic stream finishes, the STA must send a Delete Traffic Stream (DELTS) to 
release the CAC resources used for that stream. 


QoS and H-REAP 


When using voice on a Hybrid Remote Edge Access Point (H-REAP) AP, the traffic flow 
may change depending on the configuration. For WLANs that have data traffic forward- 
ed to the WLC (that is, for centrally switched WLANs with WMM traffic), the behavior 
is the same as local mode APs. For WLANs that are locally switched, however, a different 
approach is taken. The AP marks the dotip value in the dotlq VLAN tag for upstream 
traffic. This occurs only on tagged VLANs—that is, not native VLANs. 


For downstream traffic, the H-REAP AP uses the incoming dotiq tag from the Ethernet 
side to queue and mark the WMM values on the radio of the locally switched VLAN. 


The WLAN QoS profile is applied both for upstream and downstream packets. For down- 
stream, if an IEEE 802.1P value that is higher than the default WLAN value is received, 
the default WLAN value is used. For upstream, if the client sends a WMM value that is 
higher than the default WLAN value, the default WLAN value is used. For non-WWMM 
traffic, there is no class of service (CoS) marking on the client frames from the AP. 


Configuration 


To have a successful voice deployment with 792x phones, not only do you need a profes- 
sional site survey, you also need to make sure that the controller and the switched net- 
work are properly configured for voice. 


Controller 


The controller has several settings for a proper voice configuration: 


m Set the WLAN QoS policy to Platinum. 

m= The Platinum QoS profile should be set for 802.1p with a tag of 6. 

= = WMM must be enabled to use U-APSD. 

mA Delivery Traffic Indication Message (DTIM) of 2 is recommended. 
m= A Beacon Interval of 100 is recommended. 


m Dynamic Host Configuration Protocol (DHCP) address assignment should not be 
required. 


m Aggressive Load Balancing should be disabled. 
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You 


ARP Unicast should be disabled; this was deprecated in 5.1 code and is disabled by 
default on older codes. 


Peer-to-Peer Blocking (P2P Blocking) Public Secure Packet Forwarding (PSPF) should 
be disabled. 


Client Management Frame Protection (MFP) should be disabled or optional. 


Symmetric Tunneling should be enabled if the network is configured for Layer 3 
mobility. 


If you are using 2.4 GHz, enable short preambles if no legacy clients will be using 
the network. 


CCKM is recommended when using 802.1x authentication. 


Enable CAC. 


should treat voice packets with the highest priority. When you configure the voice 


WLAN on the controller, make sure that the QoS is configured for Platinum and WMM 
is set to Allowed or Required (see Figure 11-5). 
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Figure 11-5 WLAN QoS Configuration 


Under the Advanced tab for the WLAN, make sure that DHCP Addr. Assignment is dis- 
abled. The short time it takes for a phone to go through a DHCP request when it roams 
from one AP to another is more than enough to cause audio problems. Make sure that P2P 
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Blocking is disabled. If it is enabled, wireless-to-wireless phone calls can fail. You should 
disable or set Management Frame Protection to optional. DTIM is no longer a global 
802.11 setting and is now WLAN specific. A DTIM of 2 is recommended for optimal 
battery life. Figure 11-6 shows the Advanced tab for a voice WLAN. 
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Figure 11-6 WLAN Advanced Configuration 


For client MFP to function, the clients must be CCXv5 compliant and using WPA2 with 
either TKIP or AES. Because the 792x phones are only CCXv4, they will not be able to 
connect to a WLAN requiring MFP. 


Aggressive load balancing is a controller feature that tries to redistribute clients more 
evenly between APs to prevent an excessive load on one AP while another AP has only a 
few clients associated. Although in theory this sounds like a great feature, the controller 
ignores association requests for clients when an AP is overloaded to see if they will asso- 
ciate with another AP. Should this take place during a voice call, you can imagine that the 
voice quality would suffer. You want to make sure that the Aggressive load balancing 
option is disabled (default) on the controller (see Figure 11-7). AP-assisted roaming and 
CAC function to help a 792x connect to the proper APs. 


To ensure proper DCSP mappings for QoS take place, you should configure the Platinum 
profile for 802.1p with a tag of 6 for the Wired QoS Protocol. Remember that everything 
on the controller is from a wireless point of view, IEEE 802.11e. Figure 11-8 shows the 
proper configuration for the QoS profile. 
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Figure 11-7 Disable Aggressive Load Balancing 
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Figure 11-8 


Platinum QoS Configuration 
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Enabling symmetric mobility tunneling, introduced in code Release 4.1, allows for better 
inter-controller roaming. Starting in code Release 5.2, symmetric mobility tunneling is the 
default and asymmetric tunneling is deprecated. See Chapter 9 for more information on 
mobility. Figure 11-9 shows symmetric mobility enabled on a controller running 5.2 code. 
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Figure 11-9 Enabling Symmetric Mobility Tunneling 


If you are planning to use the wireless phones on the 2.4 GHz band, you will want to 
enable short preambles under the 802.11b/g/n network configuration (see Figure 11-10). 
Short Premable is enabled by default. 


With Short Preamble enabled, the 802.11g clients do not have to send Request To Send 
(RTS)/CTS messages before sending traffic. This improves voice quality. Keep in mind 
that enabling short preambles can disrupt 802.11b clients. Figure 11-10 also shows the 
Beacon interval set to 100. In older code, you would also see the DTIM period here, but 
in newer code, DTIM is a WLAN-specific configuration (refer to Figure 11-6). 


To use TSPEC, CAC must be enabled for the wireless network. The default bandwidth 
percentages are sufficient for the majority of installations. By default, the maximum set- 
ting is 75 percent, with 6 percent of the 75 percent reserved for roaming clients. To 
account for non-TSPEC clients or other energy that might be on the channel and used by 
the AP, enable load-based CAC. Figure 11-11 shows the CAC configuration for the 
802.11a network. 


With Expedited Bandwidth enabled, CCXv5 clients are able to use TSPEC to indicate to the 
controller that a call is urgent. An example would be an e911 call. As long as the controller 
can facilitate the urgent call without disrupting the quality of existing calls, it will do so. 
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Figure 11-10 Enabling Short Preamble 
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Figure 11-11 CAC 
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Enabling Traffic Stream Metrics (TSM) collection allows you to view the call statistics. 
You can enable TSM in the same area as CAL in the controller GUI (see Figure 11-11). 


If you plan to use 802.1x authentication, LEAP, PEAP, and EAP-FAST for the voice WLAN 
security, Cisco recommends that you use CCKM for the key management (see Figure 11-12). 
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Figure 11-12 CCKM for Key Management 


During a roaming event, the full reauthentication required by 802.1x can introduce some 
delay, which might adversely affect voice quality. With centralized key management avail- 
able with CCKM, however, key exchanges do not occur during a client reassociation, so 
a roaming event experiences less delay. Currently, the Cisco wireless phones cannot use 


CCKM with AES encryption, so you need to use TKIP instead. 


Switch Ports 


For the switch port connected to the AP, make sure you are trusting DSCP. The 


LWAPP/CAPWAP frames generated by the AP have no CoS marking. The controller con- 
figuration determines the DSCP marking of the encapsulated packet between the WLC 


and AP, and you want to ensure that the switch handles the packet correctly. 


If, for example, you are deploying your AP in VLAN 100 on a 3750 access switch, the 


port would have the configuration shown in Example 11-1. 
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Example 11-1 Switch Port QoS Configuration 


mls qos 

! 

interface GigabitEthernet1/Q/1 
switchport access vlan 100 
switchport mode access 

mls qos trust dscp 
spanning-tree portfast 


The configuration of the switch port connected to the controller, however, is a bit more 
complicated. You have to decide if you want to trust CoS or DSCP. When making your 
decision, you need to take the following into account: 


m = Traffic leaving the controller can be either network upstream or downstream, as 
shown previously in Figure 11-4. The downstream traffic is Range A. The upstream 
traffic is from the AP and WLAN client and is in Range B when leaving the controller. 


m = The QoS policies on the controller dictate the DSCP values of LWAPP/CAPWAP 
packets (Range A). The encapsulated packet QoS marking is not altered. 


=~ =The QoS policies on the controller set the CoS values of frames leaving the controller 
regardless of whether they are in Range A or B. 


With the following interface configuration shown in Example 11-2, the switch is going to 
trust DSCP and not CoS. 


Example 11-2 show interface Command Output Trust DSCP 


interface GigabitEthernet1/0/13 
switchport trunk encapsulation dot1q 
switchport trunk allowed vlan 11-13,60,61 
switchport mode trunk 
mls qos trust dscp 


WLAN Profile on the Phone 


To configure the WLAN profiles on the phone, go to Settings > Network Profiles and 
select the profile you want to configure. From here you can set the profile name and con- 
figure the WLAN settings. The WLAN setting includes the SSID, security method, and 
any usernames and passwords that might be required. To unlock the Network Profile 
menu, use the key sequence **#. 


You can also configure the phone using the Universal Serial Bus (USB) connection to 
access the web configuration pages. The default username and password to access the 
phone web page is “admin” and “Cisco”, respectively. Figure 11-13 shows the WLAN 
configuration for a 7925 phone. 
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Cisco Unified Wireless IP Phone 7925G 


SEP00233341DC8F 
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Wireless 
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SSID 4402 


Call Power Save Mode U-APSD/PS-POLL |¥ 
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Pre-shared Key Type ASCII Hex 
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Encryption Key 1 


Encryption Key 2 
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Figure 11-13 7925 Web Page Configuration 


You have to install the USB adapter software on your machine to access the phone web 
pages. The USB software is found on the Cisco website at http://www.cisco.com/pcgi- 
bin/tablebuild.pl/ip-7900ser-crypto. 


You also can make configuration changes to the phones using CallManager, but that is 
outside the scope of this book. 


Troubleshooting 792x Voice Quality Issues 


Wireless voice applications are much less forgiving than data applications. Where data 
will retransmit a packet that is not acknowledged and the end user is none the wiser, a 


voice end user will certainly hear a delay or lost or choppy audio. 


The controller, Wireless Control System (WCS), and third-party spectrum analysis tools 
can provide you with information to locate the source or sources of poor audio. 


Basic Troubleshooting/Connectivity 


You can resolve the majority of wireless voice issues simply by verifying the configura- 
tion of the controller and network connectivity. Verify that the phone is registered to 
CallManager and whether you can ping the phone from the network. 
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Note Pings should only be used to verify network connectivity, not latency. If a 792x 
phone is not on an active call, ping times can be as high as 2000 ms even if the Call Power 
Save Mode is set to None. 


Tip To quickly analyze a controller configuration for voice, you can use the Cisco WLC 
Configuration Analyzer with the voice checks enabled. You can download this tool at 
http://supportwiki.cisco.com/wiki/index.php/WLC_ Config Analyzer. 


Also check the firmware build running on the phones. In most cases, the latest firmware 
build available for the phone is the best version and has fixes for problems found in earlier 
releases. 


From the phone graphical user interface (GUI), you can check the firmware release run- 
ning on the phone by going to Settings > Model Information > App Load ID. Here you 
should see the build such as CP7921G-1.3.2. LOADS. Should you see a build such as 
CP7921G-MFG-D.1LOADS, the phone is running a manufacturing build, and you should 
upgrade the phone to an official release. 


If the problem is association or authentication, verify that the phone has the correct SSID 
and authentication configured. SSIDs are case sensitive. If the WLAN is using an SSID of 
“Voice” and the phone has the SSID configured as “voice,” the phone will fail to associate. 


Tip It is easy to add an unintentional space after entering the SSID, username, or pass- 
word when configuring the phones using the phone keypad. Be mindful of this when con- 
figuring the phone settings. 


The 792x phones by default require that the 12 Mb data rate be enabled. If you disable 
the 12 Mb data rate on the controller and do not change the phone settings, you will not 
be able to make calls. 


Use the site survey tool built into the phone to see the channel, Received Single Strength 
Indicator (RSSI), and Channel Utilization of the AP the phone is associated with. 
Remember that the phone should always see at least one AP at -67 dBm or greater. 


The output of debug client taken from the controller command-line interface (CLI) pro- 
vides insight into why the phone is failing authentication. Example 11-3 is partial output 
from debug client showing a 7925 trying to authenticate using PEAP. 


Example 11-3 debug client with 7925 Using PEAP 


(Cisco Controller)>debug client 00:23:33:41:dc:8f 
!output omitted for brevity 


(Cisco Controller) >Mon Aug 10 14:34:33 2009: 00:23:33:41:dc:8f 802.1x 
‘timeoutEvt' Timer expired for station 00:23:33:41:dc:8f 


Chapter 11: Wireless Voice 315 


Mon Aug 10 14:34:33 2009: 00:23:33:41:dc:8f Retransmit 9 of EAP-Request (length 
84) for mobile 00:23:33:41:dc:8f 

Mon Aug 10 14:34:34 2009: 00:23:33:41:dc:8f 802.1x ‘timeoutEvt' Timer expired for 
station 00:23:33:41:dc:8f 

Mon Aug 10 14:34:34 2009: 00:23:33:41:dc:8f Retransmit 10 of EAP-Request (length 
84) for mobile 00:23:33:41:dc:8f 

Mon Aug 10 14:34:35 2009: 00:23:33:41:dc:8f 802.1x ‘timeoutEvt' Timer expired for 
station 00:23:33:41:dc:8f 

Mon Aug 10 14:34:35 2009: 00:23:33:41:dc:8f Retransmit 11 of EAP-Request (length 
84) for mobile 00:23:33:41:dc:8f 

Mon Aug 10 14:34:36 2009: 00:23:33:41:dc:8f 802.1x ‘timeoutEvt' Timer expired for 
station 00:23:33:41:dc:8f 


Mon Aug 10 14:34:36 2009: 00:23:33:41:dc:8f Retransmit 12 of EAP-Request (length 
84) for mobile 00:23:33:41:dc:8f 


In this debug you see 802.1x timeout events for the phone. This means that the controller 
has forwarded a request from the RADIUS server to the phone and the phone is not 
responding quickly enough. When you are using EAP methods to authenticate the 
phones, it takes more processing power and the phones are just not fast enough, so the 
controller times them out. To prevent this, you can increase the advanced EAP request 
timeout values to provide the slower clients more time to respond. 


To increase the EAP timeout values on the controller, use the controller CLI: 


config advanced eap identity-request-timeout 20 
config advanced eap request-timeout 20 
save config 


Caution Although you can adjust the retry values as well, increasing the retries can dis- 
rupt the network, so use caution when doing so. 


You can see the current timer settings using show advanced eap from the CLI, as shown 
in Example 11-4. 


Example 11-4 show advanced eap Command Output 


(Cisco Controller) >show advanced eap 

EAP -Identity-Request Timeout (seconds)........... 1 

EAP -Identity-Request Max RetrieS............0000e 2 

EAP Key-Index for Dynamic WEP..........ee eee eee ) 

EAP Max-Login Ignore Identity Response........... enable 
EAP-Request Timeout (SeCONdS).......ceeeeneeaeaae 1 
FAP-Request. Max Re@trieSes cucciwiwe saa da waan ead aus 2 
EAPOL-Key Timeout (secondS)........eeueeneenauee 1 
EAPOL-Key Max Retrie@S..... cc cece eee eee eee eee eee 2 
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As you can see here, the EAP identity and request timeouts are only 1 second by default. 
This is not nearly enough time for a wireless phone to process a certificate or Protected 
Access Credential (PAC) file. 


Note In older code, the EAP timers were aggressive. Starting in code Release 5.2, these 
timers now default to 30 seconds. That should be more than enough time for most clients. 


Keep in mind that if you are using CCKM, you will want to use TKIP and not AES 
encryption because the 792x phones cannot use CCKM with AES. If you are using TKIP, 
you will want to disable the TKIP hold-down timer for MIC errors. The TKIP counter- 
measure is triggered when an AP detects two MIC errors within 60 seconds. When the 
countermeasure takes place, all TKIP clients are deauthenticated, and no TKIP clients can 
connect for the duration of the hold-off period. By default, the TKIP countermeasures 
are enabled with a hold-off period of 60 seconds. 


You can disable the TKIP countermeasure from the controller CLI using the following 
commands: 


config wlan disable wlan-id 
config wlan security tkip hold-down seconds wlan-id 
config wlan enable wlan-id 


If just a single phone seems to be having issues but the rest of the deployed units do not, 
you can try resetting the problem phone to factory default and reconfiguring it. 


To reset a 792x to factory default using the phone keypad, go to Settings > Phone 
Settings. While on the Phone Settings main page, enter **2. You then see a message on 
the screen stating, “Start factory reset now?” Choose Yes to reset the phone. 


Choppy/Lost Audio 


Choppy or lost audio sounds like a robotic voice to the listener. If packets are lost, the 
phone tries to retransmit four times but then stops and you lose audio. Lost packets can 
be caused by RF conditions or incorrect QoS configuration on the wire, the controller, or 
the voice device. 


Even if you have a single phone, the channel utilization can be quite high because of 
other devices. Non-802.11 devices such as microwaves or cordless phones, other legiti- 
mate wireless devices like laptops, general background noise, and so on all contribute to 
channel utilization. High-channel utilization can prohibit the phone and AP from hearing 
each other. For example, if you are using a phone near a working microwave that is poor- 
ly shielded, the entire 2.4 spectrum can be affected and severely degrade voice quality. 
Figure 11-14 shows the effect of a microwave on the 2.4-GHz band. 


As you can see, all channels in the 2.4 band show extremely high utilization while the 
microwave is running. 
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Figure 11-14 Effect of a Microwave in the 2.4-GHz Band 


If you have never had a professional site survey conducted, you might have an AP density 
issue. Not only could the wireless deployment not be dense enough, it could be too 
dense. Although you want to have 20 percent cell overlap to ensure proper roaming with 
the phones, if the APs are too dense, the phones will have too many roaming options. 
High AP density can cause the phones to constantly roam between several APs, resulting 
in lost ACKs and contributing to choppy audio. 


If you have not correctly configured QoS end to end on the wired network and the con- 
troller is not running 5.1 code with TCLAS enabled, you might have incorrect forwarding 
of the voice packets, increasing delay. If the voice application is not correctly marking 
packets leaving the device, the wired network will not correctly prioritize them. 


Figure 11-15 shows a wireless packet from a third-party wireless phone using PTT. 
Looking at the DSCP marking, you can see that the phone is not marking the packets 
with EF. 


Figure 11-16 shows that the LWAPP packet does have a DSCP marking of EF because the 
WLAN Q6S setting is Platinum, but the encapsulated packet from the phone shows a 
DSCP marking of unknown. 


When the controller bridges the PTT packet to the switch (Figure 11-17), the packet has a 
default DSCP marking, and the switch will not expedite the forwarding of this packet. 
This scenario can result in choppy or lost audio. 
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@ Ethernet II, src: Cisco_Ob:a5:3a (00:22:90:0b:a5:3a), Dst: Cisco_34:5e:67 (00:18:73:34:5e:67) 

& Internet Protocol, src: 10.220.201.29 (10.220.201.29), Dst: 10.220.200.249 (10.220.200. 249) 
version: 4 


ECN: 0x00) 


Identification: 0x7650 (30288) 

Flags: 0x00 

Fragment offset: 0 

Time to live: 255 

Protocol: UDP (0x11) 

@ Header checksum: 0x9c43 [correct] 

Source: 10.220.201.29 (10.220.201.29) 
Destination: 10.220.200.249 (10. 220.200. 249) 

@ User Datagram Protocol, src Port: 47699 (47699), Dst Port: 12222 (12222) 

@ LWAPP Encapsulated Packet 

@ IEEE 802.11 Data, Flags: ...P...T 

@ Logical-Link control 

& Internet Protocol, Src: 10.220.206.105 (10.220.206.105), Dst: 224.0.1.116 (224.0.1.116) 
version: 4 


bDifferentiated services Fiel Ox1O CpDSCP 0x04: Unknown DSCP; ECN: 0x00) 


a 


aa: mimas 
Identification: Ox002b (43) 
@ Flags: 0x04 (Don't Fragment) 
Fragment offset: 0 
Time to live: 5 


Protocol: UDP (0x11) 


Figure 11-16 LWAPP Encapsulated PTT Packet From Third-Party Phone 
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__ bocapttethereal4-1 - Wireshark 
File Edt Yiew Go Capture Analyze Statistics Help 


PHAM SAExSsa Ae %aF ZFS QQQA|FHRKB 


Fier: |ip.addr==10,220.206.105 88: ip.addr==224.0.1.116 “| > Expression... Clear Apply 


No, - Time Source Destination Protocol Info & 


3168 2008-10-17 08:42:49 10. 220. 206.105 224.0.1.116 IGMP Vi Membership Report 

3227 2008-10-17 08:42:51 10.220.206.105 224.0.1.116 UDP. Source port: commplex-link Destination por 

3228 2008-10-17 08:42:51 10.220.206.105 224.0.1.116 UDP Destination por 

3229 2008-10-17 08:42: 0.220. 224.0.1.116 ci x 

3230 2008-10-17 08:42:51 10.220.206.105 224.0.1.116 Destination por v 
> 


@ Frame 3229 (158 bytes on wire, 158 bytes captured) 
@ Ethernet II, Src: Polycom_07:7a:b7 (00:90:7a:07:7a:b7), Dst: IPv4mcast_00:01:74 (01:00:5e:00:01:74) 
& Internet Protocol, Src: 10.220.206.105 (10.220.206.105), Dst: 224.0.1.116 (224.0.1.116) 

version: 4 


ces Field: 0x00 (DSCP 0x00: Default; ECN: 0x00) 


Identification: Ox002b (43) 
@ Flags: 0x04 (Don't Fragment) 
Fragment offset: 0 
Time to live: 5 
Protocol: UDP (0x11) 
@ Header checksum: Oxba78 [correct] 
Source: 10.220.206.105 (10.220. 206.105) 
Destination: 224.0.1.116 (224.0.1.116) 
@® User Datagram Protocol, Src Port: commplex-link (5001), Dst Port: commplex-link (5001) 
& Data (116 bytes) 
Data: 100127F6DE370D41564159412054455354000000FD009D14... 


01 00 5e 00 01 74 00 90 7a O07 7a b7 O08 00 45 00 
00 90 00 2b 40 00 05 11 ba 78 Oa dc ce 69 e0 00 tee + 
01 74 13 89 13 89 00 7c ~cf cO 10 O1 27 f6 de 37 aTeeeee [.. 
Od 41 56 41 59 41 20 54 45 53 54 00 00 00 fd 00 + AVAYA T EST. sees 
S044 26 eSehe th fete ere Tete Tee CEE - ac Ohneas Sronewne 
£6 Fe £6 £F fe fe fe FF Fe FE FE FE FE FE FE FE 
File: “C:\DOCUME~ 1 \leejohns\LOCALS~1\Temp\bocapttethereal4-1" 1206 KB 00:01:11 | Packets: 5036 Displayed: 1375 Marked: 0 Profile: Default 


Figure 11-17 Third-Party Phone PTT Packet on the Switched Network 


One-Way Voice 


When a user experiences one-way audio, the usual culprit is a large power discrepancy 
between the AP the phone (see Figure 11-18). 


COCOCOC OO) 


00000, 


meee?” QOOOOOOOCOOOOO00O 


100 mW 50 mW 


Figure 11-18 AP and Phone Power 


If the AP is blasting at 100 mW and the phone is at a maximum power of 50 mW (2.4 
GHz) or 40 mW (5 GHz), the phone can hear the AP, but the AP cannot hear the phone. 
This results in one-way audio. 


Ideally, you would have Dynamic Transmit Power Control (DTPC) enabled on the con- 
troller so that the phone auto-adjusts its power accordingly. The power setting on the APs 
and the power settings on the phones do not match exactly. If an AP has set its power 
level to 25 mW on the 5-GHz band, for example, the phone has to adjust its power to 

32 mW. Table 11-4 shows the different transmit power levels for the phones. 
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Table 11-4 792x Transmit Power Levels 


802.1 1b CCK 802.11g OFDM 
50 mW (17 dBm) 40 mW (16 dBm) 
20 mW (13 dBm) 32 mW (15 dBm) 
8 mW (9 dBm) 20 mW (13 dBm) 
3.2 mW (5 dBm) 8 mW (9 dBm) 
1 mW (0 dBm) 3.2 mW (5 dBm) 
1 mW (0 dBm) 


802.1 1a OFDM 


40 mW 
32 mW 


16 dBm) 
15 dBm) 
20 mW (13 dBm) 
8 mW (9 dBm) 
3.2 mW (5 dBm) 
1 mW (0 dBm) 


ee a 


With DTPC, if Client Transmit Power is set in the AP, the phone automatically uses the 
same client power setting. If the AP is set for the maximum setting, the AP uses the 
Transmit Power setting on the phone. 


You can also experience one-way audio if a firewall or any Network Address Translation 
(NAT) is in the path of the RTP packets. 


If your controller is running 5.0 or lower code, check to make sure that ARP unicast is dis- 
abled using show network summary from the controller CLI, as shown in Example 11-5. 


Example 11-5 show network summary Command Output 


(Cisco Controller) >show network summary 


RF-Network Name... .. cece cece ee eee eee eee airespacerf 
WeD: "MOGG iitscascasecdia tiaras BE Sanaa kee ate ase ae ete a Enable 
Secure Web Mode i.0 aids a sewn Sew a wale kaw eres Enable 
Secure Web Mode Cipher-Option High.......... Disable 
Secure Shell (SSN) sicccnavawe eens eneae aoa Enable 
TOLNG Does cecit chats tla Yigels oh te ehub elie tats Enable 
Ethernet Multreast Modew. sac. cen aaea ea ew es Disable Mode: Ucast 
Ethernet Broadcast Modes. us ei. wa cca dae en Disable 
IGMP <SHOOPING 5 a si.ek bad gale te Does dled felld wes Disabled 
EGMP® LIMCOUT sane hea Diet eare ke Gok dude Me dees 6@ seconds 
User Idle Timeout... ... 0. cece cece e eee eee 300 seconds 
ARP: TOL: Time OW Cisse ie e. cieces dote end aele ee, 2 lapecee ecm 300 seconds 
ARPS inaicalsjtaiM OG Cisrercteteserevaetetatetsrspeia cietenamerener tens Disabled 
Cisco AP Default: Master ewes veiorva vaca kaw Disable 
Mgmt Via Wireless Interface...........0ee0ee Disable 


Should ARP unicast be enabled, you can disable it using the following CLI command: 


config network arpunicast disable 
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If ARP unicast is enabled, the controller responds to an ARP query on behalf of the client 
instead of unicasting the request directly to the target host. This behavior can cause one- 
way audio with voice clients. 


Starting in the 5.1 code release, this command is deprecated. Furthermore, the proxy ARP 
nature of the controller cannot be modified and is always turned off. 


Network Busy 


When you try to place a call, the phone might display a message indicating that the net- 
work is busy. Network Busy messages are generated by two conditions: 


m Physical settings. 


m CAC is enabled, but no bandwidth is available. 


By default, the 792x phones use 12 Mb as the PHY rate in the TSPEC. If the 12 Mb data 
rate is disabled and CAC is enabled on the controller, the phone cannot place a call. A mis- 
match here between the phone and controller configuration results in an ADDTS refusal 
or timeout. You can change the PHY rate on the phone, but Cisco does not recommend it. 
The controller/AP only supports PHY rates of 6, 11, 12, and 24 with CAC enabled. 
Although higher PHY rates are possible, no gain in the number of simultaneous voice calls 
or voice quality occurs with data rates higher than 24 Mbps. 


Note With the 1.3.3 firmware release, the phones are able to rate-shift to the next highest 
supported PHY rate. For example, if you had 12 Mbps disabled but 24 Mbps was enabled, 
the phone would still be able to place a call. Another example would be if you had only 
802.11b radios; at that point, the phone could use 11 Mbps because that is the next high- 
est supported PHY rate available. This feature is nice because you do not have to reconfig- 
ure every 792x phone if the 12MBps data rate is not available. 


If the WLAN is not able to allocate enough bandwidth for the phone to complete the 
call, you receive a Network Busy message. To see the CAC information when a client is 
having issues, use debug cac all enable from the controller CLI. When you use the “all” 
parameter, you are enabling both cac events and cac packets. 


In Example 11-6, you can see that the phone is not able to place a call because of an 
invalid TSPEC parameter on the controller. You can also see a PHY rate of 12 Mb. 


Example 11-6 debug cac all enable Output 


(Cisco Controller) >debug cac all enable 


(Cisco Controller) >Wed Oct 24 07:19:04 2007: 00:1b:d4:58:e4:d6 ADD TS from mobile 
00:1b:d4:58:e4:d6 on AP 00:1¢:57:e2:31:60 slotId 1 up = 6, tid = 6, upsd = 1, 
mediumTime = 1056, TSRSIE No 


Wed Oct 24 07:19:04 2007: 00:1b:d4:58:e4:d6 up=6 tsid=6 direc=3 


(continues) 
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Example 11-6 debug cac all enable Output (continued) 


NomMsduSize=200 
MaxMsduSize=200 
MinServiIntv1=0 
MaxServiIntv1=0 


InactIntval=0 
MinDataRate=80000 
MeanDataRate=80000 
PeakDataRate=80000 
MinPhyRate=12000000 


SBA=0x2999 


MediumTime=1056 

Wed Oct 24 07:19:04 2007: Max stream Size is 0 

Wed Oct 24 07:19:04 2007: 00:16:d4:58:e4:d6 TSPEC from mobile 00:1b:d4:58:e4:d6 
(up = 6), Invalid TSPEC parameters. 

Wed Oct 24 07:19:04 2007: 00:1b:d4:58:e4:d6 Sending Failed ADD TS resp to mobile 
00:1b:d4:58:e4:d6 on AP 00:1¢:57:e2:31:60 slotid 1 


The max stream size on the controller should not be 0. You can correct an issue such as 
this using the following command from the controller CLI: 


config 802.11a cac voice stream-size <stream-size> max-streams <max-streams> 
The stream size can be between 84000 and 92100, and the max-streams can be 1 to 5. 


The cac voice stream-size command dictates the TSPEC size and the number of streams 
per call. This is a per-call setting that does not limit the number of calls per AP. 


You can see the configured CAC for a particular 802.11 network on the controller using 
show 802.11 from the controller CLI, as shown in Example 11-7. 


Example 11-7 show dot11 Command Output 


(wlab5wlcWISMip22) >show 802.11a 


8O02.11a NCTWORK... . eee eee tee eee eee eee Enabled 


*****koutpUt omitted***** 


Call Admission Control (CAC) configuration 


Voice AC - Admission control (ACM)............ Enabled 
Voice max RAF bandwidths: ic. cessieas eos as yeas 75 
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Voice reserved roaming bandwidth.............. 6 
Voice load-based CAC mode....... cece eee eee Enabled 
Voice tspec inactivity timeout... coi. i. ee crue Disabled 
Voice tspec inactivity TIMe@out.+ cscs da wre awe Disabled 
Video AC - Admission control (ACM)............ Disabled 
Voice Stream-Size.... cece eee ee 84000 
VOLCe Max-Streams i cncacce kts saws deep ead ees 2 
Video max RF bandwidth.........0eee cece eee e nee Infinite 
Video reserved roaming bandwidth.............. (1) 


The default Voice Stream-Size is 84000, and the default Max-Streams is set to 2. This 
means that the controller will accept a TSPEC from a phone that has up to 2 phone calls 
(RTP streams), and each call will have a mean data rate of 84000 Kbps or less. 


Poor Audio When Roaming 


If voice quality deteriorates while roaming, verify the following: 


m Check the RSSI on the destination AP to see if the signal strength is adequate. The 
next AP should have an RSSI value of -67 dBm or greater. 


m = Check the site survey to determine if the channel overlap is adequate for the phone 
and the AP to hand off the call to the next AP before the signal is lost from the pre- 
vious AP. 


m Check to see if noise or interference in the coverage area is too great. 
m= Check that SNR levels are 25 db or higher for acceptable voice quality. 


m~ Verify that DHCP Required is disabled on the voice WLAN. The DHCP process 
causes delay and degrades the quality of the call. 


m= Symmetric mobility tunneling should be enabled. Asymmetrical tunneling can cause 
jitter. See Chapter 9 for more information. 


m= = If performing inter-controller roaming, check that the controllers involved are mobili- 
ty members of each other. 


m If you are using 802.1x, it is recommended that you use CCKM because 802.1x 
requires full reauthentication, which can introduce delay. 


m Use debug client, debug mobility handoff, and debug aaa all to see if mobility or au- 
thentication is an issue when the client roams. 
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Multicast Applications Fail 


Features like PTT and MOH are multicast applications. The controllers have three multi- 
cast modes: 


= = Multicast-Disabled: Multicast is off; default setting. 


m= = Multicast-Unicast: The controller replicates any multicast packets and sends them as 
unicasts to all registered APs. 


= = Multicast-Multicast: The controller sends multicast traffic to a configured AP multi- 
cast group IP. 


With the controller set to Multicast-Unicast mode, the controller replicates the multicast 
packet for every AP joined to it. This is extremely inefficient because all clients, whether 
they are part of the multicast group or not, receive the multicast traffic. Considering the 
overhead associated with this, Cisco does not recommend using Multicast-Unicast. 


When using Multicast-Multicast on a controller-based wireless infrastructure, you must 
have multicast routing enabled on your wired network and multicast enabled on the 
controller. 


The ip multicast-routing command should be enabled on all routers within your network 
between the controller(s) and their respective APs. 


Router(config)#ip multicast-routing 


Protocol Independent Multicast (PIM) must be enabled on the following VLANs on your 
network: 


= Controller Management VLAN: The VLAN the controller’s management interface 
resides in 


m AP VLAN: The VLAN the APs have their IP address in 
m= Client VLAN: The VLAN the clients have their IP address in 


Multicast routing needs to be enabled on the management interface VLAN of the con- 
troller because the controller uses that interface to send and receive multicast traffic. The 
APs are members of the multicast group you configure on the controller, so you need 
PIM on that VLAN. Again, the AP VLAN is the VLAN the APs have their IP address in. 
Lastly, the client VLAN needs to have PIM enabled so the clients can join their desired 
multicast group. 


Enabling PIM allows Internet Group Management Protocol (IGMP) routing on the inter- 
face. The PIM mode determines how the router populates the multicast routing table. 
Using sparse-dense-mode is the easiest configuration because it does not require that 
you designate a rendezvous point (RP). 


Router(config-if)#ip pim sparse-dense-mode 


Make sure no network ACLs are blocking multicast traffic to or from these VLANs. 
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Also ensure that you have configured multicast on the controller. You configure the mul- 
ticast mode you want to use and if using Multicast-Multicast, configure the IP address 
the APs will use for their multicast group. 


Figure 11-19 shows a controller with Multicast-Multicast enabled. 
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cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 


Controller General 


Name wlabSwicWISMip22 
General 
Inventory 802.3x Flow Control Mode Disabled ~ 
Interfaces LWAPP Transport Mode Layer 3 > (Current Operating Mode is Layer3) 
Multicast LAG Mode on next reboot 


Network Routes Ethernet Multicast Mode 


Internal DHCP Server 
Broadcast Forwarding Disabled > 4 , 
Mobility Management H-REAP supports ‘unicast’ mode only. 


ee Aggressive Load Balancing [Disabled =] 
Ran Over The Air Provisioning of AP [Disabled =] 
icon AP Fallback [enabled J 
beadunnced Apple Talk Bridging [Disabled =] 
Fast SSID change [Disabled =] 
Default Mobility Domain Name [airespacerf 
RF Group Name [eirespacerf 
User Idle Timeout (seconds) foo SOt<CsCSS 
ARP Timeout (seconds) 
Web Radius Authentication 
802.3 Bridging [Disabled =] 
Operating Environment Commercial (0 to 40 C) 


Internal Temp Alarm Limits Oto65C 


Figure 11-19 Enabling Multicast 


You should use a multicast address in the IANA administratively reserved private multi- 
cast domain range of 239.0.0.0-239.255.255.255. Do not use IPs in the 239,0.0.x and 
239.128.0.x address range. Choosing an address outside these ranges prevents overlap 
with local MAC addresses and prevents multicast floods on the network. 


Multicast-Multicast mode is true multicast. With Multicast-Multicast mode enabled, the 
controller encapsulates the received multicast packet using LWAPP/CAPWAP and for- 
wards the packet to the multicast group address you configured. The controller always 
uses the management interface for sending multicast packets. Access points in the config- 
ured multicast group receive the packet and check to see if it has any clients that are a 
member of that multicast group. If so, the AP broadcasts the multicast traffic on the 
client basic service set identifier (BSSID). From the AP perspective, the multicast appears 
to be a broadcast to all clients within the same Basic Service Set (BSS). 
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Controller Multicast Delivery Evolution 


Before the 3.2 release code, the controllers were capable only of Multicast-Unicast deliv- 
ery. With the 3.2 release, Cisco introduced the Multicast-Multicast delivery method. This 
feature made multicast delivery to wireless clients much more efficient because packet 
replication only had to occur at a point in the network where it was necessary. Figure 11-20 
illustrates the Multicast-Multicast traffic flow. 


AP1 


Client 1 Client 3 Client 2 
WLAN1 WLAN1 


Figure 11-20 Multicast Traffic Flow 


From Figure 11-20, you can see several steps in how the client IGMP join and multicast 
delivery takes place: 


Step 1. Client 1 is associated to AP1 on WLAN1 and sends an IGMP join request that 
goes through the AP to the controller in the LWAPP/CAPWAP tunnel. 


Step 2. The controller forwards the client join on the client VLAN through the 
upstream switch to the PIM-enabled router. The PIM router adds the IP 
address of Client 1 to the appropriate IGMP group address. 


Step 3. The PIM-enabled router forwards the multicast packets destined for the 
IGMP group of Client 1 to the controller. 


Step 4. The controller then forwards the packets to the AP multicast group address. 
Every AP receives the multicast traffic. 
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Step 5. If the AP is servicing WLAN1 and has any clients on that WLAN, it broad- 
casts the traffic on the appropriate BSSID regardless of whether any of those 
clients are actually members of the multicast group. Client 2 and Client 3 still 
receive the traffic but ignore it because they are not members of the IGMP 
group of Client 1. 


When a wireless client wants to leave an IGMP group in pre-4.2 code, it sends an IGMP 
Leave. The controller bridges it through the upstream switch to the PIM-enabled router, 
and the router removes Client 1 from the IGMP group. 


In code releases before 4.0.206.0, if multicast was enabled in any way, broadcast forward- 
ing was also enabled. If IGMP snooping was enabled on the wired network, this could 
disrupt wireless multicast delivery. In 4.0.206.0 and higher, broadcast forwarding is no 
longer enabled by default. 


Note The multicast traffic is sent at the highest basic data rate enabled on the AP, so 
ensure that only the lowest enabled rate is configured as the only basic rate. 


Starting in code release 4.2 or later, Cisco introduced IGMP snooping on the controller 
to better direct multicast packets. With IGMP enabled (Figure 11-21), the controller gath- 
ers IGMP reports from the clients, processes them, and creates unique multicast group 
IDs (MGIDs) from the IGMP reports. 
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Figure 11-21 Enabling IGMP Snooping 
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Figure 11-22 illustrates the post 4.2 code release multicast delivery with IGMP snooping 
enabled on the controller. 


AP1 


Client 1 


Client 3 Client 2 


WLAN1 WLAN1 


Figure 11-22 Multicast Delivery with IGMP Snooping Enabled 


Step 1. 
Step 2. 
Step 3. 


Step 4. 


Step 5. 


Step 6. 


Client 1 sends an IGMP join request through the AP to the controller. 
The controller creates a unique MGID for the client. 


After checking the Layer 3 multicast address and the VLAN number, the con- 
troller sends the IGMP reports to the infrastructure switch. The controller 
sends these reports with the source address as the interface address on which 
it received the reports from the clients. The controller then updates the AP 
MGID table on the AP with the client MAC address. 


The PIM-enabled router forwards multicast packets destined for the IGMP 
group of Client 1 to the controller. 


When the controller receives multicast traffic for a particular multicast group, 
it forwards it to all the APs. 


If the AP has active clients listening or subscribed to that multicast group, it 
broadcasts the multicast traffic on that particular WLAN. If no clients are 
subscribed or listening on that particular WLAN like with AP2, the AP drops 
the multicast traffic. IP packets are forwarded with an MGID that is unique 
for an ingress VLAN and the destination multicast group. Layer 2 multicast 
packets are forwarded with an MGID that is unique for the ingress interface. 
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Unlike previous releases, in 4.2 and higher code, when a client sends an IGMP Leave, the 
controller does not bridge it to the network. It simply intercepts it and removes the client 
from the MGID table. The network PIM-enabled router eventually times out the client 
and removes it from the IGMP group. 


When troubleshooting multicast issues, you need to keep in mind the limitations of using 
multicast with a controller-based wireless infrastructure: 


m 2100 series controllers do not support Multicast-Unicast. 
m 2100 series controller with directly connected APs do not support Multicast-Multicast. 


m= = AnLWAPP controller drops multicast packets using UDP ports 12222, 12223, and 
12224. Make sure your multicast applications do not use these ports. 


m= ACAPWAP controller drops multicast packets using UDP ports 5246 and 5247. 
Make sure your multicast applications do not use these ports. 


m= APs in monitor mode, sniffer mode, or rogue detector mode do not join the AP mul- 
ticast group address. 


= Multicast is not supported with AP groups until code Release 5.0. If you are using 
AP groups with 4.2 and higher code, make sure IGMP snooping is enabled on the 
controller to prevent clients from missing multicast traffic when roaming between 
APs in different AP groups. 


= IGMP snooping is not supported on 2100 or Network Module series controllers. 


= Multicast traffic is transmitted at 6 Mbps in an 802.11a network. Therefore, if several 
clients attempt to transmit at 1.5 Mbps, packet loss can occur and break the multi- 
cast session. 


= Do not use the 239.0.0.X address range or the 239.128.0.X address range. Addresses 
in these ranges overlap with the link local MAC addresses and flood out all switch 
ports, even with IGMP snooping turned on. 


= Controllers do not support multicast across intersubnet mobility events, such as 
guest tunneling, site-specific VLANs, or an interface override that uses RADIUS. The 
multicast mode does work in these subnet mobility events when you disable the 
Layer 2 IGMP snooping/Cisco Group Management Protocol (CGMP) features on the 
wired LAN. 


= Controllers running code Release 4.2 or later do support multicast mode with inter- 
face overrides that use RADIUS (but only when IGMP snooping is enabled) and with 
site-specific VLANs (AP group VLANs). 


Enabling Trace Logs on the 792x 


You can enable trace logs on the 792x phones. Viewing the logs can help pinpoint where 
an issue lies if you are having problems with the phone. 
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You can enable logging on the following phone modules: 


m Kernel: Operating system data 

m Wireless LAN Driver: Channel scanning, roaming, authentication data 
m Wireless LAN Manager: WLAN management, QoS 

= Configuration: Phone configuration data 

= Call Control: Cisco Unified CallManager data 

m Network Services: DHCP, TFTP, CDP data 

m Security Subsystem: Application-level security data 

m= User Interface: Keystrokes, softkeys, Modem Management Interface (MMI) data 
m Wireless: Channel scanning, authentication data 

m Audio System: RTP, SRTP, RTCP, Digital Signal Processor (DSP) data 
m System: Firmware, upgrade data 

= Bluetooth: Bluetooth data; 7925s only 


To access the trace log setup on the phone, use the phone web GUI. Figure 11-23 shows 
the trace log configuration page from a 7925. 
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Figure 11-23 7925 Trace Log Settings 
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From this page, you can set up the syslog server information, define how many trace log 
files to keep and if the phone should keep the logs permanently, and set the level of log- 
ging for each module. 


You can either download the logs directly from the phone or have the phone send that 
information to a syslog server. 


Example 11-8 is sample output from a 7921 with the Kernel and WLAN Driver modules set 
to Debug. From this output you can see that this environment has poor coverage and does 
not meet the RF requirements for using the phones. This in turn results in poor audio quality. 


Example 11-8 WLAN Module Debug Level Trace Log from 7921 


! You can see that the RSSI levels are not at the required -65 dBm or better. 

! The phone is currently associated to an AP with an RSSI of -75 dBm. Below you 
! see that the first candidate AP the phone sees with its scan has an RSSI 

! of -71 dBm, which is better but is still less than the requirement of -67 dBm. 


Jun 29 16:02:39 10.35.137.142 SEP0021AQB3A06D-kernel: WLAN _DRVR: 2403.668708: Curr 
BSS: 00:21:1b:ea:1d:1le 
Jun 29 16:02:39 10.35.137.142 SEP0021AQB3A06D-kernel: WLAN _DRVR: 2403.673655: 
Channel: 149, av RSSI: -75 dBm, AAC = 22361, ACM = 1, hostName = LeeLab-ap2 


Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2403.682776: 
***Neigh entries = 9 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2403.687090: 
BSSID #0: 00:1¢e:4a:e0:23:ce 


Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN _DRVR: 2403.692096: 
Channel: 153, avg RSSI: -71 dBm, track fail: 2, AAC = 23437, ACM = 1, hostName = 
LeeLab-ap3 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2403.702745: 
BSSID #1: 00:1e:4a:e0:O0d:ee 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2403.707755: 
Channel: 60, avg RSSI: -77 dBm, track fail: @, AAC = 22361, ACM = 1, hostName = 
LeeLab -ap4 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2403.718374: 
BSSID #2: 00:1f:6d:b9:f5:4e 
Jun 29 16:02:39 10.35.137.142 SEPQ@21AQB3A06D-kernel: WLAN _DRVR: 2403.723430: 
Channel: 153, avg RSSI: -79 dBm, track fail: 0, AAC = 23437, ACM = 1, hostName = 
LeeLab-ap5 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN _DRVR: 2403.734098: 
BSSID #3: @0:1e:4a:df:e3:4e 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2403.739107: 
Channel: 60, avg RSSI: -79 dBm, track fail: @, AAC = 23437, ACM = 1, hostName 
LeeLab -ap6 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN _DRVR: 2403.749614: 
BSSID #4: 00:1e:4a:8f:eb:ae 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2403.754654: 
Channel: 60, avg RSSI: -81 dBm, track fail: @, AAC = 23437, ACM = 1, hostName 
LeeLab -ap7 
Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2403.765320: 
BSSID #5: 00:1e:4a:e0:0c:6e 


(continues) 
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Example 11-8 WLAN Module Debug Level Trace Log from 7921 (continued) 


Jun 29 16:02:39 10.35 
Channel: 60, avg RSSI: 
LeeLab -ap8 


Jun 29 16:02:39 10.35 
BSSID #6: Q0:1e:4a:df 


Jun 29 16:02:39 10.35 
Channel: 52, avg RSSI: 
LeeLab-ap9 

Jun 29 16:02:39 10.35 
BSSID #7: 00:1e:4a:df 
Jun 29 16:02:39 10.35 


Channel: 153, avg RSSI: 
LeeLab-ap10 


-82 dBm, track fail: 1, AAC 


re1:fe 


-88 dBm, track fail: 2, AAC 


reg:0e 


-93 dBm, track fail: 0, AAC 


Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3AQ6D - kernel: 


BSSID #8: 00:23:ab:26:28:5e 


Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3AQ6D - kernel: 


Channel: 52, 
LeeLab-ap11 


avg RSSI: -97 dBm, track fail: @, AAC 


Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3AQ6D - kernel: 


***End of List 


! Even though there is another AP with a better RSSI 
! roaming decision, 


! So in this case, the phone does not roam. 


Jun 29 16:02:39 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


scan complete, Curr AP RSSI -75 => DiffThr 5 


!The phone then scans again. 


Jun 29 16:02:40 
ScanMgr Perform 
Jun 29 16:02:40 
chans in A list 
Jun 29 16:02:40 
CounterN 1 | PeriodN 3 | 


Cont Scan 
= 6, Period is 750 


CounterO 13 | PeriodO 31 


Jun 29 16:02:40 10.35.137.142 SEPQ@021AQB3AQ6D - kernel: 


list is A. 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQ0B3A06D-kernel: 
triggered, UP = 6, AC3Admitted 


Scanning channel 52, active 


SlicedScan N 


1 times, type: 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


Total number of channels in scan command = 1 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


CB received frame. 


Jun 29 16:02:40 10.35.137 
probe response from AP in 


Jun 29 16:02:40 10.35.137 
probe response from AP in 


channel 52, updating RSSI 


channel 52, updating RSSI 


-137.142 SEP0021AQ0B3A06D -kernel: 


-137.142 SEP0021AQ0B3A06D -kernel: 


-137.142 SEP0021AQ0B3A06D - kernel: 


-137.142 SEP0021AQ0B3A06D-kernel: 


-137.142 SEP0021AQ0B3A06D -kernel: 


10.35.137.142 SEP0021A0B3A06D-kernel: 


10.35.137.142 SEP0021A0B3A06D -kernel: 


10.35.137.142 SEP0021A0B3A06D -kernel: 


142 SEP0021AQ0B3A06D-kernel: 


+142 SEP0021AQ0B3A06D-kernel: 


WLAN_DRVR: 
23437, ACM 


WLAN_DRVR: 


WLAN_DRVR: 
23437, ACM 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 
23437, ACM 


WLAN_DRVR: 


23437, ACM = 1, 


2403.770330: 
1, 


2403.780851: 


2403.785862: 
1, 


2403 .796478: 


2403 .801483: 


2403 .812585: 


2403.817594: 
1, 


2403 .828156: 


» for the phone to make 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 


WLAN_DRVR: 
Value from 


WLAN_DRVR: 
Value from 


-88 to 


-97 to 


a difference in RSSI of at least 5 dBm is required. 


2403 .831944: 


2404.360721: 


2404.365532: 


2404.371457: 


2404.378313: 


2404 .382230: 


2404 .393256: 


2404.434261: 


2404.447596: 
-91 


2404.456996: 
-97 


hostName 


hostName 


hostName 


hostName 


the 


Cont 


Num 


Next 


1, 


Scan 


No 


No 
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Jun 29 16:02:40 10.35.137.142 SEP0021AQB3A06D-kernel: WLAN _DRVR: 2404.466490: Curr 
BSS: 00:21:1b:ea:1d:1le 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2404.471369: 
Channel: 149, av RSSI: -77 dBm, AAC = 22361, ACM = 1, hostName = LeeLab-ap1 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2404.480497: 
***Neigh entries = 10 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2404.484935: 
BSSID #0: 00:1¢e:4a:e0:23:ce 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2404.489954: 
Channel: 153, avg RSSI: -71 dBm, track fail: 2, AAC = 23437, ACM = 1, hostName = 
LeeLab -ap3 


Jun 29 16:02:40 10.35.137.142 SEP0021AQB3A06D-kernel: WLAN _DRVR: 2404.500647: 
BSSID #1: 00:1e:4a:df:ca:ee 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2404.505673: 
Channel: 52, avg RSSI: -71 dBm, track fail: @, AAC = 23437, ACM = 1, hostName 
LeeLab-ap13 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2404.516242: 
BSSID #2: @0:1e:4a:e0:0d:ee 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2404.521275: 
Channel: 60, avg RSSI: -77 dBm, track fail: @, AAC = 22361, ACM = 1, hostName = 
LeeLab -ap4 


Jun 29 16:02:40 10.35.137.142 SEP@021AQB3A06D-kernel: WLAN_DRVR: 2404.531856: 
BSSID #3: 00:1f:6d:b9:f5:4e 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2404.536864: 
Channel: 153, avg RSSI: -79 dBm, track fail: @, AAC = 23437, ACM = 1, hostName = 
LeeLab-ap5 


Jun 29 16:02:40 10.35.137.142 SEP0021AQB3A06D-kernel: WLAN _DRVR: 2404.547465: 
BSSID #4: @0:1e:4a:df:e3:4e 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2404.552479: 
Channel: 60, avg RSSI: -79 dBm, track fail: @, AAC = 23437, ACM = 1, hostName = 
LeeLab -ap6 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2404.562932: 
BSSID #5: 00:1e:4a:8f:eb:ae 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2404.567945: 
Channel: 60, avg RSSI: -81 dBm, track fail: 1, AAC = 23437, ACM = 1, hostName = 
LeeLab -ap7 


Jun 29 16:02:40 10.35.137.142 SEP@021AQB3A06D-kernel: WLAN_DRVR: 2404.578580: 
BSSID #6: 00:1¢e:4a:e0:0c:6e 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2404.583594: 
Channel: 60, avg RSSI: -82 dBm, track fail: 3, AAC = 23437, ACM = 1, hostName = 
LeeLab -ap8 


Jun 29 16:02:40 10.35.137.142 SEP0021AQB3A06D-kernel: WLAN _DRVR: 2404.594049: 
BSSID #7: 00:1le:4a:df:e1:fe 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2404.599062: 
Channel: 52, avg RSSI: -91 dBm, track fail: @, AAC = 23437, ACM = 1, hostName = 
LeeLab-ap9 
Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN _DRVR: 2404.609697: 
BSSID #8: 00:1e:4a:df:e9:0e 
Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2404.614714: 
Channel: 153, avg RSSI: -93 dBm, track fail: 1, AAC = 23437, ACM = 1, hostName = 
LeeLab-ap10 


(continues) 
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Example 11-8 WLAN Module Debug Level Trace Log from 7921 (continued) 


Jun 29 16:02:40 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2404.625810: BSSID 
#9: Q00:23:ab:26:28:5e 


Jun 29 16:02:40 10.35.137.142 SEPQ@21AQ@B3A06D-kernel: WLAN _DRVR: 2404.630815: 
Channel: 52, avg RSSI: -97 dBm, track fail: @, AAC = 23437, ACM = 1, hostName = 
LeeLab-ap11 


Jun 29 16:02:41 10.35.137.142 SEPQ@@21AQB3A06D-kernel: WLAN_DRVR: 2404.641362: 
***End of List 


!After this scan, the current AP RSSI is -77 dBm. The RSSI of a potential 

! candidate AP is -71 dBm. The differential of 5 dBm is now met and the phone 
! attempts to roam to 00:1e:4a:e0:23:ce on channel 153 from 00:21:1b:ea:1d:1le 
! from channel 149. 


Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2404.645140: Cont 
scan complete, Curr AP RSSI = -77 => DiffThr = 5 


Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2404.652377: RSSI 
diff condition met: QBSSCACThr = 70, b5GHz = 1, bQBSSCACThrOK = 1, bRSSIDiff = 1, 
bRSSIDiffQSS = @ 


Jun 29 16:02:41 10.35.137.142 SEPQ0021AQB3A06D-kernel: WLAN _DRVR: 2404.664139: 
Calling InvokeRoamingTrigger, trigger = 4 

Jun 29 16:02:41 10.35.137.142 SEPQ0021AQB3A06D-kernel: WLAN _DRVR: 2404.670355: 
roamingMngr_triggerRoamingCb, higher trigger = 4 

Jun 29 16:02:41 10.35.137.142 SEP0021AQ0B3A06D-kernel: WLAN _DRVR: 2404.677217: Roam 
trigger = ROAMING_TRIGGER_RSSIDIFF 


Jun 29 16:02:41 10.35.137.142 SEP0021AQB3A06D-kernel: WLAN _DRVR: 2404.683229: 
smSelection invokedRoaming Mngr BSS list, num of candidates = 10 


Jun 29 16:02:41 10.35.137.142 SEPQ@21AQ@B3A06D-kernel: WLAN _DRVR: 2404.691477: 
Candidate 0, BSSID=00:1e:4a:e0:23:ce, RSSI =-71 


foutput omitted for brevity 


Jun 29 16:02:41 10.35.137.142 SEPQ@21AQB3A06D-kernel: WLAN_DRVR: 2404.793134: 
Current BSSID = 00:21:1b:ea:1d:1e 


Jun 29 16:02:41 10.35.137.142 SEP@021A@B3A06D-kernel: , requestType = 2 


Jun 29 16:02:41 10.35.137.142 SEPQ0021AQ0B3A06D-kernel: WLAN _DRVR: 2404.806391: 
Candidate BSSID = 00:1e:4a:e0:23:ce 


Jun 29 16:02:41 10.35.137.142 SEPQ021AQ@B3AQ6D-kernel: TIWLAN: 749729.144: CCX_MAN- 
AGER , -IERROR: ccxMngr_parseCcxVer, supported version: 5 


Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


Jun 29 16:02:41 10.35.137.142 SEP@021AQB3AQ6D-kernel: Auth Succ Event from 
Driver to another BSSID. 


Jun 29 16:02:41 10.35.137.142 SEPQ@@21AQB3A06D-kernel: WLAN_DRVR: 2404.907103: 
Assoc/Reassoc status code = @, connStatus = 3 


Jun 29 16:02:41 10.35.137.142 SEPQ@21AQB3A06D-kernel: WLAN_DRVR: 2404.913754: 
connStatus: HANDOVER SUCCESSFUL 


foutput omitted for brevity 


Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
Roamed successfully to candidate with index=0, 
Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
Reassociated with status code = Q. 

Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
Moving old channel 149 to A List 

Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
Channel list does not need update. 

Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
Handover Done 

Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
Invoking RemoveBSSListEntry 

Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
Removing entry @ of 10 

Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 


Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
NEW CONNECTION -- 


Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 


Jun 29 16:02:41 10.35.137.142 SEP0021AQ0B3A06D 
SSID = LeeLAB 


Jun 29 16:02:41 10.35.137.142 SEPQ021AQB3AQ6D - 
= Q0-1E-4A-EQ-23-CE 
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kernel: WLAN _DRVR: 2405.011953: 
new BSSID is 00:1e:4a:e0:23:ce. 
kernel: WLAN _DRVR: 2405.021528: 
kernel: WLAN _DRVR: 2405.027021: 
kernel: WLAN _DRVR: 2405.032357: 
kernel: WLAN _DRVR: 2405.037844: 
kernel: WLAN _DRVR: 2405.041412: 
kernel: WLAN _DRVR: 2405.046274: 


kernel: TIWLAN: 749729.360: ---- 


kernel: TIWLAN: 749729.360: -- 


kernel: TIWLAN: 749729.360: ---- 


-kernel: TIWLAN: 749729.360: -- 


kernel: TIWLAN: 749729.360: -- BSSID 


! Here you can see that the 7921 loses connection to the current AP (BSS Loss 


! and a roam is triggered. 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D - 


scan complete, Curr AP RSSI = -81 => DiffThr = 5 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D - 


kernel: WLAN_DRVR: 2405.961529: 


kernel: WLAN _DRVR: 2405.968792: 


) 


Cont 


RSSI 


diff condition met: QBSSCACThr = 70, b5GHz = 1, bQBSSCACThrOK = 1, bRSSIDiff = 1, 


bRSSIDiffQSS = 0 


Jun 29 16:02:42 10.35.137.142 SEP0021AQB3AQ06D - 
Calling InvokeRoamingTrigger, trigger = 4 


kernel: WLAN_DRVR: 2405.980635: 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2405.986861: 


roamingMngr_triggerRoamingCb, higher trigger = 


4 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2405.993767: 


roamingMngr_triggerRoamingCb, trigger = 4 Igno 
lowPassFilterRoamingAttempt=5000 


red!!,deltaTs=1317, 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2406.016487: 


trigger = ROAMING TRIGGER BSS LOSS 


!The phone then tries to roam to 00:1e:4a:df:ca:ee, which has a signal of -71 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ06D-kernel: WLAN_DRVR: 2406.302372: 


Candidate BSSID = 00:1e:4a:df:ca:ee 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3A06D-kernel: WLAN_DRVR: 2406.329079: 


ScanMgr Perform Cont Scan 


Roam 


dBm. 


(continues) 
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Example 11-8 WLAN Module Debug Level Trace Log from 7921 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


chans in A list = 6, Period is 750 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


CounterN @ | PeriodN 3 | CounterO 15 | PeriodO 31 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


list is A. 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 
triggered, UP = 6, AC3Admitted = 1, 


Scanning channel 56, active 


SlicedScan = N 


Jun 29 16:02:42 
Total number of 


1 times, type: 


channels in scan command = 1 


10.35.137.142 SEP0021A0B3A06D -kernel: 


(continued) 


WLAN_DRVR: 2406.333861: Num 


WLAN_DRVR: 2406.339748: 


WLAN_DRVR: 2406.346592: Next 


WLAN_DRVR: 2406.350443: 


WLAN_DRVR: 2406.361459: 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2406.367924: 
Failed to start tracking continuous scan, return code 3. 

Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D-kernel: TIWLAN: 749730.710: CCX_MAN- 
AGER , TERROR: ccxMngr_parseCcxVer, supported version: 5 

Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 

Jun 29 16:02:42 10.35.137.142 SEPQ@021AQB3AQ6D-kernel: Auth Succ Event from 
Driver to another BSSID. 

Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2406.474143: 
Assoc/Reassoc status code = @, connStatus = 3 

Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN _DRVR: 2406.480806: 
connStatus: HANDOVER SUCCESSFUL 

! ouput omitted for brevity 

Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D-kernel: WLAN_DRVR: 2406.560914: 


Successful roam due to trigger ROAMING TRIGGER BSS LOSS 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


Admission is currently required 


Jun 29 16:02:42 10.35.137.142 SEPQ021AQB3AQ6D -kernel: 


Setting AC3 to admitted status. 


Jun 29 16:02:42 10.35.137.142 SEPQ021A@B3AQ06D -kernel: 
new BSSID is 00:1e:4a:df:ca:ee. 


Roamed successfully to candidate with index=0, 
Jun 29 16:02:43 10.35.137.142 


Jun 29 16:02:43 10.35.137.142 


CONNECTION 
29 16:02:43 10.35.137.142 


Jun 29 16:02:43 10.35.137.142 


SEP0021AQB3A06D - kernel: 


SEP0021AQB3A06D - kernel: 


SEP0021AQB3A06D - kernel: 


SEP0021AQB3A06D - kernel: 


WLAN_DRVR: 2406.568416: 


WLAN_DRVR: 2406.573643: 


WLAN_DRVR: 2406.578975: 


TIWLAN: 749730.927: 


TIWLAN: 749730.927: -- 


TIWLAN: 749730.927: 


TIWLAN: 749730.927: SSID = 


LeeLAB Jun 29 16:02:43 10.35.137.142 SEPQ@Q21AQ0B3A06D-kernel: TIWLAN: 749730.927: 


— BSSID = Q0-1E-4A-DF-CA-EE 


!As you can see above, it 
! 00:1e:4a:e0:23:ce > BSS 


Loss > roam to 00:1e:4a:df:ca:ee. 


takes 1.567 seconds between the connection to 


There is a 


! 596 ms delta between the BSS Loss and the roam to 00:1e:4a:df:ca:ee. 


! This will definitely be an audible gap. 
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Note The RSSI differential value needed to trigger a roaming event depends on the cur- 
rent RSSI of the AP the phone is associated with. The better the RSSI, the greater the dif- 
ferential value will be. 


Note After the phone is registered to CallManager, the configuration of the phone from 
the GUI may be disabled. To re-enable it, find the phone in CallManager, set Web Access 
rights to Full, update the phone, and reboot it. 


Troubleshooting and Monitoring Tools 


Many different tools are available to help configure, monitor, and troubleshoot your voice 
deployments. 


Wireless Controller 


Along with client debug information, the controller can provide voice statistics for the 
clients as long as you have enabled the Traffic Stream Metrics (TSM) collection (see 
Figure 11-10) under CAC. The TSM for the client displays packet delay and packet loss. 
Figure 11-24 shows the TSM for a 7921. 
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Figure 11-24 Traffic Stream Metrics 


Packet loss and delay are key components of voice quality. The TSM output provides 
insight into what the caller is experiencing. 
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You can also view radio statistics for a particular AP. The radio statistics show how busy 
the channel is, interference levels, load, radar, and other information. Figure 11-25 shows 
the radio statistics for the 802.11a radio of a 1242 AP. 
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Figure 11-25 AP 802.11a Radio Statistics 
wcs 


WCS provides a centralized location for you to view and aggregate the statistics shown 

by the controller(s). You can also use the WCS reports to view how key parameters have 
changed over time. This information allows you to determine if you have a problem area 
on a floor, an area of that floor, a single AP, and so on. 


You can use WCS to inspect the voice readiness of your AP deployment. While ona 
map, you can select Inspect VoWLAN Readiness, and WCS will access the AP placement 
for a particular floor and show you the results (see Figure 11-26). 


The output of the voice readiness report shows you a color map indicating areas in which 
there is good coverage for voice, marginal coverage, and poor coverage. 


With WCS code Release 5.0, WCS also allows you to run voice audits against your con- 
trollers for key voice configurations such as QoS settings, CCKM with 802.1x, and so on. 
Figure 11-27 shows a WCS voice audit against a single controller. 


This output shows you what WLANs or configurations do not comply with the recom- 
mended best practices for configuring a controller for a voice deployment. 
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Figure 11-27 WCS Voice Audit 
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Packet Capture Software 


Packet captures are an invaluable tool when troubleshooting wireless networks. In fact, 
sometimes only a packet capture tells you the root cause for a problem. Using packet 
captures can tell you if QoS markings are being preserved as the traffic traverses the 
wireless and wired network (as seen in Figures 11-15 through 11-17), if retransmissions 
are excessive, or if a device is not responding as it should. 


Many free packet capture programs are available, such as Wireshark, which replaces the 
older Ethereal software. This program is great for captures and allows you to perform lots 
of packet analysis. Using Wireshark, you can actually take a wired packet capture of an 
RTP voice stream and create an audio file to hear the voice call. 


To do this, open the capture and filter it on the RTP protocol. From here, select one of the 
packets in the stream and go to Statistics > RTP > Stream Analysis (see Figure 11-28). 
Newer versions of Wireshark have a Telephony tab you can use instead of Statistics. 
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Figure 11-28 Wireshark RTP Stream Analysis 


After you have done this, you can save the payload as an audio file (Figure 11-29) and 
play it back using Windows Media Player or some other audio application. 


When you play the audio file back, you can listen for jitter, delay, or lost audio in the call. 
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Figure 11-29 Using Wireshark to Create an Audio File 


Spectrum Analysis Tools 


Spectrum analysis tools allow you to see the RF environment. Although the RRM fea- 
tures of the controller do their best to avoid co-channel and non-802.11 interface, you 
cannot identify the sources of the interference. Spectrum analysis tools can detect 
Bluetooth devices, wireless video, ad-hoc devices such as wireless printers, and so on. 
All these products contribute to the energy on wireless channels and can adversely 
affect your voice deployment. 


Perhaps the two most common spectrum analysis tools are Cisco Spectrum Expert and 
Airmagnet Spectrum Analyzer. These products allow you to detect and identify the 
devices in the RF environment. Because the 2.4- and 5-GHz bands are unlicensed fre- 
quencies, anyone can install and power up a wireless device. This means that two legiti- 
mate businesses can inadvertently disrupt the wireless network of the other simply by 
providing a Wi-Fi hotspot or installing a wireless video surveillance system. 


Figure 11-30 shows a Cisco Spectrum Expert analysis detecting DECT cordless phones in 
the 2.4-GHz band. 


DECT cordless phones are frequency-hopping devices that operate in the 2.4-GHz band. 
Because they are frequency-hopping devices, they affect all channels. You would not 
want to have DECT phones in your wireless voice RF space. Without a spectrum analysis, 


342 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


you would never know these devices were present unless you happened to notice some- 
one using them. 
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Figure 11-30 Spectrum Expert DECT Phone Analysis 


SpectraLink and Vocera Deployments 


SpectraLink and Vocera devices are fairly common in wireless networks today. The basic 
controller configuration and troubleshooting methods for these devices are the same as 
for the Cisco phones. Each device, however, has a certain set of configuration best prac- 
tices that you need to consider. 


SpectraLink 


SpectraLink offers several Wi-Fi certified Wi-Fi voice devices that function in the 
802.11a/b/g bands. Polycom, Inc. acquired SpectraLink in 2007, but the SpectraLink 
brand name remains with models such as the Polycom SpectraLink 8030. 


SpectraLink phones use proprietary protocols for communication in a SpectraLink 
VoWLAN infrastructure. SpectraLink Voice Priority (SVP) and SpectraLink Radio 
Protocol (SRP) provide the inter-device communication. The SpectraLink phones do not 
support DTPC or other CCX features, so they are not able to take advantage of the 
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benefits those protocols provide. The phones also do not support Quality-of-Service 
Basic Service Set (QBSS) or CAC, so it is possible to overload a particular channel an AP 
is using and create call quality or capacity issues. SpectraLink offers several SVP servers 
with capacity ranges from 10, 20, or 80 simultaneous calls per server. 


When configuring the controller for a SpectraLink phone deployment, keep these guide- 
lines in mind: 


m = SpectraLink recommends cell coverage of -70 dBm, but to support 11 Mbps, the cell 
coverage needs to be -60 dBm. 


m = SpectraLink phones support static WEP, WPA-PSK, WPA2-PSK, WPA2 Enterprise, 
PEAP, EAP-FAST, Opportunistic Key Caching, and CCKM. 


m = SpectraLink recommends 10 to 12 calls per AP. This number drops to 6 when 
using PTT. 


= Controller QoS profiles are separate from and have no bearing on the SVP server 
QoS options. 


m = SpectraLink does not support DTPC, so you should set the phone transmit power to 
match the maximum power setting of the APs. 


SpectraLink recommends the following controller configuration: 


m Use LWAPP transport mode Layer 3. 

m~ Use Multicast-Multicast. 

m Use a beacon period of 100. 

m Set the DTIM to 2. 

m = If only 802.11¢ clients exist, enable Short Preamble. 

m Set the WLAN QoS to Platinum. 

m Disable WMM on the WLAN. 

m= Configure the EDCA Parameter Set for the 802.11 network for SpectraLink Voice 
Priority (see Figure 11-31). 

You can also configure SpectraLink Voice Priority from the controller CLI: 


config advanced 802.11[ajb] edca-parameters svp-voice 


Note You must disable the 802.11 network before you can change the EDCA parameter set. 


You can verify that the EDCA parameters are enabled on the APs by enabling remote 
debugging for the AP and checking on the controller configuration using the following 
commands from the controller CLI: 
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debug ap enable ap name 
debug ap command "show controller [dQ@|d1]" ap name 


22: 172.18.122.118 - Remote Desktop 
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Figure 11-31 Enabling SpectraLink Voice Priority 


If EDCA Parameter Set is enabled for svp-voice and no CAC is enabled, you should see 
the following in the put of show controller: 


Back: cw-min 4 cw-max 10 fixed-slot 7 admission-control Off txop 0 
Best: cw-min 4 cw-max 6 fixed-slot 3 admission-control Off txop 0 


Video: cw-min 3 cw-max 4 fixed-slot 3 admission-control Off txop 3008 
Voice: cw-min @ cw-max 3 fixed-slot 2 admission-control Off txop 1504 


For more information on SpectraLink best practices, see the SpectraLink Phone Design 
and Deployment Guide at http://tinyurl.com/y3kx6z. 


You can also reference the design guides for the particular SpectraLink phone you plan 
to deploy at the Polycom.com website at http://tinyurl.com/nzzapt. 


Vocera Deployments 


Vocera manufactures lightweight, wearable, hands-free wireless voice badges that operate 
in the 802.11b/g bands. The hands-free nature of the product allows the user more free- 
dom. A user can simply ask to “Call Nurse Campbell,” and the system will call the badge 
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of Nurse Campbell. You can also page a group of badges at once using multicast. The 
back of the units have a high-contrast Organic Light-Emitting Diode (OLED) display that 
allows the user to receive text messages and alerts. Vocera even offers a telephony option 
that allows users to receive phone calls on their badge. 


The first Vocera badge release was the B1000 model. Vocera has since replaced the B1000 
with the B2000. The B2000 has several radio enhancements that make it more robust than 
the B1000. If you plan to deploy a Vocera badge system, you will definitely want to use 
the B2000 model. 


Vocera badges support Open, PSK, PEAP v0 MSCHAP v2, EAP-FAST with CCKM, and 
LEAP authentication with WEP 64, WEP 128, TKIP, and AES encryption. 


The Vocera badge utilizes both unicast and multicast packet delivery to provide several 
key features. Here are four of the essential features that rely on proper packet delivery. 
Also provided is a basic understanding of how each feature uses the underlying network 
for delivery and functionality. 


m Badge-to-Badge Communications: When one Vocera user calls another, the badge 
first contacts the Vocera server, which looks up the IP address of the badge of 
the callee and contacts the badge user to ask the user if she can take a call. If the 
callee accepts the call, the Vocera server notifies the calling badge of the IP 
address of the callee badge to set up direct communication between the badges 
with no further server intervention. All communication with the Vocera server 
uses the G.711 codec, and all badge-to-badge communication uses a Vocera pro- 
prietary codec. 


m= Badge Telephony Communication: When a Vocera Telephony server is installed and 
set up with a connection to a private branch exchange (PBX), a user is able to call 
internal extensions off the PBX or outside telephone lines. Vocera allows users to 
make calls by either saying the numbers (five, six, three, two) or by creating an 
address book entry in the Vocera database for the person or function at that number 
(for example, pharmacy, home, pizza). The Vocera server determines the number that 
is being called, either by intercepting the numbers in the extension or by looking up 
the name in the database and selecting the number. The Vocera server then passes 
that information to the Vocera Telephony server, which connects to the PBX and 
generates the appropriate telephony signaling (for example, DTMF). All communica- 
tion between the badge and Vocera server and Vocera server and Vocera telephony 
server uses the G.711 codec over unicast UDP. 


m Vocera Broadcast: A Vocera Badge user can call and communicate with a group of 
Vocera badge wearers at the same time by using the Broadcast command. When a 
user broadcasts to a group, their badges sends the command to the Vocera server, 
which then looks up the members of a group, determines which members of the 
group are active, assigns a multicast address to use for this broadcast session, and 
sends a message to each active user’s badge instructing it to join the multicast group 
with the assigned multicast address. 
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m= Badge Location Function: The Vocera server keeps track of the AP to which each 
active badge is associated as each badge sends a 30-second keepalive to the server 
with the associated BSSID. This allows the Vocera system to roughly estimate the 
location of a badge user. This function has a relatively low degree of accuracy 
because a badge might not be associated to the AP it is closest to. 


Vocera recommends the following controller deployment configurations: 


m Use Multicast-Multicast. 

m= Configure an unused multicast group address such as 239.0.0.255. 
m Disable Aggressive Load Balancing. 

m Set all badge WLANs to the same broadcast domain across the entire network. 
m Set the DTIM to 1. 

m Disable Short Preamble. 

m Disable DTPC. 

m Use a high WLAN session timeout (that is, shift hours). 

m= Set the WLAN QoS to Platinum. 

m Broadcast the SSID. 

m~ Enable all data rates. 

m Disable WLAN client exclusions. 

m Use controller code 4.1.185.0 or higher. 


m If using RRM, AP density should be great enough that no AP has a power setting 
higher than 3. 


= Disable DHCP required on the WLAN. 

m Use symmetric Mobility Tunneling. 

= = WMM should be optional or disabled. 

m ARP unicast should be disabled (disabled by default and deprecated in 5.1 code). 
m=  RSSI of -65 dBm or better. 

m SNR of 25 db. 
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Table 11-5 Key Vocera Functions and Controller Recommendations 


Single Controller Inter-Controller L2 Roam Inter-Controller L3 
Roaming 
Badge to No special require- No special requirements No special require- 
Badge ments ments 
Badge to No special require- No special requirements No special require- 
Phone ments ments 


Badge to Enable multicast on the Disable IGMP snooping or use Use 4.0.206.0 or 


Broadcast controller 4.0.206.0 or higher higher 
Badge No special require- No special requirements No special require- 
Location ments ments 


For Vocera administrative, user, and deployment guides, refer to the Vocera product doc- 
umentation at http://www.vocera.com/documentation/default.aspx. 


Summary 


To have a quality wireless voice deployment, you need to make sure that you have had a 
professional wireless survey conducted by a Cisco partner that specializes in voice instal- 
lations. AP placement, the configuration of the controller and WLANs, as well as the 
wired network need to be set up properly to adhere to voice installation best practices. 
Failing to do so will result in poor voice quality. Should you have problems with your 
voice deployment, you can use many tools and debugs to determine the issue. 
Considering that wireless phones are nothing more than a wireless client, the information 
in Chapter 10, “Troubleshooting Client-Related Issues,” is essentially a prerequisite to 
troubleshooting wireless voice problems. 
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Chapter 12 


Radio Resource Management 


The 2.4-GHz and 5-GHz bands used for wireless are not regulated by communications 
commissions such as the FCC or European Regulators Group (ERG). Because the spec- 
trum is not regulated, anyone can install and power ona wireless device that operates on 
those channels without checking with their neighbor across the street or even the FCC. 
This can pose various problems for any wireless network because the radio frequency 
(RF) environment is going to be dynamic, and a site survey conducted before you install 
your wireless network might not be valid three months down the road. 


To help combat the ever-changing nature of wireless, the Cisco Unified Wireless 
Network (CUWN) solution uses Radio Resource Management (RRM) to continuously 
monitor the RF environment. The controller uses the information from the access points 
(AP) and makes any changes to AP channels and power levels to try to mitigate such 
things as non-802.11 signal (noise), interference from other 802.11 devices, coverage gaps, 
and co-channel interference caused by the network. 


How RRM Works 


The RRM feature, also known as Auto-RF, uses the RF information gathered by the APs 
to make decisions on whether channel assignment or power levels need to be adjusted. 
Just because the RF environment has changed does not necessarily mean that the con- 
troller will change. 


Before covering the intricacies of the RRM algorithm and RF grouping, following is a 
high-level overview of the basic workflow involved: 


Step 1. = The controllers and their APs use the configured RF group name to determine 
if other APs they hear are part of their RF group. 


Step 2. The APs use neighbor messages (sent every 60 seconds) that are authenticated 
by other APs that hear them. The neighbor messages include information 
about the AP, the controller, and the configured RF group name. 
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Step 3. The APs that hear the neighbor message of another AP authenticate that mes- 
sage using the RF group name and pass it to their respective controller. 


Step 4. The controllers use this information to determine what other controllers 
should be in their RF group, then form logical groups to share the RF infor- 
mation from their respective APs, and elect an RF group leader. 


Step 5. The RF group leader runs the RRM algorithm against the RF information 
from all the APs in the RF group. Depending on the outcome, a power level or 
channel change for an AP or group of APs might take place. 


You need to remember several important points when dealing with RRM: 


m= The controllers elect the RF group leader. 


m= The RF group leader is responsible for dynamic channel assignment (DCA) and trans- 
mit power control (TPC). 


m An individual controller handles coverage hole detection and correction. 


m= RF groups and mobility groups are independent functions. 


Note RRM (and RF grouping) is a separate function from inter-controller mobility (and 
mobility grouping). The only similarity is the use of a common ASCII string assigned to 
both group names during the initial controller configuration wizard. This is done for a sim- 
plified setup process and can be changed later. 


m = Inlarge deployments, it is normal to have multiple logical RF groups. The APs have 
to hear one another to form the RF group; so if you have multiple buildings across a 
large campus, the APs in one building will not hear the APs in another, and if they 
do not sh are a common controller, they will not combine into one RF group. 


m= Prior to the 4.1 release, the transmit power threshold was a hard-coded setting of 
—65 dB, but after significant testing, it was realized that this was not the optimal set- 
ting for most deployments. The setting is now configurable, and the default and rec- 
ommended setting is -70 dB. This means that for optimal performance, each AP 
should be heard by at least three other APs at -70 dB or greater. 


Although the TPC threshold setting is adjustable, it is the setting Cisco recommends 
for most deployments unless a significant amount of testing and calibration has been 
done to suggest otherwise. 


m RF grouping is per radio. The RF group leader for the 802.11b/g network might not 
be the same RF group leader for the 802.11a network. 


m With code Release 4.2.99 or higher, RRM supports up to 20 controllers and 1000 
APs in a single RF group. 


m RF fluctuations can cause the RF group leader to change. 
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m By default, the RF group leader polls the other controllers in the RF group for AP 
statistics and neighbor messages. 


m= =The transmit power threshold setting should be the same between all controllers in 
the same RF group, because you do not want an entire network to start fluctuating 
because of a group leader change. 


m Starting with code Release 4.1.185.0 and higher, the default configuration for RRM is 
optimal for most deployments. 


Because RRM allows the controller to constantly monitor the RF environment, the sys- 
tem is self-healing in the event of the loss of AP from the network. The surrounding APs 
compensate by increasing their power and changing channels if necessary to try to fill 
the gap left by the failed AP. 


RF Grouping 


RF groups are groups of controllers that share the same RF group name and whose APs 
can hear the neighbor messages of each other. It is possible to have two controllers with 
the same RF group name but not be in the same RF group because their APs cannot hear 
each other. 


The APs send the neighbor messages every 60 seconds at maximum power, at the lowest 
data rate, and on all serviced channels to the multicast address of 01:0B:85:00:00:00, as 
illustrated in Figure 12-1. When an AP receives a neighbor message, it forwards that 
frame to its controller and the controller verifies the embedded hash in the frame to see if 
it came from an AP in the same RF group. 


The neighbor message contains the following information: 

m Radio Identifier: If the AP had multiple radios, this field identifies the radio used to 
transmit the message. 

m= = Group ID: The 16-bit value and controller MAC address. 

m= WLC IP Address: RF group leader’s management IP address. 

m= AP Channel: The native channel that the AP uses to service clients. 

m Neighbor Message Channel: The channel the message is sent on. 

m= ~=Power: The power level at which the message is transmitted. 

m= Antenna Pattern: The antenna pattern currently in use. 

If the AP receives a neighbor message that it cannot decode or it never receives a neigh- 

bor message from an AP, that AP is considered a rogue AP. 


When controllers learn of another controller from the AP neighbor messages, they com- 
municate directly with one another to form a system-wide RF group. After the system- 
wide RF group is formed, the controllers elect an RF group leader. 
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Figure 12-1 AP Neighbor Message 


The group leader is the controller with the highest group leader priority. The group leader 
priority is based on the group identifier (group ID) information element (IE) contained in 
the AP neighbor messages. Every controller maintains a 16-bit counter that starts at 0 and 
increments following events like adding or leaving an RF group or the controller being 
rebooted. This counter value and the MAC address of the controller make up the group 
ID IE. Every controller in the RF group selects one controller, or itself, that has the high- 
est group ID value and compares this to the selected controller from the other controllers 


in the group. The single controller with the highest group ID is elected the RF group 
leader. 


If the RF group leader goes offline, the entire RF group breaks up and the RF grouping 
process and election of an RF group leader starts over. 


For an RF group to form, it takes only one AP on one controller to hear another AP on a 


different controller. Figures 12-2 through 12-4 shows some examples of how different RF 
groups can form. 
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In Figure 12-2, you have three APs joined to a single controller, but only two of those 
three APs hear each other. In this situation, you have a single RF group and two RF 
subgroups. 


RF Subgroup 


RF Subgroup 


Figure 12-2 AP RF Groups 


Figure 12-3 shows a single RF group with two controllers. Notice how AP1 on Controller 
2 is part of the RF subgroup with the APs on Controller 1. AP2 on Controller 2 is in its 
own RF subgroup because it is not heard by any other APs on the network. 


Figure 12-4 shows two distinct RF groups. Controller 3 has a different RF group name 
than Controllers 1 and 2, and they do not form an RF group. 


If the APs on one controller will not be able to hear the APs on another controller, it is 
not practical to configure the controllers with the same RF group name. To prevent flap- 
ping, APs only add a neighbor AP to the neighbor list if that AP is heard at -80 dBm or 
greater. It is only removed from the neighbor list if the received signal strength indication, 
RSSI, drops below -85 dBm. 
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RF Group 


RF Subgroup 


RF Subgroup 


Figure 12-3. AP RF Group with Two WLCs 


RF Group Leader Election 


Initially, every controller assumes that it is the RF group leader for its configured RF 
group. It creates its unique group ID and adds itself to the group. After this, the con- 
troller sends a HELLO packet to all the controllers it knows about every 10 seconds. 


In addition to the HELLO message, the controller collects neighbor messages from its 
APs. When all the connected APs have sent the neighbor packets they accumulated or a 
timeout is reached, the controller uses this information to determine if another controller 
has a higher group ID. If that is the case, the controller joins the RF group and becomes a 
GROUPIE. After a controller finds another controller with a group ID larger than itself, it 
triggers a 60-second timer to make sure the current leader is still active. If the GROUPIE 
controller does not receive a HELLO response within the allotted time, the controller 
considers the RF group leader down and the election process starts again. 


Before any RRM grouping features can function, the RRM subsystem has to initialize. 
When the system initializes, it creates an RRM manager for each 802.11 network. This 
means that a separate manager exists for the 2.4-GHz and 5-GHz bands. That is why you 
can have different RF group leaders for the 802.11b/g and 802.11a networks. The initial- 
ization process also creates a grouping task. 
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Figure 12-4 Multiple AP RF Groups 


The grouping task creates four timers: 


m= HELLO TIMER: 10 seconds 

m CALC TIMER: 10 seconds 

m PREP TIMER: 12 * 2 seconds 

m TRANSMISSION TIMER: 1 second 


The RRM state machine uses these timers to handle the different RRM states of the 
controller. 


The state machine of the RRM manager handles the various states of the leader and deter- 
mines when to run the RRM algorithms. Currently, a controller can be in eight states: 
m UNDEFINED: Used before the RRM state machine is initialized. 


m= RESET: In this state, the controller creates its default group, group ID, and adds 
itself to the group. The controller then enters the LEADER IDLE state. 
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LEADER IDLE: Several things happen in this state: 
The HELLO_ TIMER and CALC_TIMER start. 
When the CALC_TIMER expires, enter LEADER PREP state. 


When the HELLO _TIMER expires, send a HELLO message to all controllers in the 
RF group. 


If a join request is received, check and send an ACK/NACK. 

If client data is received, process it. 

LEADER PREP: While in this state, the controller performs these steps: 
Starts the PREP_ TIMER. 

Starts TRANSMISSION TIMER and starts polling. 


When PREP TIMER is finished and all the switches are updated, goes to the 
LEADER COMP state. 


LEADER COMP: The different controller group IDs are compared. After that calcu- 
lation is complete, moves to the LEADER_ ASSIGN state. 


LEADER ASSIGN: If another controller has a higher group ID, enter JOIN WAIT 
state. Otherwise, the controller assumes it is group leader and goes into the 
LEADER IDLE state. 


JOIN_WAIT: The controller sends a join message to the RF group leader from the 
LEADER ASSIGN state and waits for a response. When a response is received, it 
moves to GROUPIE state. If the controller does not receive a join response from the 
RF group leader, it assumes it is the leader and moves to the LEADER IDLE state. 


GROUPIE: While the controller is in this state, it believes there is another controller 
with a higher group ID than itself. It remains in this state until the grouping algorithm 
runs again. 


Note You cannot manually set an RF group leader at this point. That would actually be a 
desirable feature because the RF group leader is responsible for performing the majority of 
the RRM calculations, and you would ideally want the least-loaded controller to be the 
leader. The phrase /east loaded refers to the AP load. All hardware platforms are fully 
capable of performing this function under a full load. The idea is to optimize for top net- 
work performance. 


Chapter 12: Radio Resource Management 357 


Dynamic Channel Assignment 


DCA is handled by the RF group leader for a particular RF group. As you saw in Figures 
12-2 through 12-4, you can have RF subgroups. DCA runs separately for each RF sub- 
group that might exist. 


The DCA algorithm takes the following information into account: 


m= Load measurement: Every AP measures the percentage of total time occupied by 
transmitting or receiving 802.11 frames. 


m Noise: APs calculate noise values on every serviced channel. 


m Interference: APs report on the percentage of the medium taken up by interfering 
802.11 transmissions. (This can be from overlapping signals from foreign APs as well 
as non-neighbors). 


m Signal strength: Every AP listens for neighbor messages on all serviced channels and 
records the RSSI values at which these messages are heard. This AP signal strength 
information is the most important metric considered in the DCA calculation of chan- 
nel energy. 


Based on these metrics, if the worst performing AP will benefit by at least 5 dB or more, 
a channel change will take place. The decision to change the channel of an AP is also 
weighted to prevent a mass change within the RF group. You would not want to have a 
single AP change channel and have that change result in 20 other APs having to change 
their channel. The controller also takes into account how heavily an AP is used. A less 
utilized AP is more likely to have a channel change instead of a heavily used neighbor. 
This helps mitigate client disassociations during a DCA event because a radio channel 
change disconnects all associated clients. 


When an AP first boots up out the box, it transmits on channel 1 on the 802.11b/g radio 
and channel 36 for the 802.11a radio. The channels change according to any DCA adjust- 
ments if necessary. If a reboot occurs, the APs remain on the same channel they were 
using before the reboot until a DCA event occurs. If an AP is on channel 149 and 
reboots, it will continue to use channel 149 when it comes back up. 


Systemic Problems 


One of the issues with DCA is that the channel plan adjustments are driven by a single 
radio. In the worst case, administrators can see radio channel changes throughout the 
entire wireless LAN (WLAN). The source of this issue is when one of the radios that initi- 
ates these changes is misinformed or not in a position to intelligently make this decision. 
The result is multiple radios making bad judgments as well. In addition, it prevents the 
radios that can make positive changes from making them because they are making adjust- 
ments from a poor radio leader. 


Another major issue is when too many radios change channels during a single update. 
When this occurs, you throw too many changes in the RF network at once, so you might 
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miss the best channel adjustments across multiple radios. This can obviously result in 
instability for wireless users because too many radios are changing transmission channels 
at once. Also, each radio affects the channel cost metrics for each of its neighboring 
radios, better known as RF neighbors. Versions 6.x and later plan to add cost-based build 
metrics into the search algorithm that would penalize a tentative channel plan if the plan 
includes too many radio changes during the same DCA iteration. 


RF environments can pose many challenges. Every deployment usually has a particular 
area that is susceptible to bad RF interference, co-channel interference, or simply poor RF. 
Unfortunately, the radios that are located in these areas might never be able to improve 
enough to offer the most optimal wireless coverage. Radios in these circumstances start 
making decisions for other radios that do not have the same environmental challenges, 
which is referred to as pinning. The result of pinning is that the worst cost metric radio 
prevents other radios from moving to more favorable channels. The bad apples inhibit 
channel plan changes that could improve channel assignments to other radios. 


As mentioned, constant changes go into each major WLC revision that improve RRM. 
The purpose of this section was to inform you of potential negative scenarios that exist. 
By the time this book is published, code should already be available to address these 
major concerns. Another important factor to remember is that you might never run into 
these issues, and even if you do, you can mitigate them from happening by making intel- 
ligent decisions within your deployment. Always remember that RRM is not a substitute 
for a good site survey. 


TPC 


Controllers use the TPC algorithm to determine whether the power of an AP needs to be 
adjusted down. Reducing the power of an AP helps mitigate co-channel interference with 
another AP on the same channel in close proximity. This is especially beneficial on the 
802.11b/g network because you only have three nonoverlapping channels you can use. 


The TPC algorithm runs every 10 minutes. Like DCA, the RF group leaders runs TPC on 
a per-radio, per-AP basis. Therefore, a power adjustment on 802.11b/g has no bearing on 
the 802.11a power level settings for the same AP. 


Note TPC only adjusts radio power levels down. An AP out of the box always transmits 
at the maximum power until a TPC event lowers the power setting. Like DCA, when AP 
reboots, it uses the previous power level setting before it rebooted. 


The more APs that hear each other at -70 dBm or greater, the better the TPC algorithm 
functions. As stated earlier, the minimum requirement for TPC is that a single AP needs 
to be heard by at least three other APs at -70 dBm or greater. Therefore, you must have 
at least four APs total. The logic behind the lowering of the power levels is that the third 
loudest neighbor is heard at -70 dBm or lower after the change. 
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TPC uses the following criteria to determine if a power level change is necessary: 
Step 1. Are three neighbors at -70 dBm or greater? 
Step 2. If Step 1 is satisfied, determine the transmit power using the following equation: 


Tx Max for given AP + (Tx power control threshold — RSSI of third highest 
neighbor above the threshold) 


Step 3. Is the value from Step 2 with the current Tx power level? Verify whether it 
exceeds the TPC hysteresis. 


If the value is 6 dB or greater, the controller lowers the power of the AP by 
one power level. 


If the value is 3 dB, the AP increases its power. A power increase is almost 
always the result of not having a third neighbor (no third neighbor or the third 
neighbor was lost). Power increases are handled by the coverage hole detec- 
tion system, as discussed in the section that follows. 


For example, assume that you have four APs operating in the 5-GHz band in close prox- 
imity to one another. The maximum power level would be 17 dBm (50 mW). Your con- 
troller is running 4.2 with a transmit power level threshold of -70 dBm. The AP in ques- 
tion hears the third loudest neighbor at -60 dBm. When you put this information into the 
preceding equation, you get a value of 7 dBm: 


17(Tx_Max) + (-70 — (-60)) = 7 


Because this value is greater than 6 dBm, the controller lowers the power level by one 
(3 dBm) to 14 dBm. Provided everything remains the same between now and the next 
polling interval, the power level remains at 14 dBm. 


It is important to remember that decreases in AP radio power levels are gradual, whereas 
increases can take place immediately. Therefore, if you change the RRM configuration set- 
tings, do not expect to start seeing the APs changing channels and adjusting their power as 
soon as you click Apply. 


Coverage Hole Detection 


The controller uses the quality of client signal levels reported by the APs to determine if 
the power level of that AP needs to be increased. Coverage hole detection is controller 
independent, so the RF group leader is not involved in those calculations. The controller 
knows how many clients are associated with a particular AP and what the signal-to-noise 
ratio (SNR) values are for each client. 
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If a client SNR drops below the configured threshold value on the controller, the AP 
increases its power level to try to compensate for the client. The SNR threshold is based 
on the transmit power of the AP and the coverage profile settings on the controller. 


The controller uses the following equation for detecting a coverage hole: 


Client SNR Cutoff Value (IdBl) = [AP Transmit Power (dBm) — Constant (17 dBm) - 
Coverage Profile (dB)| 


Depending on the number of clients that are at or below this value for longer than 60 sec- 
onds, coverage hole correction might be triggered, and the AP could increase its power 
level to try to remove the SNR violation. 


For example, if a client has an SNR of 15, the AP is at power level 2 (17 dB, 50 mW) on 
the 802.11b radio, and the controller coverage profile is at the default of 12, will the radio 
need to power up? 


If you put the values into the coverage hole detection equation, you can determine the 
answer to that question: 


Client SNR Cutoff = 17 (AP transmit power) — 17 (Constant) — 12 (Coverage thresh- 
old)= |-12 dBI 


The client SNR of 15 dB is above the SNR cutoff value, so the AP does not increase its 
power in this situation. 


Note If the AP is already at power level 1, it cannot increase the power any further, and 
clients at the edge of the cell coverage suffer a performance hit or disassociate altogether if 
the signal gets weak enough. 


Aside from a real coverage hole, a client with a poor roaming logic might not roam to 
another AP as expected and be “sticky.” A sticky client can remain associated with an AP 
until the SNR is very low and triggers a false coverage hole detection. 


The coverage hole algorithm also allows the network to heal itself if an AP fails. When a 
neighbor AP is lost, it increases the power of nearby APs as needed to compensate. 
Again, the increase in power for an AP is a gradual process, increasing the power one 
level at a time. 


Enhancements to RRM 


As the controller code has advanced, RRM has evolved with it. RRM is much more con- 
figurable than in older versions. The algorithms used to take into account a lot more 
information than in previous versions, such as high ceilings for warehouse environments. 
Also, they are more granular to allow an experienced wireless administrator to tweak the 
RF environment. The release of 4.1.185.0 saw the biggest changes in RRM behavior and 
each subsequent release. 


Following are a few examples of how RRM has improved: 
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DCA Anchor Time: Introduced in 4.1.185.0. Allows you to configure the start of the 
10-minute DCA interval in start-up mode. Start-up mode is the time in which DCS 
operates every 10 minutes for the first 10 iterations using a High Sensitivity level of 
5 dB. This helps the network stabilize quickly. 


DCA Interval: The elapsed time between DCA calculations. This value used to be 
fixed. 


DCA Sensitivity: Three configurable levels are now available for the sensitivity of 
the DCA algorithm to RF changes. 


Tx Power Threshold: Changed from —65 dB to -70 dB. The overall enhancements to 
RRM in 4.1.185.0 code resulted in the old default of -65 dB to be too hot for most 
indoor deployments. The new setting of —70 dB results in better cell overlap for 
most deployments out of the box. 


Better Simple Network Management Protocol (SNMP) traps: RRM-generated 
SNMP traps are more descriptive. They indicate why an AP changed channel and 
what the metrics were before and after the change. 


Tx-Power-Up Control: To mitigate drastic power fluctuations during a coverage hole 
event, an AP only adjusts its power up one level at a time. This keeps the APs from 
running too hot and increasing co-channel interference. 


In code Release 5.0 and higher, the RRM graphical user interface (GUI) configura- 
tion is split into five separate GUI pages: RF Grouping, TPC, DCA, Coverage, and 
General. The separation allows for ease of use. 


CLI versus GUI operations: Commands for configuring the interval, anchor time, 
and channel sensitivity level for DCA that used to be CLI only have been moved to 
the GUI starting in Release 5.1. 


In 5.1, the On Demand option for DCA (see the “Configuring RRM” section that 
follows) is renamed to Freeze: Freeze better describes the actual function of the 
feature, which is to cause the controller to evaluate and update the channel assign- 
ment for all joined APs if necessary, but only when you click Invoke Channel 
Update Now. 


Up until code Release 5.1, DCA was not supported when using channel bonding 
(40-MHz wide channels) for 802.11n: You were responsible for statically configur- 
ing the AP channels. This could be a tedious task when dealing with a large deploy- 
ment. This feature is available only on the 5-GHz radio. 


Starting in code Release 5.2, coverage hole detection is no longer a global setting 
and can be enabled or disabled on a per-WLAN basis: Coverage hole detection is 
enabled by default on the WLAN. One of the reasons you might want to disable this 
is because if you know a device is going to roam, it is advised that you enable the 
wireless on the device so that it can assist in finding coverage holes. Conversely, if 
several devices are stationary and have wireless as a backup, it would be advisable to 
disable this because you know the devices are not going to move and will not be able 
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to provide intelligent information to help the coverage hole detection algorithm with 
its calculations. In all actuality, it would be wasting cycles on devices such as these. 


Configuring RRM 


For the majority of wireless deployments, you would not need to configure anything 
other than the RF group name you wanted your controllers to use (Figure 12-5). The 
default settings for RRM are optimal for most installations, and you should not adjust 
them unless you suspect a problem. Adjusting some of the timers too high can result in 
the RRM algorithms running algorithms with stale RF environment information. 


°C 172.18.122.118 - Remote Desktop 


Saye Configuration — Pin 
vtfeetles ws 9 Bing 


cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 


Controller General Apply 


General Name WLCa 


Inventor 
y 802,3x Flow Control Mode Disabled = 
Interfaces 
LAG Mode on next reboot Enabled > (LAG Mode is currently enabled), 
led + 
Netwark Rates Ethernet Multicast Mode Disabled 
Internal DHCP Server __Broadeast Forwarding Disabled > 
Mobility Management Aggressive Load Balancing Disabled 
Ports Over The Air Provisioning of AP Disabled > 
AP Fallback Disabled + 
Apple Talk Bridging Disabled + 
Advanced Fast SSID change Disabled » 


Default Mobility Domain Name eelab 


Multicast 


RF Group Name eelab 

User Idle Timeout (seconds) 300 

ARP Timeout (seconds) 300 

Web Radius Authentication [Pap 
802.3 Bridging [Disabled >] 


Operating Environment Commercial (0 to 40 C) 


Internal Temp Alarm Limits Oto65C 


Figure 12-5 RF Group Name 


When you want to view or edit the RRM configuration, use the controller GUI and go to 
WIRELESS and then RRM under either the 802.11b/g/n or 802.11a/n network. 


Here you can view the RF group information: 


m= Group Mode: This setting is enabled by default, and the MAC address of the other 
RF group members is listed under RF group members. Should you disable this setting, 
the controller will not form an RF group with any controllers and will make any RF 
changes itself. 


= = §=©Group Update Interval: This displays the group update interval. In early code, it 
cannot be changed. The default interval is 10 minutes. 
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m= Group Leader: Displays the MAC address of the RF group leader. Remember that 
the group leader can be different for the 802.11a and 802.11b/g networks. 


= Is This Controller a Group Leader: If the particular controller you are viewing is the 
group leader, it will say “Yes.” If “No”, the group leader’s MAC address is listed 
under the Group Leader section. 


m Last Group Update: Indicates the elapsed time since the last 10-minute update inter- 
val ran. It does not, however, indicate the time elapsed since the last RRM change. 


Figure 12-6 shows the RF group information for a 5.2 controller. 
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802.11b > RRM > RF Grouping 
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Figure 12-6 RF Group Name 


From this output, you can see that this particular controller is the only one in; therefore, 
it is the leader for its RF group. 


Dynamic Channel Assignment 


You can configure DCA in three ways: 


m Automatic: The default DCA setting. The DCA algorithm runs every 10 minutes by 
default and makes any changes as necessary. You can change this setting to run the al- 
gorithm every 24 hours with several time intervals in between. Starting in code 


363 


364 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


Release 5.1, you can also configure an anchor time. This value determines when the 
DCA algorithm will start. The values range from 0 to 23 and correspond to the hours 
of day from 12:00 a.m. to 11:00 p.m. 


m Freeze (On Demand): With the setting of On Demand, no RF changes are made 
until you click Invoke Channel Update Now. The important thing to remember here 
is that the update does not run immediately. It runs at the next 10-minute interval. 


m Off: If you set DCA to Off, all DCA functions are disabled. You are responsible for 
statically configuring all the AP channels. An important note to remember here is 
that when this setting is set to Off, all radios are reset to their default power and 
channel levels. 


Figure 12-7 shows the 802.11a DCA configuration page for a 5.2 controller. 
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Figure 12-7. DCA Configuration 


Under the DCA configuration page, you can also configure the following: 


m Avoid Foreign AP Interference: Enabled by default. When enabled, the co-channel 
interference metric is included in the DCA calculations. 


m Avoid Cisco AP Load: Disabled by default. When enabled, the client load on an AP 
is taken into consideration before making a channel change. AP utilization is dynam- 
ic, and you might not want it included in the RRM calculations. 


Chapter 12: Radio Resource Management 365 


m Avoid non-802.1 1a/b Noise: Enabled by default. The non-802.11 noise level of an AP 
is taken into consideration by the DCA algorithm. 


This page shows you that Signal Strength Contribution is enabled (nonconfigurable set- 
ting), who the channel assignment leader is, and the last time the DCA algorithm ran. 


You can also adjust the DCA Sensitivity Level. You can choose from three levels: 


mg Low 

= Medium 

= High 

The default setting for the DCA Sensitivity Level is Medium. When you change this set- 
ting, it adjusts how sensitive the DCA algorithm is to environmental changes such as sig- 


nal, load, noise, and interference. Low means it is not particularly sensitive, and High 
means it is very sensitive to RF changes. 


The values listed in Table 12-1 indicate the improvement in decibels that needs to take 
place for a channel change to occur. 


Table 12-1 Change in Decibels Required for Channel Change 


Sensitivity Level 2.4 GHz 5 GHz 
Low 30 dB 35 dB 
Medium 15 dB 20 dB 
High 5 dB 5 dB 


With the DCA Sensitivity Level set to High, because only a 5-dB improvement is 
required, the system would be very sensitive to an RF change. 


As you can see in Figure 12-6, starting in code Release 5.1 and higher, you can use DCA 
with 802.11n. Before the 5.1 code release, DCA was not supported with channel bonding, 
and you had to set the channels manually. 


At the bottom of Figure 12-7, you can see the DCA channel list and where you can either 
add or remove the channels you want the APs to be able to use. 


Transmit Power Control (TPC) 


Prior to code Release 4.1.185.0, the default TPC defaulted to —65 dB. Although this set- 
ting was fine for the majority of deployments on older code, the overall RRM enhance- 
ments introduced with the 4.1.185.0 code meant that -65 dB could be too “hot.” Cisco 
adjusted the algorithm to function optimally at a setting of -70 dB. If you are upgrading 
your controller from a release prior to 4.1.185.0 to 4.1.185.0 or higher, verify that TPC is 
set to -70 dB. You verify this setting either through the GUI from the TPC setting page 
(Figure 12-8) or by using the following command from the controller CLI: 
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show advanced [802.11b | 802.11a] txpower 
Should the setting not be a -70 dB, you can correct using the following CLI command: 


config advanced [802.11b | 802.11a] tx-power-control-thresh -70 
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= RRM Last Power Level Assignment 379 secs ago 
RF Grouping 
Country 
Timers 
> Qos 
|@) Done @ Internet 


Figure 12-8 TPC Configuration 


Like DCA, TPC has three modes of operation: 


m= Automatic: The Automatic setting is the default. When enabled, the TPC algorithm 
runs every 10 minutes and makes any necessary adjustments. 


m= = On Demand: With TPC set to On Demand, the controller still periodically updates 
the channel information but does not make changes until you click Invoke Power 
Update Now. Just like Freeze with DCA, no changes occur until the next 10-minute 
interval. 


m Fixed: Setting TPC to Fixed turns the feature off. The controller does not evaluate or 


make any changes to the AP transmit power levels. 


The TPC page also shows the following nonconfigurable transmit power level parameter 
settings: 
=~ ~=Power Threshold: Shows the current Transmit Power Threshold setting. 


m= = Power Neighbor Count: Shows the minimum number of neighbor APs for TPC to 
run effectively. The setting is 3 and cannot be changed. 
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m= Power Assignment Leader: Shows the MAC address of the RF group leader. The RF 
group leader is responsible for any power changes. 


= = Last TPC Iteration: Shows the elapsed time since the last time the TPC algorithm ran. 


Coverage 


Under the Coverage page for RRM, as shown in Figure 12-9, you can configure the mini- 
mum RSSI for both data and voice clients. In older codes, you simply set the RSSI for a 
client, and voice and data packets were not distinguished. This value is used in the cover- 
age algorithm to calculate whether a coverage hole alarm should be triggered. 


% 172.18.122.118 - Remote Desktop Se 
MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP a 
Wireless 802.11b > RRM > Coverage Apply 


¥ Access Points 


nN General 


Enable Coverage Hole Detection 


Mesh Coverage Threshold 


HREAP Groups 
> 802.11a/n 


¥ 802.11b/g/n 
Network Min Failed Client Count per AP (1 to 75) 


Data RSSI (-60 to -90 dBm) 


Voice RSSI (-60 to -90 dBm) 


REGroUDING Coverage exception level per AP (0 to 100 %) 


Country 
Timers 


> Qos 


Figure 12-9 RRM Coverage 


You can also configure the minimum number of failed clients (from 1 to 75) that the AP 
should detect before triggering the alarm. If you have sticky clients, you might want to 
increase this value from the default of 3 so you are not constantly bombarded with 
false alarms. 


Last is the coverage exception level per AP setting. This setting is the percentage of 
clients on an AP with poor signal strength that cannot roam to another AP. The maximum 
setting is 25 percent. 


Should the number and percentage of failed packets exceed the values configured for 
Failed Packet Count and Failed Packet Percentage (configurable through the controller 
CLI) for 5 seconds, the client is considered to be in a prealarm condition. The controller 
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uses this information to distinguish between real and false coverage holes. A coverage 
hole is detected if both the number and percentage of failed clients meet or exceed the 
values entered in the Min Failed Client Count per AP and Coverage Exception Level per 
AP fields over a 90-second period. The controller determines if the coverage hole can be 
corrected and, if appropriate, mitigates the coverage hole by increasing the transmit 
power level for that specific AP. 


The Failed Packet Count and Failed Packet Percentage used in determining a coverage 
hole are CLI-only commands: 


m config advanced {802.1 1a | 802.1 1b} coverage {data | voice} packet-count packets: 
Sets the minimum failure count threshold for uplink data or voice packets. The default 
value is 10 packets, with a range of 1 to 255. 


m config advanced {802.1 1a | 802.1 1b} coverage {data | voice} fail-rate percent: Sets 
the failure rate threshold for uplink data or voice packets. The default is 20 percent, 
with a range of 1 to 100 percent. 


Profiles and Monitor Intervals 


The Profile Threshold configuration determines the thresholds that trigger an SNMP trap 
alarm to Wireless Control System (WCS) or another SNMP monitoring tool for interfer- 
ence, client load, noise, and channel utilization. Figure 12-10 shows the General page for 
configuring these settings. 


2% 172,18.122.118 - Remote Desktop {. (oj) 
cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP had 


Wireless 802.11b > RRM > General Apply 


© Access Points 
A Profile Threshold For Traps 


Interference (0 to 100%) 
Clients (1 to 75) 
Noise (-127 to 0 dBm) 
HREAP Groups Utilization (0 to 100%) 
> 802.11a/n 
monodiivain Noise/Interference/Rogue Monitoring Channel 


Network 
~ RRM 
RF Grouping 


Channel List 


Monitor Intervals (60 to 3600 secs) 


Channel Scan Duration 


Neighbor Packet Frequency 


Factory Default 


Set all Auto RF 802.11b parameters to Factory Default. 
Set to Factory Default 
Country 
Timers 
> Qos 


Figure 12-10 RRM General Page 
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The General page also allows you to configure the monitor intervals for RRM. All 
Lightweight Access Point Protocol (LWAPP)/Control and Provisioning of Wireless 
Access Points (CAPWAP)-based APs periodically go off-channel to record RRM measure- 
ments. The off-channel scanning takes approximately 50 ms and is transparent to any 
associated clients. 


The channel scan duration is the interval (valid range of 60 to 3600 seconds) that the AP 
has to scan all the channels. On the 2.5-GHZ band in the United States, for example, with 
the default interval of 180 seconds, the AP goes off-channel roughly every 16 seconds to 
scan all 11 channels: 180/11 = ~16. 


The neighbor packet frequency is how often the APs exchange neighbor messages. The 
default setting is 60 seconds. The APs also use the neighbor messages to maintain the 
neighbor list. In code prior to 4.1.185.0, neighbor APs were removed from the list after 20 
minutes. In later code, an AP must not receive neighbor messages from its neighbor for an 
hour before that neighbor is removed from the neighbor list. This change makes the sys- 
tem less aggressive and allows for short outages. 


Note Changing the monitor intervals to a setting that is greater than the DCA and TPC 
intervals can result in stale RF information being used in the RRM calculations. 


If you need to reset the profile and monitor configurations to factory default, you can 
click Set to Factory Default. This is a useful option if you had made changes in the past 
and want to get the settings back to their original state. 


Note You must disable the 802.11 network before you can reset these parameters to their 
default settings. 


Overriding Global RRM 


Should you desire to set the channel and power level manually for an AP or group of APs, 
you can override the global RRM settings. 


Figure 12-11 shows the 802.11a radio configuration page for an AP. 
Here you can statically assign power and channel to the radio and override the global. 


By clicking on the Performance Profile button and then disabling the option Profile 
Parameters Globally Controlled, as shown in Figure 12-12, you can adjust the AP profile 
settings to fine-tune them as you want. 


You might have an AP in a particular area where you know you will have a higher client 
load or known interference and increase those profile settings to prevent alarms from 
being triggered. 
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cisco 


Wireless 


¥ Access Points 
All APs 
Radios 
802.11a/n 
802.11b/a/n 
Global Configuration 


Mesh 
HREAP Groups 
> 802.11a/n 
> 802.11b/g/n 
Country 
Timers 
> Qos 


MONITOR WLANs CONTROLLER WIRELESS 


2.11a/n Cisco APs > Configure 


General 


AP Name 


Enable 


Operational Status uP 


Admin Status 


1in Parameters 


SECURITY 


MANAGEMENT 


Saye Configuration Ping Logout Refresh 


HELP 


<Back 


COMMANDS 


Apply 


RF Channel Assignment 


AP0022.9091.071b 


11n Supported 


Antenna Parameters 


Internal (Wj 


Antenna Type 


Rx Tx 
a a 
Antenna 
v wv 
a 
Management Frame Protection 
Version Supported 1 
Protection Capability All Frames 
Validation Capability All Frames 


Current Channel 64 


Channel Width* 


* Channel width can be configured only when channel con! 
mode 


Assignment Method © Global 
© Custom 
Tx Power Level Assignment 
Current Tx Power Level 1 
Assignment Method © Global 
© Custom 


Performance Profile 


View and edit Performance Profile for this AP 


Perf ance Profile 


Note: Changing any of the parameters causes the Radio t| 
temporarily disabled and thus may result in loss of cone} 
some clients. 


Figure 12-11 


An od 
cisco 


Wireless 


Access Points 
All APs 
+ Radios 
802.11a/n 
802.11b/a/n 
Global Configuration 


Mesh 
HREAP Groups 
> 802.11a/n 
> 802.11b/g/n 
Country 
Timers 
> Qos 


Radio Configuration Page 


MONITOR WLANs CONTROLLER WIRELESS 


802.11 AP Interfaces > Performance Profile 


Interface Type 
AP Name 


AP ID 1 


Profile Parameters Globally Controlled 


SECURITY 


802.11a/n 


Interference(0 to 100%) 10 | 
Clients (1 to 75) 75 
Noise (-127 to 0 dBm) -70 | 
Coverage (3 to 50 dB) fis | 
Utilization (0 to 100%) [so | 
Coverage Exception Level(0 to 100 %) [2s | 
Data Rate (1 to 1000 Kbps) 1000 | 
Client Min Exception Level(1 to 75) 3 ] 


AP0022.9091.071E 


MANAGEMENT 


Refresh 


Saye Configuration 


Ping Logout 


COMMANDS HELP 


Figure 12-12 


Adjusting AP Profile Settings 
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Troubleshooting RRM 


If you believe you are having excessive RRM functions or RRM is not functioning prop- 
erly, you have several ways of investigating the problem: 


m = Enable SNMP traps for RRM. These traps should be on by default. 
m Use show commands to verify the configuration and see RRM information. 
m Debug RRM. 

SNMP Traps 


The RRM SNMP traps generate trap messages for the following: 


Load profile 

Noise profile 
Interference profile 
Coverage profile 
Channel update 


Transmit power update 


Figure 12-13 shows the Auto RF tab for SNMP traps on a 5.2 controller. 


When an RRM event occurs that meets the necessary criteria to generate an SNMP trap, 
you see messages in the controller trap logs. If you are sending the traps to an SNMP 
trap receiver such as WCS, you might see alarms in WCS or even have notifications sent 
to your email account or pager to notify you of the event. 


Following are some sample traplog outputs from a controller showing various RRM events: 


Interference: 


Tue May 19 13:17:33 2009 Interference Profile Failed for Base Radio MAC: 
00:1e:13:06:f6:50 and slotNo: 0 


Tue May 19 13:35:33 2009 Interference Profile Updated to Pass for Base Radio 
MAC: 00:1e:13:06:f6:50 and slotNo: 0 


In this case, you can see that the interference profile failed for the 802.11b/g radio 
for the AP with MAC address 00:1e:13:06:f6:50. A short time later, the interference 


disappears or is dropped below the configured threshold, and the controller gener- 
ates a trap indicating that the interference profile has passed. 
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sfuetlts Save Configuration Ping Logout Refresh 


cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 
Management SNMP Trap Controls 
Apply 

Summary 

¥ SNMP 
Select All 
Auto RF Profile Traps 
Trap Controls ¥] Load Profile 
Trap Logs 

HTTP ¥] Noise Profile 

Telnet-SSH ¥] Interference Profile 

Serial Port ¥] Coverage Profile 

Local Management 

Users Auto RF Update Traps 

eee ¥] Channel Update 
> Logs 

F 3 v¥] Tx Power Update 

Mgmt Via Wireless 

> Tech Support 
[Done @ internet 100% > 


Figure 12-13 Auto RF SNMP Trap Controls 


m= = Channel update: 


Channel changed for Base Radio MAC: 00:17:df:a7:c7:40 on 802.11b/g radio. 
Old Channel: 6. New 


Channel: 11. Why: Interference. Energy before/after change: -74/-81. Noise 
before/after change: 


-80/-82. Interference before/after change: -75/-86. 


This information not only tells you that the AP has changed channels, but why. The 
root cause for this channel change is interference. When the AP changes from chan- 
nel 6 to channel 11, the interference drops 11 dB. 


Channel changed for Base Radio MAC: 00:1d:46:24:43:a@ on 802.11a radio. Old 
Channel: 52. New 

Channel: 44. Why: Radar. Energy before/after change: 0/®. Noise before/after 
change: 0/0. 

Interference before/after change: 0/0. 


Tue Feb 10 11:05:14 2009—Radar signals have been detected on channel 52 by 
802.11a radio with 
MAC: 00:1d:46:24:43:a@ and slot 1 
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In this case, the channel change was the direct result of a DFS event. The AP detect- 
ed radar on channel 52, so it had to change to a different channel. The AP picked 
channel 44 because it was an available channel and no radar was detected after a 60- 
second scan. 


m= Coverage hole: 


Coverage Hole Detected for AP 1242 whose Base Radio MAC is 
00:1e:13:06:f6:50. Number of Failing Clients 1 


In this case, the controller generated a coverage hole trap because a client fell below 
the configured SNR cutoff value. 
= Transmit power: 


RF Manager updated TxPower for Base Radio MAC: 00:1f:26:28:d3:f@ and slotNo: 
@. New Tx Power is: 2 


This output indicates that the AP changed the power level of its 802.11b/g radio to 2. 


show Commands 


You can see the current RRM configuration on the controller as well as current RRM 
information by AP using the following show commands: 


show advanced [802.11a | 802.11b] txpower 
show advanced [802.11a | 802.11b] channel 
show ap auto-rf [802.11a | 802.11b] AP_name 


As demonstrated in Example 12-1, the show advanced [802.1 1a | 802.1 1b] txpower com- 
mand displays the current transmit power configuration as well as the MAC address of 
the current group leader. 


Example 12-1 Displaying Group Leader Transmit Power Configuration and MAC 
Address Information 


(Cisco Controller) >show advanced 802.11a txpower 
Automatic Transmit Power Assignment 
Transmit Power Assignment Mode..........eeeeeee AUTO 
Transmit Power Update Interval.........eeeeeeee 600 seconds 
Transmit Power Threshold........ceeee eee eee eeee -70 dBm 
Transmit Power Neighbor Count........eeeeeeeeee 3 APs 
Transmit Power Update Contribution............. SNI. 
Transmit Power Assignment Leader..........0+005 00:1f:9e:9b:3e:40 
LAST RUN saws Gee eats 26 e PRED w RO MRE RM ES.S 290 seconds ago 


This particular controller is set to the txpower default settings, and the MAC address of 
the group leader is 00:1f:9e:9b:3e:40. You can tell that this controller is the group leader 
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because it shows the TPC algorithm last ran 290 seconds ago. Only the RF group leader 
would show a value for Last Run. 


As demonstrated in Example 12-2, the output of show advanced [802.1 1a | 802.1 1b} 
channel command shows the current RRM channel information and configuration. 


Example 12-2 Displaying RRM Channel and Configuration Information 


(Cisco Controller) >show advanced 802.11a channel 
Automatic Channel Assignment 


Channel Assignment Mode......... cece eee ee ee eee AUTO 
Channel Update Interval....... cece eee eee ee 60@ seconds [startup] 
Anchor “tine. (Hour of the day). nse eyes s ewae es (1) 
Channel Update Contribution......... cece eee eee SNI. 
Channel Assignment Leader...... cc. eee cece eee 00:1f:9e:9b:3e:40 
LAST. RUM ice et a elt ean ga ee Ge Retna Beard ene alent RL 7s 319 seconds ago 
DCA Sensitivity Level........ cece eee eee STARTUP (5 dB) 
DCA 802.11n Channel Width.......... eee eee eee 20 MHz 
Channel Energy Levels 
MENEMUMN 3 c2 oH eereeea eae De ta ek eee ee Pe -86 dBm 
ENT) 0: (6 |: Pee ee er -86 dBm 
MAXEMUMis so ties eee ee et eae eee ee ee ee -86 dBm 
Channel Dwell Times 
BENIN co obs ow eek Sa had Yond mie oe weed JOR pe @ days, 01h 15 m 23 s 
AVODAQC. deans aa eee bees ee bee ee le @ days, 01 h 23 m 38 s 
MAXUM. See ot daaees oe aa Sate wk ae eee RS @ days, 01 h 31 m 53 s 
802.11a 5 GHz Auto-RF Channel List 
Allowed Channel LisSt....... cece eee eee eee 36,40,44,48,52,56,60,64,149, 
153,157,161 
Unused Channel LiSt..... cc cece eee eee eee eee 100,104,108,112,116,132,136, 
140,165 
802.11a 4.9 GHz Auto-RF Channel List 
Allowed Channel LiSt....... cece eee eee eee 20,26 
Unused Channel LiSt.... ccc cece eee eee eee eee 1,2,3,4,5,6,7,8,9,10,11,12, 
13,14,15,16,17,18,19,21,22, 
23,24,25 
DCA Outdoor AP OptiONn..... eevee eee eee Disabled 


Here you can see the dwell times on the controller for how long APs retain their channel 
settings between DCA changes. Like the txpower command, you can also see the cur- 
rent DCA Channel group leader. Again, this particular controller is the group leader 
because you see a Last Run interval. This output also shows the current channel list that 
the DCA algorithm can use. This controller is using the default 12 channels for the 
802.11a band. 
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Example 12-3 shows output from the show auto-rf 802.11a command for a 1242 AP 
from the controller CLI. From this output you can see interference, load, and coverage 
profile information, radar events, AP neighbor information, the current power level and 
channel information, as well as client information. 


Example 12-3 show ap auto-rf Output 


(Cisco Controller) >show ap auto-rf 802.11a 1242 
NUMDER Of SlOLS t6 oy bi cee eben k Vk Eee RAS whe We ey 2 
AP? NQMC. ice cavaccaeseke PS aa bs Gea caewar tye WW ACE Ode oie anata he ee ea 1242 
MAC AGGRO SS icc e ie ee sek go ee ae ee eae male aeareioll ond Q0:1d:a1:cd:dd:6c 
SLO Ce LD ise sadedet, ie ares cea cad ate era Nerdy aetna darg! cages acneecert, wea | 
Radio. TY PC ie ilan cit a te ee eee ea RADIO_TYPE_80211a 
SUD=Dand TYP. aio oe eee bale hoy be Pee ee ek wks All 
Noise Information 
NOTSO~ PROT DLO: ii aged aioe oe HE hay walaneih den erage wre Medes PASSED 
CHANNEL SC iia eed eae aie eS ieetw nah dale She thee -96 dBm 
GCHAMMOL AQ iia a ere eiil aod scata wc yat etn eva en ele ae eee ase a -98 dBm 
Ghannel :44.6. dais. ate irae Se eae wlan getiednaa, Me wana -98 dBm 
Channel “48: eis eect x alee ee eee ele nad de th ee -97 dBm 
Channel 52g five she eae abe ia Sakae ee aca ewe ee -96 dBm 
CHANNEL 56s iat agen Welt Beale Deane de and eae wife limps -100 dBm 
CHANN GAY 6 ies a cvartvad: toned wired are ok an ae -94 dBm 
Channel 64:0. Jtwacilwue x aa aie he ee ae Dee -98 dBm 
CHANNEL 100 5 iitcie col eet Bil aie Panes Ta aie dant ao -96 dBm 
CHANG 104 eo irate dle witha aaah ts ieee ana -98 dBm 
CHAN MOD: TOS ia ea hatte ee a Silas tal aw Dae ea arte -97 dBm 
CHANNEL 11 Oech eed AE el es ee aan ee ele tye ae -97 dBm 
Chane 11 Giesicadecewtesia eee ide hein anv end, of ad se ae -97 dBm 
CHANNEL 1S 2 iitace eee te nee ore ete icilgaeS yayfar a facie tage le cates a -97 dBm 
CHANNEL. TSG iirc: art ait eedscata cw euat et ane evade ele ate seen ata ae -96 dBm 
CHANNEL: TAQ w. 5 alec tei: ede ate ae ane esa ser at ead ya ee a Se -96 dBm 
Channel “149 ii ast ied wale tee eee eid ah de Gee -96 dBm 
GHANNO LS 158 vetted nel d aca ake. ecagteste, ance late a cbeanace -96 dBm 
Channel. 15 7st aicewin a wei a gn anne a Pad aera -97 dBm 
Channel 164 cece cae a adele ee © beer bt ee -97 dBm 
Interference Information 
Interference Profile........0c cece eee eee PASSED 
Channel 36.5 sa aek eethe wile ea ee ktenaid de dhe -128 dBm @ 0 % busy 
Channel.4Qi.5 oe veaeiihe hea whoa aa ee are we ee -128 dBm @ 0 % busy 
CHANNEL 44s crise ag ete BD ease Weenie aed erage Wie lira -128 dBm @ 0 % busy 
CHANNGL 48 iis warestctd tude wires eet ck an hae -128 dBm @ 0 % busy 
Channel 52h ccteaceiwued Pan ale hee a Dee -128 dBm @ 0 % busy 
CHANNEL 56 ii Site lie tok eth Ci aye Maen TA ie dant ae -128 dBm @ 0 % busy 
GHanMGd: Gi, sine chenha fe tithe eae as SiGe ele ant -128 dBm @ 0 % busy 
(continues) 
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Example 12-3 show ap auto-rf Output (continued) 


CHANNEL (G4 acetate, wale ovis wie are hide Slaten ebady planeratecdeas -128 dBm 
Channel 100. sai eked wena an seit aes tet eo -128 dBm 
CHAMMOL. 1.04 iis agacecetheia eee rae aaa ia oe arcane, oo BW aa sa a ice -128 dBm 
CH ANMO TE NOB itis. e.cciese seca erie aie eile Syayarcantel elie w tazanlaoatel.al -128 dBm 
GCHAMNMOL AO erica re aiiteeticata cw segale ne evacuate late ice ated ae -128 dBm 
Channel 11 Cis ahcegie ce ge ied Saale ae atin we a -128 dBm 
Channel. 132i. ast ced wale tel aa ee hind ah ae dee -128 dBm 
GRAMMC LS ASG dice tates ace adele aca aoe ecagtsestele, tac lack. maka vac! -128 dBm 
CHANNEL TAQ wie ace Went a ee Reeisk wiayieneie aide age ale Aiape -128 dBm 
CHANNEL V4 9 iis eed wae alee hee Bead ae che tee -128 dBm 
Channel 1535. fiwtciw gedaan ed etek -128 dBm 
CHANN LTS 7 cwieicece aie ane eh oa ee agenda a, aha Weooatare -128 dBm 
GRAN CL VGA since treet cac ec S a hak lint agra gh alia Bie ale an Ota -128 dBm 
Rogue Histogram (20/40 ABOVE/40 BELOW) 

CHANN CICS Gis. aerate monde a Ste alata er de ni Acie aha ete 4/ 2/ 0 

Channel 40s 6dvcadissene Pee ale Pee chinks aes Pay 0/ 0/ @ 

Channel 44. weasel ee eee e de hae ced ee 2/ 0/ 0 

Channels 48 )5 ac ie-w adn cde /atiaatnela alae be a iietdle eB aes 3/ 0/ 0 

CH ANNO S26 testa te tied it rad oie ye Nica Silayfal a Dead ea arena 1/ 0/ @ 

CHANNEL S6i ng aie hee Ae en ee aerate oe eee tee eo 2/ 0/ 0 

CHANNEL: CO oi cade cetera eee rae da Sete sant ene, a aa sa a eee 1/ 0/ @ 

CHANNEL) (C4 ie asec e catcee secs arse eae icilgsaeS yayfar a fe eae cara cata 1/ 0/ @ 

CHANNEL “100% seca rjetid caiaaacete nse ava cestye le ehdoe ace wee ae 0/ 0/ @ 

Channel 104s cahigtete ced p ee baa asie eatin eee ak 0/ 0/ @ 

CHhaAnNe L108 6 ee teed aaa tel aa ee eid ah ae date 0/ 0/ 0 

GAMING L112 encicc ig dhe de aleie a acgy aces evaaatsaabiee. Save ice seme cnae 0/ 0/ @ 

Channel AG % vitae aad Weatia eh 2 peed Barend mod sare ale iin 0/ 0/ @ 

CHANNEL “132 eae etait eae tie ea ee Beene ale She ee 0/ 0/ @ 

Channel A86hiieasiete Caee de eee hee Teta Q/ 0/ @ 

Channel 1.405 sesa nage eine he gale, Wee Aa ae eae alran 0/ 0/ @ 

GCHANMCL. TAO € sive cactin eh Ae otha eave eras eave tale ana 1/ 0/ @ 

Channel. 153s) biacctcshe ease kek eee wee 2/ O/ 1 

CHANMED: D7 incites ge vat ee BD oase Diana mind eraye ate uitane 1/ 0/ @ 

CHAN CL 16 ieetcticnd ce ade wiarh xl ateud arash ooetuhey 0 ick Wee Fane 5/ 0/ 0 


Load Information 


Load! POTTS ee tice tbe it CR ape Celene A Be he rad eee PASSED 

Receive ‘UTIL Zatti ON: ssw ae eee vee el whee Q % 

TKRANSMLE: WELTLZ aC LOM sss jisc tte ete eee eta Sasi rea 0 % 

Channel Utilization... ... ccc eee eee ee 3 % 

Attached: CLIentsvciciis ive ced ore a eek ®@ clients 
Coverage Information 

Coverage Prot ile icici. see ccctecess wea etna eee ace a PASSED 


Failed: CLLQntSi seit ait ae ke eas Be a 1) 


clients 


go 9D 90D DVD HDD DDD D 


ee sasese ossesesesses 8 8 8 


busy 
busy 
busy 
busy 
busy 
busy 
busy 
busy 
busy 
busy 
busy 
busy 
busy 
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Client Signal Strengths 


RSSE =100- dO Mesure arate esa igen a aes Misa ® clients 
RSSLT +92 (AD Mia cceint ave wnade Biot ae teas al ata ad bande races ® clients 
RSSI)  -84 Chm... cece eee eee ® clients 
RSSI)  --76 Adm... eee eee ee ® clients 
RSSI°  -68> ADM is eee eta ea ede elec ® clients 
RSSI  -6O AbM.. eee eee eee ® clients 
RSSI)  -52 Adm... cc cee cco renee ree ® clients 


Client Signal To Noise Ratios 


SNR OB iva eee Shae aiid ean ae ed alae! Bees eacen eee eee @ clients 
SNR SP OB ai eutie sot bel Ste Boke a tied lend AUN hw Benen cayen dis ®@ clients 
SNR TO OB aac eritiod a, avai Wided ee Maeve wen ae anit hne tela taele @ clients 
SNR 16 dBi 25 ei jaicoieaie Macatee? bam albae akc @ clients 
SNR 20, OB Sst ccasasie a Wrmis, ate ccc amon ahs. ©) Grane shatiau ee deine @ clients 
SNR 2B OB itech it 24 eral dite: Bee ect le wtih ay dyahana ayes teweriafed @ clients 
SNR BO. OB ian Fat 2 ed. wan gas daete as cn ap ater whe anaes lagen er atte @ clients 
SNR BD SOB aiccaten eaiaod Sat beiee Soe Ride eee aed me pe ae @ clients 
SNR BO) ABs casi tried casas atege acatra ta gus tdmupaettas a ppepaeaiucala jastiee @ clients 
SNR AS MOB ceca tisk Saya arided we edt braale a Mad tye hee Bue ®@ clients 
Nearby APs 
AP 00:17:df:a7:C7:40 SlOt 1... cee eee eee -78 dBm on 153 (192.168.6.5) 
AP 00:10:61:07:fa:20 Slot 1....... cece eee ee -59 dBm on 56 (192.168.6.5) 


Radar Information 


Channel Assignment Information 


Current Channel Average Energy.......-.+-.--- unknown 


(continues) 
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Example 12-3 show ap auto-rf Output (continued) 


Previous Channel Average Energy...........055 unknown 
Channel Change Count... ..0cceeet ieee tere ew ceee (1) 
Last Channel Change Time..........c ccc eee Tue May 19 12:12:01 2009 
Recommended Best Channe@L. wis o66 cee ven e cea ee 36 
RF Parameter Recommendations 
Power LeVGl sc. ctue lie ei6obide Pewee eee gues 6 
RES/CTS: THREShOl dsc wc od ee cad cen oye peeet 2347 
Fragmentation Threshold.........eeeee eee eens 2346 
Antenna Pattern sccw. c ice ieens cies teed deeds () 


From this output, you can tell the following: 


m= The AP interference, load, and coverage profiles are all passed. 

m= = The current channel utilization is 3 percent. 

= Noclients are associated with this AP. 

m From the Nearby APs section, the AP does not meet the minimum requirements for 
RRM to function properly because only two neighbor APs now exist. Remember 
that RRM requires four APs at minimum. 

m= The AP radio channel has never changed. 

m = The recommended best channel is the default power on channel 36 because no RRM 
events have triggered a channel change. 

m= = No radar events exist. 

Debugs 


To debug RRM, use the debug airewave-director command as demonstrated in 
Example 12-4. 


Example 12-4 Debug Options for Airewave Director 


(Cisco Controller) >debug airewave-director ? 

all Configures debug of all Airewave Director logs 

channel Configures debug of Airewave Director channel assignment protocol 
error Configures debug of Airewave Director error logs 

detail Configures debug of Airewave Director detail logs 

group Configures debug of Airewave Director grouping protocol 

manager Configures debug of Airewave Director manager 

message Configures debug of Airewave Director messages 

packet Configures debug of Airewave Director packets 

power Configures debug of Airewave Director power assignment protocol 
radar Configures debug of Airewave Director radar detection/avoidance 
protocol 


Chapter 12: Radio Resource Management 


plm Configures debug of CCX S6Q Power Measurement Loss messages 
rf -change Configures logging of Airewave Director rf changes 
profile Configures logging of Airewave Director profile events 


Enabling the all keyword invokes all the RRM debugs listed in the output from Example 
12-4. The output of debug airewave-director all can be quite verbose. The more APs on 
the WLC, the more output it yields. If you have a heavily loaded WLC, you can imagine 
that the logs would be filled pretty quickly, so you will more than likely want to log it to 
a file for analysis. 


This chapter focuses on the power, channel, detail, and manager debug outputs from the 
RF group leader. 


debug airewave-director power Command 
The output in Example 12-5 shows the TPC algorithm running for both the 802.11a radios. 


Example 12-5 debug airewave-director power Output 


(Cisco Controller) >debug airewave-director power enable 

*May 19 16:50:14.287: Airewave Director: Computing power control assignment on 
802.11a 

*May 19 16:50:14.287: Airewave Director: Preparing for power control assignment 

on 802.11a 

*May 19 16:50:14.287: Airewave Director: AP 00:17:95:81:A9:FQ@(1) has nearby neigh- 
bor 00:1E:13:06:F6:50(1) (RSSI -74) — adjusting power to 21 

*May 19 16:50:14.287: Airewave Director: AP 00:10:B1:07:FA:20(1) has nearby neigh- 
bor 00:1E:13:06:F6:50(1) (RSSI -56) — adjusting power to 3 

*May 19 16:50:14.287: Airewave Director: AP 00:1E:13:06:F6:50(1) has nearby neigh- 
bor 00:17:95:81:A9:FO(1) (RSSI -71) — adjusting power to 18 

*May 19 16:50:14.287: Airewave Director: AP 00:17:DF:A7:C7:40(1) has nearby neigh- 
bor 00:1E:13:06:F6:50(1) (RSSI -83) — adjusting power to 30 

*May 19 16:50:16.128: Airewave Director: Set raw transmit power on 802.11a AP 
00:17:95:81:A9:FO(1) to ( 14 dBm, level 3) 

*May 19 16:50:16.128: Airewave Director: Set adjusted transmit power on 802.11a AP 
00:17:95:81:A9:FO(1) to ( 14 dBm, level 3) 

*May 19 16:50:16.128: Airewave Director: Set raw transmit power on 802.11a AP 
Q0:10:B1:07:FA:20(1) to ( 5 dBm, level 6) 

*May 19 16:50:16.128: Airewave Director: Set adjusted transmit power on 802.11a AP 
Q0:10:B1:07:FA:20(1) to ( 5 dBm, level 6) 

*May 19 16:50:16.129: Airewave Director: Set raw transmit power on 802.11a AP 
00:1E:13:06:F6:50(1) to ( 14 dBm, level 3) 

*May 19 16:50:16.129: Airewave Director: Set adjusted transmit power on 802.11a AP 
Q0:1E:13:06:F6:50(1) to ( 14 dBm, level 3) 

*May 19 16:50:16.129: Airewave Director: Set raw transmit power on 802.11a AP 
00:17:DF:A7:C7:40(1) to ( 20 dBm, level 1) 


*May 19 16:50:16.129: Airewave Director: Set adjusted transmit power on 802.11a AP 
00:17:DF:A7:C7:40(1) to ( 20 dBm, level 1) 
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For this particular AP, you can see TPC start and comparing the power levels of the four 
APs that are currently joined to the controller. In this case, the APs did not adjust their 
power levels. 


If one of the four APs is shut down, however, the configuration does not meet the 
requirements for RRM. The lack of APs results in the remaining APs immediately adjust- 
ing their power to level 1: 


*May 19 18:00:52.667: Airewave Director: Computing power control assignment on 


802.11a 

*May 19 18:00:52.667: Airewave Director: Preparing for power control assignment 
on 802.11a 

*May 19 18:00:54.521: Airewave Director: Set raw transmit power on 802.11a AP 
00:17:95:81:A9:F0(1) to ( 17 dBm, level 1) 

*May 19 18:00:54.522: Airewave Director: Set adjusted transmit power on 802.11a 
AP 00:17:95:81:A9:FO(1) to ( 17 dBm, 1 evel 1) 

*May 19 18:00:54.522: Airewave Director: Set raw transmit power on 802.11a AP 
Q0:1E:13:06:F6:50(1) to ( 17 dBm, level 1) 

*May 19 18:00:54.523: Airewave Director: Set adjusted transmit power on 802.11a 
AP 00:1E:13:06:F6:50(1) to ( 17 dBm, 1 evel 1) 

*May 19 18:00:54.523: Airewave Director: Set raw transmit power on 802.11a AP 
00:17:DF:A7:C7:40(1) to ( 20 dBm, level 1) 

*May 19 18:00:54.524: Airewave Director: Set adjusted transmit power on 802.11a 
AP 00:17:DF:A7:C7:40(1) to ( 20 dBm, 1 evel 1) 


The following takes a deeper look at the Airewave Director so you can see the coverage 
hole feature in action. Here, in the following example, you can see the coverage hole algo- 
rithm working: 


802.1 1a: 


Airewave Director: Coverage Hole Check on 802.11a AP 00:1E:13:06:F6:50(1) 
Airewave Director: Found @ failed clients on 802.11a AP 00:1E:13:06:F6:50(1)) 


Airewave Director: Found @ clients close to coverage edge on 802.11a AP 
00:1E:13:06:F6:50(1) 


802.1 1b/g: 


Airewave Director: Coverage Hole Check on 802.11bg AP 00:1E:13:06:F6:50 (Q) 
Airewave Director: Found @ failed clients on 802.11bg AP 00:1E:13:06:F6:50 (0) 
Airewave Director: Found @ clients close to coverage edge on 802.11bg 

AP 00:1E:13:06:F6:50 (0) 

Airewave Director: Last power increase 183 seconds ago on 802.11bg 

AP 00:1E:13:06:F6:50 (Q) 


As you can see, no failed clients exist on either radio or clients that are in danger of trig- 
gering a coverage hole event. 


Note You must run debug airewave-director power from the controller where the AP 
you are interested in is joined to see the coverage hole corrections for that AP. 
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debug airewave-director channel Command Output 


You will see four phases when the DCA algorithm runs, as outlined in Examples 12-6 
through 12-9. 


Example 12-6 Phase 1: The Controller Collects and Records the Current Statistics to 
Run Through the DCA Algorithm 


*May 19 17:30:36.162: Airewave Director: Computing channel assignment for 802.11a 
*May 19 17:30:36.183: Airewave Director: Checking quality of current assignment 
for 802.11a 

*May 19 17:30:36.185: Airewave Director: 802.11a AP 00:17:95:81:A9:FQ(1) ch 161 
(before -81.72, after -128.00) 


*May 19 17:30:36.185: Airewave Director: 00:17:95:81:A9:FO(1)( 20, 
128.00)( 26, 128.00)( 36, -59.48)( 40, -66.68) 

*May 19 17:30:36.185: Airewave Director: Q0:17:95:81:A9:FO(1)( 44, 
66.87)( 48, -63.35)( 52, -45.88)( 56, -25.91) 

*May 19 17:30:36.185: Airewave Director: 00:17:95:81:A9:FO(1)( 60, 
45.88)( 64, -63.37)(149, -48.93)(153, -59.27) 

*May 19 17:30:36.185: Airewave Director: 00:17:95:81:A9:FO(1) (157, 


66.58) (161, -81.72) 


*May 19 17:30:36.185: Airewave Director: 802.11a AP 00:1C:B1:07:FA:20(1) ch 56 
(before -86.87, after -128.00) 


*May 19 17:30:36.185: Airewave Director: 00:1C:B1:07:FA:20(1)( 20, 
128.00)( 26, 128.00)( 36, -27.12)( 40, -43.49) 

*May 19 17:30:36.186: Airewave Director: Q0:10:B1:07:FA:20(1)( 44, 
63.98)( 48, -66.87)( 52, -66.87)( 56, -86.87) 

*May 19 17:30:36.186: Airewave Director: 00:1C0:B1:07:FA:20(1)( 60, 
66.87)( 64, -66.91)(149, -48.76)(153, -42.78) 

*May 19 17:30:36.186: Airewave Director: 00:10:B1:07:FA:20(1) (157, 


45.79) (161, -25.91) 


*May 19 17:30:36.186: Airewave Director: 802.11a AP 00:1E:13:06:F6:50(1) ch 36 
(before -86.91, after -128.00) 


*May 19 17:30:36.186: Airewave Director: 00:1E:13:06:F6:50(1)( 20, 
128.00)( 26, 128.00)( 36, -86.91)( 40, -45.96) 

*May 19 17:30:36.186: Airewave Director: Q0:1E:13:06:F6:50(1)( 44, 
66.87)( 48, -63.98)( 52, -47.07)( 56, -27.12) 

*May 19 17:30:36.186: Airewave Director: 00:1E:13:06:F6:50(1)( 60, 
47.07)( 64, -64.00)(149, -48.86)(153, -46.82) 

*May 19 17:30:36.186: Airewave Director: 00:1E:13:06:F6:50(1) (157, 


63.76) (161, -59.47) 


*May 19 17:30:36.186: Airewave Director: 802.11a AP 00:17:DF:A7:C07:40(1) ch 153 
(before -86.87, after -128.00) 


*May 19 17:30:36.187: Airewave Director: 00:17:DF:A7:C07:40(1)( 20, 
128.00)( 26, 128.00)( 36, -46.82)( 40, -63.86) 

*May 19 17:30:36.187: Airewave Director: 00:17:DF:A7:C7:40(1)( 44, 
66.83)( 48, -66.76)( 52, -61.38)( 56, -42.80) 

*May 19 17:30:36.187: Airewave Director: 00:17:DF:A7:C07:40(1)( 60, 
61.38)( 64, -66.80)(149, -48.93)(153, -86.87) 

*May 19 17:30:36.187: Airewave Director: 00:17:DF:A7:C07:40(1) (157, 


66.66) (161, -59.07) 
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Example 12-7 Phase 2: The Controller Suggests a New Channel and Stores the 
Recommended Values 


*May 19 17:30:36.187: Airewave Director: Searching for better assignment for 
802.11a with 4 unassigned lLrads 


*May 19 17:30:36.197: Airewave Director: Not using unsupported chan 
00:1C0:B1:07:FA:20(1) 

*May 19 17:30:36.197: Airewave Director: Not using unsupported chan = 26 on AP 
00:1C0:B1:07:FA:20(1) 

*May 19 17:30:36.198: Airewave Director: worst radio changing to chan = (56,@) on 
AP 00:1C0:B1:07:FA:20(1) 

*May 19 17:30:36.208: Airewave Director: Not using unsupported chan = 20 on AP 
Q0:17:95:81:A9:FO(1) 

*May 19 17:30:36.208: Airewave Director: Not using unsupported chan = 26 on AP 
00:17:95:81:A9:FO(1) 

*May 19 17:30:36.208: Airewave Director: worst radio changing to chan = (161,0) on 
AP 00:17:95:81:A9:FO(1) 

*May 19 17:30:36.219: Airewave Director: Not using unsupported chan = 20 on AP 
00:1E:13:06:F6:50(1) 

*May 19 17:30:36.219: Airewave Director: Not using unsupported chan = 26 on AP 
Q0:1E:13:06:F6:50(1) 

*May 19 17:30:36.219: Airewave Director: worst radio changing to chan = (36,@) on 
AP 00:1E:13:06:F6:50(1) 

*May 19 17:30:36.230: Airewave Director: Not using unsupported chan = 2@ on AP 
00:17:DF:A7:C7:40(1) 

*May 19 17:30:36.230: Airewave Director: Not using unsupported chan = 26 on AP 
Q0:17:DF:A7:C7:40(1) 

*May 19 17:30:36.230: Airewave Director: worst radio changing to chan = (153,0) on 
AP 00:17:DF:A7:C07:40(1) 

*May 19 17:30:36.230: Airewave Director: 802.11a AP 00:17:95:81:A9:FQ(1) ch 161 
(before -81.72, after -128.00) 


20 on AP 


*May 19 17:30:36.230: Airewave Director: 00:17:95:81:A9:FO(1)( 20, 
128.00)( 26, 128.00)( 36, -66.91)( 40, -66.87) 

*May 19 17:30:36.231: Airewave Director: Q0:17:95:81:A9:FO(1)( 44, 
66.87)( 48, -63.35)( 52, -45.88)( 56, -25.91) 

*May 19 17:30:36.231: Airewave Director: 00:17:95:81:A9:FO(1)( 60, 
45.88)( 64, -63.37)(149, -48.93)(153, -66.87) 

*May 19 17:30:36.231: Airewave Director: 00:17:95:81:A9:FO(1) (157, 


66.77) (161, -81.72) 


*May 19 17:30:36.231: Airewave Director: 802.11a AP 00:1C:B1:07:FA:20(1) ch 56 
(before -86.87, after -128.00) 


*May 19 17:30:36.231: Airewave Director: 00:1C0:B1:07:FA:20(1)( 20, 
128.00)( 26, 128.00)( 36, -64.76)( 40, -45.96) 

*May 19 17:30:36.231: Airewave Director: 00:10:B1:07:FA:20(1)( 44, 
66.87)( 48, -66.87)( 52, -66.87)( 56, -86.87) 

*May 19 17:30:36.231: Airewave Director: 00:10:B1:07:FA:20(1)( 6, 
66.87)( 64, -66.91)(149, -48.93)(153, -66.87) 

*May 19 17:30:36.231: Airewave Director: 00:10:B1:07:FA:20(1) (157, 


66.87)(161, -66.91) 


*May 19 17:30:36.231: Airewave Director: 802.11a AP 00:1E:13:06:F6:50(1) ch 36 
(before -86.91, after -128.00) 
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*May 19 17:30:36.231: Airewave Director: 00:1E:13:06:F6:50(1)( 20, 
128.00)( 26, 128.00)( 36, -86.91)( 40, -45.96) 

*May 19 17:30:36.231: Airewave Director: Q0:1E:13:06:F6:50(1)( 44, 
66.87)( 48, -63.98)( 52, -47.07)( 56, -27.12) 

*May 19 17:30:36.231: Airewave Director: 00:1E:13:06:F6:50(1)( 60, 
47.07)( 64, -64.00)(149, -48.93)(153, -66.87) 

*May 19 17:30:36.231: Airewave Director: 00:1E:13:06:F6:50(1) (157, 


66.68) (161, -59.48) 


*May 19 17:30:36.231: Airewave Director: 802.11a AP 00:17:DF:A7:C7:40(1) ch 153 
(before -86.87, after -128.00) 


*May 19 17:30:36.231: Airewave Director: 00:17:DF:A7:C07:40(1)( 20, 
128.00)( 26, 128.00)( 36, -46.82)( 40, -63.86) 

*May 19 17:30:36.231: Airewave Director: 00:17:DF:A7:C7:40(1)( 44, 
66.83)( 48, -66.76)( 52, -61.38)( 56, -42.80) 

*May 19 17:30:36.231: Airewave Director: 00:17:DF:A7:C7:40(1)( 60, 
61.38)( 64, -66.80)(149, -48.93)(153, -86.87) 

*May 19 17:30:36.231: Airewave Director: 00:17:DF:A7:C07:40(1) (157, 


66.66) (161, -59.07) 


Example 12-8 Phase 3: The Controller Compares the Suggested Values to the Current 
Values 


*May 19 17:30:36.231: Airewave Director: Comparing old and new assignment for 
802.11a 


*May 19 17:30:36.231: Airewave Director: Not using unsupported chan = 20 on AP 
Q0:17:95:81:A9:FO(1) 
*May 19 17:30:36.231: Airewave Director: Not using unsupported chan = 26 on AP 
00:17:95:81:A9:FO(1) 
*May 19 17:30:36.231: Airewave Director: Not using unsupported chan = 20 on AP 
00:1C0:B1:07:FA:20(1) 
*May 19 17:30:36.231: Airewave Director: Not using unsupported chan = 26 on AP 
00:1C0:B1:07:FA:20(1) 
*May 19 17:30:36.231: Airewave Director: Not using unsupported chan = 20 on AP 
Q0:1E:13:06:F6:50(1) 
*May 19 17:30:36.231: Airewave Director: Not using unsupported chan = 26 on AP 
00:1E:13:06:F6:50(1) 
*May 19 17:30:36.232: Airewave Director: Not using unsupported chan = 20 on AP 
00:17:DF:A7:C7:40(1) 
*May 19 17:30:36.232: Airewave Director: Not using unsupported chan = 26 on AP 
00:17:DF:A7:C7:40(1) 


*May 19 17:30:36.232: Airewave Director: 802.11a AP 00:17:95:81:A9:FQO(1) ch 161 
(before -81.72, after -81.72) 


*May 19 17:30:36.232: Airewave Director: Q0:17:95:81:A9:FO(1)( 20, 128.00) ( 
26, 128.00)( 36, -59.48)( 40, -66.68) 

*May 19 17:30:36.232: Airewave Director: 00:17:95:81:A9:FO(1)( 44, 

66.87)( 48, -63.35)( 52, -45.88)( 56, -25.91) 

*May 19 17:30:36.232: Airewave Director: 00:17:95:81:A9:FO(1)( 6, 

45.88)( 64, -63.37)(149, -48.93)(153, -59.27) 

*May 19 17:30:36.232: Airewave Director: 00:17:95:81:A9:FO(1) (157, 


66.58) (161, -81.72) 


(continues) 
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Example 12-8 Phase 3: The Controller Compares the Suggested Values to the Current 
Values (continued) 


*May 19 17:30:36.232: Airewave Director: 802.11a AP 00:1C:B1:07:FA:20(1) ch 56 
(before -86.87, after -86.87) 


*May 19 17:30:36.232: Airewave Director: 00:1C0:B1:07:FA:20(1)( 20, 
128.00)( 26, 128.00)( 36, -27.12)( 40, -43.49) 

*May 19 17:30:36.232: Airewave Director: Q0:10:B1:07:FA:20(1)( 44, 
63.98)( 48, -66.87)( 52, -66.87)( 56, -86.87) 

*May 19 17:30:36.232: Airewave Director: 00:1C0:B1:07:FA:20(1)( 60, 
66.87)( 64, -66.91)(149, -48.76)(153, -42.78) 

*May 19 17:30:36.232: Airewave Director: 00:1C0:B1:07:FA:20(1) (157, 


45.79) (161, -25.91) 


*May 19 17:30:36.232: Airewave Director: 802.11a AP 00:1E:13:06:F6:50(1) ch 36 
(before -86.91, after -86.91) 


*May 19 17:30:36.232: Airewave Director: Q0:1E:13:06:F6:50(1)( 20, 
128.00)( 26, 128.00)( 36, -86.91)( 40, -45.96) 

*May 19 17:30:36.232: Airewave Director: Q0:1E:13:06:F6:50(1)( 44, 
66.87)( 48, -63.98)( 52, -47.07)( 56, -27.12) 

*May 19 17:30:36.232: Airewave Director: Q0:1E:13:06:F6:50(1)( 60, 
47.07)( 64, -64.00)(149, -48.86)(153, -46.82) 

*May 19 17:30:36.232: Airewave Director: 00:1E:13:06:F6:50(1) (157, 


63.76) (161, -59.47) 


*May 19 17:30:36.232: Airewave Director: 802.11a AP 00:17:DF:A7:C7:40(1) ch 153 
(before -86.87, after -86.87) 


*May 19 17:30:36.232: Airewave Director: 00:17:DF:A7:C07:40(1)( 20, 
128.00)( 26, 128.00)( 36, -46.82)( 40, -63.86) 

*May 19 17:30:36.232: Airewave Director: Q0:17:DF:A7:C7:40(1)( 44, 
66.83)( 48, -66.76)( 52, -61.38)( 56, -42.80) 

*May 19 17:30:36.232: Airewave Director: 00:17:DF:A7:C7:40(1)( 60, 
61.38)( 64, -66.80)(149, -48.93)(153, -86.87) 

*May 19 17:30:36.232: Airewave Director: 00:17:DF:A7:C07:40(1) (157, 


66.66) (161, -59.07) 


Example 12-9 Phase 4: The Controller Applies the Changes if Necessary 


*May 19 17:30:36.232: Airewave Director: Before — 802.11a energy worst -81.72, 
average -85.59, best -86.91 

*May 19 17:30:36.232: Airewave Director: After — 802.11a energy worst -81.72, 
average -85.59, best -86.91 

*May 19 17:30:36.232: Airewave Director: Assignment is not significantly better on 
802.11a — discarding assignment 


As you can see from the last line in this output, any suggested channel changes would not 
result in a significantly better RF environment, so no channel change takes place. 
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debug airewave-director detail Command Output 
When you enable the aireware-director detail debug, you get a real-time view of how 
RRM is functioning on your controller. 


Following are some common messages and their explanations: 


m= RF group keepalive: 


*May 19 14:49:35.140: Airewave Director: Sending keepalive packet to 
802.11bg group members 


*May 19 14:49:35.140: Airewave Director: Sending keepalive packet to 802.11a 
group members 


The RF group members exchange keepalive packets to maintain the group hierarchy. 


m= Neighbor pruning: 


*May 19 15:03:00.796: Airewave Director: Pruning stale RF neighbors 802.11a 
AP 00:1E:13:06:F6:50(1) 


m Processing noise, interference, and load statistics on neighbor APs: 


Noise and interference on 802.11a radio: 


*May 19 15:01:31.137: Airewave Director: Processing Interference data on 
802.11a AP 00:17:DF:A7:C7:40(1) 


*May 19 15:01:31.139: Airewave Director: Processing noise data on 802.11a AP 
00:17:DF:A7:C07:40(1) 


Load on 802.1 1b/g: 


*May 19 15:01:33.143: Airewave Director: Processing Load data on 802.11bg AP 
00:1E:13:06:F6:50(0) 


debug airewave-director manager Command Output 


Enabling this debug allows you to see the RF grouping information. Following is the out- 
put of this debug from the RF group leader and an RF group member: 


m= RF group leader: You can see that this controller is the RF group leader for both the 
2.4- and 5-GHZ bands because the RRM state shows as LEADER IDLE: 


*May 19 16:59:31.994: Airewave Director: Group 802.11a action HELLO_TIMER in 
state LEADER_IDLE 


*May 19 16:59:31.994: Airewave Director: Group 802.11bg action HELLO TIMER 
in state LEADER_IDLE 


*May 19 16:59:35.823: Airewave Director: Group 802.11a action CALC_TIMER in 
state LEADER_IDLE 
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The RF grouping algorithms kick in, and the controller moves into the 


LEADER PREP state: 


*May 19 16:59:35.824: Airewave Director: 


grouping 


Group 802.11a trigger RF automatic 


*May 19 16:59:35.824: Airewave Director: Group 802.11a trigger RF channel 


assignment 


*May 19 16:59:35.824: Airewave Director: 


power control 


*May 19 16:59:35.824: Airewave Director: 


LEADER_IDLE to LEADER_PREP 


*May 19 16:59:35.824: Airewave Director: 


TRANSMISSION_TIMER in state LEADER_PREP 


*May 19 16:59:35.826: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:36.781: Airewave Director: 


TRANSMISSION_TIMER in state LEADER_PREP 


*May 19 16:59:36.782: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:37.737: Airewave Director: 


TRANSMISSION_TIMER in state LEADER_PREP 


*May 19 16:59:37.738: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:37.739: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:38.694: Airewave Director: 


TRANSMISSION_TIMER in state LEADER_PREP 


*May 19 16:59:38.696: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:38.696: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:39.650: Airewave Director: 


state LEADER_IDLE 


*May 19 16:59:39.651: Airewave Director: 


TRANSMISSION_TIMER in state LEADER_PREP 


*May 19 16:59:39.654: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:39.655: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:40.609: Airewave Director: 


TRANSMISSION_TIMER in state LEADER_PREP 


*May 19 16:59:40.611: Airewave Director: 


state LEADER_PREP 


*May 19 16:59:40.612: Airewave Director: 


state LEADER_PREP 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 


Group 
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11a change 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


11a action 


state from 


CLIENT_DATA 


CLIENT_DATA 


CLIENT_DATA 


CLIENT_DATA 


CLIENT_DATA 


CLIENT_DATA 


11bg action CALC_TIMER 


CLIENT_DATA 


CLIENT_DATA 


CLIENT_DATA 


CLIENT_DATA 


in 
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in 


in 


in 
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in 
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The LEADER PREP state completes, and the controller transitions into 
LEADER COMP to calculate the RF group leader: 


*May 19 16:59:40.613: 


LEADER_PREP to LEADER _| 


Airewave Director: 
COMP 


Group 802.11a change state from 


*May 19 16:59:40.702: Airewave Director: Group 802.11a action CALC_END in 


state LEADER_COMP 


After the LEADER COMP state, the controller moves into the LEADER ASSIGN 


state: 


*May 19 16:59:40.702: 
LEADER_COMP to LEADER 


*May 19 16:59:40.702: 
TRANSMISSION TIMER in 


*May 19 16:59:40.704: 
state LEADER ASSIGN 


*May 19 16:59:40.704: 
state LEADER ASSIGN 


*May 19 16:59:41.565: 
state LEADER ASSIGN 


*May 19 16:59:41.566: 
in state LEADER IDLE 


*May 19 16:59:41.567: 
TRANSMISSION _TIMER in 


*May 19 16:59:41.568: 
state LEADER ASSIGN 


*May 19 16:59:41.568: 
state LEADER ASSIGN 


*May 19 16:59:42.523: 
TRANSMISSION _TIMER in 


*May 19 16:59:42.524: 
state LEADER ASSIGN 


*May 19 16:59:42.525: 
state LEADER ASSIGN 


*May 19 16:59:43.480: 
TRANSMISSION_TIMER in 


*May 19 16:59:43.482: 
state LEADER ASSIGN 


*May 19 16:59:43.482: 
state LEADER ASSIGN 


*May 19 16:59:44.437: 
TRANSMISSION _TIMER in 


*May 19 16:59:44.438: 
state LEADER ASSIGN 


*May 19 16:59:44.439: 
state LEADER ASSIGN 


Airewave Director: 
ASSIGN 


Airewave Director: 
state LEADER ASSIGN 


Group 
Airewave Director: Group 
Airewave Director: Group 
Airewave Director: Group 
Airewave Director: Group 


Airewave Director: 
state LEADER ASSIGN 


Group 
Airewave Director: Group 
Airewave Director: Group 


Airewave Director: 
state LEADER ASSIGN 


Group 
Airewave Director: Group 
Airewave Director: Group 


Airewave Director: 
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11a action CLIENT_ACK in 


11a action CLIENT_ACK in 


11a action HELLO_TIMER in 


11bg action HELLO_ TIMER 
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11a action CLIENT_ACK in 


11a action CLIENT_ACK in 


11a action 
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*May 19 16:59:45.394: Airewave Director: Group 802.11a action 
TRANSMISSION_TIMER in state LEADER ASSIGN 


*May 19 16:59:45.395: Airewave Director: Group 802.11a action CLIENT_ACK in 
state LEADER ASSIGN 


*May 19 16:59:45.396: Airewave Director: Group 802.11a action CLIENT_ACK in 
state LEADER ASSIGN 


The controller has the highest group ID and returns to the LEADER IDLE state. 
Then it starts sending HELLO packets to the other RF group members: 


*May 19 16:59:45.396: Airewave Director: Group 802.11a change state from 
LEADER ASSIGN to LEADER_IDLE 


*May 19 16:59:49.223: Airewave Director: Group 802.11bg action CALC_TIMER in 
state LEADER_IDLE 


*May 19 16:59:51.138: Airewave Director: Group 802.11a action HELLO_TIMER in 
state LEADER_IDLE 


*May 19 16:59:51.138: Airewave Director: Group 802.11bg action HELLO TIMER 
in state LEADER_IDLE 


*May 19 16:59:54.969: Airewave Director: Group 802.11a action CALC_TIMER in 
state LEADER_IDLE 


*May 19 16:59:58.801: Airewave Director: Group 802.11bg action CALC_TIMER in 
state LEADER_IDLE 


*May 19 17:00:00.715: Airewave Director: Group 802.11a action HELLO_TIMER in 
state LEADER_IDLE 


*May 19 17:00:00.715: Airewave Director: Group 802.11bg action HELLO TIMER 
in state LEADER_IDLE 


You can tell that this particular controller is the current RF group leader for both the 
802.11a and 802.11b/g networks because it sends HELLO packets in the LEADER 
state. 


m RF group member: Here you can see the same debug output for a controller in the 
same 802.11a RF group as the preceding controller. Throughout the debug, you can 
see this controller sending HELLO packets in the GROUPIE RRM state for the 
802.11a network: 


*May 19 16:58:30.351: Airewave Director: Group 802.11bg action HELLO TIMER 
in state LEADER_IDLE 


*May 19 16:58:30.351: Airewave Director: Group 802.11bg action CALC_TIMER in 
state LEADER_IDLE 


*May 19 16:58:35.171: Airewave Director: Group 802.11a action HELLO_PKT in 
state GROUPIE 


*May 19 16:58:39.901: Airewave Director: Group 802.11bg action HELLO TIMER 
in state LEADER_IDLE 


*May 19 16:58:39.901: Airewave Director: Group 802.11bg action CALC_TIMER in 
state LEADER_IDLE 
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*May 19 16:58:39.902: Airewave Director: Group 802.11bg trigger RF automatic 
grouping 

*May 19 16:58:39.902: Airewave Director: Group 802.11bg trigger RF channel 
assignment 


*May 19 16:58:39.902: Airewave Director: Group 802.11bg trigger RF transmit 
power control 


*May 19 16:58:39.902: Airewave Director: Group 802.11bg change state from 
LEADER_IDLE to LEADER_PREP 


*May 19 16:58:39.902: Airewave Director: Group 802.11bg action TRANSMIS- 
SION_TIMER in state LEADER_PREP 


*May 19 16:58:39.902: Airewave Director: Group 802.11bg action CLIENT_DATA 
in state LEADER_PREP 


*May 19 16:58:39.903: Airewave Director: Group 802.11bg change state from 
LEADER_PREP to LEADER_COMP 


*May 19 16:58:39.924: Airewave Director: Group 802.11bg action CALC_END in 
state LEADER_COMP 


*May 19 16:58:39.924: Airewave Director: Group 802.11bg change state from 
LEADER_COMP to LEADER ASSIGN 


*May 19 16:58:39.924: Airewave Director: Group 802.11bg action TRANSMIS- 
SION_TIMER in state LEADER ASSIGN 


*May 19 16:58:39.924: Airewave Director: Group 802.11bg change state from 
LEADER ASSIGN to LEADER_IDLE 


*May 19 16:58:44.748: Airewave Director: Group 802.11a action HELLO_PKT in 
state GROUPIE 


*May 19 16:58:49.451: Airewave Director: Group 802.11bg action HELLO TIMER 
in state LEADER_IDLE 


For the 802.11b/g network, however, this controller is the RF group leader. You can see 
the controller transition through the various RRM states and remain the 802.11b/g RF 
group leader for this RF group. After the RF grouping algorithm finishes, the controller 
starts to send HELLO packets in the LEADER IDLE state. 


Although these controllers are in the same RF group for the 802.11a network, they are 
both RF group leaders for the 802.11b/g network. The reason for this in this particular lab 
setup is because the 802.11b/g network is disabled on both controllers. Because the net- 
works are disabled, the 2.4-GHz radios have no neighbors to form an RF group, so each 
controller assumes it is the RF group leader. 


Summary 


The RRM algorithm is a complex and constantly changing feature in the world of WLCs. 
RRM by far, can be one of the most complicated pieces to troubleshoot. One critical 
piece of information to remember is that it is not a replacement for a site survey. RRM 
cannot manufacture spectrum, but it achieves optimal balanced coverage for a given 
installation. In addition, RRM is constantly changing and improving from one version to 
the next. The version changes are the major revision, such as 4.x, 5.x, and 6.x. The only 
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time you should see changes within version 6.x, for example, would be if it had bugs or 
major issues that required an immediate fix. The later version within first numeral depic- 
tion would obviously contain the fix if this were the case. 


Another major factor to consider is your deployment. The changes you see are in direct 
relation to your physical and ever-changing RF environment. When you add all the fac- 
tors—variables, conditions, exceptions—you have a complicated feature on the WLC. 
One of the major considerations if you suspect an RRM issue is to switch it to On 
Demand or Static so that you can see what RRM is trying to accomplish. It also points 
out potential trouble spots and areas you might want to focus on. In the end, RRM 
should always be utilized in medium to large deployments to compensate and correct the 
challenges a drastic RF environment can pose. Another key element to understand is that 
incorrect or nonoptimal AP placement can result in poor or suboptimal RRM calcula- 
tions. RRM can only make changes based on what it collects within its environment. 
Feeding in AP placement from a good site survey can result in a much more efficient and 
accurate wireless infrastructure. 


Chapter 13 


With the advent of centralized wireless networking, you can take advantage of the bene- 
fits of a single point of administration for hundreds of APs. Using Wireless Control 
System (WCS) and WCS Navigator, you can centrally administer tens of thousands of 
APs from a single device. Wireless controllers, WCS, and Navigator, however, are expen- 
sive products. Should you need to implement a wireless solution at a remote office con- 
nected to your central network via a WAN, it can be cost prohibitive to install even a 
2100 series controller to service only one or two APs. 


Also, with Lightweight Access Point Protocol/Control and Provisioning of Wireless 
Access Points (LWAPP/CAPWAP), all the client traffic, even to the local network, would 
be tunneled back to the controller across the WAN, put back out on the network, only to 
go back across the WAN to reach its destination. This traffic flow pattern is inefficient 
and would eat up limited WAN bandwidth. Should you decide to install standalone 
access points (AP) in this situation, you lose the ease of central administration. The solu- 
tion to this problem is to install a lightweight AP in Hybrid Remote Edge Access Point 
(H-REAP) mode at the remote location. 


The H-REAP feature allows central administration of the APs and, depending on the con- 
figuration, keeps local traffic local. It also provides link resiliency in the event of a WAN 
outage. Should the WAN link between the AP and the controller be lost, an AP in local 
mode stops servicing clients even though the AP and the controller are operational. An 
AP in H-REAP mode, however, transitions to standalone mode and can continue to serv- 
ice existing, and even new, clients in certain cases until the WAN link is restored. This is a 
valuable feature if you have unreliable WAN links or an unscheduled WAN outage; 

it keeps the local users happy because they can continue working. 
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H-REAP Versus REAP 


H-REAP is actually an enhanced version of the Remote Edge Access Point (REAP) fea- 
ture. With REAP, you had centralized administration of the APs and link resiliency if the 
WAN link failed, but two fundamental limitations existed. 


The first limitation was that only a single model of AP supported REAP mode: the 1030 
series. The second limitation was that when the 1030 series AP lost communication to 
the controller across the WAN, it had no support for multiple wireless LANs (WLAN) or 
VLANs because of a lack of 802.1Q tagging support. The lack of VLAN tagging support 
exists because the 1000 series APs were never designed to be standalone units. The idea 
was that all traffic would be tunneled back to the controller and the controller would be 
responsible for bridging to the correct subnet. 


If a controller was servicing three WLANs at the remote site and the WAN link was lost 
with a 1030 in REAP mode, only WLAN ID 1 would still be available and all client traffic 
would be on the same VLAN as the AP. Cisco introduced H-REAP in code Release 4.0 to 
overcome these limitations. 


H-REAP supports multiple WLANs on different VLANs and is supported on 1130, 1140, 
1240, 1250, and AP801 APs and all the controller platforms. 


Split MAC Versus Local MAC Architecture 


To fully understand how an H-REAP AP functions, you need to understand the difference 
between the Split MAC and Local MAC architectures. 


With Split MAC, the 802.11 protocol functionality is divided between the wireless termi- 
nation point (the AP) and the access controller (controller). Table 13-1 outlines the divi- 
sion of responsibility between the AP and controller with Split MAC. 


As you can see from Table 13-1, the network distribution and integration functionality 
resides with the controller. This means that all the client data must be tunneled between 
the AP and the controller. The controller is also responsible for associations, reassocia- 
tions, disassociations, and 802.1x/EAP and key management services. The AP, however, 
handles the beacons, probe responses, 802.11 encryption and decryption, and all other 
real-time 802.11 protocol services. 


In a Local MAC architecture, however, the division of 802.11 protocol services is differ- 
ent. Table 13-2 outlines the Local MAC division of responsibility. 


One of the first things you will notice in the Local MAC scenario is that every service 
except for 802.1x/EAP and key management resides with the AP. The 802.1x/EAP and 
key management service remain at the controller because the controller must be aware of 
any client mobility events between the APs. For the controller to be aware of mobility 
events, the AP must forward association requests to the controller. 
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The Local MAC mode of operation allows for the data frames to be either locally 
bridged (also known as Local Switching) or tunneled as 802.3 frames. The latter 
implies that the AP performs the 802.11 integration function. In either case, the 
Layer 2 wireless management frames are processed locally by the AP and then for- 


warded to the controller. 


H-REAP APs take advantage of both Split MAC and Local MAC to provide wireless 
resiliency. So even though the AP may not be registered to a controller, it can service 


wireless clients. 


Table 13-1 Split MAC Architecture 


Function Responsible Device 
Distribution service Controller 
Integration service Controller 
Beacons AP 

Probe response AP 

Power management/packet buffering AP 
Fragmentation/defragmentation AP 
Association/Reassociation/Disassociation Controller 
802.11e 

Classifying Controller 
Scheduling Controller/AP 
Queuing AP 

802.111 

802.1x/EAP! Controller 
Key management Controller 


802.11 encrypt/decrypt 


AP or controller 


IEAP = Extensible Authentication Protocol 
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Table 13-2 Local MAC Architecture 


Function Responsible Device 


Distribution service 


Integration service 


Beacons 


Probe response 


Power management/packet buffering 


Fragmentation/defragmentation 


B\S/S/8/5) 5/8 


Association/reassociation/disassociation 


802.1 1e 


Classifying 


AP 
Scheduling AP 
AP 


Queuing 


802.111 


802.1x/EAP Controller 


Key management Controller 


802.11 encrypt/decrypt AP 


H-REAP Modes of Operation 


A lightweight AP can be in any of several operating modes. By default, the AP is in local 
mode; this is not to be confused with Local MAC, as discussed earlier. When in local 
mode, should the AP not be connected to a controller, the AP cannot service wireless 
clients. When the AP is in H-REAP mode, however, depending on the WLAN and AP 
configuration (explained in detail next), clients can still use the wireless network. 


H-REAP APs have two operating modes: 


m= Connected mode: While in connected mode, the AP is registered to the controller 
across the WAN. The controller handles LWAPP/CAPWAP control traffic, authentica- 
tion, and associations, and the AP bridges the client traffic to the local network de- 
pending on the VLAN mappings and WLAN settings. 


m Standalone mode: In standalone mode, the connection to the controller is down for 
one reason or another and the AP is operating on its own. While in standalone mode, 
the AP continues to service any existing clients and can even allow new client authen- 
tications and associations depending on the security parameters of the WLAN. 
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An H-REAP AP in standalone mode supports Open, Shared, static Wired Equivalent 
Privacy (WEP), Wi-Fi Protected Access (WPA)-PSK, WPA2-PSK, 802.1x, Cisco 
Centralized Key Management (CCKM), and local EAP authentication methods. 
Local EAP, CCKM, and 802.1x authentication methods are discussed later in the 
chapter in the “H-REAP Enhancements” section. 


After the AP in standalone mode re-establishes a connection with the controller, it 
disconnects all clients, applies any new configuration information from the con- 
troller, and then allows client connectivity once again. 


Central Versus Local Switching 


When client traffic is centrally switched, the client traffic is passed between the AP and 
the controller in the LWAPP/CAPWAP tunnel, and the controller bridges the traffic to 
and from the network. Figure 13-1 illustrates central switching. This is the same process 
that an AP uses in local mode. 


Network 
Resource 


LWAPP/CAPWAP Tunnel 


Controller 


Bases LWAPP Control Traffic 


Client Data Traffic, Passed Auth 


Figure 13-1 Central Switching 


Local switching means that the client traffic is bridged to the local network directly by 
the AP on the locally connected switch and does not pass through the controller. 
Figure 13-2 shows local switching traffic flow. 


It is important to remember that if your clients will be using Dynamic Host 
Configuration Protocol (DHCP), the DHCP service needs to be provided locally for 
each VLAN. 


Figure 13-3 illustrates a mixed deployment of central and locally switched WLANs on 
the same H-REAP AP at a remote office. 


On WLAN 1, which is centrally switched, Client 1 traffic is tunneled to and from the 
controller and the controller bridges that traffic. With WLAN 2 configured with local 
switching, after Client 2 has passed authentication, traffic to and from the client is 
bridged by the AP to the local network. 
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Figure 13-2 Local Switching 
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Figure 13-3 Central and Local Switching Mixed Deployment 
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H-REAP States of Operation 


Along with configuring either central or local switching for a WLAN, H-REAP allows you 
to configure central or local authentication. Local authentications are handled “locally” by 
the AP. (Details follow in the “Local Authentication Local Switching” section.) The combi- 
nation of the AP operating mode, central or local switching, and central or local authentica- 
tion determines the operating state of the AP. The different combinations result in five 
operating states for H-REAP APs. Each state is explained in detail in the following sections. 


Central Authentication Central Switching 


With central authentication and central switching, the controller is responsible for client 
authentications, associations, and bridging the client traffic to the network. Central 
authentication with central switching is valid only when the AP is in connected mode. 


When the AP changes to standalone mode, all clients are disconnected from the WLAN 
and no new clients are allowed on that WLAN until LWAPP/CAPWAP communications 
with the controller are restored and the AP returns to connected mode. 


Central Authentication Local Switching 


With central authentication local switching, the controller is responsible for the client 
authentication and associations, but the AP directly bridges client traffic to the local net- 
work. Web authentication is a good example of this. The guest users are redirected to the 
web auth page on the controller, pass authentication, and then the AP bridges the traffic 
to the local VLAN. 


Central authentication local switching is valid only when the AP is in connected mode. 
Should the AP switch to standalone mode, any existing clients will continue to function 
until the WLAN session times out or the key session expires. 


Local Authentication Local Switching 


Local authentication local switching means that the AP can handle authentication config- 
ured on the WLAN. An example would be open (no authentication) or preshared key, such 
as WPA1-PSK and WPA2-PSK. The AP directly bridges client traffic to the local network. 


When the AP is in connected mode, the controller still handles the authentications and 
associations. When the AP switches to standalone mode, the responsibility of authentica- 
tion and association is transferred to the AP. Local authentication local switching is valid 
only when the AP is in standalone mode. 


Authentication Down Local Switching 


In this state, the H-REAP refuses any new client connections but continues to send beacons 
and probes so existing clients continue to function. You have an authentication down situa- 
tion when 802.1X, WPA-802.1X, WPA2-802.1X, or CCKM is used on the WLAN, but no 

backup RADIUS servers are configured. This mode differs from central authentication local 
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switching in that no new clients are allowed. After an existing client reaches the WLAN 
session timeout value, the AP will not allow that client to reauthenticate. When all existing 
clients have reached the WLAN session timeout and are disconnected, the AP transitions 
to the authentication down switching down state (discussed in the section that follows). 
Authentication down local switching is valid only in standalone mode. 


Authentication Down Switching Down 


With an authentication down switching down situation, the AP disconnects existing 
clients and stops sending beacons and probes. As mentioned earlier, the AP enters this 
state from authentication down local switching and when all clients have disconnected. 
This state is valid only in standalone mode. 


H-REAP Wireless Security Support 


Security support on the H-REAP locally switched WLANs depends on whether the AP is 
in connected or standalone mode. Security types, such as AirFortress, that require con- 
trol over the data path do not work with traffic on locally switched WLANs because the 
client traffic is not tunneled back to the controller. The controller cannot control traffic 
that is not tunneled back to it. Any other security type works on either centrally or locally 
switched WLANs, provided the path between the H-REAP AP and the controller is up. 


Table 13-3 outlines WLAN security configurations supported depending on the mode of 
the AP. Keep in mind that this table lists the configurations supported but not whether 
the authentication feature actually works in these modes. Table 13-4 under “H-REAP 
Guidelines and Limitations” outlines which authentication features work in each H-REAP 
operating mode. 


Configuring H-REAP 
To set up an H-REAP deployment, you need to complete several configuration steps: 
Step 1. Get the APs joined to the controller. 
Step 2. Configure the WLAN for central or local authentication. 
Step 3. Configure the WLAN for central or local switching. 
Step 4. | Change the AP mode to H-REAP. 
Step 5. Configure local switching on the AP if desired. 
Step 6. Configure the local switch. 


Controller Discovery 


An H-REAP AP can use any of the usual AP discovery methods if they are available. If 
Layer 3 discovery methods are not feasible, you can statically configure the AP with the 
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Table 13-3) WLAN Security Configurations: Dependent on H-REAP AP-Mode 


Security Type Connected Connected Standalone 
Mode Mode Mode 
(Centrally (Locally (Locally 
Switched) Switched) Switched) 
Open Yes Yes Yes 
Shared Yes Yes Yes 
WPA-PSK Yes Yes Yes 
WPA2-PSK Yes Yes Yes 
Client exclusion/ Yes Yes No 
blacklisting 
MAC address authen- _—-Yes Yes No new 
tication (onboard or authentications 
upstream) 
Dynamic WEP Yes Yes Yes (4.2 or higher) 
(802.1X) 
WPA (802.1X) Yes Yes Yes (4.2 or higher) 
WPA2 (802.1X) Yes Yes Yes (4.2 or higher) 
CCKM Yes Yes Yes (4.2 or higher) 
IBNS! Yes Not supported Not supported 
NAC2 Yes Yes No new 
authentications 
Web Auth (onboard Yes Yes No new 
or upstream) authentications 
VPN (onboard or Yes Not Not supported" 
upstream) supported” 
Cranite Yes Not Not supported" 
supported" 
AirFortress Yes Not Not supported" 
supported" 


IBNS = identity-based networking services 


2NAC = network admission control 


“These security methods require the controller to mandate all traffic flow through a given point on the network, that is, 


through AirFortress appliance, and so on. While in standalone mode, the controller cannot enforce these policies 


because the LWAPP/CAPWAP tunnel is down and the AP is not capable of enforcing the policies. If you want these 


security methods to be in place even when the AP is in standalone mode, the security resources must be present on the 


local network. 
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controller IP address you want it to try to join. See Chapter 8, “Access Point 
Registration,” for more information on AP registration. 


When you deploy APs at a remote location, it can be easy to strand an H-REAP AP 
because local tech support might not be available. There could be a misconfiguration of the 
AP, incorrect DHCP or Domain Name System (DNS) options, routing problems, and so on. 


One method to recover a stranded AP is to enable protocol forwarding on the local Layer 
3 switch. As long as the AP has an IP address in the correct subnet, you can enable proto- 
col forwarding for User Datagram Protocol (UDP) port 12223 for LWAPP or 5246 for 
CAPWAP on the next local Layer 3 device where the AP is connected to the network. 
With protocol forwarding enabled, the Layer 3 discovery broadcast from the AP, sent to 
255.255.255.255, is forwarded as a unicast using the protocol configured to the manage- 
ment interface IP address of the controller you desire using an ip helper-address on the 
Layer 3 interface by the Layer 3 network switch. 


For example, if the management IP address of the LWAPP controller you want the H- 
REAP AP to join is 10.100.10.6 and the AP resides on VLAN 10 at the remote network, 
the Layer 3 next hop switch would have the configuration in Example 13-1. 


Example 13-1 Sample Switch Configuration to Forward AP Broadcast Discovery 


ip forward-protocol udp 12223 
interface vlani0 
Description AP VLAN 
ip address 192.168.10.1 255.255.255.0 
ip helper-address 10.100.10.6 


After the AP registers, you can remove the ip forward-protocol and ip helper-address 
commands from the next hop Layer 3 switch configuration. 


Using IP protocol forwarding and ip helper-addresses is a great way to recover a stranded 
AP regardless of whether the AP is in H-REAP mode. 


During the AP join process with an H-REAP AP, the AP sends its current H-REAP 

configuration, including the VLAN mappings for the locally switched WLANS, to the 
controller. Example 13-2 shows partial output from debug capwap events and debug 
capwap packet for a 1242 AP in H-REAP mode joining a controller running 5.2 code. 
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Example 13-2 H-REAP AP Configuration During Join Process 


*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 


IE 


*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 


IE 


*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 


IE 


*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 
*Apr 06 10:46:57.557: 


192.168.1.15:7645 


*Apr 06 10:46:57.557: 
=— static 1, 192.168. 


*Apr 06 10:46:57.557: 


00:1e:13:06:fF6:50 — 


*Apr 06 10:46:57.557: 


00:1e:13:06:fF6:50 — 


*Apr 06 10:46:57.558: 


Type : CAPWAP_MSGELE_VENDOR_SPECIFIC PAYLOAD, Length 25 
Vendor Identifier : 0x00409600 


SPAM_VENDOR_SPECIFIC_PAYLOAD 
IE Length : 19 
Type : AP_VLAN MAPPING_TYPE 
Native Vlan ID: 1 
Num of Entries : 2 
vlan name: @2, Id: 12 
vlan name: 03, Id: 20 


Type : CAPWAP_MSGELE_VENDOR_SPECIFIC_ PAYLOAD, Length 15 
Vendor Identifier : 0x00409600 


SPAM_VENDOR_SPECIFIC_PAYLOAD 
IE Length : 2] 


Type : CAPWAP_MSGELE_VENDOR_SPECIFIC_ PAYLOAD, Length 17 
Vendor Identifier : 0x00409600 


SPAM_VENDOR_SPECIFIC_PAYLOAD 
IE Length : 11 
<<<< End of CAPWAP Packet >>>> 
00:1e:13:06:f6:50 Configuration Status from 


00:1e:13:06:f6:50 Updating IP info for AP 00:1e:13:06:f6:50 
1.15/255.255.255.0, gtw 192.168.1.1 


00:1e:13:06:f6:50 Updated IP Domain info for AP 
set @, Domain 


00:1e:13:06:f6:50 Updating IP NamServer info for AP 
set @, nameserver 0.0.0.0 


00:1e:13:06:f6:50 Setting MTU to 1485 


From this output, you can see that the native VLAN for the AP is VLAN 1, and WLAN 
IDs 2 and 3 are locally switched and mapped to local VLANs 12 and 20, respectively. 


You can also see that the AP has a static IP address of 192.168.1.15 with a netmask of /24 
and a default gateway of 192.168.1.1. 


Remember that AP join packets are large and are always fragmented when they are sent to 
the controller. This can be important when you are trying to join APs across a WAN link. 
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Even though the maximum round trip network delay that the H-REAP APs can handle is 
300 milliseconds (ms) (see “H-REAP Guidelines and Limitations”), packet fragments need 
to arrive within 100 ms of each other for the controller to able to reassemble them. It is 
also important to remember that the controller/AP can only handle four fragments. If a 
packet between the controller and the AP are broken up into more than four fragments, 
then they will not be able to reassemble it. 


As an example of the affects of network delay during the AP join process, Figure 13-4 
shows an AP is trying to join a controller across a slow WAN link. As you can see, the 
AP is sending the join request and the controller is responding with the join response, yet 
the AP is never able to successfully register. 


™ AP_across_WAN_link.pcap - Wireshark fe )) 
File Edit View Go Capture Analyze Statistics Tools Help 
aa ee a @xeea\% SFLIBS AQAQtnl sBBe! B 
Fiter: [ip. addr==10. 231. 94.199 Expression... Clear Apply’ 
Decryption Mode: None SA Decryption Keys... 
No. ~ Time Source Destination Protocol Info a 
2375 11:47:29,932 10,231.94.199 192.168.254.1¢ IP Fragmented IP protocol Cproto=upp Ox1l, off=1480) 
2376 11:47:29.970 10.231.94.199  192.168.254.1¢ IP Fragmented IP protocol (proto=upP Oxl1, off=0) 
237 7k Teor 10.231.94.199  192.168.254.1¢ LwapP CNTL JOIN_REQUEST 
2378 11:47:30.149 192.168.254.106 10.231.94.199 IP Fragmented IP protocol Cproto=UDP 0x11, off=0) 
2379 11:47:30.149 192.168.254.106 10.231.94.199 LwappP CNTL JOIN_REPLY 
2383 11:47:34,943 10.231.94.199 192.168.254.1] IP Fragmented IP protocol Cproto=upP Oxl1, off=1480) 
2384 11:47:34,981 10.231.94.199  192.168.254.1] IP Fragmented IP protocol (proto=upP Ox11, off=0) 
2385 11:47:34.985 10.231.94.199 192.168.254.11 LwapP CNTL JOIN_REQUEST 
2386 11:47:35.159 192.168.254.110 10.231.94.199 IP Fragmented IP protocol Cproto=upP 0x11, off=0) 
2387 11:47:35.160 192.168.254.110 10. 231.94.199 LwaPP CNTL JOIN_REPLY 
2392 11:47:39.953 10.231. 94.199 192.168.254.117 IP Fragmented IP protocol (proto=uDP 0x11, off=1480) 
2393 11:47:39.990 10.231. 94.199 192.168.254.113 IP Fragmented IP protocol (proto=upP 0x11, off=0) 
2394 11:47:39.995 10.231.94.199 192.168.254.11 LwapP CNTL JOIN_REQUEST 
2395 11:47:40,168 192.168.254.114 10.231.94.199 IP Fragmented IP protocol (proto=upP Ox11, off=0) 
2396 11:47:40.168 192.168.254.114 10.231.94.199 LwaPpP CNTL JOIN_REPLY 
2397 11:47:44. 963 10.231.94.199 192.168.254.1( IP Fragmented IP protocol (proto=UDP 0x11, off=1480) a 
> 
# Frame 2355 (93 bytes on wire, 93 bytes captured) 
# Ethernet II, Src: Cisco_49:¢c4:99 (00:19:56:49:c4:99), Dst: IETF-VRRP-virtual-router-VRID_O7 (00:00:5e:00:01:07) 
# Internet Protacol, Src: 10.231.94.199 (10.231.94.199), Dst: 192.168.254.103 (192.168.254.103) 
# User Datagram Protocol, Src Port: 23160 (23160), Dst Port: 12223 (12223) 
# LWAPP Encapsulated Packet 
# LWAPP Control Message 
# Data (35 bytes) 
0000 §=600 00 Se 00 01 07 00 19 56 49 c4 99 08 00 45 cO 
0010 00 4f OO Od 00 00 fd 11 94 12 Oa e7 Se c7 cO aB 
0020 fe 67 5a 78 2f bf 00 3b ca 94 00 23 5e 1d c2 do 
(0030 04 00 00 27 00 00 01 00 00 1f 00 00 00 00 3a 00 . . 
10040 =01 03 03 00 Oe 01 00 00 00 04 02 70 00 Oc 03 OB ....e eee one Pewee rr 
JANEA _AA_AD_AI AA AA AI AA _AI__AA_AA_AI_M_AI 
1@ Fie: "C:\Documents and Settings\leejohns|Deskt... Packets: 6496 Displayed: 43 Marked: 0 Profile: Default 


Figure 13-4 Failed AP join process across a slow WAN link 


The reason the AP is not able to join the controller in Figure 13-4 is because the WAN 
link is causing a several hundred millisecond delay between the join request from the AP 
and the join response from the controller. The delay is large enough that the AP believes 
the controller did not respond and the process repeats over and over. 


Configuring the WLAN 


The default switching mode for a WLAN is central switching. So if you do want a partic- 
ular WLAN to be locally switched, you need not change any of the configurations. If 
you do plan to locally switch a WLAN, select H-REAP local switching on the Advanced 
tab of the WLAN. Figure 13-5 shows the H-REAP selection check box. 
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4 4402 - Microsoft Internet Explorer 
File Edit View Favorites Tools Help 
Back ~ => - & (2) | Qsearch [Hjravorites Epmedia CH) F~ G 
Address [@) hetpi//192, 168.6.5/screensfframeset. html =] eee | tins”) Bsneot et 
stfietles Save Configuration Ping Logout Refresh 
cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 
WLANs : — - 
| General | Security | QoS | Advanced 
WLANs 
WLANs Allow AAA Override DP Enabled DHCP 
> Advanced Coverage Hole Detection [¥ Enabled DHCP Server T override 
Enable Session Timeout vw 1800 
Session Timeout (secs) DHCP Addr. Assignment [7 Required 
Aironet IE M Enabled Management Frame Protection (MFP) 
Diagnostic Channel T Enabled 
yeeneale D Infrastructure MFP F% (Global MFP Disabled) 
Override Interface ACL [None > 
MFP Client [Optional =] 
P2P Blocking Action Disabled = Protection £ Optional | 
Client Exclusion # M Enabled |60 DTIM Period (in beacon intervals) 
grout Value (secs) 
a (NSO 2:0 7 a(S) | 
H-REAP Local Switching? M Enabled 802.11b/a/n (1 - 255) [1 
Learn Client IP Address& [Enabled NAC 
State I Enabled 
Foot Notes 
1 CKIP is not supported by 10xx model APs 
2 Web Policy cannot be used in combination with IPsec 
3 H-REAP Local Switching is not supported with IPsec, CRANITE authentication 
4 When client exclusion is enabled, @ Timeout Value of zero means infinity (will require administrative override to reset excluded clients) 
5 Client MFP is not active unless is configured ira 
Bi timnies, Cline 20 te encfintiee ble cabs ibe LOEAD fest Sititteb ints tem bleil 
[e) Done [| [agp internet 


Figure 13-5 Configuring H-REAP Local Switching on the WLAN 


When this feature is selected on the WLAN, an AP in H-REAP mode can bridge the client 
traffic directly to the local switch for the VLAN this WLAN is mapped to on the AP. 


To configure the WLAN for H-REAP with local switching using the command-line inter- 
face (CLI), enter the following command: 


config wlan h-reap local-switching wlan_id enable 


A common misconception is that enabling H-REAP local switching on a WLAN affects 
non-H-REAP APs. This is not true. An AP in local mode ignores the H-REAP local 
switching setting. This means that you can easily have the same WLAN for both local 
and remote users. Along those same lines, an H-REAP AP ignores the local switching 
parameter for a WLAN unless local switching (VLAN support) is enabled. 


In addition to the WLAN switching mode, you need to decide if you want to configure 
central or local authentication. Figure 13-6 shows the WLAN configured for WPA2-PSK, 
which is a local authentication method. 


Also notice that, as part of the WLAN configuration, no mention was made of choosing 
an interface for the WLAN. Unless you will have APs in local mode servicing a WLAN 
configured for local switching in conjunction with H-REAP APs, the controller interface 
is irrelevant because the controller will not bridge the client traffic on the network. The 
H-REAP AP performs that function. Even if you will not be using any local mode APs, 
you must choose an interface to be associated with your WLAN. In this case, you could 
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use the management interface or create a quarantine VLAN interface, for example if you 
do not want client traffic to be bridged by the controller if the client traffic is no longer 
locally switched. 


4a Cisco_50:a8:cO - Microsoft Internet Explorer 
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Figure 13-6 WLAN Local Authentication 


Configuring the AP 


The majority of configuring an H-REAP deployment is on the AP. You have to change the 
AP from the default AP-Mode of local to H-REAP mode (see Figure 13-7) and reboot the 
AP. After the AP rejoins the controller, you see the H-REAP configuration tab that is also 
shown in Figure 13-7. Under the H-REAP tab, you can configure the switching mode 
from the default of central switching. Using H-REAP groups, you configure local authen- 
tication settings if desired. H-REAP groups are covered later under the “H-REAP 
Enhancements” section. 


To enable H-REAP mode on the AP from CLI, enter the following command: 
config ap mode h-reap AP_name 


Changing the switching mode of the AP from the default of central to local switching 
requires you to enable VLAN support on the AP. Select the native VLAN for the AP, and 
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> 802.11b/g/n Status IP Config 
Country Cp hits IP Address 192.168.1.202 
Timers Operational Status Static IP oO 
> Qos Port Number 1 
Time Statistics 
UP Time Od,17h41mo3s 
Controller Associated Time 0d,00h09m 36s 
Controller Association Latency 0d, 15h 50m 57s 
Hardware Reset Set to Factory Defaults 
Perform a hardware reset on this AP Clear configuration on this AP and reset it to factory 
defaults 
Reset AP Now 
Clear All Config 
Clear Config Except Static IP 
[ 
(@) Done [x Internet 


Figure 13-7 H-REAP Mode and H-REAP Tab on the AP Configuration 


then map the H-REAP local switching enabled WLANs to the desired local VLAN. 
Figures 13-8 and 13-9 illustrate these steps from the controller graphical user interface (GUI). 


To configure the native VLAN for the H-REAP AP from the CLI, enter the following 
commands: 


config ap h-reap vlan {enable | disable} AP_name 
config ap h-reap vlan native vlan-id AP_name 


The native VLAN for the AP should match the native VLAN of the trunk port on the 
local switch. 


To enable local switching fora WLAN, select the local VLAN you want a particular 
WLAN to use on the remote network. Remember that until you have configured at least 
one WLAN for local switching, you cannot map a WLAN to a local VLAN. 


To map the WLANs to the local VLANs from the CLI, enter the following command: 


config ap h-reap vlan wlan wlan_id vlan-id AP_name 


Configuring the Local Switch 


The configuration of the local network switch port that the H-REAP AP will be physically 
connected to depends on how you have configured the WLAN and H-REAP switching. If 
you are simply doing central switching, all you need is for the AP to be connected to an 


406 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


y4s02 rosoft Internet Explorer 


File Edit View Favorites Tools Help 
seBack ~ => ~ @ 2) Gh| Gsearch Gyravorites Gmedia C4) Eh~ | 
Address |) http://192.168.6.5/screens/frameset.html +] @60 |Links ” Gsract By! 


Saye Configuration Pin Logout 
A ed 9 Bing Log 


cisco OR OLLER WIRELESS IANDS — HELP 


Wireless All APs > Details for 1242 _<Back_| Apply 
ape Iceman scosmines Nmanatecteymiennenn +-REAP puted 
All APs 
+ Radios | 
O2.11a/n VLAN Support Vv 
802.11b/a/n < 
Global Configuration Native VLAN ID jt 
Mesh DSviENivenpinGeN| 
HREAP Groups HREAP Group Name 
> 802.11a/n 
> 802.11b/g/n 
Country 
Timers 
> Qos 
lg) pene LTT [@ internet 


Figure 13-8 Setting the Native VLAN 
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Figure 13-9 Mapping WLANs to Local VLANs 
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access port in the correct VLAN (a VLAN that can route to the controller from the remote 
network). If you intend to only have a single locally switched WLAN or if multiple WLANs 
do not need wired side separation, you can use an access port. If you have multiple locally 
switched WLANs that need wired side separation or you do not want a single locally 
switched WLAN to use the same VLAN as the AP, configure an 802.1q trunk port instead. 


Assume that you have a remote office with three VLANs. The remote network uses 
VLAN 10 for management, VLAN 20 for internal users, and VLAN 30 for guest traffic. 
The local Layer 3 switch also serves as the DHCP server (DHCP configuration not 
shown). You want the AP to be in VLAN 10 and have two WLANs on the controller that 
will be locally switched: one WLAN for internal users and one for guest users. To achieve 
this goal, the configuration for the local network switch should look like Example 13-3. 


Example 13-3 Local Switch Example Configuration 


interface Vlan10 

description Management VLAN 

ip address 10.10.10.1 255.255.255.0 
interface Vlan20 

descriptin User VLAN 

ip address 10.10.20.1 255.255.255.0 


interface Vlan30 
description Guest VLAN 
ip address 10.10.30.1 255.255.255.0 


interface FastEthernet1/0/2 
description H-REAP AP Port 
switchport trunk encapsulation dot1q 
switchport trunk native vlan 10 
switchport trunk allowed vlan 10,20,30 
switchport mode trunk 
spanning-tree portfast trunk 


The H-REAP AP would have its IP address in VLAN 10, either via DHCP or statically 
assigned, and this VLAN would be designated as the native VLAN for the AP on the 
controller. The management VLAN is the only VLAN at the remote location that 
needs to be routed across the WAN for the H-REAP AP to communicate with the 
controller. 
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H-REAP Guidelines and Limitations 


You need to keep several guidelines and limitations in mind when deploying an H-REAP 
configuration on the network: 


A H-REAP AP can be deployed with either a static IP address or a DHCP address. In 
the case of DHCP, a DHCP server must be available locally and must be able to pro- 
vide the IP address for the AP at bootup. 


As is true for all lightweight APs, the network link between the remote office and 
the controller network cannot be less than 128 kbps. 


H-REAP supports up to four fragmented packets or a minimum 500-byte maximum 
transmission unit (MTU) WAN link. This is the same value as an AP in local mode. 
With the introduction of CAPWAP for the controllers in 5.2 code, Path MTU 
Discovery is supported. 


Depending on the number of APs located at a remote site, Radio Resource 
Management (RRM) functionality may not work optimally. It takes at least four APs 
to trigger the Transmit Power Control algorithm. Dynamic Frequency Selection 
(DFS) and dynamic channel assignment (DCA) still function. See Chapter 12, “Radio 
Resource Management,” for information. 


Roundtrip latency must not exceed 300 ms between the AP and the controller, and 
LWAPP/CAPWAP control packets must be prioritized over all other traffic. 


H-REAP APs can perform 802.11 authentication and association functions locally 
and then proxy that information up to the controller when in connected mode. Call 
Admission Control (CAC) and Traffic Specification (TSPEC) functions may not be 
desirable because of this. A client will likely be allowed to associate, but then, pro- 
vided CAC or TSPEC limitations have already been met, the client connections may 
be severed as mandated by the controller. 


The advertised location accuracy of Cisco is not supported. The location algorithm 
accuracy increases with the number of APs, and the majority of H-REAP deploy- 
ments will only have a few APs at a single location. This does not mean that location 
is not supported with H-REAP—only that the accuracy of the location might not be 
within 10 meters. 


True multicast is not supported when using locally switched WLANs. Only 
Multicast-Unicast is supported. 


To use CCKM fast roaming between H-REAP APs, you need to configure H-REAP 
groups. 


Roaming between H-REAP can take as long as 50 ms to 1500 ms. Keep in mind that 
all authentications while in connected mode must cross the WAN, be processed by 
the controller or external device (RADIUS, NAC, and so on), and the access-accept 

be sent back across the WAN to the AP. So if the WAN link is right at the limit of 
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300 ms round trip and the clients are using a form of EAP authentication in which 
you have lots of packet exchange, you can imagine how slow a roam might be 
before the client can pass traffic again. To help decrease the roaming times, all 
H-REAP APs should be configured with the same local VLAN mappings so roam- 
ing clients will not have to re-DHCP. The use of H-REAP groups and CCKM will 
help mitigate this. 


m H-REAP APs support a 1-1 Network Address Translation (NAT) configuration. They 
also support Port Address Translation (PAT) for all features except true multicast. 
Multicast is supported across NAT boundaries when configured using the Multicast- 
Unicast option on the controller. When Multicast-Unicast is enabled on the con- 
troller, the controller unicasts any multicast traffic to each AP joined to it. This 
means that if you had 100 APs joined, the controller would replicate a multicast 
packet 100 times instead of simply forwarding the traffic to the AP multicast 
address if you were using Multicast-Multicast instead. Multicast-Unicast can obvi- 
ously be resource intensive on the controllers and is not a recommended configura- 
tion. H-REAP APs also support a many-to-one NAT/PAT boundary, except when you 
want true multicast to operate for all centrally switched WLANs. Keep in mind that 
the AP can be behind NAT/PAT, but the controller the AP is registered with cannot 
be behind a NAT/PAT network boundary. 


m= PPTP is supported for locally switched traffic, provided that these security types are 
accessible locally at the AP. 


m H-REAP APs support multiple service set identifiers (SSID). 


m NAC out-of-band integration is supported only on WLANs configured for H-REAP 
central switching. It is not supported for use on WLANs configured for H-REAP 
local switching. 


m= The primary and secondary controllers for an H-REAP AP must have the same 
configuration. Otherwise, the AP might lose its configuration, and certain fea- 
tures (such as WLAN override, AP group VLANs, and so on) might not operate 
correctly. In addition, make sure to duplicate the SSID of the H-REAP AP and its 
index number on both controllers as well as any other controller the AP can fail 
over to in the event of a controller failure. 


Table 13-4 shows which security features are supported or partially supported with the 
different modes and states H-REAP operation. 
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Table 13-4 H-REAP Supported Security Features 


Feature Connected Mode Connected Mode Standalone Mode 
(Centrally Switched) (Locally Switched) (Locally Switched) 


CCKM Yes (if AP groupsare Yes (if AP groupsare Yes (if AP groups are 
used) used) used) 

CAC and TSPEC Yes Yes Not supported" 

RFID 4/location- Yes Yes Not supported 

based services 

Client load- Not supported Not supported Not supported 

balancing 

Peer-to-peer block- Yes Not supported Not supported 

ing 

WIDS2 Yes Yes Not supported 

RLDP? Yes Yes Not supported 

RADIUS authenti- Yes Yes Yes (4.2 and higher) 

cation 

TACACS+ authenti- Yes Yes Not supported 

cation 

RADIUS/TACACS+ Yes Yes Not supported 

accounting 


“An AP in standalone mode does not follow CAC and TSPEC rules and allows all client connections. 
IRFID = Radio Frequency Identification 
2WIDS = Wireless Intrusion Detection Sytem 


3RLDP = Rogue Location Discovery Protocol 


H-REAP Enhancements 


Since the introduction of H-REAP, several enhancements have been implemented to make 
it more robust and provide client access and authentication methods in the event the AP 
transitions to standalone mode. 


Backup RADIUS Server 


Starting in code Release 4.2, you can configure an H-REAP AP with a backup RADIUS 
server. This allows the AP to perform full 802.1x EAP authentications using RADIUS 
while in standalone mode. The backup RADIUS server can be any RADIUS server on the 
network as long as the H-REAP AP still has network connectivity to that server during 
the network outage that caused it to enter standalone mode in the first place. 
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To configure an H-REAP AP with a backup RADIUS server, use the following command 
from the controller CLI: 


config ap h-reap radius auth set {primary | secondary} ip_address auth_port 
secret AP_name 


H-REAP Groups 


H-REAP groups is another 4.2 feature that allows you to group APs that you want to 
share a common backup RADIUS server. If you had several H-REAP APs, for example, 

it is a lot less work to create an H-REAP group and then add the APs to that group rather 
than specifying the RADIUS servers on the individual APs. In later codes, you can also 
configure H-REAP groups for local authentication. An H-REAP AP can only be a mem- 
ber of one H-REAP group. You can configure up to 20 H-REAP Groups with 25 APs in 
each group per controller. Figure 13-10 shows an H-REAP group example. 


H-REAP groups are required for CCKM fast roaming to work with H-REAP APs. CCKM 
fast roaming is achieved by caching a derivative of the master key from a full EAP 
authentication so that a simple and secure key exchange can occur when a wireless client 
roams to a different AP. This feature prevents the need to perform a full RADIUS EAP 
authentication as the client roams from one H-REAP AP to another within the same 
H-REAP group. If you create an H-REAP group comprising a limited number of APs (for 
example, you create a group for four APs in a remote office), the clients can roam only 


nternet Expl =18/x 
seBack ~ => ~ G2) Gt) Qsearch Gyravorites “Gmedia <4) ES~ Sp 
Address [@) hetp://192, 168.6.5/screens/frameset. html J] O60 |Links *| Bsnaot Sh es! 
sttietlts Saye Configuration Ping Logout Refresh 
cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 
Wireless HREAP Groups > Edit ‘Miami’ < Back Apply 
© Access Points 
All APs General | Local Authentication 
Group Name Miami 
ion 
Mest HREAP APs AAA 
HREAP Groups 
> 802.11a/n Add AP Re eT eryer [1P:10.10.20.20, Port:i612 =| 
> 802.11b/g/n AP MAC Address AP Name Status secondaryinn None | 
Country OO:id:al:cd:dd:6c 1242 Associated = Eneble AP 
Local 
Timers Authentication 
> Qos 
|Z) Done | ® Internet 


Figure 13-10 H-REAP Group Configuration Example 
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among those four APs, and the CCKM cache is distributed among those four APs only 
when the clients associate to one of them. 


Following is additional information on CCKM and H-REAP: 


m = The H-REAP APs receive the CCKM cache keys from the controller. 


m= The cache keys are stored on the AP. The AP can use the key in connected or stand- 
alone mode. 


m= If an H-REAP AP boots up in the standalone mode, fast roaming is not supported 
because the AP cannot get the CCKM keys from the controller. 


m= CCKM fast roaming is not supported between H-REAP and non-H-REAP APs. It is 
also not supported between different H-REAP groups. A client has to perform a full 
EAP authentication. 


m= The controller distributes the cache key for a client to the APs in the configured H- 
REAP group the client is connected to. 


m CCKM cache key aging is based on the WLAN session timeout value. 


m = CCKM cache keys are deleted when the client is removed from the system. 


Local Authentication 


With code Release 5.0 and higher, local authentication features were added to the H- 
REAP group configuration. You can configure your H-REAP APs to perform Lightweight 
Extensible Authentication Protocol (LEAP) or EAP-FAST using a local RADIUS server on 
the AP. Originally, this was limited to 20 users, but with the 5.2 release of code, you can 
configure up to 100 users. When an H-REAP AP joins the controller, it receives the list of 
users. The AP only authenticates users present in its list. Figure 13-11 shows the local 
authentication page of an H-REAP group. 


After you have defined your usernames and passwords, you need to configure the proto- 
cols that local authentication will support. You do this using the Protocols tab, as illus- 
trated in Figure 13-12. 


As you can see, only LEAP or EAP-FAST is supported. 


If a backup RADIUS server is configured and the AP transitions to standalone mode and 
can no longer perform central authentication through the controller, the AP will always 
try to authenticate a user via the backup external RADIUS server. Should the backup 
RADIUS server fail to respond, the AP will use its own local database to try to authenti- 
cate the user. 


Troubleshooting H-REAP 


You can verify your H-REAP configuration on the controller and the AP with several 
show and debug commands, as detailed in the sections that follow. 
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2} 4402 - Microsoft Internet Explorer -/8) x] 


File Edt i Tools Help | 
Back ~ => ~ G 2) Gh) Qsearch [Eyravorites Gmedia <4) Y~ | 
Address [@) httpi//192, 168.6.5]screens/frameset. html ] ea |Links”) Gsnract yy! 


i Favorite: 


Saye Configuration Pin Logout Refresh 
An ed ws erm eee epee see bs 


cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 


Wireless HREAP Groups > Edit 'Miami' < Back Apply 


¥ Access Points 

| General | Local Authentication _ 
| Local Users | Protocols 
| 


Global Configuration 


Mesh No of Users 3 Add User 
HREAP Groups ieeeName x an 
> 802.11a/n Upload 
u ben a csvfilee 
> 802.11b/a/n 
fof fred ~] File Name Browse. 
Country E 
jenny ~] 
Timers UserName 
> Qos Password 
Confirm 
Password 
Add 


Remove All Users 


|) Done {@ Internet 


Figure 13-11 Local Authentication with H-REAP Group Configuration Example 


2h 4402 - Microsoft Internet Explorer -/8/ x] 


File Edit Help 


seBack ~ => ~ @ 2) Gh) Gsearch yravorites Gmedia CH | EY~ | 
Address [@) hetpi//192.168.6.5/screensiframeset.htm| ] ec | nts >| Gsnact By ey! 


Saye Configuration Ping Logout Refresh 


otftetles 
cisco MONITOR WI CONTROLLER WIRELESS SECURITY MANAGEMENT C MANDS HELP 


Wireless HREAP Groups > Edit ‘Miami’ < Back Apply 


¥ Access Points 
| General | Local Authentication _ 


Global Configuration 
Mesh LEAP 
HREAP Groups 
Enable LEAP i 
> 802.11a/n | Authentication 
> 802.11b/g/n | EAP Fast 
| 
Country Sex 
Enable EAP Fast Authentication [¥ 
Timers 1 
Rone Server Key (in hex) M Enable Auto key generation 
Authority ID (in hex) 436973636f0000000000000000000000 
Authority Info Cisco A_ID 
PAC Timeout (2 to 4095) VM fio 
@) Done |) Internet 


Figure 13-12 Local Authentication with H-REAP Group Protocols Configuration 
Example 
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show Commands 


From the controller CLI, you can see if the AP is in H-REAP mode, what the local VLAN 
mappings are, its backup RADIUS servers, groups, and so on, and the state of a client 
associated with an H-REAP WLAN. The commands from the controller CLI are as fol- 
lows: 


m= = show ap config general AP_name: Displays VLAN configurations, static backup 
RADIUS servers, and H-REAP group information. 
= = show wlan wlan_id: Displays whether the WLAN is locally or centrally switched. 


m = show client detail client_mac: Displays whether the client is locally or centrally 
switched. 


Examples 13-4, 13-5, and 13-6 provide sample output from these three commands on the 
controller respectively. 


Example 13-4 show ap config general Command Output 


(Cisco Controller)>show ap config general 1242 


Cis¢o. AP: IGCNTITIE!. 4 aos ga eed ne we ee 2 

CiSCOM APR NAM 3 aca ecans seins alate thea ate eal Aya oean etn anatase eokaaGa 1242 

COUNTY COdG2.. wet chigek ces esee ce et Sea ek tases US - United States 
Regulatory Domain allowed by Country............. 802.11bg: -A 802.11a:-A 
AP COUNTPY: CODE iss be ae Roa tg De LAG wee ee a US - United States 
AP Regulatory DOMAain..... 2. cece eee eee eee 802.11bg:-A 802.11a:-A 
Switch Port NUMBOr: sss ww sie cues ans aa eee ee Be ed | 

MAG -AGOP@S$ i iuoe Wess GRA EN aR aoe a Oe Q0:1d:a1:cd:dd:6c 
IP AGdress. CONFIQUCALLON ca nn cae wy ole Ree Bae w Eee DHCP 

TP’ AdOIROSS sc teecis aad acta: dias tad Nanna ace ace yal es Seeger Stayed Sy 192.168.1.208 

TR SN GEMS Ke scituaiies ag Siiet er oat aerate, a tae cry Ge Resa te dstie cane ae 255.255.255.0 
Gateway “DP: AGGM i asc. flea a tewacd tidacweagee ect ac ane a tages ala Bea e 192.168.1.1 

GAPWAP: Path iMTUs ic iscat eae acai! Be eae ae 1485 

TOINGt “Stat Sic tilhis Pe ead awe e Bee Sem he ae widen a cee a aeneceeea Od Disabled 

SSM SEAL CS ait tah ase ele arEite erin hahaa won an afta td anatase a daed Disabled 

Cisco: .AP LOCATION. sew ctva einai relevent hy ews default location 
Cisco AP Group Name..... cece cece eee ee eee eee default -group 
Primary Cisco Switch Name.........eeee eee eee eee 4402 

Primary Cisco Switch IP Address.........eeeeueuae Not Configured 
Secondary Cisco Switch Name........ cee cece ee eee 

Secondary Cisco Switch IP Address..........0eeeee Not Configured 
Tertiary Cisco. Switch Name... ccs ek veda chee ale ewes 

Tertiary Cisco Switch IP Address...........eeeeee Not Configured 
Administrative: State awacce kee cede wide eee aes ADMIN_ENABLED 


Operation State wo. cei cece cece cece c eee n cree neee REGISTERED 
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MUrPORLNG)-MOdG® fice eid aie cade OM eae she ee ed Disabled 
IAPAMOG Gaines ties svete yee tees re mee Ue Ree ect tele H-Reap 
PUDLIGC: SARCCY.: senuays iw ewsd ayaa hare ata aya teed eae aye, Disabled 
AR SSUBDMOGG: Fxesent as Sosye fale Wesene Cice Gente tad oe Madge nd aes Not Configured 
ReEMOtE: “AR “DEDUG » sud eieiisercwcdcasndnod age e ap tie lene d dad pce ale Boa ale Disabled 
Logging trap severity levels cics secede «eeu sie MS informational 
S/W NO@TSTON: nc ba bah at cei ie eed dace Datos ae es 5.2.178.0 
BOOt> VERSTON: Ge sdoieh are, eraccce clacd seelat yeild caieaodcale eetide 12.3.7.1 
MiT~ LOS. VSS TOM e. saiente caciat osicestet eM hisatiae eh dgelelay as Sead daefet vee RA a aia 3.0.51.0 
Stats: Reporting Period s..c<sccaveerexd Mek as Renee s 180 
LED StAQCC sc ccticige car naan Mia eravace Cuneta deo Ge eek aan ae ea Enabled 
PoE Pre=Standard Switch. .u6 cea ew a cade edad ew ew a Enabled 
PoE Power Injector MAC Addr..... ccc cece eee eee Disabled 
Power Type/MOd@ snes o v nan keene eee I ew eae EES Power injector / Normal mode 
Sunber OF SLOts. eis ce ho kw ets kee ds See eee BOS TEES & 2 
AP? IMOC@ Wes Seicc asala. arate lace auayate aracw ad drape! aiadee tapasuia, aNakeghs teatarat AIR-AP1242AG -A-K9 
ARS MAG Crs Si sdisciranaitey tnd ac acest oh reptena, a coven cade as Resatle seer ceen ae C1240 - K9W8 -M 
TOS? VES TOM Bese its tid a eee tra date ie aad be we anew We ae 12.4(18a)JA1 
RESO? BUTTON & ice en age alge wesw nee te pe ee Soe ee Enabled 
--More-- or (q)uit 
AP Serial Number........ 2c c cece eee eee FTX114470HZ 
AP’ Cortivicate: TYP@iicaaceaad evs eee emeieaae oe F Manufacture Installed 
HAREAR Sala ngimOGe ra ne-ecvetnensiwer trl mepensar revere naunueteeaceye ene ie Enabled 
Nee VC SUE! i aia ss ern pete mt mete aioe ern Ree Aan alae ak Gy 1 
WIEAN Ge 2sieu ay etcarvescnovenecessiy nessuauWeash aneucionencastsrn jekcdeceldaatyegenenene 12 
WIEANAESaeclnyecnne. Wemeetomscerarcuapmetaiann (Met ker nck ghey arcu akeismawewe reper 20 
H-REAP Backup Auth Radius Servers 
Stacie Primary Bad luUs Servers Sanaa ewernwe wees ales Disabled 
Static Secondary Radius Server.............+.05. Disabled 
Group Primary Radius Server........-.e+eeeeeeues Enabled 
TD PeACCIROS Siw seneenssssetatstege cuore sepeya el emeucncvatenete cecetare 192.168.1.10 
RO Ge NUMDe ietalcedetseces capes caaneest ele ton ategensbetenerease eter =ge 1812 
Group Secondary Radius Server.......02eeeeeeeeee Disabled 
Management Frame Protection Validation........... Enabled (Global MFP Disabled) 
AP: USGI MOG aise cd csiea Meare ee weeen gs eure tape ese ae eeaneveste tharere a AUTOMATIC 
AP> USe@r: Nam@sns oodisie hy chad Soe klie ee eco un Fae els Not Configured 
AP Dot1x User Mode........0 2c cece ence eee eee ee Not Configured 
AP Dot1x User Name... .. cee cece eee ee eee eee eee Not Configured 
Cisco AP System Logging HOSt......... cece eee eee 255.255.255.255 
AP? Up TAMe’ ois £o se Slaidu a feta nas Ra we sane ee aeG @ days, 20 h 03 m 58 s 
AP LWAPP Up Time.........00000eeeeeeeeeeeeeaeees @ days, 20 h 03 m @3 s 
VOiN Date: andle VAMC has cnit ate tine ee citadel tia aes Wed Apr 1 03:52:23 2009 
VOLUN: TAKEN, - TUM ss coed tee ace tae tiedaodtny a eae oe ata es Gpbgen ela Stee @ days, 00 h 00 m 54 s 


(continues) 
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Example 13-4 show ap config general Command Output (continued) 


Ethernet Port Duplex nda say ate © wis eee Se wale HO Auto 
Ethernet Port Speed. so eee dss naa va ee ee es Auto 
AP) Link LATENCY wane oie Te 4 ee a Disabled 


Example 13-5 show wlan Command Output 


(Cisco Controller)>show wlan 3 


WEAN CIG@NtiT LO Rise oo couse ont eee Sead Oe ee detne sued oa 3 
Profile Names dcc< eden see a ge Bae ce ee re ek Gok ee Guest 
Network Name (SSID).........0ccceeeeeeeeaeeeeeees Guest 
SUATUS yas niate ene ed IOs e sede MeSe bday Bee nee ke URS 8 Enabled 
MAG (PAL C OREN is ufos cee eek Stree ncaa ste ceded gis Uepasee Soa catjanere nna Disabled 
Broadcast: "SSID wists oud evinie Civlendsen 24 eae Widlund Enabled 
AAA Policy Override......... cece eee Disabled 
! output omitted for brevity 
Security 
O02.11 AUTHENELCATIONS © xses ox cnn ead wee a see Open System 
Static. WEP: KeySs cei naee was Noe eke ka ee ds Lae RES Disabled 
BO FAK Sire eh eta eth a Bde Bene ahaha Rigen daar ane ees Disabled 
Wi-Fi Protected Access (WPA/WPA2)........0.005 Disabled 
GIT Pare. ghioar gy le fe vey at an oriarsctyalbaycdeto seongetaes eae ejecta ayer se ose tava std Disabled 
TP SOCCURLEY s # ca ua tentealene ele BO re tenes Reba Be ad Disabled 
IP Security PaSSthru.... 2... cece eee eee eee eee Disabled 
Web Based AuTheNtLCation. «oc wiwecd vee en ees Disabled 
Web=PaSSthrough. cic awawe ec ss ae ee oe Pee ee Enabled 
PC e ies PERLE RE Ee OES EERSTE RRS ES OEE Re ke Unconfigured 
Email. TA puitss svca.ce pee hd dk ete ute ale hele ethane Disabled 
Conditional Web RedireCtss. sass ceecenr an naan Disabled 
Splash-Page Web Redirects... us cna ee a Disabled 
Auto: ANCHORS 8.322% Se tide baad > aero Wee eee aes Disabled 
BSR EAP Col SWC IDIEh a eteraelwrcaetg tee aa mitt areata Enabled 
HeREAP bear LP (AGUS SG vais cc eres ase 8 vera ues Enabled 
Infrastructure MFP protection............0000e Enabled (Global Infrastructure 
MFP Disabled) 
CLEC TAMERS ee Sas bea Seo Beare hn auto R Eee Mods ee. diel darahatle Optional but inactive (WPA2 not 
configured) 
Tkip MIC Countermeasure Hold-down Timer....... 60 


Mobility Anchor List 
WLAN ID IP Address Status 
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Example 13-6 show client detail Command Output 


(Cisco Controller)>show client detail 00:40:96:a1:4a:f6 


Glient MAG Address. .swiasn ssc N eee 05 4 ke ee Se eS 00:40:96:a1:4a:f6 

Client. USEMNaMe ssa wa ewe Ow. ww ee eae eee a N/A 

AP MAC AddreSS...... 0c cece ee eee eee eee 00:1e:13:06:f6:50 

CLVeNt -Stateiscioced esas anaes ordi oP ieee eee Associated 

Client NAC: OOB ‘State@wwas cin cia kee need een a eee Access 

Wireless: LAN 0d 'kc we wii d atecteiie Dayeie bi ele tee te A 3 

BSS ID giica coder cease, @ ate. aaoertya ate ope Wieck a) dad hay te acanene anes 00:1e:13:06:f6:5d 

Connected: FOr sar. es etut caus eee ete ee 48 secs 

GIAMIMO Da ears cece recat ee sap tore Sarge casei wTeceasauncme rade gal aoa tacts 161 

EP ACORCSS Sasicasasese asa does doe- ana jaractnase UaMaba ab average cetera eee 192.168.20.20 

ASSOCIALION Ede ca wie deh ne exes bose Sh eakw bela ease 1 

Authentication Algorithm........ csc eee eee ee ee Open System 

! output omitted for brevity 

Eneryption Ciphersds des cyan see 6 woke oa daee alee 8 None 

Management Frame Protection.........eeee cece eeeee No 

BAP TY PG tae cce Gale se FP e ne MSG WOK FOE TER Rau eR ENS Unknown 

DataccSwitehain Gtpatven-t ede sneuscyen eer weter ens tore ctses aceereracspeas Local 

Quarantine VLANs oc sees ea cke Ree ke tae Oke aS Ceo (1) 

ACCESS VLAN ate ce ate aah wg no bea aceradin gd eae ban eiaere tua ae (1) 

Client Capabilities: 
CES POLTaAD UG ince iiala ici Seta ae lard ee the areeladete ape dceviest Not implemented 
CF Poll: Requests v..22.0. soe sete Lee eetrakete Not implemented 
Short Preamble....... cece eee ee eee eee Not implemented 
PBC Gosia ves a casichaay tray alent ay Wy aiyergarechin ve catcavihgay’d aad wise ouy epnte aviateay ea Not implemented 
Channel: ‘Agility. so bok rinse ha hes bach’ Not implemented 
Listen: IntervValieviaicn ages see vane eee we ee 10 
Fast ‘BSS: Transition. sii. cee ieee hates eens Not implemented 


! output omitted for brevity 


The show commands on the H-REAP AP can show you the state of the AP, the configu- 
ration stored in nonvolatile RAM, whether the AP is in connected or standalone mode, 
the associated clients, traffic statistics, CCKM cache information, and high availability 
configurations, as well as mobile node (clients) while in connected mode. 


The show commands on the AP are as follows: 


m= ~=show capwap/Iwapp client rcb: Displays AP radio control block information. 
m= ~=show capwap client ha: Displays high availability configuration. 
m= ~=show capwap/Ilwapp client mn: Displays mobile node information. 


m= ~=show capwap/I|wapp client traffic: Displays traffic statistics. 


418 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


m= ~=show capwap/|wapp reap association: Displays associated clients. 


m= ~=©show capwap/lIwapp reap cckm: Displays CCKM cache information. 


m= show capwap/Iwapp reap status: Displays the status of the AP, connected or stand- 
alone, as well as any radar information. 


The following examples provide the different outputs from these commands. Depending on 
whether the AP is in connected or standalone mode, the output can change. Example 13-7 
shows the output from an AP in connected mode when the operation state is UP. 


Example 13-7 show capwap client rcb Command Output 


1242#show capwap client rcb 
AdminState 
SwVer 
NumFilledSlots 
Name 

Location 
MwarName 
MwarApMgrIp 
MwarHwVer 
ApMode 
ApSubMode 
OperationState 
CAPWAP Path MTU 
LinkAuditing 


ADMIN _ENABLED 
5.2.178.0 

2 

1242 

default location 
4402 
192.168.6.6 
0.0.0.0 

Remote 

Not Configured 
UP 

1485 

disabled 


Example 13-8 shows the same command output, but this time, the AP is in standalone mode 
and the operation state is DISCOVERY because the AP is trying to rejoin its controller. 


Example 13-8 show capwap client rcb Command Output 


AdminState 
SwVer 
NumFilledSlots 
Name 

Location 
MwarName 
MwarMacAddr 
MwarHwVer 
ApMode 
ApSubMode 
OperationState 
CAPWAP Path MTU 
LinkAuditing 


1242#show client capwap client rcb 


ADMIN_ENABLED 
5.2.178.0 
2 

1242 

default location 
4402 
Fftt.Ffff. ff TF 
0.0.0.0 

Remote 

Not Configured 
DISCOVERY 

1485 

disabled 


To show whether the AP is in connected or standalone mode, use show capwap/lwapp 


reap status, as seen in Example 13-9. 


Example 13-9 show capwap reap status Command Output 
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1242#show capwap reap status 


AP Mode: 


Radar detected on: 


REAP, Connected 


1242#show capwap reap status 


AP Mode: 


Radar detected on: 


REAP, Standalone 


To see the clients currently associated with the AP, use show capwap/Iwapp reap associ- 


ation, as shown in Example 13-10. 


Example 13-10 show capwap reap association Command Output 


1242#show capwap reap association 


Address 

IP Address 

Device 

CCX Version 

State 

SSID 

WLAN 

Hops to Infra 
Clients Associated 
Tunnel Address 
Key Mgmt type 
Current Rate 
Supported Rates 
Voice Rates 
Signal Strength 
Signal to Noise 
Power -save 

Apsd DE AC(s) 
Packets Input 
Bytes Input 
Duplicates Rcvd 
Decrypt Failed 
MIC Failed 
Packets Redirected 
Session timeout 
Reauthenticate in 


REAP Data Switching: 


0040.96a1 .4af6 Name 
192.168.20.20 Interface 
CB21AG/PI21AG Software Version 
5 Client MFP 
: Assoc Parent 
: Guest 
3 
it Association Id 
) Repeaters associated: 
0.0.0.0 
NONE Encryption 
54.0 Capability 
6.0 9.0 12.0 18.0 24.0 36.0 48.0 54.0 
disabled Bandwidth 
-52 dBm Connected for 
41 dB Activity Timeout 
Of fF Last Activity 
NONE 
3937 Packets Output 
160762 Bytes Output 
13 Data Retries 
(1) RTS Retries 
(1) MIC Missing 
) Redirect Filtered 


1800 seconds 
never seconds 
Local 


SSID: Data on Dot11Radio1 


LEEJOHNS - XP - TST 
Dot11Radio 1 
NONE 

Off 

self 


= 


20 MHz 

857 seconds 
300 seconds 

@ seconds ago 


: 415 


255367 
25 


(continues) 
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Example 13-10 show capwap reap association Command Output (continued) 


bssid: 001e.1306.f65e Mode: @x192, WLAN: 2 , VLAN name: 002 VLAN ID: 12 

Key Mgmt 4, Reap flags @x1, Guest Yes, Current Users 0 
SSID: Guest on Dot11Radio1 

bssid: @01e.1306.f65d Mode: @x192, WLAN: 3 , VLAN name: 003 VLAN ID: 20 

Key Mgmt 0, Reap flags @x9, Guest Yes, Current Users 1, Open Auth 
SSID: Data on Dot11Radio@ 

bssid: 001e.1306.f651 Mode: @x192, WLAN: 2 , VLAN name: 002 VLAN ID: 12 

Key Mgmt 4, Reap flags @x1, Guest Yes, Current Users 0 


To view CCKM cache entries, use show capwap reap cckm, as shown in Example 13-11. 


Example 13-11 show capwap reap cckm Command Output 


1242#show capwap reap cckm 

CCKM Cache Entries: 

HW Address BSSID 

Total number of cache entries = 0 


When the AP is in connected mode, you can use show capwap/Iwapp client mn to 
view the mobile node client information, the WLAN it is associated with, and the radio 
interface. When the AP is in standalone mode, the output is empty. Example 13-12 
demonstrates the output from this command. 


Example 13-12 show capwap client mn Command Output 


1242#show capwap client mn 
CAPWAP mobile database 


MAC State WLAN Interface 
0018.de74.b8b5 CAPWAP_MN_ST_ADDED 2 Dot11Radio1 
0040.96a1 .4af6 CAPWAP_MN_ST_ADDED 3 Dot11Radio1 


! in standalone mode: 
1242#show capwap client mn 
CAPWAP mobile database 


MAC State WLAN Interface 


You can view the high availability configuration of the AP using show capwap client ha, 
as shown in Example 13-13. Notice that the IP address of the Primary Backup controller 
is listed in hex. 


Example 13-13 show capwap client ha Command Output 


1242#show capwap client ha 
fastHeartbeatTmr disabled 
primaryDiscoverTmr(sec) 120 


primaryBackupWlcIp 
primaryBackupWlcName 
secondaryBackupWlcIp 0x0 
secondaryBackupWlcName 

DHCP renew try count Q 
Fwd traffic stats get (1) 
Fast Heartbeat sent (1) 
Discovery attempt (7) 
Backup WLC array: 


QxCOA80602 
leejohns 
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The output of show capwap/Iwapp client traffic, as shown in Example 13-14, details 


traffic statistics for the AP. 


Example 13-14 show capwap client traffic Command Output 


1242#show capwap client traffic 


Traffic Statistics for CAPWAP Client of 192.168.6.6 


Probe Revd: 2052; 
AssocReq Fwd: 3; 
unknown_mgmt_rcvd: Q; 
data_frame_dropped 7; 
unicast to MN 41; 
non capwap pkt: 14; 
capwap data rcvd: 45; 
Invalid slotid rcv Q; 
Fragments To AC: Q; 
Fragments to MN: Q; 
Fragments no buf Q; 
Too Many Reassembl Q; 
Overlap Reassembli Q; 
Too Large Fragment Q; 
IP Fragments to MN Q; 
IP Fragments no bu Q; 
Too Many IP Reasse QO; 
Overlap IP Reassem Q; 
Too Large IP Fragm Q; 
unknown client: 4; 
bcast from cs: Q; 
drop_sniffer_disab Q; 
Downstream dotip: QO; 
mgmt2cs: 2056; 
drop(not for us): Q; 
mcast(not IGMP): Q; 
mcast rcvd: Q; 
eap_pkts_rcvd: Q; 


Probe Fwd: 

Beacon Rcvd: 
mgmt_frame_dropped 
unicast to CS: 
multicast to MN 
capwap ctrl rcevd: 
assoc resp rcvd: 
capwap mgmt rcvd: 
Not from AC: 


old fragments: 

Improper fragment 
Fragment no chunk: 
Total reassembled 


old IP fragments: 
Improper IP fragme 
IP Fragment no chu 
Total IP reassemb1l 
otap_rcvd: 

no dup bcast: 
pak_grow_err: 
Upstream dotip: 
add_tsreq: 

old fragments: 
mcast our grp(not 
capwap data droppe 
eap_pkts_sent: 


ey 


es 8s 8 


ese 8s 8 


262 


ee esse 8 8 8 
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Example 13-14 show capwap client traffic Command Output (continued) 


eap_pkts_qued: Q; eap_pkts_dequed: Q 
eap_pkts_dropped: Q; eap_pkts_freed: (1) 
eap_pkts_noclient: Q; runt capwap frags: Q 
capwap too large f Q; capwap invalid hea Q 


debug Commands 


To debug the H-REAP disassociation and joins on the controller, use the standard 
LWAPP/CAPWAP debugs outlined in Chapter 8. 


Following are the main debugs: 


m debug capwap/lwapp events 


m debug capwap/lwapp packet 
The debugs to view the more advanced features of H-REAP are as follows: 


m debug hreap aaa {event | error} {enable | disable}: Enables or disables debugging of 
H-REAP backup RADIUS server events or errors. 


m debug hreap cckm {enable | disable}: Enables or disables debugging of H-REAP 
CCKM. 


m debug hreap group {enable | disable}: Enables or disables debugging of H-REAP 
groups. 


m debug pem state {enable | disable}: Enables or disables debugging of the policy man- 
ager state machine. 


m debug pem events {enable | disable}: Enables or disables debugging of policy man- 
ager events. 


Although having console or Telnet access to the remote AP is not always an option, you 
can gain a wealth of knowledge from the debugs you can run on the AP. 


The H-REAP AP debugs are as follows: 


m debug capwap reap: Displays general H-REAP activities. 
m debug capwap reap mgnt: Displays client authentication and association messages. 


m debug capwap reap load: Displays payload activities, which are useful when the 
H-REAP AP boots in standalone mode. 


m debug dot11 mgmt interface: Displays 802.11 management interface events. 
m debug dot11 mgmt msg: Displays 802.11 management messages. 


m debug dot11 mgmt ssid: Displays SSID management events. 


Chapter 13: H-REAP 


m debug dot11 mgmt state-machine: Displays the 802.11 state machine. 


m debug dot11 mgmt station: Displays client events. 


Example 13-15 shows the output from debug capwap reap. In this debug you can see the 
AP transition from connected to standalone mode. The AP sends a notification that it is 
closing the Datagram Transport Layer Security (DTLS) connection. When the controller 
is detected as being back up, the AP rejoins the controller, loads its configuration, and 
brings up its radios. Notice that the AP disables the IDS capability when it enters stand- 
alone mode. 


Example 13-15 debug capwap reap Output 


1242#debug capwap reap 
CAPWAP REAP debugging is on 
1242# 


*Apr 1 08:23:17.635: REAP: REAP AP Switching to Standalone mode, Connected to 
Controller 1 


*Apr 1 08:23:17.636: REAP: set=1 
*Apr 1 08:23:17.637: REAP: Radius First Time = 0 


*Apr 1 08:23:17.637: %DTLS-5-SEND_ ALERT: Send WARNING : Close notify Alert to 
192.168.6.6 


*Apr 1 08:23:17.747: %WIDS-6-DISABLED: IDS Signature is removed and disabled. 
*Apr 1 08:23:17.749: %CAPWAP-5-CHANGED: CAPWAP changed state to DISCOVERY 
*Apr 1 08:23:30.753: capwapHandleDiscoveryTimer Expired 

*Apr 1 08:23:43.757: capwapHandleDiscoveryTimer Expired 

*Apr 1 08:23:56.761: capwapHandleDiscoveryTimer Expired 

*Apr 1 08:24:09.765: capwapHandleDiscoveryTimer Expired 

*Apr 1 08:24:22.769: capwapHandleDiscoveryTimer Expired 

*Apr 1 08:24:35.773: capwapHandleDiscoveryTimer Expired 

*Apr 1 08:24:48.777: capwapHandleDiscoveryTimer Expired 


wtpDecodeDiscovery Response numOfCapwapDiscoveryResp = 0 
*Apr 1 08:25:01.781: capwapHandleDiscoveryTimer Expired 


*Apr 1 08:25:02.000: %CAPWAP-5-DTLSREQSEND: DTLS connection request sent peer_ip: 
192.168.6.6 peer_port: 5246 


*Apr 1 08:25:03.409: %CAPWAP-5-DTLSREQSUCC: DTLS connection created sucessfully 
peer_ip: 192.168.6.6 peer_port: 5246 


*Apr 1 08:25:03.410: %CAPWAP-5-SENDJOIN: sending Join Request to 192.168.6.6 
*Apr 1 08:25:03.410: %CAPWAP-5-CHANGED: CAPWAP changed state to JOIN 


*Apr 1 08:25:03.568: REAP: lwapp_reap load cfg : Loading REAP Cfg, sizof of 
Config is 40568, firsttime 


*Apr 1 08:25:03.56 
Configuration of vLAN subinterfaces and main 


interface within the same bridge group is not permitted8: REAP: 
lwapp_reap_load_cfg : Loading REAP Cfg, sizof of Config is 40568, firsttime 0 


*Apr 1 08:25:03.570: %sCAPWAP-5-CHANGED: CAPWAP changed state to CFG 


*Apr 1 08:25:03.614: REAP: Getting into Connected REAP Mode, Zero out Payload 
Save StandAlone Mode 1 


(continues) 
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Example 13-15 debug capwap reap Output (continued) 


*Apr 1 08:25: 
reset 

*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
reset 

*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
changed state 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
selected 

*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
reset 

*Apr 1 08:25: 
*Apr 1 08:25: 
*Apr 1 08:25: 
reset 

*Apr 1 08:25: 
*Apr 1 08:25: 


changed state 


03. 


03. 
03. 
03. 
03. 
03. 


04. 
04. 
04. 
04. 
04. 
04. 


to 


04. 
04. 
@5. 
@5. 
06. 
06. 
06. 
06. 
06. 
06. 
06. 
06. 
06. 
06. 
06. 
06. 
06. 
07. 


07. 
07. 
07. 


07. 
07. 
07. 


07. 
08. 


to 


744: 


758: 
760: 
767: 
767: 
809: 


614: 
725% 
128; 
727: 
727: 


831: 
down 


972: 
972: 
212: 
212: 
Q59: 
Q59: 
302: 
311: 
344: 
366: 
388: 
410: 
411: 
411: 
643: 
645: 
645: 
842: 


843: 
853: 
855: 


891: 
897: 
900: 


934: 


843: 
up 


%LINK-5-CHANGED: Interface Dot11Radio®, changed state to 


%sCAPWAP-5-CHANGED: CAPWAP changed state to UP 
%LINK-3-UPDOWN: Interface Dot11Radio®, changed state to up 
REAP: Saving & Writing the LWAPP REAP CFG count 1 

REAP: Saving REAP Cfg, sizof of Config is 40568 
%LINK-5-CHANGED: Interface Dot11Radio1, changed state to 


%sCAPWAP -5-JOINEDCONTROLLER: AP has joined controller 4402 
REAP: Switching to Connected REAP Mode 1, StandAlone Mode 1 
REAP: Switching to Connected mode 

REAP: Saving & Writing the LWAPP REAP CFG count 2 

REAP: Saving REAP Cfg, sizof of Config is 40568 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Dot11Radio1, 


REAP: Saving & Writing the LWAPP REAP CFG count 3 

REAP: Saving REAP Cfg, sizof of Config is 40568 

REAP: Saving & Writing the LWAPP REAP CFG count 4 

REAP: Saving REAP Cfg, sizof of Config is 40568 

REAP: Saving & Writing the LWAPP REAP CFG count 5 

REAP: Saving REAP Cfg, sizof of Config is 40568 

REAP: Native VlanId for Slot @ is 1, and Bridge-Group 1 
REAP: Native VlanId for Slot 1 is 1, and Bridge-Group 1 
REAP: Calling to Create Bridge-Group VlanId 12 for Name 02 
REAP: Calling to Create Bridge-Group VlanId 20 for Name 03 
REAP: Calling to Create Bridge-Group VlanId 12 for Name 02 
REAP: Calling to Create Bridge-Group VlanId 20 for Name 03 
REAP: Saving & Writing the LWAPP REAP CFG count 6 

REAP: Saving REAP Cfg, sizof of Config is 40568 
SWIDS-6-ENABLED: IDS Signature is loaded and enabled 

REAP: Saving & Writing the LWAPP REAP CFG count 7 

REAP: Saving REAP Cfg, sizof of Config is 40568 
%DOT11-6-FREQ_USED: Interface Dot11Radio1, frequency 5280 


%LINK-3-UPDOWN: Interface Dot11Radio1, changed state to up 
%LINK-3-UPDOWN: Interface Dot11Radio®, changed state to down 
%LINK-5-CHANGED: Interface Dot11Radio®, changed state to 


%LINK-3-UPDOWN: Interface Dot11Radio®, changed state to up 
%LINK-3-UPDOWN: Interface Dot11Radio1, changed state to down 
%LINK-5-CHANGED: Interface Dot11Radio1, changed state to 


%LINK-3-UPDOWN: Interface Dot11Radio1, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Dot11Radio1, 
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Example 13-16 shows the output from debug dot11 mgmt station, in which a client with 
MAC address 0018.de74.b8b5 is able to connect to a WLAN with SSID of data using 
WPA-PSK even though the AP just transitioned to standalone mode. 


Example 13-16 debug dot11 mgmt station Output 


1242#debug dot11 mgmt station 
Dot11 Stations debugging is on 


*Apr 1 09:34:08.993: dot11_mgmt: dot11_mgmt_sta_del_all_children sta_ptr 
Q@x12A30FC 


*Apr 1 09:34:08.993: dot11_mgmt: dot11_mgmt_sta_del_all_children sta_ptr 
0x12A367C 


*Apr 1 09:34:08.995: %DTLS-5-SEND_ALERT: Send WARNING : Close notify Alert to 
192.168.6.6 


*Apr 1 09:34:09.105: %SWIDS-6-DISABLED: IDS Signature is removed and disabled. 
*Apr 1 09:34:09.107: %SCAPWAP-5-CHANGED: CAPWAP changed state to DISCOVERY 
*Apr 1 09:34:22.112: capwapHandleDiscoveryTimer Expired 


1242# 

*Apr 1 09:34:35.116: capwapHandleDiscoveryTimer Expired 

*Apr 1 09:34:48.120: capwapHandleDiscoveryTimer Expired 

*Apr 1 09:35:01.124: capwapHandleDiscoveryTimer Expired 

*Apr 1 09:35:14.128: capwapHandleDiscoveryTimer Expired 

*Apr 1 09:35:24.302: dot11_mgmt: add a new station 0018.de74.b8b5 


*Apr 1 09:35:24.302: dot11_mgmt: dot11_mgmt_sta_add (ref=1, sta_ptr=0x1299D44, 
mac=0018.de74.b8b5) 


*Apr 1 09:35:24.302: doti1_mgmt: insert 0018.de74.b8b5 into ssid[] tree 


*Apr 1 09:35:24.302: dot11_mgmt: dot11_mgmt_sta_ref (ref=1, sta_ptr=0x1299D44, 
mac=0018.de74.b8b5) 


*Apr 1 09:35:24.302: dot11_mgmt: dot11_mgmt_sta_ref (ref=2, sta_ptr=0x1299D44, 
mac=0018.de74.b8b5) 


*Apr 1 09:35:24.302: dot11_mgmt: dot11_mgmt_sta_deref (ref=3, sStation: 
0018.de74.b8b5 roamed in with: First association to WLAN ta_ptr=0x1299D44, 
mac=0018.de74.b8b5) 


*Apr 1 09:35:24.303: dot11_mgmt: dot11_mgmt_sta_ref (ref=2, sta_ptr=0x1299D44, 
mac=0018.de74.b8b5) 


*Apr 1 09:35:24.303: dot11_mgmt: dot11_mgmt_sta_del_all_children sta_ptr 
0x1299D44 


*Apr 1 09:35:24.303: dot11_mgmt: dot11_mgmt_sta_tree_cont_cleanup, 0x1299D44 
*Apr 1 09:35:24.303: dot11_mgmt: finish remove 0018.de74.b8b5 and its children 


*Apr 1 09:35:24.303: doti1_mgmt: dot11_mgmt_sta_deref (ref=3, sta_ptr=0x1299D44, 
mac=0018.de74.b8b5) 


*Apr 1 09:35:24.304: dot11_mgmt: dot11_mgmt_sta_is_ infra_client, flags 0x0 
device 0x66 


*Apr 1 09:35:24.304: dot11_mgmt: dot11_mgmt_sta_is_ infra_client: false 


*Apr 1 09:35:24.304: doti1_mgmt: dot11_mgmt_sta_is_ infra_client, flags 0x0 
device 0x66 


*Apr 1 09:35:24.304: doti1_mgmt: dot11_mgmt_sta_is_infra_client: false 
*Apr 1 09:35:24.304: doti1_mgmt: insert 0018.de74.b8b5 into ssid[Data] tree 


(continues) 
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Example 13-16 debug dot11 mgmt station Output (continued) 


*Apr 1 09:35:24.304: doti1_mgmt: dot11_mgmt_sta_ref (ref=2, sta_ptr=0x1299D44, 
mac=0018.de74.b8b5) 


*Apr 1 09:35:24.304: dot11_mgmt: doti1_mgmt_sta_is_infra_client, flags 0x0 
device 0x66 


*Apr 1 09:35:24.304: dot11_mgmt: dot11_mgmt_sta_is_ infra_client: false 


To troubleshoot backup RADIUS authentication and other events on the AP when it is in 
standalone mode, use the same IOS-based debugs you would use on an autonomous AP 
(see Appendix A, “Debugging Commands”). 


For example, in Example 13-17, which shows the output from debug dot1x all, debug aaa 
authentication, and debug radius authentication, you see a client with MAC address 
000e.35f3.6073 authenticate using Protected Extensible Authentication Protocol (PEAP) 
to a backup RADIUS server while the AP is in standalone mode. 


Example 13-17 debug dotix all, debug aaa all, and debug radius authentication 
Command Output on H-REAP AP in Standalone Mode 


1242#debug dot1x all 
1242#debug aaa authentication 
AAA Authentication debugging is on 
1242#debug radius authentication 
Radius protocol debugging is on 
Radius protocol brief debugging is off 
Radius protocol verbose debugging is off 
Radius packet hex dump debugging is off 
Radius packet protocol (authentication) debugging is on 
Radius packet protocol (accounting) debugging is off 
Radius elog debugging debugging is off 
Radius packet retransmission debugging is off 
Radius server fail-over debugging is off 
Radius elog debugging debugging is off 
1242#show capwap reap status 
AP Mode: REAP, Standalone 
Radar detected on: 
*Apr 2 06:59:09.754: AAA/BIND(00000005): Bind i/f 


*Apr 2 06:59:09.890: dot1x-ev:dot1x_mgr_process eapol pak: dot1x eapol on doti1 
interface 


*Apr 2 06:59:09.890: dot1x-ev:dot1x_mgr_pre_process_eapol_ pak: Role determination 
not required on Dot11Radio@.2. 


*Apr 2 06:59:09.890: dot1x-err:No dot1x subblock 


*Apr 2 06:59:09.891: dot1x-packet:dot1x_mgr_process_eapol_ pak: queuing an EAPOL 
pkt on Authenticator Q 


*Apr 2 06:59:09.891: AAA/AUTHEN/PPP (00000005): Pick method list 
‘reap_eap_methods' 


*Apr 2 06:59:09.892: RADIUS/ENCODE (00000005) :Orig. component type = DOT11 
*Apr 2 06:59:09.892: RADIUS: AAA Unsupported Attr: ssid [265] 4 
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*Apr 2 06:59:09.892: RADIUS: 44 61 for Radius -Server 
192.168.1.10 

*Apr 2 06:59:09.893: RADIUS(00000005): Send Access-Request to 192.168.1.10:1812 
id 1645/19, len 140 [Da] 


*Apr 2 06:59:09.892: RADIUS: AAA Unsu 


*Apr 2 06:59:09.893: RADIUS: authenticator 30 8B 8F 9B 07 80 08 C8 - 33 8@ 8E 
8A 73 D8 70 44 


*Apr 2 06:59:09.894: RADIUS: User-Name [1] 15  "LEESDESK\peap" 
*Apr 2 06:59:09.894: RADIUS: Framed-MTU [12] 6 1400 
*Apr 2 06:59:09.894: RADIUS: Called-Station-Id [30] 16 "001e.1306.f651" 
*Apr 2 06:59:09.894: RADIUS: Calling-Station-Id [31] 16 "000e.35f3.6073" 
*Apr 2 06:59:09.894: RADIUS: Service-Type [6] 6 Login 


[1] 
*Apr 2 06:59:09.894: RADIUS: Message-Authenticato[80] 18 
*Apr 2 06:59:09.894: RADIUS: @1 1D 42 EB 69 BE @A D4 4A 50 BB F7 24 F7 A7 61 


[2??B2?i?2?7JP?2?$??a]pported Attr: interface [157] 3 

*Apr 2 06:59:09.892US: 61 70 [ap] 
*Apr 2 06:59:09.895: RADIUS: NAS-Port-Type [61] 6 802.11 wireless 

[19] 

*Apr 2 06:59:09.895: RADIUS: NAS-Port [5] 6 260 

*Apr 2 06:59:09.895: RADIUS: NAS-Port-Id [87] 5 "260" 

*Apr 2 06:59:09.895: RADIUS: NAS-IP-Address [4] 6 192.168.1.208 


*Apr 2 06:59:09.904: RADIUS: Received from id 1645/19 192.168.1.10:1812, Access- 
Challenge, len 76: RADIUS: 32 

[2] 

*Apr 2 06:59:09.905: RADIUS: authenticator 58 6D 09 EF 70 9E 87 37 - 4E A8& D8 
FF 79 1B 52 OF 


*Apr 2 06:59:09.905: RADIUS: Session-Timeout [27] 6 30 
*Apr 2 06:59:09.905: RADIUS: EAP-Message [79] 8 

*Apr 2 06:59:09.905: RADIUS: @1 02 00 06 19 20 

[22222 ] 

*Apr 2 06:59:09.905: RADIUS: State [24] 24 


*Apr 2 06:59:09.905: RADIUS: 04 OB 00 67 00 00 01 37 OO 01 03 03 03 03 00 00 


*Apr 2 06:59:09.906: RADIUS: @0 01 00 00 00 20 
[22222 ] 


*Apr 2 06:59:09.906: RADIUS: Message-Authenticato[80] 18 


*Apr 2 06:59:09.892: RADIUS(Q0000005): Config NAS IP: 0.0.0@.Q@IUS(Q0000005) : 
Received from id 1645/19 


*Apr 2 06:59:09.907: RADIUS/DECODE: EAP-Message fragments, 6, total 6 bytes 


*Apr 2 06:59:09.946: dot1x-ev:dot1x_mgr_process eapol pak: dot1x eapol on doti1 
interface 


*Apr 2 06:59:09.946: dot1x-ev:dot1x_mgr_pre_process_eapol_ pak: Role determination 
not required on Dot11RadioQ.2. 


*Apr 2 06:59:09.946: dot1x-err:No dot1x subblock 


*Apr 2 06:59:09.946: dot1x-packet:dot1x_mgr_process_eapol_ pak: queuing an EAPOL 
pkt on Authenticator Q 


*Apr 2 06:59:09.893: RADIUS/ENCODE (00000005): acct_session_id 


(continues) 
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Example 13-17 debug dotix all, debug aaa all, and debug radius authentication 
Command Output on H-REAP AP in Standalone Mode (continued) 


*Apr 2 06:59:09.946 
‘reap_eap_methods' 


*Apr 2 06:59:09. 
*Apr 2 06:59:09. 


*Apr 2 06:59:09. 
[Da] 


*Apr 
*Apr 
[2] 
! output omitted 
*Apr 2 06:59:30. 


*Apr 2 06:59:31 
Challenge, len 259 


*Apr 
D6 73 OF E6 57 


*Apr 
[?{b@4??-92W2>???] 


*Apr 
*Apr 


*Apr 
interface 


2 06:59:09. 
2 06:59:09. 


for 


*Apr 


947: 
947: 
947: 


947: 
948: 


116: 
- 036: 


2 06:59:31.036: 


2 06:59:31.039: 


2 06:59:31.040: 
2 06:59:31.041: 
2 06:59:31.788: 


2 06:59:31.788: 


: AAA/AUTHEN/PPP (00000005): Pick method list 
RADIUS / ENCODE (®0000005) :Orig. component type = DOT11 
RADIUS: AAA Unsupported Attr: ssid [265] 4 
RADIUS: 44 61 
RADIUS: AAA Unsupported Attr: interface [157] 3 
RADIUS: 32 

brevity 
RADIUS: NAS-IP-Address [4] 6 192.168.1.208 
RADIUS: Received from id 1645/35 192.168.1.10:1812, Access- 
RADIUS: authenticator 6F 41 26 DE 7A 96 A4 46 - 26 47 72 
RADIUS: 04 7B 62 40 34 80 DE 2D 39 DO 57 9B 3E 13 94 DO 
RADIUS (00000005): Received from id 1645/35 
RADIUS/DECODE: EAP-Message fragments, 38, total 38 bytes 


dot1x-ev:dot1x_mgr_process_eapol_ pak: dot1x eapol on dot11 


dot1x-ev:dot1x_mgr_pre_ process eapol pak: Role determination 


not required on Dot11RadioQ.2. 


*Apr 


*Apr 
pkt on Authenticator 


*Apr 2 06:59:31. 
*Apr 2 06:59:31. 
*Apr 2 06:59:31. 
*Apr 2 06:59:31. 


*Apr 
[2722?? ] 


*Apr 


*Apr 
Accept, len 204 


*Apr 
*Apr 


*Apr 


*Apr 
*Apr 


[K22$H?E??q?2Q???] 
*Apr 
*Apr 


2 06:59:31.788: 
2 06:59:31.788: 


793: 


2 06:59:31.794: 


2 06:59:31.794: 
2 06:59:32.692: 


2 06:59:32.693: 
2 06:59:32.694: 


2 06:59:32.694: 


2 06:59:32.694: 
2 06:59:32.694: 


2 06:59:32.697: 
2 06:59:32.697: 


dot1x-err:No dot1x subblock 


dot1x-packet:dot1x_mgr_process eapol pak: queuing an EAPOL 


Q802.11 wireless [19] 
RADIUS: NAS-Port [5] 6 260 
RADIUS: NAS-Port-Id [87] 5 "260" 
RADIUS: State [24] 24 
RADIUS: 04 OB 00 67 00 00 01 37 BO 01 03 03 03 03 00 00 
RADIUS: Q2 01 08 00 00 20 
RADIUS: NAS-IP-Address [4] 6 192.168.1.208 
RADIUS: Received from id 1645/36 192.168.1.10:1812, Access- 
RADIUS: Class [25] 32 
RADIUS: 2D 24 03 95 00 00 01 37 00 01 03 03 03 03 01 C9 
RADIUS: B1 4E 1B 5A 60 82 02 00 00 00 00 00 00 31 
RADIUS: Message-Authenticato[80] 18 
RADIUS: 4B C5 F1 24 48 86 45 BS 88 71 10 CE 51 BO 9A C3 
RADIUS (00000005): Received from id 1645/36 
RADIUS/DECODE: EAP-Message fragments, 4, total 4 bytes 
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After completing authentication, you can see the client is successfully authenticated on 
the AP, as demonstrated in Example 13-18. 


Example 13-18 show capwap reap association Command Output for a Backup 
RADIUS Client 


1242#show capwap reap association 

Address : Q000e.35f3.6073 Name > 1242 

IP Address > 192.168.12.103 Interface : Dot11Radio @ 
Device : ccx-client Software Version : NONE 

CCX Version : 3 Client MFP : Off 

State : EAP-Assoc Parent : self 

SSID : Data 

WLAN 2 

! output omitted for brevity 


A packet capture from the H-REAP switch port shows the RADIUS request being sent 
directly from the AP. Figure 13-13 shows the RADIUS process and the Access-Accept 
from the RADIUS server. 


802. 1xstandalenemode. pcap - Wireshark 


C+ eG FZiGSE QQaqan suse B 
= Depression... Gear Asply 


® Frame 63 (182 bytes on wire, 182 bytes captured) 
® Ethernet IX, src: Ciscocd:ddréc (OO:Adraz:cdidd:6c), Ost: xircomes:20:56 (00:10:84:45:20:56) 
® Internet Protocol, Src: 192.168.1.208 (192.168.1. 208), Ost: 192.169.1.10 (192,168.1.10) 
# User Datagram Protocol, Src Port: sightline (164$), Ost Port: radius (1@12) 
= Radius Protocol 

Code: Access-Request (1) 

Packet identifier: O23 (29) 

Length: 140 

AUthEnticator: S0GVGF9BO7S00RCS33G0SEGA7IDE70NN4 

# attribute value Pairs 


‘Frocim (142 bytes) | Reaccembled EAP (10 bytes) 
Fess (Fromme), 102 bytes 


Figure 13-13 Backup RADIUS 802.1x Authentication 
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As you can see in the figure, the RADIUS packets are bridged directly to the local network 
from the AP and are not encapsulated in an LWAPP/CAPWAP tunnel. 


Summary 


The H-REAP feature available with the wireless LAN controllers is a robust and flexible 
solution for providing wireless network access for small, remote satellite offices. When 
using H-REAP local switching, after the wireless clients pass authentication, the client 
traffic is bridged directly onto the local network by the AP. Understanding how the traf- 
fic flows and what authentication method, static WEP, WPA1/2-PSK, 802.1x, and so on 
that you want to use will dictate what local network resources you will need to configure 
and have available while the AP is in both connected and standalone mode. H-REAP 
helps you save money by allowing wireless access at these smaller locations without hav- 
ing to purchase a dedicated controller. This solution also helps save precious WAN band- 
width as only LWAPP/CAPWAP control traffic and not client data is tunneled across the 
network link to the controller. 


Chapter 14 


Guest Networking 


When a company provides a guest network for outside visitors, it allows those visitors 
access to the Internet using, usually, a segregated network subnet. This network segrega- 
tion blocks internal network resources from the visitors but allows them to VPN to their 
own network, check their email, and so on. 


Guest networking implies two things: 


m= Web authentication 


= Centralized guest traffic flow 


This chapter covers the basics of web authentication including how it works, how to con- 
figure it, how to troubleshoot it, as well as some features you can implement to fine-tune 
your visitor network. This chapter also discusses how you can centralize the traffic flow 
from your guest clients using auto-anchoring to help segregate that traffic from your 
internal wired corporate network. 


Web Authentication 


Web authentication, or web auth, is a Layer 3 security method that allows a client to pass 
Dynamic Host Configuration Protocol (DHCP) and Domain Name System (DNS) traffic 
only until they have passed some form of authentication. What makes web auth a great 
solution for wireless guest access is that no client-side configuration is required for it to 
work. A guest client needs only to associate to the guest WLAN and get an IP from 
DHCP. When the client tries to access the Internet, the controller redirects the client to 
the web authentication page. Here the client will accept a user agreement and, if authenti- 
cation is configured, enter the correct username and password before being allowed net- 
work access. 
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Web Authentication Policies 


A wireless controller has four authentication policies: 


= Authentication 

m = Passthrough 

= Conditional Web Redirect 

m Splash Page Web Redirect (added in Release 5.0) 


Figure 14-1 shows the authentication polices on the Layer 3 Security tab of the Wireless 
LANs (WLAN) configuration page. 


BIE? 
File Edit View Favorites Tools Help | 2 | 
seBack > > ~ 2) GE) Qsearch [yravorites “Gmedia <4) EY~ 
Address [@) hetp://192, 168.6.2/screens/frameset. html 7] @G0 Links”) GBsnact Sj ey 
Taare 7 
sttnetles Saye Configuration Ping Logout Refresh 
cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 
ry 
WLANs WLANs > Edit < Back Apply at 
* WLANs er 
ate (General) security (Qos) "Advanced ) 
> Advanced _ Layer2 Layer3 | AAA Serv 


Layer3 Security [None =] 
[¥ Web Policy 

© authentication 

© passthrough 

© Conditional Web Redirect 


© Splash Page Web Redirect 
Preauthentication ACL None» 


Over-ride Global Config [ Enable 


Foot Notes i 
1 CKIP is not supported by 10xx model APs 

3 H-REAP Local Switching is not supported with IPsec, CRANITE authentication 

4 When client exclusion is enabled, @ Timeout Value of zero means infinity (will require administrative override to reset excluded clients) | 
) Done | ® Internet 


Figure 14-1. Web Authentication Policies 


Note You can also provide an open guest network with no security. To do this, you sim- 
ply don’t configure Layer 2 or Layer 3 security on the WLAN. Although this is easy to set 
up, it does allow any users, whether they are valid visitors or people out on the street, to 
use your wireless network and Internet access. 


When you enable authentication, the controller presents a splash screen like the one in 
Figure 14-2 that you can configure to display a welcome message, terms of use agree- 
ment, or other legalese. The guest client has to enter a username and password to gain 
access to the guest network. Using authentication prevents someone off the street from 


Chapter 14: Guest Networking 


using the wireless network of a company and taking up vital bandwidth that was intend- 
ed for real guest users. The controller can authenticate the users using its local database, 
an external RADIUS, or Lightweight Directory Access Protocol (LDAP) server. 


le ‘Web Authentication - Microsoft | Internet Explorer provided by Cisco Systems, Inc. 


eS 3) ~ [@c:\Documents and Settings\leejahns\My Documents|web auth\login. html YI | +||.x Pic 
Bsnact Be! 
we & (p8 ~ |G wlebswewsvip20 | Geb Authentication —s | "| {> GB) ~ mh ~ HpPave ~ Goo ~ ”| 
Bes ia) cs: fa 
1 3 
° ° 
Web Authentication 
User Name - ‘| 
Password Ir 
— © My Computer 100% + 


Figure 14-2 Generic Web Auth Splash Page 


When using the passthrough policy, the guest client is presented with a splash screen just as 
with authentication. The difference between the two policies at this point is that clients 
need only to accept the agreement before gaining network access. Although the clients in 
this case are not authenticating with a username/password, the controller does not consider 
the clients authenticated to the network and blocks network access (except DHCP and 
DNS) until they click on the Submit/Accept button on the splash page. If desired, you can 
also use Layer 2 security methods in conjunction with web auth. This, of course, requires 
client-side configuration and can undermine the ease of guest access to visitors because 
they have to know what type of Layer 2 security to configure. Web auth supports open, 
open + WEP, and Wi-Fi Protected Access—Pre-Shared Key (WPA-PSK). It does not support 
802.1x authentications like Lightweight Extensible Authentication Protocol (LEAP) and 
Protected Extensible Authentication Protocol (PEAP). 


Controller code 4.2.61.0 introduced the Email Input option (see Figure 14-3). With Email 
Input selected, the guest user is prompted to enter an email address before proceeding. If 
you have Wireless Control System (WCS), you can run reports to see those email address- 
es. If you have configured RADIUS accounting on the guest WLAN, the email address 
entered is logged there as well. Administrators can then send emails to these users thanking 
them for visiting. You will only see the Email Input option when passthrough is selected. 
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| wlab5wicWISMip20 - Microsoft Internet Explorer provided by Cisco Systems, Inc. 
6 > | @) http://192.168.5.20/screens/frameset.html ~ gates ||P) 
Gsnaot Be 


SP Bwlabswiewrsmip20 > feb ~ |p Page + Cj Tools ~ 


A) Ne Save Configuration Ping Logout Refresh 


cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 


WLANs WLANs > Edit <Back 


{General} Security | QoS) ) Advanced) ) 
Layer 2 Layer 3 AAA Servers 


| Apply | 


vy WLANs 


> Advanced 


Layer 3 Security | None v 


¥] Web Policy 2 


O Authentication 
© Passthrough 


© Conditional web Redirect 


Preauthentication ACL None 


¥} Email Input 


Over-ride Global Config 1 Enable 


Foot Notes 


1 CKIP is not supported by 10xx model APs 
2 Web Policy cannot be used in combination with IPsec 


@ internet 100% > 


Figure 14-3 Email Input Option with Passthrough Authentication 


Note Until controller Release 5.2.157.0, however, the format of the text entered was not veri- 
fied. This meant a guest user could choose not to enter anything, enter gibberish, or enter col- 
orful messages. Because the description of Email Input indicates that a user must enter an 
email address before proceeding, some administrators considered this a security violation. 
Cisco changed the code to ensure that text entered is in a valid format like 
name@company.com. A user can still enter bogus information because there is no way to vali- 
date the address, but at least it will be in the form of an email address before access is granted. 


Cisco added this feature starting in 4.0.206.0 code. Conditional Web Redirect is commonly 
used by businesses that are selling network access to users. There is now a Conditional 
Web Redirect policy. When users log into the wireless network from the splash page, a 
RADIUS server verifies their user credentials. Should certain conditions be met that 
necessitate another redirect, the client is redirected to a new page. The conditions that 
facilitate a redirect and the redirect URL are configured on the RADIUS server, not the 
controller. An example of this is if the user needs to pay a bill and is redirected to a site 
where it is possible to make that payment to continue having network access. The guest 
WLAN must have some form of Layer 2 802.1x or WPA and WPAZ security configured 
for Conditional Web Redirect to function. For more information on the Conditional 
Redirect feature, please refer to Cisco.com. 


With code Release 5.0, another web authentication policy was added, Splash Page Web 
Redirect. With Splash Page Web Redirect, the user is redirected to a particular web page 
after successfully completing 802.1X authentication. Once the redirect is complete, the 
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user has full access to the network. You can specify the redirect page on a RADIUS server. 
If the RADIUS server returns the Cisco AV-pair “url-redirect,” then the user is redirected 
to the specified URL upon opening a browser. Even if the RADIUS server does not return 
a “url-redirect,” the user is considered fully authorized at this point and is allowed to pass 
traffic. Just like the Conditional Web Redirect policy, Splash Page Web Redirect requires 
802.1x or WPA + WPA2 Layer 2 security. 


For more information on both Conditional Web Redirect and Splash Page Redirect, 
please refer to the wireless controller configuration guides at www.cisco.com. 


Web Authentication Types 
Three types of web authentication exist: 
m= = Internal: Default web page from the internal web server of the controller. 


= Custom: Customized web page using the internal web server of the controller. 


m External: Uses an external web server to provide a customized splash page. 


You can make your selection from the WLC graphical user interface (GUI) under 
SECURITY > Web Auth > Configuration, as illustrated in Figure 14-4. 


C wlab5wicWISMip20 - Microsoft Internet Explorer provided by Cisco Systems, Inc. 


6 + | @ | http://192.168,5.20/screens/frameset, html BB) | #2 |< ie ||P 
@snaot Be! 


& BP | @wlabswiewrsmip20 | > Gl the EbPace ~ Gj Tools ~ 


Save Configuration Ping Logout Refresh 
obptet tte 


MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 


a 
Security Web Login Page __ Preview... Apply 


Web Authentication Type Internal (Default) v 


Redirect URL after 
login 


This page allows you to customize the content and appearance of the Login 
page. The Login page is presented to web users the first time they access the 
WLAN if 'Web Authentication’ is turned on (under WLAN Security Policies). 


Cisco Logo @Show QOdide 


Headline 
> Local EAP 


> Priority Order Message = 
» Access Control Lists 


Wireless Protection 


> oe 
Policies 


¥ Web Auth 
Web Login Page 


Certificate 


> Advanced 


@ Internet 100% > 


Figure 14-4 Web Authentication Type Configuration 


If you want to use the most basic type, choose Internal web auth. Using Internal web 
auth allows you to hide the Cisco logo, enter a heading up to 127 characters, and enter 
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up to 2047 characters of message text. If you want guest users to be redirected to a par- 
ticular page after authentication, such as the company website, they can enter that 
address in the Redirect URL after login section. 


Note Keep in mind that the redirect URL applies to all types of web authentication. In 
older code prior to 4.1.181.0, if you configured External or Custom web auth, the Redirect 
URL was not visible; the controller would still use that URL if configured. 


Custom web auth allows you a lot more flexibility in the web auth splash page appear- 
ance. Using a web auth template login.html file, am HTML expert can modify the web 
auth splash page to include corporate logos, backgrounds, legalese, links to other pages, 
and so on within the custom web auth bundle. The web auth bundle is a GNU tar file that 
contains the HTML and GIF files. Custom web auth will be covered in more detail in the 
“Custom Web Auth Splash Pages” section later in this chapter. 


If you want to use a network web server instead of the internal web server on the con- 
troller to service the web auth splash pages, select External web authentication and enter 
the address for the external web page. The use of the sample login.html file is required 
here as well to build the custom page that the network web server will use. Keep in mind 
that the external web server only provides the web page. The controller is still responsible 
for authenticating the guest user. The 2000, 2100, and WLCM series controllers have a 
hardware limitation and require the use of a pre-auth access control list (ACL) for the 
clients to gain access to the external web server. You would create an ACL on the con- 
troller allowing HTTP/HTTPs access to the external web server IP address and then apply 
that ACL under the Layer 3 Security under the WLAN configuration. Figure 14-3 shows 
the screen where you can access the Preauthentication ACL configuration drop-down list. 


Web Authentication Process 


Because web auth takes place at Layer 3, it only occurs after clients complete all Layer 2 
authentications (WPA-PSK, static Wired Equivalent Privacy [WEP)), if any. As described 
in Chapter 10, “Troubleshooting Client-Related Issues,” clients run through the state 
machine (see Figure 10-1). In that figure, you can see that web auth is State 8. This means 
that it happens after Layer 2 authentication and after DHCP-Required, but before clients 
enter the RUN state. 


When clients associate to a web auth WLAN, they get an IP address, default gateway, 
and DNS server from DHCP. Web auth is the only security method on the controller 
that allows clients to obtain an IP before authentication. After association, if clients 
open a web browser and try to access a web page, they are redirected to the web auth 
splash page. 


For this process to work, DNS resolution must be allowed on the guest VLAN. When a 
client browser opens a web page, that page has a friendly name, such as www.cisco.com. To 
the computer, however, it is really going to IP address 198.133.219.25. The client sends a 
DNS request and receives the DNS response telling it what IP to use. Without DNS, the 
client computer has no idea what IP address to send the HTTP GET to in order to pull up the 
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www.cisco.com website. When the web server responds, the controller intercepts that pack- 
et and adds a URL redirect to either its own virtual interface IP address or that of the config- 
ured external web server so the guest client is presented with the web auth splash page. 


The web authentication process is as follows: 


Step 1. The client enters the START machine state, completing any Layer 2 security if 
necessary. 


Step 2. After Layer 2 authentication state is complete, the client moves to DHCP- 
Required (DHCP_REQD). 


Step 3. The client receives IP, DNS, and so on from the DHCP server. The client opens 
the web browser and the PC sends a DNS query. In Figure 14-5 the client 
queries for webserver.leesdesk.com. 


BD: 6-H MBaeB @S YT 200M i &|@ i 
qe (Eile |Aa\e eel ee 
Packet: 14| J 4+ 2 
@ Protocol: 17 UDP a 
@ Weader Checksum: oxb402 
@ Source IP Address 192.168.1.201 
@ Dest. IP Address 192.168.1.10 
= wpe _- User Datagram Protocol 
@ Source Port: 1053 
@ Destination Port 53 domain 
@ Length: 48 
@ oP Checksum: Ox6B69 
f° DNS - Domain Name System Protocol 
@ Identification: OxCE67 
GY DNs Flags: 0x0100 
@ 
@ 
@ 
@ 
@ 
@ 
@ 
@ 
@ 


@ Questions: 
@ Rnswers: 
@ authority: 


lb oor 


=) Question 


@ rcs: Ox57D20864 FCS invalid. Should be: ( ‘95S v 


oo00: | 88 01 2C 00 00 1k 13 06 Fé 50 00 13 ES F7 HB 35 00 10 Ad ES 20 56 70 01 00 00 AK AR O3 00 00.0008 00|..,......P.....5.... 
0034: | 45 00 00 44 OZ 83 00 OO 80 11 B4 OZ CO AB 01 C9 CO As O1 OA 04 1D 00 35 00 30 6B 69 CE 67 O1 00 00 O1 | E.- 
068: | G0 00 00 OD OD 00 O5 77 65 62 73 65 72 76 65 72 08 6C 65 65 73 64 65 73 6B 03 63 GF C7 84 CA 63 7E 76 


For Help, press Fi 1 Local Area Connection 


Figure 14-5 Client DNS Query 


Step 4. — The controller forwards the DNS request. 


Step 5. The DNS server resolves webserver.leesdesk.com to 192.168.1.10 (see 
Figure 14-6). 


Step 6. The controller forwards the DNS reply. 


Step 7. The client sends HTTP GET to the web server, the destination host (see 
Figure 14-7). The client and the web server in this example are in the same 
domain, leesdesk.com. 
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OmniPeek Personal - [leewebauthfilter.apc - Packet #15] 


File Edit View Capture Send Monitor Tools Window Help = 


65 ¢7T 2 om i 


@ Destination Port: 1053 remote-as 
@ Length: 64 
@ voP Checksum: OxS6FZ 
S$ DNs_- Domain Name System Protocol 
@ Identification: OxCE6? 
JT DNs Flags: Ox8ss80 
Bass 25s : .- Response 
0... F Standard Query 
s2.. 2... .-.. Aubhoritativ wer 
-0. .... .... Massage Not Truncated) 
2 Reoursion Desired 
S.. .. Recursion Available 
0. -. (Reserved) 
0. .... (Authenticated Not Data) 
-0 .... (Checking Enabled) 
0000 Reply ¢ 
1 
1 
o 
o 
BF Question 
@ Domain Name: webserver. leesdesk.com 
@ Type: 1 A - Host Address 
@ Class: 1 Inte 


‘Answer 

@ Domain Name: server. leesdesk. com. {Compressed Name] 
@ Type: A - Host Address 

@ Class: 1 Internet 

@ Time to Live 3600 

@ Data Length: 4 

5 192.168.1.10 


fo = equence 
@ Fc OxA9S4CDC6 


Qo00: | 88 02 2C 00 00 13 Re F7 HB 35 00 1B 13 06 F6 50 00 10 Ad ES 20 56 20 01 00 00 AA AA 03 00 00 00 o8 00 
45 00 00 S4 07 AF 00 00 80 11 AR C6 CO AB O1 OA CO AS 01 C9 00 35 O4 1D 00 40 56 F2 CE 67 85 80 00 01) E. 
00 01 00 00 00 00 09 77 65 62 73 65 72 76 65 72 08 GC 65 65 73 64 65 73 6B 03 63 GF 6D 00 O00 O1 00 OL 


For Help, press Fi 9 Local Area Connection 


Figure 14-6 DNS Response 


OmniPeek Personal - [leewebauthfilte: 


B-8-H. @Baea & i> BeB 
->® lal & ese ex 
Packet: 18| bx] i+ ? 
@ Source Port: 1054 bryread 
@ Destination Port: 80 http 
@ Sequence Number: 3156744501 
@ Ack Number: 2317055975 
@ ICP offset: 5 (20b ) 
@ Reserved: $0000 
S- Tcp Flags: +o0011000 AP 
@ ‘ 
@ 0 
@ 
@ 
@ 
@ ° 
@ ‘ 
@ 
@ Window: 16680 
@ TCP Checksum: 0x2240 
@ Urgent Pointer oO 
@ vo Optio: 
S$ urrp_- Wyper Text Transfer Protocol 
@ rTP Command: GET 
@ ver: / | 
@ WTP Version: HITP/1.1<CR | 
ee Ete | 
@ Veer-agent : Mozilla/5.0 (Windows; U; Windows NT 5.1; en-US; rv:1.8.1.7) Gecko/20070914 Firefox/2.0.0.7<CR | 
@ Accept: text/xml, application/xml,application/xhtml+xml,text /html;q=0.9,text/plein;q=0.8,image/png,*/*; LF. | 
@ Accept-Language: en-us ,en;q=0.5 || 
@ Accept-Encoding: gzip, deflate<CR™<LF. 
@ Accept-Charset : IS0-8859-1,ut£-8;q=0.7,*;q=0.7 ] 
@ Keep-Alive: 300<CR><LF: | 
@ Connection: keep-alive<CR™<LF LF: | 
© ¥ ECs _- Frame Check Sequence | 
@ kes: Ox4E70E9FS 
0000: | 88 01 ZC 00 O0 1E 13 06 F6 50 00 13 ES F7 ES 35 00 10 Ad ES 20 S6 AO O1 OO OO AA AA 03 00 00 00 Tang eb aaa te 
0034: | 45 00 01 B9 02 88 40 00 80 06 72 93 CO AS O1 C9 CO AS O1 OA O4 1 00 50 BC 28 19 35 9A 1B 77 E7 = 22. (5.0. = 
:/ 41 28 22 40 00 00 47 45 54 20 2F 20 48 54 54 50 2F 31 2E 31 OD OA 48 6F 73 74 3A 20 77 65 62 73 65 72 | A("@..GRT / HITP/1.1..Host: webse: 
26 65 72 OD OA 55 73 65 72 2D 41 67 65 6E 74 2A 20 4D GF 7A 69 6C GC 61 2F 35 2E 30 20 28 57 69 GE 64 ver. .User-Ayent: Mozilla/5.0 (Win | 
|For Help, press Fi BY Local Area Connection 


Figure 14-7 Client HTTP GET 
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Step 8. The controller intercepts the returned web page from the destination web 
server and sends a redirect to its own internal web server address 
https://VIRTUAL-IP/login.html?redirect to the client. See Figure 14-8. 


@ OmniPeek Personal - [leewebauthfilter,apc - Packet #20] 


= 
a- &- Maae & #T 2 Of i & Ol 
> glee x 
Packet: 20| [x] 4+ ? 
ay Tce - Transport Control Protocol 4 
@ Source Port 80 http 
@ Destination Port 1054 brvread 
@ Sequence Number 2317055975 
@ Ack Number 3156744902 
@ TCP offset 5 t 
@ Reservea +0000 
Sf Tep Flags 00011000 
@ ‘ 
@ 
@ 
@ 
@ 
@ 
@ 
@ 
@ Window 6432 
@ TCP Checksum: Ox2FEZ 
@ Urgent Pointer 0 
@ Options 
= ure _- Myper Text Transfer Protocol 
@ wip Version: HTTP/1.1 
@ WTP status 200 
@ WTP Reason OK<CR<LF: 
@ Server HTTP Appgu<Ch™<LP 
@ Content-Type text/html 
@ Content-Length BLT<CE RL 
@ line 1 <HTNL><HEAD><TITLE>Cisco Systems Inc. Web Authentication Redirect</TITLE><NETA h 
@ Line ttp-equiv="Cache-control" content="no-cache"><NETA http-equiv="Pragma" content=" 
@ Line no-cache"><META http-equiv="Expires" content="-1"><META http-equiv="refresh" con 
@ Line tent="1; URL=https: //1.1.1.1/login. html? redirect =webserver /"></HEAD></HTML> 
=| 9 FCS _- Frame Check Sequence 
@ rcs Ox3FZA118C M 
oooo: | 88 O2 ZC 00 O0 13 ES F7 ES 35 00 1K 13 06 Fé 50 00 1H 13 SO AS CO SO O1 00 OO AA AA 03 00 00 00 08 OO|..,......5.....P...P..P. wee 
0034: | 45 00 O1 BA CS OF 40 00 40 06 FO OA CO AS O1 OA CO AS O1 C9 OO SO O4 1F SA 1B 77 E7 BC 28 1A C6 SO 18/ E.....@.G.........-..P.. (..P 
0068: | 19 20 2F BZ 00 00 48 54 54 50 2F 31 2B 31 20 32 30 30 20 4F 4B OD OA 53 65 72 76 65 72 3A 20 48 54 S4| - /..-HTTP/1.1 200 OK..Server: HT 
0102: | 50 20 41 70 70 67 77 OD OA 43 GF GE 74 65 GE 74 2D 54 79 70 65 3A 20 74 65 78 74 2F 68 74 ED 6C OD OA P Appgu..Content-Type: text/html. ¥ 
For Help, press Fi 1B) Local Area Connection 


Figure 14-8 Controller Redirect to Virtual IPAdress 1.1.1.1 


Step 9. = The client goes to the login page, passes web authentication, and enters the 
RUN state on the controller. 


Step 10. The controller forwards the client browser to the original web page— 
192.168.1.10/login.html. 


Note In this example the DNS server and the web host happen to be the same server. 
That is why you see the same IP for both. Under non-lab conditions, these will typically 
not be the same. 


Before 4.0.206.0, a client associated to a web auth-enabled WLAN could sit indefinitely 
without ever trying to authenticate. Knowing this, an attacker could initiate a denial-of- 
service (DoS) attack on the guest network by using all the IP addresses in the DHCP 
scope. To help mitigate this form of attack, Cisco added a web auth timeout. Should a 
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client associate and not authenticate after a 5-minute period, the controller will remove 
the client. The output of debug client mac-addr indicates when this time is reached: 


Wed Feb 13 09:22:15 2009: 00:14:a5:d9:f6:d5 192.168.15.118 WEBAUTH REQD (8) Web- 
Auth Policy timeout 


The web auth timeout value is not configurable, and until the 5.0 code release, you could 
not turn it off. In 5.0 and higher code, you can turn it off, but you must do that from the 
controller command-line interface (CLI) using the following command: 


config wlan webauth-exclude WLAN ID disable 


Troubleshooting Basic Web Authentication 


Understanding how web auth works is key to troubleshooting it when it does not work. 
Common network issues that have nothing to do with wireless can stop web auth from 
working. The easiest way to test the guest WLAN is to remove the web auth security 
setting and see if the client can access the Internet. If it cannot, a network issue is like- 
ly to blame. You can also try performing an nslookup from the client or using the IP 
instead of the web address to see if the client gets the redirect page. If the DNS lookup 
fails but using the IP address works, the DNS is an issue. To verify that the redirect 
page on the controller is working, you can also enter https://1.1.1.1/login.html assuming 
that the IP of the virtual interface on the controller is 1.1.1.1. 


The following is a list of common problems that can break web authentication: 


m= The guest VLAN is not allowed on the controller trunk port. 
m = The guest VLAN is not routed on the network. 
m DNS is blocked by a firewall or network ACLs. 


m= The client is configured to use a proxy server. You might be able to make web 
auth work in conjunction with a network proxy server by performing the following 
two actions: 


1. Add an exception to the client proxy configuration in the browser for the virtual 
interface IP address of the controller. The user must be a local admin to make 
this change. Keep in mind that corporate policies might not allow a user to 
change proxy settings. 


2. Use the following command to add the proxy port (in this case port 8080) to 
the web auth redirect from the controller CLI: 


config network web-auth-port proxy port 


You must save and reboot for this to take effect. The output of the show net- 
work summary command will confirm the configuration: 


(WLC1) >show network summary 


RF-N@tWOrK NAMGs.ipkccadeaw eee bees e ewan eS a4 West 
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WED 'MOGGs ies iene aikacnuenn eo Maan ea Re eciace eel are. Enable 
Secure Web MOG icka ces weno eagle eek Ga eae Ra Enable 
Secure Web Mode Cipher-Option High.......... Disable 
Secure Web Mode Cipher-Option SSLv2......... Enable 
Secure: Shell (S8h) .icrwkcc wes whole era nae Enable 

WOU CC sere. 5 dee chen wie ae kee act ase Ree ee ee Enable 
Ethernet. Multicast Mode... cece eo nee Disable 
Ethernet Broadcast Mode.........ee eeu v unease Disable 

AP MULLECaST. MOUG. acces a wd eek ee Unicast 
IGMP: ShHOOPING wis acec eee ei Re tekne eres oe. Disabled 
IGMP: CAMe OUT. 2. eid aes tae Cea aan cai 6@ seconds 
User: EGL6: TIMGOuUt a 6 5 ck ew a eae Re Oe oe eR 300 seconds 
ARP TdLe: iMG OUT aiace, i cosce eee yaee Bite w pave ae ed 300 seconds 
Cisco AP Default Master... seccreiekeiws awed < Disable 

AP JOUM PR PLOR LE Ysera secs Wats ete wardens ite dean eo Enabled 
Mgmt Via Wireless Interface............ee05- Disable 
Mgmt Via Dynamic Interface..............000, Disable 
Bridge MAC filter Config.........e eee ee eens Enable 
Bridge: Security MOd@Qis 18 ici dee ae bie eh aa 4 EAP 

Mesh Full Sector DFS...... 000 cece eee eee eee Enable 


—More— or (q)uit 


Over The Air Provisioning of AP'S........... Disable 
Apple: shal kins ievawtinwe ai tuaite ainda wade Disable 
AP FAUT DACK™ oh 2 Aside wdicacnnd Goudeeinalcle nt se ales Enable 
Web Auth Redirect PortS .......ceseeeeeeeaee 80,8080 
Fast SSID Change .....ecceeeee cece eteeeeeees Disabled 
802.3 Bridging ....cccseceeceeese eee eeeeeues Disable 
IP/MAC Addr Binding Check ........eeeeeeeeee Enabled 


The client browser does not, allow redirects. From Internet Explorer, Tools > 
Internet Options > Security > Custom > Allow META-Refresh should be enabled. 


There is no DHCP on the guest VLAN. 
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m The client home page is HTTPS; HTTPS is not currently supported with web auth 
for the redirect. Hopefully this limitation will be removed in a future code release. 


m A 2000 or 2100 series controller and external web authentication are used, but pre- 
auth ACL is missing or incorrect. 


Debug information can be useful in determining where the redirect issue might lie if you 
have verified the underlying network configuration. The debug output is more informa- 
tive with newer controller codes. Using these debugs, you can see the policy manager 
state of the client, whether the client received an IP address, the redirect, and so on. The 
most useful debugs for web auth are as follows: 


m debug mac addr client-MAC-address xx:xx:xx:xx:xx:xx: Filters the output of 
other debugs based on the client MAC address. 

m debug aaa all enable: Debugs authentication. 

m debug pem state enable: Debugs policy manager State Machine. 

m debug pem events enable: Debugs policy manager events. 

m debug dhcp message enable: Debugs DHCP messages. 

m debug dhcp packet enable: Debugs DHCP packets. 

m debug pm ssh-appgw enable: Debugs application gateways. 

m debug pm ssh-tcp enable: Debugs policy manager TCP handling. 


Example 14-1 provides sample debug output of a successful web auth process using web 
authentication to the local user database or the controller. 


Example 14-1 Successful Web Authentication Debug Output 


! ! Client associates and is in DHCP_REQ state 

Mon Sep 22 13:37:19 2008: 00:40:96:a1:4a:f6 Adding mobile on LWAPP AP 
00:0b:85:65:59:10(1) 

Mon Sep 22 13:37:19 2008: 00:40:96:a1:4a:f6 Scheduling deletion of Mobile Station: 
(callerId: 23) in 5 seconds 

Mon Sep 22 13:37:19 2008: 00:40:96:a1:4a:f6 apfProcessProbeReq (apf_80211.c:4072) 
Changing state for mobile 00:40:96:a1:4a:f6 on AP 00:0b:85:65:59:10 from Idle to 
Probe 

Mon Sep 22 13:37:21 2008: 00:40:96:a1:4a:f6 Scheduling deletion of Mobile Station: 
(callerid: 24) in 5 seconds 

Mon Sep 22 13:37:21 2008: 00:40:96:a1:4a:f6 Scheduling deletion of Mobile Station: 
(callerId: 24) in 5 seconds 

Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 Scheduling deletion of Mobile Station: 
(callerId: 24) in 5 seconds 

Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 Association received from mobile on AP 
00:0b:85:65:59:10 

Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 STA - rates (4): 24112200000 
02000000 
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Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 0.0.0.0 START (0) Initializing policy 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 0.0.0.0 START (0) Change state to 
AUTHCHECK (2) last state AUTHCHECK (2) 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 0.0.0.0 AUTHCHECK (2) Change state to 
L2AUTHCOMPLETE (4) last state L2AUTHCOMPLETE (4) 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 @.0.0.0 L2AUTHCOMPLETE (4) Plumbed 
mobile LWAPP rule on AP 00:0b:85:65:59:10 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 0.0.0.0 L2AUTHCOMPLETE (4) Change 
state to DHCP_REQD (7) last state DHCP _REQD (7) 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 apfPemAddUser2 (apf_policy.c:209) 
Changing state for mobile 00:40:96:a1:4a:f6 on AP 00:0b:85:65:59:10 from Probe to 
Associated 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 Stopping deletion of Mobile Station: 
(callerid: 48) 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 Sending Assoc Response to station on 
BSSID 00:0b:85:65:59:10 (status 0) 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 apfProcessAssocReq (apf_80211.c:3853) 
Changing state for mobile 00:40:96:a1:4a:f6 on AP 00:0b:85:65:59:10 from 
Associated to Associated 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 0.0.0.0 DHCP_REQD (7) State Update 
from Mobility-Incomplete to Mobility-Complete, mobility role=Local 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 0.0.0.0 DHCP_REQD (7) pemAdvanceState2 
3949, Adding TMP rule 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 @.0.0.@ DHCP_REQD (7) Adding Fast 
Path rule 


type = Airespace AP - Learn IP address 
on AP 00:0b:85:65:59:10, slot 1, interface = 29, QOS = 0 
ACL Id = 255, Jumbo Frames = NO, 802.1P = @, DSCP = @, TokenID = 5006 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 0.0.0.0 DHCP_REQD (7) Successfully 
plumbed mobile rule (ACL ID 255) 


Mon Sep 22 13:37:23 2008: 00:40:96:a1:4a:f6 0.0.0.0 Added NPU entry of type 9 
! output omitted for brevity 
! Client receives an IP and the controller places them into WEBAUTH_REQ 


Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP received op BOOTREPLY (2) (len 
308, port 29, encap OxecQQ) 


Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option len (including the magic 
cookie) 72 


Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: message type = DHCP ACK 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: 58 (len 4) - skipping 

Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: 59 (len 4) - skipping 

Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: lease time = 3600 seconds 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: server id = 192.168.1.20 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: netmask = 255.255.255.0 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: 15 (len 12) - skipping 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: gateway = 192.168.5.1 


Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP option: DNS server, cnt = 1, 
first = 192.168.1.20 


Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP options end, len 72, actual 64 


(continues) 


ng 443 


continued 
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Example 14-1 Success Web Authentication Debug (continued) 

Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 DHCP setting server from ACK (server 
192.168.1.20, yiaddr 192.168.5.161) 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 192.168.5.161 DHCP_REQD (7) Change 
state to WEBAUTH_REQD (8) last state WEBAUTH _REQD (8) 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 192.168.5.161 WEBAUTH_REQD (8) 
pemAdvanceState2 4616, Adding TMP rule 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 192.168.5.161 WEBAUTH_REQD (8) 
Replacing Fast Path rule 

type = Airespace AP Client - ACL passthru 

on AP 00:0b:85:65:59:10, slot 1, interface = 29, QOS = 0 

ACL Id = 255, Jumbo Frames = NO, 802.1P = @, DSCP = 0, TokenID = 5006 
Mon Sep 22 13:37:24 2008: 00:40:96:a1:4a:f6 192.168.5.161 WEBAUTH_REQD (8) 
Successfully plumbed mobile rule (ACL ID 255) 
! output omitted for brevity 
! Client opens an Internet Browser and tries to access a web page at 
192 168.5615 


Mon Sep 22 13:37:28 2008: SshPmAppgw/pm_appgw.c:1234/ssh_pm_appgw_request: New 
application gateway request for ‘alg-http 192.168.5.161.2708 > 192.168.5.151.80 
(nat: 192.168.5.151.80) tcp ft=0x00000000 tt=0x00000000 


Mon Sep 22 13:37:28 2008: SshPmAppgw/pm_appgw.c:1239/ssh_pm_appgw_request: Packet 
attributes: trigger_rule=0x4ebf, tunnel_id=0x®, trd_index=OxddfffffFf, 
prev_trd_index=Oxddf fff ff 


Mon Sep 22 13:37:28 2008: SshPmAppgw/pm_appgw.c:1240/ssh_pm_appgw_request: Packet: 
Mon Sep 22 13:37:28 2008: 00000000: 4500 0030 0340 4000 8006 Gaff c0a8 05a1 
E..0@.@@...j..... 

Mon Sep 22 13:37:28 2008: 00000010: cQ0a8 0597 0a94 0050 73f6 f8d2 0000 0000 


Mon Sep 22 13:37:28 2008: 00000020: 7002 4000 3ee9 0000 0204 05b4 0101 0402 


Mon Sep 22 13:37:28 2008: SshPmStAppgw/pm_st_appgw.c:403/ssh_pm_st_appgw_start: 
Calling redirection callback 


Mon Sep 22 13:37:28 2008: SshPmAppgw/pm_appgw.c:155/ssh_appgw_redirect: 
Application gateway redirect: 192.168.5.151.80 -> 192.168.5.151.80 


Mon Sep 22 13:37:28 2008: SshPmStAppgw/pm_st_appgw.c:445/ssh_pm_st_appgw_mappings: 
Creating application gateway mappings: 192.168.5.161.2708 > 192.168.5.151.80 
(192.168.5.151.80) 


Mon Sep 22 13:37:28 2008: SshPmStAppgw/pm_st_appgw.c:102/ssh_pm_appgw_mappings_cb: 
appgw connection cached: init flow_index=5850 resp flow_index=5849 event_cnt=379 
Mon Sep 22 13:37:28 2008: SshPmStAppgw/pm_st_appgw.c:493/ssh_pm_st_appgw_map- 
pings_done: NAT on initiator side 

Mon Sep 22 13:37:28 2008: 
SshPmStAppgw/pm_st_appgw.c:583/ssh_pm_st_appgw_tcp_responder_stream_done: 
ssh_pm_st_appgw_tcp_responder_stream_done: conn->context.responder_stream=0x0 

Mon Sep 22 13:37:28 2008: 
SshPmStAppgw/pm_st_appgw.c:624/ssh_pm_st_appgw_tcp_responder_stream_done: Opening 
initiator stream 192.168.5.151:47696 > 192.168.5.30:2006 


Mon Sep 22 13:37:28 2008: 
SshPmStAppgw/pm_st_appgw.c:154/ssh_pm_appgw_i_flow_enabled: Initiator flow mode 
has now been set. 
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Mon Sep 22 13:37:28 2008: 00:40:96:a1:4a:f6 Orphan Packet from 192.168.5.161 on 
mobile 

Mon Sep 22 13:37:28 2008: 00:40:96:a1:4a:f6 Invalid MSCB state: 
ipAddr=192.168.5.161, regType=2, Dhcp required! 

Mon Sep 22 13:37:28 2008: SshPmAppgw/pm_appgw.c:507/ssh_appgw_tcp_listener_call- 
back: New initiator stream: src=192.168.5.151:47696, dst=192.168.5.30:2006 

Mon Sep 22 13:37:28 2008: 
SshPmStAppgw/pm_st_appgw.c:646/ssh_pm_st_appgw_tcp_open_initiator_stream: Initiator 
stream opened 


Mon Sep 22 13:37:28 2008: SshAppgwHttp/appgw_http.c:531/ssh_appgw_http_conn_cb: 
New TCP HTTP connection 192.168.5.161.2708 > 192.168.5.151.80 

Mon Sep 22 13:37:28 2008: SshAppgwHttp/appgw_http.c:535/ssh_appgw_http_conn_cb: 
Responder sees initiator as °192.168.5.30.2708' 


Mon Sep 22 13:37:28 2008: SshAppgwHttp/appgw_http.c:539/ssh_appgw_http_conn_cb: 
Initiator sees responder as °192.168.5.151.80' 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttp/appgw_http.c:99/ssh_appgw_http_st_wait_input: entering state 
st_wait_input: (i) reading hdr 1 nmsgs 0 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttpState/appgw_http_state.c:2077/ssh_appgw_http_handle_state: handling: 0 
bytes: 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttp/appgw_http.c:136/ssh_appgw_http_st_wait_input: read -1 bytes (offset 
@ data 0) 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttp/appgw_http.c:99/ssh_appgw_http_st_wait_input: entering state 
st_wait_input: (r) reading _hdr 1 nmsgs 0 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttpState/appgw_http_state.c:2077/ssh_appgw_http_handle_ state: handling: 0 
bytes: 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttp/appgw_http.c:132/ssh_appgw_http_st_wait_input: appgw_http.c.132: io- 
>sre is NULL 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttp/appgw_http.c:136/ssh_appgw_http_st_wait_input: read -1 bytes (offset 
@ data 0) 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttp/appgw_http.c:99/ssh_appgw_http_st_wait_input: entering state 
st_wait_input: (i) reading _hdr 1 nmsgs 0 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttpState/appgw_http_state.c:2077/ssh_appgw_http_handle_ state: handling: 0 
bytes: 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttp/appgw_http.c:136/ssh_appgw_http_st_wait_input: read 240 bytes (offset 
@ data Q) 

! output omitted for brevity 

! Here you see the HTTP GET from the client 


Mon Sep 22 13:37:28 2008: 00000000: 4745 5420 2f20 4854 5450 2f31 2e31 Od@a GET 
/ HTTP/1.1.. 


Mon Sep 22 13:37:28 2008: 00000010: 4163 6365 7074 3a20 2a2f 2a0@d 0a41 6363 
Accept: */*..Acc 


(continues) 


ng 445 
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Example 14-1 Success Web Authentication Debug (continued) 


Mon Sep 22 13:37:28 2008: 00000020: 6570 742d 4c61 6e67 7561 6765 3a2@ 656e ept- 
Language: en 

Mon Sep 22 13:37:28 2008: 00000030: 2d75 730d 0a41 6363 6570 742d 456e 636f 

us. .Accept -Enco 

Mon Sep 22 13:37:28 2008: 00000040: 6469 6e67 3a20 677a 6970 2c20 6465 666c 
ding: gzip, defl 

Mon Sep 22 13:37:28 2008: 00000050: 6174 650d 0a55 7365 722d 4167 656e 743a 

ate. .User -Agent: 

Mon Sep 22 13:37:28 2008: 00000060: 204d 6f7a 696c 6cC61 2f34 2e€30 2028 636f 
Mozilla/4.@ (co 

Mon Sep 22 13:37:28 2008: 00000070: 6d70 6174 6962 6cC65 3b20 4d53 4945 2036 
mpatible; MSIE 6 

Mon Sep 22 13:37:28 2008: 00000080: 2e30 3b20 5769 6e64 6f77 7320 4e54 2035 .0; 
Windows NT 5 

Mon Sep 22 13:37:28 2008: 00000090: 2e31 3b20 5356 313b 202e 4e45 5420 434c .1; 
SV1;_ .NET CL 

Mon Sep 22 13:37:28 2008: 000000a0: 5220 322e 302e 3530 3732 373b 202e 4e45 R 
2.0.50727; .NE 

Mon Sep 22 13:37:28 2008: 000000b0: 5420 434c 5220 312e 312e 3433 3232 290d T 
CLR 1.1.4322). 

Mon Sep 22 13:37:28 2008: 000000c0: 0a48 6f73 743a 2031 3932 2e31 3638 2e35 
»Host: 192.168.5 

Mon Sep 22 13:37:28 2008: 000000d0: 2e31 3531 Od@a 436f 6e6e 6563 7469 6f6e 
.151..Connection 

Mon Sep 22 13:37:28 2008: 000000e0: 3a20 4b65 6570 2d41 6c69 7665 Oda Odda 
Keep-Alive.... 

Mon Sep 22 13:37:28 2008: SshAppgwHttpState/appgw_http_state.c:985/ssh_appgw_parse 
_request_line: parsing request line GET / HTTP/1.1 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttpState/appgw_http_state.c:1018/ssh_appgw_parse_request_line: internal 
http version 3 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttpState/appgw_http_state.c:1155/ssh_appgw_add_method: caching method 2 
for reply 0 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttpState/appgw_http_state.c:1604/ssh_appgw_check_msg: examining request 
using service id 10 

Mon Sep 22 13:37:28 2008: 
SshAppgwHttpState/appgw_http_state.c:594/ssh_appgw_http_get_dst_host: destination 
host: 192.168.5.151 


! output omitted for brevity 


1 Here. is. the HTTP redirect and the guest user, fred, i¢ authenticated 


Mon Sep 22 13:37:35 2008: SshAppgwHttp/appgw_http.c:732/ssh_appgw_http_connec- 
tion_terminate: service HTTP-REDIR: TCP HTTP connection 192.168.5.161.2708 > 
192.168.5.151.80 terminated 

Mon Sep 22 13:37:35 2008: SshPmStAppgw/pm_st_appgw.c:1094/ssh_pm_st_appgw_termi - 
nate: terminating appgw instance 

Mon Sep 22 13:37:52 2008: 00:40:96:a1:4a:f6 Username entry (fred) created for 
mobile 


Mon Sep 22 13:37:52 2008: User fred authenticated 
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Mon Sep 22 13:37:52 2008: 00:40:96:a1:4a:f6 Returning AAA Success for mobile 
00:40:96:a1:4a:f6 


! output omitted for brevity 
! Client is moved into RUN state 


Mon Sep 22 13:37:52 2008: 00:40:96:a1:4a:f6 192.168.5.161 WEBAUTH_REQD (8) Change 
state to WEBAUTH_NOL3SEC (14) last state WEBAUTH_NOL3SEC (14) 


Mon Sep 22 13:37:52 2008: 00:40:96:a1:4a:f6 192.168.5.161 WEBAUTH_NOL3SEC (14) 
Change state to RUN (20) last state RUN (20) 


Mon Sep 22 13:37:52 2008: 00:40:96:a1:4a:f6 Session Timeout is @ - not starting 
session timer for the mobile 


Mon Sep 22 13:37:52 2008: 00:40:96:a1:4a:f6 192.168.5.161 RUN (20) Reached PLUMB- 
FASTPATH: from line 4536 


Mon Sep 22 13:37:52 2008: 00:40:96:a1:4a:f6 192.168.5.161 RUN (20) Replacing Fast 
Path rule 


type = Airespace AP Client 
on AP 00:0b:85:65:59:10, slot 1, interface = 29, QOS = 0 
ACL Id = 255, Jumbo Frames = NO, 802.1P = 0, DSCP = Q, TokenID = 5006 


Tip When you upgrade controller code to 4.2.173.0 or higher, SSLv2 might become dis- 
abled and SSLv3 is only accepted by the controller for both web auth and administrative 
access. You can see if SSLv2 is enabled using the command show network summary. 
Some Internet browsers—Microsoft Internet Explorer 6 in particular—need to be config- 
ured to support SSLv3 because they may not by default. In this case, an IE 6 client, for 
example, will receive a “404 Page cannot be displayed” message, whereas another browser 
such as Firefox will work with no issues. If you run into this issue, you can enable SSLv2 
on the controller from the CLI using the following command, saving, and rebooting: 


config network secureweb cipher-option sslv2 enable 


RADIUS and LDAP Authentication with Web Auth 


If you want guest users to have to enter a valid username and password before gaining 
network access and do not want to use the local user database on the controller, you can 
set up a RADIUS server or connect directly to an LDAP server. This allows the guest user 
account to be managed by someone other than the wireless engineers. The domain 
administrator or other user with account management privileges on the network can man- 
age the account and determine password changes, expiration dates, and so on. 


It is important to remember that the controller checks the local user database first when 
authenticating users. Should you have the same username in the local database as that of 
the client on the RADIUS server and the password on the controller is incorrect, the user 
will never pass authentication because the controller will not forward the request to the 
RADIUS server after an access reject from the local database. You can configure the 
order of Local, RADIUS, and LDAP that the WLAN should use for web auth. 


ng 447 
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If you have global RADIUS servers defined, the Network User option is selected (see 
Figure 14-9) on the controller, and the guest name does not exist in the local database, 
the controller sends a RADIUS request to the global RADIUS servers. 


6: Oo WHAQaS Os 2063 ay - 5x 
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Figure 14-9 RADIUS Configuration for Network User 


If you never want the controller to send a RADIUS request to an external RADIUS server 
that is configured on the controller, you can use the following commands from the con- 
troller CLI: 


config wlan disable WLAN-id 
config wlan RADIUS_server auth disable WLAN-id 
config wlan enable WLAN-id 


With auto-anchoring (discussed later in the chapter), the Anchor controller needs to be 
configured as a RADIUS client on the RADIUS server. Add the Management address of 
the Anchor controller as a AAA-Client on the AAA server in use. 


Make sure you configure the Web RADIUS Authentication setting under CONTROLLER 
> General to match the supported protocol of your RADIUS server (see Figure 14-10). 


If the RADIUS server is behind a network firewall, you need to make sure that the proper 
User Datagram Protocol (UDP) ports are open between the RADIUS server and the man- 
agement interface of the controller. RADIUS servers typically use UDP port 1812/1645 
for authentication messages and UDP port 1813/1646 for accounting messages, but you 
can change those ports on the server if you like. 


Hybrid Remote Edge Access Point (H-REAP)—enabled APs (see Chapter 13, “H-REAP”) 
also support RADIUS authentication with web auth. In a configuration in which the 
guest WLAN is H-REAP enabled, this would be central authentication with local switch- 
ing. If the WLAN was not H-REAP enabled, you would have a central authentication 
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with central switching configuration. Keep in mind that web auth is not supported when 
an H-REAP access point (AP) goes into standalone mode. When an H-REAP AP enters 
standalone modes, it implies that the AP has lost network connectivity to the controller. 
In this situation, there is no way for the controller to authenticate the guest user. 
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Figure 14-10 Web RADIUS Authentication Protocol 


In the debug output from debug aaa all enable, you will want to look for access-accepts, 
access-rejects, server timeouts, and failed messages when using RADIUS authentication. 


The 5.0 version of code introduced LDAP support for web authentication. The configura- 
tion of the controller for LDAP is quite simple. This is done by going to SECURITY > 
AAA > LDAP (see Figure 14-11), filling in the appropriate information for the LDAP 
server, and enabling it. 


If you are unclear on the user base distinguished name, attribute, and object type, you 
can use an LDAP explorer program. You have numerous options, from high-end applica- 
tions you can purchase to free programs on the Internet, that will show this information 
in the LDAP directory. Then on the AAA Servers tab for the guest WLAN, select the 
LDAP server you want you use. 


The caveat with LDAP and web auth in earlier code is that the LDAP server must accept 
anonymous bind and pass the password in clear text. The controller cannot decrypt 
encrypted LDAP packets. In the 5.1 and higher code releases, authenticated binding is 
supported. A future code release will add support for LDAP using Secure Socket Layer 
(SSL), LDAP-S. For security and best practice purposes, you will want to set the base 
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Distinguished Name (DN) for searching for guest user accounts to a branch that is dedi- 
cated to guest users. By doing so, you prevent a corporate user from authenticating on 
the guest network and perhaps allowing them to circumvent company web use practices. 
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Figure 14-11. LDAP Configuration 


You can verify your LDAP configuration using the following CLI commands on the con- 
troller: 


m= = show Idap summary: Displays a summary of the configured LDAP servers. 
m= = show Idap detailed index: Displays detailed LDAP server information. 
m= = show ldap statistics: Displays LDAP server statistics. 


= = show wlan wlan_id: Displays the LDAP servers that are applied toa WLAN. 


As with RADIUS authentication, you would be looking for success, rejects, timeouts, and 
failed messages in the web auth debugs if there is a problem with LDAP user authentica- 
tions. Example 14-2 is a partial debug output showing a successful LDAP bind. You can 
also use wired sniffer captures to see the LDAP communication between the controller 
and the LDAP server if there is a problem. 


Example 14-2 Successful LDAP Bind 


*Jun 19 15:16:10.309: ldapAuthRequest [1] called lcapi_query base= 
"QU=ldapusers ,DC=leesdesk,DC=com" type="Person" attr="sAMAccountName" 
user="fred" (rc = @ - Success) 

*Jun 19 15:16:10.309: Attempting user bind with username 
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CN=fred,OU=l1dapusers ,DC=leesdesk , DC=com 

*Jun 19 15:16:10.335: LDAP ATTR> dn = CN=fred,OU=ldapusers, 
DC=leesdesk,DC=com (size 41) 

*Jun 19 15:16:10.335: Handling LDAP response Success 

*Jun 19 15:16:10.335: 00:40:96:a1:4a:f6 Returning AAA 
Success for mobile 00:40:96:a1:4a:f6 


Guest User Accounts 


Guest user accounts can reside locally on the controller, on an Access Control Server 
(ACS), or on a network domain controller. You can create the account on the controller 
using a read-write account from the CLI, the GUI (see Figure 14-12), or WCS. With WCS 
you can create guest users and schedule start and end dates and times for the guest 
account to be valid on the network. A guest user account created directly on the con- 
troller, not through WCS, is limited to a lifespan of 30 days. With WCS, you can sched- 
ule a guest user account to be valid up to 90 days. 
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Figure 14-12 Guest User Creation 


Using QoS roles, you can limit the download speeds based on the guest user account (see 
Figure 14-13). QoS roles have no impact on client upload speeds. Assigning a QoS role to 
a guest account prevents any user logged in with that account from using the same level 
of bandwidth as a regular user. 


452 Deploying and Troubleshooting Cisco Wireless LAN Controllers 
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Figure 14-13 QoS Roles 


QoS roles apply only to wireless guest user accounts and have no impact on a wired 
guest user (discussed later in this chapter in the “Wired Guest Access” section) because 
wired guest user traffic never traverses an AP. 


It is also important to note that if you are authenticating your guest users against a 
RADIUS server and want to apply QoS roles to those accounts, you must assign the QoS 
role on the RADIUS server. You need to add a “guest-role” Airespace attribute on the 
RADIUS server with a datatype of “string” and a return value of 11. The attribute is sent 
to the controller during authentication. If a role with the name returned from the 
RADIUS server is configured on the controller, the bandwidth associated to that role is 
enforced for the guest user after successful authentication. 


Custom Web Auth Splash Pages 


Custom web auth splash pages allow you to create elaborate web pages that include your 
corporate logo, backgrounds, fonts, cascading style sheets and more. After you have cre- 
ated your HTML pages, you tar them up in a GNU standard tar file with your image files 
into a web auth bundle. 


The main file in the web auth bundle is the login.html file. This file contains the HTML 
code for the Submit button that returns the control codes to the controller so it can 
process the authentication. You can get this code by copying it from the controller con- 
figurations guide web authentication chapter, downloading the login.tar file from WCS, 
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or downloading sample custom web auth bundles from Cisco.com. Figure 14-2 shows a 
sample login.html page. 


Tip Copying the web auth page HTML code directly from the configuration guide does 
not work very well. The formatting of the page seems to have jumbled the Java code 
strings. Furthermore, the Submit button might not work correctly, and the user will never 
get past the splash page. The best practice is to use the sample files in the login.html from 
WCS or custom bundles files found on the Cisco website to avoid that issue. 


The important thing to remember when creating the custom login.html file is not to edit 
the coding for the Submit button. You can change the text of the button so it says 
“Accept” or “I agree,” for example, but an HTML expert should create the page because 
Cisco Technical Assistance Center (TAC) does not support the coding of a custom web 
auth page. Should you edit the sample file and it not work correctly, it is up to you to fig- 
ure out why. 


Web auth bundle guidelines include the following: 


m= Name the login page login. html. The controller prepares the web authentication URL 
based on this name. If it does not find this file after the web auth bundle has been un- 
tarred, the bundle is discarded, and an error message appears. 


m= Include input fields for both a username and password if you are creating a page for 
a WLAN with authentication. Passthrough does not require these fields. If you are 
using email input, you need to include a username/email field. 


m Retain the redirect URL as a hidden input item after extracting from the original URL. 
m Extract and set the action URL in the page from the original URL. 
m Include scripts to decode the return status code. 


m= = Make sure that all paths used in the main page (to refer to images, for example) are 
of relative type. 


m= = The maximum allowed total size of the files in their uncompressed state is 1 MB. 


Global Override 


Before the 4.2 release of controller code, every web auth-enabled WLAN on the con- 
troller displayed the same redirect page. With the addition of the global override feature 
and the support for 512 WLANs starting with the 5.2 code release, you now can config- 
ure up to 517 (512 WLAN and 5 Guest LAN) different splash pages. You would place all 
the different HTML pages, logos, and so on ina single web auth bundle. At least one of 
the HTML pages must be named login.html. The controller will use this file for the 
default web auth page. You can use more meaningful filenames, such as lobby.html or 
westguest.html, for the others. 
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When configuring web auth security for the guest WLAN, you will see the Override 
Global Config feature check box as illustrated in Figure 14-14. Select this and then 
choose the web auth policy and the desired login file. 
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Figure 14-14 Configuring Global Override 


Browser Security Warning 


In a default configuration, the controller uses a self-signed certificate for the HTTPS redi- 
rect page. This causes the client browser to throw up a security alert about the validity of 
the website. To prevent your guest clients from receiving this warning, you have a couple 
of options. 


The first option is one that most will not choose because it requires disabling SSL on the 
controller altogether. To do this, you would use the following commands from the con- 
trollers CLI: 


config network webmode enable 
config network secureweb disable 
save config 

reset system 


Note There is a strong following within Cisco to uncouple web auth pages from adminis- 
trative access to the controller to allow an administrator to disable SSL for web auth but 
keep it enabled for administrative logins. Hopefully a future code release will bring about 
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this change. If you do not want guest users accessing your internal DNS servers, you could 
set up a small Linux-based DNS server in your guest VLAN or DMZ that contained the A 
record for the controller’s virtual interface for them to use instead. 


The second option is to install a certificate on the controller from a Certificate Authority 
like VeriSign or Entrust. You would have the certificate issued for whatever DNS name 
you want to give the virtual interface IP address of the controller. The certificate signing 
request (CSR) for the controller is outlined in Cisco document ID 70584. You also need 
to have an A record in the local DNS server for that same name that points to the address 
of the virtual interface of the controller. Under the virtual interface configuration on the 
controller, you would enter the DNS hostname you set up in local DNS. It needs to be 
the Fully Qualified Domain Name (FQDN), as illustrated in Figure 14-15. You must 
reboot the controller for that configuration change to take effect. The guest client must 
use your internal DNS server, or it will never be able to resolve the IP address of the con- 


troller’s virtual interface and the redirect will fail. 
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Figure 14-15 Virtual Interface FQ2DN 


If you are able to obtain a root-level certificate as opposed to a chained or intermediate 
certificate, the process is easy. You need only follow the steps outlined in the CSR docu- 
ment. Because most certificate authorities are no longer issuing root-level certificates 
(VeriSign stopped the practice in 2008), the only other option is to use a chained or inter- 
mediate certificate. Web auth blocks all but DHCP and DNS traffic, so the client has no 
way of going up the certificate chain to validate an intermediate certificate, and you are 
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back where you started. You could create a pre-auth ACL that allows the client to pass 
the traffic, but the preferred method is to build the final pem file that you will load on 
the controller so that it contains the certificate chain. 


Example 14-3 shows what the PEM file content would be with multiple intermediate cer- 
tificates. 


Example 14-3 Chained Certifcate PEM File 


Bag Attributes 
localKeyID: E5 9A 69 81 68 1E 2B 7F AD B5 5B A6 7D 00 7D 7D BF F9 50 87 


subject=/C=US/ST=California/L=San Jose/0=Cisco Technology Inc/OU=Terms of use at 
www.verisign.com/rpa (c)05/CN=www.wnbu-chain.cisco.com 


issuer=/C=US/0=VeriSign, Inc./OU=VeriSign Trust Network/OU=Terms of use at 
https: //www.verisign.com/rpa (c)@5/CN=VeriSign Class 3 Secure Server CA 


— —-BEGIN CERTIFICATE— — - 
MIIFOTCCBCGgAwIBAg IQBpUQkbj 61LWTQ7PEsc8/J jANBgkqhkiG9w@BAQUFADCB 
SDELMAkGA1 UEBhMCVVMxF ZAVBgNVBAoOTD1Z1cm1TaWduLCBJ bmMuMR8wHQYDVQQL 
ExZWZXJ pU21nbiBUcnVzdCBOZXR3b3U rMT swOQYDVQQLEZJUZXJUtcyBvZiB1c2Ug 
YXQgaHROcHM6Ly93d3cudmVyaxNpZ24uY29tL3JwYSAOYykwNTEqmMCgGA1UEAxMh 
VmVyaVNpZ24gQ2xhc3MgMyBTZWN1 cmUguU2VydmVy IENBMB4XDTA4MDYwNDAWMDAw 
MFoXDTEwMDYwNDIZNTk10VowgawxCzZAJBgNVBAYTALVTMRMWEQYDVQQIEwpDYWxp 
Zm9ybm1hMREwDwYDVQQHFAhTYW4gSm9zZTEdMBsGA1 UEChQUQ21zY28gVGV j aG5v 
bG9neSBJUbmMxMZAxBgNVBASUK1R1cm1 zIG9mIHVZZSBhdCB3d3cudmVyaXNpZ24u 
Y29tL3JUwYSAOYy kwNTENMB8GA1 UEAXQYd3d3LnduYnUtY2hhaW4uY21zY28uY29t 
MIGFMA@GCSqGSIb3DQEBAQUAA4GNADCBiQKBgQDvdYys7XU5rU30CPw6m8eN47Dq 
Ysv36zjQsXhjWtanrH+w0y9QpSLTG27NDY2rbbA/ ps j UmW1 eXm7py3ZXd4zj8PsM 
7D540VFB2T6KFLQt17 jM+1tPd72KrykkGNLg j tM9 /NVDrc8spaZuFUgRHCdoeR+G 
2RcQOV04118Zs0oTiYQIDAQAB04 1 BO@zCCAC8wCQYDVROTBAIWADALBgNVHQ8EBAMC 
BaAwRAYDVROfBDQ@wWOZAS5SoDegNYYzaHROcDovL1NWUIN1Y3VyZS1 j cmwudmVyaXNp 
Z24uY29tL1NWULNLY3VyZT IwMDUUY 3JU SMEQGA1 Ud IAQOMDswOQYLYIZIAYbD4RQEH 
FwMwkjAoBggrBgEFBQcCARYcaHROCHM6L y93d3cudmVyaXxNpZ24uY29tL3JwYTAd 
BgNVHSUEF j AUBggr BgEFBQcDAQY IKwYBBQUHAWIWHwYDVRQ j BBgwFoAUb+yvoN2K 
pO/1KhBnLT9VgrzX7yUweQY IKwYBBQUHAQEEbTBrMCQGCCSGAQUFBZABhhhodHRw 
0i8vb2NzcC52ZXJpc21nbid j b2Q@wQwY IKWYBBQUHMAKGN2h@dHAG6Ly9TV1JUTZWN1 
cmUtYWLhLnZlcm1zaWduLmNvbS9TV1JTZWN1 cmUyMDA1 LWFpYS5 j ZXIwbgYIKwYB 
BQUHAQWEY j BgoV6gXDBaMF gwVhYJaW1 hZ2UvZ2 1mMCEwHZAHBgUrDgMCGgQUS2u5 
KJYGDLvQUj ibKaxLB4shBRgwJhYkaHR@cDovL2xvZ28udmVyaXNpZ24uY29tL3Zz 
bG9nbzEuZ21mMAQGCSqGSI b3DQEBBQUAA4 I BAQBW80sZmBgSROF yoZ70a2UtYuzU 
w48RPAAkFdmbackkGBOf cyk@6NeubEQqwUJ IMwSKEhmt++ju1XFb2XcsAOu1 XqSi 
RycIsByP3VBCSgFihd5g2mnMVhz7BOuro6WL1tCOYBm+OsDqENgpLxGdWzuq5pIG9 
aLV1hsIEnTxKPdCuBVtJUh9ubrqUI5cLTI1FVwisVO7mQS8nUIcn9TEsSu2st+oVQN7 
TaW+vEwjrq+V17JOTEQ40ktegtf1Gfw21FVA3i0204Z70LrP+EfBRBZ8UHW2dw2Q 
j 3dwA8Q@dbKOmKT j oSxNotZmGVEhOVJ rUoKnIJYcF IWgJvBa2d16jn2C/hFO® 

— —-END CERTIFICATE— — - 

Bag Attributes: <No Attributes> 
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subject=/C=US/0=VeriSign, Inc./OU=VeriSign Trust Network/OU=Terms of use at 
https: //www.verisign.com/rpa (c)05/CN=VeriSign Class 3 Secure Server CA 


issuer=/C=US/0=VeriSign, Inc./OU=Class 3 Public Primary Certification Authority 
— —-BEGIN CERTIFICATE— — - 
MIIEnDCCBAWgAwIBAgIQdTN9mrDhI zuuULX3kRpFi1 DANBgkqhkiGQ9w@BAQUFADBT 
MQswCQYDVQQGEwJ VUZEXMBUGA1 UEChMOVmVyaVNpZ24s IE1luYy4xNzA1BgNVBAsT 
LKNSYXNZIDMgUHVibG1j IFByaW1hcnkgQ2VydGlmaWNhdGlvbiBBdXRob3J pdHkw 
HhcNMDUwWMTESMDAWMDAWWhcNMTUWMTE 4M j M1 0TUS5Wj CBSDELMAkGA1UEBhMCVVMx 
FZAVBgNVBAoTD1Z1cm1TaWduLCBJ bmMuMR8WHQYDVQQLEXZWZXJpU21nbiBUcnVz 
dCBOZXR3b3U rMTswOQYDVQQLEZJUZXU tcyBvZiB1 c2UgYXQgaHROcHM6EL y93d3cu 
dmVyaXNpZ24uyY29tL3JwYSAoYykwNTEqMCgGA1UEAxMhVmVyaVNpZ24gQ2xhc3Mg 
MyBTZWN1cmUgU2VydmVy IENBMIIBI j ANBgkqhkiG9w@BAQEFAAOCAQG8AMI IBCgKC 
AQEA1CMhEO5AxQOBX3ZeZpTZcyxYGSk4y f x60ZAqd3JU8HT732F Xj rOLLhzAC3Fus 
cOa4RLQrNeuTOhcFfstG11xToDJRnXRkWPkMmgDqXkRJZHL@ZRDihQr5NO06ziGap 
paRa@AG6YF 1gNK1K7hq1+LvqySHyN2y1fAXWi j QY7i7RHB8m+Ipn4G9G1V2YETTXO 
kXGWtZkIJZuXyDrzILHdnpgMSm03ps6wAc74k2rzDG6f semEe4GYQeaB3D0s57Rr 
4578CBbXSOWSZNKZF G1 xyE2+xw/ j+zet1XWHIWUGOEQUW1R50ZZpVsmSMc2UYVjh 
2XYFBa33uQKvp/ 1HkaI iNFox®QIDAQABo4IBgTCCAXQwEg YDVRO@TAGH / BAgwBgEB 
/wIBADBEBgNVHSAEPTA7MDkGC2CGSAGG+EUBBxcDMCowKAY I KwYBBQUHAgEWHGhO 
dHBz0i8vd3d3LnZ1lcm1zaWduLmNvbS9ycGEwMQYDVROf BCowKDAmoCSgIoYgaHRO 
cDovL2NybC52ZXJpc21nbid5j b20vcGNhMy5 j cmnwwDgYDVR@PAGH / BAQDAgEGMBEG 
CWCGSAGG+E IBAQQEAWIBBj ApBgNVHREEI j AgpB4wHDEaMBgGA1 UEAXMRQ2xhc3Mz 
QOEyMDQ4LTEtNDUWHQYDVROOBBYEFG/sr6DdiqT v9SoQZy0/VYK81+81MIGABgNV 
HSMEeTB30WOkYTBTMQswCQYDVQQGEwJ VUZEXMBUGA1 UEChMOVmVyaVNpZ24sIElu 
Yy4xNzA1BgNVBASTLKNsSYXNZIDMgUHVibG1j IFByaW1hcnkgQ2VydGlmaWNhdGlv 
biBBdXRob3J pdHmCEHC65B0Q2SkOt j j KewPMur8wDQYJKoZIhvcNAQEFBQADgYEA 
w34IR12RNs9n3Nenr6+41sOLBHTTsWC85v63RBKBWZF ZFGNWxnIuORoDQ1w4C1BK 
Tc8athmo9JkNr+P32PF1KGX2av6b9L1S2T /L2hbLpZ4ujmZSeD@m+v6UNOhK1V4q 
TBnvbvqCPy@D79YoszcYzOKyNCFkROMgazpM30YDkAw= 
— —-END CERTIFICATE— — - 
Bag Attributes 

localKeyID: E5 9A 69 81 68 1E 2B 7F AD B5 5B A6 7D 00 7D 7D BF F9 50 87 
Key Attributes: <No Attributes> 
——-BEGIN RSA PRIVATE KEY— —- 
Proc-Type: 4,ENCRYPTED 
DEK-Info: DES-EDE3-CBC,BD1E241BA56C16E2 
DoYJUrzfTX20A8 j mKGqwof dcE6QvRHXc9Fw1MWRHuUMi / cizbSzuqS8B9i4ISKY/Ld 
Ys183dAVZcjHak/NJtv807tfCbcKagXIPQMibpi+t1ylowuSN+edV4N20ZT8dYJUV 
zZ1i0/A8q5kEqyiSee66se / 8E6WSbHEbg3USggRGce2I1SKW7AUCiHKCULV/7P5m3 
9BPhRIXj1p3+0tFX3/@IDKdnGUcpDeuZDnaVk1 /78cvaafgsVb1WiAoldrVbyEax 
087GdtKo2Fk+P9+dJ5PEd1kW1 @BNDJQNNOom1Zidi65ixXd1QF7X68GFFBQXZj yPz 
3FzyD55ZQq9S/ j acqbstYiUzFNkczDkcQlwcPmfRDg /g1dEq8BZFGZq+HRRv1pZ4 
BSXZ/38sx5hgioRuyQZnXtboSQkGSDxuabnnobOEh1lsIrgVbVvdmH6uFSBZqcNCT 


HNb3zCdRqPdoysLL01C4rFx6RMT6zfo9PWP9QVMzm1 yFwFrtcx240UZTOSgOOwRv 
(continues) 
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Example 14-3 Chained Certifcate PEM File (continued) 


MBuRG1 f PGD8w+hM8P3Ko1 Ej 45kDZ27nzhoeBK1zf3+094PsLERBYRgnkj YcpE@am 
aetsTzpuNmSa0KfwPDGoawue3dWk j 3udg976i21 jV/1+cHZe1z4/80SLIgiqrR1X 
lue4t26 /0+z1UICTc62PyiDaVrvRy3QGM/OhgVrnfamwbV4YvBrpv+jXOVZ0qQuw 
Gt1JAE/6nq7nZ70pz13XJEUpteG1vOg8ywa4v6G1 bLgCCNj BWIOtWtBjC1qS7BQXx 
v9hwCkNLIg2KL6K/58zdwZFo8KkIKKxYcPxOXN5J6hYKvepWf syxQA== 
——-END RSA PRIVATE KEY——- 


Notice that the root-level certificate is at the top of the file with each successive interme- 
diate certificate until you get to the end of the chain. Cisco document 109597 covers 
chained certificates for the controller. 


Tip The CSR document states that chained certificates are not supported until the 5.1 
code release. The method of creating a final pem file with all the necessary certificates is 
valid for all code versions. There is no code change regarding this in the 5.1 code and above 
that allows a web auth client to validate a chained certificate. 


If you are using an external web server for the web auth splash page, you will still see the 
certificate security alert. Despite using an external web server, the client still passes 
through the controller. If the external server web address is an HTTPS address, you will 
need two certificates—one for the controller and one for the web server—to make the 
warning go away. The guest client would need to be able to correctly resolve DNS for 
both the controller virtual IP address and the external web server IP address. 


Centralized Traffic Flow with Guest Access 


As you learned in Chapter 9, “Mobility,” you can use symmetric tunneling to force client 
traffic to a single controller (Anchor), although the client is associated to an AP joined to 
a different controller (Foreign). In normal mobility, the first controller the client associ- 
ates with will become its anchor. The auto-anchor feature allows you to force all clients 
accessing a specific WLAN to be tunneled to the same controller. 


Auto-Anchor/Guest Tunneling 


The auto-anchor/guest tunneling feature allows you to anchor the guest WLAN to a sepa- 
rate controller in the demilitarized zone (DMZ). Figure 14-16 shows a basic guest tunnel- 
ing setup and the logical traffic flow. The anchor controller handles client DHCP and 
authentication. 


Chapter 14: Guest Networking 459 


Visitor 
associated with 
auto-anchored 
guest WLAN 


IP 172.16.10.25 


— 


Foreign Mobility Message Exchange / UDP 16666 


y 


Anchor 


DMZ VLAN 172.16.10x/24 


Inside L3 Switch Firewall 


Inside VLAN 192.168.20.x/24 


associated with 


| Corporate User 
Internal WLAN 


IP 192.168.20.150 


Figure 14-16 Guest Tunneling 


In Figure 14-16, both the corporate user and the visitor are accessing Internet resources. 
The corporate user traffic is bridged by the controller directly onto the wired network. 
The visitor traffic, however, is sent to the anchor controller in the DMZ via an Ether IP 
tunnel, and the anchor controller bridges it to the DMZ network. The network firewall is 
configured to allow UDP 16666 and Protocol 97 traffic between the two controllers (cov- 
ered in detail later in the “Troubleshooting Guest Tunneling” section of this chapter). 
Because the anchor controller handles client DHCP and authentication, the laptop of the 
visitor has an IP in the DMZ VLAN range. Figure 14-17 shows a client DHCP discovery 
Ether IP packet between a foreign and anchor controller. 


A single anchor controller can support up to 40 simultaneous Ether IP tunnels at one time. 
This means you can have 50 foreign controllers anchored to a single anchor controller, but 
only 40 of the foreign controllers can have active Ether IP tunnels to the DMZ. 
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File Edit View Go Capture Analyze Statistics Help 
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Fier: |etherip | > Expression... Clear Apply 


Protocol 
IEEE 802 Power-Save poll [malformed Packet] 
80.0.0. 255.259. DHCP. DHCP Discover — Transaction ID Ox/2/707b 
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1203 2008-06-04 15 Cisco_72:3e:60 
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1971 700R-06-04 15:4 
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| EtherIp, version 0 

version: 0x00 
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® 802.1Q Virtual LAN, PRI: 0, CFI: 0, ID: 27 

# Internet Protocol, src: 0.0.0.0 (0.0.0.0), Dst: 255.255.255.255 (255.255.255.255) 
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Figure 14-17 Client DHCP in Ether IP, Packet 1912 


Configuring Auto-Anchor 


Before you can designate a controller to be an auto-anchor for your guest WLAN, that 
particular controller needs to be listed in the mobility domain for the foreign controller. 
(See Chapter 9 for configuring mobility between controllers.) After you do that, to 
anchor your guest WLAN, first disable the WLAN and then go to WLANS > Advanced 
> Mobility Anchors. Then select the IP address of your anchor controller from the drop- 
down list and click on Mobility Anchor Create. The mobility anchor configuration page 
is shown in Figure 14-18. 


An important configuration step that is often misunderstood is that the anchor controller 
should only have a mobility anchor configured as local. It should not have the foreign 
controllers configured as a mobility anchor. The foreign controller should only have the 
anchor controller(s) configured as mobility anchors for the WLAN. It should not have a 
local anchor configured. If this configuration is incorrect, you can create an anchoring 
loop as the controllers round-robin between the multiple controllers in the anchor list. 


When multiple controllers are added as mobility anchors for a particular WLAN on a for- 
eign controller to provide load balancing and redundancy, the foreign controller internally 
orders the anchors by their IP address and round-robins between them. The controller 
with the lowest IP is the first anchor. For example, 172.16.7.25 is first, 172.16.7.28 is sec- 
ond, and 192.168.5.15 is third. When the first client associates to the anchored WLAN of 
the foreign controller, that client database entry is sent to the first anchor controller in 
the list. The second client is sent to the second controller in the list, and so on until the 
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Figure 14-18 Mobility Anchor Configuration 


end of the anchor list is reached. The process then begins again starting with the first 
anchor controller. Should one of the anchor controllers be detected as down, all the 
clients anchored to that particular anchor are deauthenticated by the foreign controller 
so that they go through the authentication and anchoring process again to a live anchor 
controller. You can verify the mobility configuration using the special ping commands 
eping and mping. These commands are described in detail in the next section. 


Troubleshooting Guest Tunneling 


In addition to all the possible issues mentioned earlier that can break web auth, added 
complexities are introduced with guest tunneling. Not only do you need to use the same 
debugs and troubleshooting methods outlined for basic web auth, you also need to incor- 
porate the mobility debugs and troubleshooting guidelines outlined in Chapter 9. 


For guest tunneling to function, certain guidelines need to be met: 


= Controllers should run the same version of code. Starting with code Release 5.2, a for- 
eign controller can have an anchor controller running 4.2 or higher code. This means a 
6.0 controller can have auto-anchoring configured to controllers running 4.2, 5.0, 5.1, 
5.2, and 6.0 code. 


m= = The controllers need to be in the same mobility domain. 
m= = The anchor and foreign controller do not need to be in the same mobility group. 


m= = If a firewall is involved, ports 16666 (16667 if using secure mobility) and protocol 97 
must be allowed bidirectionally between the IP addresses of the controller manage- 
ment interfaces. 


m The guest WLAN configuration must match between the foreign and anchor; that is, 
if DHCP required is selected on the foreign guest WLAN, you should select it on the 
anchor guest WLAN as well. 
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m= The 2000 and 2100 series controllers and network modules cannot be used as 
anchors but can be anchored to 4400 series controllers. 


m The guest WLAN on the anchor controller is anchored to itself. 

m The guest WLAN on the foreign controller is anchored to the anchor controller. 
m= = Web auth is the only Layer 3 security supported. 

= DHCP option 82 is not supported. 


m Prior to 4.2, mobility did not work with Network Address Translation (NAT). 
Mobility group lookup has changed to use the MAC address because NAT changes 
the source IP in the IP header. 


A common misconception is that the anchor controller needs to be configured with the 
same mobility group name for guest anchoring to function. This is not the case. In fact, for 
security reasons, you actually want the mobility group names to be different. When you 
are configuring mobility between the foreign and anchor controllers, the output of show 
mobility summary on the two controllers should look like that in Examples 14-4 and 14-5. 


Example 14-4 show mobility summary from Foreign Controller 


(testWLC) >show mobility summary 


Symmetric Mobility Tunneling (current) .......... Disabled 
Symmetric Mobility Tunneling (after reboot) ..... Disabled 
Mobility Protocol: POPrtsc su w es cna de ee me as aa 16666 
Mobility Security MOd@. .isas6s cues te eee kee Pee Disabled 
Default Mobility Domain........ ccc eee eee eee LAB 
Mobility Keepalive interval............000000000 10 
Mobility Keepalive COUNT..... cc cece eee eee eee eee 3 
Mobility Group members configured..........+ee08. 5 
Controllers configured in the Mobility Group 

MAC Address IP Address Group Name Status 

00:0b:85:40:cf:ad 192.168.120.100 DMZ Up 

00:14:a9:bd:d9:a0 192.168.5.20 LAB Up 


Example 14-5 show mobility summary from Anchor Controller 


(DMZ) >show mobility summary 


Symmetric Mobility Tunneling (current) .......... Disabled 
Symmetric Mobility Tunneling (after reboot) ..... Disabled 
Mobility Protocol POPE. ccc wees ceo euiee we Weald 2a 16666 
Mobility Security Mode .c0s teed es oe dae ee ede ee Disabled 
Default Mobility DOMa@incis cia eis ee cee ene ed a DMZ 
Mobility Keepalive interval........cc cece eens 10 
Mobility Keepalive COUNT... .. ccc eee eee eee 3 


Mobility Group members configured...........e008. 5 
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Controllers configured in the Mobility Group 


MAC Address IP Address Group Name Status 
00:0b:85:40:cf:ad 192.168.120.100 DMZ Up 
00:14:a9:bd:d9:a0 192.168.5.20 LAB Up 


Notice that the mobility group name configured for each controller in the other con- 
troller’s mobility summary matches the default mobility name for that particular con- 
troller. When mobility messages are exchanged between the controllers, the receiving 
controller is expecting to receive the packet from a particular MAC address, IP address, 
and mobility name from the other controller. 


You might have noticed in the output of show mobility summary from both the anchor 
and foreign controller that symmetric tunneling is disabled. Based on that configuration, 
you would expect reverse path forwarding (RPF) to be an issue. With auto-anchoring, 
however, RPF does not come into play because auto-anchoring always uses symmetric 
tunneling. The symmetric tunneling configuration option applies only to normal foreign 
and anchor mobility situations as a client roams between controllers. 


Example 14-6 shows an incorrect mobility configuration on the anchor, which means 
anchoring will fail. 


Example 14-6 Incorrect Mobility Configuration on Anchor Controller 


(DMZ) >show mobility summary 


Symmetric Mobility Tunneling (current) .......... Disabled 
Symmetric Mobility Tunneling (after reboot) ..... Disabled 
Mobility Protocol: POPC wiiscs we ie Wa ale Maan cae 16666 
Mobility Security MOd@. cis c06 6 eis ee eee a Disabled 
Default Mobility Domain........ cece eee eee eee DMZ 
Mobility Keepalive interval............00000000e 10 
Mobility Keepalive COUNT...... ccc eee 3 
Mobility Group members configured...........ee08. 5 
Controllers configured in the Mobility Group 

MAC Address IP Address Group Name Status 

00:0b:85:40:cf:a0 192.168.120.100 DMZ Up 

00:14:a9:bd:d9:a0 192.168.5.20 DMZ Control and Data Path Down 


A common mistake is incorrect firewall rules blocking mobility and Ether IP traffic 
between the controllers. The firewall should allow UDP 16666 and protocol 97 and not 
port 97, Example 14-7 shows a sample ACL from an Adaptive Security Appliance (ASA). 
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Example 14-7. Sample ASA ACL to Permit Mobility Anchoring Between Controllers 


ciscoasa(config)#access-list inbound extended permit UDP 199.199.199.0 
255.255.255.0 10.0.10.0 255.255.255.0 eq 16666 


ciscoasa(config)#access-list inbound extended permit UDP 199.199.199.0 
255.255.255.0 10.0.10.0 255.255.255.0 eq 16667 


ciscoasa(config)#access-list inbound extended permit 97 199.199.199.0 
255.255.255.0 10.0.10.0 255.255.255.0 


If the control path (UDP 16666/16667), data path (protocol 97), or both are down 
between the controllers, this is reflected in the mobility information. From the controller 
CLI, you can issue epings or mpings to test Ether IP and mobility, respectively. Packet cap- 
tures, firewall logs, and TCP dumps can show if the epings and mpings are reaching the 
firewall, being passed to the DMZ controller, and vice versa. Mping and eping are not 
Internet Control Message Protocol (ICMP) pings; therefore, just because you can ping 
between the controllers does not mean that mping or eping should also work. 


Example 14-8 shows sample output of control and data path issues on a controller. 


Example 14-8 show mobility summary Command Output Showing Some Mobility Issues 


(testWLC) >show mobility summary 


Symmetric Mobility Tunneling (current) .......... Disabled 
Symmetric Mobility Tunneling (after reboot) ..... Disabled 
Mobility Protocol POP tsiwsdees nieniakew an oe eels 16666 
Mobility Security MOGs. csc ac wae expe ea Disabled 
Default Mobility Domain........ cece eee eee eee LAB 
Mobility Keepalive interval............000000000: 10 
Mobility Keepalive COUNT... ... ccc ee 3 
Mobility Group members configured.............005 5 
Controllers configured in the Mobility Group 
MAC Address IP Address Group Name Status 
00:0b:85:40:cf:ad 192.168.120.100 DMZ Control Path Down 
00:14:a9:bd:d9:a0 192.168.5.20 LAB Up 
00:14:a9:be:51:80 192.168.5.22 LAB Up 
00:10:45: f0:d2:cO 192.168.5.26 LAB Control and Data Path Down 
00:23:33:b2:86:a0 192.168.5.32 LAB Data Path Down 


Mping sends mobility echo packets on UDP port 16666/16667, and eping sends Ether IP 
echo packets using protocol 97. To test mobility connectivity between your controllers, 
use the controller CLI and issue either an eping or mping (or both) to the IP address of 
the other controller, as shown in Example 14-9. 


Example 14-9 mping and eping from a Controller CLI 


(Cisco Controller) >mping 192.168.6.5 
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Send count=3, Receive count=3 from 192.168.6.5 
(Cisco Controller) >eping 192.168.6.5 
Send count=3, Receive count=3 from 192.168.6.5 


(Cisco Controller) > 


If mping or eping fails, you can investigate the appropriate rules on the firewall or net- 
work ACLs to find what is blocking that traffic. 


Tip It is important to make sure that the physical network connectivity for your con- 
trollers is configured properly. Speed and duplex settings on the switch or firewall ports 
that the controller is connected to need to be correct. If you are using link aggregation 
(LAG), you need to verify that the etherchannel load-balancing on the switch is src-dst-ip. 
If you are not planning to use LAG but are going to connect multiple distribution ports on 
the controller, make sure you have an AP-Manager interface assigned to each port even 
though the anchor controller will not have APs joined to it. Failure to heed these basic 
setup guidelines will cause incorrect traffic flow into and out of the controller. Incorrect 
traffic flow will result in mobility issues—that is, epings work, but mpings don’t—and 
break your auto-anchor configuration even if all the mobility, mobility anchor, and firewall 
configurations are correct. Even though the anchor controller usually has no APs joined to 
it, it must be in Layer 3 transport mode just like the foreign controller. 


Additional debugs to help troubleshoot guest tunneling are used to investigate any mobil- 
ity issues between the controllers. 


The mobility debugs are as follows: 


m debug mobility handoff enable: Debugs mobility packets. 
m= debug mobility director enable: Debugs mobility error messages. 


m debug mobility keepalive enable: Shows what controllers are sending and receiving 
mobility keepalives and if they missed. 


Example 14-10 presents sample output from these debugs showing sent and received 
keepalives as well as a down mobility member. 


Example 14-10 Sample Mobility Debug Output 


(testWLC) >Sun Mar 1 14:25:47 2009: EOIP Keepalive received from: 192. 
168.120.100 


Sun Mar 1 14:25:47 2009: version : 02, opcode : ETHOIP_OP_REQ sequence no. 492 
23 peerStatus: 0 


Sun Mar 1 14:25:47 2009: EOIP Keepalive sent to: 192.168.120.100 
(continues) 
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Example 14-10 Sample Mobility Debug Output (continued) 


Sun Mar 1 14:25:47 2009: version : @2, opcode : ETHOIP_OP_RESP sequence no. 49 
223 peerStatus: 0 


Sun Mar 1 14:25:52 2009: EOIP Keepalive sent to: 192.168.5.26 


Sun Mar 1 14:25:52 2009: version : @2, opcode : ETHOIP_OP_REQ sequence no. 
812273 peerStatus: 0 


Sun Mar 1 14:25:52 2009: EOIP Keepalive sent to: 192.168.5.26 


Sun Mar 1 14:25:52 2009: version : @1, opcode : ETHOIP_OP_REQ sequence no. 
812274 peerStatus: 0 


Sun Mar 1 14:25:52 2009: UDP Keepalive sent to 
Sun Mar 1 14:25:52 2009: 192.168.5.26, port 16666 


Sun Mar 1 14:25:52 2009: type: 20(MobilityPingRequest) subtype: ® version: 1 
xid: 144839 seq: 2094 len 36 flags 0 


Sun Mar 1 14:25:52 2009: group id: 30a33488 9524b58e 4a4d006c fcebcees 


Sun Mar 1 14:25:52 2009: Mobility Member 192.168.5.26 detected DOWN status 3, 
cleaning up client entries 


The output from these will also show any configuration issues between the guest 
WLANs on the controllers and whether mobility packets are being sent and received. 
Example 14-11 shows output that is indicative of a WLAN configuration mismatch. 


Example 14-11 Mobility Debug Output Indicating a WLAN Configuration issue 


mmAnchorExportRcv: 00:1f:f3:9f:07:f3 Ssid=Guest Security Policy=0x2000 


mmAnchorExportRcv: WLAN Guest disabled or not found, ignore ExportAnchor msg. 
Delete client 00:1f:f3:9f:07:f3 


When the client entry is anchored to the controller in the DMZ, the WLAN security pol- 
icy (think of this as the configuration of the WLAN) is such that the hex value is 0x2000. 
This means that the WLAN is anchored, but DHCP is not required. The different configu- 
ration options for the WLAN cause this security policy value to change. Therefore, if the 
WLAN is anchored, DHCP is required, and web auth is enabled, the security policy value 
would be 0x2050. This value is calculated by the following: 


AutoAnchor (policy 0x02000) + Webauth (policy 0x00010) + DHCP Required 
(policy 0x00040) = 0x2050 


The important aspect to take away from this is that the security policies must match 
between the foreign and anchor controllers. If not, the anchor will fail and you will see 
the preceding output in debugs. 


When a successful mobility anchor takes place, the output of show client detail client 
mac should look like that in Example 14-12 for the foreign controller and Example 14-13 
for the anchor controller. 


Example 14-12 Partial Client Detail Output from Foreign Controller 


Mobility Statesccc sve ecegia ge is eas aes Export Foreign 
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Mobility Anchor IP AddreSs........0eeeeeeeueeeuee 192.168.50.2 
Mobility Move Count. c.cc9 244% uses cae Ge ie we (1) 

Security Policy Completed...........0ceee een eeeee Yes 

Policy Manager State..... ccc eee e eee e eee ee eens RUN 


Because the foreign controller is not responsible for authenticating the client, the state of 
the client on this controller is RUN. 


Example 14-13 Partial Client Detail Output from Anchor Controller 


Mobility States ac closure coset gaee ca damage can Export Anchor 
Mobility Foreign IP Address........0eeeeeeueeeuee 172.16.150.2 
MobiLity Move Counts aiscccuwwwewe ead wean yaad (1) 
Security Policy Completed........0ccc eee e eee e eee No 
Policy Manager State...... ccc eee eee eee eee eee WEBAUTH_REQD 


Notice that the state of the client on the anchor in Example 14-13 is WEBAUTH_REQD, 
indicating that the client has yet to authenticate. 


If the foreign controller shows the mobility state of the client as local, the mobility 
anchor is not working correctly. In this case, try the following: 


Step 1. Disable the guest WLAN on both the anchor and the foreign controller. 

Step 2. Remove the mobility anchor configuration from the WLAN on both controllers. 
Step 3. Save the configuration on both controllers. 

Step 4. Re-create the WLAN anchor on both controllers. 

Step 5. Enable the WLAN on both controllers. 


Wired Guest Access 


Wired guest access allows wired guest clients to use the controller for network access. 
This is useful in that a single device handles both wired and wireless guests. The con- 
troller supports up to five wired guest LANs. 


To achieve this, the controller acts as a bridge between the wired client Layer 2 ingress 
VLAN and the Layer 3 egress VLAN. The wired client will have an IP address from the 
L3 VLAN and not the L2 VLAN. For example, if the wired guest VLAN is in VLAN 10 
and the egress interface on the controller is in VLAN 12, the wired client will have a 
VLAN 12 IP address. The controller requires a Layer 2, or Guest LAN, interface in the 
wired guest VLAN to bridge the traffic. This is referred to as the ingress interface. 
Figure 14-19 shows a sample guest LAN interface. 


Although the configuration is for wired clients, you still need a WLAN for those clients 
as seen in Figure 14-20 so you can configure the proper ingress and egress interfaces. 
When creating the wired WLAN, you would select guest LAN. 
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When you select Guest LAN when configuring the WLAN, the security tab changes to 
reflect the supported wired guest security settings. 
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Figure 14-19 Guest LAN Interface 


To set up a wired guest LAN from the controller GUI, follow these steps: 
Step 1. Create your ingress and egress interfaces. 


Step 2. The ingress interface is L2, so there is no IP address. Make sure you select the 
Guest LAN check box. 


Step 3. Egress is any other dynamic (or management) interface you want to use. 
Wired and wireless can share the same egress interface. 


Step 4. | Under the WLAN tab, create the Guest LAN, not a WLAN as illustrated in 
Figure 14-20. 
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'é wlab5wicWISMip20 - Microsoft Internet Explorer provided by Cisco Systems, Inc. 
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WLANs WLANs > New <Back Apply 
WLANs 
> Advanced Profile Name GuestLAN 
WLAN SSID [GuestLan 


Figure 14-20 Guest LAN Configuration 


Step 5. Select the correct ingress and egress interfaces, as demonstrated in Figure 14-21. 
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a 
WLANs WLANs > Edit <Back Apply 
rate General | Security | QoS | Advanced | 
WLANs 
> Advanced Profile Name GuestLAN 
Type Guest LAN 
SSID GuestLAN 
Status Enabled 
Security Policies Web-Auth 


(Modifications done under security tab will appear after applying the changes.) 


Ingress Interface guestian |v 


Egress Interface management |v 


Foot Notes 


2 Web Policy cannot be used in combination with IPsec 
4 When client exclusion is enabled. 2 Timeout Value of zero means infinity (will require administrative override to reset excluded clients) ™| 


Done @ internet 100% + 


Figure 14-21 Ingress and Egress Interface for Guest LAN 


Step 6. Enable web auth security, and so on. 


Tip If more than one controller is on the network, you cannot have an ingress interface 
on both controllers for the same VLAN. Because the traffic is Layer 2, the client traffic can 


be picked up by either controller, and the client can see multiple authentications or other 
odd behavior. 
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Wired guest access is supported with guest tunneling as well. The setup for wired guest 
tunneling is the same as that for WLANs except for the ingress interface on the anchor 
controller. In this case, because the client traffic will be coming from the foreign con- 
troller via Ether IP the ingress interface would be set to none. Similar to wireless guest 
tunneling, the egress interface on the foreign controller can be anything—such as the 
management or a quarantine interface—because the client traffic on the foreign con- 
troller will never traverse that interface. 


Troubleshooting Wired Guest Access 


When configuring wired guest access, you need to remember several important points. 


m= = The controller can support only five wired guest LANs. 


m= The ingress wired VLAN must be strictly L2. It can exist only in the VLAN data- 
base. There can be no Layer 3 interface for that VLAN on the switched network. 


gm ~ show vlan should list the VLAN. 


m= = show interface vlan vlan ID should show nothing: 


labisup720ip1#sh run int vlan 3 


A 


% 


2 Invalid input detected at '*' marker. 


m Even if the VLAN interface has no IP address and is administratively shut down, it 
will break wired guest access. 


m= = =Open, web authentication, and passthrough are the supported authentication policies. 


m You would use the same debugs that you would use for troubleshooting wireless 
guest access. 


Remember that the guest VLAN needs to be trunked across all switches from the access 
switch the wired guest client will be connected to all the way back to the switch the con- 
troller is connected to. 


An interesting caveat to wired guest access is the model of switch that serves as the core 
Layer 3 device and where the switch resides in the network topology. If you are using a 
3500 series switch, for instance, the switch will not forward a packet that is destined to 
an SVI MAC address that it owns. This becomes a problem for wired guest access if the 
3550 is between the wired client and the controller in the network (see Figure 14-22). 
The wired client will get a DHCP address, but when the browser is opened, the client will 
never see the redirect page. A packet capture will show that the DNS query by the client 
never makes it off the switch. This is because the DHCP request by the client is broadcast 
and the DNS query is unicast. The switch will flood a broadcast packet out all ports, but 
when the client sends a unicast packet, the switch will drop it because it owns the desti- 
nation MAC address of the default gateway of the egress VLAN. This means DNS will 
fail because the controller cannot bridge the packet if it never receives it. With no DNS, 
the client will never send the HTTP GET and the controller will never send the redirect. 


Chapter 14: Guest Networking 471 


Wired Guest Access Fails 


Wired Guest Access Fails 
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Figure 14-22 3550 Series Impact on Wired Guest Access 


Larger multilayer switches like the Catalyst 6500 are not subject to this issue because 
those switches handle their SVI MAC addresses differently. 


Notice that in the third example (in Figure 14-22), the controller is connected to a switch 
on the same side of the core switch as the wired guest client. With this topology, the con- 
troller is able to bridge the unicast traffic from the client to the Layer 3 egress VLAN 
before it gets to the core switch. In this case, wired guest accounts will succeed. 


Summary 


The wireless controllers allow you to centralize guest traffic on your network and authenti- 
cate guest users. Depending on your goals, you can provide a completely open guest net- 
work, authenticate guests against the local WLC database, or use external RADIUS or LDAP 
servers for authentication. It is important to understand how web auth works and what net- 
work resources, such as DNS and correct firewall configurations, are required to allow the 
feature to function properly. You must also be aware of the physical devices on the network, 
such as your switching infrastructure, that could inadvertently block wired guest access to 
the controller. If you are going to implement auto-anchoring, you need to correctly config- 
ure both the anchor and foreign controllers to correctly tunnel and load-balance the guest 
traffic through the network. When all of this comes together correctly, you will have a 
robust and secure guest solution for both your wired and wireless guest users. 
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Chapter 15 


The wireless mesh deployment access points (AP), along with the wireless controllers, 
allow you to provide a secure wireless solution for outdoor environments such as a college 
campus or an entire city. The mesh feature allows you to place APs in areas where you 
have no wired Ethernet network connection. A mesh deployment consists of a root AP 
(RAP) and one or more mesh APs (MAP). The RAP provides the wired link back to the 
controller for the MAPs. In order to avoid confusion throughout the rest of the chapter, 
when referring to the mesh series of APs, they will be called ‘mesh APs’, whereas the term 
‘MAP’ will refer to a mesh AP that is connected to the controller wirelessly through a RAP. 


Originally, only the 1500 and 1520 series APs, outdoor mesh APs, supported mesh 
deployments. In later code releases, however, Cisco introduced Enterprise Mesh, indoor 
mesh APs, which allows you to use 1130 and 1240 series APs to install a mesh wireless 
network indoors. 


MAPs use their 802.11a radios as a wireless backhaul to join the controller and send client 
traffic to the wired network through the RAP. The wireless clients in a mesh network 
associate to the mesh AP’s 802.11b/radio. 


Currently, you can find four different models of outdoor mesh APs in the field: 


m 1505 
m 1510 
m 1522 
m 1524 


The 1505 model is a 802.11b/g only radio, so client access and the backhaul use the single 
radio. The 1510 model has both an 802.11a and 802.11b/g radio, which allows the AP to 
have a dedicated radio for the backhaul and a dedicated radio for client access. The 1505 
and 1510 series APs are difficult to troubleshoot because they do not have LEDs or stan- 
dard console cable access. Therefore, without taking the units down and connecting them 
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in a lab environment, it would be nearly impossible to determine if the APs were actually 
powered up and working. The 1500 series models are end of sale and no longer available 
for purchase. In November 2013, Cisco will no longer support the 1500 series APs. 


The 152x series APs are a dramatic improvement over the 1500s. They have LEDs and 
standard console connections. You can even enable remote Telnet on the APs and run 
debug and show commands directly on the APs to help with problem analysis. 


Mesh Code Releases 


Before the 4.2 release of code, mesh features were included in the main code base for all 
controllers. Mesh development, bug fixes, and features, however, were being delayed 
because of mainline code release timelines. To facilitate the development of mesh and get 
bug fixes to customers faster, Cisco split mesh into its own code branch. The original 
mesh-only branch uses the 4.1 code base and retains the 4.1 naming convention with an 
Mat the end. An example is 4.1.192.22M. 


Although splitting the mesh and mainline code into two separate code bases allowed 
Cisco to release mesh enhancements and bug fixes faster, it introduced two limitations: 


m= With the early mesh releases, only the 1500 and 1520 series APs were supported. 
This meant that if you had other APs models, you had to have two controllers: one for 
mesh and one for the indoor APs. With mesh Release 4.1.191.24M, Cisco added sup- 
port for the 1000, 1100, 1200, 1230, 1130, 1240, and 1300 series APs. 


m Because the base code is 4.1, 1250, 1140, and 801 series APs are not supported. 


Starting with the 5.2 release of code, Cisco merged the mesh-only and mainline code 
releases. The 1500 series APs are not supported on 5.2 code. To address security vulnera- 
bilities inherent in the 4.1 code base for customers who have deployed 1500 series APs, 
Cisco released 4.2.176.51M code in June 2009. 


Mesh Deployments 


You can use mesh APs in various deployment scenarios: 


mg Point-to-point 

@ = Point-to-multipoint 

m= Mesh 

In a point-to-point mesh deployment, you would have a RAP and a single MAP bridging 
two wired networks using their 802.11a radios (see Figure 15-1). 


With a point-to-multipoint mesh installation, you have a single RAP acting as a root 
bridge with two or more MAPs connecting their respective wired networks. Figure 15-2 
shows a typical point-to-multipoint deployment. 


If you plan to enable Ethernet bridging (discussed later in the “Ethernet Bridging” sec- 
tion) with a point-to-multipoint installation, it is recommended that you disable VLAN 
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Trunking Protocol (VTP) on any switch with a connected MAP. VTP can reconfigure the 
trunked VLANs across the mesh network, making the RAP lose its connection to the 
controller and bring down the wireless network. 


RAP MAP 
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7 


Main Network Remote Network 


Figure 15-1 Mesh Point-to-Point Deployment 
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Figure 15-2 Mesh Point-to-Multipoint Deployment 


Ina true mesh deployment, you would have a RAP, or several RAPs if the deployment is 
large, as well as MAPs deployed across the outdoor space. The MAPs would form parent- 
child relationships using the 802.11a backhaul (see Figure 15-3). The 802.11b/g radios 
would service your wireless clients. 


As you can see in Figure 15-3, the MAPs relay their wireless connections using their 
802.11a backhaul radios to the RAP. The RAP sends that traffic to the controller through 
the Lightweight Access Point Protocol (LWAPP)/Control and Provisioning of Wireless 
Access Points (CAPWAP) tunnel to the controller. The 802.11b/g radios on the APs pro- 
vide client access to the wireless network. Although its not shown in Figure 15-3, clients 
can connect to the 802.11b/g radio on the RAP as well. 
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Figure 15-3 Mesh Deployment 


Note Although you can enable client access on the mesh backhaul, this feature is not rec- 
ommended. Client access on the 802.11a radios takes away precious bandwidth from the 
MAP backhaul and can severely degrade the performance of the mesh network. 


How Mesh Works 


Mesh is a fairly complex feature that relies on a wireless routing protocol, Cisco Adaptive 
Wireless Path Protocol (AWPP), that allows the MAPs to determine the best parent to 
relay their traffic to the RAP. 


AWPP is designed specifically for wireless mesh networking in that its path decisions are 
based on link quality and number of hops. AWPP is also designed to provide ease of 
deployment, fast convergence, and minimal resource consumption. AWPP takes advan- 
tage of the LWAPP/CAPWAP wireless LAN (WLAN), where client traffic is tunneled to 
the controller and hidden from the AWPP process. Also, the advanced radio management 
features in the LWAPP/CAPWAP WLAN solution are available to the wireless mesh net- 
work and do not have to be built into AWPP. 


When a MAP comes up in a mesh network, the AP is authenticated (bridge authentica- 
tion). Two possible security modes are available for the bridge authentication: Extensible 
Authentication Protocol (EAP) and Pre-Shared Key. There is a four-way handshake using 
this primary key to establish an Advanced Encryption Standard (AES) session. Next, the 
new AP establishes an LWAPP/CAPWAP tunnel to the controller and is authenticated 
against the MAC filter list of the controller. 


The controller then pushes the bridge shared secret key to the AP via LWAPP/CAPWAP, 
after which it re-establishes the AES session with the parent AP. 
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As previously described, the wireless mesh bridges traffic between the MAPs and the 
RAPs. The traffic can be from wired devices being bridged by the wireless mesh or 
wireless client traffic that is encapsulated in LWAPP/CAPWAP-Data and LWAPP/CAP- 
WAP-Control traffic from the MAPs. 


The AES encryption is established as part of the MAP establishing neighbor relation- 
ships with other MAPs (bridge authentication). The bridge shared secret is used to 
establish unique encryption keys between mesh neighbors. All APs establish an 
LWAPP/CAPWAP connection to the controller through AES-encrypted backhaul tunnels 
between the APs. 

Mesh Bootup and Join Process 


When a mesh AP first boots up, it must determine whether it is a RAP. This decision- 
making process is as follows: 


Step 1. | Upon boot, an AP checks its state; if it isa RAP, it enters the Maintain state. 
Step 2. If it is mot a RAP, the AP scans all the channels for Bridge Group Names (BGN). 
Step 3. The AP actively solicits neighboring APs (Seek state). 

Step 4. The AP selects the best parent from the available list. 

Step 5. The AP authenticates to the Mesh network. 


Step 6. The AP then enters the Maintain state and is willing to respond to solicitations. 
Solicitation allows for faster convergence, leaving more time for data transfer. 


Figure 15-4 illustrates the Mesh Machine state. 
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Figure 15-4 Mesh Machine State 
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A mesh AP become a RAP if it can communicate with an LWAPP/CAPWAP controller 
through its Ethernet interface. All 1500 and 1520 series mesh APs ship as MAPs. If the 
mesh AP is a RAP, it can go straight to the Maintain state. In the Maintain state, the mesh 
AP has established an LWAPP/CAPWAP connection to the controller, so it does not need 
to seek other APs; rather, it simply responds to solicitations. If the mesh AP is not a RAP, 
it starts a scan process where it scans all available channels and solicits information from 
other mesh APs. 


This behavior has two main implications: 


m = The RAP does not change channels; therefore, the channel used to build the mesh 
from a RAP is defined in the RAP configuration. By default, the RAP uses channel 
161 if it is an outdoor AP. 


m= =The mesh is built from the RAP out, because initially only the RAP can respond to 
solicitations. 


If the AP is not a RAP, it follows the state diagram in Figure 15-4 in the following 
modes: 


m Scan: The AP scans all the backhaul channels using mesh beaconing. This mechanism 
is similar to the 802.11 beaconing mechanisms used by wireless access networks, 
except the protocol frames conform to the AWPP frames on the backhaul. The frame 
used for beaconing is a broadcast NEIGHBOR RESPONSE called NEIGHBOR _ 
UPDATE and is sent unsolicited. 


Essentially, the network advertises NEIGHBOR UPDATE frames so that new nodes 
can scan and quickly discover neighbors. The generation rule is that each RAP and 
MAP broadcast NEIGHBOR_UPDATE frames after being connected to the network 
(via a controller). Any neighbor updates with signal-to-noise ratios (SNR) lower than 
10 dB are discarded. This process is called passive scanning. 


The AP looks for mesh beacons advertising the same BGN as what was configured 
on the AP when you primed it. 


If the AP hasn’t been preconfigured or primed (joined to the controller on the wire, 
AP role, BGN set, and so on), or if the BGN it has been configured to is not seen in 
mesh beacons, the AP goes into default mode and proceeds with joining. This allows 
you to “catch” an AP in case of a config issue. Nevertheless, Cisco recommends that 
you always prime the APs with the BGN. 


m Seek: After the AP decides to join a mesh network it has located, bridge authentica- 
tion takes place. This is done based on PSK or EAP. The AP solicits members of the 
mesh network. Successful responses to these solicitations become neighbors. These 
neighbors must have the same bridge group name and same shared secret. 


m= Sync: The MAP learns the path information from each of its neighbors, and the 
neighbor with the greatest ease becomes the parent of the soliciting MAP. If the 
neighbors report multiple RAPs, the RAP with the greatest ease is chosen. 
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m= Authenticate: The MAP authenticates to the controller through a connection estab- 
lished through its parent AP. This AP authentication is standard LWAPP/CAPWAP 
AP authentication, and the MAP is already part of the mesh and using the mesh to 
communicate with its controller. 


Because MAPs are always in bridge mode, in addition to the standard LWAPP/ 
CAPWAP authentication (bridge authentication during the Seek state), the controller 
requires mandatory MAC address authorization. Should you fail to add the AP’s 
MAC address to the controller’s MAC filter list (see Figure 15-6), the AP will not be 
able to proceed beyond the Authenticate state. 


m= = Maintain: The MAP responds to other MAP solicitations and regularly solicits to de- 
termine any changes in the mesh. It is only after entering the Maintain state that the 
MAP is visible to the controller and Wireless Control System (WCS). Note that in the 
Maintain state, the solicitations occur only on the channel defined by the RAP, 
whereas a MAP in seek mode solicits on all channels, only stopping when it has found 
a parent AP. 


AWPP uses ease to determine the best path. Ease can be considered the opposite of cost, 
and the preferred path is the path with the higher ease. 


Ease is calculated using the SNR and hop value of each neighbor and applying a multipli- 
er based on various SNR thresholds. The purpose of this multiplier is to apply a spreading 
function to the SNRs that reflects various link qualities. 


In Figure 15-5, MAP2 prefers the path through MAP1 because the adjusted ease 
(436906) though this path is greater than the ease value (262144) of the direct path from 
MAP2 to RAP. 
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Figure 15-5 Mesh Parent Selection 
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A parent AP is chosen by using the adjusted ease, which is the ease of each neighbor 
divided by the number of hops to the RAP: 


Adjusted ease = min (ease at each hop) 
Hop count 


So in Figure 15-5, the adjusted case for MAP2 through MAP1 is 873812/2 = 436906. 


Configuring Mesh 


Configuring the controller to support mesh is quite simple. All you need to do is add the 
MAC address of the mesh AP to the MAC Filter list of the controller (see Figure 15-6). 
For 152x outdoor mesh APs, use the Bridge-Group Virtual Interface (BVI) MAC address 
of the mesh AP. For 1130 and 1240 series indoor mesh APs, you would use the Ethernet 
MAC address. If you do not know the MAC of the AP and it is not on the exterior of the 
unit, you can use the console to determine the BVI and Ethernet MAC addresses using 
the command sh int | i Hardware. You can also run debug pm pki enable from the con- 
troller command-line interface (CLI) to see the MAC address of the AP that is trying to 
join, as demonstrated in Example 15-1. The description for the AP in the MAC filter list is 
simply a text string you enter; it has nothing to do with actually configuring the AP. 


sluetlts Save Configuration Ping Logout Refresh || 
cisco MONITOR WLANs CONTROLLER WIRELESS SECURITY MANAGEMENT COMMANDS HELP 
Security MAC Filtering Apply New... | 
7 AAA RADIUS Compatibility "acs 
Mode 
MAC Delimiter Colon v 
> 
Local MAC Filters Items 1 to 2 of 2 
MAC Address WLAN ID Interface Description 
00:1b:d4:a6:f3:e4 ft) management MAP i~] 
00:1¢:0e:75:24:0F 0 management RAP i~] 


> Local EAP 
> Priority Order 

>» Access Control Lists 
» IPSec Certs 


, Wireless Protection 
Policies 


> Web Auth 
>» CIDS 


[Done @ internet 100% > 


Figure 15-6 MAC Filter List for MAPs 
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Example 15-1 debug pm pki enable Command Output 


Fri Jul 10 17:55:37 2009: spamMeshRadiusProcessResponse: AP Authorization failure 
for 00:0b:85:6f:9b:90 


If the APs’ MAC address is not listed, the AP fails authentication and cannot join the con- 
troller. This is true for both the indoor and outdoor mesh APs. When the AP rejoins the 
controller, set its role to be either a RAP or MAP (see Figure 15-7) using the Mesh tab. 
For the indoor APs, change the AP mode to Bridge and reboot it (see Figure 15-8) before 
you can configure the mesh-specific settings. When the AP reboots in bridge mode, you 
see the Mesh tab on the AP configuration page. 
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Figure 15-7 Mesh AP Role 


The Mesh tab is where you will set the AP role as well as the BGN and backhaul data 
rates. This is true for both outdoor and indoor MAPs. 


Caution The recommended backhaul data rate for 1510 series APs is 18 Mbps, whereas the 
recommended backhaul data rate for the 152x series is 24 Mbps. Use caution if you decide to 
change the backhaul data rate from the recommended values. You should have a site survey 
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confirming that the wireless link between the MAPs is good enough to maintain a stable 
backhaul connection at the different rate; otherwise, you risk stranding your MAPs. Should 
you decide to alter the backhand data rate, always start with the MAP that is furthest away 
and work back toward the RAP. 
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Figure 15-8 Indoor Mesh Bridge Setting 


You can use the BGN to break large mesh deployments into sectors so that only certain 
APs will form parent-child relationships. 


Note Remember to record the Ethernet MAC address of the indoor mesh AP so you can 
add it to the MAC filter list on the controller. Otherwise, it will fail authentication and not 
be able to join the controller. 


By default, the security mode for bridge authentication is EAP. This is done using 
manufacturer-installed certificates and therefore does not need configuring. Should you 
want to change the security mode to PSK or use a RADIUS server to authenticate the 
mesh APs, you can configure those settings from the controller GUI under Wireless > 
Mesh, as shown in Figure 15-9. 
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Figure 15-9 Mesh Bridge Security Configuration 


Ethernet Bridging 


Ethernet bridging allows you to connect remote wired networks to each other using the 
Ethernet port of the MAPs. A common use for Ethernet bridging is installing video cam- 
eras or street poles with the mesh APs. For bridging to work, every MAP and RAP in the 
path must have Ethernet bridging enabled. 


Prior to code Release 5.2, Ethernet bridging only allowed the extension of the Layer 2 
network in which the MAPs resided. So if the APs had IP addresses in VLAN 5, for 
example, you could only extend VLAN 5 to the remote wired network. The 5.2 release 
allows you to bridge multiple VLANs. Like the earlier feature, every AP in the mesh path 
back to the RAP and including the RAP must support bridging the same VLANs as the 
MAP with the wired connection. Figure 15-10 illustrates this concept. 


If you do not allow the desired VLANs on all the MAPs, then in the event of a failure 
within the mesh network it is possible to break the bridging feature if a MAP in the new 
path to the RAP does not support a particular VLAN. In Figure 15-10, if MAP1 were to 
go down and MAP3 changed its parent to MAP2, the Ethernet bridging on MAP3 would 
fail for VLAN 2 because MAP2 does not support bridging VLAN 2. 


After you have enabled Ethernet bridging support on your mesh APs you need to config- 
ure the VLAN tagging. Figure 15-11 shows the Ethernet configuration of an indoor RAP, 
and Figure 15-12 shows the same configuration on the indoor MAP. 
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Figure 15-12 
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The RAP Ethernet port is configured as a trunk port with VLAN 20 set to Native and 
allowing VLAN 12. You can add more VLANs by entering the VLAN into the Trunk 
VLAN ID box and clicking Add. With the Ethernet port set to Trunk, the AP accepts 
both tagged and untagged packets. Any tagged packets for a VLAN that is not in the 
allowed list are dropped. 


Because the MAP is only bridging VLAN 12 in this case, the Ethernet port mode is 
Access. The AP tags the incoming untagged packet and forwards it to the RAP. Any 
tagged packets are dropped. 


Mesh APs use VLAN transparency to perform Ethernet bridging when extending the 
Layer 2 network. To allow multiple VLAN bridging/tagging, you must disable VLAN trans- 
parency (see Figure 15-13) under the Wireless>Mesh>Ethernet Bridging section on the 
controller. When VLAN transparency is enabled, VLAN processing does not occur. This 
assumes that all traffic is destined to and from the same VLAN with no 802.1 tagging. 


tliat 
cisco MONITOR WLANs CONTROLLER WIRTLIISS SECURITY MANAGEMENT COMMANDS HELP 


HRLAP Groups 
> 802.1 1a/n 


Figure 15-13 VLAN Transparency 


After you have disabled VLAN transparency, reboot the mesh APs for that setting to take 
effect. 


It is important to understand the traffic flow when using Ethernet bridging. Figure 15-14 
shows the traffic flow for both wired and wireless clients within the mesh network with 
Ethernet bridging enabled. 


As you can see, with Ethernet bridging enabled, the traffic flow for wireless clients is 
unchanged. The wireless client packets are sent using LWAPP/CAPWAP data, which is 
sent through the encrypted backhaul to the controller. The controller then bridges that 
traffic to the wired network. The bridged wired client traffic, however, is bridged directly 
into the backhaul toward the RAP. The RAP then bridges the traffic directly onto the 
wired network. The wired bridged traffic is not sent back to the controller. 
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Traffic from 
Wired Clients 


---- Traffic from 
Wired Client Wireless Client Wireless Clients 


Figure 15-14 Ethernet Bridging Traffic Flow 


Several guidelines exist in addition to disabling VLAN transparency that allow the cor- 
rect VLANs on the APs when you use the Ethernet bridging and VLAN tagging feature 
in 5.2 code: 


m Forsecurity reasons, the Ethernet port on a mesh AP (RAP and MAP) is disabled by 
default. It is enabled by configuring Ethernet bridging on the MAP port. 


m Ethernet bridging must be enabled on all the APs in the mesh network to allow 
Ethernet VLAN tagging to operate. 


m= VLAN mode must be set as non-VLAN transparent (global mesh parameter). 


VLAN transparent is enabled by default. To set as non-VLAN transparent, you must 
uncheck the VLAN transparent option in the global mesh parameters window. 


m= VLAN configuration on a mesh AP is applied only if all the uplink MAPs are able to 
support that VLAN. 


m= = If uplink APs are not able to support the VLAN, the configuration is stored rather 
than applied. 


m VLAN tagging can be configured only on Ethernet interfaces. 


On 152x mesh APs, three of the four ports can be used as secondary Ethernet 
interfaces: port 0-PoE in, port 1-PoE out, and port 3- fiber. Port 2 - cable cannot 
be configured as a secondary Ethernet interface. 
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In Ethernet VLAN tagging, port 0-PoE in on the RAP connects to the trunk port of 
the switch of the wired network. Port 1-PoE out on the MAP connects to external 
devices such as video cameras. 


Backhaul interfaces (802.11a radios) act as primary Ethernet interfaces. 
Backhauls function as trunks in the network and carry all VLAN traffic between 
the wireless and wired network. No configuration of primary Ethernet interfaces 
is required. 


The switch port in the wired network that is attached to the RAP (port 0-PoE in) 
must be configured to accept tagged packets on its trunk port. The RAP 
forwards all tagged packets received from the mesh network to the wired 
network. 


No configuration is required to support VLAN tagging on an 802.11a backhaul 
Ethernet interface within the mesh network. This includes the RAP uplink Ethernet 
port. The required configuration happens automatically using a registration mecha- 
nism. Any configuration changes to an 802.11a Ethernet link acting as a backhaul are 
ignored and a warning results. When the Ethernet link no longer functions as a back- 
haul, the modified configuration is applied. 


VLAN configuration is not allowed on a port-02-cable modem port of an 152x AP. 
VLANs can be configured on ports 0 (PoE-in), 1 (PoE-out), and 3 (fiber). 


If you are bridging between two MAPs, enter the distance (mesh range) between the 
two APs that are bridging. (This is not applicable to applications in which you are 
forwarding traffic connected to the MAP or to the RAP access mode.) 


Up to 16 VLANs are supported on each sector. Therefore, the cumulative number of 
VLANs supported by RAP’s children (MAPs) cannot exceed 16. 


Ethernet ports on APs function as either access or trunk ports within an Ethernet 
tagging deployment. 


In Access mode, only untagged packets are accepted. All packets are tagged with a 
user-configured VLAN called access VLAN. For this mode to take effect, the global 
VLAN mode should be non-VLAN transparent. This option is used for applications 
in which information is collected from devices connected to the MAP, such as cam- 
eras or PCs, and then forwarded to the RAP. The RAP then applies tags and forwards 
traffic to a switch on the wired network. 


Trunk mode requires the user to configure a native VLAN and an allowed VLAN 
list (no defaults). In this mode, both tagged and untagged packets are accepted. 
Untagged packets are always accepted and are tagged with the user-specified 
native VLAN. Tagged packets are accepted if they are tagged with a VLAN in 
the allowed VLAN list. For this mode to take effect, the global VLAN mode 
should be non-VLAN transparent. This option is used for bridging applications 
such as forwarding traffic between two MAPs residing in separate buildings 
within a campus. 
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m= The switch port connected to the RAP must be a trunk. 
The trunk port configuration on the switch and the RAP trunk port must match. 


m= Aconfigured VLAN ona MAP Ethernet port cannot function as a management 
VLAN. 


m= The RAP must always connect to the native VLAN (ID 1) ona switch. 


The RAP’s primary Ethernet interface is by default the native VLAN of 1. 


Troubleshooting Mesh 


Mesh deployments add an extra level of complexity to troubleshooting because the con- 
nection between the MAPs and the controller is wireless. The MAPs need to have good 
signal strength to their parent AP. You do not want the SNR up and SNR down to differ 
by more than 10 dTS. The Fresnel zone between the APs also needs to be clear to prevent 
obstructions from interfering with the connection. You want to make sure that the APs 
are mounted correctly according to the installation guides and have similar heights. Mesh 
APs can transmit as far as 25 miles, so depending on the distance between them and the 
type of antenna, you might need to use a laser or other professional alignment tool. 


AP Join Problems 


Just like any controller-based AP, mesh APs have to be joined to a controller before they 
can start to service clients. Before the mesh network can come up, you need to have at 
least one RAP with a wired connection to the controller. After the RAP is joined, the 
MAPs can start to join the controller through the 802.11a radio of the RAP. 


To troubleshoot mesh AP join issues, you can use the standard LWAPP/CAPWAP debugs 
on the controller that you would use for a non-MAP such as a 1242. In addition to those 
debugs, you can run the following debugs on the controller: 


m debug mesh security events enable 
m debug mesh security message enable 
m debug dotix events enable 


m debug dot1x packet enable 


The output of these debugs shows you if you have AP authentication issues. Example 15-2 
shows sample output for debug mesh security all. (The all keyword includes events and 
messages.) 


Example 15-2 debug mesh security all Command Output 


*May 03 13:36:00.846: Q0:1C:B1:07:FA:2@ MESH_ASSOC_REQUEST_PAYLOAD in Association 
Request for AP 00:0B:85:65:51:60 

*May 03 13:36:00.846: 00:1C:B1:07:FA:20 Mesh assoc request for known AP 
00:0b:85:65:51:60 
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*May 03 13:36:00.846: 00:1C:B1:07:FA:20 Mesh assoc request :child 
00:0b:85:65:51:60 NextHop : 00:23:5d:f1:9d:41 LradIp 192.168.1.200 vlanid: 0 
mwarPort: 5246 IlradPort: 35184 


*May 03 13:36:00.846: Q00:1C:B1:07:FA:2@ Request MAC authorization for AP Child 
Addr: 00:06:85:65:51:60 AP Identity: 00:0b:85:65:51:60 AWPP Identity: 
00:1c0:61:07: fa:2Ff 


*May 03 13:36:00.847: MAC Validation of Mesh Assoc Request forQ0:0b:85:65:51:60 is 
-4, Mode is : 0 


(Cisco Controller) >*May 03 13:36:00.847: MAC authoriztion fail. REsetting MSCB 
state for 00:0b:85:65:51:60 to 9 


From this output, you can tell that the MAP that is trying to join is failing MAC authori- 
zation. The root cause might be a missing or incorrect MAC address in the MAC filter 
list of the controller or a similar problem on a RADIUS server if you are using 
Authentication, Authorization, and Accounting (AAA) to authenticate the APs. The con- 
troller traplogs also contain valuable information about any AP join issues: 


Mesh Node '00:0b:85:65:51:60' failed to join controller, MAC address not in MAC 
filter list 


If you have console access to the AP that is not joining the controller (152x and indoor 
mesh-APs), you can enable the following debugs: 

m debug mesh adjacency 

m debug mesh event 

m debug mesh link 

Using these debugs on the MAP closest to the AP that is not joining (the RAP if no 


MAPs are joining), you can see the adjacencies and events. Example 15-3 shows sample 
output from debug mesh adjacency and mesh event. 


Example 15-3 debug mesh adjacency and debug mesh event Command Output 


*May 3 16:54:36.582: ADJ:Processing child adjacency from 001e.1306.f65f channel 64 
*May 3 16:54:36.582: mesh_adj_add_association: client exists 001e.1306. f65f 

*May 3 16:54:36.863: mesh_adj_current_backhaul: Dot11Radio1 

*May 3 16:56:22.662: ADJ:Child 001e.1306.f65f timed out 

*May 3 16:56:22.662: %MESH-6-LINK_UPDOWN: Mesh station 001e.1306.f65f link Down 
*May 3 16:56:22.663: MESH_EVENT:mesh_lwapp_link_down: link 001e.1306.f65f 

*May 3 16:56:22.665: MESH_EVENT:received mesh_lwapp_handle_request type LINK_DOWN 


The sample output in Example 15-3 from a RAP shows the child adjacency timing out 
and a mesh link down event. 


If the mesh APs are not in the same VLAN as the management interface of the controller, 
be sure to check your discovery methods. Incorrect DHCP options, for example, prevent 
the APs from learning the correct controller IP. Table 15-1 outlines the correct Vendor Class 
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Identifiers (VCI) for the different outdoor mesh APs should you decide to use DHCP 
options for controller discovery. 


Table 15-1 Outdoor Mesh APs DHCP VCI Strings 


MAP Code Release VCI String 

Any 1500 41 Cisco AP c1500 
1500 OAP 4.0 Cisco AP.OAP1500 
1505 4.0 Cisco AP.LAP1505 
1510 4.0 Cisco AP.LAP1510 
Any 1500 3.2 Airespace.AP1200 
1520 4.1M or 5.2 Cisco AP c1520 


An interesting behavior for the 1500 series APs with older code is that if they cannot join 
a controller for an extensive period of time, they can revert to a previously installed image. 
Therefore, an AP that was running 4.0 code could fall back to a 3.2 image. If this happens, 
the VCI you had set up would no longer be valid. You would need to get a wired packet 
capture to determine the VCI string the AP was sending to the DHCP server. The APs no 
longer exhibit this image fallback behavior in the 4.1 mesh-only releases and higher. 


Another mesh behavior that can result in long join times is that, by design, a mesh AP 
gives precedence to its wired port on bootup if it detects a signal. This is common when 
using Ethernet bridging. Only after several failed attempts does it try to use the 802.11a 
radio as the primary backhaul when the Ethernet port is live. To decrease the join time, 
you can disconnect the device connected to the Ethernet port of the MAP. 


Make sure you are using the correct APs for RAPs and MAPs. Although most mesh APs 
can be a RAP or MAP to a different AP model, the 1505 APs can mesh only with each 
other. 


If you are using BGNs, a blank or incorrect BGN prevents a MAP from staying joined to 
the controller. If an AP has a blank BGN, it remains joined for approximately 30 minutes 
before it drops off the network. You need to correct the BGN during this time to prevent 
it from continuously dropping off the network. Should you ever want to change the BGN 
or backhaul data rate (not recommended), you should always start with the farthest out 
MAP to prevent stranding an AP. 


Note A MAP with a wired connection to the controller will not participate in the mesh 
network. Some users will use a single 151x or 152x series AP as a regular outdoor AP by 
configuring the AP as a wired MAP. If you enable client backhaul access, clients would 
have use of both the 802.11a and 802.11b/g radios. 
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Tip If you prime all your APs on the wire first, you will have much better success when 
deploying the mesh network. When you add the AP to the network on the wire first, you 
can verify that the hardware is good, let the AP download the code from the controller, 

and configure the AP role and BGN. It is much easier to determine a problem with the AP 


at your desk or lab than have to climb a light pole or rent a bucket truck to retrieve a prob- 
lematic AP. 


RF Issues 


Just like the radio frequency (RF) environment can affect wireless clients, it can disrupt a 
mesh network. High-channel utilization, interference, and radar can wreak havoc on a 
mesh network. 


Wireless radios that operate in the UNII-2 and UNII-2 Extended bands must adhere to 
Dynamic Frequency Selection (DFS) and change channels when the AP detects radar on 
that channel. The controllers automatically enable DFS on 15 channels (52 through 140). 
If an AP detects radar on the channel it is currently using, it scans for a new channel and 
waits 60 seconds to make sure no radar is on that channel before it starts using it. An AP 
avoids trying to use the previous channel for 30 minutes. Even if you hard-code the AP 
channel and do not use Auto-RF, the AP must change channels when it detects radar. 


Note With statically assigned 802.11a channels, if the AP had to change channels 
because of a DFS event, the AP would rescan the preferred channel after 30 minutes. If no 
radar is detected, the AP would move back to the configured channel. 


As demonstrated in Example 15-4, when an AP detects radar and changes channels, it 
announces the change to any child APs. The radio change event also generates trap logs 
to let you know why the AP changed channels. 


Example 15-4 DFS Radar Event SNMP Trap Log 


Mon Feb 9 13:07:00 2009 Channel changed for Base Radio MAC: 00:1d:46:24:43:a@ on 


802.11a radio. Old Channel: 60. New Channel: 161. Why: Radar. Energy 
before/after change: 


@/®. Noise before/after change: 0/®. Interference before/after change: 0/0. 


Mon Feb 9 13:07:00 2009 Radar signals have been detected on channel 60 by 802.11a 
radio with MAC: 00:10d:46:24:43:a0 and slot 1 


A radar event requires your mesh network to change, which causes outages until the net- 
work converges after the channel changes. 


Besides radar, you might see poor throughput for various other reasons. Table 15-2 out- 
lines some common RF issues, their cause, and potential resolutions. 


The number of hops from a MAP to a RAP is also a factor. With the half-duplex nature 
of wireless, you are cutting your backhaul rates essentially in half with each hop. For 
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example, the maximum throughput for an 18 Mbps backhaul is approximately 10 Mbps for 
the first hop, 5 Mbps for the second hop, and 2.5 Mbps for the third hop. Although 8 hops 
is the backhaul hop limit for outdoor mesh APs, Cisco recommends no more than 4 hops 
from RAP to MAP. 


Table 15-2 Common RF Symptoms and Resolutions 


Symptom Possible Causes Potential Solution 


Throughput is low; link test Rx is Tx power is low Check Tx power level 

significantly less than Tx ' : } 
8 y Antenna alignment is poor Realign antennas 

LOS! is obstructed or Fresnel Remove obstruction or 

zone is not clear raise or move APs/antennas 


Throughput is low; link test Rx is RF has interference Change radio channel 
significantly higher than Tx 


SNR uplink and downlink are off RF has interference, LOS is Change radio channel, 
by 10 dB or more obstructed, or hardware is bad check LOS, check hardware 


1LOS = line of sight 


Note Indoor MAPs have a maximum hop count of 4, with a recommendation of 3. 


Tip Make sure that no autonomous APs (aIOS) are on the same VLAN as any of your 
RAPs. The Inter-Access Point Protocol (IAPP) messages from alOS APs will corrupt the 
mesh forwarding tables and cause problems such as poor client throughput and MAP join 
problems that essentially bring down the entire mesh network. 


show Commands 


Several show commands are available on the controllers that you can use to see the state of 
your mesh deployment and help pinpoint a problem area. 


Example 15-5 reveals the mesh show commands. 


Example 15-5 show mesh Command List 


(MeshController) >show mesh ? 


env Show mesh environment. 

neigh Show AP neigh list. 

path Show AP path. 

astools show mesh astools list 

stats Show AP stats. 

secbh-stats Show Mesh AP secondary backhaul stats. 


per-stats Show AP Neighbor Packet Error Rate stats. 


queue-stats Show AP local queue stats. 

security-stats Show AP security stats. 

ap Show mesh AP information. 

config Show mesh configurations. 

secondary -backhaul Show mesh secondary -backhaul 
client-access Show mesh backhaul with client access. 
public-safety Show mesh public safety. 
background-scanning Show mesh background-scanning state. 

cac Show mesh cac. 

bhrateadapt Show Mesh Backhaul Rate Adaptation State. 
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Example 15-6 shows some sample output from the show mesh neigh summary com- 


mand. 


Example 15-6 show mesh neigh summary Command Output 


(Cisco Controller) >show mesh neigh summary 1131 
AP Name/Radio Mac Channel Snr-Up Snr-Down Link-Snr Flags 


Q0:18:74:FB:1E:FF 36 13 13 13 Qx860 
Q0:1C:F9:05:9D:DF 36 13 13 13 Qx860 
@0:1D:A1:CD:DD:6C 64 53 53 53 0x960 


BEACON 
BEACON 
CHILD BEACON 


With show mesh neigh, you can see the information from any child or parent APs as well 
as any other surrounding APs the AP hears. Here you can see three neighbors, one of 


which is a child AP. 


To see more detailed information about the neighbors of an AP, use show mesh neigh 


detail, as demonstrated in Example 15-7. 


Example 15-7 show mesh neigh detail Command Output 


(Cisco Controller) >show mesh neigh detail 1131 

AP MAC : 00:0B:85:65:51:60 

FLAGS : 1160 CHILD DEFAULT 

worstDv 255, Ant @, channel 64, biters @, ppiters 10 
Numroutes @, snr @, snrUp 13, snrDown 13, linkSnr 13 
adjustedEase 0, unadjustedEase 0 

txParent 0, rxParent 0 

poorSnr 0 

lastUpdate 1241358733 (Sun May 3 13:52:13 2009) 
parentChange 0 

Per antenna smoothed snr values: 0 @ 0 0 

Vector through 0@:0B:85:65:51:60 

AP MAC : 00:18:74:FB:1E:FF 


(continues) 
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Example 15-7 show mesh neigh detail Command Output (continued) 


FLAGS : 860 BEACON 

worstDv 255, Ant 0, channel 36, biters 0, ppiters 0 
Numroutes @, snr @, snrUp 13, snrDown 13, linkSnr 13 
adjustedEase @, unadjustedEase 0 

txParent 0, rxParent 0 

poorSnr 0 

lastUpdate 1241358199 (Sun May 3 13:43:19 2009) 
parentChange 0 

Per antenna smoothed snr values: 0 0 0 0 

Vector through 00:18:74:FB:1E:FF 

AP MAC : 00:10:F9:05:9D:DF 

FLAGS : 860 BEACON 

worstDv 255, Ant 0, channel 36, biters 0, ppiters 0 
Numroutes @, snr @, snrUp 13, snrDown 13, linkSnr 13 
adjustedEase @, unadjustedEase 0 

txParent 0, rxParent 0 

poorSnr 0 

lastUpdate 1241358199 (Sun May 3 13:43:19 2009) 
parentChange 0 

Per antenna smoothed snr values: 0 0 0 0 

Vector through 00:1C:F9:05:9D:DF 

AP MAC : 00:1D:A1:CD:DD:6C 

FLAGS : 860 BEACON 

worstDv 255, Ant @, channel 64, biters 0, ppiters 0 
Numroutes @, snr @, snrUp @, snrDown @, linkSnr 0 
adjustedEase 0, unadjustedEase 0 

txParent 0, rxParent 0 

poorSnr 0 

lastUpdate 1241358245 (Sun May 3 13:44:05 2009) 
parentChange 0 

Per antenna smoothed snr values: 0 0 0 0 

Vector through 00:1D:A1:CD:DD:6C 


Using show mesh ap tree, as demonstrated in Example 15-8, you can see the logical par- 
ent child mappings, the hop count, the SNR, and the BGN. 


Example 15-8 show mesh ap tree Command Output 


(Cisco Controller) >show mesh ap tree 


1; AP Name [Hop Counter, Link SNR, Bridge Group Name] {| 
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1131[@,0,leelab] 
1 -1242[1,50,leelab] 


Number of “Me@Sh: (AP Sia asics ainnsce a wo tae rae acack aimee dee ale 2 
Number 0 RAPS 6 acd sl oan Ske eae aie ee eee a a 1 
Number Of MAPS...... 0.00 cece eee eee eee eee 1 


As demonstrated in Example 15-9, the show mesh path command displays the path 
through the mesh network to the AP you specify. 


Example 15-9 show mesh path Command Output 


(Cisco Controller) >show mesh path 1242 
AP Name/Radio Mac Channel Snr-Up Snr-Down Link-Snr Flags State 
1131 64 61 54 51 Ox86e NEIGH PARENT BEACON 
1131 is a Root AP. 


This output also displays the channel in use and the SNR values. The MAP 1242 in this 
case is directly connected to the RAP 1131. 


Remote Telnet and AP Debugs 
You can gain a wealth of information from running show commands on the MAPs. 


For the 1500 series APs, you need to run remote debug commands. To enable remote 
debugs for an AP, use the following command from the controller CLI: 


debug ap enable AP_name 


After you enable remote debugging on the AP, you can run debug commands to pull 
information directly from the AP: 


debug ap command "command" AP_name 


Some of the commands you can run on the 1500s are as follows: 


m= printRadar(): Displays radar information 

m= = printBsnRateTable(1): Displays valid radio data rates 

m apCfgRadioChannelGet(0): Displays current radio channel 
m = keyShow(0): Displays encryption key entries per radio 

= = apPrintForwardList: Displays client transmit statistics 

m = sibSmeShow(0): Displays association table 


m = sibStationShow(0,3): Displays association table details 
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= = sibShow/(0,3): Displays additional client information 

m = sibAgingShow(): Displays queue/frame information per MAC 
m= dumpMeshSecBhStats(0): Displays mesh backhaul stats 

= dumpAp(): Displays MAP info 

m= dumpAdjs(): Displays mesh adjacencies 

= = ~=spamPrintRcb: Displays AP control block information 

m  ifShow: Displays interface information and AP IP address 

m= bsnPrintCrashData(): Displays AP crash data 


= SpamPrintCfgFile(): Displays current AP configuration 


Example 15-10 demonstrates some sample output from debug ap command dumpAdjs(). 


Example 15-10 debug ap command dumpAdjs()Command Output 


(MeshController) >debug ap command "dumpAdjs()" lab5map1510 


(MeshController) >Sun May 3 09:07:46 2009: lab5map1510: Calling "dumpAdjs" with 
args Ox®, @x®, @x0, 0xd 


Sun May 3 09:07:46 2009: lab5map1510: ADJ 1 Identity 001b.d4a6.f3e4 MA: Q01c.0e 
75.240f version 0x2@ Error/10K txpkts 6181 


Sun May 3 09:07:46 2009: lab5map1510: Flags: CHILD BEACON 


Sun May 3 09:07:46 2009: lab5map1510: Minor ver: 32, worstDv 255 Ant @, channe 
1 0, biters @, ppiters 10 

Sun May 3 09:07:46 2009: lab5map1510: Numroutes @, snr @, snrUp 8 snrDown @ li 
nkSnr @ blistExp 3 bliters 0 

Sun May 3 09:07:46 2009: lab5map1510: adjustedEase @ unadjustedEase @ txParent 
@ rxParent 0 


Sun May 3 09:07:46 2009: lab5map1510: Secondary backhaul channel: @ BGN' Last 
exclusion cause:0 


Sun May 3 09:07:46 2009: lab5map1510: Vector through 001c.0e75.240f: 

Sun May 3 09:07:46 2009: lab5map1510: Per antenna smoothed snr values: 0 0 0 0 
Sun May 3 09:07:46 2009: lab5map1510: Subordinate neighbors: 001b.d4a6.f3e4 
Sun May 3 09:07:46 2009: lab5map1510: Time since last update: 0 Days, 00:00:02 
Sun May 3 09:07:46 2009: lab5map1510: dumpAdjs Returns: @ 


This output shows you the uplink and downlink SNRs for any parent or child AP as well 
as any other neighbors the AP hears. This particular AP is RAP with no children. 


Obviously, remembering these commands and what they do is difficult. You could run 
several other commands from the controller CLI to get information on the different quali- 
ty of service (QoS) queues, Differentiated Services Code Point (DSCP), Cisco Discovery 
Protocol (CDP), and more. In the 4.2 mesh release of code, Cisco has added new com- 
mands specific to the 1510 series APs, as the output in Example 15-11 reveals. 
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Example 15-11 show mesh 1510-ap Commands 


(Cisco Controller) >show mesh 1510-ap ? 

QoS-info - Displays various Queues on Mesh Backhaul 
mesh-entries - Displays Mesh Association Table Entries 
backhaul-stats - Displays Mesh Backhaul Statistics 
client-stats - Displays Access Radio and Client information 
mesh-aging - Displays Mesh Aging Parameters 

1ih-info - Displays 802.11h Management Frame Parameters 
secBh-stats - Displays Secondary Backhaul Statistics 
mesh-adjs - Displays Mesh Adjacencies 

interface-info - Displays Ethernet and Loopback Interface Information 
lwapp-config - Displays LWAPP Configuration 


These new commands make viewing 1510 information easier because they are easier to 
remember and can combine several commands into one. For example, QoS-info includes 
dDetails, qSshow, showQreset, and dumpQueueDrops output. 


For the 1520 series APs, you can enable Telnet or run remote debugs from the controller: 


debug ap enable AP_name 
debug ap command "test mesh enable telnet" AP_name 


Once Telnet is enabled, you can Telnet to the AP’s IP address and run commands directly 
on the AP instead of remotely through the controller like on the 1510s. You can run the 
following commands on the 152x AP: 


m= = show mesh adj all: Displays mesh adjacencies 
m show mesh dfs history: Displays radar history 
m= ~=show mesh dfs channel channel: Displays the current DFS channel 
= ~=show controllers dot111: Displays A radio 
= ~=show controllers dot110: Displays B/G radio 
m= = show interface dot111: Displays A radio stats 
m= = show interface dot110: Displays B/G radio stats 
m= = show ip int brief: Displays IP information 
= = config mesh linktest src AP name dst AP name 18 100: Runs a link test with a back- 
haul rate of 18 and 100 pps 
Ethernet Bridging Troubleshooting 


Before the 5.2 code release, troubleshooting Ethernet bridging with mesh APs was almost 
impossible. You had to rely on packet captures and Ethernet interface statistics. 


Cisco added several show and debug commands with the 5.2 release to help troubleshoot 
and view VLAN tagging information. 


498 Deploying and Troubleshooting Cisco Wireless LAN Controllers 


From the controller, you can verify your VLAN tagging configuration using the following 
commands: 


m= = show ap config ethernet AP_name 


m= ~=show mesh config 


The show ap config ethernet command shows you the mode of the Ethernet port, the 
native VLAN, and any allowed VLANs, as demonstrated in Example 15-12. 


Example 15-12 show ap config ethernet Command Output 


Cisco Controller) >show ap config ethernet 1131 
Vlan Tagging Information For AP 1131 
Ethernet 0 


Mode: TRUNK 
Native Vlan 12 


Allowed Vlans: 


The show mesh config command shows the status of VLAN transparency mode, as 
demonstrated in Example 15-13. 


Example 15-13 show mesh config Command Output 


(Cisco Controller) >show mesh config 


Mesh’ (RanQ@iwceeeetaeese ake oye sGineaie aie deat 12000 
Backhaul with client access statuS..........ee0ee disabled 
Background Scanning State...... cece cece e eee eee enabled 
Mesh Security 
SECUCLTY MOUGs 6.2 ee ees oes New ek OER EMRE RS Ae ee oe EAP 
External -AUtH a. eee oe eee eee pee ee ee disabled 
Use MAC Filter in External AAA server......... disabled 
Force External Authentication.............000. disabled 
Mesh Alarm Criteria 
Max HOD COUNT isi aa’ alee ee aale Shee ie we ee 4 
Recommended Max Children for MAP...........005 10 
Recommended Max Children for RAP...........045 20 
Low: ink. “SNR iste hcg eee Mae ave arn ten Ta hae 12 
High ‘Link SNR ¢ seccccce delet easier eee ee ba el eee 60 
Max Association NUMbDer 6. sida eee eee ea ee x 10 
ASSOCIATION. INLETVal snide dees eee eee ye ee 60 minutes 
Parent: Change. NUMBERS. <.6 56 tecnica e ewes @ he ee 3 
Parent Ghange TNtervaln. ona sen teed a a eae eae 60 minutes 
Mesh Multicast Mode....... cece cece cee eee eee In-Out 
Mesh Full Sector DFS... ... cece cece eee eee eee enabled 


Mesh Ethernet Bridging VLAN Transparent Mode..... disabled 


Chapter 15: Mesh 


As you can see in Example 15-13, show mesh config shows the entire mesh configura- 
tion for a controller. 


Tip One configuration that confuses most users is the Mesh Range setting. In the con- 
troller GUI, this setting is the RAP to MAP distance. Most think that this is the distance 
from the RAP to the first MAP, but that is incorrect; this value merely adjusts a timer to 
tell the APs how long they should wait to receive an ACK from a child AP. The higher the 
value (in feet), the longer the sending AP waits for a response. The general rule of thumb is 
that the Mesh Distance should be set to the farthest distance between any two APs in the 
mesh network. 


Here are the mesh ap debug commands: 


debug mesh ethernet bridging: Debugs Ethernet bridging 

debug mesh ethernet config: Debugs access and trunk port configuration 

debug mesh ethernet registration: Debugs VLAN registration protocol 

debug mesh forwarding table: Debugs forwarding table containing bridge groups 


debug mesh forwarding packet bridge-group: Debugs the bridge group packet 
forwarding 


Here are the mesh ap show commands: 


show mesh forwarding table: Shows all the bridges with their mac-table entries. 
show mesh forwarding vlan mode: Displays VLAN-Transparent mode. 

show mesh forwarding vlan statistics: Displays VLAN forwarding statistics. 
show mesh forwarding vlans: Shows all the supported VLANs. 


show mesh forwarding interfaces: Displays the bridge groups and the interfaces 
contained in them. Useful for troubleshooting the bridge group membership. 


show mesh ethernet vlan statistics: Shows Ethernet subinterface statistics. 


Example 15-14 demonstrates output from the show mesh forwarding table command. 


Example 15-14 show mesh forwarding table Command Output 


(Cisco Controller) >debug ap command "show mesh forwarding table" 1242 
(Cisco Controller) >*May 03 13:13:49.219: 1242: 
*May @3 13:13:49.219: 1242: Mesh Forwarding Table Entries 


(continues) 
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Example 15-14 show mesh forwarding table Command Output (continued) 


*May @3 13:13:49.219: 1242: 
*May @3 13:13:49.219: 1242: Bridge Group 1 Vlan 1 


*May @3 13:13:49.219: 1242: 0023.5df1.9d40, nh 001c.b107.fa2f, swif Virtual- 
Dot11Radio1:BACKHAUL: 43 : 8 


*May 03 13:13:49.219: 1242: 0023.5df1.9d06, nh 001c.b107.fa2f, swif Virtual- 
Dot11Radio1:BACKHAUL: 43 : 8 


*May @3 13:13:49.219: 1242: Q01c.b107.fa2f, nh 001c.b107.fa2f, swif Virtual- 
Dot11Radio1:AWPP: 23 : 8 


*May @3 13:13:49.219: 1242: @01c.58dc.97b0, nh 001c.b107.fa2f, swif Virtual- 
Dot11Radio1:BACKHAUL: 43 : 7 


*May 03 13:13:49.219: 1242: 0010.a4e5.2056, nh 001c.b107.fa2f, swif Virtual- 
Dot11Radio1:BACKHAUL: 43 : 8 


*May @3 13:13:49.219: 1242: 0001 .0386.1991, nh 001c.b107.fa2f, swif Virtual- 
Dot11Radio1:BACKHAUL: 43 : 8 


*May 03 13:13:49.219: 1242: 

*May 03 13:13:49.219: 1242: Bridge Group 2 Vlan 12 

*May 03 13:13:49.219: 1242: 

*May 03 13:13:49.219: 1242: Table size: 128, count 3 

*May 03 13:13:49,219: 1242: 0023 .5df1.9d06 Virtual-Dot11Radio1 LEARNED (life 300) 
*May 038 13:13:49.219: 1242: Q00Ff .b049.5898 FastEthernet® LEARNED (life 300) 

*May 03 13:13:49,219: 1242: 0023 .5df1.9d43 Virtual-Dot11Radio1 LEARNED (life 300) 


From this output you can see that this AP has two bridge groups: one for VLAN 1 and 
the other for VLAN 12. There is a wired client in VLAN 12 with the MAC address of 
000f.b049.5898. 


The output from show mesh forwarding vlan mode tells you whether VLAN transparen- 
cy is enabled or disabled on the AP, as demonstrated in Example 15-15. 


Example 15-15 show mesh forwarding vlan mode Command Output 


(Cisco Controller) >debug ap command "show mesh forwarding vlan mode" 1242 
(Cisco Controller) >*May 03 13:15:53.025: 1242: 

*May 03 13:15:53.025: 1242: Vlan Transparent mode DISABLED 

To see the VLANs that the AP is bridging, use show mesh forwarding vlan: 
(Cisco Controller) >*May 03 13:15:17.697: 1242: 

*May 03 13:15:17.697: 1242: Mesh Forwarding Vlans 

*May 03 13:15:17.697: 1242: Vlan: 1 Supporting Bridge Group: 1 

*May 03 13:15:17.697: 1242: Vlan: 12 Supporting Bridge Group: 2 


To see transmit and receive stats for the bridged VLANs, use show mesh ethernet vlan 
statistics, as demonstrated in Example 15-16. 
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Example 15-16 show mesh ethernet vlan statistics Command Output 


(Cisco Controller) >debug ap command "show mesh ethernet vlan statistics" 1242 
Interface Rx Packets Tx Packets Tbridge Reject 
FastEtherneto 119 41 (1) 


This output is helpful in determining whether traffic is passing over the bridge links. 


To troubleshoot bridge group membership, use show mesh forwarding interfaces, as 
demonstrated in Example 15-17. 


Example 15-17 show mesh forwarding interfaces Output 


(Cisco Controller) >debug ap command "show mesh forwarding interfaces" 1242 


(Cisco Controller) >*May 03 13:19:26.714: 1242: Bridge Group 1: Ethernet 
Bridging enabled 


*May 03 13:19:26.714: 1242:  Virtual-Dot11Radio1: Virtual-Dot11Radio1(state is 
OPEN) 


*May 03 13:19:26.714: 1242: Node 001c.b107.fa2f 

*May @3 13:19:26.714: 1242: Bridge Group 2: Ethernet Bridging enabled 
*May @3 13:19:26.714: 1242: FastEthernet®: FastEthernetO(state is OPEN) 
*May 03 13:19:26.714: 1242: Node 0083.e574.0bQd 


*May 03 13:19:26.714: 1242:  Virtual-Dot11Radio1: Virtual-Dot11Radio1(state is 
OPEN) 


*May 03 13:19:26.714: 1242: Node 001c.b107.fa2f 


Here you can see that Ethernet bridging is enabled for bridge group 1 and 2. The 
FastEthernet port 0 is in bridge group 2. With the preceding output of show mesh 
forwarding vlan, you know that bridge group 2 is forwarding VLAN 12. 


Note The switch trunk port should not allow any VLAN other than the VLANs configured 
on the mesh APs. Because of a bug, CSCsr87215, the packets from any non-configured 
VLANs are accepted in the native-VLAN through the RAP backhaul Ethernet interface. You 
can easily avoid this by carefully configuring the switch port. 
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Summary 


Wireless mesh deployments are becoming more and more popular as colleges, towns, 
police and fire departments, and cities strive to provide wireless access. When installing a 
mesh network, it is important to remember to prime the APs on the wired network 
because this small step lets you know if the APs are functioning properly before you 
install them 40 or 50 feet off the ground on a light pole or the side of a building. You 
need to know what VLANs need to be trunked across the mesh network if you are going 
to enable Ethernet bridging. You also need to make sure all the APs in the mesh path are 
configured to support those VLANs. You should conduct a proper site survey to ensure 
that your AP placement allows for good SNR links between the APs and that the line of 
sight and Fresnel zones are clear. Depending on the physical distance between your APs, 
you might have to use laser devices to properly align the antennas. Keeping these factors 
in mind will help you deploy a fast and stable wireless mesh network. 


Appendix A 


Debugging Commands 


A major tool for troubleshooting Cisco Wireless LAN Controllers (WLC) is the debug 
command executed on the controller command-line interface (CLI). This appendix pro- 
vides a comprehensive overview of the available debug commands and their uses. 


WLC Debugs 


The tables in the sections that follow outline all the possible debugs that you can run on 
the WLC. Keep in mind that some of these debugs might not be available in certain ver- 
sions. The lists of debugs are those available from Release 5.2.x.x and earlier. 


Existing Debugs in Software Version 5.0 and Earlier 


Table A-1 lists all the Authentication, Authorization, and Accounting (AAA) debug 
options used to troubleshoot interactions between the controller and external authentica- 
tion servers in web authentication and similar setups. 


Table A-1 AAA Debug Options 


Command Description 

debug aaa all [enable | disable] Specifies debugging of all AAA messages. 

debug aaa detail [enable | disable] Specifies debugging of AAA errors. 

debug aaa events [enable | disable] Specifies debugging of AAA events. 

debug aaa packet [enable | disable] Specifies debugging of AAA packets. 

debug aaa Idap [enable | disable] Specifies debugging of the AAA LDAP! 
events. 


1LDAP = Lightweight Directory Access Protocol 
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Table A-2 lists all the AAA local authentication debug options. 


Table A-2. AAA Local Authentication Debug Options 


Command 


debug aaa local-auth db [enable | 
disable] 


Description 


Configures debugging of the AAA local authentica- 
tion backend messages and events. 


debug aaa local-auth eap framework 
all [enable | disable] 


Configures debugging of all the AAA local EAP! 
authentication. 


debug aaa local-auth eap framework 
errors [enable | disable] 


Configures debugging of the AAA local EAP authen- 
tication errors. 


debug aaa local-auth eap framework 
events [enable | disable] 


Configures debugging of the AAA local EAP authen- 
tication events. 


debug aaa local-auth eap framework 
packets [enable | disable] 


Configures debugging of the AAA local EAP authen- 
tication packets. 


debug aaa local-auth eap framework 
sm [enable | disable] 


Configures debugging of the AAA local EAP authen- 
tication state machine. 


debug aaa local-auth eap method all 
[enable | disable] 


Configures debugging of all local EAP methods. 


debug aaa local-auth eap method 
errors [enable | disable] 


Configures debugging of local EAP method errors. 


debug aaa local-auth eap method 
events [enable | disable] 


Configures debugging of local EAP method events. 


debug aaa local-auth eap method 
packets [enable | disable] 


Configures debugging of local EAP method packets. 


debug aaa local-auth eap method sm 
[enable | disable] 


Configures debugging of the local EAP method state 
machine. 


debug aaa local-auth shim [enable | 
disable] 


Configures debugging of local EAP method shim layer 
events. 


TRAP = Extensible Authentication Protocol 


Table A-3 lists all the AAA TACACS+ debug options used for controller administrator 


authentication issues. 


Table A-3§ AAA TACACS+ Debug Options 


Command 


debug aaa tacacs [enable | disable] 


Description 


Specifies debugging of the AAA TACACS+ events. 
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Table A-4 lists all the Airewave Director debug options. Those are the debugs needed 
for troubleshooting Radio Resource Management (RRM) issues and other RF-related 


details such as radar events. 


Table A-4 Airewave Director Debug Options 


Command 


debug airewave-director all 
[enable | disable] 


Description 


Configures debugging of all Airewave Director logs. 


debug airewave-director 
channel [enable | disable] 


Configures debugging of the Airewave Director channel 
assignment protocol. 


debug airewave-director error 
[enable | disable] 


Configures debugging of Airewave Director error logs. 


debug airewave-director detail 
[enable | disable] 


Configures debugging of Airewave Director detail logs. 


debug airewave-director group 
[enable | disable] 


Configures debugging of the Airewave Director grouping 
protocol. 


debug airewave-director 
manager [enable | disable] 


Configures debugging of the Airewave Director manager. 


debug airewave-director 
message [enable | disable] 


Configures debugging of Airewave Director messages. 


debug airewave-director packet 
[enable | disable] 


Configures debugging of Airewave Director packets. 


debug airewave-director power 
[enable | disable] 


Configures debugging of the Airewave Director power 
assignment protocol and coverage hole detection. 


debug airewave-director radar 
[enable | disable] 


Configures debugging of the Airewave Director radar 
detection/avoidance protocol. 


debug airewave-director 
rf-change [enable | disable] 


Configures debugging of Airewave Director RF changes. 


debug airewave-director profile 
[enable | disable] 


Configures debugging of Airewave Director profile events. 
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Table A-5 lists all the Address Resolution Protocol (ARP) debug options. Those debugs 
are useful if an 802.11 link is established but basic IP connectivity is not working, such 
as failing Dynamic Host Configuration Protocol (DHCP) and similar issues. 


Table A-5 ARP Debug Options 


Command Description 
debug arp all [enable | disable] Configures debugging of all ARP logs. 
debug arp error [enable | disable] Configures debugging of ARP errors. 


debug arp message [enable | disable] Configures debugging of ARP messages. 


debug arp detail [enable | disable] Configures debugging of ARP detail messages. 


Table A-6 lists all the broadcast debug options. These debugs are used while trou- 
bleshooting packet forwarding issues on the controller, in conjunction with multicast 
setups or in case of packet flood issues. 


Table A-6 Broadcast Debug Options 


Command Description 


debug bcast all [enable | disable] Configures debugging of all broadcast logs. 


debug bcast error [enable | disable] | Configures debugging of broadcast errors. 


debug bcast message [enable | Configures debugging of broadcast messages. 
disable] 


debug bcast igmp [enable | disable] Configures debugging of broadcast messages. 


debug bcast detail [enable | disable] | Configures debugging of broadcast detailed messages. 


Table A-7 lists all the Call Admission Control (CAC) debug options. These debugs are 
used in voice setups, quality of service (QoS), and Wi-Fi Multimedia (WMM,) issues. 


Table A-7 CAC Debug Options 


Command Description 

debug cac all [enable | disable] Configures debugging of all CAC messages. 
debug cac event [enable | disable] Configures debugging of CAC events. 
debug cac packet [enable | Configures debugging of CAC packets. 


disable] 
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Table A-8 lists all the Cisco Centralized Key Management (CCKM) debug options. 
CCKM debugs are used to troubleshoot client roaming and (re)association issues. 


Table A-8 CCKM Debug Options 


Command Description 
debug cckm client [enable | disable] Configures a debug of CCKM. 
debug cckm detailed [enable | disable] Configures a detailed debug of CCKM. 


Table A-9 lists all the Cisco Compatible Extension (CCX) debug options. These debugs 
are used to troubleshoot interoperability issues with CCX wireless clients as well as 
details of CCX radio measurement message exchanges such as client location calibration 
activities. 


Table A-9 CCX Debug Options 


Command Description 


debug ccxdiag all [enable | disable] | Configures a debug of all CCX diagnostic messages. 


debug ccxdiag event [enable | Configures a debug of CCX diagnostic event events. 
disable] 

debug ccxdiag error [enable | Configures a debug of CCX diagnostic error events. 
disable] 

debug ccxdiag packet [enable | Configures a debug of CCX diagnostic packet events. 
disable] 


debug ccxrm all [enable | disable] Configures a debug of all CCX client location calibra- 
tion activity messages. 


debug ccxrm detail [enable | disable] Configures a debug of CCX_RM detail. 


debug ccxrm error [enable | disable] Configures a debug of CCX_RM error events. 


debug ccxrm location-calibration Configures a debug of CCX_RM location calibration. 
[enable | disable] 


debug ccxrm message [enable | Configures a debug of CCX_RM message events. 
disable] 

debug ccxrm packet [enable | Configures a debug of CCX_RM packets. 
disable] 

debug ccxrm warning [enable | Configures a debug of CCX_RM warning events. 


disable] 
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Table A-10 lists all the Cisco Discovery Protocol (CDP) debug options. 
Table A-10 CDP Debug Options 


Command Description 
debug cdp events [enable | disable] Configures a debug of CDP events. 
debug cdp packets [enable | disable] Configures a debug of CDP packets. 


Table A-11 shows how to enable the command debug client mac_address. This debug 
command is a macro that enables eight debug commands, plus a filter on the MAC 
address provided, so only messages that contain the specified MAC address are shown. 
The eight debug commands show the most important details on client association and 
authentication. The filter helps with situations in which there are multiple wireless 
clients—situations such as when too much output is generated or the controller is over- 
loaded when debugging is enabled without the filter. 


Table A-11. Common Client-Related Debug Options 


Command Description 
debug client This command enables the following debugs for the MAC address 
mac_address specified with “MAC addr” and applies a MAC filter for the further 


client debugs added afterward: 
m dhcp packet enabled 

mw dotl1 mobile enabled 

m dotl11 state enabled 

mw dotix events enabled 

mw dotix states enabled 

™@ pem events enabled 

™ pem state enabled 

m CCKM client debug enabled 


Table A-12 lists all the Hardware Crypto debug options. The VPN termination hardware 
module is the module that was used in pre-4.0 setups that were installed on the controller, 
whereas any WLCs that run version 4.0 or later do not support such a module. Therefore, 
the only VPN feature supported in versions later than 4.0 is VPN Pass-through. 


Table A-12 Hardware Crypto Debug Options 


Command Description 


debug crypto all [enable | disable] Configures a debug of all hardware crypto messages. 


debug crypto sessions [enable | disable] Configures a debug of hardware crypto sessions. 


debug crypto trace [enable | disable] Configures a debug of hardware crypto sessions. 


debug crypto warnings [enable | disable] Configures a debug of hardware crypto sessions. 
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Table A-13 lists all the DHCP debug options. Use this debug for the internal DHCP server 
of the controller and if the controller is acting as DHCP proxy and DHCP activities on 


the service port. 


Table A-13.| DHCP Debug Options 


Command 


debug dhcp message [enable | 
disable] 


Description 


Configures a debug of DHCP error messages. 


debug dhcp packet [enable | 
disable] 


Configures a debug of DHCP packets. 


debug dhcp service-port [enable | 
disable] 


Enables/disables debugging of DHCP packets on the 
service port. 


Table A-14 lists all the 802.1x debug options. These debugs are useful for troubleshooting 
key-handshake issues as well as complete EAP authentications. Using these debug com- 
mand options, it is possible to isolate which identity involved in an EAP authentication is 


breaking. 
Table A-14 802.1x Debug Options 


Command 


debug dot1x aaa [enable | disable] 


Description 


Configures a debug of 802.1X AAA interactions. 


debug dot1x all [enable | disable] 


Configures a debug of all 802.1x messages. 


debug dot1x events [enable | disable] 


Configures a debug of 802.1x events. 


debug dot1x packet [enable | disable] 


Configures a debug of 802.1x packets. 


debug dot1x states [enable | disable] 


Configures a debug of 802.1x mobile state transitions. 
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Table A-15 lists all the 802.11 event debug options. These debugs are important while 
troubleshooting wireless client connectivity and mobility issues and other 802.11-related 
activities such as rogue location discovery. 


Table A-15 802.11 Events Debug Options 


Command 


debug dot11 all [enable | disable] 


debug dot11 load-balancing [enable | 
disable] 


Description 
Configures a debug of all 802.11 messages. 


Configures a debug of 802.11 load balancing 
events. 


debug dot11 management [enable | 
disable] 


Configures a debug of 802.11 MAC manage- 
ment messages. 


debug dot11 mobile [enable | disable] 


Configures a debug of 802.11 mobile events. 


debug dot11 rldp [enable | disable] 


Configures a debug of 802.11 Rogue Location 
Discovery. 


debug dot11 rogue [enable | disable] 


Configures a debug of 802.11 rogue events. 


debug dot11 rogue rule [enable | disable] 


Configures a debug of 802.11 rogue rule events. 


debug dot11 state [enable | 
disable] 


Configures a debug of 802.11 mobile state tran- 
sitions. 


Table A-16 lists all the WEB debug options. Those debugs are used when you have issues 
with the controller-embedded web server. 


Table A-16 WEB Debug Options 


Command 


debug emweb server [enable | disable] 


Description 


Configures a debug of the WEB server. 


debug emweb web [enable | disable] 


Configures a debug of WEB application code. 


Table A-17 lists all the 802.11r debug options. 802.11r is the IEEE proposal for a fast- 


roaming standard. 


Table A-17 802.11r Debug Options 


Command 


debug ft events [enable | disable] 


Description 


Configures a debug of 802.11r events. 


debug ft keys [enable | disable] 
debug ft all [enable | disable] 


Configures a debug of 802.11r key generation. 


Configures a debug of all 802.11r events. 
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Table A-18 lists all the guest-lan error message debug options. 


Table A-18 guest-lan Error Message Debug Options 


Command Description 


debug guest-lan client [enable | disable] | Configures a debug of guest-lan client error mes- 
sages. 


Table A-19 lists all the Hybrid Remote Edge Access Point (H-REAP) debug options. Use 
these debugs when troubleshooting H-REAP backup RADIUS server events or errors and 
H-REAP configuration issues. 


Table A-19 H-REAP Debug Options 


Command Description 


debug hreap aaa event [enable | disable] Configures a debug of H-REAP AAA 
events. 


debug hreap aaa error [enable | disable] Configures a debug of H-REAP AAA errors. 


debug hreap group [enable | disable] Configures a debug of the H-REAP group. 


Table A-20 lists all the H-REAP CCKM debug options. This command is used while trou- 
bleshooting roaming and (re)association issues on a remote side while access points (AP) 
are in local mode. 


Table A-20 H-REAP CCKM Options 


Command Description 
debug hreap cckm [enable | disable] Configures a debug of H-REAP 
CCKM. 


Table A-21 lists all the Inter Access Point Protocol ([APP) debug options. 


Table A-21 IAPP Debug Options 


Command Description 
debug iapp all [enable | Configures a debug of all IAPP messages. 
disable] 


debug iapp error [enable | Configures a debug of IAPP error events. 
disable] 


debug iapp locp [enable | Configures a debug of [APP Narrative Media Streaming Protocol 
disable] (NMSP) events. 


debug iapp packet [enable | Configures a debug of IAPP packets. 
disable] 
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Table A-22 lists all the Location Control Protocol (LOCP) aggregate event debug options. 
It is used in location appliance setups. 


Table A-22 LOCP Aggregate Event Debug Options 


Command Description 


debug locp aggregate [enable | disable] | Configures a debug of LOCP aggregate events. 


debug locp all [enable | disable] Configures a debug of all LOCP messages. 
debug locp detail [enable | disable] Configures a debug of LOCP detailed events. 
debug locp error [enable | disable] Configures a debug of LOCP error messages. 
debug locp event [enable | disable] Configures a debug of LOCP events. 

debug locp packet [enable | disable] Configures debug of LOCP packet events. 


Table A-23 lists all the Lightweight Access Point Protocol (LWAPP) debug options. These 
are the crucial debugs when troubleshooting LWAPP join problems. (For more details see 
Chapter 3, “Introduction to LWAPP.”) 


Table A-23. LWAPP Debug Options 


Command Description 

debug lwapp events [enable | disable] Configures a debug of LWAPP events and 
errors. 

debug Iwapp errors [enable | disable] Configures a debug of LWAPP errors. 

debug lwapp detail [enable | disable] Configures a debug of LWAPP detail. 

debug Iwapp packet [enable | disable] Configures a debug of LWAPP packet trace. 


Table A-24 lists all the Layer 2 ROAM debug options. 


Table A-24 Layer 2 Roam Debug Options 


Command Description 


debug 12roam all [enable | disable] Configures a debug of all LAROAM messages. 


debug 12roam detail [enable | disable] Configures a debug of LAROAM detail events. 


debug 12roam error [enable | disable] Configures a debug of L2ZROAM error events. 


debug 12roam packet [enable | Configures a debug of LAROAM packet 
disable] events. 
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Table A-25 lists all the MAC debug options. Use this command to limit the output of the 
subsequent debug command to a single MAC address. LWAPP or Control and Provisioning 
of Wireless Access Points Protocol (CAPWAP) debugs, for example, can be limited to a 
specific AP when using debug mac addr AP’s wired MAC address before enabling the 


CAPWAP/LWAPP debugs. 


Table A-25 MAC Debug Options 


Command 


debug mac disable 


Description 


Disables MAC debugging. 


debug mac addr 
MAC_addr 


Enables MAC debugging. 


Table A-26 lists all the mesh debug options. 


Table A-26 Mesh Debug Options 
Command 


debug mesh security all [enable | 
disable] 


Description 


Configures a debug of all mesh security messages. 


debug mesh security events [enable | 
disable] 


Configures a debug of mesh security event mes- 
sages. 


debug mesh security errors [enable | 
disable] 


Configures a debug of mesh security error messages. 


debug mesh message env [enable | 
disable] 


Configures a debug of mesh message environment 
update. 


debug mesh message neigh [enable | 
disable] 


Configures a debug of mesh message neigh update. 


debug mesh message node [enable | 
disable] 


Configures a debug of mesh message node update. 


debug mesh message stats [enable | 
disable] 


Configures a debug of mesh message stats update. 
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Table A-27 lists all the mobility debug options. These are the debugs needed while trou- 
bleshooting client inter-controller roaming. 


Table A-27 Mobility Debug Options 


Command Description 

debug mobility directory [enable | Configures a debug of mobility error messages. 
disable] 

debug mobility handoff [enable | disable] Configures a debug of mobility packets. 

debug mobility multicast [enable | Configures a debug of multicast mobility packets. 
disable] 

debug mobility keep-alive [enable | Configures a debug of mobility keep-alive 
disable] messages. 


Table A-28 lists all the Network Admission Control (NAC) debug options. 


Table A-28 NAC Debug Options 


Command Description 
debug nac packet [enable | disable] Configures a debug of NAC packets. 
debug nac events [enable | disable] Configures a debug of NAC events. 


Table A-29 lists all the detailed Network Time Protocol (NTP) message debug options. 


Table A-29 NTP Message Debug Options 


Command Description 
debug ntp detail [enable | disable] Configures a debug of detailed NTP messages. 
debug ntp low [enable | disable] Configures a debug of NTP messages. 


debug ntp packet [enable | disable] Configures a debug of NTP packets. 
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Table A-30 lists all the policy enforcement module (PEM) debug options. This module is 
explained in Chapter 10, “Troubleshooting Client-Related Issues”. The debug is important 
when troubleshooting client association, authentication, and connectivity issues. 


Table A-30 Policy Manager Debug Options 


Command Description 


debug pem events [enable | disable] Configures a debug of policy manager events. 


debug pem state [enable | disable] Configures a debug of the policy manager state machine. 


Table A-31 lists all the security policy manager module debug options. This debug is used 
while troubleshooting security-related issues such as certificate validation that are passed 
between the AP and the WLC. 


Table A-31 Security Policy Manager Module Debug Options 


Command Description 

debug pm all [enable | Disables all debugs in policy manager module. 

disable] 

debug pm init [enable | Configures a debug of policy manager initialization events. 
disable] 


debug pm config [enable| Configures a debug of policy manager configuration. 
disable] 


debug pm rules [enable | Configures a debug of Layer 3 policy events. 
disable] 


debug pm message [enable Configures a debug of policy manager message queue events. 
| disable] 


debug pm pki [enable | Configures a debug of PKI!-related events. Shows the debug of 

disable] certificate messages that are passed between the AP and the 
WLC. 

debug pm sa-export Configures a debug of SA? export (mobility). 


[enable | disable] 


debug pm sa-import Configures a debug of SA import (mobility). 
[enable | disable] 


debug pm hwcrypto Configures a debug of hardware offload events. 
[enable | disable] 


(continues) 
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Table A-31 Security Policy Manager Module Debug Options (continued) 


Command Description 

debug pm rng [enable | Configures a debug of random number generation. 
disable] 

debug pm ssh-pmgr Configures a debug of the policy manager. 


[enable | disable] 


debug pm ssh-engine Configures a debug of the policy manager engine. 
[enable | disable] 


debug pm ssh-int [enable| Configures a debug of the policy manager interceptor. 
disable] 


debug pm ssh-appgw Configures a debug of application gateways. 
[enable | disable] 


debug pm ssh-tcp [enable | Configures a debug of policy manager TCP? handling. 
disable] 


debug pm ssh-l2tp [enable Configures a debug of policy manager |2tp handling. 
| disable] 


debug pm ssh-ppp [enable Configures a debug of policy manager PPP* handling. 
| disable] 


debug pm list [enable | Configures a debug of policy manager list management. 
disable] 


debug pm ikemsg [enable| Configures a debug of IKE° messages. 
disable] 


IPKI = Public Key Infrastructure 

2SA = Security Association 

3TCP = Transmission Control Protocol 
4PPP = Point-to-Point Protocol 


SIKE = Internet Key Exchange 


Table A-32 lists all the Router Blade Configuration Protocol (RBCP) debug options. 


Table A-32 RBCP Debug Options 


Command Description 

debug rbcp all [enable | disable] Configures a debug of RBCP. 

debug rbcp errors [enable | disable] Configures a debug of RBCP errors. 
debug rbcp detail [enable | disable] Configures a debug of RBCP detail. 
debug rbcp packet [enable | disable] Configures a debug of RBCP packet 


trace. 
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Table A-33 lists all the Simple Network Management Protocol (SNMP) debug options. 


Table A-33_ SNMP Debug Options 


Command 


debug snmp all [enable | disable] 


Description 


Configures a debug of all SNMP mes- 
sages. 


debug snmp agent [enable | disable] 


Configures a debug of SNMP agent. 


debug snmp mib [enable | disable] 


Configures a debug of SNMP MIB}. 


debug snmp trap [enable | disable] 


Configures a debug of SNMP traps. 


debug snmp engine [enable | disable] 


Configures a debug of the SNMP engine. 


1MIB = management information base 


Table A-34 lists all the transfer debug options. These debugs are used when troubleshoot- 
ing a data transfer to and from the controller, such as a TFTP copy from a new image. 


Table A-34 Transfer Debug Options 


Command 


debug transfer all [enable | disable] 


Description 


Configures a debug of all transfer mes- 
sages. 


debug transfer tftp [enable | disable] 


Configures a debug of TFTP transfers. 


debug transfer trace [enable | 
disable] 


Configures a debug of a transfer/upgrade. 


Table A-35 lists all the WLAN Control Protocol (WCP) debug options. WCP is the proto- 
col running on the backplane to communicate with a Cisco Wireless Integrated Service 


Module (WiSM). 
Table A-35 WCP Debug Options 


Command 


debug wcp packet [enable | disable] 


Description 


Configures a debug of WCP 
packets. 


debug wcp events [enable | disable] 


Configures a debug of WCP events. 
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Table A-36 lists all the Management Frame Protection (MFP) debug options. 


Table A-36 Management Frame Debug Options 


Command Description 

debug wps mfp client [enable | Configures a debug of Client MFP messages. 

disable] 

debug wps mfp lwapp [enable | Configures a debug of MFP messages. 

disable] 

debug wps mfp detail [enable | Configures a detailed debug of MFP LWAPP messages. 
disable] 

debug wps mfp report [enable | Configures a debug of MFP reporting. 

disable] 

debug wps mfp mm [enable | Configures a debug of MFP mobility (inter-controller) 
disable] messages. 

debug wps sig event [enable | Debugs signature events. 

disable] 

debug wps sig error [enable | Debugs signature errors. 

disable] 


debug wps cids [enable | disable] Configures a debug of CIDS! integration. 


ICIDS = Connection Identification 


Debugs Introduced in Software Version 5.1 


Table A-37 lists all the CCX S60 Power Measurement Loss message debug options. 


Table A-37, CCX S60 Power Measurement Loss Message Debug Options 


Command Description 


debug airewave-director plm [enable | Configures a debug of CCX S60 Power Measurement 
disable] Loss messages. 
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Table A-38 lists all the licensing debug options. 
Table A-38 Licensing Debug Options 


Command Description 
debug license errors [enable | disable] Configures debugging of licensing errors. 
debug license events [enable | disable] Configures debugging of licensing events. 


debug license core errors [enable | disable] Configures debugging of licensing core errors. 


debug license core events [enable | Configures debugging of licensing core 
disable] events. 

debug license core all [enable | disable] Configures debugging of licensing core all. 
debug license agent errors [enable | Configures debugging of license agent errors. 
disable] 

debug license agent all [enable | disable] Configures debugging of license agent all. 


Table A-39 lists all the CCX S69 debug options. 


Table A-39 CCX S69 Debug Options 
Command Description 


debug ccxs69 all [enable | disable] Configures a debug of all CCX S69 messages. 


debug ccxs69 event [enable | disable] Configures a debug of CCX S69 events. 


debug ccxs69 error [enable | disable] Configures a debug of CCX error events. 


Table A-40 lists all the radio frequency identification (RFID) debug options. 
Table A-40 RFID Debug Options 


Command Description 


debug rfid all [enable | disable] Configures a debug of all RFID messages. 


debug rfid detail [enable | disable] Configures a debug of RFID detailed events. 


debug rfid error [enable | disable] Configures a debug of RFID error messages. 


debug rfid nmsp [enable | disable] Configures a debug of RFID NMSP! messages. 


debug rfid receive [enable | disable] | Configures a debug of RFID tag messages. 


INMSP=Network Mobility Services Protocol (NMSP) 
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Table A-41 lists all the Fixed Mobile Convergence Handover Service (FMCHS) debug 
options. 


Table A-41  FMCHS Debug Options 


Command Description 

debug fmchs all [enable | disable] Configures a debug of all FMCHS messages. 

debug fmchs error [enable | disable] Configures a debug of FMCHS error events. 

debug fmchs locp [enable | disable] Configures a debug of FACHS LOCP 
events. 

debug fmchs packet [enable | Configures a debug of FMCHS packets. 

disable] 

debug fmchs event [enable | disable] Configures a debug of FMCHS events. 


Table A-42 lists all the location debug options. 


Table A-42 Location Debug Options 


Command Description 

debug location plm [enable | disable] Configures a debug of location PLM messages. 
debug location client [enable | Configures a debug of location client mes- 
disable] sages. 


Debugs Introduced in Software Version 6.0 


Table A-43 lists all the CAPWAP events and state debug options. Refer to Chapter 4, “The 
CAPWAP Protocol,” for CAPWAP protocol details and how to use these debugs. 


Table A-43_ CAPWAP Events and State Debug Options 


Command Description 


debug capwap events [enable | disable] Configures a debug of CAPWAP events and states. 


debug capwap errors [enable | disable] | Configures a debug of CAPWAP errors. 


debug capwap detail [enable | disable] | Configures a debug of CAPWAP details. 


debug capwap info [enable | disable] Configures a debug of CAPWAP information. 


debug capwap payload [enable | disable] Configures a debug of CAPWAP payloads. 


debug capwap hexdump [enable | Configures a debug of CAPWAP payloads. 
disable] 
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Table A-44 lists all the AP monitor service debug options. 


Table A-44 AP Monitor Service Debug Options 


Command Description 


debug service ap-monitor all [enable | disable] Configures a debug of all AP 
monitor messages. 


debug service ap-monitor error [enable | disable] Configures a debug of AP moni- 
tor error events. 


debug service ap-monitor event [enable | disable] Configures a debug of AP moni- 
tor events. 
debug service ap-monitor nmsp [enable | disable] Configures a debug of AP moni- 


tor NMSP events. 


debug service ap-monitor packet [enable | disable] Configures a debug of AP moni- 
tor packets. 


Table A-45 lists all the Datagram Transport Layer Security (DTLS) message-related debug 
options. These debugs are used in conjunction with CAPWAP troubleshooting. See 
Chapter 4 for more details about the conjunction. 


Table A-45 DTLS Message-Related Debug Options 


Command Description 

debug dtls all [enable | disable] Configures a debug of all DTLS messages. 
debug dtls event [enable | disable] Configures a debug of DTLS event events. 
debug dtls trace [enable | disable] Configures a debug of DTLS event events. 
debug dtls packet [enable | Configures a debug of DTLS packet 
disable] events. 


Table A-46 lists all the wireless LAN (WLAN) AP group-related debug options. 
Table A-46 WLAN AP Group-Related Debug Options 


Command Description 


debug group [enable | disable] Configures a debug of WLAN AP 
group. 
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Table A-47 lists all the mesh-related debug options. 
Table A-47 Mesh-Related Debug Options 


Command Description 


debug mesh astools troubleshoot Enables debugging of mesh astools for the specified AP (by 


MAC_adar start b/g radio MAC address of the stranded AP). 

debug mesh astools troubleshoot Disables debugging of mesh astools for the specified AP 
MAC_addr stop (by b/g radio MAC address of the stranded AP). 

debug mesh alarms [enable | Configures the mesh alarms debug options. 

disable] 


Table A-48 lists all the NMSP debug options, used in context-aware mobility solutions. 
Table A-48 NMSP Debug Options 


Command Description 

debug nmsp all [enable | disable] Configures a debug of all NMSP messages. 
debug nmsp connection [enable | Configures a debug of NMSP connection events. 
disable] 

debug nmsp detail [enable | disable] Configures a debug of NMSP detailed events. 
debug nmsp error [enable | disable] Configures a debug of NMSP error messages. 
debug nmsp event [enable | disable] Configures a debug of NMSP event events. 
debug nmsp message rx [enable | Configures a debug of NMSP receive messages. 
disable] 

debug nmsp message tx [enable | Configures a debug of NMSP transmit mes- 
disable] sages. 

debug nmsp packet [enable | disable] Configures a debug of NMSP packet events. 


Table A-49 lists all the Wireless Intrusion Prevention Service (WIPS) debug options. 


Table A-49 WIPS Debug Options 


Command Description 

debug wips all [enable | disable] Configures a debug of all WIPS messages. 

debug wips error [enable | disable] Configures a debug of WIPS error events. 

debug wips event [enable | disable] Configures a debug of WIPS events. 

debug wips nmsp [enable | disable] Configures a debug of WIPS NMSP 
events. 

debug wips packet [enable | Configures a debug of WIPS packets. 


disable] 
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Table A-50 shows how to disable all active debugs. When the CLI is flooded with debug 
output, it is almost impossible to “search” for a debug using the question mark; therefore, 
it is highly recommended that you memorize this debug. 


Table A-50 Disable All Debugs 


Command Description 


debug disable-all Disables all debug messages. 


Debug Packet Logging 


Packet logging, also known as the debug facility, enables you to display all packets going 
to and from the controller CPU. You can enable it for received packets, transmitted pack- 
ets, or both. By default, all packets received by the debug facility are displayed. However, 
you can define access control lists (ACL) to filter packets before they are displayed. 
Packets not passing the ACLs are discarded without being displayed. 


Each ACL includes an action (permit, deny, or disable) and one or more fields that can be 
used to match the packet. 


Use the following steps to work with the packet logging debugging. 


Step 1. Enable the debug facility by entering the command debug packet logging 
enable {rx | tx | all} packet_count display_size. 


Step 2. Configure packet-logging ACLs according to Table A-51. 


Step 3. Configure the format of the debug output by entering the command debug 
packet logging format {hex2pcap | text2pcap}. 


Step 4. To remove all configured ACLs, enter this command: debug packet logging 
acl clear-all. 


The debug facility provides ACLs that operate at the following levels and on the follow- 
ing values: 
mg Driver ACL 
NPU encapsulation type 
Port 
m = Ethernet header ACL 
Destination address 
Source address 
Ethernet type 
VLAN ID 
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Table A-51 How to Configure Packet-Logging ACLs 


Command 


debug packet logging 
acl driver rule_index 
action npu_encap 
port 


Parameter Description 


rule_index is a value between 1 and 6 (inclusive). 
action is permit, deny, or disable. 


npu_encap specifies the NPU encapsulation type, which determines 
how packets are filtered. The possible values include dhcp, dot11- 
mgmt, dot11-probe, dot1x, eoip-ping, iapp, ip, lwapp, multicast, 
orphan-from-sta, orphan-to-sta, rbcp, wired-guest, or any. 


port is the physical port for packet transmission or reception. 


debug packet logging 
acl eth rule_index 
action dst src type 
vlan 


rule_index is a value between 1 and 6 (inclusive). 

action is permit, deny, or disable. 

dst is the destination MAC address. 

src is the source MAC address. 

type is the two-byte type code (such as 0x800 for IP, 0x806 for 
ARP). This parameter also accepts a few common string values, such 


as “ip” (for 0x800) or “arp” (for 0x806). 


vlan is the two-byte VLAN ID. 


debug packet logging 
acl ip rule_index 
action src dst proto 
src_port dst_port 


rule_index is a value between 1 and 6 (inclusive). 
action is permit, deny, or disable. 


proto is a numeric or any string recognized by getprotobyname(). 
The controller supports the following strings: ip, icmp, igmp, ggp, 
ipencap, st, tcp, egp, pup, udp, hmp, xns-idp, rdp, iso-tp4, xtp, ddp, 
idpr-cmtp, rspf, vmtp, ospf, ipip, and encap. 


src_port is the UDP/TCP 2-byte source port (for example, Telnet, 23) 
or “any.” The controller accepts a numeric or any string recognized 
by getservbyname(). The controller supports the following strings: 
tcpmux, echo, discard, systat, daytime, netstat, qotd, msp, chargen, 
ftp-data,ftp, fsp, ssh, telnet, smtp, time, rlp, nameserver, whois, re- 
mail-ck, domain, mtp, bootps, bootpc, tftp, gopher, rje, finger, www, 
link, kerberos, supdup, hostnames, iso-tsap, csnet-ns, 3com-tsmux, 
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rtelnet, pop-2, pop-3, sunrpc, auth, sftp, uucp-path, nntp, ntp, net- 
bios-ns, netbios-dgm, netbios-ssn, imap2, snmp, snmp-trap, 
cmip-man, cmip-agent, xdmcp, nextstep, bgp, prospero, irc, smux, 
at-rtmp, at-nbp, at-echo, at-zis, qmtp, 23950, ipx, imap3, ulistserv, 
https, snpp, saft, npmp-local, npmp-gui, and hmmp-ind. 


dst_port is the UDP/TCP 2-byte destination port (for example, 
Telnet, 23) or “any.” The controller accepts a numeric or any string 
recognized by getservbyname(). The controller supports the same 
strings as those for the src_port. 


debug packet logging 
acl eoip-eth rule_index 
action dst src type vlan 


The parameters of this command are the same as the parameters 
from the previous listed commands. 


debug packet logging 
acl eoip-ip rule_index 
action src dst proto 
src_port dst_port 


The parameters of this command are the same as the parameters 
from the previous listed commands. 


debug packet logging 
acl lwapp-dot11 
rule_index action dst 
src bssid snap_type 


bssid is the BSSID. 
snap_type is the Ethernet type. 


The remaining parameters of this command are the same as the 
parameters from the previous listed commands. 


debug packet logging 
acl lwapp-ip 
rule_index action src 
dst proto src_port 
dst_port 


The parameters of this command are the same as the parameters 
from the previous listed commands. 


m IP header ACL 


Source address 


Destination address 


Protocol 


Source port (if applicable) 


Destination port (if applicable) 
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m= Ethernet over IP (EoIP) payload Ethernet header ACL 
Destination address 
Source address 
Ethernet type 
VLAN ID 
m_ EoIP payload IP header ACL 
Source address 
Destination address 
Protocol 
Source port (if applicable) 
Destination port (if applicable) 
m = LWAPP payload 802.11 header ACL 
Destination address 
Source address 
Basic service set identifier (BSSID) 
Subnetwork Access Protocol (SNAP) header type 
m LWAPP payload IP header ACL 
Source address 
Destination address 
Protocol 
Source port (if applicable) 


Destination port (if applicable) 


AP Debugs 


Although most debugging is done on the controller, the unified WLAN solution also 
allows you to run specific debug and show commands on an AP. You can achieve this in 
two ways: 


m Accessing the AP via the console and executing the debug/show commands like you 
used to do on every IOS device. 


m Executing the show/debug commands from the controller using the AP remote- 
debug feature. 
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The first method is the one you are used to from IOS devices, although it is not always 
possible to use this method. That is because the console port from APs is not always 
physically cabled, and APs are often mounted at places based on a good RF coverage 
rather than comfortable console access. 


To execute an AP show/debug command via the controller console, you first need to 
enable remote debugging on the AP. The following commands needs to be executed 
using debug ap Cisco_AP. After this, you can execute every IOS command using debug 
ap command command Cisco_AP syntax. Example A-1 shows how to display the 
contents of logging buffers of the AP with the name SE.AP-01-1240 using the remote 
debugs on the controller CLI. Example A-2 shows how to enable CAP WAP event 
debugs on the AP with the name SE.AP-01-1240 using the remote debugs on the 
controller CLI. 


Example A-1 Collecting “show logging” Using the remote-AP-debug Feature 


(Cisco Controller) >show ap summary 


INUMBOr OT CARS ria, sacece tests a eakasentcelansce lays, huboaiaae aw ncwmanwed tated 1 

Global AP User Name......... ccc eee ence eee ee eee Not Configured 

Global AP Dot1x User Name...... ccc cece eee eee Not Configured 

AP Name Slots AP Model Ethernet MAC Port Country 
Se.AP-O1-10400 2 AIR-LAP12424G-£-K9 OO: td:at:fe:0d:14 29 CH 


(Cisco Controller) >debug ap enable SE.AP-01-1240 
(Cisco Controller) >debug ap command "show logging" SE.AP-01-1240 
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Example A-2 Running debug capwap client events Using the remote-AP-debug Feature 


(Cisco Controller) >show ap summary 


NUMBOR “OT: ARS) arate ie ute aie aitainey ela iy caw wees“ Sa celgw tata fae 1 

Global AP User Name....... 2.0 cece eee eee eee eee Not Configured 

Global AP Dot1x User Name...... ccc cece eee eee Not Configured 

AP Name Slots AP Model Ethernet MAC Port Country 
SE.AP-O1-10400 2 AIR-LAP1242AG-£-KO OO: td:at:fe:0d:14 29 CH 


(Cisco Controller) >debug ap enable SE.AP-01-1240 


(Cisco Controller) > debug ap command "debug capwap client event" SE.AP-01-1240 


Example A-3 demonstrates how to verify that remote debugging is enabled on a specific AP. 


Example A-3 Verifying That Remote Debugging Is Enabled on a Specific AP 


(Cisco Controller) >show ap config general SE.AP-01-1240 


CISCO AP TOENEITA Ol aie 4 nee el aces BES BORED EWES 4 Oe 71 

Cisco AP Name... se. eee eee eee eae eed ee ee SE.AP-01-1240 

GOUNTLY COUG. «awe isi c a kia e eva s Peer dea ewe eee Ne CH - Switzerland 
Regulatory Domain allowed by Country............. 802.11bg:-E 802.11a:-E 
AP GOUNTPY COdC iwi ee eanes 24S 4s oe eee dade eae a CH - Switzerland 

AP Regulatory Domain....... cece eee eee eee eee 802.11bg: -E 802.11a:-E 
Switch Port Number ..... eee eee eee eee eee eee eee 29 

MAC (AGGNOSScoec saw DES ee Oke Ee ke hee PERN «oo Q0:1d:a1:fc:0d:14 

IP AGGPESS: CONTIGUPATLION wc eos oe ele ae SA CRS Ey DHCP 

TEPAddireSS yite-tc/eci die Geek we Sie eed ead eae ete 10.0.102.117 

TEP? N@TMASK ipaitescccuyie ee Gate's Seed Sia et a Pate Wee ieee 255.255.255.0 

Gateway “IP: -AddPiss oi a3 fav ction i ieeeee teen ne ye ie 10.0.102.1 

CAPWAP Path (MTU o2d.25csaake eee meinen eel irs 1485 

TEIMNGT SATS ii icly owe Sass ayat cpv eed bie ed Mase veeiere ev at ae Disabled 

SShi-Statex cvs ck May oie tale Te ie 26 eae yee a Disabled 

Cisco? AP LOCationndciwdida ae eed Medak eiiae tials default location 

CiSCO“AP® GOUP: INAMO ecard sec ee ete tea ane eee ae Wee default-group 

Primary Cisco Switch Name.......c cece cece eee Chtac -WIR-WLC02 

Primary Cisco Switch IP Address........ceeeeeeeee Not Configured 


Secondary Cisco Switch Name........cee cece nee eee 
Secondary Cisco Switch IP Address.........e0eeeee Not Configured 
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Tertiary Cisco Switch Name... cis ca wd eee cen een 

Tertiary Cisco Switch IP Address..........eeeeeee Not Configured 
Administrative State ...... cee eee eee eee ADMIN_ENABLED 
Operation States cas cwaes adel eed aa VG wage we a 2d REGISTERED 
Mirroring \MOdG eis ee cance See tein ae eee aed aa Disabled 

TAP "MOGG? theses ire atl ae he Sy te neti Ane eae heel Be le a Local 

PUBLIC: ‘Saket yy tira. eat aneweged oleae alsa alee Bahar Disabled 

AP SUDMOG Gites. ceca. ae 2 eee ies tecay ela ceiey de nn tn das wh ayy age aera Not Configured 
ReMmots: AP DEDUG.. vena swans woes Ee Saka Khe eRe Disabled 
Logging trap severity level sie is csaeeee reds ves informational 
S/W. VERSION; suscsegiis hea Sare edn Mies ate Meera a As wate 5.2.178.0 

BOOt: ‘VOFSTOMN -re dcaehit oiled eee wee weed dew geneetma ete, ae 12.3.7.1 

Mini. TOS. “VerSLON: iciissaciea awe eee kee Be dads 3.0.51.0 

Stats Hepor tang) PeCLod 0% sale es ee ae eee eens we ew awe 180 

ED? SSAC CH ac xcctstras ales aie tal asaokice al asantecetiare aya etal a te atatrachs alent ag adie Enabled 

PoE Pre-Standard Switcher wncives orci da wade van seek Disabled 

PoE Power Injector MAC Addr.......eeee cence eens Disabled 

Power Typ@/MO0@ «i cwsinpcadeknta kok tee Oa eee eee Power injector / Normal mode 
Number OF “SlOCS i ci vain dawokw ewe 2 ae oa a a 2 

ARE IMOGG Diente thts ace. ei G2 india) lage hacen, elated a atyar Qigua rariatca: Bad: aC ecrey 8 AIR-LAP1242AG -E -K9 
AP TMA GO fe-ccttene ea ote abide era have te Aye aaded aeteidyd amecatare eea C1240 -K9W8-M 
LOS: VES TOM Hicslh Gia weitine pal cpthe ie er ae aia alata a gued eo, 12.4(18a)JA1 
RESCC BUTTON sce da whan Pa Vee a aw we ee Enabled 


Table A-52 lists several useful remote debugs for the APs. 


Table A-52 Remote Debugs 


Command Description 
debug ap command “show capwap client rcb” AP_Name Displays the RCB of the 
AP. 


debug ap command “show capwap reap association” AP_Name Displays CAPWAP REAP 
association information 
from an AP in H-REAP 
mode. 


debug ap command “show capwap reap status” AP_Name Displays the AP mode 
and its connection state. 


debug ap command “debug dtls client events” AP_Name Enables DTLS event 
debugs on an AP. 


debug ap command “debug dtls client error” AP_Name Enables DTLS error 
debugs on an AP. 


(continues) 
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Table A-52 Remote Debugs (continued) 


Command 


debug ap command “debug capwap client events” AP_Name 


Description 


Enables CAPWAP event 
debugs on an AP. 


debug ap command “debug capwap client error” AP_Name 


debug ap command “show memory debug leaks” AP_Name 


Enables CAPWAP error 
debugs on an AP. 


Runs the leak detector on 
an AP. 


debug ap command “show buffers address DataArea” AP_Name 


Displays the buffer at a 
given address on an AP. 


debug ap command “show buffers input-interface GO dump” 
AP_Name 


Displays the buffer 
assigned to an input 
interface on an AP. 


debug ap command “show buffers all dump” AP_Name 


Show the buffer header 
and all data on an AP. 


debug ap command “show memory processor dead” AP_Name 


Displays memory owned 
by dead processes on an 
AP. 


debug ap command “show interfaces FastEthernet 0 “ AP_Name 


Displays the interface sta- 
tus and configuration on 
an AP. 


Note The main purpose of remote AP debugs is to provide a tool for finding configura- 
tion issues in a comfortable way without needing to physically access the AP via console. 
Extensive debug commands, such as radio firmware debugs, are not forwarded to the con- 
troller CLI. In such scenarios, console access to the AP is still needed. 


Table A-53 lists the AP remote debugs for the 1000 series APs. 


Table A-53 1000 Series Remote AP Debugs 


Command Description 

config wlan Configures the specified wlan. 
del acl Delete the ACL. 

del key Delete the encryption key. 


find bss Find the BSS!. 


find channel 
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Find the available channel. 


find all Find all BSS. 

get acl Display the ACL. 

get aging Display the aging interval. 
get aifs Display AIFS?. 


get antenna 


Display antenna diversity. 


get association 


Display the association table. 


get authentication 


Display the authentication type. 


get autochannelselect 


Display auto channel select. 


get beaconinterval 


Display the beacon interval. 


get cfpperiod 


Display the contention-free period interval. 


get cfpmaxduration 


Display the contention-free period max duration. 


get cfpstatus 


Display the contention-free period status. 


get channel 


Display the radio channel. 


get cipher 


Display the encryption cipher. 


get config 


Display the current AP configuration. 


get countrycode 


Display the country code. 


get cwmin Display the minimum contention window. 
get domainsuffix Display the DNS? suffix. 
get dtim Display the DTIM. 


get encryption 


Display the encryption mode. 


get fragmentthreshold 


Display the fragment threshold. 


get frequency 


Display the radio frequency (MHz). 


get gateway 


Display the gateway IP address. 


get groupkeyupdate 


Display the group key update interval (in sec- 
onds). 


get hardware 


Display the hardware revisions. 
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Table A-53 1000 Series Remote AP Debugs (continued) 


Command Description 

get hostipaddr Display the host IP address. 

get ipaddr Display the IP address. 

get ipmask Display the IP subnet mask. 

get key Display the encryption key. 

get keyentrymethod Display the encryption key entry method. 
get keysource Display the source of encryption keys. 
get login Display the login username. 

get nameaddr Display the IP address of the name server. 
get power Display the transmit power setting. 

get radiusname Display the RADIUS server name or IP address. 
get radiusport Display the RADIUS port number. 

get rate Display the data rate. 

get rtsthreshold Display the RTS/CTS* threshold. 

get ssid Display the SSID. 

get ssidsuppress Display the SSID suppress mode. 

get station Display the station status. 

get switch Display the Airespace switch parameters. 
get systemname Display the AP system name. 

get telnet Display the Telnet mode. 

get timeout Display the Telnet timeout. 

get tzone Display the time zone setting. 

get uptime Display the uptime. 

get wirelessmode Display the WLAN mode. 

get wlanstate Display the WLAN state. 

help Display the CLI command list. 


ping Ping. 
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reboot Reboot the AP. 

quit Log off. 

set acl Set the ACL. 

set aging Set the aging interval. 
set aifs Set the AIFS. 


set antenna 


Set the antenna. 


set authentication 


Set the authentication type. 


set autochannelselect 


Set the auto channel selection. 


set beaconinterval 


Modify the beacon interval. 


set cfpperiod 


Set the contention-free period interval. 


set cfpmaxduration 


Set the contention-free period max duration. 


set cfpstatus 


Set the contention-free period status. 


set channel 


Set the radio channel. 


set cipher 


Set the cipher. 


set countrycode 


Set the country code. 


set cwmin 


Set the minimum contention window. 


set domainsuffix 


Set the DNS suffix. 


set dtim 


Set the data beacon rate (DTIM). 


set encryption 


Set the encryption mode. 


set factorydefault 


Restore to default factory settings. 


set fragmentthreshold 


Set the fragment threshold. 


set frequency 


Set the radio frequency (MHz). 


set gateway 


Set the gateway IP address. 


set groupkeyupdate 


Set the group key update interval (in seconds). 


set hostipaddr 


Set the host IP address. 


set ipaddr 


Set the IP address. 


set ipmask 


Set the IP subnet mask. 
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Table A-53 1000 Series Remote AP Debugs (continued) 


Command 


set key 


Description 


Set the encryption key. 


set keyentrymethod 


Select the encryption key entry method. 


set keysource 


Select the source of encryption keys. 


set login 


Modify the login username. 


set nameaddress 


Set the name server IP address. 


set password 


Modify the password. 


set passphrase 


Modify the passphrase. 


set power 


Set the transmit power. 


set radiusname 


Set the RADIUS name or IP address. 


set radiusport 


Set the RADIUS port number. 


set radiussecret 


Set the RADIUS shared secret. 


set rate 


Set the data rate. 


set rtsthreshold 


Set the RTS/CTS threshold. 


set ssid 


Set the SSID. 


set ssidsuppress 


Set the SSID suppress mode. 


set switch 


Set the Airespace switch parameters. 


set systemname 


Set the AP system name. 


set telnet 


Set the Telnet mode. 


set timeout 


Set the Telnet timeout. 


set tzone Set the time zone setting. 
set wlanstate Set the WLAN state. 
set wirelessmode Set the WLAN mode. 


Timeofday 


Display the current time of day. 


Version 


Software version. 


IBSS = Basic Service Set 

2 AIFS = Arbitration Interframe Space 
3DNS = Domain Name System 

4RTS/CTS = Ready To Send/Clear To Send 


5SSID = service set identifier 
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LWAPP and CAPWAP Payloads 


The existing Lightweight Access Point Protocol (LWAPP) payloads will be reused if there is 
no corresponding Control and Provisioning of Wireless Access Points (CAPWAP) payload 
and will be sent as vendor-specific payloads. Table B-1 outlines all CAPWAP/LWAPP mes- 
sage elements. For a packet format description and more detailed explanation, please refer 
to the section “802.11 Bindings and Payloads” in Chapter 4, “The CAPWAP Protocol.” 


Table B-1_ CAPWAP/LWAPP Message Elements 


Type # LWAPP Payload CAPWAP Payload 
1 NOP_ PAYLOAD Not required in CAPWAP; 
used in LWAPP for encryption 
2 RESULT CODE Result Code 
3 MWAR ADDR PAYLOAD Vendor-specific payload 
4 RAD PAYLOAD WTP descriptor 
5 RAD SLOT PAYLOAD IEEE 802.11 WTP radio infor- 
mation 
6 RAD NAME PAYLOAD WTP name 
7 MWAR PAYLOAD AC descriptor 
8 VAP_ PAYLOAD IEEE 802.11 WLAN configu- 
DELETE VAP PAYLOAD ration request; things like 
UPDATE VAP PAYLOAD AironetIE and 7920 support 
details will go as vendor- 
specific payloads 
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Table B-1 CAPWAP/LWAPP Message Elements (continued) 
Type # LWAPP Payload CAPWAP Payload 
9 STATION CFG PAYLOAD Vendor-specific payload 
10 OPERATION RATE SET PAYLOAD IEFE 802.11 rate set 
11 MULTI DOMAIN CAPABILITY PAYLOAD Vendor-specific payload 
12 MAC OPERATION PAYLOAD Vendor-specific payload 
13 PHY TX POWER PAYLOAD Vendor-specific payload 
14 PHY TX POWER LEVEL PAYLOAD IEEE 802.11 Tx power level 
15 PHY DSSS PAYLOAD Vendor-specific payload 
16 PHY OFDM PAYLOAD Vendor-specific payload 
17 SUPPORTED RATES PAYLOAD IEEE 802.11 supported rates 
18 AUTH PAYLOAD Vendor-specific payload 
19 TEST PAYLOAD Not required in CAPWAP 
20 RRM NEIGHBOR CTRL PAYLOAD Vendor-specific payload 
21 RRM NOISE CTRL PAYLOAD Vendor-specific payload 
22 RRM NOISE DATA PAYLOAD Vendor-specific payload 
23 RRM INTERFERENCE CTRL PAYLOAD Vendor-specific payload 
24 RRM _ INTERFERENCE DATA PAYLOAD Vendor-specific payload 
25 RRM LOAD CTRL PAYLOAD Vendor-specific payload 
26 RRM LOAD DATA PAYLOAD Vendor-specific payload 
27 CHANGE STATE EVENT PAYLOAD Radio operational state 
28 ADMIN STATE PAYLOAD Radio administrative state 
30 ADD MOBILE PAYLOAD Vendor-specific payload 


Table B-1 


CAPWAP/LWAPP Message Elements 
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Type # LWAPP Payload 


CAPWAP Payload 


30 ADD MOBILE PAYLOAD Vendor-specific payload 

31 DELETE MOBILE PAYLOAD Station configuration request, 
which includes delete station 

32 MWAR NAME PAYLOAD AC name 

33 IMAGE DOWNLOAD PAYLOAD 

34 IMAGE_DATA PAYLOAD 

36 LOCATION DATA PAYLOAD Location data 

37 RRM LOAD GEN CTRL PAYLOAD Vendor-specific payload 

38 STAT TMR PAYLOAD Statistics timer 

39 STAT PAYLOAD IEEE 802.11 statistics 

40 DECRYPT ERR REPORT PERIOD Decryption error report period 

41 DECRYPT ERR REPORT Decryption error report exists, 
but it is not sufficient; you can 
use a vendor-specific payload if 
this is not changed in CAPWAP 

42 ANTENNA PAYLOAD IEEE 802.11 antenna 
“twiceExternalAntennaGain” is 
not there in this payload, so 
this might be sent as a vendor- 
specific payload 

43 RRM COVERAGE CTRL PAYLOAD Vendor-specific payload 

44 RRM COVERAGE DATA PAYLOAD Vendor-specific payload 

45 CERTIFICATE PAYLOAD Not required in CAPWAP 

46 SESSION PAYLOAD Session ID 

47 SPAM_ CRYPTO PAYLOAD Not required in CAPWAP 
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Table B-1_ CAPWAP/LWAPP Message Elements (continued) 

Type # LWAPP Payload CAPWAP Payload 

48 PERFORMANCE PROFILE PAYLOAD Vendor-specific payload 

49 SPAM_CFPSTATUS PAYLOAD Not actually sent in LWAPP; 
need to see if this can be 
removed 

50 ROGUE AP REPORT Vendor-specific payload 

51 BOARD DATA PAYLOAD WTP board data 

52 BCAST SSID MODE PAYLOAD Vendor-specific payload 

53 DATA TRANSFER PAYLOAD Data transfer data 

54 DATA_TRANSFER DATA PAYLOAD 

55 AP MODE AND TYPE PAYLOAD Check whether WTP MAC 
type will suffice 

56 APF ROGUE CONTAINMENT PAYLOAD Vendor-specific payload 

57 RRM _ NEIGHBOR LIST PAYLOAD Vendor-specific payload 

58 AP_ QOS PAYLOAD IEEE 802.11 WTP quality of 
service; for things like “ACM 
& CBR,” vendor-specific infor- 
mation can be used 

59 DISCOVERY TYPE PAYLOAD Discovery type 

60 MWAR LIST PAYLOAD Vendor-specific payload 

61 STATUS PAYLOAD May not be required in 


CAPWAP 


62 


SPAM MIC COUNTERMEASURE PAYLOAD 


TEEE 802.11 MIC 
countermeasures 
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Table B-1 CAPWAP/LWAPP Message Elements 
Type # LWAPP Payload CAPWAP Payload 
63 WLAN OVERRIDE MODE PAYLOAD Vendor-specific payload 
64 ADD LOCAL WLAN PAYLOAD Vendor-specific payload 
65 DELETE LOCAL WLAN PAYLOAD Vendor-specific payload 
66 ADD BLACKLIST ENTRY Vendor-specific payload 
67 DELETE BLACKLIST ENTRY Vendor-specific payload 
68 AP REBOOT STAT PAYLOAD WTP reboot statistics 
69 AP TIMER PAYLOAD CAPWAP timers 
70 ROGUE CLIENT REPORT Vendor-specific payload 
71 ADD STATIC BLACKLIST ENTRY Vendor-specific payload 
72 DELETE STATIC BLACKLIST ENTRY Vendor-specific payload 
73 CLIENT AUTO HANDOFF PAYLOAD Vendor-specific payload 
74 DATA_TRANSFER LOG DATA PAYLOAD Not used in LWAPP 
75 REMOTE AP DEBUG ENABLE DISABLE Vendor-specific payload 
76 REMOTE AP DEBUG FUNCTION CALL Vendor-specific payload 
77 REMOTE AP DEBUG VAR SET Vendor-specific payload 
78 SPAM_ DUPLICATE IP_ADDR PAYLOAD Duplicate IPv4 address 
79 SPAM AP BEING CONTAINED PAYLOAD Vendor-specific payload 
80 SPAM NOT USED PAYLOAD THERE _ Vendor-specific payload 


FOR BACKWARD COMPATABILITY 
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Table B-1 CAPWAP/LWAPP Message Elements (continued) 

Type # LWAPP Payload CAPWAP Payload 

81 SPAM MIC ERROR REPORT FROM MS Vendor-specific payload 

82 RRM RECEIVER CTRL PAYLOAD Vendor-specific payload 

83 RRM COVERAGE QUERY PAYLOAD Vendor-specific payload 

84 AP IP ADDR PAYLOAD WTP static IP address 
information 

85 SPAM ADD SIG PAYLOAD Vendor-specific payload 

86 SPAM DEL SIG PAYLOAD Vendor-specific payload 

87 SPAM SIG REPORT PAYLOAD Vendor-specific payload 

88 SPAM SIG TOGGLE PAYLOAD Vendor-specific payload 

89 AIRESPACE CAPABILITY PAYLOAD Vendor-specific payload 

90 ROGUE _TABLE UPDATE Vendor-specific payload 

91 SPAM ROGUE ON NET Vendor-specific payload 

92 MWAR NAME WITH INDEX PAYLOAD AC name with index 

93 AP FALLBACK ENABLED PAYLOAD WTP fallback 

94 MM _ SWITCH INFO PAYLOAD AC IPv4 list 

95 RFID TAG STATUS PAYLOAD Vendor-specific payload 

96 SPAM AP RADIO FAIL ALARM PAYLOAD IEEE 802.11 WTP radio fail 


alarm indication 
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Table B-1 CAPWAP/LWAPP Message Elements 


Type # LWAPP Payload CAPWAP Payload 
97 SPAM DOMAIN SECRET PAYLOAD Vendor-specific payload 
98 IDLE_TIMEOUT PAYLOAD Idle timeout 
99 SNIFFER ENABLE DISABLE PAYLOAD Vendor-specific payload 
100 SPAM AP MGR IP ADDR CAPWAP control IPv4 address 
101 MD5_CHKSUM DATA PAYLOAD Not required in CAPWAP 
102 ADD_TS PAYLOAD Vendor-specific payload 
103 DELETE TS PAYLOAD Vendor-specific payload 
104 SPAM 80211 MANAGEMENT TRAFFIC LIMIT _- Vendor-specific payload 
PAYLOAD 
105 SPAM VENDOR SPECIFIC PAYLOAD CAPWAP vendor-specific 
payload 
106 AP ROLE PAYLOAD Vendor-specific payload 
107 MESH NEIGH PAYLOAD Vendor-specific payload 
108 MESH STATS PAYLOAD Vendor-specific payload 
109 MESH LINKRATE PAYLOAD Vendor-specific payload 
110 MESH LINK PARA PAYLOAD Vendor-specific payload 
111 MESH NODE UPDATE PAYLOAD Vendor-specific payload 
112 MESH NEIGHS UPDATE PAYLOAD Vendor-specific payload 
113 AP BACKHAUL PAYLOAD Vendor-specific payload 
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Table B-1 CAPWAP/LWAPP Message Elements (continued) 

Type # LWAPP Payload CAPWAP Payload 

114 AP _BHRATE PAYLOAD Vendor-specific payload 

115 AP_CFGROLE PAYLOAD Vendor-specific payload 

116 LINKTEST CFG PAYLOAD Vendor-specific payload 

117 LINKTEST RESULTS PAYLOAD Vendor-specific payload 

118 BRIDGE _GROUPNAME PAYLOAD Vendor-specific payload 

119 BMK RSP PAYLOAD Vendor-specific payload 

120 COMPRESSED CERTIFICATE PAYLOAD Not used in LWAPP 

121 NONCE PAYLOAD Not required in CAPWAP— 
used in LWAPP in discovery 
response and join request 

122 AUTH STRING PAYLOAD Used for bridged APs (check if 
needed); use vendor-specific 
payload if needed 

123 GOODNEIGH PAYLOAD Not used in LWAPP 

124 AP_ GROUP NAME PAYLOAD Vendor-specific payload 

125 SPAM BIG NAV ATTACK PAYLOAD Vendor-specific payload 

126 SPAM AP LED STATE CONFIG PAYLOAD Vendor-specific payload 

127 AP REGULATORY DOMAIN PAYLOAD Vendor-specific payload 

128 SPAM_AP_ MODEL PAYLOAD Not used in LWAPP 

129 SPAM AP RESET BUTTON STATE PAYLOAD Vendor-specific payload 
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Table B-1 CAPWAP/LWAPP Message Elements 


Type # LWAPP Payload CAPWAP Payload 

130 SPAM_AP_TFTP DOWNGRADE PAYLOAD Not used in LWAPP 

131 REMOTE AP DEBUG COMMAND Vendor-specific payload 

132 SPAM AP RADIO CORE DUMP NOTIFICATION _ Vendor-specific payload 

133 AP _DOT11H PAYLOAD Vendor-specific payload 

134 RRM RADAR DATA PAYLOAD Vendor-specific payload 

135 LWAPP_ CHANNEL PWR PAYLOAD Vendor-specific payload 

136 AP MEMORY COREDUMP CONFIG PAYLOAD Vendor-specific payload 

137 SPAM MGMT FRAME DELIVERY _ Vendor-specific payload 
NOTIFICATION PAYLOAD 

138 SPAM_AP PRE STD SWITCH CONFIG PAYLOAD Not used in LWAPP 

139 SPAM AP POWER INJECTOR CONFIG _ Not used in LWAPP 
PAYLOAD 

140 AP MANAGER CONTROL IPv6 ADDRESS Not used in LWAPP 
PAYLOAD 

141 AP_ MANAGER DATA IPv4 ADDRESS PAYLOAD Not used in LWAPP 

142 AP MANAGER DATA IPv6 ADDRESS PAYLOAD Not used in LWAPP 

143 CLIENT QOS PROFILE PAYLOAD Not used in LWAPP 

144 CONTROLLER IPv6 ADDRESS LIST PAYLOAD _Not used in LWAPP 

145 AP BRIDGE STATE PAYLOAD Vendor-specific payload 

146 AP_DTPC_ PAYLOAD Vendor-specific payload 
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Table B-1_ CAPWAP/LWAPP Message Elements (continued) 

Type # LWAPP Payload CAPWAP Payload 

147 AP CISCO 7920 VSIE PAYLOAD Vendor-specific payload 
148 AP_ DFS CHANNEL LIST Vendor-specific payload 
149 AP_ MULTICAST GROUP PAYLOAD Vendor-specific payload 
150 AP MINIOS VERSION PAYLOAD Vendor-specific payload 
151 AP_MINIOS UPGRADE PAYLOAD Vendor-specific payload 
152 AP_TIMESYNC PAYLOAD Vendor-specific payload 
153 STATION STATS PAYLOAD Not used in LWAPP; needs to 

be removed 

154 AP_ TSM CONFIG PAYLOAD Vendor-specific payload 
155 CCX_LINKTEST START PAYLOAD Vendor-specific payload 
156 CCX_LINKTEST REPORT PAYLOAD Vendor-specific payload 


LWAPP and CAPWAP Message Payloads 


Table B-2 details the payloads (message elements) sent in LWAPP control messages and 
the corresponding ones that will be sent in CAPWAP control messages. For packet for- 
mat description and more detailed explanation, please refer to the “802.11 Bindings and 
Payloads” section in Chapter 4. 
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Table B-2. LWAPP/CAPWAP Control Message Payloads 


Message LWAPP Message Elements CAPWAP Message 
Elements 
Discovery DISCOVERY TYPE PAYLOAD Discovery type 
Request BOARD DATA PAYLOAD WTP board data 
RAD PAYLOAD WTP descriptor 
RAD SLOT PAYLOAD IEEE 802.11 WTP radio 
information 
WTP frame tunnel mode 
WTP MAC type 
Discovery MWAR PAYLOAD AC descriptor 
Response MWAR NAME PAYLOAD AC name 
NONCE PAYLOAD Vendor-specific payload for 
SPAM_AP MGR IP ADDR “NONCE_PAYLOAD” 


CAPWAP control IPv4 address 
IEEE 802.11 WTP radio infor- 


mation 
Primary RAD PAYLOAD WTP descriptor 
Discovery RAD SLOT PAYLOAD IEEE 802.11 WTP radio infor- 
Request BOARD DATA PAYLOAD mation 
WTP board data 
Discovery type 
WTP frame tunnel mode 
WTP MAC type 
Primary MWAR PAYLOAD AC descriptor 
Discovery MWAR NAME PAYLOAD AC name 
Response CAPWAP control IPv4 address 
IEEE 802.11 WTP radio infor- 
mation 
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Table B-2. LWAPP/CAPWAP Control Message Payloads (continued) 


Message 


LWAPP Message Elements 


Join Request MWAR ADDR PAYLOAD 


Join 
Response 


RAD PAYLOAD 

RAD NAME PAYLOAD 
BOARD_DATA PAYLOAD 
NONCE_PAYLOAD 

AUTH STRING PAYLOAD 
LOCATION DATA PAYLOAD 
RAD_SLOT PAYLOAD 
CERTIFICATE PAYLOAD 
SESSION PAYLOAD 

TEST PAYLOAD 


RESULT_CODE 
CERTIFICATE_PAYLOAD 
SPAM_CRYPTO_ PAYLOAD 
TEST PAYLOAD 


CAPWAP Message 
Elements 


Vendor-specific payload for 
“MWAR_ADDR_ PAYLOAD” 
WTP descriptor 

WTP name 

WTP board data 
Vendor-specific payload for 
“NONCE PAYLOAD” 
Vendor-specific payload for 
“AUTH_ STRING PAYLOAD” 
Location data 

IEEE 802.11 WTP radio infor- 
mation 

N/A 

Session ID 

N/A 

WTP IPv4 IP address 

WTP frame tunnel mode 
WTP MAC type 


Result code 

N/A 

N/A 

N/A 

AC descriptor 

AC name 

CAPWAP control IPv4 address 
IEEE 802.11 WTP radio 
information 


Echo 
Request 


None 


None 


Echo 
Response 


None 


None 
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Table B-2. LWAPP/CAPWAP Control Message Payloads 


Message LWAPP Message Elements 


Configuration ADMIN STATE PAYLOAD 

Status MWAR NAME PAYLOAD 
MWAR NAME WITH INDEX PAYLOAD 
BOARD_DATA_ PAYLOAD 
AP_REGULATORY DOMAIN PAYLOAD 
Vendor-specific payload for MFP config 
AP GROUP NAME PAYLOAD 
Vendor-specific payload for CDP 
ADMIN STATE PAYLOAD 
STATION _CFG PAYLOAD 
MULTI DOMAIN CAPABILITY PAYLOAD 
MAC OPERATION PAYLOAD 
PHY TX POWER LEVEL PAYLOAD 
PHY TX POWER PAYLOAD 
PHY DSSS PAYLOAD 
ANTENNA PAYLOAD 
SUPPORTED RATES PAYLOAD 
PERFORMANCE PROFILE PAYLOAD 
Vendor-specific payload for CCX RM config 
SPAM_CFPSTATUS PAYLOAD 
WLAN_OVERRIDE MODE PAYLOAD 
SNIFFER ENABLE DISABLE PAYLOAD 
ADD LOCAL WLAN PAYLOAD 


SPAM_ AP LED STATE CONFIG PAYLOAD 


LWAPP_CHANNEL PWR PAYLOAD 
AP_DFS CHANNEL LIST 


Vendor-specific payload for MFP capabilities 


STAT TMR_ PAYLOAD 

AP_MODE AND TYPE PAYLOAD 
AP_ REBOOT STAT PAYLOAD 

AP _IP_ADDR PAYLOAD 
LOCATION DATA PAYLOAD 
AP_ROLE PAYLOAD 
AP_CFGROLE_PAYLOAD 
AP_BACKHAUL PAYLOAD 

AP _BHRATE PAYLOAD 
BRIDGE_GROUPNAME PAYLOAD 
AP BRIDGE STATE PAYLOAD 


CAPWAP Message 
Elements 


Radio administrative state 
AC name 

AC name with index 

WTP board data 
Vendor-specific payload for 
“AP_REGULATORY_ 
DOMAIN PAYLOAD” 
Vendor-specific payload for 
MFP config 

Vendor-specific payload for 
“AP GROUP NAME 
PAYLOAD” 

Vendor-specific payload for 
CDP 

Radio administrative state 
IEEE 802.11 WTP radio config- 
uration + vendor-specific 
IEEE 802.11 multidomain capa- 
bility 

TEEE 802.11 MAC operation 
Statistics timer 

WTP reboot statistics 
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Table B-2. LWAPP/CAPWAP Control Message Payloads (continued) 


Message LWAPP Message Elements CAPWAP Message 
Elements 

Configure AP TIMESYNC PAYLOAD AC IPv4 List 

Response SPAM DOMAIN SECRET PAYLOAD CAPWAP timers 
STATION CFG PAYLOAD Decryption error report 
OPERATION RATE SET PAYLOAD period 
MULTI DOMAIN CAPABILITY PAYLOAD Idle timeout 
MAC OPERATION PAYLOAD WTP fallback 


PHY TX POWER PAYLOAD 

PHY DSSS PAYLOAD 

ANTENNA PAYLOAD 
DECRYPT ERR REPORT PERIOD 
AP_QOS PAYLOAD 

ATRESPACE CAPABILITY PAYLOAD 
CHANGE STATE EVENT PAYLOAD 
APF_ROGUE_CONTAINMENT PAYLOAD 
SNIFFER ENABLE DISABLE PAYLOAD 
AP_DOT11H_ PAYLOAD 

AP _DTPC_PAYLOAD 

AP_TSM_ CONFIG PAYLOAD 

AP CISCO 7920 VSIE PAYLOAD 

AP MULTICAST GROUP PAYLOAD 
BCAST_SSID_ MODE PAYLOAD 

AP TIMER PAYLOAD 

CLIENT AUTO HANDOFF PAYLOAD 
SPAM_80211. MANAGEMENT. TRAFFIC LIMIT 
PAYLOAD 

MWAR LIST PAYLOAD 

AP FALLBACK ENABLED PAYLOAD 

MM _ SWITCH INFO PAYLOAD 
AP_MINIOS UPGRADE PAYLOAD 
RFID_TAG STATUS PAYLOAD 
IDLE_TIMEOUT PAYLOAD 

Management IP Address payload—vendor-specific 
for HREAPs MESH LINK PARA PAYLOAD 
BMK_RSP_ PAYLOAD 

MFP Config vendor-specific payload 

CDP Config vendor-specific payload 

AP user and password vendor-specific payload 


Image Data IMAGE DOWNLOAD PAYLOAD Image data 
Request Image data identifier 
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Table B-2. LWAPP/CAPWAP Control Message Payloads 
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Message LWAPP Message Elements 


Image Data IMAGE DATA PAYLOAD 
Response 


CAPWAP Message 
Elements 


Result code 
Image data request 


Change State CHANGE STATE EVENT PAYLOAD 
Event Request 


Radio operational state 
Result code 


Change State None 
Event Response 


None 
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